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(57) ABSTRACT 

A drive device for advancing an advancing element (2; 33) 
relative to a housing (1; 30) over a entire advancing distance 
(G) comprises a tensioning device having a tensioning ele 
ment (3; 39) for tensioning a spring device (4). A predeter 
mined distance (A) between the tensioning element (39) and 
the advancing element (33) or between the counter element 
(7) and the tensioning element (3) that engages With advanc 
ing element can be set according to the advancing of the 
advancing element (2; 33) by a partial advancing distance that 
is less than the entire advancing distance (G). According to a 
method for discharging a ?uid product from a container (16) 
via an outlet (17), a plunger (18) is displaced inside the 
container (16) by means of a drive device provided With an 
advancing element (2; 33) and With a spring device (4), 
Whereby the spring device (4) is tensioned by a tensioning 
device according to the advancing of the advancing element 
(2; 33) by a partial advancing distance. 

12 Claims, 10 Drawing Sheets 
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DRIVE DEVICE AND METHOD FOR 
ADVANCING AN ADVANCING ELEMENT 

The present invention relates to a drive device for advanc 
ing an advancing element and to a method for discharging a 
?uid product from a container, in particular in a device for 
blood glucose determination, in accordance With the pre 
amble of claim 1. 

In measurement methods, for example for determining the 
blood glucose values of a patient With diabetes, it is custom 
ary for a measurement probe With a dialysis membrane to be 
inserted into the patient’s tissue, through Which probe a mea 
surement ?uid is guided Which exchanges, via the membrane, 
With the surrounding medium of the tissue. The measurement 
?uid can, for example, be introduced into the probe from an 
ampule via a line system. For this purpose, a drive device for 
discharging the ?uid from the ampule is attached to the latter 
and, for example, drives a plunger in the ampule toWard an 
outlet of the ampule. It is necessary to convey the measure 
ment ?uid through the ?uid system of the probe at a constant 
determinable pressure in order to obtain reliable and repro 
ducible measurement results. For this purpose, the drive 
device is, for example, equipped With a spring drive in Which 
a pretensioned spring drives an advancing element relative to 
a housing of the device. The advancing element pushes the 
plunger in the ampule from its starting position to its end 
position at the outlet, the spring going from a compressed 
initial state to an expanded end state, and the advancing 
element advancing over the total advancing distance from the 
starting position to the end position. By setting the tensioning 
force of the spring, it is possible to determine the pressure 
generated in the ampule and at Which the ?uid is introduced 
into the line system of the probe. 

In such drive devices and discharging methods, hoWever, it 
is possible that the generated pressure subsides With increas 
ing expansion of the spring, since the latter can apply a greater 
pressure force in a strongly compressed state than it can in a 
slightly compressed state. Moreover, it is necessary to use 
springs Which have an expansion course corresponding to the 
total advancing distance of the advancing element in order to 
be able to discharge the ?uid completely from the ampule. 
Such springs are in most cases rather long, and their length 
de?nes the total length of the drive device. 

It is an object of the invention to make available a drive 
device for advancing an advancing element, Which advances 
an advancing element With a settable and substantially con 
stant force, has a compact structure, Works With simple struc 
tural components, and is easy to operate. 

It is a further object of the invention to make available a 
method for discharging a ?uid product from a container, in 
Which method the ?uid product is discharged With constant 
pressure, the pressure during discharge can be regulated, and 
reliable discharge is ensured. 

The objects of the invention are achieved by a drive device 
for advancing an advancing element in accordance With claim 
1, and by a method for discharging a ?uid product from a 
container. Advantageous embodiments are set forth in the 
dependent claims. 

Accordingly, a drive device for advancing an advancing 
element relative to a housing of the device comprises a spring 
device for driving the advancing element, by means of Which 
spring the advancing element can be advanced over a total 
advancing distance, i.e. over the distance by Which the 
advancing element can be maximally displaced in relation to 
the housing. A helical spring is preferably used as the spring 
device. The spring device engages on a counter-element and 
on the advancing element Which is movable relative to the 
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2 
counter-element inside the housing. The spring device does 
not necessarily have to be arranged directly on the counter 
element or on the advancing element: it is also possible for the 
spring device to engage on the counter-element and/or 
advancing element via an intermediate element Which trans 
mits the force to the respective element. The helical spring 
can simply rest on the elements or it can also be securely 
connected to them. 

According to the invention, a tensioning device With a 
tensioning element for tensioning the spring device is pro 
vided in the drive device. A predetermined distance is able to 
be set betWeen the counter-element, Which can be formed by 
the tensioning element, and the advancing element or 
betWeen the counter-element and the tensioning element that 
engages on the advancing element. By setting the predeter 
mined distance, i.e. by tensioning the spring device, the latter 
is placed under a de?ned pretensioning, as a result of Which it 
exerts a de?ned tensioning force or pressure force on the 
advancing element or the counter-element as a function of the 
distance that has been set. To build up a tensioning force, the 
predetermined distance betWeen the counter-element and the 
advancing element or the tensioning element is preferably 
chosen to be shorter than the length of the untensioned spring. 
HoWever, it is also conceivable in principle to generate a 
tensioning force by means of the spring being extended, in 
Which case a predetermined distance is chosen Which is 
longer than the length of the untensioned spring. According to 
the invention, the distance canbe set at the start of the advance 
and after an advance over a partial advancing distance, i.e. the 
tensioning device can tension the spring device during the 
advance of the advancing element Without interrupting the 
force transmission and the advance. The partial advancing 
distance is shorter than the total advancing distance of the 
advancing element. The total advancing distance is preferably 
divided into several partial advancing distances, not neces 
sarily all of the same length, such that a tensioning force can 
be retensioned and controlled several times during the 
advance of the advancing element over the total advancing 
distance. It is also possible to change the force during an 
advance or after a partial advancing distance and adapt it to 
neW requirements by setting another predetermined distance. 

In the method according to the invention for discharging a 
?uid product from a container through an outlet in the con 
tainer, a plunger lying opposite the outlet inside the container 
is advanced in the direction of the outlet by a drive device With 
an advancing element and With a spring device. According to 
the invention, after the plunger has advanced by a partial 
advancing distance Which is shorter than the total advancing 
distance, the spring device is tensioned by a tensioning 
device. To drive the plunger, a drive device is preferably used 
as has been described above, such that the plunger can be 
displaced toWard the outlet by the advancing element of the 
drive device. 

The ampule is connected to a housing of the drive device 
and the plunger is connected to the advancing element, such 
that the tensioning force or pressure force of the spring device 
is transmitted to the plunger, and consequently to the ?uid 
product in the ampule, and a predetermined pressure is gen 
erated in the ampule. After the advancing element has been 
advanced by a partial advancing distance, the spring device is 
tensioned again, i.e. retensioned, by means of the predeter 
mined distance betWeen the counter-element and the advanc 
ing element or the tensioning element being set again. In this 
Way, it is possible to avoid a drop in pressure caused by 
relaxation of the tensioning force due to less compression of 
the spring. 
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By means of the invention, during the advance of the 
plunger in the ampule over the total distance Which is traveled 
by the plunger to the ampule outlet and Which preferably 
corresponds to the total advancing distance of the advancing 
element, a constant pressure can be generated in the ampule, 
so that, for example in a blood glucose measurement probe, a 
reliably constant ?oW of the measurement ?uid can be 
achieved or the pressure of the ?uid can be adapted to a 
change in the ?oW speed. The invention, hoWever, is not 
limited to the kind of areas described above, and instead it can 
be advantageously employed Wherever a constant force is to 
be exerted on a sloW moving element. Simple and inexpensive 
structural components can be used, and the assembling of the 
drive device is not complicated by the mechanical function of 
the drive device and does not take much time. 

In a preferred embodiment of the invention, the housing of 
the drive device is sleeve-shaped. The advancing element is 
rod-shaped or sleeve-shaped and protrudes from the housing 
at one end of the housing. The counter-element can be 
formed, for example, by a projection of the housing protrud 
ing inWard into the housing, by another element ?xed relative 
to the housing, or also by the tensioning element. The ten 
sioning element is preferably also sleeve-shaped and has an 
engagement surface Which extends perpendicular to the 
advancing direction and Which is provided for the spring 
device, i.e. the helical spring. The helical spring can, for 
example, be ?tted betWeen the engagement surface of the 
tensioning element and an engagement surface of the advanc 
ing element extending perpendicular to the advancing direc 
tion. Or the helical spring engages on a projection, secured to 
the housing, and on the engagement surface of the tensioning 
element Which transmits the tensioning force to the advancing 
element. 

For tensioning purposes, the tensioning element is prefer 
ably movable relative to the housing and to the advancing 
element in the direction of the counter-element, in order to be 
able to set the predetermined distance. The tensioning ele 
ment is particularly preferably movable relative to the 
advancing element in only one direction parallel to the 
advancing direction and is ?xed relative to the advancing 
element in an opposite direction. Thus, for setting the prede 
termined distance, the tensioning element can be moved rela 
tive to the advancing element or the counter-element and can 
at the same time transmit the tensioning force to the advanc 
ing element. 

To set the predetermined distance, the tensioning device 
can comprise a rotary device With at least one rotary element 
that can turn relative to the housing. The rotary element is 
sleeve-shaped, for example, and protrudes at one end from the 
housing, the advancing element being advanced from the 
other opposite end of the housing. The tensioning element can 
have a thread, and the advancing element or the rotary ele 
ment can have a mating thread Which interacts With the thread 
of the tensioning element, so that, by means of a rotation of 
the rotary element, the tensioning element can be moved 
relative to the advancing element or the counter-element, and 
the predetermined distance can be set. 

In a ?rst preferred embodiment of the invention, the rotary 
element is ?xed relative to the housing parallel to the advanc 
ing direction, but can turn relative to the housing, and forms 
the counter-element for the helical spring, i.e. it has an 
engagement surface for the helical spring. The tensioning 
element is secured against rotation relative to the rotary ele 
ment, so that it folloWs the latter’s rotation movement, but it 
can move relative to the rotary element parallel to the advanc 
ing direction. The tensioning element has an internal thread, 
With Which it sits on an external thread of the advancing 
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element. The advancing element is ?xed in rotation relative to 
the housing so that, upon rotation of the rotary element, the 
tensioning element is turned relative to the advancing element 
and, because of the threads, moves parallel to the advancing 
direction, and a predetermined distance can be set betWeen 
the tensioning element and the counter-element or the rotary 
element. It can be guided in the direction of movement by the 
threads and by a guide arrangement, for example on the rotary 
element or on the counter-element. The guide arrangement 
can also form the means of securing against rotation. A lock 
ing device is particularly preferably provided, by Which 
means the rotary element is rotatable in only one direction or 
the rotation is transmitted to the tensioning element in only 
one direction. In this Way, it is possible to ensure that, during 
tensioning, the tensioning element moves in only one direc 
tion relative to the advancing element in the direction toWard 
the counter-element. 

The helical spring is ?tted betWeen the tensioning element 
and the rotary element, Which acts as counter-element. In the 
untensioned state, the helical spring is not compressed or is 
only slightly compressed, and the tensioning element bears 
on one end of the housing. When the rotary element is turned, 
the tensioning element is moved on the advancing element 
relative to the housing and into the inside of the housing and 
compresses the helical spring When a resistance force, for 
example a plunger of an ampule, bears on the advancing 
element. The tensioning force arising during the compression 
is transmitted to the plunger by the advancing element Which 
is connected ?xedly to the tensioning element in the advanc 
ing direction. The plunger in the ampule is advanced toWard 
the outlet, the tensioning element moving back in the direc 
tion of the end of the housing, and the distance betWeen 
tensioning element and counter-element increasing. 

After the advancing element has traveled a partial advanc 
ing distance, reneWed turning of the rotary element means 
that the tensioning element is moved back again in the direc 
tion of the counter-element, i.e. the rotary element, and the 
predetermined distance is set or a neWly selected distance is 
set for another pressure in the ampule. When retensioning for 
the same predetermined distance betWeen tensioning element 
and counter-element, the tensioning element is then moved 
by the length of the partial advancing distance on the advanc 
ing element in the direction of the counter-element, or rotary 
element. When retensioning, it is not necessary to interrupt 
the force transmission betWeen helical spring and advancing 
element, and thus to the plunger, as a result of Which the 
pressure on the ?uid product in the ampule can be maintained 
continuously. The retensioning can be repeated as often as is 
necessary until the plunger has arrived at the outlet of the 
ampule and the advancing element has traveled the total 
advancing distance. Thereafter, the drive device can be 
removed from the ampule and made ready for a neW applica 
tion on a full ampule. To do this, the advancing element is 
guided back into a starting position, by means of the tension 
ing element being moved back on the advancing element. 

In a second preferred embodiment of the invention, the 
tensioning element is secured against rotation relative to the 
housing, but is movable in the longitudinal direction of the 
housing and forms the counter-element of the drive device. 
The rotary element of the rotary device is ?xed in the longi 
tudinal direction relative to the housing, but is able to turn 
relative to the latter and has a rod-like or sleeve-like extension 
piece Which extends through the housing With an external 
thread. The tensioning element or counter-element has an 
internal thread With Which it engages in the external thread of 
the extension piece of the rotary element. The advancing 
element is sleeve-shaped, so that it is able to receive the 



US 7,892,212 B2 
5 

extension piece of the rotary element, the tensioning element 
and the helical spring in its inside. The helical spring is ?tted 
betWeen an engagement surface of the advancing element, 
Which engagement surface is perpendicular to the advancing 
direction, and the tensioning element as counter-element. 
When the rotary element is turned relative to the housing, 

the tensioning element is moved on the extension piece of the 
rotary element in the direction toWard the advancing element, 
i.e. the engagement surface of the advancing element for the 
helical spring, by Which means the predetermined distance 
betWeen the tensioning element or counter-element and the 
advancing element can be set. In doing this, it is guided in the 
movement direction by the threads and, for example, by guide 
arrangements on an inner surface of the housing. If an oppos 
ing force, for example a plunger of an ampule, bears on the 
advancing element, a tensioning force is generated in the 
helical spring. The tensioning force is transmitted to the 
plunger in the ampule, Whereupon the advancing element is 
moved out from the housing in the advancing direction and 
the ?uid product is forced through the outlet. In this process, 
the distance betWeen the advancing element and tensioning 
element increases, and, after the advancing element has been 
advanced over a partial advancing distance, reneWed turning 
of the rotary element means that the tensioning element is 
moved back on the extension piece of the rotary element 
toWard the engagement surface of the advancing element, and 
the predetermined distance is set. The retensioning can be 
repeated until the tensioning element has moved from one end 
of the housing, or the extension piece of the rotary element, to 
the other end and the advancing element has traveled the total 
advancing distance. For reneWed use of the drive device, the 
tensioning element can be moved back on the extension piece. 

In this embodiment of the invention, it is particularly pref 
erable for a locking device to be provided by means of Which 
the advancing element can be ?xed relative to the housing 
during the tensioning of the tensioning device. By ?xing the 
advancing element, a force acts counter to the spring during 
tensioning, and a tensioning force can be built up Without an 
ampule already being ?tted on the housing and the advancing 
element ?tted on the plunger. In the locked state of the 
advancing element, turning of the rotary element means that 
the tensioning element is moved toWard the advancing ele 
ment, the predetermined distance is set, and the tensioning 
force generated. To transmit the tensioning force to a plunger 
applied to the advancing element, the locking device is 
released, and a pressure can be built up in the ampule. 

Within the varying distance betWeen the tensioning ele 
ment and the counter-element or betWeen the advancing ele 
ment and the counter-element, Which distance arises as a 
result of the advance of the advancing element by a partial 
advancing distance, i.e. the varying length of the compressed 
helical spring, the spring is able to exert a constant pressure. 
The changes in length of the spring of these orders of mag 
nitude do not cause any appreciable pressure ?uctuations. 
As a result of particularly substantial static friction 

betWeen the plunger and an ampule Wall, for example after a 
long period of storage of the ampule, it is possible that the 
tensioning force of the helical spring needed for a desired 
pressure in the ampule Will not be su?icient to overcome this 
increased initial friction. It is therefore advantageous, in the 
drive device, to provide a striker device by Which the plunger 
can be impacted at the start of the advance. The striker device 
can comprise an actuating device, for example a push button, 
and also a pusher element so that, upon actuation of the 
actuating device, i.e. by pressing the push button, the pusher 
element is driven in the advancing direction from the housing. 
In one embodiment, the push button can protrude from one 
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6 
end of the housing and have a continuation Which protrudes 
through the housing from the opposite end of the housing. In 
another embodiment, the pusher element can be formed by 
the advancing element, Which is connected to the push button. 
Pressing on the button is not intended to cause any great 
movement of the plunger, and instead a slight kick on the 
plunger suf?ces to overcome the increased initial static fric 
tion. A spring can be provided betWeen the push button and 
the housing in order to bring the pusher element back into its 
starting position. 
With the present invention, a constant pressure can be 

generated in the ampule by simple mechanical means. Com 
pared to conventional drive devices, it is possible to use 
shorter helical springs and thus reduce the overall length of 
the drive device. The drive device can also be provided With a 
display Which measures the number of rotations of the rotary 
device to make it easier to set a de?ned distance. 
The invention is explained on the basis of illustrative 

embodiments and With reference to the draWing, in Which: 
FIG. 1 shoWs a perspective exploded vieW of a ?rst 

embodiment of a drive device according to the present inven 
tion; 

FIG. 2 shoWs a longitudinal section through the ?rst 
embodiment of the drive device, With the spring device unten 
sioned; 

FIG. 3 shoWs a longitudinal section through the ?rst 
embodiment of the drive device, With a predetermined dis 
tance set betWeen tensioning element and counter-element; 

FIG. 4 shoWs a longitudinal section through the ?rst 
embodiment of the drive device, With the advancing element 
advanced; 

FIG. 5 shows a longitudinal section through the ?rst 
embodiment of the drive device, With a striker device actu 
ated; 

FIG. 6 shoWs a perspective exploded vieW of a second 
embodiment of a drive device according to the present inven 
tion; 

FIG. 7a shoWs a longitudinal section through the second 
embodiment of the drive device, With the spring device unten 
sioned; 

FIG. 7b shoWs a detail of a locking device of a drive device 
in the locked state; 

FIG. 8a shoWs a longitudinal section through the second 
embodiment of the drive device, With a predetermined dis 
tance set betWeen tensioning element and advancing element; 

FIG. 8b shoWs a detail of a locking device of a drive device 
in the unlocked state; 

FIG. 9 shoWs a longitudinal section through the second 
embodiment of the drive device, With the advancing element 
advanced, and 

FIG. 10 shoWs a longitudinal section through the second 
embodiment of the drive device, With a striker device actu 
ated. 
A drive device according to a ?rst embodiment of the 

invention is shoWn in an exploded vieW in FIG. 1 and in an 
assembled state in FIG. 2. An advancing element in the form 
of a threaded rod 2, a sleeve-shaped tensioning element 3 and 
a spring device in the form of a helical spring 4 are ?tted in a 
sleeve-shaped housing 1. At one end, the housing 1 has a Wall 
5 Which closes off the housing 1 and Which includes a passage 
for the advancing element 2. Provided around the passage 
there is a tubular continuation 6 onto Which an ampule 16 can 
be ?tted (see FIG. 2). A rotary element 7 is ?tted into the 
housing 1, at the opposite end of the housing 1, and has a skirt 
8 extending perpendicular to the circumferential direction of 
the housing 1. The skirt 8 forms an engagement surface for the 
helical spring 4. The rotary element 7 is held on the housing 
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1 by a retaining ring 12. At its end facing toward the Wall 5 of 
the housing 1, the tensioning element 3 has an engagement 
surface 9 extending perpendicular to the circumferential sur 
face of the housing 1 and provided for the helical spring 4. The 
helical spring 4 is ?tted betWeen the engagement surface 9 
and the skirt 8. 

The rotary element 7 has an extension piece 10 Which 
protrudes from the housing 1 and on Which a push button 11 
is mounted. A spring 13 is ?tted betWeen the retaining ring 12 
and the push button 11. On its circumferential surface, the 
extension piece 10 has guide grooves 14 Which extend in the 
longitudinal direction and into Which projections on an inner 
face of the push button 11 engage. The push button 11 is 
therefore secured against rotation in the circumferential 
direction relative to the extension piece 10. 
On its outer jacket surface, the tensioning element 3 also 

has guide grooves 15 extending in the longitudinal direction. 
Projections on an inner jacket surface of the area of the rotary 
element 7 lying inside the housing 1 engage in the guide 
grooves 15. The tensioning element 3 can therefore be moved 
in the longitudinal direction relative to the rotary element 7, 
into the inside of the rotary element 7. At the same time, it is 
secured against rotation relative to the rotary element 7. The 
rotary element 7 is ?xed in the longitudinal direction relative 
to the housing 1, but can be turned relative to the housing 1 by 
rotation of the push button. At one end of the housing, the 
threaded rod 2 is guided through the tubular continuation 6 
and extends centrally through the housing in the longitudinal 
direction of the housing 1. An external thread is provided on 
the outer circumferential surface of the threaded rod 2. On the 
inner jacket surface of the tensioning element 3 there is an 
internal thread Which interacts With the external thread of the 
threaded rod 2. By turning the tensioning element 3 relative to 
the threaded rod 2 by Way of the rotary element 7, the ten 
sioning element 3 can therefore be moved in the longitudinal 
direction on the threaded rod. 

FIG. 2 shoWs the drive device in a starting position. An 
ampule 16 With an outlet 17 for a ?uid product is mounted, via 
its end remote from the outlet 17, onto the continuation 6 of 
the housing 1 of the drive device. The continuation 6 partially 
extends into a recess of a plunger 18. The threaded rod 2 
extends through the continuation 6 and, at its end facing in the 
direction of the plunger 18, it has a punch 19. In the starting 
position, the punch 19 of the threaded rod 2 is not in contact 
With the plunger 18 of the ampule 16. 

In FIG. 3, a predetermined distance A is set betWeen the 
engagement surface 9 of the tensioning element 3 and the 
skirt 8 of the rotary element 7. To do so, the push button 11 is 
turned relative to the housing 1 in one direction, as a result of 
Which the rotary element 7 and thus also the tensioning ele 
ment 3 are turned relative to the housing 1. The threaded rod 
2 is secured against rotation relative to the housing 1. Upon 
rotation of the push button 1 1, the tensioning element 3 there 
fore moves about the threaded rod 2 and, by means of the 
interacting threads, is moved in the direction of the rotary 
element, Which acts as counter-element for the helical spring 
4. The engagement surface 9 of the tensioning element 3 is 
moved aWay from the Wall 5 of the housing 1, and the helical 
spring 4 is compressed to a length corresponding to the dis 
tance A and builds up a tensioning force or spring force. The 
spring force acts counter to the skirt 8, ?xed on the housing, 
and to the engagement surface 9 of the tensioning element, 
the latter transmitting the force to the threaded rod 2. Since the 
rotary element 7 With the skirt 8 is ?xed relative to the hous 
ing, the spring force acts in the advancing direction of the 
threaded rod 2 or of the plunger 18 of the ampule 16. The 
threaded rod 2 With the punch 19 is initially advanced until the 
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8 
punch 19 bears on a surface of the piston 18 extending per 
pendicularly With respect to the circumferential surface of the 
ampule 16. The spring force can then be transmitted via the 
punch 19 to the plunger 18, Which is thereby displaced inside 
the ampule 16, since the latter is ?xed to the housing 1 of the 
drive device. 
By means of the spring force, the threaded rod 2 is 

advanced together With the tensioning element 3 inside the 
housing 1 by a partial advancing distance, and the distanceA 
increases, as a result of Which the compression of the spring 
decreases. To compress the spring again and thereby tension 
the drive device once more, it is possible, by turning the push 
button 11, to move the tensioning element 3 in the direction of 
the rotary element 7 on the threaded rod 2. In doing so, the 
transmission of force to the plunger 18 is not interrupted. This 
procedure can be repeated after several partial advancing 
distances of the threaded rod 2 until the plunger 18 is 
advanced to the outlet 17 of the ampule 16, as is shoWn in FIG. 
4. In this end position of the threaded rod 2, the threaded rod 
2 and the plunger 18 have been advanced by the total advanc 
ing distance G. In the movement of the threaded rod 2, the 
latter is preferably guided by guide arrangements on the inner 
circumferential surface of the continuation 6 and by the ten 
sioning element. 

In the embodiment of the present invention depicted here, 
a striker device is also provided Which includes the push 
button 11, the spring 13 and the threaded rod 2 as striker 
element. As can be seen from FIG. 2, the spring 13 is mounted 
betWeen the retaining ring 12 and the push button 11, a dis 
tance being provided betWeen the retaining ring 12 and that 
end of the push button 1 1 lying opposite it. The push button 11 
has a centrally inwardly projecting Web 20 Which is oriented 
With respect to one end of the threaded rod 2 and makes 
contact With this end When the drive device is in a starting 
position. 

In FIG. 5, the push button 1 1 is shoWn in a position in Which 
it has been pressed in the longitudinal direction onto the 
housing 1. The threaded rod 2 is in this case pushed forWard 
by the Web 20 of the push button 11 in the advancing direction 
and transmits the impact via the punch 19 to the plunger 18 of 
the ampule 16. Static friction betWeen the plunger 18 and the 
inside Wall of the ampule 16 can be overcome by this impact. 
The push button 11 is moved aWay again in the longitudinal 
direction from the housing 1, counter to the advancing direc 
tion, by the spring force of the spring 13. After the release of 
the plunger 18, the driving of the plunger can be obtained by 
the spring force of the helical spring 4 of the drive device. 
A locking arrangement is also provided in this embodi 

ment, by a click-type lock With locking or clicking is possible 
after a discrete path of rotation is exceeded in one of the tWo 
directions of rotation. For this purpose, as is shoWn in FIG. 1, 
locking rings 21 and 22 are provided for transmitting the 
rotation movement of the rotary element 7 to the tensioning 
element 3. The locking rings 21 and 22 have mutually 
complementary steps on their surfaces extending perpendicu 
lar to the circumferential surface. On an inside edge of the 
skirt 8, there is also a ring Which is stepped in the longitudinal 
direction and interacts With the locking rings 21 and 22. In 
one direction of rotation of the rotary element 7, the steps of 
the skirt 8 strike against steps of the ring 22, such that the ring 
22 folloWs the rotation and is pulled With its opposite steps 
over the steps of the ring 21. This results in a locking or 
clicking action. In the other direction of rotation, steps on the 
ring 22 strike against steps on the ring 21, such that the ring 22 
does not folloW the rotation movement and the steps of the 
skirt 8 are pulled over the steps of the ring 22, once again 
resulting in a clicking action. Such a locking arrangement can 
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also be con?gured as a safety measure against rotation over 
load, as is described in the application DE 104 40 393 from 
the Applicant. 

In the ?rst embodiment of the present invention as shoWn in 
FIGS. 1 through 5, the tensioning element 3, for building up 
a spring force in the helical spring 4, is moved by the rotation 
device counter to the advance movement and in the direction 
of the counter-element, i.e. the rotary element 7. 

In a second embodiment, as shoWn in FIGS. 6 through 10, 
the tensioning element for building up the spring force is 
moved by the rotation device in the advance direction toWard 
the advancing element. The second embodiment of the preset 
invention is shoWn in an exploded vieW in FIG. 6 and in its 
assembled state in FIG. 7a. A sleeve-shaped housing 30 is 
designed With a double Wall, so that a space is formed 
betWeen an outer Wall 31 and an inner Wall 32. The space is 
accessible at one end of the housing 30 at Which the ampule 
16 is attached, and it is closed off at the opposite end. The 
advancing element 33 in this embodiment is of substantially 
sleeve-shaped design and narroWs at one end in such a Way 
that an engagement surface 34 and a continuation 35 of 
reduced diameter are formed. The sleeve-shaped advancing 
element 33 is ?tted With its sleeve Wall 36 into the space of the 
housing 30 and is movable inside the latter along the longi 
tudinal axis of the sleeve-shaped housing 30. A guide arrange 
ment can be provided for guiding the longitudinal movement. 

Provided inside the housing 30, i.e. inside the space delim 
ited by the inner Wall 32, there is a rotary element 37 With an 
extension piece 38, Which extends centrally through the hous 
ing 30, a helical spring 4, and a tensioning element 39, Which 
forms the counter-element for the helical spring 4. The rotary 
element 37 protrudes from the housing 30 at one end of the 
housing 30 Which is remote from the end on Which the 
advancing element 33 is ?tted. The rotary element 37 is 
secured in the longitudinal direction on the housing 30 by 
means of complementary steps Which engage in one another, 
such that the rotary element 37 is not movable in the longitu 
dinal direction relative to the housing 30, but can turn relative 
to the latter. The extension piece 38 extends centrally through 
the inside of the housing 3 0 and ends at the opposite end of the 
housing 30 before the continuation 35 of the advancing ele 
ment 33. An external thread is provided on the outer circum 
ferential surface of the extension piece 38. The tensioning 
element 39 is also of a sleeve-shaped design and has, on its 
inner circumferential surface, an internal thread Which inter 
acts With the external thread of the extension piece 38. The 
tensioning element 39 has a surface 40 extending perpendicu 
lar to the advancing direction and is displaceable in the lon 
gitudinal direction of the housing 30 relative to the rotary 
element 37, i.e. on the extension piece 38. HoWever, it is 
secured against rotation relative to the housing 30 by guide 
channels 41 on the inner circumferential surface of the inner 
Wall 32 of the housing 30 and by projections 42 on the outer 
circumferential surface of the tensioning element 39, Which 
engage in the guide channels 41. The guide channels 31 
extend in the longitudinal direction of the housing 30 along 
the entire length of the inner Wall 32, so that the tensioning 
element 39 is displaceable in the longitudinal direction along 
the entire length of the housing. 

The helical spring 4 is arranged around the extension piece 
38 betWeen the engagement surface 34 of the advancing ele 
ment 33 and the surface 40 of the tensioning element 39. At 
the end of the housing 30 from Which the advancing element 
33 protrudes, an ampule 16 is ?tted onto the housing 30. The 
continuation 35 engages in a recess of the plunger 18 of the 
ampule 16. 
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The second embodiment of the present invention is shoWn 

in a starting position in FIG. 7a. The advancing element 33 is 
prevented, by a locking device, from moving relative to the 
housing 30 in the longitudinal direction of the housing. The 
locking device comprises a trigger 43 arranged on the circum 
ference of the housing 30, With a ring 44 Which encompasses 
the advancing element 33 and the inner Wall 32 of the housing 
30. The trigger 43 is movable perpendicular to the longitudi 
nal direction of the housing 30. In its inner circumference, the 
ring 44 has recesses 45 provided for lugs 46 on the outer 
circumference of the advancing element 33. 

In the locked state of the advancing element 33, the trigger 
43 is pretensioned by a spring 47 in such a Way that the lugs 
46 of the advancing element 33 come to lie on an annular 
surface next to the recesses 45, speci?cally on a side facing 
aWay from the ampule end of the housing 30, as is shoWn in 
FIG. 7b. An advance of the advancing element 33 in the 
direction of the ampule is in this Way prevented by the lugs 46 
abutting the ring 44, and the advancing element 33 is locked. 

FIG. 8a shoWs the tensioning of the drive device by the 
tensioning device, i.e. the tensioning element. By turning the 
rotary element 37 relative to the housing 30, the tensioning 
element 39 is displaced in the direction toWard the advancing 
element 33, or the latter’s engagement surface 34, by the 
interaction of the threads on the tensioning element 39 and on 
the extension piece 38 of the rotary element 37. According to 
the invention, the tensioning element 39 is moved as a 
counter-element for the spring toWard the advancing element 
and a predetermined distance A is set betWeen the tensioning 
element 39 and the advancing element 33, i.e. betWeen the 
surface 40 and the engagement surface 34. The spring is thus 
compressed and a spring force is generated. In order to trans 
mit the spring force to the plunger 18 of the ampule 16, the 
locking device is released by pressing the trigger 43 in the 
direction of the circumferential surface of the housing 30, so 
that the advancing element 33 is freed, as a result of the ring 
44 being displaced perpendicular to the advancing direction 
such that the recesses 45 come to lie opposite the lugs 46 of 
the advancing element 33. By means of the spring force of the 
compressed helical spring 4, the advancing element 33 is 
moved in the advancing direction toWard the plunger, and the 
lugs 46 move through the recesses 45, as is shoWn in FIG. 8b. 
After release of the advancing element 33, the trigger 43 can 
be brought back again into its starting position by the spring 
force of the spring 47. 
The released advancing element 33 is pressed, by the 

spring force of the helical spring 4, onto the plunger 18 of the 
ampule 16 such that the spring force is transmitted to the 
plunger 18 and the latter can be advanced toWard the outlet 17 
of the ampule 16. After a partial advancing distance of the 
advancing element 33, the drive device is tensioned by means 
of the rotary element 37 being turned and the tensioning 
element on the extension piece 38 being moved further 
toWard the advancing element 33 in the advancing direction. 
The same predetermined distanceA can be set again, or a neW 
distance can be set. The tensioning of the drive device can be 
repeated several times until the plunger 18 reaches the outlet 
17 of the ampule 16 and all the ?uid has been discharged from 
the ampule, as is shoWn in FIG. 9. The tensioning element 39 
has been advanced over the length of the extension piece 38 
relative to the housing, and the advancing element has trav 
eled the total advancing distance G. 

In the second embodiment of the invention too, a striker 
device can be provided, as is shoWn in FIG. 10. The striker 
device comprises an actuating device in the form of a push 
button 48 Which protrudes centrally from the housing 30 at 
one end of the housing. In the embodiment shoWn, the push 
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button 48 is arranged on the end of the rotary element 37 
protruding from the housing 30. From the push button 48, a 
passage 39 extends centrally through the housing 30 to the 
opposite end of the housing. The passage 49 can be rod 
shaped or sleeve-shaped, for example, and extends through 
the inside of the extension piece 38 of the rotary element 37 
and, in a starting position (see FIG. 7a), protrudes beyond the 
continuation 35 of the advancing element 33 in the direction 
of the plunger 18. A spring 50 holds the push button 48 in a 
pretension position in Which the passage 49 is in a retracted 
setting. 

After tensioning of the drive device and release of the 
locking device, the advancing element 33 is pushed by the 
spring force of the helical spring 4 onto the plunger 18 of the 
ampule, as is shoWn in FIG. 8a. If the spring force is insu?i 
cient to overcome an initially high static friction of the 
plunger 18 on the inner Wall of the ampule 16, an additional 
impact on the plunger 18 can be exerted by the striker device. 
To do this, the push button 48 is pressed, as a result of Which 
the passage 49 meets the plunger 18. The high static friction 
can be overcome in this Way, so that the plunger can be 
advanced by the advancing element 33 solely through the 
spring force of the helical spring 4. 
The present invention has been set forth on the basis of tWo 

illustrative embodiments. In the ?rst illustrative embodiment, 
the advancing element of the drive device can be tensioned 
after the advance by a partial advancing distance, by means of 
the tensioning element of the tensioning device being dis 
placed counter to the advancing direction on the advancing 
element in the direction of the rotary element, or counter 
element. In the second embodiment, the tensioning of the 
drive device is effected by a movement of the tensioning 
element in the advancing direction toWard the advancing ele 
ment, Which likeWise moves in the advancing direction. In 
principle, other embodiments of a drive device of the present 
invention are conceivable as long as a predetermined distance 
betWeen the elements Which include the helical spring can be 
set by a tensioning device after an advancing element has 
been advanced over a partial advancing distance Which is 
smaller than the total advancing distance. 

LIST OF REFERENCE LABELS 

1 housing 
2 threaded rod 
3 tensioning element 
4 helical spring 
5 Wall 
6 continuation 
7 rotary element 
8 skirt 
9 engagement surface 
10 extension piece 
11 push button 
12 retaining ring 
13 spring 
14 guide groove 
15 guide groove 
16 ampule 
17 outlet 
18 plunger 
19 punch 
20 Web 
21 locking ring 
22 locking ring 
30 housing 
31 outer Wall 
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32 inner Wall 
33 advancing element 
34 engagement surface 
35 continuation 
36 sleeve Wall 
37 rotary element 
38 extension piece 
39 tensioning element 
40 surface 
41 guide channel 
42 projection 
43 trigger 
44 ring 
45 recess 

46 lug 
47 spring 
48 push button 
49 passage 
50 spring 
A distance 
B total advancing distance 

The invention claimed is: 
1. A drive device for advancing an advancing element 

relative to a housing over a total advancing distance, compris 
ing 

a spring device for driving the advancing element in an 
advancing direction and 

a tensioning element for tensioning the spring device, 
Wherein 
the spring device is tensioned betWeen a counter-ele 
ment and one of the advancing element and the ten 
sioning element, and the advancing element is mov 
able relative to the counter-element; 

a ?rst tension distance de?ned betWeen the counter 
element and the advancing element or betWeen the 
counter-element and the tensioning element is set by 
translational movement of the tensioning element 
relative to the housing that tensions the spring device, 
the ?rst tension distance corresponding to a ?rst par 
tial advancing distance of the advancing element; 

the spring device is releasable to drive the advancing 
element the ?rst partial advancing distance; 

a second tension distance de?ned betWeen the counter 
element and the advancing element or betWeen the 
counter-element and the tensioning element is set by 
an additional translational movement of the tension 
ing element relative to the housing that tensions the 
spring device, the second tension distance corre 
sponding to a second partial advancing distance of the 
advancing element; and 

each of the ?rst partial advancing distance and the sec 
ond partial advancing distance is shorter than the total 
advancing distance. 

2. The drive device as claimed claim 1, Wherein the spring 
device is formed by a helical spring Which is tensioned 
betWeen the counter-element and the advancing element or 
the tensioning element. 

3. The drive device as claimed claim 1 Wherein the ?rst and 
second tension distances are smaller or greater than the length 
of the untensioned spring device. 

4. The drive device as claimed in claim 1, Wherein the 
tensioning element for tensioning the spring device is mov 
able relative to the housing and the advancing element in the 
direction of the counter-element. 

5. The drive device as claimed in claim 1, the tensioning 
element can be moved in the direction of the counter-element 
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or of the advancing element by a rotary device With at least 
one rotary element rotatable relative to the housing. 

6. The drive device as claimed in claim 1, Wherein the 
tensioning element has a thread, and the advancing element or 
the rotary element has a mating thread Which interacts With 
the thread of the tensioning element. 

7. The drive device as claimed in claim 1, further compris 
ing a striker With an actuating element and a pusher element 
is provided, the pusher element being able to be pushed in the 
advancing direction by actuation of the actuating element. 

8. The drive device as claimed claim 7, Wherein the pusher 
element is formed by the advancing element. 

9. The drive device as claimed in claim 8, Wherein the 
actuating element protrudes from one end of the housing and 
has a continuation Which protrudes from the opposite end of 
the housing. 
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10. The drive device as claimed claim 1, further comprising 

a locking device for releasably ?xing the advancing element 
relative to the housing upon tensioning of the tensioning 
device. 

11. The drive device as claimed in claim 5, Wherein the 
rotary element is ?xed relative to the housing parallel to the 
advancing direction and forms the counter-element, and, by 
rotation of the rotary element, the tensioning element is mov 
able relative to the advancing element counter to the advanc 
ing direction. 

12. The drive device as claimed claim 5, Wherein the ten 
sioning element is secured against rotation relative to the 
housing and forms the counter-element, and, by rotation of 
the rotary element, the tensioning element can be moved in 
the advancing direction relative to the advancing element. 

* * * * * 


