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WIND POWER CURRENT GENERATOR 

PRIORITY CLAIM 

This application is a continuation of, claims priority to and 
the bene?t of Us. patent application Ser. No. 12/150,593, 
?led onApr. 29, 2008, Which is a divisional of, claims priority 
to and the bene?t of Us. patent application Ser. No. 11/735, 
249, ?led on Apr. 13, 2007, noW U.S. Pat. No. 7,385,305, 
Which is a divisional of, claims priority to and the bene?t of 
Us. patent application Ser. No. 10/489,726, ?led on Mar. 12, 
2004, noW U.S. Pat. No. 7,205,678, Which is a national stage 
application of International Patent Application No. PCT/ 
IB2002/03741, ?led on Sep. 9, 2002, Which claims the bene?t 
of and priority to Italian Patent Application No. 
BZ2001A000043, ?led on Sep. 13, 2001, the entire contents 
of Which are incorporated herein. 

BACKGROUND 

Wind poWered machines, particularly large scale electrical 
generators, include blades mounted on a hub attached to a 

rotor that rotates When Wind passes over the blades. The 
rotation of the rotor is then used to drive machinery, such as 
pumps or electrical generators. In the case of electrical gen 
erators, the rotor Will typically carry conductor Windings/ 
coils or magnetic ?eld generators that face magnetic ?eld 
generators or conductor Windings/coils, respectively, on a 
stator such that there is relative motion betWeen the coils and 
the magnetic ?eld generators, producing electricity. The mag 
netic ?eld generators are typically ?eld Windings that are 
electromagnets poWered by the electrical generator once it 
begins producing electricity, but that require electricity from 
a battery or the like before the electrical generator produces 
electricity. 

Large scale Wind poWered electrical generators are becom 
ing more common, particularly in onshore and offshore Wind 
farm applications. In such large scale generators, a toWer 
supports a nacelle housing the stator, Which supports the 
rotor, Which supports the hub and blades. Equipment required 
for controlling the generator, including controls for the blades 
and other machinery, can be housed in the toWer, the nacelle, 
and/ or in cavities Within the stator and/or the rotor. 

An example of a large scale Wind poWered generator is seen 
in international application WO 01/29413 by Torres Martinez 
(equivalent to European Patent Application No. EP 1319830 
A1) and entitled, “MultipolarAerogenerator.” So-called mul 
tipolar Wind poWer generators typically comprise a Wind 
driven rotor associated With a poWer generator housed in a 
nacelle atop a support toWer. The nacelle is mounted for 
rotation on the upper end of the toWer and houses electrical 
poWer generation components as Well as equipment for con 
trolling the generation of electricity, the orientation of the 
nacelle, the pitch of the blades, the speed of the rotor, and 
more. The nacelle is rotated to position the blades of the 
generator for maximum exposure to Wind, and the pitch of the 
blades is similarly adjusted to optimize poWer generation. 
The rotor is secured to a rotor shaft supported by tWo bearings 
in the nacelle. The bearings are in turn supported by the 
housing of the nacelle, Which includes the stator of the poWer 
generator. The rotor itself is comprised of a ring supported by 
a plurality of spokes extending radially from the shaft. The 
ring carries electromagnets in the form of ?eldWindings on its 
outer surface and facing coils mounted on the inner surface of 
the housing of the nacelle. Wind drives the blades, Which 
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2 
drive the rotor shaft, Which rotates the rotor and moves the 
electromagnetic ?eld Windings relative to the coils, generat 
ing electricity. 

In such a multipolar generator, the structure of the rotor 
shaft and the supports in the nacelle, there is no passageWay 
betWeen the interior of the toWer and the interior of the blades 
extending aWay from the rotor hub. Therefore, it is dif?cult to 
reach the hub for maintenance, such as to maintainblade pitch 
altering machinery, not to mention the rotor itself. Addition 
ally, internal ventilation of the rotor blades, particularly for 
de-icing the blades, is dif?cult to accomplish. The construc 
tion of the Wind poWer generator of the type disclosed by 
Torres Martinez is complex With regard to the support of the 
rotor Within the stator body. 

Another multipolar synchronous generator, particularly 
suited for horizontal axis Wind poWer plants, is described in 
German patent speci?cation DE 44 02 184 by Klinger. 
Klinger discloses a generator that overcomes some of the 
disadvantages of the type of generator disclosed by Torres 
Martinez by using a generator formed by one single structural 
unit. The single structural unit comprises a stator mounted 
atop a support toWer, the stator being someWhat equivalent to 
the nacelle of Torres Martinez. The stator supports the rotor, 
Which carries a hub to Which blades are attached. As in Torres 
Martinez, the stator can rotate relative to the support toWer to 
orient the blades for maximum Wind exposure. The rotor is 
connected to the stator by a ?oating support provided Within 
the generator, speci?cally, bearings arranged betWeen the 
stator and the rotor. This single structural unit supports the 
rotary movement of the rotor and receives the externally 
introduced forces and torques. In the generator of Klinger, 
While the rotor shaft and related structures and components 
are eliminated, the structure of the rotor proves to be very 
complex, since the tWo surfaces of the rotor and of the stator 
lie at a considerable distance from the antifriction bearings of 
the rotor. 

SUMMARY 

The present invention relates to a Wind poWer generator. 
More particularly, embodiments relate to a large-scale Wind 
poWered machine that accommodates humans Within the 
Workings for easy access and maintenance While providing 
e?icient cooling of components and/or de-icing of blades. 
Embodiments are particularly suited to electrical poWer gen 
eration via Wind poWer. 

Therefore, such embodiments avoid the shortcomings of 
conventional Wind poWer generators by providing a Wind 
poWer generator With a simpler structure in Which a maxi 
mum of ventilation possibilities is guaranteed for cooling 
and/or de-icing. In addition, embodiments afford a large 
degree of accessibility to the various components of the gen 
erator While providing a high level of structural stiffness. 

In a preferred embodiment, the Wind poWer generator is a 
multipolar, gearless, synchronous generator that is largely 
holloW by virtue of the use of coaxial tubular stator and rotor 
elements. For additional simpli?cation, embodiments 
employ, permanent magnets on one of stator and rotor, and 
Windings/coils on the other of stator and rotor. The tubular 
rotor element serves simultaneously as a shaft that can be 
supported by bearings and as a structure for anchoring mag 
net bodies, eliminating the need for a ring supported by 
spokes extending radially from a rotor. The tubular rotor 
element is mounted coaxially With the tubular stator element, 
Which is connected to the supporting structure, such as a 
toWer. 
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The generator of embodiments is the integrating compo 
nent of the supporting structure, and the loads are transferred 
directly from the hub onto the rotor shaft of the generator. The 
tubular rotor element transfers the loads into the tubular stator 
body by Way of tWo bearings disposed at the beginning and at 
the end of the electrical machine. 

The largely holloW structure of embodiments provides sev 
eral advantages over the structures of the prior art. For 
example, housing electrical and electronic subsystems inside 
the nacelle affords excellent protection from lightning since 
the structure employs the principle of the Faraday cage. In 
addition, because the tubular structure is con?gured to 
accommodate the passage of adult humans, it permits easy 
access to the front portion of the nacelle and to the hub, Which 
facilitates maintenance and repair Work on other sub systems 
of the Wind poWer generator. This also alloWs one to mount 
the hub from the inside. 

The substantially holloW structure also facilitates use of the 
heat given off by equipment, such as poWer electronics, 
housed in the toWer, as Well as heat released by the generator 
itself. The heat can promote the chimney effect to guide Warm 
air into the hub and from there into and through the rotor 
blades. The Warm air can thus be used as a particularly e?i 
cient de-icing system in cooler times of the year, and provides 
a cooling effect for equipment in the generator as cooler air is 
draWn into and passes through the holloW structure. No exter 
nal energy needs to be supplied during operation to heat the 
rotor blades. Thus, the heat given off by the generator and by 
the poWer electronics themselves is put to use in a simple 
fashion. 

Additional cooling bene?ts are derived from the holloW 
structure since the components that produce heat are moved 
to the periphery of the generator. More speci?cally, the gen 
erator of embodiments places the Windings on the inner 
periphery of the generator housing. Heat produced by the 
Windings during electricity generation is easily conducted to 
the outer surface of the generator. By adding cooling ?ns on 
the outer surface according to embodiments, the heat can be 
transferred from the generator to the air stream passing over 
the generator during electricity production. The cooling ?ns 
preferably project transversely from the outer surface and are 
substantially equally spaced apart. While the ?ns extend lon 
gitudinally along the outer surface, they can also have a sWeep 
or pro?le that takes into account disturbances in the air stream 
introduced by motion of the blades and/or the ?ns themselves 
to enhance effectiveness. 

In various embodiments, the substantially holloW and mul 
tipolar synchronous generator has permanent magnets on an 
outer body and has Windings/coils on an interior body. This 
yields a machine having a stator unit on the inside and a rotor 
on the outside. The magnets are preferably attached to the 
inner surface of the rotor in this arrangement, and the Wind 
ings to the outer surface of the rotor shaft. The advantages of 
such a solution are a greater speci?c output, the possibility of 
using the total heat released by the generator for the de-icing 
system, and a simpli?cation of the positioning of the poWer 
cables required to conduct the electric current from the gen 
erator to the toWer. 

In other embodiments, a portion of the stator possesses a 
bell-like shape, narroWing in the direction of the hub to a head 
With a centric, circular ori?ce. The rotor also possesses a 
bell-like shape extending concentrically Within the bell-like 
portion of the stator to a head With a corresponding centric 
ori?ce Which merges into a tubular boss. The tubular boss 
extends through the ori?ce of the stator bell head, providing 
support for an antifriction bearing and, With its outer periph 
ery, the hub. Preferably, the antifriction bearing is a tapered 
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4 
roller bearing With a double race. The rotor in embodiments 
can additionally be equipped With a brake bearing structure 
and can include a locking brake on the end of the rotor or 
stator that faces the supporting frame. In embodiments With 
such braking structures, the rear bearing is omitted to accom 
modate the braking structure, and the front bearing is a single 
special bearing, such as a tapered roller bearing With a double 
race, preferably of a smaller diameter than those used in 
dual-bearing embodiments. The single bearing is preferably 
mounted in the narroWed portion in the front part of the stator 
structure. This narroWed portion is provided in the form of a 
reinforcing, sandwich-like toroidal element Which only par 
tially reduces the accessibility to the hub. 
The use of a single tapered rollerbearing With a double race 

offers several advantages over embodiments With tWo bear 
ings. The single bearing arrangement provides simpli?cation 
of the generator mounting structure since only one-side need 
accommodate a bearing. The single bearing arrangement 
eliminates hazardous eddy currents in the generator that form 
temporary circuits betWeen the stator Wall, the rotor Wall, and 
roller bodies of the bearings disposed at the ends of the active 
portion (Windings/coils) of the tWo bearing arrangement. Fur 
ther, the single bearing arrangement simpli?es adjustment 
processes of the bearing since the tapered rollers must be 
pre-stressed; embodiments With tWo bearings at the ends of 
the generator present design problems With respect to the 
construction tolerances and thermal deformation. The single 
bearing arrangement requires only one system of seals and 
lubrication concentrated in the front region of the generator. 
And the bearing typology used in the single bearing arrange 
ment offers a high degree of rolling precision since pre 
stressing the rollers substantially eliminates play in the bear 
ing, as Well as providing a loW rolling resistance that increases 
generator productivity and e?iciency. 

Additional features and advantages are described in, and 
Will be apparent from, the folloWing Detailed Description and 
the ?gures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Additional features and details are contained in the claims 
and in the description of a poWer generator actuated by Wind, 
in its preferred embodiments as illustrated in the accompany 
ing draWings, in Which: 

FIG. 1 shoWs a sectional vieW along a vertical axial plane 
of a poWer generator actuated by Wind energy, in accordance 
With embodiments having the rotor tubular section Within the 
stator tubular section. 

FIG. 2 shoWs a poWer generator according to embodiments 
in a sectional vieW like that of FIG. 1, but With the stator 
tubular section Within the rotor tubular section. 

FIG. 3 shoWs a poWer generator according to embodiments 
in Which the rotor tubular section is Within the stator tubular 
section and a single bearing is employed. 

DETAILED DESCRIPTION 

In FIG. 1 a Wind poWer generator is generally indicated by 
the reference number 1. This generator is mounted by Way of 
a holloW transition element 2 to the upper end of a toWer not 
further illustrated. The Wind poWer generator 1 comprises a 
stator 3 and a rotor 4. The rotor 4 is connected in a knoWn 
manner to a hub 5, to Which, in the present case, three holloW 
blades not shoWn here are connected. The blades are attached 
to ?anges 6 of the hub 5. The rotor 4 is has a substantially 
tubular cross section and, in the example shoWn in FIG. 1, 
permanent magnets 7 are set in the outer surface of the rotor 
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4. These magnets 7 are arranged opposite Windings 8 secured 
on the inner surface of a the stator 3, Which also has a sub 
stantially tubular cross section. Antifriction bearings 9, 10 are 
arranged in the end regions of the tubular stator 3. These 
bearings 9, 10 cooperate With the stator 3 to rotatably support 
the tubular rotor 4. Of the tWo antifriction bearings 9, 10, at 
least one must at least include a thrust bearing portion. Both 
bearings 9, 10 are arranged in such a manner that the perma 
nent magnets 7 and the Windings 8 are betWeen the bearings 
9, 10 in a direction along the rotational axis of the rotor 4. It 
should be noted that While permanent magnets 7 are pre 
ferred, they could be replaced by ?eld Windings, though this 
yields a more complicated structure. 

The hub 5 is attached by its ?ange 11 to one of the ends of 
the tubular rotor 4. For example, in embodiments, the ?ange 
11 is joined by threaded bolts 13 to an annular collar 12 of the 
tubular rotor 4. 
On the side facing the hub 5, the tubular rotor 4 preferably 

has a depression 14 in its outer surface, Which can receive the 
inner ring 15 of the antifriction bearing 9, While the outer ring 
16 of the same bearing 9 is mounted on the inner surface of the 
tubular stator 3. In addition, the antifriction bearing 9 is 
preferably held in the depression 14 by an angular ring ele 
ment 17. 
On the end facing aWay from the hub 5, the tubular stator 3 

is connected in embodiments to a ?ange 19 of the transition 
element 2, Which ?ange is joined, for example, by screWs 21 
to a thickened edge 20 in the tubular stator 3. The outer ring 22 
in the antifriction bearing 10 is preferably held in position by 
a radial land 23 of the stator 3 and by a spacer 18 directly 
abutting the ?ange 19, While the inner ring 24 of the same 
antifriction bearing 10 is received on a belt 25 recessed into 
the outer surface of the tubular rotor 4. The inner ring 24 can 
further be held in position by an angular element 26 With an 
L-shaped cross section. 

The stator 3 need not be the outer member in all embodi 
ments. For example, as seen in FIG. 2, a Wind poWer generator 
100 can comprise a substantially tubular rotor 104 located on 
the outside of a substantially tubular stator 103. The rotor 104 
is supported by the stator 103 via bearings in a manner similar 
to that described With reference to FIG. 1. In this case, the 
Windings 108 are preferably located on the outer surface of 
the stator 1 03, While the permanent magnets 1 07 are mounted 
on the inner surface of the rotor 104. Again, While permanent 
magnets 107 are preferred, they could be replaced by another 
type of magnetic ?eld generator, such as ?eld Windings, 
though this yields a more complicated structure. 

In a preferred embodiment shoWn FIG. 3, the Wind poWer 
generator 200 is af?xed to a frame 201 on the upper end of a 
toWer 202 that is only partially shoWn. In this case as Well, the 
Wind poWer generator 200 has a stator formed With a substan 
tially tubular cross section 203. One end of the tubular stator 
203 is fastened, such as by a screW connection 204, to the 
frame 201. While the stator is shoWn on the outside as pre 
ferred, it should be apparent that the rotor could be on the 
outside in a fashion similar to the arrangement of FIG. 2. 

Radial cooling ?ns 205 extend from the outer surface of the 
outside member, preferably in substantially equally spaced 
apart relationship to one another. The ?ns 205 can extend 
parallel to the longitudinal axis of the stator 203, but could 
also have a pro?le taking into account disturbances in the air 
stream induced by motion of the blades and/or the ?ns 205 
themselves. Preferably, the ?ns 205 project transversely from 
the outer surface. In FIG. 3, in Which the tubular stator 203 is 
the outer member, the radial cooling ?ns 205 extend from the 
outer surface of the tubular stator 203, While stator Windings 
206 are mounted on the inside surface of the tubular stator 
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203. On the end of the tubular stator 203 facing aWay from the 
screW connection 204, the WindWard end of the stator 203, the 
stator 203 possesses a bell-shaped extension that narroWs 
toWard the hub of the generator, ending in a torus-shaped, 
sandWich-like head 207 With a central ori?ce. This head 207 
supports on an inner surface of its ori?ce an outer ring 208 of 
a bearing 21 0, preferably a tapered roller bearing. The tubular 
rotor 213 has a corresponding, coaxial bell-shaped extension 
narroWing Within the stator 203 to its oWn head/toroidal bot 
tom 212 With its oWn central ori?ce that forms a tubular boss 
211 Within the central ori?ce of the stator 203. The tubular 
boss 211 carries an inner ring 209 of the bearing 210 so that 
the boss 21 1 is supported by the stator 203 in conjunction With 
the outer ring 208 of the bearing. The tubular rotor 213 pref 
erably carries permanent magnets 214 its outer surface such 
that the magnets 214 lie opposite the Windings 206 on the 
substantially tubular stator 203. It should be noted that, as 
With the embodiments shoWn in FIGS. 1 and 2, the preferred 
permanent magnets 214 could be replaced With ?eld Wind 
ings, but that the permanent magnets 214 afford at least the 
advantage of not requiring a poWer source to generate mag 
netic ?elds. The substantially tubular rotor 211 is preferably 
connected to a hub 216 by, for example, a screW connection 
215 having a covering or hood 217. 
On the side facing aWay from the tubular boss 211, the 

leeWard end of the tubular rotor 213, the rotor 213 is prefer 
ably oriented toWard a brake supporting structure 218, Which 
can brake the tubular rotor 213, thereby sloWing or stopping 
the rotational motion of the blades. 

It Will be appreciated that various of the above-disclosed 
and other features and functions, or alternatives thereof, may 
be desirably combined into many other different systems or 
applications. Also, it should be noted that various presently 
unforeseen or unanticipated alternatives, modi?cations, 
variations or improvements therein may be subsequently 
made by those skilled in the art Which are also intended to be 
encompassed by the folloWing claims. 

The invention is claimed as folloWs: 
1. A Wind poWer current generator comprising: 
a support structure; 
a substantially tubular Wind poWer current generator stator 

attached to the support structure; 
a substantially tubular Wind poWer current generator rotor 
mounted coaxial With the stator and con?gured to rotate 
relative to the stator; and 

a holloW hub attached to the rotor, the holloW hub con?g 
ured to support a plurality of blades extending radially 
therefrom, such that When Wind causes the plurality of 
blades to rotate the holloW hub, the holloW hub causes 
the rotor to rotate. 

2. The Wind poWer current generator of claim 1, Wherein 
the stator includes an external surface that is an external 
surface of the generator. 

3. The Wind poWer current generator of claim 1, Wherein an 
internal surface of the stator is con?gured to carry a plurality 
of poWer generating components including one of a plurality 
of magnetic ?eld generators and a plurality of coils, the plu 
rality of poWer generating components of the stator facing a 
plurality of poWer generating components of the rotor includ 
ing the other of the plurality of magnetic ?eld generators and 
the plurality of coils. 

4. The Wind poWer current generator of claim 1, Wherein an 
external surface of the rotor carries a plurality of poWer gen 
erating components including one of a plurality of magnetic 
?eld generators and a plurality of coils, the plurality of poWer 
generating components of the rotor facing a plurality of 
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power generating components of the stator including the 
other of the plurality of magnetic ?eld generators and the 
plurality of coils. 

5. The Wind poWer current generator of claim 1, Wherein 
the substantially tubular stator and rotor de?ne a through 
passage betWeen the support structure and the holloW hub. 

6. The Wind poWer current generator of claim 1, Wherein 
the substantially tubular stator and rotor enable air to pass 
therethrough to the hub. 

7. A Wind poWer current generator comprising: 

a support structure; 
a substantially tubular Wind poWer current generator stator 

attached to the support structure; 
a substantially tubular Wind poWer current generator rotor 
mounted coaxially outside the stator and con?gured to 
rotate relative to the stator; and 

a holloW hub attached to the rotor, the holloW hub con?g 
ured to support a plurality of blades extending radially 
therefrom, such that When Wind causes the plurality of 
blades to rotate the holloW hub, the holloW hub causes 
the rotor to rotate. 

8. The Wind poWer current generator of claim 7, Wherein an 
external surface of the stator is con?gured to carry a plurality 
of poWer generating components including one of a plurality 
of magnetic ?eld generators and a plurality of coils, the plu 
rality of poWer generating components of the stator facing a 
plurality of poWer generating components of the rotor includ 
ing the other of the plurality of magnetic ?eld generators and 
the plurality of coils. 

9. The Wind poWer current generator of claim 7, Wherein an 
internal surface of the rotor carries a plurality of poWer gen 
erating components including one of a plurality of magnetic 
?eld generators and a plurality of coils, the plurality of poWer 
generating components of the rotor facing a plurality of 
poWer generating components of the stator including the 
other of the plurality of magnetic ?eld generators and the 
plurality of coils. 

10. The Wind poWer current generator of claim 7, Wherein 
the substantially tubular stator and rotor de?ne a through 
passage betWeen the support structure and the holloW hub. 
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11. The Wind poWer current generator of claim 7, Wherein 

the substantially tubular stator and rotor enable air to pass 
therethrough to the hub. 

12. A Wind poWer current generator comprising: 
a support structure; 
a substantially tubular Wind poWer current generator stator 

attached to the support structure; 
a substantially tubular Wind poWer current generator rotor 
mounted coaxially inside the stator and con?gured to 
rotate relative to the stator; and 

a holloW hub attached to the rotor, the holloW hub con?g 
ured to support a plurality of blades extending radially 
therefrom, such that When Wind causes the plurality of 
blades to rotate the holloW hub, the holloW hub causes 
the rotor to rotate. 

13. The Wind poWer current generator of claim 12, Wherein 
the stator includes an external surface that is an external 
surface of the generator. 

14. The Wind poWer current generator of claim 12, Wherein 
an internal surface of the stator is con?gured to carry a plu 
rality of poWer generating components including one of a 
plurality of magnetic ?eld generators and a plurality of coils, 
the plurality of poWer generating components of the stator 
facing a plurality of poWer generating components of the 
rotor including the other of the plurality of magnetic ?eld 
generators and the plurality of coils. 

15. The Wind poWer current generator of claim 12, Wherein 
an external surface of the rotor carries a plurality of poWer 
generating components including one of a plurality of mag 
netic ?eld generators and a plurality of coils, the plurality of 
poWer generating components of the rotor facing a plurality 
of poWer generating components of the stator including the 
other of the plurality of magnetic ?eld generators and the 
plurality of coils. 

1 6. The Wind poWer current generator of claim 12, Wherein 
the substantially tubular stator and rotor de?ne a through 
passage betWeen the support structure and the holloW hub. 

17. The Wind poWer current generator of claim 12, Wherein 
the substantially tubular stator and rotor enable air to pass 
therethrough to the hub. 

* * * * * 


