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HUMIDITY DETECTING APPARATUS AND 
VEHICULAR AIR CONDITIONER HAVING 

THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is based on Japanese Patent Applications 
No. 2006-251561 ?led on Sep. 15, 2006 and No. 2007 
132077 ?led on May 17, 2007, the disclosures of Which are 
incorporated herein by reference. 

FIELD OF THE INVENTION 

The present invention relates to a humidity detecting appa 
ratus and an air conditioner for a vehicle having the same. 

BACKGROUND OF THE INVENTION 

Generally, WindoW fog detecting apparatuses for vehicles 
are mainly classi?ed into a humidity detection type and an 
optical type. In the WindoW fog detecting apparatus of the 
humidity detection type, for example, WindoW fog is esti 
mated by comparing a glass temperature With a deW-point 
temperature of ambient air thereof. The deW-point tempera 
ture is calculated based on outputs of a humidity sensor and an 
air temperature sensor, Which are arranged in a passenger 
compartment of a vehicle. 

The glass temperature is detected by various methods, such 
as a contact detection using a temperature sensor arranged on 
an inner surface of a glass, a non-contact detection using a 
infrared sensor, a detection based on a change of a resistance 
of a conductive thin ?lm enclosed in a glass, and an estimation 
according to a calculation based on a vehicle outside tempera 
ture, a vehicle speed, a vehicle inside temperature and the 
like. The method of detection using the conductive thin ?lm is 
described, for example, in Japanese Unexamined Patent Pub 
lication No. 2004- 1 91249. The method of estimation accord 
ing to the calculation is described, for example, in Japanese 
Patent No. 3309528. 

Also, as another example of the WindoW fog detecting 
apparatus of the humidity detection type, the WindoW fog is 
determined by converting a relative humidity of air inside of 
a passenger compartment into a relative humidity on a glass 
surface (hereafter, a glass surface relative humidity). The fog 
detections described as above are performed to provide 
vehicles With the folloWing effects, for example. 

First, a dehumidifying operation of a refrigerant cycle of an 
air conditioner, that is, an operation of a compressor is per 
formed in such a range that fog does not occur on the WindoW 
glass. Therefore, the operating ratio of the dehumidifying 
operation is reduced, and poWer for driving the compressor is 
saved. This results in a reduction of the fuel consumption of a 
vehicle engine. 

Second, a fog-restricting operation of the air conditioner is 
improved by performing the WindoW fog determination. That 
is, the WindoW fog is effectively reduced. Further, under a loW 
temperature in Winter or the like, a ratio of inside air sucked in 
the air conditioner is increased in such a range Without caus 
ing the WindoW fog. Thus, the ventilation heat loss is reduced 
and hence a heating performance of the air conditioner 
improves. 

HoWever, the above discussed glass temperature detections 
except for the contact detection using the temperature sensor 
are likely to increase costs. Also, detection accuracy is likely 
to vary due to estimation. Even in the contact detection in 
Which the glass temperature is directly detected, a circuit 
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2 
board is likely to largely receive a stress depending on the 
mounting structure of the temperature sensor and the circuit 
board. Further, detection accuracy of the glass temperature is 
likely to be affected by contact structure betWeen the glass 
surface and the temperature sensor. 

SUMMARY OF THE INVENTION 

In vieW of the above-described maters, it is an object of the 
present invention to provide a humidity detecting apparatus 
capable of accurately detecting a glass temperature Without 
increasing stress to an internal component such as a circuit 
board, and an air conditioner having the humidity detecting 
apparatus. 

According to an aspect of the present invention, a humidity 
detecting apparatus includes a humidity sensor for detecting 
a relative humidity of air on an interior side of a WindoW glass, 
an air temperature sensor for detecting a temperature of the 
air, a glass temperature sensor for detecting a temperature of 
the WindoW glass, and a glass surface relative humidity cal 
culating unit for calculating a relative humidity of an inner 
surface of the WindoW glass based on output values of the 
humidity sensor, the air temperature sensor and the glass 
temperature sensor. The humidity detecting apparatus further 
includes a heat conductive member betWeen the WindoW 
glass and the glass temperature sensor. 

Since the heat conductive member is disposed betWeen the 
WindoW glass and the glass temperature sensor, the heat con 
ductive member absorbs stress that Will be caused When the 
humidity detecting apparatus is mounted to the WindoW glass. 
For example, even When the sensors are soldered to a circuit 
board, it is less likely that soldering portions and the circuit 
board Will be affected by the stress. Further, in a case that the 
glass temperature sensor is in pressed contact With the heat 
conductive member, heat conduction improves at contact sur 
faces betWeen the glass temperature sensor and the heat con 
ductive member. As such, the temperature of the WindoW 
glass is accurately detected. 

For example, the humidity detecting apparatus is employed 
to an air conditioner for a vehicle. The air conditioner has an 
inside/ outside air sWitching device operable to open and close 
an inside air suction port and an outside air suction port for 
sWitching an air suction mode, a bloWer for bloWing air draWn 
through at least one of the inside air suction port and the 
outside air suction port, a plurality of bloWing-out openings 
for bloWing air, a temperature of Which has been controlled 
through at least one of the cooling heat exchanger and the 
heating heat exchanger, a bloWing-out mode door operable to 
open and close at least a defroster bloWing-out opening of the 
plurality of bloWing-out openings for controlling an air bloW 
ing-out mode, in order to perform an air conditioning opera 
tion of a passenger compartment of the vehicle. The humidity 
detecting apparatus is disposed on an inner surface of a Wind 
shield of the vehicle. At least one of the inside/outside air 
sWitching device, the bloWer and the air bloWing-out mode 
door is controlled based on the relative humidity calculated 
by the glass surface relative humidity calculation unit. 
Accordingly, the air conditioning operation, in particular, an 
anti-fog control operation is automatically performed based 
on the glass surface relative humidity detected by the humid 
ity detecting apparatus. For example, the air suction mode is 
controlled such that an inside air ratio increases Within a range 
Without causing fog on the Windshield. Thus, ventilation heat 
loss reduces, and hence a heating performance improves. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects, features and advantages of the present 
invention Will become more apparent from the folloWing 
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detailed description made With reference to the accompany 
ing drawings, in Which like parts are designated by like ref 
erence numbers and in Which: 

FIG. 1 is a schematic cross-sectional vieW of a humidity 
detecting apparatus according to a ?rst embodiment of the 
present invention; 

FIG. 2 is an exploded perspective vieW of the humidity 
detecting apparatus according to the ?rst embodiment; 

FIG. 3 is an electrical block diagram of the humidity 
detecting apparatus according to the ?rst embodiment; 

FIG. 4 is a schematic diagram shoWing a Whole construc 
tion of a vehicular air conditioner including the humidity 
detecting apparatus according to the ?rst embodiment; 

FIG. 5 is a How chart shoWing a calculation processing 
executed by a calculation circuit in FIG. 3; 

FIG. 6 is a How chart shoWing exemplary basic logic of a 
control of the air conditioner according to the ?rst embodi 
ment; 

FIG. 7 is a characteristic diagram shoWing a relationship 
betWeen an inside/ outside air control instruction value and an 
inside air ratio according to the ?rst embodiment; 

FIG. 8 is a How chart shoWing exemplary logic of an 
inside/ outside air control according to the ?rst embodiment; 

FIG. 9 is a characteristic diagram shoWing a vehicle speed 
determining operation for the inside/outside air control 
according to the ?rst embodiment; 

FIG. 10 is a characteristic diagram shoWing a relationship 
betWeen a WindoW glass surface relative humidity and the 
inside/ outside air control instruction value (inside/outside air 
suction mode) according to the ?rst embodiment; 

FIG. 11 is a characteristic diagram shoWing a relationship 
betWeen the WindoW glass surface relative humidity and 
inside/outside air control modes according to the ?rst 
embodiment; 

FIG. 12 is a How chart shoWing exemplary logic of an 
anti-fog control according to the ?rst embodiment; 

FIG. 13 is a characteristic diagram shoWing a relationship 
betWeen the WindoW glass surface relative humidity and fog 
restriction control modes according to the ?rst embodiment; 

FIG. 14 is a How chart shoWing exemplary logic of a 
control of a compressor according to the ?rst embodiment; 

FIG. 15 is a schematic cross-sectional vieW of a glass 
temperature detecting portion of a humidity detecting appa 
ratus according to a second embodiment of the present inven 
tion; 

FIG. 16 is a schematic cross-sectional vieW of a glass 
temperature detecting portion of a humidity detecting appa 
ratus according to a third embodiment of the present inven 
tion; and 

FIG. 17 is a schematic cross-sectional vieW of a glass 
temperature detecting portion of a humidity detecting appa 
ratus according to further another embodiment of the present 
invention. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

First Embodiment 

A ?rst embodiment of the present invention Will be 
described With reference to FIGS. 1 to 14. A humidity detect 
ing apparatus 10 shoWn in FIGS. 1 and 2 is used, for example, 
for a vehicular air conditioner shoWn in FIG. 4. 

First, a structure of the humidity detecting apparatus 10 
Will be described. As shoWn in FIGS. 1 and 2, the humidity 
detection apparatus 10 includes a case 11, Which is, for 
example, made of a resin. The case 11 has a substantially ?at, 
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4 
rectangular parallelepiped shape, and includes an upper case 
member 1111 and a loWer case member 11b. The upper case 
member 1111 is formed With ventilation slits 110 on its side 
Walls for alloWing ambient air Where the case 11 is disposed, 
such as air inside of a passenger compartment, to How through 
the case 11. 

The case 11 is ?xed to an inner surface 12a of a WindoW 
glass 12 of the vehicle through an adhesive sheet 13. For 
example, the WindoW glass 12 is a front Windshield of the 
vehicle, and the humidity detecting apparatus 10 is located at 
a position above an inside rear vieW mirror. In FIG. 1, numeral 
12b denotes an outer surface of the WindoW glass 12 facing 
outside of the vehicle. 
The adhesive sheet 13 is a double-faced adhesive sheet 

having a thickness of approximately 0.5 mm. The adhesive 
sheet 13 adheres betWeen the loWer case member 11b and the 
inner surface 12a of the WindoW glass 12. The adhesive sheet 
13 is formed With an opening 1311 on an end such that a 
later-described glass-side thermal conducive member 1511 
appears to the WindoW glass 12. 
A circuit board 14 is housed in an inner space de?ned 

betWeen the upper case member 1111 and the loWer case 
member 11b. In the case 11, the circuit board 14 is disposed 
parallel to the inner surface 12a of the WindoW glass 12. 

For example, the circuit board 14 is ?xed to the loWer case 
member 11b With three screWs 24. The circuit board 14 is a 
general printed board having conductive circuit portions on 
an insulated substrate. Various components, such as a glass 
temperature sensor 23, a humidity sensor 17, an air tempera 
ture sensor 18, an arithmetic processing unit (e.g., IC, calcu 
lation circuit unit) 20, a connector 22, ampli?ers, communi 
cation circuits, and the like, are mounted on the circuit board 
14. 

Speci?cally, the humidity sensor 17, the air temperature 
sensor 18, the arithmetic processing unit 20 and the connector 
22 are mounted to a ?rst surface (upper surface in FIG. 1) of 
the circuit board 14, Which faces the upper case member 11a. 
The glass temperature sensor 23 is mounted to a second 
surface (loWer surface in FIG. 1) of the circuit board 14, 
Which faces the loWer case member 11b. Although not illus 
trated in FIGS. 1 and 2, an ampli?er unit 19, a communication 
circuit and the like are also mounted to the ?rst surface of the 
circuit board 14. 
The humidity sensor 17 and the arithmetic processing unit 

20 are located at positions separated from each other on the 
?rst surface of the circuit board 14, so that the humidity sensor 
17 and a humidity detection environment of the humidity 
sensor 17 Will not be affected by heat generated from the 
arithmetic processing unit 20. As shoWn in FIG. 2, for 
example, the humidity sensor 17 is located adjacent to a 
corner of the circuit board 14, and the arithmetic processing 
unit 20 is located at a position adjacent to a diagonally oppo 
site comer. 

The circuit board 14 is formed With a through hole 14b for 
improving ventilation for the humidity sensor 17. The humid 
ity sensor 17 is arranged to extend over the through hole 14b. 
The circuit board 14 is also formed With slits 1411 on the 
periphery of the humidity sensor 17 so as to restrict the heat 
from being transferred to the humidity sensor 17. 

For example, both upper and loWer sides of the humidity 
sensor 17 are coated With protection ?lms, such as GORE 
TEX ?lters. In this embodiment, the humidity sensor 17 is a 
capacitance variable type humidity sensor in Which dielectric 
constant of a humidity sensitive ?lm varies in accordance 
With relative humidity of air, and thus capacitance varies. 
The air temperature sensor 18 and the glass temperature 

sensor 23 are located at a center of the circuit board 14 and 
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close to the humidity sensor 17 as much as possible. Also, the 
air temperature sensor 18 and the glass temperature sensor 23 
are coaxially arranged on opposite surfaces of the circuit 
board 14, such that a representative air temperature at a posi 
tion adjacent to the inner surface 12a of the WindoW glass 12 
and a representative temperature of the inner surface 12a of 
the glass 12 are detected under the similar environmental 
condition as much as possible. For example, a thermistor, a 
resistance of Which varies With the temperature, is used in the 
air temperature sensor 18 and the glass temperature sensor 23. 
On the circuit board 14, another slit 14a is formed betWeen 

the arithmetic processing unit 20 and the air temperature 
sensor 18 and glass temperature sensor 23 for restricting the 
heat of the arithmetic processing unit 20 from being trans 
ferred to the air temperature sensor 18 and glass temperature 
sensor 23 through the circuit board 14. In an example shoWn 
in FIG. 2, the slit 1411 between the arithmetic processing unit 
20 and the air temperature sensor 18 and glass temperature 
sensor 23 has a straight shape. Alternatively, the slit 1411 may 
be formed to surround the air temperature sensor 18 and the 
glass temperature sensor 23. 

The connector 22 is ?xed to the circuit board 14 With tWo 
screWs 25, for example. Further, terminals of the connector 22 
are soldered With the conductive circuit portions of the circuit 
board 14. Thus, the connector 22 electrically connect the 
electric circuit portions of the circuit board 14, such as the 
ampli?er unit 19, the calculation circuit unit 20 and the com 
munication circuit 21, and external circuits, such as an air 
conditioning control unit 26 of FIG. 4 and a battery of the 
vehicle. 
A thin metallic member 1 6 having high heat conductivity is 

integrally molded into the loWer case member 11b, such as by 
insert-molding, at a position corresponding to the glass tem 
perature sensor 23. For example, the metallic member 16 is a 
copper plate having the thickness of 2 mm. Further, heat 
conductive member 15 is adhered With both surfaces of the 
metallic plate 16. The heat conductive member 15 has high 
heat conductivity, and a coe?icient of thermal conductivity 
thereof is in a range betWeen 3 and 10 W/m~K, for example. 

The heat conductive member 15 is made of a heat conduc 
tive sheet, heat conductive gel, heat conductive grease, or the 
like. Speci?cally, the heat conductive member 15 includes a 
glass-side heat conductive member (?rst heat conductive 
layer) 1511 and a sensor-side heat conductive member (second 
heat conductive layer) 15b. 

The glass-side heat conductive member 1511 is disposed on 
a second side of the metallic member 16, the second side 
facing the inner surface 12a of the WindoW glass 12. The 
glass-side heat conductive member 1511 has the thickness of 
0.6 mm. The sensor-side heat conductive member 15b is 
disposed on a ?rst side of the metallic ember 16, the ?rst side 
being opposed to the second side. The sensor-side heat con 
ductive member 15b has the thickness of 0.8 mm. 
When the circuit board 14 is ?xed to the second case 

member 11b, the glass temperature sensor 23 is pressed into 
contact With the sensor-side heat conductive member 15b so 
that the glass temperature sensor 23 is slightly embedded in 
the sensor-side heat conductive member 15b. The thickness 
of the glass-side heat conductive member 1511 is slightly 
larger than the thickness of the adhesive sheet 13. Therefore, 
a top surface of the glass-side heat conductive member 1511 is 
slightly risen from a top surface of the adhesive sheet 13. 
When the humidity detecting apparatus 10 is adhered to the 
inner surface 12a of the WindoW glass 12, the glass-side heat 
conductive member 1511 is suf?ciently pressed against the 
inner surface 12a of the WindoW glass 12. 
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The temperature of the WindoW glass 12 is transferred to 

the glass temperature sensor 23 through the glass-side heat 
conductive member 15a, the metallic member 16 and the 
sensor-side heat conductive member 15b. As such, the tem 
perature of the WindoW glass 12 is detected by the glass 
temperature sensor 23. 
The upper case member 1111 has engagement pieces 11d 

extending from ends of the side Walls thereof to be engaged 
With predetermined portions of the loWer case member 11b. 
The upper case member 1 1a is ?xed to the loWer case member 
11b With the engagement of the engagement pieces 11d While 
pressing the circuit board 14 against the loWer case member 
11b. 

Next, an electrical control system of the humidity detecting 
apparatus 10 Will be described With reference to FIG. 3. As 
shoWn in FIG. 3, the electrical control system generally 
includes the ampli?er unit 19 and the calculation circuit unit 
20. Speci?cally, signals outputted from the humidity sensor 
17, the air temperature sensor 18 and the glass temperature 
sensor 23 are ampli?ed by ampli?ers 19a, 19b, 19c and then 
inputted to a relative humidity calculation circuit 20a, an air 
temperature calculation circuit 20b, and a glass temperature 
calculation circuit 200, respectively. 

Then, a glass surface relative humidity is calculated in a 
glass surface relative humidity circuit 20d based on the cal 
culated values outputted from the calculation circuits 20a, 
20b, 200. A calculated value of the glass surface relative 
humidity calculation circuit 20d is outputted to the air condi 
tioning control unit (a/c ECU) 26. 

Next, a Whole system of the vehicular air conditioner Will 
be described With reference to FIG. 4. An interior unit 30 of 
the air conditioner (hereafter, the a/ c interior unit) is mounted 
inside of an instrument panel of the vehicle at a front part of 
the passenger compartment, for example. The a/ c interior unit 
30 has an air conditioner case 31 that de?nes an air passage 
through Which air to be bloWn into the passenger compart 
ment ?oWs. 
An inside/outside air sWitching box 32 is arranged at an 

upstream position of the air passage of the air conditioner case 
31. The inside/ outside air sWitching box 32 has an inside air 
suction port 33 for draWing the inside air and an outside air 
suction port for draWing air outside of the passenger compart 
ment (outside air). The inside/outside air sWitching box 32 
further has an inside/outside air sWitching door 35 as an 
inside/outside air sWitching device for selectively opening 
and closing the inside air suction port 33 and the outside air 
suction port 34. The inside/outside air sWitching door 35 is 
driven by a driving device 36, such as a servomotor. 
A bloWer 37 of, for example, a motor-driven type, is 

arranged doWnstream of the inside/outside air sWitching box 
32 With respect to the How of air, to bloW air draWn from the 
inside/ outside air sWitching box 32 toWard the passenger 
compartment. The bloWer 37 has a multi-blade centrifugal fan 
37a and a motor 37b for driving the fan 37a. 
An evaporator 38 as a cooling heat exchanger for cooling 

the air bloWn by the bloWer 37 is arranged doWnstream of the 
bloWer 37 in the air conditioner case 31 With respect to the 
How of air. The evaporator 38 is one of devices of a refriger 
ating cycle system 39, and a loW temperature, loW pressure 
refrigerant ?oWs inside of the evaporator 38. While ?oWing 
inside of the evaporator 38, the refrigerant absorbs heat from 
the air ?oWing outside of the evaporator 38 and evaporates, 
thereby cooling the air. 

For example, the refrigerating cycle system 39 further has 
a compressor 40, a condenser 41, a ?uid receiver 42, an 
expansion valve 43 as a decompressing device and the like. In 
the refrigerating cycle system, the refrigerant ?oWs from a 
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discharge side of the compressor 40 to the evaporator 38 
through the condenser 41, the receiver 42 and the expansion 
valve 43 and returns to the compressor 40 from the evaporator 
38. 

The condenser 41 is disposed such that outside air as cool 
ing air passes through the condenser 41. For example, a How 
of the outside air is created by a cooling fan 41a, Which is 
driven by a motor 41b. The compressor 40 is driven by a 
vehicle engine (not shoWn) through an electromagnetic clutch 
40a. Thus, the operation of the compressor 40 can be inter 
mittently controlled by intermittently supplying poWer to the 
electromagnetic clutch 40a. 

In the a/c interior unit 30, a heater core 44 is disposed 
doWnstream of the evaporator 38 With respect to the How of 
air in the air conditioner case 31. The heater core 30 is a 
heating heat exchanger for heating the air that has passed 
through the evaporator 38 using heat of an engine coolant, 
Which ?oWs inside of the heater core 30. A bypass passage 45 
is formed in the air conditioner case 31 beside the heater core 
44 to alloW the air that has passed through the evaporator 38 
to bypass the heater core 44. 
An air mixing door 46 as a temperature controlling mem 

ber is rotatably arranged betWeen the evaporator 38 and the 
heater core 44. The air mixing door 46 is driven by a driving 
device 47, such as a servomotor. A position or an open degree 
of the air mixing door 46 is adjusted by the driving device 47. 
A ratio of the volume of air ?oWing toWard the heater core 

44 to be heated to the volume of air ?oWing into the bypass 
passage 45 is adjusted according to the position of the air 
mixing door 46. Thus, a temperature of air bloWn into the 
passenger compartment is adjusted by the air mixing door 46. 

The air conditioner case 31 has a defroster air-blowing 
opening 48, a face air-bloWing opening 49, a foot air-bloWing 
opening 50 at a doWnstream position thereof With respect to 
the How of air. The air passing through the defroster air 
bloWing opening 48 is bloWn toWard the Windshield 12. The 
air passing through the face air-bloWing opening 49 is bloWn 
toWard an upper area of the passenger compartment, such as 
a face area of a passenger. The air passing through the foot 
air-bloWing opening 50 is bloWn toWard a loWer area of the 
passenger compartment, such as a foot area of a passenger. 
A defroster door 51, a face door 52 and a foot door 53 are 

rotatably supported at positions upstream of the defroster 
air-bloWing opening 48, the face air-bloWing opening 49 and 
the door air-bloWing opening 50, respectively. The defroster 
door 51, the face door 52 and the foot door 53 are provided as 
air-bloWing-out mode doors and are operated by a driving 
device 54 such as a servomotor through a link mechanism 

(not shoWn). 
The air conditioning control unit 26 is constructed of a 

Well-known microcomputer and peripheral circuits thereof. 
The microcomputer has a CPU, a ROM, a RAM and the like. 
A control program for an air conditioning control operation is 
beforehand memoriZed in the ROM, and the air conditioning 
control unit 26 executes various calculations and processing 
operations based on the memoriZed control program. 

The calculation value of the humidity detecting apparatus 
10 is inputted to the air conditioning control unit 26. Also, 
detection signals from Well-known air conditioner sensors 
such as an outside air sensor 61, an inside air sensor 62, a solar 
radiation sensor 63, an evaporator temperature sensor 64, and 
a Water temperature sensor 65 are inputted to the air condi 
tioning control unit 26. Further, operation signals from an air 
conditioning operation panel 70 are inputted to the air condi 
tioning control unit 26. 

Speci?cally, the outside air sensor 61 detects a temperature 
of air outside of the passenger compartment (hereafter, the 
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8 
outside air temperature Tam). The inside air sensor 62 detects 
a temperature of air inside of the passenger compartment 
(hereafter, the inside air temperature Tr). The solar radiation 
sensor 63 detects the amount of solar radiation entering the 
passenger compartment (hereafter, the solar radiation amount 
Ts). The evaporator temperature sensor 64 is arranged at an 
air bloWing-out portion of the evaporator 38 to detect a tem 
perature of air ?oWing out from the evaporator 38 (hereafter, 
the evaporator bloWing-out air temperature Te). The Water 
temperature sensor 65 detects a temperature of heated ?uid 
(hereafter, the heated ?uid temperature TW), such as an engine 
coolant, Which ?oWs through the heater core 44. 
The air conditioning operation panel 70 is provided 

thereon With various air conditioner operating members, such 
as a temperature setting sWitch 71, a bloWing-out mode 
sWitch 72, an inside/outside air selecting sWitch 73, an air 
conditioning sWitch 74, a bloWer actuation sWitch 75, and an 
automatic sWitch 76. 
The temperature setting sWitch 71 is provided as a tem 

perature setting member for setting the inside air temperature 
of the passenger compartment. The bloWing-out mode sWitch 
72 is provided to manually set bloWing-out modes, Which are 
selectively sWitched through the bloWing-out mode doors 51 
to 53. The inside/outside air selecting sWitch 73 is provided to 
manually set inside/outside air suction modes through the 
inside/ outside air sWitching door 35. The air conditioning 
sWitch 74 is provided to output an actuation command signal 
of the compressor 40, such as ON signal of electromagnetic 
clutch 40a. The bloWer actuation sWitch 75 is provided to 
manually set the volume of air bloWn by the bloWer 37. The 
automatic sWitch 76 is provided to output a command signal 
of an air-conditioner automatic control state. 
The electromagnetic clutch 40a of the compressor 40, the 

electrical driving devices 36, 47, 54, the motor 37b of the 
bloWer 37, the motor 41b of the condenser cooling fan 41a 
and the like are connected to the output side of the air condi 
tioning control unit 26 to be controlled based on output sig 
nals of the air conditioning control unit 26. 

Next, an operation of the air conditioner according to the 
?rst embodiment Will noW be described. 

First, the operation of the a/c interior unit 30 is described. 
When the bloWer 37 is actuated, air is draWn in the inside/ 
outside air sWitching box 32 from the inside air introduction 
port 33 or the outside introduction port 34 and is bloWn into 
the a/c case 31. Also, as the electromagnetic clutch 40a is 
energiZed to become a connected state, and the compressor 40 
is driven through the vehicle engine, the refrigerant circulates 
in the refrigerant cycle system 39. 

In the a/c/ interior unit 30, the air bloWn by the bloWer 37 
?rstly passes through the evaporator 38 to be cooled and 
dehumidi?ed. Then, the cooled air is divided into an air ?oW 
that ?oWs toWard the heater core 44 the be heated and an air 
?oW that ?oWs into the bypass passage 45, according to the 
position of the air mixing door 46. 

Here, a ratio of the amount of air (heated air) passing 
through the heater core 44 to the amount of air (cooled air) 
?oWing through the bypass passage 45 is adjusted according 
to the position of the air mixing door 46. Therefore, the 
temperature of air to be bloWn into the passenger compart 
ment is controlled. 

The conditioned air, the temperature of Which has been 
controlled, is bloWn into the passenger compartment through 
at least one of the defroster bloWing-out port 48, the face 
bloWing-out port 49 and the foot bloWing-out port 50. 
Accordingly, the air conditioning operation of the passenger 
compartment and the anti-fog operation of the Windshield 12 
are performed. 
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Next, an operation of the humidity detecting apparatus 10 
according to the ?rst embodiment Will be described With 
reference to FIG. 5. 

FIG. 5 shows a control routine executed by the calculation 
circuit 20 shoWn in FIG. 3. First, at step S10, output values of 
the sensors 17, 18, 23, Which have been ampli?ed by ampli 
?ers 19a to 190 shoWn in FIG. 3, are read in. Next, at step S20, 
relative humidity RH of the inside air near the WindoW glass 
12 is calculated based on an output value V of the humidity 
sensor 17. 

That is, a predetermined calculation formula (I) as shoWn 
beloW is predetermined for converting the output value V of 
the humidity sensor 17 to the relative humidity RH. The 
relative humidity RH is calculated by applying the output 
value V to the calculation formula (1). 

In the formula (1), 0t is a control coef?cient, and [3 is a 
constant. 

Next, at step S30, the temperature of inside air near the 
WindoW glass 12 is calculated by applying the output value of 
the air temperature sensor 18 to a predetermined calculation 
formula, Which is set beforehand. Then, at step S40, a WindoW 
glass temperature, that is, temperature of the inner surface 
12a of the WindoW glass 12, is calculated by applying the 
output value of the glass temperature sensor 23 to a predeter 
mined calculation formula, Which is set beforehand. 

At step S50, a WindoW glass surface relative humidity 
RHW, that is, relative humidity of the inner surface 12a of 
WindoW glass 12, is calculated based on the relative humidity 
RH, the air temperature and the WindoW glass temperature, 
Which are calculated at steps S20-S40. Here, according to a 
moist air diagram, the WindoW glass surface relative humidity 
RHW can be calculated based on the relative humidity RH, the 
air temperature, and the WindoW glass temperature. Then, at 
step S60, the value of the WindoW glass surface relative 
humidity RHW is outputted to the air conditioning control 
unit 26. 

Next, an air conditioning control operation based on the 
WindoW glass surface relative humidity RHW Will be 
described With reference to FIG. 6. FIG. 6 shoWs a control 
routine shoWing a basic logic of the control of the air condi 
tioner. 

First, at step S200, the WindoW glass surface relative 
humidity RHW calculated according to the control routine of 
FIG. 5 is read in. Next, at step S210, it is determined Whether 
or not the inside/ outside air suction mode is manually set in 
the inside air mode via the inside/outside air selecting sWitch 
73 of the air conditioning operation panel 70. When it is 
determined that the inside/outside air suction mode is not 
manually set in the inside air mode, that is, result of step S210 
is “NO”, it is further determined, at step S230, Whether or not 
the WindoW fog occurs based on the WindoW glass surface 
relative humidity RHW. When the result is “NO” in step S220, 
an inside/outside air control instruction value S is calculated 
at step S230. 

FIG. 7 is a characteristic diagram for shoWing a relation 
ship betWeen the inside/ outside air control instruction value S 
and an inside air ratio. The inside air ratio is a ratio of the 
inside air to the air draWn in the air conditioner. As shoWn in 
FIG. 7, the inside/outside air control instruction value S is a 
value for determining the inside air ratio. 

In FIG. 7, When the inside/outside air control instruction 
value S is Zero, the inside air ratio is set to 0%, that is, set to 
the outside air mode Where 100% of suction air is outside air. 
When the inside/outside air control instruction value S is 
seven, the inside air ratio is set to 100%, that is, set to the 
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inside air mode Where 100% of suction air is inside air. The 
inside air ratio sequentially increases With an increase in the 
inside/outside air control instruction value S from one to 
seven. 

FIG. 8 shoWs an example of a control routine performed at 
step S230. First, at step S300, it is determined Whether a 
vehicle speed SPD is in a loW speed areaA or in a high speed 
area B based on a map shoWn in FIG. 9. When it is determined 
that the vehicle speed SPD is in the high speed area B, the 
inside/ outside air control instruction value S is determined, at 
step S310, based on the WindoW glass surface relative humid 
ity RHW as indicated in a map of FIG. 10. 
As shoWn in FIG. 10, in a case Where the WindoW glass 

surface relative humidity RHW is higher than a predetermined 
target WindoW glass surface relative humidity TRHW, the 
inside/ outside air control instruction value S is set to Zero, that 
is, the outside air mode is set. In a case Where the WindoW 
glass surface relative humidity RHW is loWer than humidity 
TRHW-a, the inside/outside air control instruction value S is 
se to seven, that is, the inside air mode is set. Here, the target 
WindoW glass surface relative humidity TRHW is a relative 
humidity in Which fog of the WindoW glass 12 is suf?ciently 
restricted. The target WindoW glass surface relative humidity 
TRHW is, for example, about 85%. 
On the other hand, When it is determined that the vehicle 

speed SPD is in the loW speed areaA at step S300, a control 
mode is determined to one of control modes 1, 2 and 3 shoWn 
in the map of FIG. 11 based on the WindoW glass surface 
relative humidity RHW at step S320. 
As shoWn in FIG. 11, When the WindoW glass surface 

relative humidity RHW is higher than the predetermined tar 
get WindoW glass surface relative humidity TRHW (for 
example, 85%), the control mode 3 is determined. When the 
WindoW glass surface relative humidity RHW is betWeen the 
target WindoW glass surface relative humidity TRHW and 
humidity TRHW-b, the control mode 2 is determined. When 
the WindoW glass surface relative humidity RHW is loWer than 
the humidity TRHW-b, the control mode 1 is determined. 

In the case Where the control mode 1 is determined at step 
S320, a control processing of S:S+l is performed at prede 
termined time intervals at step S330. That is, the control 
processing is performed so that the value of the inside/outside 
air control instruction value S is successively increased by 
adding one as every predetermined time period elapses. Thus, 
the inside air ratio is provided With a sequential increase With 
a predetermined rate. 

In the case Where the control mode 2 is determined at step 
S320, because the WindoW glass surface relative humidity 
RHW is approximate to the target WindoW glass surface rela 
tive humidity TRHW, a control process of SIS is performed at 
step S340. That is, the previously calculated value of S is 
maintained as the value of the inside/outside air control 
instruction value S. 

In the case Where the control mode 3 is determined at step 
S320, a control process of SIS-l is performed at predeter 
mined time intervals at step S350. That is, the value of the 
inside/outside air control instruction value S is successively 
decreased by subtracting one therefrom as every predeter 
mined time period elapses. Thus, the inside air ratio is pro 
vided With a sequential decrease With a predetermined rate. 
The values “a” and “b” of the humidity TRHW-a and the 

humidity TRHW-b shoWn in FIG. 10 and FIG. 11 are prede 
termined values provided to set a hysteresis Width to avoid a 
hunting of the inside/outside air control operation. 

Then, the processing proceeds to step S240 of FIG. 6, and 
it is determined Whether or not the above-described inside/ 
outside air control instruction value S is equal to the value 
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indicative of the outside air mode (i.e., SIO). When it is 
determined that the inside/outside air control instruction 
value S is not Zero at step S240, the position of the inside/ 
outside air switching door 35, that is, the inside/outside air 
suction mode is controlled so that the inside air ratio becomes 
a ratio based on the value of the inside/outside air control 
instruction value S. 

In the inside/outside air suction mode control, since the 
target WindoW glass surface relative humidity TRHW is set 
substantially equal to an upper limit humidity at Which fog 
does not occur at the WindoW glass 12, the inside/ outside air 
suction mode can be controlled in such a manner that the 
inside air ratio currently becomes high, that is, Within a range 
Where fog does not occur at the WindoW glass 12. Therefore, 
in a cold climate, such as in Winter, When the heating opera 
tion is started, the inside air ratio is increased. As a result, 
ventilation thermal loss reduces, and thus a Warming-up 
effect of the heating of the passenger compartment improves. 
On the other hand, in the cases Where the determination 

results of steps S210, S220, S240 of FIG. 6 are “YES”, a 
fog-preventing control operation of the WindoW glass 12 is 
highly required. In these cases, therefore, the anti-fog control 
of the WindoW glass 12 is performed at step S260. 

FIG. 12 shoWs an example of a control routine of the 
anti-fog control operation. First, at step S400, it is determined 
Whether or not the fog occurrence has been determined at step 
S220 shoWn in FIG. 6. When it is determined that the WindoW 
glass 12 is not fogged at step S400, the fog-restricting control 
operation from step S410 to step S510 is performed. 
On the other hand, When it is determined that the WindoW 

glass 12 is fogged at step S400, a control mode for removing 
the fog is performed at step S520. Namely, the air suction 
mode is compulsively sWitched to the outside air mode, and a 
bloWer level of the bloWer 37 is increased by six levels. 
Moreover, the bloWing-out mode is sWitched to the defroster 
mode. 

Here, the bloWer level corresponds to a motor-applying 
voltage level of the bloWer 37. The volume of air bloWn by the 
bloWer 37 is increased or decreased in response to the 
increase or decrease of the motor-applying voltage level. As 
such, the bloWer level corresponds to the volume of air bloWn 
by the bloWer 37. 
By the control operation of step S520, the outside air hav 

ing loW humidity is introduced in and heated in the a/ c interior 
unit 30. Further, the heated air is bloWn out from the defroster 
bloWing-out opening 48 toWard the inner surface 12a of the 
WindoW glass 12. Moreover, the amount of this heated air is 
increased. As a result, the WindoW glass surface relative 
humidity RHW is smoothly loWered, so the fog of the WindoW 
glass 12 is removed. 
On the other hand, at steps S410, S420, S430, S440, S450, 

control modes 10, 20, 30, 40, 50 Will be respectively deter 
mined according to the WindoW glass surface relative humid 
ity RHW, as shoWn in a map of FIG. 13. In an example shoWn 
in FIG. 13, the target WindoW glass surface relative humidity 
TRHW (for example, 85%) and four judgment threshold val 
ues are set. Further, one of six control modes 10, 20, 30, 40, 
50, 60 is selected based on a change of the WindoW glass 
surface relative humidity RHW. The four judgment threshold 
values are set by increasing or decreasing predetermined 
amounts cl, c2, c3, c4 With respect to the target WindoW glass 
surface relative humidity TRHW. That is, the ?ve judgment 
threshold values are respectively set as TRHW-cl, TRHW, 
TRHW+c2, TRHW+c3, and TRHW+c4. 
As shoWn in FIG. 12, at steps S460, S470, S480, S490, 

S500, S510, the selected control modes 10, 20, 30, 40, 50, 60 
are respectively performed. When the control mode 10 is 
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determined at step S410, the control mode 10 is performed at 
step S460. Namely, at step S460, a normal automatic control 
is performed. When the control mode 20 is determined at step 
S420, the control mode 20 in Which the air suction mode is set 
to the outside air mode is performed at step S470. 
When the control mode 30 is determined at step S430, the 

control mode 30 in Which the bloWer level is increased by 
three levels is performed at step S480. When the control mode 
40 is determined at step S440, the control mode, 40 in Which 
the bloWing-out mode is transited is performed at S490. When 
the control mode 50 is determined at step S450, the control 
mode 50 in Which the bloWer level is further increased by 
three levels is performed at step S500. 
When the control mode 50 is not determined at step S450, 

the control mode 60 is performed at step S510. Namely, at 
step S510, the inside air mode is compulsively sWitched to the 
outside air mode in the case Where the inside air mode is 
manually set. 

In steps S460, 470, 480, 490, 500, 510, the symbol 
“AUTO” represents the normal automatic control mode in 
Which the air suction mode, the bloWer level, and the bloWing 
out mode are respectively controlled based on a target bloW 
ing-out temperature TAO of the air bloWn into the passenger 
compartment. The symbol “FACE” represents a face mode in 
Which air is bloWn out through the face bloWing-out opening 
49. The symbol “B/ L” represents a bi-level mode in Which air 
is bloWn out through both the face bloWing-out opening 49 
and the foot bloWing-out opening 50. 

Also, the symbol “FOO ” represents a foot mode in Which 
air is bloWn out through the foot bloWing-out opening 50. The 
symbol “F/ D” represents a foot and defroster mode in Which 
air is bloWn out through both the foot blowing-out opening 50 
and the defroster bloWing-out opening 48. The symbol 
“DEF” represents a defroster mode in Which air is bloWn out 
through the defroster bloWing-out opening 48. 
The bloWing-out mode transition in the control mode 40 of 

step S490 is performed as beloW. That is, When the bloWing 
out mode before the control mode is shifted to the control 
mode 40 is the foot and defroster mode, the bloWing-out mode 
is transferred to the defroster mode. When the bloWing-out 
mode before the control mode is shifted to the control mode 
40 is other than the foot and defroster mode, the bloWing-out 
mode is transferred to the foot and defroster mode. Then, 
When the bloWing-out mode is transferred to the foot and 
defroster mode in the control mode 40, the F/D mode is 
maintained even if the state of the control mode 40 is contin 
ued. 

At steps S460, S470, S480, S490, S500 shoWn in FIG. 12, 
When the inside air mode is manually set, the air suction mode 
is maintained in the inside air mode. According to the anti-fog 
control operation With reference to FIGS. 12 and 13, the 
control mode can be sequentially sWitched from the control 
mode 10 to the control mode 60 in response to the increase of 
the WindoW glass surface relative humidity RHW. That is, the 
control mode is sWitched so that the effect of reducing the 
WindoW glass surface relative humidity RHW increases. 
Therefore, the fog of the WindoW glass 12 can be automati 
cally and effectively removed and restricted. 

FIG. 14 shoWs a control routine of the compressor 40. The 
control operation of the compressor 40 is basically similar to 
What disclosed in Japanese Patent No. 3309528, and a sum 
mary thereof Will be described hereafter. 

First, at step S600, a target evaporator temperature TEOa, 
that is, a target temperature of cooling heat exchanger 38 is 
calculated based on the target bloWing-out temperature TAO 
of air bloWn into the passenger compartment for controlling 
the passenger compartment temperature. 
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Speci?cally, the target evaporator temperature TEOa is 
calculated in such a manner that the target evaporator tem 
perature TEOa increases from a minimum temperature (for 
example, 3° C.) to a maximum temperature (for example, 1 10 
C.) as the target bloWing-out temperature TAO increases. 

The target bloWing-out temperature TAO is an interior 
bloWing-out air temperature (i.e., bloWing-out air tempera 
ture in passenger compartment) that is necessary to maintain 
the inside air temperature Tr of the interior of the passenger 
compartment at a set temperature Tset, Which is set through 
the temperature setting sWitch 71, irrespective of variation of 
air conditioner heat loss. As Well known, the target bloWing 
out temperature TAO is calculated based on the set tempera 
ture Tset, the outside air temperature Tam, the inside air 
temperature Tr, and the solar radiation amount Ts. 

Then, at step S610, a target evaporator temperature TEOb 
is calculated based on the passenger compartment humidity 
RHr detected by the humidity sensor 17 for controlling the 
humidity inside of the passenger compartment. The target 
evaporator temperature TEOb is calculated such that the pas 
senger compartment humidity RHr is maintained Within a 
predetermined comfortable range, for example, a range 
betWeen 50% and 60%. 

Therefore, When the passenger compartment humidity 
RHr is equal to or higher than the comfortable range, for 
example, 60%, the value of the temperature TEOb Will be 
changed to the loW temperature side. On the other hand, When 
the passenger compartment humidity RHr is equal to or loWer 
than the comfortable range, for example, 50%, the value of 
the temperature TEOb Will be changed to the high tempera 
ture side. 

Thereafter, at step S620, a target evaporator temperature 
TEOc for the anti-fog control operation is calculated. The 
temperature TEOc is calculated such that the anti-fog control 
operation can be performed based on a cooling (dehumidify 
ing) performance of the evaporator 38. 

Speci?cally, the target evaporator temperature TEOc is set 
as an evaporator temperature so that the WindoW glass surface 
relative humidity RHW can be maintained betWeen the target 
WindoW glass surface relative humidity TRHW and the rela 
tive humidity TRHW-b of FIG. 11. The target evaporator 
temperature TEOc can be obtained based on the glass tem 
perature, the relative humidity TRHW and TRHW-b1, and the 
relative humidity (substantially equal to 95%) of air bloWn 
out from the evaporator 38 according to the Wet air diagram. 

Then, at step S630, the minimum temperature of the target 
evaporator temperatures TEOa, TEOb and TEOc is calcu 
lated as a ?nal target evaporator temperature TEO. At step 
S640, the poWer of the compressor 40 is controlled based on 
the ?nal target evaporator temperature TEO, by comparing 
the target evaporator temperature TEO With the evaporator 
bloWing-out air temperature Te detected by the evaporator 
temperature sensor 64. 

That is, when the evaporator blowing-out air temperature 
Te exceeds the target evaporator temperature TEO, the elec 
tromagnetic clutch 40a is energiZed to actuate the compressor 
40 (compressor ON). On the other hand, When the evaporator 
bloWing-out air temperature Te reduces equal to or loWer than 
a temperature TEO-Z that is loWer than the target evaporator 
temperature TEO by a predetermined temperature Z (e.g., 10 
C.), the compressor 40 is stopped (compressor OFF). 

Because the actuation of the compressor 40 is intermit 
tently controlled in the above-described manner, the actual 
evaporator bloWing-out air temperature Te is controlled to 
approximate to the target evaporator temperature TEO. More 
over, the target evaporator temperature TEO is set to the 
minimum one of the target evaporator temperature TEOa 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

14 
used for the passenger compartment temperature control, the 
target evaporator temperature TEOb used for the passenger 
compartment humidity control, and the target evaporator tem 
perature TEOc used for the anti-fog control. Therefore, the 
passenger compartment temperature, the passenger compart 
ment humidity, and the anti-fog operation can be controlled 
While controlling the cooling degree of the evaporator 38 
according to the poWer control of the compressor 40. 

In the above-described poWer control of the compressor 40, 
a ?xed capacity type compressor is used as the compressor 
40, and an operation rate of the compressor 40 is changed by 
the intermittent operation of the ?xed capacity type compres 
sor. Alternatively, a variable capacity type compressor can be 
used as the compressor 40. In this case, the poWer control of 
the compressor 40 is performed by changing the discharge 
amount of the refrigerant. 
The term “target evaporator temperature” represents a tar 

get value of a cooling degree of the evaporator 38. The cool 
ing degree of the evaporator 38 can be measuredbased on a ?n 
surface temperature of the evaporator 38, in addition to the 
above-described evaporator bloWing-out air temperature Te. 

Next, features and effects of the ?rst embodiment Will be 
described. First, the humidity detecting apparatus 10 includes 
the humidity sensor 17 for detecting the relative humidity of 
the inside air inside of the passenger compartment, the air 
temperature sensor 18 for detecting the temperature of the 
inside air, the glass temperature sensor 23 for detecting the 
temperature of the WindoW glass 12, the glass surface relative 
humidity calculation unit 20d, S50 for calculating the glass 
surface relative humidity based on the output values of the 
humidity sensor 17, the air temperature sensor 18 and the 
glass temperature sensor 23. Further, the heat conduction 
member 15, such as the glass-side heat conduction member 
1511 and the sensor-side heat conduction member 15b, is 
provided betWeen the WindoW glass 12 and the glass tempera 
ture sensor 23. 

As such, the WindoW glass surface relative humidity, Which 
is correlated to the fog of the WindoW glass 12, can be calcu 
lated. Therefore, the anti-fog control of the air conditioner is 
effectively performed using the calculated WindoW glass sur 
face relative humidity. Also, in the method in Which the glass 
temperature is directly detected, since the heat conductive 
member 15 is provided betWeen the WindoW glass 12 and the 
glass temperature sensor 23, stress caused When attaching the 
humidity detecting apparatus 10 to the WindoW glass 12 is 
absorbed by the heat conductive member 15. Therefore, it is 
less likely that the soldered portions of the circuit board 14 
and the sensors on the circuit board 14 Will be affected by the 
stress. In addition, since the glass temperature sensor 23 is 
pressed against the heat conductive member 15, heat is effec 
tively conducted through contact surfaces betWeen them. 
Accordingly, the glass temperature is accurately detected. 

Also, the ?at metallic member 16 having high heat con 
ductivity is provided between the window glass 12 and the 
glass temperature sensor 23. Further, the heat conductive 
member 15 is disposed on both sides of the metallic member 
16. For example, the glass-side heat conductive member 1511 
is disposed betWeen the inner surface 12a of the WindoW glass 
12 and one surface of the metallic member 16; and the sensor 
side heat conductive member 15b is disposed betWeen the 
opposite surface of the metallic member 16 and the circuit 
board 14. This structure Will not affect the heat detection in 
the contact manner, and the stress is absorbed by the metallic 
member 16. As such, the circuit board 14 and the soldering 
portions thereon Will not be affected by the stress. 

Further, the humidity sensor 17, the air temperature sensor 
18 and the glass temperature sensor 23 are integrated With 
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each other, and hence easily handled and mounted on the 
inner surface 12a of the WindoW glass 12 such as the Wind 
shield. Furthermore, the humidity sensor 17, the air tempera 
ture sensor 18 and the glass temperature sensor 23 are all 
mounted to the same circuit board 14, that is, integrated With 
the circuit board 14, and hence easily handled. 

The humidity detecting apparatus 10 has the case 11, and 
the humidity sensor 17, the air temperature sensor 18 and the 
glass temperature sensor 23 are housed in the case 11. 
Namely, the sensors 17, 18, 23 are housed in the same case 11. 
Further, the case 11 is adhered to the inner surface 12a of the 
WindoW glass 12 using the adhesive sheet 13. Thus, the case 
11 is easily ?xed to a suitable location on the inner surface 12a 
of the WindoW glass 12. 

The metallic member 16 is integrated into the case 11. For 
example, the metallic member 16 is integrated With the res 
inous case 11 by insert molding. Therefore, the metallic mem 
ber 16 is easily handled and manufacturing costs reduce. 

The heat conductive member 15, such as the glass-side heat 
conductive member 15a, is in contact With the inner surface 
12a of the WindoW glass 12 and is surrounded by the adhesive 
sheet 13. That is, the glass-side heat conductive member 1511 
is disposed in the opening 13a of the adhesive sheet 13. 
Therefore, even if the adhesion of the glass-side heat conduc 
tive member 1511 is insuf?cient, the glass-side heat conductive 
member 1511 can be held Without being displaced and 
dropped. 

The arithmetic processing unit 20, Which performs calcu 
lation based on the output values of the humidity sensor 17, 
the air temperature sensor 18 and the glass temperature sensor 
23, is mounted on the circuit board 14. Also, the arithmetic 
processing unit 20 is located at the position separated from the 
humidity sensor 17 on the circuit board 14 as much as pos 
sible. For example, the arithmetic processing unit 20 is 
arranged at the position diagonally opposite to the humidity 
sensor 17 With respect to the center of the circuit board 14. 
Therefore, it is less likely that the humidity sensor 17 and the 
humidity detecting surroundings to be detected by the humid 
ity sensor 17 Will be affected by heat generated from the 
arithmetic processing unit 20. Accordingly, detecting accu 
racy of the humidity by the humidity sensor 17 improves. 
On the circuit board 14, the air temperature sensor 18 are 

arranged at a position close to the humidity sensor 17. There 
fore, the humidity and the temperature are detected in the 
similar surroundings. Accordingly, the temperature and the 
humidity are further accurately detected. 

The air temperature sensor 18 and the glass temperature 
sensor 23 are substantially coaxially arranged on opposite 
sides of the circuit board 14. Therefore, the glass temperature 
and the temperature of the air adjacent to the WindoW glass 12 
are detected at the positions close to each other, by the glass 
temperature sensor 23 and the air temperature sensor 18. 
Accordingly, the glass surface relative humidity is further 
accurately calculated. 

Since the circuit board 14 is formed With the slit 1411 
between the arithmetic processing unit 20 and the glass tem 
perature sensor 23, the transfer of heat from the arithmetic 
processing unit 20 toWard the glass temperature sensor 23 
through the circuit board 14 is reduced. That is, it is less likely 
that the heat of the arithmetic processing unit 20 Will affect 
the glass temperature detected by the glass temperature sen 
sor 23. Accordingly, the glass temperature is further accu 
rately detected. 

The humidity detecting apparatus 10 is mounted to the 
inner surface 12a of the WindoW glass 12. The WindoW glass 
12 is, for example, the front Windshield of the vehicle. Fur 
ther, the air conditioner has the defroster bloWing-out opening 
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48 for bloWing out the air toWard the Windshield 12. At least 
one of the air suction mode control of the inside/outside air 
sWitching door 35, the bloWer level control of the bloWer 37 
and the bloWing-out mode control of the bloWing-out mode 
doors 51 to 53 is performed based on the calculated value of 
the glass surface relative humidity calculation unit 20d, S50. 

Namely, in the air conditioner, the anti-fog control opera 
tion is automatically performed by executing at least one of 
the air suction mode control, the bloWer level control of the 
bloWer 37 and the bloWing-out mode control based on the 
glass surface relative humidity. Also, in the air suction mode 
control, the inside air suction mode and the outside air suction 
mode are selected such that the inside air ratio increases in the 
range in Which the WindoW glass 12 is not fogged. Therefore, 
the ventilation heat loss is reduced, and hence the perfor 
mance of the heating operation improves. 

Also, the poWer of the compressor 40 is controlled such 
that the actual cooling degree of the evaporator 38 is set to the 
target value. That is, since the cooling degree of the evapora 
tor 38 is controlled, the glass surface relative humidity is 
controlled in the predetermined range, and thus the anti-fog 
control for the WindoW glass 12 is automatically performed. 

Second Embodiment 

Next, a second embodiment of the present invention Will be 
described With reference to FIG. 15. FIG. 15 shoWs a glass 
temperature detecting part of a humidity detecting apparatus 
10 of the second embodiment. Hereafter, like components are 
denoted by like reference numerals as the ?rst embodiment 
and a description thereof Will not be repeated. Different struc 
tures and effects Will be mainly described hereafter. 

In the second embodiment, the glass temperature sensor 23 
is not arranged on the circuit board 14 on Which the humidity 
sensor 17 and the air temperature sensor 18 are mounted. As 
shoWn in FIG. 15, the glass temperature sensor 23 is con 
nected to the circuit board 14 through electrically conductive 
members 23a. 

For example, the metallic member 16 is divided into a ?rst 
metallic part 1611 and a second metallic part 16b. The glass 
temperature sensor 23 is arranged betWeen the ?rst metallic 
part 1611 and the second metallic part 16b. The electrically 
conductive members 23a are easily deformable member such 
as springs. The electrically conductive members 2311 connect 
the ?rst and second metallic parts 16a, 16b and electrode 
portions 140 of the circuit board 14 so that a signal indicative 
of the temperature detected by the glass temperature sensor 
23 is transmitted to the circuit board 14. 
The glass-side heat conductive member 1511 is adhered to 

the surfaces of the ?rst and second metallic parts 16a, 16b, 
Which face the inner surface 12a of the WindoW glass 12.Also, 
the glass-side heat conductive member 1511 is disposed in the 
opening 13a of the adhesive sheet 13 and is adhered to the 
inner surface 12a of the Window glass 12 in a closely contact 
manner. 

Since the glass temperature sensor 23 is arranged at a 
position separate from the circuit board 14, the heat generated 
from the arithmetic processing unit 20 is restricted from being 
transferred to the glass temperature sensor 23 through the 
circuit board 14. Therefore, it is less likely that the glass 
temperature detected by the glass temperature sensor 23 Will 
be affected by the heat of the arithmetic processing unit 20. 
Accordingly, the glass temperature is accurately detected. 

Further, the glass temperature sensor 23 is disposed 
betWeen the plural metallic parts 16a, 16b, and is connected to 
the circuit board 14 through the plural metallic parts 16a, 16b 
and the electrically conductive member 23a. As such, it is less 






