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LIGHTED FLOORING 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority to and bene?t of US. Pro 
visional Patent Application Ser. No. 60/798,853 ?led May 9, 
2006, the entire speci?cation of Which is expressly incorpo 
rated herein by reference. 

FIELD OF THE INVENTION 

The present invention relates to a light assembly for emit 
ting light through a ?oor. 

BACKGROUND OF THE INVENTION 

Floors or other surfaces can have a variety of designs 
placed on them depending upon the material used to form the 
?oor or surface. For example, Wood ?oors can have polished 
?nishes, stained ?nishes, or painted ?nishes to depict certain 
designs. One example of this is basketball courts in Which 
lines are painted onto the Wood ?oor in order to mark the 
boundaries of the court and depict other designs, logos or 
advertisements. However, all of these ?nishes or images are 
semi-permanent, in that it is time consuming to remove or 
replace the images on the ?oor. In order to replace the design 
on the ?oor, the ?oor must be sanded to remove the ?nish 
material and re?nished. In some instances, such as those 
associated With a portable ?oor application, the ?oor typically 
may need to be removed and transported to another facility in 
order to re-?nish the ?oor. This process of removing the 
image and replacing it With a neW one is a time consuming and 
costly process. 
Some ?oors are portable and are designed to be able to be 

removed and reinstalled such as a Wood ?oor for basketball 
courts in sports arenas. The Wood ?oors are placed on a 
substrate, such as a concrete ?oor. The Wood ?oor can be used 
for events such as basketball games. The ?oor can be removed 
for other arena events, such as concerts. Portable ?oor assem 
blies are typically made in a series of ?oor panels. Typically, 
the ?oor panels are typically 4 feet Wide by 8 feet long or 4 
feet Wide by 4 feet long. Each panel includes a sub?oor 
having a plurality of tongue and groove strips secured thereto. 
Standard strips are typically 2% inches Wide or 11/2 inches 
Wide by a predetermined length. The strips are connected to 
each other to form the ?oor panel by any suitable fastener. An 
example of a connection of the strips is, but not limited to, a 
tongue and groove assembly. Thus, the strip has a ?ange or 
tongue on one end and a groove on the opposite edge. When 
the strips are placed next to each other, the tongue is received 
by a groove of an adjacent strip; thus, mechanically locking 
the strips together to form the panels. Additionally, a nail or 
staple can be inserted into the strips, such that the nail extends 
through the tongue of one strip. A series of stringers or sleep 
ers underlies the sub?oor panels and spaces the sub?oor from 
the substrate. Often resilient pads are placed betWeen the 
stringers or sleepers and the substrate. These pads help give 
the ?oor proper performance characteristics. The panels are 
held together by suitable connection hardWare. One such 
example of a portable ?oor is disclosed in US. Pat. No. 
6,173,548 B1. 

Currently, lights are used in a variety of Ways to illuminate 
all or part of the ?oor. For example, lights are used to accent 
a design feature such as a logo painted onto the ?oor. Addi 
tionally, spotlights may be used that display a pattern When 
shoWn onto the ?oor surface. Each of these types of lights 
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2 
illuminates the ?oor from a point above the surface. That is, 
lights are typically used to accent the ?oor or to shine a design 
on the ?oor by being directed at the ?oor. 

It is desirable to develop an assembly in Which lights can be 
incorporated into the ?oor in order to provide an image in the 
?oor, or provide accent lights to the ?oor. This Would alloW 
for a more economical means for replacing the image 
depicted on the ?oor. Further, it is desirable to develop an 
assembly Where lights are embedded in the ?oor surface to 
accent the designs of the surface. 

SUMMARY OF THE INVENTION 

According to one embodiment of the present invention 
there is provided a ?oor assembly comprising a top forming at 
least a portion of a ?oor. The top has at least one light emitting 
portion for emitting light therethrough. The assembly further 
comprises at least one light source disposed beloW the top and 
coupled With said at least one light emitting portion. 

According to another embodiment of the present invention, 
there is provided a ?oor assembly comprising a ?oor surface 
and having at least one light emitting portion for emitting 
light therethrough. The light emitting portion comprises a 
light refracting portion for guiding light passing there 
through. The assembly fur‘ther includes at least one light 
source disposed beloW the light refracting portion for provid 
ing light to the light refracting portion. 

Further areas of applicability of the present invention Will 
become apparent from the detailed description provided here 
inafter. It should be understood that the detailed description 
and speci?c examples, While indicating the preferred embodi 
ment of the invention, are intended for purposes of illustration 
only and are not intended to limit the scope of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention Will become more fully understood 
from the detailed description and the accompanying draW 
ings, Wherein: 

FIG. 1 is a plan vieW of one embodiment of the present 
invention Where a light source is embedded in a strip; 

FIG. 1B is a top vieW ofa ?oor assembly; 
FIG. 2 is a cross sectional vieW across the line 2-2 in FIG. 

1; 
FIG. 3 is a side cross-sectional vieW of another embodi 

ment of the present invention; 
FIG. 4 is a top plan vieW of the embodiment of shoWn in 

FIG. 3; 
FIG. 5 is a cross-sectional vieW of another embodiment of 

the present invention; 
FIG. 6 is a perspective vieW of a light guide in accordance 

With an embodiment of the present invention; 
FIG. 7 is a perspective vieWs of an alternate embodiment of 

a light guide assembly in accordance With another embodi 
ment of the present invention; 

FIG. 8 is a perspective vieW of another embodiment of the 
present invention; 

FIG. 9 is an exploded vieW of another embodiment of the 
present invention; and 

FIG. 9A is an exploded, perspective vieW of an alternate 
top. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The folloWing description of the preferred embodiment(s) 
is merely exemplary in nature and is in no Way intended to 
limit the invention, its application, or uses. 
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Referring to FIGS. 1 and 2, a ?oor assembly is generally 
shown at 10. As shown in FIG. 1b, in a preferred embodiment, 
the ?oor assembly 10 has a ?oor covering comprising plural 
ity of strips generally indicated at 12 that form a panel 11. 
Each strip 12 preferably is a conventional tongue and groove 
strip 12 having a tongue that extends longitudinally on at least 
one side and a groove that extends longitudinally on at least 
the opposite side from the tongue. It Will be appreciated the 
While tongue and groove ?ooring is described, the ?ooring 
used herein can comprise any ?oor covering, such as for 
example but not limited to melamine or synthetic ?oors Which 
are Well knoWn. 

Typically, the strips 12 are made of Wood in any Well 
knoWn manner, Which are then assembled to form a larger 
Wood panel or ?oor. In one preferred embodiment of the 
present invention, at least one of the strips 12 Which are used 
to form the panel are made of a transparent or translucent 
material. By Way of example only, a single transparent strip 
12' is shoWn in FIGS. 1 and 2. A shoWn, the strip 12' has a 
plurality of sideWalls 13, a top 15 and a bottom 17. The strip 
12' includes tongue 14 and groove 16 of a conventional con 
?guration. A cavity 18 is de?ned betWeen the plurality of 
sideWalls 13 and top 15. The cavity 18 extends longitudinally 
Within strip 12'. Thus, the cavity 18 extends substantially 
parallel to the tongue 14 and groove 16 Which are located on 
the sideWalls. 
A light source 20 extends Within the cavity 18 in order to 

emit light through the transparent top 15 of the strip 12'. The 
light source 20 is preferably fully disposed Within the cavity 
18 and beloW the top 15. HoWever, it Will be appreciated that 
the light source 20 may only be partially disposed Within the 
cavity 18. 
A re?ection plate 22 may extend along the bottom of the 

strip 12'. The re?ection plate 22 can comprise any suitable 
re?ecting surface. For example, the re?ection plate 22 may 
comprise a re?ective metal. The re?ective plate 22 re?ects the 
light from the light source 20 in a desired direction. In this 
manner, light that could otherWise be directed doWnWardly 
out of the bottom 17 of the strip 12' Will be re?ected upWardly 
through the transparent or translucent top. This Will result in 
a more intense light passing through the top 15, thus increas 
ing the brightness. 

The light source 20 can comprise any suitable light source 
that is suitable to emit light through the top surface. Examples 
of a suitable light source 20 include, but are not limited to, a 
“super bright” light emitting diode (LED) or a cold cathode 
tube. Most preferably, a cold cathode tube is used as the light 
source 20. Such tubes are suf?ciently bright to emit enough 
light and produce a relatively loW amount of heat. It is pre 
ferred that the amount of heat that is generated be relatively 
loW. This is a consideration because the strips 12' are used in 
conjunction and adjacent to Wood strips 12. Further, the light 
source 20 must emit a su?icient amount of light in order to 
adequately illuminate so that the lighting source 20 can be 
seen When other bright or high intensity ambient or arti?cial 
light is being emitted around the strip 12. 
By Way of non-limiting example, one suitable light source 

20 may comprise a cold cathode tube manufactured by Ultra. 
In this example, the cathode tube is poWered by a 12 volt 
poWer source (not shoWn) through electrical connections 21. 
In this example, a pair of cathodes produces 7 Watts. 

Suitable cold cathode tubes may come in a variety of col 
ors, having various siZes and poWer sources. Typically, each 
cathode is electrically connected to a ballast 26. Depending 
upon the ballasts 26 that are used, the ballasts 26 can be placed 
in series if the ballasts 26 have a male female end for electri 
cally connecting the ballasts 26. 
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4 
Any suitable transparent or translucent material can be 

used to make a strip 12'. In one example, the transparent strip 
12' is made of nylon. The nylon resin material can be cast into 
the desired shape of the strip 12' incorporating the cavity 18. 
Alternatively, the nylon resin can be extruded to form the strip 
12. The material used to make the transparent strip 12 pref 
erably comprises a material that can be sanded and ?nished so 
that any imperfections on the surface of the transparent strip 
12 can be corrected in order for the light to continue to be 
emitted through the strip 12. More speci?cally, the strips 12' 
are incorporated into a ?oor adjacent Wood strips 12. The 
?oor periodically may need to be re?nished. This is accom 
plished by sanding the ?oor and thereafter putting a ?nish on 
the ?oor. Accordingly, the strips 12' Will have to be sanded 
simultaneously With the adjacent Wood strips 12. If the strips 
12' Were not sanded, they Would extend to a height different 
from those of the sanded Wood strips 12 creating an uneven 
surface. Once the strips 12' are sanded, the ?nishing material 
preferably Will ?ll in any sanding marks on the top thereof. In 
this manner, the top of the strip 12' Will alloW su?icient light 
to pass there through. It Will be appreciated that even if the 
?nish does not completely ?ll the sanding marks, suf?cient 
light Will still pass through the top of the strip 12'. Again, it 
Will be appreciated that any suitable material can be used, so 
long as the material has adequate characteristics to support 
the Weight and/or forces applied to the surface. With a ?oor 
made in this manner, a top surface is provided that includes at 
least one light emitting portion, the top of the strips 12', for 
emitting light therethrough. 

Further, multiple light sources 20 may be placed in the 
cavity 18. Preferably, the multiple light sources, such as cath 
ode tubes are arranged so that they extend substantially par 
allel to one another. The multiple sources may be of the same 
or different colors. Thus, similar or different colors of the 
light sources 20 can be placed next to each other Within a 
single cavity 18 in the same strip 12'. Each light source can be 
selectively energiZed so that different sources can be illumi 
nated or energiZed at desired times. This may alloW either 
different colors to be illuminated or if the tubes are the same 
color, for a higher intensity light. 

Further, multiple transparent strips 12 can be placed adja 
cent to one another to further enhance lighting capabilities. 
The strips 12' can be placed in any location on the ?oor. 
Further, the strip 12' can have any length. Thus, it is possible 
to make myriad of patterns using the strips 12' at selected 
locations. The lights can also be selectively illuminated to 
provide an accent to the ?oor. Further, the strips 12' are 
intended to be placed either under the playing surface of the 
?oor itself or around the periphery of the playing surface. 
EnergiZation and intensity of the lights may be accomplished 
by a suitable controller. 

In this embodiment, then, the top 15 comprises a portion of 
the ?oor surface. The top 15 is transparent or translucent and 
therefore constitutes a light emitting portion for emitting light 
from the light source 20 therethrough. The light source 20 is 
coupled With the light emitting portion. In this embodiment, 
light can travel directly from the light source 20 out of the top 
15. 

Referring to FIGS. 3 and 4, another embodiment of the 
?oor assembly is generally shoWn at 200. The ?oor assembly 
200 may comprise a section of a permanent ?oor or a panel of 
a portable ?oor as described above. Alternatively, it may 
comprise a portion of such a panel. In this embodiment, the 
?oor assembly 200 comprises at least three components. A 
top or ?rst layer 214 comprises a transparent or translucent 
material. The top 214 forms at least a portion of the ?oor 
surface. HoWever, it is not necessary that the bottom 216 
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necessarily be transparent or translucent. Likewise, a bottom 
216 comprises a transparent or translucent material. The top 
214 and the bottom 216 each contain a grid of conductive 
material 218 in order to carry an electrical charge throughout 
the desired portions of the top 214 and the bottom 216. For 
example, the conductive material 218 in the top 214 can be 
connected to ground and the conductive material in the bot 
tom 216 can be arranged to carry a positive charge. In this 
manner, an electrical ?eld can be created betWeen the con 
ductive material in the top 214 and bottom 216. 

The conductive material 218 can comprise any material 
capable of conducting electricity. It is preferred that the con 
ductive material 218 be siZed so as to not inordinately inter 
fere With the passage of light through the top surface of the top 
layer 214. One such material that can be used is a ?ne metal 
mesh or screen. Also, various portions of the conductive 
material may be electrically isolated from other portions of 
the conductive material. In this manner, various portions of 
the conductive material may be selectively activated to illu 
minate various portions to illuminate various designs, as set 
forth beloW. 
A cavity 219 is de?ned betWeen the top 214 and bottom 

216. An intermediate layer, generally indicated at 220, 
includes panels 222 placed betWeen the top 214 and the 
bottom 216. The panels 222, disposed betWeen the top 214 
and the bottom 216, de?ne chambers 224, 224' in the inter 
mediate layer 220. The chambers 224, 224' are arranged in a 
predetermined shape dependent upon the shape and place 
ment of the panels 222. Some of the chambers 224 may be 
?lled With air. Other chambers 224' are ?lled With a gas that 
Will illuminate When exposed to an electrical ?eld, such as by 
Way of non-limiting example, neon or argon gas. Preferably, 
the panels 222 are made of a non-conductive material and can 
be placed betWeen the chambers 224, 224'. This Will isolate 
the chambers 224' ?lled With gas from the chambers 224 ?lled 
With air. In this manner, the chambers 224, 224' can be con 
?gured to form various shapes that can be illuminated. 

In a preferred embodiment, the light source comprises gas 
that Will illuminate, such as neon or argon, contained in the 
chambers 224'. The grid of conductive material 218 energiZes 
the gas to illuminate it. Thus, at least some of the voids 224' 
are ?lled With a gas that illuminates in response to an electric 
?eld. As the gas in the chambers 224' is illuminated, the shape 
of the chambers 224' is illuminated to display the design of the 
voids 224 (FIG. 4) through the transparent or translucent top 
214. The light source is, therefore, coupled With the light 
emitting top 214. That is, light can travel directly from the 
light source out of the top 214. 
As shoWn, the chambers 224' are isolated form one another 

by non-conductive panels 222. It Will be appreciated, hoW 
ever, that the intermediate layer 220 may comprise one large 
chamber 224' ?lled With a gas that Will illuminate When 
excited. In this manner, selective energiZation of portions of 
the conductive material 218 can be utiliZed to illuminate only 
portions of the gas, thereby creating an illuminated pattern. 
That is, as set forth above, portions of conductive material 218 
can be isolated from other portions of the conductive material 
218. By selectively energiZing portions of the conductive 
material 218, an image or pattern can be displayed through 
the top 214. Selective energiZation of the conductive material 
218 can be accomplished by the use of a suitable controller 

(not shoWn) 
Additional layers can be stacked above the top 214. For 

example, another layer having chambers 224, 224' can be 
placed on the top 214. Then an additional transparent or 
translucent top having conductive material therein can be 
placed thereon. The gasses in the chambers 224' of the mul 
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6 
tiple layers can contain different gasses Which Will illuminate 
different colors. Because the tWo layers share a common 
ground (in conductive material 218 in the original top 214), 
the electrical ?eld can be selectively generated by applying 
electricity to either the conductive material 218 in the bottom 
216 or the conductive material in the added top layer of this 
embodiment (not shoWn) or both. In this Way, one or more of 
the layers of the same or differing gasses can illuminate to 
create various colors in the display. It Will be appreciated that 
any number of such layers may be stacked together. 

Referring to FIG. 5, another embodiment of the ?oor 
assembly is generally shoWn at 300. The ?oor assembly 300 
has a ?oor layer or top 326 that forms at least a portion of the 
?oor surface and a sub-?oor or second layer 328. The ?oor 
layer or top 326 preferably comprises tongue and groove strip 
?ooring of the type described above. It Will be appreciated, 
hoWever, that any type of ?oor covering material may be used 
as the ?oor layer 326. The sub?oor 328 is a panel to Which the 
?ooring material is attached in a Well-known manner. The 
sub?oor can comprise any suitable material, such as, for 
example, oriented stand board or plyWood. Typically, the 
sub?oor 328 is carried on a substrate (not shoWn) by a plu 
rality of sleepers 329 (only one shoWn) in a Well-known 
manner. The sleepers 329 extend betWeen the substrate and 
sub?oor 328, and space the sub?oor 328 a distance from the 
substrate. Thus, a space or cavity 332 is created betWeen the 
substrate and the sub?oor 328. 

In one embodiment, a re?ective layer 330 is disposed 
beloW the sub?oor 328 and preferably adjacent the substrate. 
It is preferred that at least the upper face of this re?ective layer 
330 (When present) comprises a re?ective surface, such as a 
metal surface, in order to re?ect light from a light source 334. 
Further, the bottom surface of the sub?oor may also include a 
re?ective surface thereon for re?ecting light from the light 
source 334. It Will be appreciated that the re?ective surface is 
not necessary, but can be used to optimiZe the light transmit 
tance. 

In one embodiment, the light source 334 is a Xenon strobe 
light. This type of light emits an adequate amount of light in 
order to propagate through the cavity 332 and be emitted from 
the top 300 With su?icient brightness. It Will be appreciated, 
hoWever, that any suitable light source 334 can be used Within 
the scope of the present invention. For example, the light 
source may comprise one or more LEDs or cold cathode 
tubes, as described in connection With alternate embodiments 
above. 
At least one light guide assembly, generally indicated at 

336, extends through the top surface of the ?oor layer 326 
through the sub?oor layer 328 and into the cavity 332. In 
reference to FIGS. 5 and 6, the light guide assembly 336 
preferably includes a light guide portion 337 and a ?ange 
portion 338 at the top of the light guide portion 337. The 
?ange portion 338 is preferably, but not necessarily, circular 
in cross section and has a diameter that is greater than the 
diameter of the light guide portion 337. 

To accommodate the light guide assembly 336, the ?oor 
assembly 300 has an opening 339 extending therethrough. 
The opening 339 extends through the ?oor layer 326 and the 
sub?oor 328 to the cavity 332. A larger diameter cavity 340 
extends about the opening 339 from the top surface of the 
?oor layer 326, for accommodating the ?ange portion 338. 
The large diameter cavity 340 preferably does not extend all 
the Way through the ?oor layer 326. Rather, the cavity 340 
provides an annular recessed ledge 341 on Which the ?ange 
portion 338 can be supported. 

To insert the light guide assembly 336, the light guide 
portion 337 is placed into the opening 339 and is inserted until 
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the peripheral edges of the ?ange portion 338 seats on the 
ledge 341 . An adhesive can be placed on the peripheral edges 
of the ?ange portion 338 (outward of the light guide portion 
337) to secure the light guide assembly 336 to the ?rst ?oor 
layer 326 Without obstructing the light re?ection characteris 
tics of the light guide portion 337. 

That is, the transmittance properties of some light guide 
portions 337 may be affected by the presence of adhesive on 
the light guide portion 337. By utiliZing the larger ?ange 
portion 338 and securing only the periphery of the ?ange 
portion 338 that extends outWardly from the light guide sec 
tion 337, the performance of the light guide portion 337 Will 
be unaffected by any securing medium, such as adhesive. 

The ?ange portion 338 is preferably made of a transparent 
or translucent material. The top surface of the ?ange portion 
338 of the light guide assembly 336 is preferably made of a 
material Which can be sanded and ?nished so that When other 
portions of the ?rst layer 326 are re?nished (as described 
above), the upper surface of the ?ange portion 338 is treated 
in the same manner. 

In this embodiment, the top 326 forms at least a portion of 
the ?oor surface. The ?ange portion 338 comprises a light 
emitting portion for emitting light through the top 326. The 
light source is coupled With the ?ange portion and receives 
light directly from the light source 334 or light that is directed 
therethrough by the light guide portion 337. 

In reference to FIG. 7, there is shoWn an alternate embodi 
ment of the light guide assembly 336'. In this embodiment, 
the ?ange portion comprises a light refracting element gen 
erally indicated at 338'. The light refracting element 338' 
refracts or re?ects the light so that at least some of the light 
transmits at an angle related closer to the plane of the top 326 
than if the ?ange portion did not comprise a light refracting 
element 338'. Thus, the light emitted from the light guide 
assembly 336' can be directed at many angles Which enhance 
the appearance of the ?oor assembly 300. Further, in this 
embodiment, at least the interior of the light guide portion 
337' preferably comprises a polished metal, and most prefer 
ably polished aluminum, to propagate the light through the 
light guide assembly 336'. It Will be appreciated, hoWever, 
that any suitable light guide may be used. 

The light guide assembly 336' is inserted into the opening 
339, 340 as set forth above. The bottom of the light refracting 
element 338' is placed on the ledge 341 and secured in place 
With a suitable adhesive. HoWever, in this embodiment, adhe 
sive may also be placed on the exterior of the light guide 
portion 337'. Since the light guide portion 337' comprises a 
re?ective metal material adhesive on the exterior surface Will 
not interfere With its performance. That is, the adhesive Will 
not degrade the transmittance of light through the light guide 
portion 337'. Since, in this embodiment, an adhesive may be 
used to secure the light guide 336' in the opening 339, it is not 
necessary to include a larger ?ange portion on the light 
refracting element 338'. That is, the light refracting element 
338' may have the same or a different diameter as the light 
guide portion 337'. In this case, a larger diameter cavity 340 
may not be necessary. 

The light refracting element 338' preferably comprises tWo 
portions. First, a light refracting portion 340' is disposed at the 
bottom thereof adjacent the light guide portion 337'. A pro 
tective ?at portion 342' may be placed over the light refracting 
portion 340' so that the protective ?at portion 342' creates a 
level surface With the ?rst layer 326. The protective ?at por 
tion 342' may be made of a material Which can be re?nished 
along With the remainder of the top 326 When necessary. That 
is, the protective ?at portion 342' can be re?nished as set forth 
above. It Will be appreciated that the light refracting portion 
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8 
340' may comprise any suitable structure that can guide the 
direction of light. By Way of non-limiting example, the light 
refracting portion 340' may comprise a corner prism. Alter 
natively, the light refracting portion 340' may comprise mir 
rors or ?ber optics. Thus While the terminology light refract 
ing is used herein, it can refer to either refracting or re?ecting 
light or both. 
By guiding the light passing through the light refracting 

portion 340', it is possible for the ?oor to display images to 
different individuals vieWing the image from different angles 
simultaneously. This may be particularly useful When the 
?oor is placed in an arena and vieWed from multiple angles. 
By controlling the light emanating from the light refracting 
portion 340' one can alloW vieWers from different angles to 
see the same or different images in proper orientations 

It Will be appreciated that any number of light guide assem 
blies 336, 336' may be used Within the scope of the present 
invention. Further, the light guide assemblies 336, 336' may 
be placed in any orientation to create a desired pattern on the 
?oor. Additionally, any number of light sources 334 can be 
used to increase the intensity and color palette of the light 
propagating through the light guide assembly 336, 336' or 
provide even light distribution. Preferably, the light source 
334 is arranged in an optimal orientation to maximiZe the 
light propagating through the light guide assembly 336, 336'. 

Additionally, the light sources 334 may be of different 
colors so that different colors can emanate through the light 
guide assembly 336, 336'. One or more light sources 34 may 
be placed adjacent one another to either increase the light 
intensity or vary the color. It Will also be appreciated that the 
light sources 334 may be isolated so that they can pass light 
only through preselected light guide assemblies 336, 336'. In 
this manner, one can selectively control Which light guide 
assemblies 336 and 336' are illuminated and With What color. 
This provides a great deal of ?exibility When illuminating to 
create designs or patterns With the light. Intensity and selec 
tive application of the lights can be controlled by a suitable 
controller. Such an arrangement is particularly useful When 
LEDs are used as the light source. 

It Will also be appreciated that in certain instances a light 
guide portion 337, 337' may not be necessary. In such a case, 
the light source may be disposed directly beloW the opening 
339 or at least partially Within the opening 339. In such an 
arrangement, it is desirable to include either a ?ange portion 
338 or a light refracting element 338' above the light source. 
In this case, While the light source may be disposed at least 
partially Within the opening 339, it Will still be disposed 
beloW the portion of the top through Which the light is emit 
ted, namely the transparent or translucent ?ange portion 338 
or light refracting element 338'. 

Referring to FIG. 8, another embodiment of the ?oor 
assembly is generally shoWn at 400. The ?oor assembly 400 
includes a top generally indicated at 440. The ?oor assembly 
400 may include a bottom 442. A plurality of sleepers 446 is 
interposed betWeen the top 440 and bottom 442 to de?ne a 
cavity 444 betWeen the top 440 and bottom 442. It Will be 
appreciated that the bottom 442 may be removed and that the 
sleepers 446 contact the substrate (not shoWn). The sleepers 
446 can be of any suitable material or design. As used in 
connection With this embodiment, the top 440 may comprise 
tongue and groove ?ooring strips attached to a sub?oor in a 
conventional manner. The transparent portion 452 of the top 
440 preferably comprises a material that can be sanded and 
?nished as described above. 

In one preferred embodiment, the top 440 includes trans 
parent portion 446. Transparent portion 452 comprises a 
transparent or translucent area placed at predetermined loca 
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tions Within the top 440 for emitting light therethrough. The 
top 440 also has non-transparent sections 448. At least one 
light source 450 is placed under the transparent portion 446 of 
the top 440. The light source is contained in the cavity 444. 

In a preferred embodiment, the light source 450 comprises 
an LCD monitor of a Well-known type. A single LCD monitor 
can be used or multiple LCD displays can be used to depict 
the same image or can be placed adjacent to one another each 
carrying a portion of a larger image that When vieWed together 
displays a single image. By utiliZing LCD monitors, virtually 
any image can be displayed by the light source. Thus, an LCD 
display alloWs greater ?exibility With the images displayed. 
The images can be changed frequently and to display virtu 
ally anything. Alternatively, the light source can comprise a 
plasma monitor or an LED monitor. 

The material for the top 440, bottom 442 and sleepers 446 
preferably have strength characteristics adequate enough to 
support the Weight and force applied to the ?oor assembly 
400. An example of the material used to form the transparent 
portion 446 of the top 440 includes, but is not limited to, 
Lexan, Plexiglass, or other suitable transparent material. The 
sleepers 446 may comprise any suitable material including, 
but not limited to, aluminum. An example of the bottom 442 
includes, but is not limited to, an aluminum diamond plate. 
This bottom Wouldbe a?ixed to the aluminum sleepers so that 
the bottom 442 can be raised or loWered in small increments 
to match the height of the surrounding sub?oor. The top 440, 
bottom 442, and sleepers 446 are connected to one another by 
any knoWn suitable fasteners (not shoWn). Further, suitable 
fasteners are provided to make this LCD display an integral 
part of the entire ?oor assembly 440. 

Referring to FIG. 9, another embodiment of the present 
invention is shoWn. A ?oor assembly is generally shoWn at 
500. The ?oor assembly 500 includes a bottom, generally 
indicated at 510. The bottom 510 preferably comprises a 
circuit board 512. The circuit board 512 is a printed circuit 
board having a plurality of electrical contacts 514 thereon in 
any Well-known manner. The electrical contacts 514 are con 

nected to a controller, generally indicated at 516. One end of 
each of the electrical contacts is also coupled With an LED 
518. Preferably, a plurality of LEDs are grouped adjacent one 
another and supported by the circuit board 512. Thus, each 
LED is electrically coupled With the controller 516. Each 
LED is also coupled With a poWer source. 

The assembly 500 further includes a support structure gen 
erally indicated at 520. The support structure 520 is for dis 
position about the LED 518 so as to protect the LED 518. The 
support structure 520 also supports a top 524. Further, the 
support structure 510 is open at each end. In the most pre 
ferred embodiment, the support structure comprises a honey 
comb support structure 522 having open top 524 and bottom 
526 ends. The interior of the honeycomb support structure 
522 is holloW and can receive one or more LEDs 518. In the 

most preferred embodiment, the honeycomb support struc 
ture 522 comprises a plurality of aluminum tubes secured 
together. Preferably, the aluminum tubes comprise a hexago 
nal shape Which is connected for providing the honeycomb 
support structure 522. In the most preferred embodiment, the 
interior of the holloW tubes is polished in order to provide a 
re?ective surface and provides a light guide portion for direct 
ing light. 

The LEDs are preferably grouped together such that a red 
LED 518 is adjacent a green LED 518 Which are also adjacent 
a blue LED 518. Thus, groupings of red, green and blue are 
made. The red, green and blue LEDs 518 can be selectively 
energiZed and their intensity controlled by controller 516. In 
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10 
this manner, illumination of the red, green and blue LEDs 518 
can alloW virtually any color to be displayed. 
The assembly 500 further includes a top, generally indi 

cated at 530. The top 530 is for disposition on the honeycomb 
support structure 522. In this manner, the honeycomb support 
structure 522 and LEDs 518 are sandWiched betWeen the 
circuit board 512 and top 530. The support structure 522 
creates a plurality of cavities betWeen the top 530 and the 
bottom 510. The top surface 530 is preferably transparent or 
translucent to alloW light to pass therethrough. In one 
embodiment, the top 530 comprises a transparent surface 532 
that is supported on the honeycomb support structure 522. 
The transparent surface is coupled With the light source such 
that it alloWs the light from the LEDs 518 to be transmitted 
therethrough. 

In another embodiment as shoWn in FIG. 9A, the top sur 
face 530' may comprise a layer having an upper smooth 
portion 534 and a loWer light refracting portion 536. By Way 
of non-limiting example, the light refracting portion 536 may 
comprise a comer prism. Alternatively, the light refracting 
portion 536 may comprise mirrors or ?ber optics. By utiliZing 
a light refracting 536, the light being emitted from the LED 
518 can be directed through the top surface 530'. 
The uppermost surface of either top surface 530, 530' is 

preferably made of a material Which can be sanded and pol 
ished. This is because the light assembly 500 may be used in 
connection With a Wood ?oor. And, as the Wood ?oor may 
need to be sanded or re?nished (as described above), the top 
surface 530 can be treated in the same manner. 

It Will be appreciated that the assembly 500 may take any 
shape. For example, the circuit board 512 and top layer 530 
may have the Width consisted With the Width of one or more 
tongue and groove ?oorboards. Alternatively, the Width of the 
circuit board 512 and top layer 530 may comprise any suitable 
Width that may be used in connection With ?ooring material. 
By Way of non-limiting example, Wood ?ooring for portable 
?oors is often made in 4 ft><4 ft or 4 ft><8 ft panels Which are 
then connected together. Accordingly, the siZe of the circuit 
board 512 and top surface 530 may be made in these siZes so 
they can be connected to a portable ?oor in the usual manner. 
It Will be appreciated that the ?oor assembly 500 may be of 
any siZe. 
As shoWn, the honeycomb support structure 522 comprises 

a plurality of hexagonal sided tubes connected together. 
Many of the adjacent hexagons share a common Wall. It Will 
be appreciated, hoWever, that the shape of the support struc 
ture 520 can comprise any shape. For example, the structure 
can be cylindrical, pentagonal, octagonal, etc. Further, the 
cylinders of the support structure 520 may be separated so 
that they do not share a common Wall. In this case, the LEDs 
might be spaced further than With the above identi?ed 
arrangement. This may be more desirable When the ?oor 
assembly 500 is used simply as accent lighting not requiring 
signi?cant color or intensity control. 
The honeycomb support structure 522 is preferably 

secured to the printed circuit board 512. Any suitable adhe 
sive may be used to secure the structure 522 to the circuit 
board 512. The adhesive is used to secure the structure 522 
such that the structure 22 does not shift relative to the circuit 
board Which could potentially damage the LEDs 518 and 
their electrical connection to the circuit board 512. 

Also, the circuit board 512 may be further supported on a 
second support structure generally indicated at 540. The sec 
ond support structure 540 can comprise any suitable struc 
ture. For example, the second support structure 540 may 
comprise another honeycomb support structure 542 of the 
type described above. Alternatively, the second support struc 
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ture 540 could comprise a Wooden sub?oor. The second sup 
port structure 540 may also comprise a substrate, such as a 
concrete slab onto Which the ?oor assembly 500 may be 
placed 

The description of the invention is merely exemplary in 
nature and, thus, variations that do not depart from the gist of 
the invention are intended to be Within the scope of the inven 
tion. Such variations are not to be regarded as a departure 
from the spirit and scope of the invention. 
What is claimed is: 
1. A ?oor assembly comprising: 
a top forming at least a portion of a ?oor surface and having 

at least one light emitting portion; 
at least one light source disposed beloW said light emitting 

portion and coupled With said at least one light emitting 
portion; and 

said light emitting portion comprising a light refracting 
portion, to direct light from the light source at multiple 
angles. 

2. A ?oor assembly as set forth in claim 1 further compris 
ing cavity beloW said light emitting portion. 

3. A ?oor assembly as set forth in claim 2 Wherein said light 
source is disposed in said cavity. 

4. A ?oor assembly as set forth in claim 1 Wherein said light 
source comprises a light emitting diode (LED). 

5. A ?oor assembly as set forth in claim 1 Wherein said light 
source comprises a cold cathode tube. 

6. A ?oor assembly as set forth in claim 1 Wherein said light 
source comprises a strobe light. 

7. A ?oor assembly as set forth in claim 1 Wherein said light 
source comprises a monitor. 

8. A ?oor assembly as set forth in claim 1 further compris 
ing a bottom and at least one side; said bottom and top and 
said side de?ning a ?ooring strip, said top being translucent or 
transparent. 
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9. A ?oor assembly as set forth in claim 8 Wherein said 

?ooring strip further includes a tongue-and-groove. 
10. A ?oor assembly as set forth in claim 1 Wherein said 

light emitting portion comprises a light guide assembly. 
11. A ?oor assembly as set forth in claim 10 Wherein said 

light guide assembly comprises a light guide portion and said 
light refracting portion. 

12. A ?oor assembly as set forth in claim 1 Wherein said 
light refracting portion comprises a comer prism. 

13. A ?oor assembly as set forth in claim 1 Wherein said 
light refracting portion comprises a mirror. 

14. A ?oor assembly as set forth in claim 1 Wherein said 
light refracting portion comprises ?ber optics. 

15. A ?oor assembly comprising: 
a ?oor surface and having at least one light emitting portion 

for emitting light therethrough, said light emitting por 
tion comprising a light refracting portion for guiding 
light passing therethrough and a protective top over said 
light refracting portion, said protective top creating a 
level surface With said ?oor surface; and 

at least one light source disposed beloW said light refract 
ing portion for providing light to the light refracting 
portion. 

16. A ?oor assembly as set forth in claim 15 Wherein said 
light source comprises a light emitting diode (LED). 

17. A ?oor assembly as set forth in claim 16 further com 
prising a controller, said light emitting diode coupled With 
said controller. 

18. A ?oor assembly as set forth in claim 16 further com 
prising a light guide portion coupled With said light refracting 
portion for receiving light from said LED and transmitting it 
to said light refracting portion. 

* * * * * 


