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WIRELESS COMMUNICATION DEVICE FOR 
RECEIVING MOBILE BROADCASTING 

SIGNAL AND TRANSMITTING/RECEIVING 
BLUETOOTH SIGNAL WITH SINGLE 

ANTENNA 

PRIORITY 

This application claims priority to an application entitled 
“WIRELESS COMMUNICATION DEVICE FOR RECEIV 
ING MOBILE BROADCASTING SIGNAL AND TRANS 
MITTING/RECEIVING BLUETOOTH® SIGNAL WITH 
SINGLE ANTENNA” ?led in the Korean Intellectual Prop 
erty O?ice on Jul. 27, 2006 and assigned Serial No. 2006 
70923, the contents of Which are incorporated herein by ref 
erence. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a mobile broadcasting 

technology, and more particularly, to a Wireless communica 
tion device for receiving a mobile broadcasting signal and 
transmitting/receiving a Bluetooth® signal With a single 
antenna. 

2. Description of the Related Art 
Recently, there has been substantial competition to develop 

services and technologies related to mobile multimedia 
broadcasting. Mobile multimedia broadcasting is a neW ser 
vice that combines With a mobile communication technology, 
utiliZing the advantages of both broadcasting and mobile 
communication. 

The European mobile broadcasting technology named 
DVB-H (Digital Video Broadcasting Handheld) and the US 
mobile broadcasting technology named MediaFLO aim to 
commercialiZe in the immediate future. A satellite digital 
multimedia broadcasting (S-DMB) technology in Korea has 
commenced commercialization. The World’s ?rst terrestrial 
DMB (T-DMB) broadcasting service has also been launched 
in Korea based on the Eureka-147 standard. 
DMB refers to a broadcasting service that provides a user 

With a digitally modulated multimedia (audio-video) signal. 
The DMB enables the user to vieW diverse multimedia broad 
casts through a receiver having a non-directional receiving 
antenna even While the user is in motion. Development of a 
receiver for receiving DMB’services is essential for commer 
cialiZation of DMB services. Active development of a Wide 
variety of DMB receivers and terminals contributes to com 
mercialiZation of DMB services. 
DMB broadcast signals can be received through a dedi 

cated DMB receiver as Well as a portable or in-vehicle termi 
nal supporting the function to receive DMB services. The 
DMB receiving function is currently embedded Within vari 
ous types of terminals such as mobile phones, notebook per 
sonal computers, personal digital assistants (PDAs), portable 
multimedia players (PMPs), pedestrian navigation systems 
and car navigation systems. 

FolloWing the expanding use of DMB receivers, Wireless 
headsets are increasingly being used as accessory devices. 
Wireless headsets enable a Wearer to conveniently listen to 
audio ?les using Bluetooth® designed for short-range com 
munication. The Bluetooth® short-range standard offers bi 
directional Wireless communication betWeen tWo or more 
devices Within a range of up to 10 m by Wirelessly connecting 
the devices. 

HoWever, Bluetooth® operates at 2.4 GHZ frequency band 
While DMB uses different frequency bands. For example, 
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2 
S-DMB operates at a frequency band of 2.63 to 2.6555 GHZ. 
T-DMB operates at frequency bands of 174 to 240 MHZ and 
1.452 to 1.492 GHZ. A conventional DMB receiver simulta 
neously using the Bluetooth® signal and DMB signal at 
different frequency bands requires tWo discrete antennas. 

HoWever, since use of tWo discrete antennas results in 
increased mounting space, it is dif?cult to embed them in a 
small, ?at terminal. Due to increasing demands for smaller 
and thinner terminals, development of a terminal requiring 
reduced antenna mounting space is needed. 

SUMMARY OF THE INVENTION 

In order to solve the above problems, an object of the 
present invention is to provide a Wireless communication 
device for receiving a mobile broadcasting signal and trans 
mitting and receiving a Bluetooth® signal With a single 
antenna requiring reduced antenna mounting space. 

Another object of the present invention is to provide a 
compact, thin Wireless communication device for receiving a 
mobile broadcasting signal and transmitting/receiving a 
Bluetooth® signal. 

In order to achieve the above objects, according to the 
present invention, there is provided a Wireless communica 
tion device for receiving a mobile broadcasting signal and 
transmitting/receiving a Bluetooth® signal With a single 
antenna, Which alloWs separation of the tWo signals using a 
difference in their frequency bands. 
The Wireless communication device includes a single 

antenna, a diplexer, a mobile broadcasting module and a 
Bluetooth® module. The single antenna receives a mobile 
broadcasting signal and transmits and receives a Bluetooth® 
signal. The diplexer connected to the antenna includes a ?rst 
band-pass ?lter passing the mobile broadcasting signal and a 
second band-pass ?lter passing the Bluetooth® signal. The 
mobile broadcasting module is connected to the ?rst band 
pass ?lter and decodes the mobile broadcasting signal. The 
Bluetooth® module is connected to the second band-pass 
?lter and converts the Bluetooth® signal into data. 

In the Wireless communication device, the mobile broad 
casting signal may be a terrestrial Digital Multimedia Broad 
casting (T-DMB) signal and the mobile broadcasting module 
may be a T-DMB module. The ?rst band-pass ?lter may be a 
loW-pass ?lter (LPF) and the second band-pass ?lter may be 
a high-pass ?lter (HPF). 
The T-DMB signal may have tWo different types of signals 

having ?rst and second frequency bands, respectively. The 
Wireless communication device may further include a third 
and a fourth band-pass ?lter connected betWeen the LPF and 
the T-DMB module. The third band-pass ?lter passes the 
T-DMB signal from the ?rst frequency band. The fourth 
band-pass ?lter passes the T-DMB signal from the second 
frequency band. 
The T-DMB signal may have a band-3 signal and an 

L-band signal. The Wireless communication device may fur 
ther include a band-3 ?lter and an L-band ?lter connected 
betWeen the LPF and the T-DMB module. The band-3 ?lter 
and the L-band ?lter respectively pass the band-3 signal and 
the L-band signal of the T-DMB signal. 

In the Wireless communication device, the mobile broad 
casting signal may be a satellite DMB (S-DMB) signal and 
the mobile broadcasting module may be an S-DMB module. 
The ?rst band-pass ?lter is an HPF and the second band-pass 
?lter is an LPF. 
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The Wireless communication device may further include a 
headset for receiving the Bluetooth® signal through the 
antenna. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects, features and advantages of the 
present invention Will be more apparent from the following 
detailed description in conjunction With the accompanying 
draWings, in Which: 

FIG. 1 is a diagram of a mobile broadcasting system to 
Which the present invention is applied; 

FIG. 2 is a block diagram of a Wireless communication 
device according to the present invention; 

FIG. 3 is a detailed diagram of the diplexer shoWn in FIG. 
2, according to a ?rst embodiment of the present invention; 
and 

FIG. 4 is a detailed diagram of a diplexer of a Wireless 
communication device according to a second embodiment of 
the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Hereinafter, preferred embodiments of the present inven 
tion are described in detail With reference to the accompany 
ing draWings. The same reference symbols identify the same 
or corresponding elements in the draWings. Some construc 
tions or processes knoWn in the art may not be described for 
the sake of clarity and conciseness. 

FIG. 1 is a diagram a mobile broadcasting system to Which 
the present invention is applied. Referring to FIG. 1, a DMB 
transmission center 300 transmits a DMB signal received 
from a broadcasting station (not shoWn). A Wireless commu 
nication device 100, eg a DMB receiver, receives a DMB 
signal from the DMB transmission center 300 and outputs 
video and audio data through signal processing. The Wireless 
communication device 100 is not limited to a DMB receiver, 
and may be another portable or in-vehicle terminal having a 
DMB reception function. A headset 200 communicates With 
the Wireless communication device 100 using Bluetooth® to 
receive the audio data of DMB data output from the Wireless 
communication device 100. Although FIG. 1 shoWs the head 
set 200 and the Wireless communication device 100 as sepa 
rate elements for convenience, the headset 200 may be inte 
grated into the Wireless communication device 100. 

The system shoWn in FIG. 1 is a T-DMB system. If the 
mobile broadcasting system of FIG. 1 is an S-DMB system, it 
further requires a gap ?ller and a broadcasting satellite receiv 
ing a DMB signal from the DMB transmission center 300 and 
transmitting the DMB signal to a ground station. 

In the mobile broadcasting system having the above-men 
tioned construction, a conventional Wireless communication 
device requires tWo separate antennas, i.e. an antenna for 
receiving a DMB signal and an antenna for transmitting/ 
receiving a Bluetooth® signal. HoWever, the Wireless com 
munication device 100 according to the present invention 
receives a DMB signal and transmits or receives a Blue 
tooth® signal through a single antenna, Which is possible by 
changing the front end con?guration. 

FIG. 2 is a block diagram of the Wireless communication 
device 100 according to the present invention. 

Referring to FIG. 2, the Wireless communication device 
100 is a receiver that receives a mobile broadcasting signal 
through a single antenna Ant. The Wireless communication 
device 100 is a dedicated DMB receiver receiving a T-DMB 
signal or portable or in-vehicle terminal. Alternatively, the 
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4 
Wireless communication device 100 may be a receiver or 
terminal receiving a satellite DMB signal or other types of 
mobile broadcasting signals. The Wireless communication 
device 100 includes a diplexer 110, a band-3 ?lter 120, an 
L-band ?lter 130, a DMB module 140, a Bluetooth® module 
150, a controller 160, an input unit 170, an output unit 180 and 
a storage 190. 
The single antenna Ant is used to receive a mobile broad 

casting signal (hereinafter T-DMB signal) and transmit and 
receive a Bluetooth® signal. That is, the single antenna Ant 
may be used for receiving both a T-DMB signal and a Blue 
tooth® signal using different frequency bands. The use of a 
single antenna Was addressed in the Korean Patent Applica 
tion No. 2006-0071218. 
The diplexer 110 is connected to the antenna Ant. The 

diplexer 110 uses a difference in frequency bands to separate 
a T-DMB signal and a Bluetooth® signal. To achieve the 
function, the diplexer 110 includes a ?rst band-pass ?lter 
alloWing a mobile broadcasting signal to pass through and a 
second band-pass ?lter alloWing a Bluetooth® signal to pass 
through. 

In an alternative embodiment of the Wireless communica 
tion device 100, the diplexer 110 may be replaced by a 
diplexer 410. The diplexer 410 uses a difference in frequency 
bands to separate an S-DMB signal and a Bluetooth® signal. 
To achieve the function, the diplexer 410 includes a ?rst 
band-pass ?lter alloWing a mobile broadcasting signal to pass 
through and a second band-pass ?lter alloWing a Bluetooth® 
signal to pass through. 

FIGS. 3 and 4 are diagrams illustrating the detailed con 
?gurations of the diplexer 110 according to a ?rst embodi 
ment of the present invention, and the diplexer 410 according 
to a second embodiment of the present invention. 

Referring to FIG. 3, the diplexer 110 includes a loW-pass 
?lter (LPF) 112 and a high-pass ?lter (HPF) 114. When a 
T-DMB signal and a Bluetooth® signal are received simulta 
neously, the LPF 112 passes the T-DMB signal at a loWer 
frequency band While the HPF 114 passes the Bluetooth® 
signal at a higher frequency band. 

Referring to FIG. 4, When an S-DMB signal and a Blue 
tooth® signal are received simultaneously, the HPF 412 of the 
diplexer 410 passes the S-DMB signal While the LPF 414 
passes the Bluetooth® signal because the S-DMB signal 
operates at a higher frequency band than the T-DMB signal. 

In this manner, the diplexer 110 or 410 in the Wireless 
communication device 100 according to the present invention 
can separate a DMB signal and a Bluetooth® signal using a 
difference in frequency bands. Because the tWo signals can be 
received through the single antenna Ant, an antenna mounting 
space can be reduced, thus providing a compact, thin Wireless 
communication device. 

Returning to FIG. 2, the T-DMB signal separated by the 
diplexer 110 is input to the DMB module 140. The T-DMB 
signal may have tWo types of signals With different frequency 
bands (hereinafter ?rst and second frequency bands). In this 
case, the Wireless communication device 100 further includes 
third and fourth band-pass ?lters connected betWeen the LPF 
112 of the diplexer 110 and the DMB module 140. The third 
band-pass ?lter passes only the T-DMB signal from the ?rst 
frequency band and the fourth band-pass ?lter passes only the 
T-DMB signal from the second frequency band. 

For example, the ?rst frequency band may be 174 to 240 
MHZ for a band-3 signal and the second frequency band may 
be 1.452 to 1.492 GHZ for an L-band signal. The third and 
fourth band-pass ?lters are respectively a band-3 ?lter 120 
passing the band-3 signal and an L-band ?lter 130 passing the 
L-band signal. 
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The DMB module 140 decodes the T-DMB signals that 
have passed through the band-3 ?lter 120 and the L-band ?lter 
130. To achieve the function, the DMB module 140 includes 
an RF tuner (not shoWn) and a baseband Integrated Circuit 
(IC) (not shoWn) and decodes the T-DMB signals before 
transmission to the controller 160. 

The Bluetooth® signal separated by the diplexer 110 is 
input to the Bluetooth® module 150, Which is a baseband 
chip that is controlled by the controller 160 to convert the 
Bluetooth® signal into data. 

The controller 160 controls the operation of the Wireless 
communication device 100. For example, the controller 160 
may control the DMB module 140 and the Bluetooth® mod 
ule 150 according to user commands input through the input 
unit 170 or a stored control algorithm. 

The input unit 170 receives a signal generated by a user’s 
manipulation for controlling the Wireless communication 
device 100 and delivers the signal to the controller 160. For 
example, the input unit 170 may be a key pad, input button, 
touch pad, touch screen or microphone. 

The output unit 180 outputs received DMB audio and video 
data and various information related to the operation of the 
Wireless communication device 100. The output unit 180 may 
be a video display such as a liquid crystal display (LCD) and 
an audio output device such as a speaker. 

The storage 190 stores programs and data related to the 
operation of the Wireless communication device 100 as Well 
as the received DMB data. 
A Wireless communication device for receiving a mobile 

broadcasting signal such as a T-DMB signal and transmitting/ 
receiving a Bluetooth® short-range Wireless communication 
signal according to the present invention alloWs separation of 
the mobile broadcasting signal and the Bluetooth® signal 
through a diplexer. Thus, because the tWo signals having 
different frequencies can be received through a single 
antenna, a compact, thin Wireless communication device With 
a reduced antenna mounting space can be provided. 

Although speci?c terms are employed herein, they are used 
in a generic and descriptive sense only and not for purposes of 
limitation. While the present invention has been particularly 
shoWn and described With reference to embodiments thereof, 
it Will be understood by those of ordinary skill in the art that 
various changes in form and details may be made therein 
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Without departing from the spirit and scope of the present 
invention as de?ned by the folloWing claims. 
What is claimed is: 
1. A Wireless communication device comprising: 
a single antenna for receiving a T-DMB (Terrestrial Digital 

Multimedia Broadcasting) signal and transmitting and 
receiving a Bluetooth® signal; 

a diplexer connected to the antenna and including an LPF 
(LoW-Pass Filter) for passing the T-DMB signal and an 
HPF (High-Pass Filter) for passing the Bluetooth® sig 
nal; 

a T-DMB module connected to the LPF for decoding the 
T-DMB signal; and 

a Bluetooth® module connected to the HPF for converting 
the Bluetooth® signal into data, 

Wherein the T-DMB signal has tWo different types of sig 
nals having ?rst and second frequency bands, respec 
tively. 

2. The device of claim 1, further comprising: 
a third band-pass ?lter connected betWeen the LPF and the 
T-DMB module for passing the T-DMB signal from the 
?rst frequency band; and 

a fourth band-pass ?lter connected betWeen the LPF and 
the T-DMB module for passing the T-DMB signal from 
the second frequency band. 

3. The device of claim 1, Wherein the T-DMB signal 
includes a band-3 signal and an L-band signal. 

4. The device of claim 3, further comprising: 
a band-3 ?lter connected betWeen the LPF and the T-DMB 
module for passing the band-3 signal of the T-DMB 
signal; and 

an L-band ?lter connected between the LPF and the 
T-DMB module for passing the L-band signal of the 
T-DMB signal. 

5. The device of claim 1, Wherein the signal antenna 
receives an S-DMB (Satellite DMB) signal and an S-DMB 
module is connected to the LPF for decoding an S-DMB 
signal. 

6. The device of claim 1, further comprising: 
a headset for receiving the Bluetooth® signal through the 

antenna. 


