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(57) ABSTRACT 

A cardiopulmonary resuscitation device that combines ven 
tilation of a patient’s lungs With chest compressions on the 
patient’s sternum area. The device includes a self-in?ating 
bag having an outlet port through Which the content of the bag 
is forced When bag is compressed; target indicia on the bag to 
indicate the proper position of the bag on the patient’s ster 
num area and to indicate the proper location on the bag for 
applying force to the top side thereof; a face mask for place 
ment over the patient’s mouth and nose; and a tube extending 
from the bag to the face mask. The device may include indicia 
for indicating the amount of pressure applied to the self 
in?ating bag, and a backboard including belt/motor structure 
for providing repeated and rapid chest compression and 
forced ventilation of the patient’s lungs. 

7 Claims, 8 Drawing Sheets 
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CARDIOPULMONARY RESUSCITATION 
DEVICE 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is a division, and claims priority bene?t, of 
US. patent application Ser. No. 11/327,278 (?led Jan. 6, 
2006) entitled Cardiopulmonary Resuscitation Device, 
Which issued as US. Pat. No. 7,806,118 on Oct. 5, 2010, 
Which itself Was a continuation-in-part, and claims priority 
bene?t as does the instant application, of US. patent appli 
cation Ser. No. 10/820,239 (?led Apr. 6, 2004) entitled Car 
diopulmonary Resuscitation Device and Method, Which 
issued as US. Pat. No. 7,032,596 on Apr. 25, 2006. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates, in general, to a device that 

uses a squeeze bag-type resuscitator in a manner that incor 

porates cardiopulmonary resuscitation (CPR) type chest 
compressions. 

2. Background Art 
TWo general emergency procedures used When a patient’s 

normal breathing has been disrupted are the use of self-in?at 
ing, squeeze bag resuscitators and cardiopulmonary resusci 
tation (CPR). 

Self-in?ating, squeeze bag resuscitators are commonly 
used for arti?cial, emergency ventilation of a patient’s lungs 
to revive the patient When normal breathing has been dis 
rupted, but the patient’ s heart is still beating. Several types of 
such self-in?ating, squeeze bag resuscitators are in Wide use, 
and are sometimes referred to as respirators. The typical 
self-in?ating, squeeze bag resuscitator consists, in general, of 
an airtight face mask that ?ts over the patient’s nose and 
mouth, and a self-in?ating bag connected to the face mask. 
When the bag is squeezed, air or oxygen is forced from the 
bag into the patient’s lungs. The bag re-in?ates automatically 
When released, draWing atmosphere air, etc., into the bag 
through a bag ?ll valve (a one Way, inWard ?oW check valve) 
typically located either betWeen the bag and face mask or at 
the end of the bag opposite from the face mask. Air from the 
lungs leaves the mask by some type of escape valve (often 
referred to as a nonrebreathing or NRB valve) Without retum 
ing to the bag. 

Cardiopulmonary resuscitation (CPR) is administered 
When a patient stops breathing and the patient’s heart stops 
beating, due to sudden cardiac arrest or the like. CPR includes 
mouth-to-mouth breathing, and chest compression. To per 
form mouth-to -mouth breathing, the patient’ s nose is pinched 
shut and the rescuer bloWs directly into the patient’s mouth. 
After mouth-to-mouth breathing, the rescuer then performs 
chest compression by pushing doWn on the patient’s chest 
right betWeen the nipples (i.e., the sternum area). 

Nothing in the knoWn prior art, either singly or in combi 
nation, discloses or suggests the present invention. 

BRIEF SUMMARY OF THE INVENTION 

The present invention discloses a device that uses a squeeze 
bag-type resuscitator in a manner that alloWs a rescuer to 

combine arti?cial, emergency ventilation of a patient’ s lungs 
With cardiopulmonary resuscitation (CPR) type chest com 
pressions. 
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2 
It is an object of the present invention to provide a cardiop 

ulmonary resuscitation device that combines a squeeze bag 
type resuscitator and cardiopulmonary resuscitation (CPR) 
type chest compressions. 

It is another object of the present invention to provide such 
a cardiopulmonary resuscitation device that incorporates 
pumping pure oxygen into the patient’s lungs With the ?rst 
squeeze of the squeeze bag-type resuscitator. 

It is another object of the present invention to provide such 
a cardiopulmonary resuscitation device that incorporates 
pumping medicine into the patient’s lungs With the ?rst 
squeeze of the squeeze bag-type resuscitator. 

It is another object of the present invention to provide such 
a cardiopulmonary resuscitation device that includes means 
for monitoring the amount of force being applied to the 
patient’s chest. 

It is another object of the present invention to provide such 
a cardiopulmonary resuscitation device that includes a back 
board for keeping the patient’s head tilted and airWay open 
during chest compression and ventilation. 

It is another object of the present invention to provide such 
a cardiopulmonary resuscitation device in Which the back 
board includes motorized means to provided repeated and 
rapid chest compression and forced ventilation. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

FIG. 1 is a someWhat diagrammatic vieW of a ?rst embodi 
ment of the cardiopulmonary resuscitation device of the 
present invention, shoWn With the face mask thereof placed 
over a patient’s mouth and nose, and With the self-in?ating 
bag thereof placed on the patient’s chest With the target indi 
cia on the self-in?ating bag positioned over the patient’s 
sternum area. 

FIG. 2 is a someWhat diagrammatic vieW someWhat similar 
to FIG. 1 but With a rescuer compressing the self-in?ating bag 
to ventilate the patient’s lungs and compress the patient’s 
sternum area. 

FIG. 3 is a side elevational vieW of the cardiopulmonary 
resuscitation device of FIG. 1. 

FIG. 4 is a top plan vieW of the self-in?ating bag and a 
portion of the outlet port of the cardiopulmonary resuscitation 
device of FIG. 1. 

FIG. 5 is a bottom plan vieW of the self-in?ating bag and a 
portion of the outlet port of the cardiopulmonary resuscitation 
device of FIG. 1. 

FIG. 6 is a top plan vieW someWhat similar to FIG. 4 but 
With portions of the self-in?ating bag broken aWay to shoW 
the interior thereof With certain optional elements positioned 
Within the self-in?ating bag. 

FIG. 7 is a someWhat diagrammatic vieW of a second 
embodiment of the cardiopulmonary resuscitation device of 
the present invention, shoWn With the face mask thereof 
placed over a patient’s mouth and nose, and With the self 
in?ating bag thereof placed on the patient’s chest With the 
target indicia on the self-in?ating bag positioned over the 
patient’s sternum area. 

FIG. 8 is a someWhat diagrammatic vieW someWhat similar 
to FIG. 7 but With a rescuer compressing the self-in?ating bag 
to ventilate the patient’s lungs and compress the patient’s 
sternum area. 

FIG. 9 is a side elevational vieW of the self-in?ating bag of 
the cardiopulmonary resuscitation device of FIG. 7 With por 
tions thereof broken aWay to shoW internal structure. 

FIG. 10 is similar to FIG. 9 but shoWing the self-in?ating 
bag thereof in a compressed state. 
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FIG. 11 is a side elevational vieW of a backboard for use 
With the cardiopulmonary resuscitation device of the present 
invention, With moved portions thereof shoWn in broken 
lines. 

FIG. 12 is a top plan vieW of FIG. 11. 
FIG. 13 is a side elevational vieW of the ?rst embodiment of 

the cardiopulmonary resuscitation device of the present 
invention, shoWn With the face mask thereof placed over a 
patient’s mouth and nose, With the self-in?ating bag thereof 
placed on the patient’s chest, With the patient’s head and chest 
supported on the backboard of FIG. 11, and With a motorized 
compression means combined thereWith. 

FIG. 14 is a sectional vieW substantially as taken on line 
14-14 of FIG. 13. 

FIG. 15 is a side elevational vieW similar to FIG. 13 but 
showing the motorized compression means compressing the 
self-in?ating bag to ventilate the patient’s lungs and com 
press the patient’s sternum area. 

FIG. 16 is a sectional vieW substantially as taken on line 
16-16 of FIG. 15. 

DETAILED DESCRIPTION OF THE INVENTION 

A ?rst embodiment of the cardiopulmonary resuscitation 
device of the present invention is shoWn generally in FIGS. 
1-6, and identi?ed by the numeral 11. The device 11 uses a 
modi?ed squeeze bag-type resuscitator 13 in a manner that 
alloWs a user/rescuer R to help or rescue a patient P by 
combining arti?cial, emergency ventilation of the patient’s 
lungs With cardiopulmonary resuscitation (CPR) type chest 
compressions on the patient’s sternum area SA. 

The squeeze bag-type resuscitator 13 preferably includes a 
typical self-in?ating squeeze bag 15 constructed so that When 
the bag 15 is squeezed or otherWise compressed, air or oxy 
gen is forced from the interior of the bag 15 out some type of 
outlet port or connector 17 for alloWing the squeeze bag 15 to 
be connected to other parts of the resuscitator 13, e.g., to a 
face mask 19 for placement over a patient’s mouth and nose. 
The face mask 19 (sometimes called a facepiece) typically 
includes a mount 21 for connection to the squeeze bag 15 or 
the like and a body 23 With a seal member 25 about the edge 
thereof to alloW a substantially air-tight seal to be formed 
betWeen the face mask 19 and the patient’s face. The face 
mask 19 may also include an elastic head band or the like (not 
shoWn) for securing the body 23 thereof to the patient’s face. 
The resuscitator 13 typically includes some type of escape 
valve 27 (often referred to as a nonrebreathing or NRB valve) 
mounted betWeen the outlet port or connector 17 of the bag 15 
and the face mask 19 so that after the face mask 19 is placed 
over the patient’ s mouth and nose, air from the patient’ s lungs 
Will leave the face mask 19 through the escape valve 27 
Without returning to the bag 13. When the bag 15 is released, 
etc., it Will re-in?ate automatically, draWing atmosphere air, 
etc., into the bag through a bag ?ll valve 29 (i.e., a one Way, 
inWard ?oW check valve) that is combined With the bag 15 in 
communication With the interior thereof by being coupled to 
the connector 17 or attached directly to the bag 15, often at the 
end of the bag 15 directly opposite from the connector 17. 
While the shape and size of the bag 15 can vary as Will noW be 
apparent to those skilled in the art, in general, the bag 15 has 
one side that can be designated as the top side 31 and another 
side that can be designated as the bottom side 33. 
The device 11 of the present invention includes target indi 

cia 35 on the self-in?ating bag 13 to indicate the proper 
position of the self-in?ating bag 15 on the patient’s sternum 
area SA and to indicate the proper location on the self-in?at 
ing bag 15 for applying force to the top side 31 of the self 
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4 
in?ating bag 15 in order to perform arti?cial, emergency 
ventilation of the patient’s lungs folloWed by cardiopulmo 
nary resuscitation (CPR) type chest compressions on the 
patient’s sternum area SA. The target indicia 35 preferably 
includes a bottom target indicia 37 on the bottom side 33 of 
the self-in?ating bag 15 to indicate the proper position of the 
self-in?ating bag 15 on the patient’s sternum area SA, and 
preferably includes a top target indicia 39 on the top side 31 of 
the self-in?ating bag 15 to indicate the proper location on the 
self-in?ating bag 15 for applying force to the top side 31 of 
the self-in?ating bag 15 in order to perform arti?cial, emer 
gency ventilation of the patient’s lungs folloWed by cardiop 
ulmonary resuscitation (CPR) type chest compressions on the 
patient’s sternum area SA. While the speci?c construction, 
shape and size of the bottom and top target indicia 37, 39 can 
vary as Will noW be apparent to those skilled in the art, each 
bottom and top target indicia 37, 39 may consist merely of a 
visually and/or tactually distinctive, circular shaped decal, 
piece of tape, etc., attached to the appropriate surface of the 
bag 15. 
The device 11 of the present invention includes a tube 41 

extending from the outlet port 17 of the self-in?ating bag 15 
to the face mask 19 so that air forced out of the bag 13 through 
the outlet port 17 thereof Will pass to the face mask 19 and into 
the patient’s lungs When the face mask 19 is placed over the 
patient’s mouth and nose. The tube 41 is preferably elongated 
and ?exible for alloWing the self-in?ating bag 15 to be posi 
tioned over the patient’ s sternum area SA While the face mask 
19 is placed over the patient’s mouth and nose. While the 
exact size, length and construction of the tube 41 may vary as 
Will noW be apparent to those skilled in the art, the tube 41 
may be constructed out of typical, medical grade, ?exible 
plastic hose sized to ?t the mount 21 of the face mask 19 and 
the escape valve 27, and long enough to extend betWeen the 
patient’s sternum area SA and face While alloWing the bag 15 
to be properly positioned on the patient’s sternum area SA 
With the face mask 19 properly positioned simultaneously 
over the patient’s nose and mouth. The tube 41 is preferably 
designed to retro?t through adaptable connectors any stan 
dard tracheobronchial tree or bronchial tube. This Will alloW 
a user/rescuer R to administer to the patient P Who has been 
injected With a tracheobronchial tree or bronchial tube With 
the same method of cardiopulmonary resuscitation Without 
the face mask 19. 

The device 11 may include a quantity of pure oxygen 43, or 
high oxygen content air, Within the bag 15 so that the quantity 
of pure oxygen 43 is forced into the patient’s lungs the ?rst 
time the bag 15 is squeezed after the face mask 19 is posi 
tioned over the patient’s nose and mouth. 
The device 11 may include a pharmaceutical composition 

45 Within the bag 15 so that the pharmaceutical composition 
45 is forced into the patient’s lungs the ?rst time the bag 15 is 
squeezed after the face mask 19 is positioned over the 
patient’s nose and mouth. The pharmaceutical composition 
45 may consist of a single drug or chemical, or a combination 
of drugs or chemicals. 
The device 11 may include release valve or seal (not 

shoWn) to keep the quantity of pure oxygen 43 and/or phar 
maceutical composition 45 from leaking or exiting the self 
in?ating bag 15 until activated by the user/rescuer R. 
The method of using the cardiopulmonary resuscitation 

device 11 of the present invention includes the step of ?rst 
providing a cardiopulmonary resuscitation device 11 includ 
ing a self-in?ating bag 15, target indicia 35 on the self-in?at 
ing bag 15 to indicate the proper position of the self-in?ating 
bag on the patient’s sternum area SA and to indicate the 
proper location on the self-in?ating bag 15 for applying force 



US 7,938,115 B2 
5 

to the top side 31 of the self-in?ating bag 15, a face mask 19 
for placement over the patient’s mouth and nose, and a tube 
41 extending from the outlet port 17 of the self-in?ating bag 
15 to the face mask 19. The patient P is placed in a normal 
cardiopulmonary resuscitation position, preferably supine 
With a neck support NS for maintaining the patient’s airWay 
open during resuscitation. The face mask 19 of the cardiop 
ulmonary resuscitation device 11 is placed over the patient’s 
mouth and nose, and the self-in?ating bag 15 of the cardiop 
ulmonary resuscitation device 11 is placed on the patient’s 
chest With the target indicia 35 on the self-in?ating bag 15 
positioned over the patient’s sternum area SA. The user/ 
rescuer R can then apply force to the target indicia 35 on the 
self-in?ating bag 15 of the cardiopulmonary resuscitation 
device 11 to ?rst force air from the self-in?ating bag 15 
through the tube 41 and the face mask 19 into the patient’s 
lungs to ventilate the patient’s lungs (often referred to as a 
rescue breath), and then to compress the patient’s sternum 
area SA (often referred to as a chest compression). When the 
self-in?ating bag 15 includes a quantity of pure oxygen 43, 
the step of applying force to the target indicia 35 to ?rst force 
air from the self-in?ating bag 15 into the patient’s lungs to 
ventilate the patient’s lungs also causes the quantity of pure 
oxygen 43 to be forced into the patient’s lungs. When the bag 
15 includes a pharmaceutical composition 45, the step of 
applying force to the target indicia 35 to ?rst force air from the 
self-in?ating bag 15 into the patient’s lungs to ventilate the 
patient’s lungs also causes the pharmaceutical composition 
45 to be forced into the patient’s lungs. After thus applying 
force to the target indicia 35 on the self-in?ating bag 15 of the 
cardiopulmonary resuscitation device 11, the user/rescuer R 
releases the self-in?ating bag 15, and the bag 15 re-in?ates by 
draWing atmosphere air into the bag 15 through the bag ?ll 
valve 29, While air from the patient’s lungs Will pass to atmo 
sphere through the escape valve 27. These cardiopulmonary 
resuscitation steps can be repeated as necessary. Typically, 
the user/rescuer R Will apply a number of chest compressions 
after a single forced ventilation (rescue breath) by applying a 
number of chest compressions before fully releasing the self 
in?ating bag 15) so that the ratio of chest compressions to 
forced ventilations equal a desired number (e.g., 15 to 30 
chest compressions per tWo forced ventilations at a rate of 80 
to 100 compressions a minute). The cardiopulmonary resus 
citation device 11 may include pressure sensors (not shoWn) 
to monitor chest compressions, and an audible means (not 
shoWn) that Will orally Walk a user/rescuer R through the 
steps of CPR using the device. 
A second embodiment or modi?ed version of the cardiop 

ulmonary resuscitation device of the present invention is 
shoWn generally in FIGS. 7-10 and identi?ed by the numeral 
2.11. The cardiopulmonary resuscitation device 2.11 is sub 
stantially identical to the cardiopulmonary resuscitation 
device 11 and the above disclosure of the cardiopulmonary 
resuscitation device 11 should be consulted for a detailed 
understanding of the construction and operation of the car 
diopulmonary resuscitation device 2.11 and the same refer 
ence numerals and characters Will be used for like compo 
nents of the cardiopulmonary resuscitation device 2.11 as 
herein used for the cardiopulmonary resuscitation device 11. 
HoWever, as clearly shoWn in FIGS. 7-10, the cardiopulmo 
nary resuscitation device 2.11 includes indicator means 2.51 
for providing the user/rescuer R With an indicator of the 
amount of force being applied to the sternum area SA of the 
patient P When applying force to the target indicia 35 on the 
self-in?ating bag 15 of the cardiopulmonary resuscitation 
device 2.11 during CPR. The indicator means 2.51 preferably 
includes a body or reservoir member 2.53 containing a quan 
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6 
tity of ?uid 2.55, and a tube member 2.57 extending from the 
body member 2.53 so that When force is applied to the body 
member 2.53 (i.e., When the user/rescuer R presses doWn on 
or otherWise applies force to the target indicia 35 on the 
self-in?ating bag 15 of the cardiopulmonary resuscitation 
device 2.11), ?uid 2.55 Will be forced from the body member 
2.53 up the tube member 2.57 a distance proportional to the 
amount of force applied to the body member 2.53 and the 
distance the patient’s sternum area SA is compressed. The 
distal end of the tube member 2.57 may include a bulb 2 .59 for 
receiving excess ?uid 2.55 during a full compression. At least 
a portion of the tube member 2.57 and/or bulb 2.59 is prefer 
ably transparent to alloW the ?uid 2.55 to be easily seen 
therethrough. The body member 2.53 may be placed on or 
may actually form the top target indicia 39 of the target indicia 
35 on the top side 31 of the self-in?ating bag 15 as Will noW 
be apparent to those skilled in the art. The device 2.11 may 
include a hand-holdband or strap on the body member 2.53 or 
bag 15 (not shoWn) to alloW the user/rescuer R to easily hold 
and control the body member 2.53 and bag 15 and to control 
the positioning of the hand on the top indicia 35, and also 
prevent the bag 15 from rolling out aWay from the user/ 
rescuer R or aWay from the patient’s sternum area SA, etc. 
A third embodiment or modi?ed version of the cardiopul 

monary resuscitation device of the present invention is shoWn 
generally in FIGS. 11-16, and identi?ed by the numeral 3 .11. 
The cardiopulmonary resuscitation device 3.11 is substan 
tially identical to the cardiopulmonary resuscitation device 
11 and the above disclosure of the cardiopulmonary resusci 
tation device 11 should be consulted for a detailed under 
standing of the construction and operation of the cardiopul 
monary resuscitation device 3.11 and the same reference 
numerals and characters Will be used for like components of 
the cardiopulmonary resuscitation device 3 .11 as herein used 
for the cardiopulmonary resuscitation device 11. HoWever, as 
clearly shoWn in FIGS. 11-16, the cardiopulmonary resusci 
tation device 3.11 includes a backboard 3 .75 for supporting at 
least the upper torso T of the patient P. Positioning means 3.77 
may be provided on the top surface of the backboard 3 .75 for 
properly positioning the patient’s head H, neck N, and upper 
torso T to keep the patient’s head H tilted back and airWay 
open during chest compression and ventilation. The position 
ing means 3 .77 may consist of a pilloW-like member mounted 
on the top or upper surface of the backboard 3.75. The back 
board 3 .75 may be sized to placed under the patient’ s head H, 
neck N, and upper torso T only, or may include an extension 
3.79 for being pulled out to receive the patient’s loWer body. 
The backboard 3 .75 may have openings 3 .80 therethrough to 
provide hand holds and to alloW the backboard 3.75 to be 
easily held and lifted With the patient P supported thereon. 
The backboard 3 .75 includes a belt 3 .81 for being placed over 
the self-in?ating squeeze bag 15 and the patient’s chest or 
sternum area SA, and includes motorized means 3.83 for 
repeatedly tightening and relaxing the belt 3.81 to provided 
repeated and rapid chest compression and forced ventilation. 
The belt 3.81 preferably includes a ?rst end 3.85 for being 
attached to shaft or spool of the motorized means 3.83 so that 
rotation of the shaft or spool Will reel in or reel out the belt 
3 .81, and a second end 3 .87 for extending over the bag 15 and 
hooked or otherWise attached to an anchor 3.89 attached to 
the backboard 3 .75 opposite the motorized means 3.83 so that 
When the belt 3.81 is reeled in, it Will compress the bag 15, 
causing forced ventilation folloWed by chest compression. 
The motorized means 3 .83 may be electrically or spring oper 
ated, etc., and preferably includes control means 3.91 for 
controlling the reeling in and reeling out of the belt 3 .81. The 
control means 3.91 may be a simple manually operated 
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switch or computer operated controller, etc. The device 3.11 
may include a second belt (not shown) for exerting force 
evenly over the patient’ s entire thoracic cavity. The motorized 
means 3.83 is designed so that the tWo belts are never acti 
vated simultaneously. The activations can be controlled 
manually by the user/rescuer R, using a sWitch, or by a com 
puter chip or computer system, etc. The motorized means 
3 .83 may be designed so that the belt 3.81 Will ?rst de?ate the 
bag 15 to do a forced ventilation and then compress the bag 15 
against the patient’ s sternum area SA to provide the designed 
compression, and then partially release and re-compress the 
bag 15 to provide the desired ratio of compressions to venti 
lations, etc. Further, as clearly shoWn in FIGS. 13 and 15, the 
cardiopulmonary resuscitation device 3.11 may include a 
Wide elastic strap 3 .93 for securing the face mask 19 about the 
patient’s mouth and nose, etc. The strap 3.93 may be approxi 
mately one to three inches (2.54 to 7.62 centimeters) Wide 
(i.e., approximately the Width of the patient’s ear). 

Although the present invention has been described and 
illustrated With respect to a preferred embodiment and a pre 
ferred use therefor, it is not to be so limited since modi?ca 
tions and changes can be made therein Which are Within the 
full intended scope of the invention. 

The invention claimed is: 
1. A cardiopulmonary resuscitation device that combines 

arti?cial, emergency ventilation of a patient’s lungs With 
chest compressions on the patient’s sternum area, said car 
diopulmonary resuscitation device comprising: 

(a) a self-in?ating bag having a top side, a bottom side, and 
an outlet port through Which the content of said self 
in?ating bag is forced When said top side of said self 
in?ating bag is pushed toWard said bottom side of said 
self-in?ating bag; 

(b) a face mask for placement over the patient’ s mouth and 
nose; 

(c) a tube extending from said outlet port of said self 
in?ating bag to said face mask; and 

(d) target indicia on said self-in?ating bag to indicate the 
proper position of said self-in?ating bag on the patient’ s 
sternum area and to indicate the proper location on said 
self-in?ating bag for applying force to said top side of 
said self-in?ating bag to ?rst force air from said self 
in?ating bag through said tube and said face mask into 
the patient’s lungs to ventilate the patient’s lungs, and 
then to compress the patient’s sternum area; said target 
indicia including a bottom target indicia on said bottom 
side of said self-in?ating bag to indicate the proper posi 
tion of said self-in?ating bag on the patient’s sternum 
area, and including a top target indicia on said top side of 
said self in?ating bag to indicate the proper location on 
said self-in?ating bag for applying force to said top side 
of said self-in?ating bag. 

2. The cardiopulmonary resuscitation device of claim 1 in 
Which said tube is elongated and ?exible for alloWing said 
self-in?ating bag to be positioned over the patient’s sternum 
area While said face mask is placed over the patient’s mouth 
and nose. 

3. The cardiopulmonary resuscitation device of claim 1 in 
Which said self-in?ating bag includes a quantity of pure oxy 
gen. 

4. The cardiopulmonary resuscitation device of claim 1 in 
Which said self-in?ating bag includes a pharmaceutical com 
position. 

5. The cardiopulmonary resuscitation device of claim 1 in 
Which is included indicator means for providing an indication 
of the amount of force being applied to said top side of said 
self-in?ating bag. 

6. A cardiopulmonary resuscitation device that combines 
arti?cial, emergency ventilation of a patient’s lungs With 
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8 
chest compressions on the patient’s sternum area, said car 
diopulmonary resuscitation device comprising: 

(a) a self-in?ating bag having a top side, a bottom side, and 
an outlet port through Which the content of said self 
in?ating bag is forced When said top side of said self 
in?ating bag is pushed toWard said bottom side of said 
self-in?ating bag; 

(b) a face mask for placement over the patient’s mouth and 
nose; 

(c) a tube extending from said outlet port of said self 
in?ating bag to said face mask; 

(d) target indicia on said self-in?ating bag to indicate the 
proper position of said self-in?ating bag on the patient’ s 
sternum area and to indicate the proper location on said 
self-in?ating bag for applying force to said top side of 
said self-in?ating bag to ?rst force air from said self 
in?ating bag through said tube and said face mask into 
the patient’s lungs to ventilate the patient’s lungs, and 
then to compress the patient’s sternum area; said target 
indicia including a bottom target indicia on said bottom 
side of said self-in?ating bag to indicate the proper posi 
tion of said self-in?ating bag on the patient’s sternum 
area, and including a top target indicia on said top side of 
said self in?ating bag to indicate the proper location on 
said self-in?ating bag for applying force to said top side 
of said self-in?ating bag; and 

(e) a backboard for supporting at least the upper torso of a 
patient; said backboard including positioning means for 
positioning the patient in such a Way that the patient’s 
head is tilted and airWay is open. 

7. A cardiopulmonary resuscitation device that combines 
arti?cial, emergency ventilation of a patient’s lungs With 
chest compressions on the patient’s sternum area, said car 
diopulmonary resuscitation device comprising: 

(a) a self-in?ating bag having a top side, a bottom side, and 
an outlet port through Which the content of said self 
in?ating bag is forced When said top side of said self 
in?ating bag is pushed toWard said bottom side of said 
self-in?ating bag; 

(b) a face mask for placement over the patient’s mouth and 
nose; 

(c) a tube extending from said outlet port of said self 
in?ating bag to said face mask; 

(d) target indicia on said self-in?ating bag to indicate the 
proper position of said self-in?ating bag on the patient’ s 
sternum area and to indicate the proper location on said 
self-in?ating bag for applying force to said top side of 
said self-in?ating bag to ?rst force air from said self 
in?ating bag through said tube and said face mask into 
the patient’s lungs to ventilate the patient’s lungs, and 
then to compress the patient’s sternum area; said target 
indicia including a bottom target indicia on said bottom 
side of said self-in?ating bag to indicate the proper posi 
tion of said self-in?ating bag on the patient’s sternum 
area, and including a top target indicia on said top side of 
said self in?ating bag to indicate the proper location on 
said self-in?ating bag for applying force to said top side 
of said self-in?ating bag; and 

(e) a backboard for supporting at least the upper torso of a 
patient; said backboard including a belt for being placed 
over said self-in?ating bag and the patient’s chest, and 
including motoriZed means for repeatedly tightening 
and relaxing said belt to provided repeated and rapid 
chest compression and force ventilation. 


