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INTRODUCER SEAL ASSEMBLY 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

The present application is a continuation of US. applica 
tion Ser. No. 11/069,098 ?led Mar. 1, 2005, now US. Pat. No. 
7,632,250 Which is a continuation-in-part of US. patent 
application Ser. No. 10/264,556 ?led on Oct. 4, 2002, noW 
abandoned, Which claims the bene?t of and priority to US. 
Provisional Application Serial No. 60/379,651 ?led on May 
10, 2002, noW abandoned. The disclosures of Which are 
hereby incorporated by reference in its entirety. 

BACKGROUND 

1. Technical Field 
The present disclosure relates to valve system adapted to 

permit the introduction of surgical instrumentation into a 
patient’s body. In particular, the present disclosure relates to 
a valve system for use With an introducer Which is intended 
for insertion into a patient’s body, and to receive an instru 
ment in sealing engagement thereWith. 

2. Description of the Related Art 
Minimally invasive and laparoscopic procedures generally 

require that any instrumentation inserted into the body is 
sealed, i.e., provisions must be made to ensure that gases 
and/ or ?uids do not enter or exit the body through an endo 
scopic incision, such as, for example in surgical procedures 
Where the surgical region is insu?lated. For such procedures, 
the introduction of a tube into anatomical cavities, such as the 
peritoneal cavity, is usually accomplished by use of a system 
incorporating a trocar and cannula assembly. Since the can 
nula is in direct communication With the interior of the peri 
toneal cavity, insertion of the cannula into an opening in the 
patient’s body to reach the inner abdominal cavity should be 
adapted to maintain a ?uid tight interface betWeen the 
abdominal cavity and the outside atmosphere. In vieW of the 
need to maintain the atmospheric integrity of the inner area of 
the cavity, a seal assembly for a cannula, Which permits 
introduction of a Wide range of surgical instrumentation and 
maintains the atmospheric integrity of the inner area of the 
cavity is desirable. In this regard, there have been a number of 
attempts in the prior art to achieve such sealing requirements. 
A di?iculty encountered With conventional seal assemblies, 
hoWever, is the inability of accommodating the Wide range of 
siZes of instrumentation. In addition, angulation and/or 
manipulation of instrumentation Within the cannula often 
present di?iculties With respect to maintaining seal integrity. 

SUMMARY 

Accordingly, the present disclosure provides a seal assem 
bly Which Will alloW a surgeon to ef?caciously utiliZe instru 
ments of varying diameter in a surgical procedure. This seal 
assembly obviates the need for multiple adapters to accom 
modate instruments of varying diameter by providing an 
apertured resilient seal member Which is mounted in a gim 
bal-like assembly, thereby facilitating alignment of the instru 
ment With the aperture of the seal member. 

In a preferred embodiment, a seal assembly for use With an 
access device includes a seal housing de?ning a central lon 
gitudinal axis. The seal housing includes an inner Wall and an 
outer Wall. The inner Wall de?nes a longitudinal opening to 
permit passage of instrumentation through the seal housing. A 
gimbal mount is at least partially accommodated Within a 
space de?ned betWeen the inner Wall and the outer Wall of the 
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2 
seal housing. The gimbal mount includes a seal member 
de?ning an aperture for substantial sealed reception of a 
surgical instrument. The gimbal mount is adapted for angular 
movement relative to the central longitudinal axis upon angu 
lation of the surgical instrument While substantially maintain 
ing the sealed reception of the surgical instrument. The gim 
bal mount preferably de?nes a general hemispherical 
con?guration. 
The seal housing may include a skirt seal Which is posi 

tioned adjacent the gimbal mount and adapted to minimize 
passage of ?uids through the seal housing. The skirt seal may 
extend to contact the gimbal mount, and bias the gimbal 
mount in a general proximal direction. The skirt seal is dimen 
sioned and con?gured to bias the gimbal mount against the 
inner Wall of the seal housing. Preferably, the inner Wall of the 
seal housing de?nes a distal arcuate surface in contacting 
relation With a corresponding inner arcuate surface of the 
gimbal mount. 
The preferred seal member includes a resilient member and 

a protective layer juxtaposed relative to the resilient member. 
The protective layer of the seal member extends at least 
partially Within the aperture to protect portions of the seal 
member de?ning the aperture during passage of the surgical 
instrument. The protective layer may include a fabric mate 
rial. 
The seal housing is adapted to be detachably mounted to a 

cannula assembly for providing a substantially ?uid-tight seal 
When the instrument is inserted into the seal assembly and 
through the cannula assembly. 

In an alternate embodiment, the seal assembly for use With 
an access device includes a seal housing de?ning a central 
longitudinal axis and having proximal and distal ends. The 
seal housing includes an inner Wall de?ning an opening to 
permit passage of instrumentation through the seal housing. A 
gimbal mount is disposed Within the seal housing. The gimbal 
mount is adapted for angular movement Within the seal hous 
ing about an axis of rotation. The gimbal mount includes a 
seal de?ning an aperture for sealed reception of a surgical 
instrument. A skirt member is engageable With a peripheral 
portion of the gimbal mount, and is dimensioned to bias the 
gimbal mount in a proximal direction against the seal hous 
ing. The seal housing de?nes a distal angulating surface 
Which is in contacting relation With the gimbal mount. Pref 
erably, the gimbal mount de?nes an interior surface corre 
sponding to the distal angulating surface of the seal housing, 
and in contacting relation thereWith. The interior surface 
traverses the distal angulating surface upon angular move 
ment of the gimbal mount. The gimbal mount may also de?ne 
a general hemispherical con?guration. 

In another embodiment, the seal assembly for use With an 
access device includes a seal housing de?ning a central lon 
gitudinal axis and a longitudinal passageWay for permitting 
passage of a surgical instrument, and a generally hemispheri 
cal seal element disposed Within the seal housing. The seal 
element de?nes a seal axis and an aperture for sealed recep 
tion of the surgical instrument. The seal element is adapted for 
angular movement Within the seal housing to accommodate 
angular movement of the surgical instrument Whereby the 
seal axis intersects the central longitudinal axis of the seal 
housing. 
The seal assembly is adapted to be associated With a can 

nula assembly. The cannula assembly typically includes a 
tubular cannula and a cannula housing Within Which is posi 
tioned a cannula seal assembly. The cannula seal assembly 
typically provides structure Which is adapted to provide a 
?uid-tight seal in the absence of a surgical instrument. Suit 
able cannula seal assemblies include a spring loaded ?apper 
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valve, a trumpet valve, a duck bill valve, or the like. The seal 
assembly of the invention may be associated With the cannula 
housing by any suitable means, e. g., a bayonet lock. 

In use, the seal assembly may be associated With a cannula 
assembly at any point the surgeon desires ?exibility in the 
instrument siZes he may utiliZe therethrough. Thus, for 
example, if the surgeon is utiliZing a 15 mm cannula assembly 
in an endoscopic surgical procedure and determines that it 
Would be advantageous to have the ?exibility to use instru 
ments ranging in siZe from 5 to 15 mm through that cannula 
assembly, the seal assembly may be secured to the cannula 
assembly. Thereafter, instruments ranging in diameter from 5 
to 15 mm may be e?icaciously introduced therethrough. The 
cylindrical guide Wall guides the instrument toWard the aper 
ture of the resilient seal member. The gimbal mount angularly 
repositions itself With respect to the housing in response to the 
manipulation of the instrument. 

The movement of the gimbal mount relative to the housing 
Which is accommodated by the gimbal-like structure also 
facilitates seal maintenance once an instrument is being used 
Within the body cavity. In particular, as an instrument is 
manipulated, the resilient seal member moves through move 
ment of the gimbal mount relative to the housing, thereby 
ensuring that the resilient seal member maintains a ?uid-tight 
seal around the instrument shaft. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing features of the present disclosure Will 
become more readily apparent and Will be better understood 
by referring to the folloWing detailed description of preferred 
embodiments, Which are described hereinbeloW With refer 
ence to the draWings Wherein: 

FIGS. 1-2 are perspective vieWs of a cannula assembly and 
a seal assembly in accordance With the principles of the 
present disclosure; 

FIG. 3 is a perspective vieW With parts separated of the 
cannula and seal assemblies of FIG. 1; 

FIG. 4 is a side cross-sectional vieW of the cannula and seal 
assemblies; 

FIGS. 5-6 are top and bottom perspective vieWs of the 
gimbal mount of the seal assembly; 

FIGS. 7-8 are cross-sectional vieWs of the gimbal mount; 
FIG. 9 is a perspective vieW illustrating the components of 

the gimbal mount; 
FIGS. 10-12 are perspective vieWs illustrating the range of 

movement of the gimbal mount Within the seal housing; 
FIG. 13 is a vieW illustrating the cannula assembly and seal 

assembly accessing an internal cavity With an instrument 
introduced therein; and 

FIG. 14 is a side cross-sectional vieW of the cannula and 
seal assemblies illustrating a range of movement of the sur 
gical instrument. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

The seal assembly of the present disclosure, either alone or 
in combination With a seal system internal to a cannula assem 
bly, provides a substantial seal betWeen a body cavity of a 
patient and the outside atmosphere before, during and after 
insertion of an instrument through the cannula assembly. 
Moreover, the seal assembly of the present invention is 
capable of accommodating instruments of varying diameters, 
e.g., from 5 mm to 15 mm, by providing a gas tight seal With 
each instrument When inserted. The ?exibility of the present 
seal assembly greatly facilitates endoscopic surgery Where a 
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4 
variety of instruments having differing diameters are often 
needed during a single surgical procedure. 
The seal assembly contemplates the introduction and 

manipulation of various types of instrumentation adapted for 
insertion through a trocar and/or cannula assembly While 
maintaining a ?uid tight interface about the instrumentation 
to preserve the atmospheric integrity of a surgical procedure 
from gas and/or ?uid leakage. Speci?cally, the seal assembly 
accommodates angular manipulation of the surgical instru 
ment relative to the seal axis. This feature of the present 
disclosure desirably minimiZes the entry and exit of gases 
and/or ?uids to/from the body cavity. Examples of instrumen 
tation include clip appliers, graspers, dissectors, retractors, 
staplers, laser probes, photographic devices, endoscopes and 
laproscopes, tubes, and the like. Such instruments Will be 
collectively referred to herein as “instruments or instrumen 
tation”. 

In the folloWing description, as is traditional the term 
“proximal” refers to the portion of the instrument closest to 
the operator While the term “distal” refers to the portion of the 
instrument remote from the operator. 

Referring noW to the draWings, in Which like reference 
numerals identify identical or substantially similar parts 
throughout the several vieWs, FIGS. 1-2 illustrate the seal 
assembly 100 of the present disclosure mounted to cannula 
assembly 200. Cannula assembly 200 may be any conven 
tional cannula suitable for the intended purpose of accessing 
a body cavity and permit introduction of instruments there 
through. Cannula assembly 200 is particularly adapted foruse 
in laparoscopic surgery Where the peritoneal cavity is insuf 
?ated With a suitable gas, e.g., CO2, to raise the cavity Wall 
from the internal organs therein. Cannula assembly 200 is 
typically used With an obturator assembly (not shoWn) Which 
is a sharp pointed instrument positionable Within the passage 
Way of the cannula assembly 200. The obturator assembly is 
utiliZed to penetrate the abdominal Wall and then subse 
quently removed from the cannula assembly to permit intro 
duction of the surgical instrumentation utiliZed to perform the 
procedure. 

Cannula assembly 200 includes cannula sleeve 202 and 
cannula housing 204 mounted to an end/of the sleeve 202. 
Cannula sleeve 202 de?nes a longitudinal axis “a” extending 
along the length of sleeve 202. Sleeve 202 further de?nes an 
internal longitudinal passage dimensioned to permit passage 
of surgical instrumentation. Sleeve 202 may be formed of 
stainless steel or other rigid materials such as a polymeric 
material or the like. Sleeve 202 may be clear or opaque. The 
diameter of sleeve 202 may vary, but typically ranges from 10 
to 15 mm for use With the seal assembly 100 of the present 
disclosure. 

Cannula housing 204 includes tWo components, speci? 
cally, housing ?ange 206 Which is attached to the proximal 
end of cannula sleeve 202 and main housing 208 as shoWn in 
FIGS. 3-4. Main housing 208 is connectable to housing ?ange 
206 through a bayonet coupling consisting of radially spaced 
tongues 210 on the exterior of housing ?ange 206 and corre 
sponding recesses 212 Within the interior of main housing 
208. Tongues 210 are receivable Within recesses 212. There 
after, housing ?ange 206 and main housing 208 are rotated to 
securely lock the tongues 210 Within the recesses 212. Other 
conventional means, e.g., a snap ?t, ultrasonic Welding or any 
other means envisioned by one skilled in the art including, 
e.g., adhesive means, may be incorporated to connect housing 
?ange 206 and main housing 208. Main housing 208 further 
includes diametrically opposed housing grips 214 dimen 
sioned and arranged for gripping engagement by the ?ngers 
of the user. Although shoWn and described as tWo compo 
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nents, cannula housing 204 may be a single component and 
attached to cannula sleeve 202 by any of the aforementioned 
means. 

With reference to FIG. 3, in conjunction With FIGS. 1-2, 
cannula housing 204 further includes duck bill or Zero closure 
valve 216 Which tapers distally and inWardly to a sealed 
con?guration as shoWn in the ?gure. Valve 216 opens to 
permit passage of the surgical instrumentation and closes in 
the absence of the instrumentation. Valve 216 is preferably 
adapted to close upon exposure to the forces exerted by the 
insuf?ation gases in the internal cavity. Other Zero closure 
valves are also contemplated including single or multiple slit 
valve arrangements, trumpet valves, ?apper valves, etc. 

Referring noW to FIGS. 3-4, in conjunction With FIGS. 1-2, 
seal assembly 100 Will be discussed in detail. Seal assembly 
100 includes seal housing, generally identi?ed as reference 
numeral 102, and gimbal mount 104 Which is disposed Within 
the seal housing 102. Seal housing 102 houses the sealing 
components of the assembly and de?nes the outer valve or 
seal body of the seal assembly 100. Seal housing 102 de?nes 
central seal housing axis “b” Which is preferably parallel to 
the axis “a” of cannula sleeve 202 and, more speci?cally, 
coincident With the axis “a” of the cannula. Seal housing 102 
incorporates three housing components, namely, proximal, 
distal and inner housing components 106, 108, 110, respec 
tively, Which, When assembled together, form the seal hous 
ing 102. Assembly of housing components 106, 108, 110 may 
be affected by any of the aforementioned connection means 
discussed With respect to cannula housing 204. Further, seal 
housing 102 may be considered as having an upper housing 
portion 109 formed by components 106 108, as shoWn sepa 
rately in FIGS. 10-12, and a detachable loWer housing portion 
formed by component 110. 

Proximal housing component 106 de?nes inner guide Wall 
112 and outer Wall 114 disposed radially outWardly of the 
inner guide Wall 112. Inner guide Wall 112 de?nes central 
passage 116 Which is dimensioned to receive a surgical 
instrument and laterally con?ne the instrument Within seal 
housing 102. Inner guide Wall 112 is generally cylindrical in 
con?guration and terminates in a distal arcuate surface 118. 
Outer Wall 114 de?nes ?rst and second annular recesses 120, 
122 adjacent its distal end. Recesses 120, 122 receive corre 
sponding structure, e.g., annular lips 124, 126 of distal hous 
ing component 108 to facilitate connection of the tWo com 
ponents. As appreciated, proximal housing component 106 
may also incorporate locking tabs Which engage correspond 
ing structure of distal housing component 108 upon relative 
rotation of the components 106, 108 to securely connect the 
components. 

Inner housing component 110 is disposed Within the inte 
rior of distal housing component 108 and securely connect 
able to the distal housing component 108 through a bayonet 
coupling. Such coupling includes radially spaced tongues 
128 Which depend radially inWardly to be received Within 
correspondingly arranged grooves or recesses 130 on the 
exterior of inner housing component 110. Coupling of distal 
and inner housing components 108, 110 is thereby affected 
through simple rotation of the components. 

With continued reference to FIGS. 3 and 4, seal assembly 
100 further includes skirt seal 132 mounted about the proxi 
mal end of inner housing component 110 or on the upper 
surface of the inner housing component (constituting a loWer 
component) of the seal housing. Skirt seal 132 functions in 
minimiZing the loss of insu?iation gases through seal assem 
bly 102. Skirt seal 132 also engages gimbal mount 104 and 
serves to bias the gimbal mount in a proximal direction 
against inner guide Wall 112 of proximal housing 106 as Will 
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6 
be discussed. Skirt seal 132 is preferably fabricated from a 
suitable elastomeric material or the like to provide a spring 
like characteristic su?icient to appropriately bias gimbal 
mount 104. 

With particular reference to FIG. 4, gimbal mount 104 is 
accommodated Within an annular space 134 de?ned betWeen 
inner and outer Walls 112, 114 of proximal housing compo 
nent 106. Gimbal mount 104 is mounted in a mariner Which 
permits angulation of the gimbal mount 104 relative to seal 
axis “b”. Speci?cally, gimbal mount 104 is free to angulate 
about an axis or center of rotation “c” through a range of 
motion de?ned Within the con?nes of annular space 134. An 
annular stop 136 may extend Within annular space 134.Annu 
lar stop 136 is positioned to limit the degree of angulation of 
gimbal mount 104 if desired. The range of movement of 
gimbal mount 104 Will be discussed in greater detail herein 
beloW. 

Referring noW to FIGS. 5-9, in conjunction With FIG. 4, the 
components of gimbal mount 104 Will be discussed in further 
detail. Gimbal mount 104 includes ?rst and second gimbal 
housings 138, 140 and resilient seal member 142 Which is 
mounted betWeen the housings 138, 140. In a preferred 
arrangement, ?rst and second gimbal housings 138, 140 and 
seal member 142 each de?ne a general hemispherical con 
?guration as shoWn. First gimbal housing 138 is preferably 
seated Within second gimbal housing 140 and secured to the 
second gimbal housing 140 through a snap ?t connection or 
the like. Preferably, ?rst gimbal housing 138 includes a plu 
rality of mounting legs 144 radially spaced about the outer 
periphery of the housing component 134. Legs 144 de?ne 
locking surfaces 146 Which extend in general transverse rela 
tion to the axis “b” of seal assembly 200. Similarly, second 
gimbal housing 140 includes a plurality of corresponding 
locking detents 148 spaced about the interior of the housing 
140. Upon insertion of ?rst gimbal housing 138 Within second 
gimbal housing 140, mounting legs 144 slide along locking 
detents 148 Whereby upon clearing the detents 148, locking 
surfaces 146 of the mounting legs 146 securely engage the 
locking detents 148 to ?x ?rst gimbal housing 138 Within 
second gimbal housing 140 and securing resilient seal mem 
ber 142 betWeen the components in sandWiched relation. As 
appreciated, ?rst gimbal housing 138 may be suf?ciently 
resilient to de?ect upon insertion to permit mounting legs 144 
to clear locking detents 148 and return to their initial position 
to engage the detents 148. 
As mentioned hereinabove, seal member 142 of gimbal 

mount 104 is secured in interposed relation betWeen ?rst and 
second gimbal housings 138, 140. Seal member 142 prefer 
ably comprises a resilient center material (e. g., polyisoprene 
or natural rubber) With ?rst and second layers of fabric 150, 
152 impregnated on the respective proximal and distal sur 
faces of the resilient center material. Fabric may be of any 
suitable fabric for example, a SPANDEX material containing 
about 20% LYCRA and about 80% NYLON available from 
Milliken. A suitable seal member or seal type is disclosed in 
commonly assigned US. patent application Ser. No. 09/449, 
368, ?led Nov. 24, 1999, the contents of Which are incorpo 
rated herein by reference. Seal member 142 de?nes central 
aperture 154 for sealed reception of a surgical instrument. In 
a preferred arrangement, ?rst layer 150 is arranged to extend 
or overlap into aperture 154. In this manner, the fabric (Which 
is stronger relative to the resilient material) is positioned to 
engage the surgical instrument upon passage through aper 
ture 154 of seal member 142 thereby protecting the resilient 
material de?ning the aperture. This advantageously mini 
miZes the potential of piercing, penetrating or tearing of the 
resilient material by the instrument. Alternatively, an addi 
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tional layer of fabric 151 on the proximal surface of seal 
member 142 may be superposed and arranged to drape Within 
aperture 154. Seal member 142 includes an annular depres 
sion 156 on its distal surface, i.e., Within second layer 152 of 
fabric. Depression 156 receives ledge 158 of second gimbal 
housing 140 to facilitate ?xation of seal member 142 betWeen 
?rst and second gimbal housings 138, 140. 

Although seal member 142 is disclosed as an impregnated 
fabric arrangement, it is appreciated that other seal types may 
be used and still achieve the objectives of the present disclo 
sure. Further, FIG. 6 illustrates annular depressions 153, 155 
Which have been pressed by a molding tool into layer 153. 
One or more similar depressions may be pressed into layer 
150 to assist positioning of fabric during manufacture of seal 
member 142. 

With reference noW to FIGS. 10-12, in conjunction With 
FIG. 4, gimbal mount 104 is free to move Within the annular 
space 134 de?ned betWeen inner and outer Walls 112,114 to 
permit angulation of the instrument relative to the seal axis 
“b” While still maintaining a seal thereabout. Speci?cally, 
gimbal mount 104 is adapted for sWiveling movement about 
a center of rotation “c” Which is coincident With the axis of 
seal assembly 100. In this regard, the axis of the aperture 154 
of seal member 142 intersects the axis “b” of the seal assem 
bly 100 during angulation of the instrument. During angula 
tion, gimbal mount 104 is only in contact With seal housing 
102 along distal arcuate surface 118 of proximal housing 106 
as Well as along skirt seal 132. Speci?cally, the arcuate inner 
surface of ?rst gimbal housing 138 rides along distal arcuate 
surface 118 of inner Wall 112 in contacting relation thereWith 
(under the bearing in?uence of skirt seal 132) to permit gim 
bal mount 104 to sWivel Within seal housing 102. Preferably, 
there is no other contact of gimbal mount 104 With any of the 
other components of seal housing, Which thereby substan 
tially minimiZes resistance to the angulating movement. A 
lubricant may be provided betWeen distal arcuate surface 118 
and the inner surface of ?rst gimbal housing 138 to facilitate 
angulation. 

In a preferred arrangement, gimbal mount 104 may angu 
late or rotate through an angle inclusive of about 25°, more 
preferably about 22.50 relative to seal axis “b”. Annular stop 
136 may further restrict angulation by a couple of degrees of 
movement to be inclusive of an angle of about 190 relative to 
axis “b”. 

Seal assembly 100 may be associated With, or joined to, 
cannula assembly 200 in a variety of Ways. In a preferred 
embodiment, seal housing 102 of seal assembly 100 and 
cannula housing 204 of cannula assembly 200 are adapted to 
detachably engage each other, e. g., through a bayonet lock or 
like mechanical means. As previously discussed, proximal 
and distal housing components 106, 108 may de?ne an upper 
housing component 109 Which is mountable directly to can 
nula assembly 200. Alternatively, inner housing portion 110 
Which de?nes a loWer housing component may be directly 
mounted to cannula assembly 200 independent of the upper 
housing component 109. Speci?cally, the loWer housing 
component 110 Which houses gimbal mount 104 may be 
mounted to cannula assembly independent of the remaining 
housing components. The upper housing may then be 
mounted to loWer housing or cannula assembly 200 as 
needed. Even further, upper housing component 109 may be 
mounted to cannula assembly 200 Without loWer housing 
component 110. Other means of j oining seal assembly 100 to 
cannula assembly 200 Will be readily apparent to one of 
ordinary skill in the art. 

Referring noW to FIGS. 13-14, use ofthe seal assembly 100 
and cannula assembly 200 in connection With introduction of 
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8 
a surgical instrument Will be discussed. Seal assembly 100 is 
mounted to cannula assembly 200 Which is previously intro 
duced into an insuf?ated abdominal cavity. An instrument is 
inserted into seal assembly 100 through passage 116 of inner 
cylindrical guide Wall 112 in seal housing 102. If the axis of 
the instrument is not perfectly aligned With the axis “a” of 
cannula assembly 200 or axis “b” of seal assembly 100, then 
the surgical instrument Will contact the inner guide Wall 112 
and/or the inner surface of seal member 142. Contact With the 
seal member 142 can cause some deformation of the seal 
member 142. The instrument slides along the surface of the 
gimbal mount 104 and/or the seal member 142, to the aperture 
154. Aperture 154 stretches to accommodate the instrument 
diameter, as necessary. The instrument passes further distally 
into the cannula housing 204 passing through duckbill valve 
216 and cannula sleeve 202 into the body cavity. Once the 
instrument is disposed Within the aperture 154, and the fric 
tion at the skirt seal 132, gimbal mount 104 and arcuate 
surface 118 is overcome, gimbal mount 104 sWivels With 
respect to seal housing 102 as the instrument is manipulated. 
The gimbal mount 104 is free to sWivel relative to housing 
102, While alloWing seal member 142 to maintain sealing 
engagement With the instrument passed therethrough, as Well 
as maintaining the seal around the gimbal mount 104. Pref 
erably, the seal member 142 includes resilient material and 
fabric material Which resists deformation of the aperture 154, 
as Well as tearing of the seal member 142. 

While the invention has been particularly shoWn, and 
described With reference to the preferred embodiments, it Will 
be understood by those skilled in the art that various modi? 
cations and changes in form and detail may be made therein 
Without departing from the scope and spirit of the invention. 
Accordingly, modi?cations such as those suggested above, 
but not limited thereto, are to be considered Within the scope 
of the invention. 

What is claimed is: 
1. A seal assembly for use With an access device, the seal 

assembly comprising: 
a seal housing de?ning a central longitudinal axis and 

having proximal and distal ends, the seal housing includ 
ing an inner Wall de?ning an opening to permit passage 
of instrumentation through the seal housing; and 

a gimbal mount disposed Within the seal housing, the gim 
bal mount adapted for angular movement Within the seal 
housing about an axis of rotation, the gimbal mount 
comprising: 
a seal de?ning an aperture for sealed reception of a 

surgical instrument; and 
a skirt seal engageable With as peripheral portion of the 

gimbal mount, the skirt seal being dimensioned to 
bias the gimbal mount in a proximal direction against 
an arcuate surface of the seal housing, Wherein the 
skirt seal is adapted to minimiZe passage of ?uids 
through the seal housing, Wherein the skirt seal is 
positioned about the gimbal mount and arranged to 
establish a frictional relation betWeen the skirt seal, 
the gimbal mount and the arcuate surface of the seal 
housing such that manipulation of the instrumenta 
tion Will cause the frictional relation to be overcome 
thereby permitting the gimbal mount to sWivel With 
respect to the seal housing. 

2. The seal assembly according to claim 1, Wherein the seal 
member includes a resilient member and a protective layer 
juxtaposed relative to the resilient member. 

3. The seal assembly according to claim 2, Wherein the 
protective layer of the seal member extends at least partially 
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Within the aperture to protect portions of the seal member 
de?ning the aperture during passage of the surgical instru 
ment. 

4. The seal assembly according to claim 2, Wherein the 
protective layer includes a fabric material. 

5. The seal assembly according to claim 1, Wherein the 
gimbal mount de?nes a general hemispherical con?guration. 

6. The seal assembly according to claim 1, Wherein the seal 
assembly includes an upper housing portion and a loWer 
housing portion, and Wherein the skirt seal is disposed in 
mechanical cooperation With the loWer housing portion. 

7. The seal assembly according to claim 1, Wherein the seal 
housing is disposed in mechanical cooperation With a cannula 
assembly. 

8. A cannula assembly comprising: 
a cannula housing; 
a cannula sleeve extending distally from the cannula hous 

ing; and 
a seal assembly disposed in mechanical cooperation With 

the cannula housing, the seal assembly comprising: 
a seal housing de?ning a central longitudinal axis, the 

seal housing including an inner Wall integrally con 
nected to an outer Wall, the inner Wall de?ning a 
longitudinal opening to permit passage of instrumen 
tation through the seal housing; and 

a gimbal mount at least partially accommodated Within 
a space de?ned betWeen the inner Wall and the outer 
Wall of the seal housing, the gimbal mount con?gured 
for reception of a seal member, the gimbal mount 
adapted for angular movement relative to the central 
longitudinal axis upon angulation of the surgical 
instrument. 

9. The cannula assembly according to claim 8, Wherein the 
seal housing includes a skirt seal, the skirt seal positioned 
about the gimbal mount and adapted to minimiZe passage of 
?uids through the seal housing. 

10. The cannula assembly according to claim 9, Wherein 
the skirt seal extends to contact the gimbal mount, the skirt 
seal being adapted to bias the gimbal mount in a general 
proximal direction. 

11. The cannula assembly according to claim 10, Wherein 
the skirt seal is dimensioned and con?gured to bias the gimbal 
mount against a portion of the inner Wall of the seal housing. 

12. The cannula assembly according to claim 11, Wherein 
the inner Wall of the seal housing de?nes a distal arcuate 
surface in contacting relation With a corresponding inner 
arcuate surface of the gimbal mount. 

13. The cannula assembly according to claim 8, Wherein 
the seal housing is adapted to be detachably mounted to the 
cannula housing for providing a substantially ?uid-tight seal 
When said instrument is inserted into the seal assembly and 
through the cannula housing. 
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14. The cannula assembly according to claim 8, Wherein 

the gimbal mount de?nes a general hemispherical con?gura 
tion. 

15. A cannula assembly comprising: 
a cannula housing; 
a cannula sleeve extending distally from the cannula hous 

ing; and 
a seal assembly disposed in mechanical cooperation With 

the cannula housing, the seal assembly comprising: 
a seal housing de?ning a central longitudinal axis and 

having proximal and distal ends, the seal housing 
including an inner Wall de?ning an opening to permit 
passage of instrumentation through the seal housing; 

a gimbal mount disposed Within the seal housing, the 
gimbal mount adapted for angular movement Within 
the seal housing about an axis of rotation, the gimbal 
mount con?gured for reception of a seal; and 

a skirt member engageable With a peripheral portion of 
the gimbal mount, the skirt member dimensioned to 
bias the gimbal mount in a proximal direction against 
the seal housing. 

16. The cannula assembly according to claim 15, Wherein 
the seal housing de?nes a distal angulating surface, the distal 
angulating surface in contacting relation With the gimbal 
mount. 

17. The cannula assembly according to claim 16, Wherein 
the gimbal mount de?nes an interior surface corresponding to 
the distal angulating surface of the seal housing and in con 
tacting relation thereWith, the interior surface traversing the 
distal angulating surface upon angular movement of the gim 
bal mount. 

18. The cannula assembly according to claim 15, Wherein 
the gimbal mount de?nes a general hemispherical con?gura 
tion. 

19. The cannula assembly according to claim 15, Wherein 
the seal assembly includes an upper housing portion and a 
loWer housing portion, and Wherein the skirt member is asso 
ciated With the loWer housing portion. 

20. The cannula assembly according to claim 15, Wherein 
the gimbal mount is positioned Within a space de?ned 
betWeen the inner Wall and an outer Wall of the seal housing 
such that the gimbal mount is movable relative to the seal 
housing. 

21. The seal assembly according to claim 1, Wherein the 
skirt seal includes an inner circumferential edge that slidingly 
engages the gimbal mount. 

22. The seal assembly according to claim 1, Wherein the 
gimbal mount is rotatable about the central longitudinal axis 
independently of the skirt seal. 


