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METAL WOOD CLUB 

RELATED APPLICATIONS 

This application is a divisional of Us. application Ser. No. 
11/850,719, ?led Sep. 6, 2007 noW U.S. Pat. No. 7,704,155, 
Which is a continuation-in-part of Us. application Ser. No. 
11/560,905, ?led on Nov. 17, 2006, noW abandoned, Which 
are incorporated by reference herein in their entirety. 

FIELD OF THE INVENTION 

The present invention relates to an improved golf club. 
More particularly, the present invention relates to a Wood 
type golf club head With improved physical attributes. 

BACKGROUND 

Golf club heads come in many different forms and makes, 
such as Wood- or metal-type (including drivers and fairWay 
Woods), iron-type (including Wedge-type club heads), utility 
or specialty-type, and putter-type. Each of these styles has a 
prescribed function and make-up. The present invention 
relates primarily to holloW golf club heads, such as Wood-type 
and utility-type (generally referred to herein as Wood-type 
golf clubs). 

Wood-type or metal-type golf club heads generally include 
a front or striking face, a croWn, a sole and an arcuate skirt 
including a heel, a toe and a back. The croWn and skirt are 
sometimes referred to as a shell. The front face interfaces With 
and strikes the golf ball. A plurality of grooves, sometimes 
referred to as “score lines,” may be provided on the face to 
assist in imparting spin to the ball and for decorative pur 
poses. The croWn is generally con?gured to have a particular 
look to the golfer and to provide structural rigidity for the 
striking face. The sole of the golf club is particularly impor 
tant to the golf shot because it contacts and interacts With the 
ground during the sWing. 

The complexities of golf club design are Well knoWn. The 
speci?cations for each component of the club (i.e., the club 
head, shaft, grip, and subcomponents thereof) directly impact 
the performance of the club. Thus, by varying the design 
speci?cations, a golf club can be tailored to have speci?c 
performance characteristics. 

The design and manufacture of Wood-type club heads 
requires careful attention to club head construction. Among 
the many factors that must be considered are material selec 
tion, material treatment, structural integrity and overall geo 
metrical design. Exemplary geometrical design consider 
ations include loft, lie, face angle, horiZontal face bulge, 
vertical face roll, face siZe, center of gravity, sole curvature, 
and overall head Weight. The interior design of the club head 
may be tailored to achieve particular characteristics, such as 
by including hosel or shaft attachment means, perimeter 
Weighting on the face or body of the club head, and ?llers 
Within holloW club heads. Club heads are typically formed 
from stainless steel, aluminum, or titanium and are cast, 
stamped, as by forming sheet metal With pressure, forged, or 
formed by a combination of any tWo or more of these pro 
cesses. 

The club heads may be formed from multiple pieces that 
are Welded or otherWise joined together to form a holloW 
head, as is often the case of club heads designed With inserts, 
such as soleplates or croWn plates. The multi-piece construc 
tions facilitate access to the cavity formed Within the club 
head, thereby permitting the attachment of various other com 
ponents to the head such as internal Weights and the club 

01 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
shaft. The cavity may remain empty, or may be partially or 
completely ?lled, such as With foam. An adhesive may be 
injected into the club head to provide the correct sWing Weight 
and to collect and retain any debris that may be in the club 
head. In addition, due to di?iculties in manufacturing one 
piece club heads to high dimensional tolerances, the use of 
multi-piece constructions alloWs the manufacture of a club 
head to a tight set of standards. 

Players generally seek a metal Wood driver and golf ball 
combination that delivers maximum distance and landing 
accuracy. The distance a ball travels after impact is dictated by 
the magnitude and direction of the ball’s translational veloc 
ity and the ball’s rotational velocity or spin. Environmental 
conditions, including atmospheric pressure, humidity, tem 
perature, and Wind speed, further in?uence the ball’s ?ight. 
HoWever, these environmental effects are beyond the control 
of the golf equipment manufacturer. Golf ball landing accu 
racy is driven by a number of factors as Well. Some of these 
factors are attributed to club head design, such as center of 
gravity, moment of inertia and club face ?exibility. 
Known methods to enhance the Weight distribution of 

Wood-type club heads to help reduce the club from being open 
upon contact With the ball usually include the addition of 
Weights to the club body. These Weight elements are usually 
placed at speci?c locations, Which Will have a positive in?u 
ence, such as increasing moment of inertia or loWering center 
of gravity, on the ?ight of the ball or to overcome a particular 
golfer’s shortcomings. 

In addition to seeking to optimiZe the mass characteristics 
of club heads, playersimost often highly skilled amateurs 
and tour professionalsimay choose to customiZe the lie and 
loft angles oftheir clubs. See e.g., U.S. Pat. Nos. 6,260,250; 
6,186,903 and 6,483,101. To achieve a more precise ?t, the 
geometrical design of the club is altered by bending the hosel, 
thereby changing the orientation the of the club head at 
address position and at impact position. The knoWn methods, 
hoWever, often fail to produce predictable results due to inac 
curate and inconsistent measuring of baseline loft and lie 
angles. As Well, because most Wood-type and hybrid clubs 
have rounded or curved soles, adjusting loft and lie angles 
unpredictably changes face angle; because the orientation of 
the club head at impact position has changed, the contact area 
betWeen sole and ground at impact also changes and may 
force the club face open or closed, as opposed to square to the 
target, resulting in undesired hooking or slicing. 

Hence, there remains a need for an accurate and repeatable 
system for hosel bending, and other methods of customiZing 
the clubs for enhanced mass distribution. 

SUMMARY OF THE INVENTION 

The present invention is directed to an improved Weighting 
system for Wood-type and hybrid golf clubs that alloWs cus 
tomiZation of mass characteristics. In addition, the present 
invention is directed to a method and apparatus for adjusting 
loft and lie angles in a more predictable manner and reducing 
the change to face angle When loft and lie angles are modi?ed. 
The present invention relates to a golf club head compris 

ing a hosel and a body having a face, a sole, a croWn and a skirt 
joining the face, sole and croWn, Wherein the sole contains 
three recesses serving as ?xture locations for a loft/lie angle 
adjustment tool. These recesses correspond to connection 
recesses on a tool, such that the club head is held ?rmly in an 
upright position. TWo recesses are located adjacent to the 
hitting face, one on the toe end of the sole and one on the heal 
end. Another recess is located on the tailing edge of the sole in 
a position that aligns With the center of the hitting face. A 
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locking mechanism is provided between the tool and the club 
head to retain the club head ?xedly to the tool during the 
adjustment. 

In another embodiment of the present invention, a golf club 
head comprises a hosel and body having a face, a croWn, a 
skirt, and a sole. At address position, said sole has a contact 
area or region located on the edge of the cutaWay portion, 
toWard the toe side of the doWnWard projection of the center 
of gravity on the sole. Further, the sole of the club is slightly 
curved such that When the club head is placed on the ground, 
the toe edge and heel edge are located above the ground. In 
accordance With this embodiment, the lie angle of the club 
may be modi?ed to be betWeen about 440 and about 54° With 
no substantial shift in the position of the contact area of the 
sole. 
The sole of the club head of the present invention may also 

include a raised, curved portion, or sphere segment, to serve 
as the contact area betWeen the sole surface and the ground 
plane. As in the above-described embodiment, this contact 
area alloWs loft and lie angles of the club head to be modi?ed 
Without causing signi?cant change to the face angle. Addi 
tionally, the sole may have a cutaWay portion to create a 
multi-relief surface. 

In yet another embodiment of the present invention, the 
sole further comprises pads, or areas of material that may be 
milled, polished, shaved, or otherWise extracted to create a 
multi-relief sole surface. In accordance With this embodi 
ment, a number of milling pads of varying volume and/or 
density may be incorporated into the sole. For example, a ?rst 
pad may be located near the leading edge and roughly aligned 
With the center of the hitting face, a second pad may be 
situated at the tailing edge and roughly aligned With the center 
of the hitting face, a third pad may be located toWard the toe 
end, a fourth pad may be located toWard the heel end, and a 
?fth pad may be situated betWeen the toe end and the center of 
the sole. In accordance With this embodiment, the center of 
gravity of the club head can be adjusted by milling or extract 
ing mass from the ?rst, second, third and fourth pads. The 
contact area betWeen the sole and the ground plane, and hence 
the face angle at address and impact positions, may be 
adjusted by milling or extracting mass from the ?fth pad. 

According to this aspect of the present invention, milling 
pads may also be disposed on the internal surface of a sole of 
a golf club head. Preferably, four milling pads are situated on 
the internal surface of the sole, one toWard the face and heel, 
one toWard the back and heel, one toWard the face and toe, and 
one toWard the back and toe. Similar to the previous embodi 
ment, material may be removed from these milling pads to 
adjust the center of gravity of the club head. 
A ?nal embodiment of the present invention teaches a golf 

club head comprising a hosel and a body Wherein the body 
contains a holloW interior volume for receiving a cartridge, as 
taught in parent US. patent application Ser. No. 11/560,905, 
previously incorporated by referenced in its entirety, Wherein 
the cartridge has a constant density and Weight so as to main 
tain center of gravity in a neutral position When the cartridge 
is inserted into the body of the club head. As discussed in the 
parent application, the cartridge may also have varying den 
sity, e.g., a high density end and a loW density end. Alterna 
tively, the density may vary continually along its length. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Preferred features of the present invention are disclosed in 
the accompanying draWings, Wherein similar reference char 
acters denote similar elements throughout the several vieWs, 
and Wherein: 
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4 
FIG. 1 is a bottom plan vieW of a club head of the present 

invention; 
FIG. 2 is a front plan vieW of the club head of FIG. 1 

attached to a tool; 
FIG. 3 is a heel side vieW of the club head of FIG. 1 attached 

to the tool of FIG. 2; 
FIG. 4 is a cross-sectional vieW ofthe club head ofFIG. 

taken along B-B in FIG. 2, attached to the tool of FIG. 2; 
FIG. 5 is a cross-sectional vieW ofthe club head ofFIG. 

taken along C-C in FIG. 3, attached to the tool of FIG. 2; 
FIG. 6 is a cross-sectional vieW ofthe club head ofFIG. 

taken along D-D in FIG. 3, attached to the tool of FIG. 2; 
FIG. 7 is a top perspective vieW of the tool of FIG. 2; 
FIG. 8 is different top perspective vieW of the tool of FIG. 

2 on Which the club head of FIG. 1 is connected; 
FIG. 9 is a cross-sectional vieW ofthe club head of FIG. 4 

Without the tool to shoW a multi-relief section; 
FIG. 10 is a front plan vieW of the club head of FIG. 9 

shoWing the club head at address position and having a lie 
angle of [31; 

FIG. 11 is a front plan vieW of the club head of FIG. 9 
shoWing the club head at address position and having a lie 
angle of [32; 

FIG. 12 is a front plan vieW of a golf club shoWing the 
position of the contact area of the sole in relation to the center 
of gravity of the club and the top of the grip; 

FIG. 13 is a front plan vieW of another golf club head of the 
present invention; 

FIG. 14 is a toe-side vieW of the club head of FIG. 13; 
FIG. 15 is a toe-side vieW of the club head of FIG. 13 

shoWing the position of the sphere segment in relation to the 
center of the club face; 

FIG. 16 is a front plan vieW of the head and part of the shaft 
of a golf club shoWing the position of the contact area of the 
sphere segment in relation to the center of gravity of the club; 

FIG. 17 is a full front plan vieW ofthe golf club ofFIG. 16 
shoWing the position of the contact area of the sphere segment 
in relation to the center of gravity of the club and the top of the 
gnp; 

FIG. 18 is a bottom plan vieW of a club head of the present 
invention shoWing milling pads incorporated into the sole of 
the club head; 

FIG. 19 is a bottom plan vieW of a club head of the present 
invention shoWing another con?guration of milling pads 
incorporated into the sole of the club head; 

FIG. 20 is another bottom plan vieW of the club head of 
FIG. 19 in Which material from a milling pad has been 
extracted; 

FIG. 21 is a cross-sectional vieW of a club head of the 
present invention shoWing milling pads disposed onto the 
internal surface of the sole of the club head; 

FIG. 22 is another cross-sectional vieW of the club head of 
FIG. 21, in Which material from a milling pad has been 
extracted; 

FIG. 23 is a bottom perspective vieW of another golf club 
head of the present invention; and 

FIG. 24 shoWs a cartridge that is a component of the club 
head of FIG. 23. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

In a ?rst embodiment of the present invention, as illustrated 
in FIG. 1, golfclub head 10 has hitting face 12, hosel 14, back 
16, sole 18 and skirt 20. Sole 18 includes three attachment 
points 24a, 24b and 240. As shoWn in FIGS. 2-6, attachment 
points 24a, 24b and 240 correspond to three posts 32 on tool 
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30. An example of tool 30 is shown in more detail in FIGS. 7 
and 8 and is preferably a machine for bending the hosels of 
golf club heads and thereby modifying the lie and loft angles 
of golf club heads. According to this embodiment, a ?rst 
attachment point 24a is located on sole 18 adjacent to hitting 
face 12 and toWard toe 20, a second attachment point 24b is 
located on sole 18 adjacent to hitting face 12 and toWard heel 
22, and a third attachment point 240 is located toWard back 16 
of sole 18, roughly aligned With the center of hitting face 12. 
This con?guration of three attachment points optimizes the 
stability of club head 10 as it rests on posts 32, as three is the 
minimum number of points required to de?ne a plane. A 
con?guration utiliZing tWo attachment points Would not pro 
vide suf?ciently stability, as an additional point Would be 
required to create a plane on Which the club head could rest; 
four or more attachment points Would be too cumbersome and 
Would increase the likelihood that the attachment points of the 
sole Would not meet precisely With the posts of the tool. Three 
attachment points, hoWever, provide for a stable plane on 
Which the club head may rest. 
As shoWn in FIGS. 2-6, club head 10 contacts three posts 

32 of tool 30 at attachment points 24a, 24b and 240. Attach 
ment points 24a, 24b and 240 preferably comprise shalloW 
cavities Within the body of club head 10 into Which posts 32 
may be inserted and locked. As illustrated in FIGS. 1 and 4-6, 
sole 18 also includes cutaWay portion 28, designed to receive 
locking arm 60 located on tool 30. As best shoWn in FIG. 1, 
beginning at the end closest to face 12 (or the proximal end), 
cutaWay portion 28 consists of a narroW aperture 28b having 
a rounded edge and a constant Width; moving toWard the 
distal end, cutaWay portion 28 becomes Wider at neck 70, and 
continues to increase in Width to form opening 2811. In this 
embodiment, attachment point 240 is located at opening 2811. 
As best shoWn in FIG. 7, locking arm 60 comprising upstand 
ing stem 100a and enlarged head 100b. Locking arm 60 is 
disposed at one end of rotating arm 62 Which is rotatably 
attached to tool 30 at pivot 63. Also attached to pivot 63 is 
lever 66. Lever 66 has cam surface 67 and as lever 66 is 
rotated along arroW A, cam surface 67 presses rotating arm 62 
and locking arm 60 doWnWard to alloW locking arm 60 to 
retain club head 10, as described beloW. Opening 28a is Wider 
then enlarged head 100b of locking arm 60, While narroW 
aperture 28b is narroWer than enlarged head 100b but Wide 
enough to accommodate stem 100a. 

According to the ?rst embodiment of the present invention, 
to retain/lock club head 10 to tool 30, attachment points 24a, 
24b and 240 are received in posts 32 oftool 30. Enlarged head 
100b of locking arm 60 is inserted into opening 28a of cut 
aWay portion 28, said locking arm projecting from movable 
arm 62 of tool 30. For enlarged head 10011 to enter opening 
28a, movable arm 62 should be in position shoWn in FIG. 7. 
Movable arm 62 is then moved along arroW B to move locking 
arm 60 toWard narroW aperture 28b to the locking position 
along arroW C. Subsequent to moving movable arm 62 to the 
engaged position, club head 10 is locked ?rmly in place on 
tool 30 by moving lever 66 along arroW A, thus pushing 
movable arm 62 doWnWard along arroW D, thereby pulling 
enlarged head 100b doWnWard to engage the sides of narroW 
aperture 28b to retain club head 10 to tool 30. Movable arm 62 
is then in the locked position as shoWn in FIG. 8. 

Attachment points 24a, 24b and 240 may coincide With 
cavities incorporated into the body of a golf club head in 
Which Weights are disposed to adjust the mass characteristics 
of the club head. This type of Weighting system is described 
in parent U.S. patent application Ser. No. 11/560,905, previ 
ously incorporated herein by reference in its entirety. 
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6 
With club head 10 secured ?rmly to tool 30, as shoWn in 

FIG. 8, the loft and lie angles of club head 10 may be mea 
sured by reading hash marks 70a and 70b, respectively, to 
determine baseline values for those geometrical characteris 
tics. Alternatively, tool 30 may include position sensors and a 
digital display to shoW loft and lie angles.After initial loft and 
lie angles are measured, tool 30 may be used to bend hosel 14 
to adjust loft and lie angles to the desired amount. According 
to this aspect of the present invention, hosel 14 can be 
adjusted by a human operator or by a pneumatic device. 
Because attachment points 24a, 24b and 240 are con?gured to 
optimiZe the stability of club head 10 on tool 30, and because 
the attaching mechanism of posts 32 to attachment points 
24a, 24b and 240 and locking arm 60 to narroW aperture 28b 
provides for a ?rm connection betWeen club head 10 and tool 
30, the operator of tool 30 is able to exercise greater control 
over the bending of hosel 14. Subsequent to the bending of 
hosel 14 and hence the adjustment of loft and lie angles of 
club head 10, the loft and lie angles may be measured again to 
determine the degree of adjustment that Was just performed 
by comparing the neW loft and lie angles to the baseline loft 
and lie angles. Club head 10 may be removed from tool 30 and 
reattached a later time to perform subsequent loft and lie 
angle measurements and adjustments. Attachment points 
24a, 24b and 240 and cutaWay portion 28 alloW club head 10 
to be connected to tool 30 in the same position at every 
instance of attachment. In this Way, the measurements of loft 
and lie angles of club head 10 are consistent and repeatable, 
alloWing for more precise modi?cation of loft and lie angles. 

Sole 18 of club head 10, as shoWn in FIG. 1, may also 
include negative relief portion 26 to create a multi-relief sole 
surface. FIG. 9 shoWs the varied relief of sole 18. Sole 18 is 
shoWn substantially along the portion that Would strike the 
ground, and is divided into three relief sections: leading sec 
tion 26 adjacent to hitting face 12, ?rst relief section 27, 
Which is higher off the ground than leading section 26, and 
cutaWay portion 28, discussed above. It shouldbe appreciated 
by those skilled in the art that these negative relief portions 26, 
27 and 28 alloW for greater ground clearance of sole 18 When 
club head 10 is at impact position, and strikes the ground to 
minimiZe potential drag With the ground. 

First relief section 27 is raised off of the ground When club 
head 10 is at address position With leading section 26 resting 
on the ground and With face 12 square to the target. The tailing 
edge 16 of sole 18 is also raised up off of the ground When 
club head 10 is at address position With the face square to the 
target to provide for greater ground clearance and to prevent 
club head 10 from digging into the ground on the backsWing. 
FIG. 9 shoWs the curved nature of the leading and tailing 
edges of sole 18. The solid line indicates the ground plane, on 
Which leading section 26 rests; the broken lines indicate the 
angles at Which the leading and tailing edges of the sole curve 
With respect to the ground plane during the sWing. 

Referring to FIGS. 10 and 11, to minimiZe the opening or 
closing of the face angle When the hosel is adjusted to alter the 
lie and/ or loft angles, a contact area 40 can be preset or 
predetermined so that contact area 40 provides an area or a 

point Where club head 10 makes contact With the ground 
When the lie and/ or loft angles are altered Within a predeter 
mined range. This sole design alloWs for face angle to remain 
substantially undisturbed When lie and/or loft angle is 
adjusted. Sole designs of the prior art generally provide for 
unpredictable face angle shift When lie and/ or loft angle of the 
club is adjusted. Because most soles in the prior art are curved 
and Without a preset contact area, the adjustment of lie and/or 
loft angle and the sub sequent change in orientation of the club 
head at address position forces the original area on the sole 
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Where the club head meets the ground plane to change to a 
different area of the sole. This neW contact area can cause the 

club head to open or close relative to the target, resulting in 
undesired hooking and slicing. 
As shoWn in FIG. 10, contact area 40 meets the ground 

plane When club head 10 is at address position and face 12 is 
square to the target. In this con?guration, shaft 42 creates a lie 
angle of [3 1 With the ground plane. FIG. 11 shoWs club head 10 
after hosel 14 has been bent to adjust the lie angle. Before 
bending, lie angle [31 may be as small as about 44°. After 
bending, lie angle [32 may be as large as about 55°. FIG. 11 
shoWs that contact area 40 remains the location at Which sole 
18 meets the ground plane, even after the ho sel has been bent 
to adjust lie angle. Because contact area 40 does not shift, club 
head 10 Will meet the ground plane at address and impact 
positions at the same area as before the adjustment of lie 
angle, thereby preserving the face angle of club head 10. 
Further, adjustment of lie angle Will force the angle formed 
betWeen the ground plane and the invisible line betWeen 
contact area 40 and the surface of the sole toWard heel 22, 
labeled as (x1 and (x2 in FIGS. 10 and 11, respectively, to be 
altered. In accordance With this embodiment, (x1, may be as 
small as 1° and (x2 may be as large as 9°, With no signi?cant 
change in location of contact area 40. For the same reasons, 
contact area 40 can also maintain a contact area With the 

ground When the loft angle is changed. 
According to another aspect of the second embodiment of 

the present invention and shoWn in FIG. 12, contact area 40 is 
located on sole 18 on orparallel to the X-Y plane that includes 
the point M at the top of grip 65 and the center of gravity of 
club 50, called point N. Contact area 40 may be on the line that 
includes M and N or may be toe-Ward of the intersection of 
said line With sole 18. Preferably, contact area 40 is located 
closer to the toe of club head 10, and contact area 40 can be a 
contact area. This position helps to stabiliZe club 50 When it is 
supported by the hands of the golfer and is at rest in address 
position, as the center of gravity then behaves in a Way similar 
to a ballast a of shipiit prevents the club from tipping or 
Wobbling in the hands of the golfer. 

In an alternative embodiment of this aspect of the current 
invention, shoWn in FIGS. 13-17, sole 118 of club head 110 
includes contact area 140, comprising a sphere segment. Pref 
erably, sphere segment 140 is located closer to the toe than to 
the heel. According to this embodiment and illustrated in 
FIGS. 16 and 17, the sphere segment comprising contact area 
140 is located on or parallel to the X-Y plane that includes the 
point at the top of grip 165, called E, and the center of gravity 
of the club, called F. More particularly, contact area 140 is 
located either on the line that includes E and E, which exists in 
plane X-Y, or toe-Ward of the intersection of line E-F With 
sole 118 and parallel to plane X-Y. Due to the position of the 
sphere segment, the angle created by contact area 140 and the 
surface of the sole With the ground plane, called (I in FIG. 13, 
can be adjusted to be betWeen about 1° and about 9° With 
minimal change in face angle. The adjustment of this angle 
alloWs the lie angle of the club head to be betWeen about 48° 
and about 57° Without causing signi?cant modi?cation to 
face angle. This sole design also alloWs loft angle, called 0 in 
FIG. 14, to be modi?ed. Club head 110 may be lofted or 
delofted by about 2°, again With substantially no change in 
face angle. 

FIG. 15 illustrates an exemplary method for constructing 
the sphere segment of contact region 140. The distance from 
the geometric center of hitting face 112, called G, and the 
center of the sphere de?ned by the sphere segment 140, called 
H, in the Y direction is 0.48 mm toWard the toe of the club 
head. The distance betWeen G and H in the X direction is 7.61 
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mm toWard the sole of the club head, and the distance in the Z 
direction is 26.13 m away from the face of the club head. 
Table 1 beloW shoWs the changes in face angle of the inventive 
club 110 and a conventional club of the prior art, in this case 
the Titleist 907D2 driver, When both clubs are lofted and 
delofted. 

TABLE 1 

Exemplary 
conventional club Inventive club 

Lo?ed Value Face Angle Change Face Angle Change 
(+ lofted, — delofted) (+ closed, — open) (+ closed, — open) 

—2° —2.61° —0.01° 
0° —0 .0 1 ° 0.01° 

2° 253° 0.04° 

A fourth embodiment of the present invention is depicted 
in FIG. 18 and presents sole 218 of golf club head 210, 
Wherein pads 46a, 46b, 46c and 46d and pad 48 are incorpo 
rated into sole 218. Pads 46a-d and pad 240 are composed of 
material that may be milled, polished, shaved or otherWise 
extracted after initial manufacture of golf club head 210 in 
order to vary the relief of sole 218 and to adjust mass char 
acteristics of club head 210. According to an aspect of this 
embodiment, pads 46a-d and pad 240 may be made of alu 
minum, stainless steel, carbon steel, titanium, titanium alloy, 
or other metals or composites. Preferably, pad 46a is located 
toWard toe 220 and roughly centered betWeen the edge of 
hitting face 212 and tailing edge 216. Pad 46b is preferably 
located adjacent to the edge of hitting face 212 and roughly 
centered betWeen toe 220 and heel 222. Pad 460 is preferably 
located toWard heel 222 and roughly centered betWeen the 
edge of hitting face 212 and tailing edge 216. Pad 46d is 
preferably located adjacent to tailing edge 216 and roughly 
centered betWeen toe 220 and heel 222. The surfaces of pads 
46a-d may have individual areas betWeen 100 mm2 and 1000 
m2. The depths of pads 46a-d may be betWeen 1 and 15 mm. 
By extracting material from pads 46a-d, the mass charac 

teristics of club head 210 may be adjusted. Particularly, the 
center of gravity of club head 210 may be shifted toWard the 
toe 220, heel 222, hitting face 212 or tailing edge 216 by 
strategically removing material from pads 46a-d. Players 
may choose the particular speci?cations of pads 46a-d 
depending on their needs and playing styles. Further, players 
may choose to have sole 218 customiZed by having pads 
46a-d and pad 240, or the recesses left behind by the milling 
of the pads, painted or engraved. 
The sole of the current embodiment may include any com 

bination of pads 46a, 46b, 46c, 46d or 240. Pads 46a-d are 
preferably rectangular in shape, but may have any suitable 
shape for milling, polishing, shaving, or otherWise extracting 
material. FIGS. 19 and 20 shoW an example of a club head 
according to this aspect of the current embodiment. Sole 318 
ofclub head 310 includes pads 4611, 46c and 46d. In FIG. 19, 
all of the pads are left intact, With no material having been 
extracted. This con?guration provides for center of gravity S 
to remain neutral. In FIG. 20, pad 460 has been milled, caus 
ing center of gravity S to shift toe-Ward. 

In accordance With another aspect of the current embodi 
ment, pad 240 as shoWn in FIG. 18 is preferably located 
toWard toe 220, betWeen 1.0 and 1.5 inches from the toe edge 
of sole 218, and roughly centered betWeen hitting face 212 
and tailing edge 216. Pad 240 preferably has a lengthbetWeen 
20 and 40 mm and a Width betWeen 5 and 15 mm. Pad 240 
preferably takes the shape of a rectangle, but may take any 
suitable shape for milling, polishing, shaving or otherWise 






