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SERVICE GATEWAY FOR INTERACTIVE 
TELEVISION 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of US. patent applica 
tion Ser. No. 09/858,436, ?led May 16, 2001, now US. Pat. 
No. 7,305,697 which claims priority from provisional patent 
application ?led on Feb. 2, 2001, Ser. No. 60/265,986; 
USPTO provisional patent application entitled “A System for 
Adaptive Control of Access, Content and Scheduling For 
Interactive Television” by Rachad Alao, Alain Delpuch, Vin 
cent Dureau, Jose Henrard, Matthew Huntington and Waiman 
Lams, ?led on Feb. 2, 2001, Ser. No. 60/266,210; USPTO 
provisional patent application entitled “A System for Adap 
tive Control of Access, Content and Scheduling For Interac 
tive Television” by Rachad Alao, Alain Delpuch, Vincent 
Dureau, Jose Henrard, Matthew Huntington and Waiman 
Lams , ?led on Feb. 9, 2001, Ser. No. 60/267,876; and 
USPTO provisional patent application entitled “A System for 
Adaptive Control of Access, Content and Scheduling For 
Interactive Television” by Rachad Alao, Alain Delpuch, Vin 
cent Dureau, Jose Henrard, Matthew Huntington and Waiman 
Lams, ?led on Feb. 15, 2001, Ser. No. 60/269,261; USPTO 
provisional patent application entitled “A System for Adap 
tive Control of Access, Content and Scheduling For Interac 
tive Television” by Rachad Alao, Alain Delpuch, Vincent 
Dureau, Jose Henrard, Matthew Huntington and Waiman 
Lams ?led on Mar. 28, 2001, Ser. No. 60/279,543. This appli 
cation is also related to USPTO patent application entitled “A 
Digital Television Application Protocol for Interactive Tele 
vision” by Rachad Alao, Alain Delpuch, Vincent Dureau, Jose 
Henrard, Matthew Huntington, Waiman Lams ?led on May 
1 6, 2001 . 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to the ?eld of communica 

tions in the interactive television environment and speci? 
cally relates to a method and apparatus for providing a generic 
meta language and digital television application protocol for 
interactive television. 

2. Summary of the Related Art 
Interactive television systems can be used to provide a wide 

variety of services to viewers. Interactive television systems 
are capable of delivering typical video program streams, 
interactive television applications, text and graphic images, 
web pages and other types of information. Interactive televi 
sion systems are also capable of registering viewer actions or 
responses and can be used for such purposes as marketing, 
entertainment and education. Users or viewers may interact 
with the systems by ordering advertised products or services, 
competing against contestants in a game show, requesting 
specialiZed information regarding particular programs, or 
navigating through pages of information. 

Typically, a broadcast service provider or network operator 
generates an interactive television signal for transmission to a 
viewer’s television. The interactive television signal may 
include an interactive portion comprising of application code 
or control information, as well as an audio/video portion 
comprising a television program or other informational dis 
plays. The broadcast service provider combines the audio/ 
video (A/V) and interactive portions into a single signal for 
transmission to a receiver connected to the user’s television. 
The signal is generally compressed prior to transmission and 
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2 
transmitted through typical broadcast channels, such as cable 
television (CATV) lines or direct satellite transmission sys 
tems. 

Typically, the interactive functionality of the television is 
controlled by a set top box (STB) connected to the television. 
The STB receives a broadcast signal transmitted by the broad 
cast service provider, separates the interactive portion of the 
signal from the A/V portion of the signal and decompresses 
the respective portions of the signal. The STB uses the inter 
active information, for example, to execute an application 
while theA/V information is transmitted to the television. The 
STB may combine the A/V information with interactive 
graphics or audio generated by the interactive application 
prior to transmitting the information to the television. The 
interactive graphics and audio may present additional infor 
mation to the viewer or may prompt the viewer for input. The 
STB may provide viewer input or other information to the 
broadcast service provider via a modem connection or cable. 

In accordance with their aggregate nature, interactive tele 
vision systems provide content in various content forms and 
communication protocols the must be understood and dis 
played by the STB/client that receives the information from 
the broadcast service provider/network operator. Typically 
the client is a STB having a processor possessing limited 
processing power. Translation of the various contents and 
protocols is beyond the limited processing capability avail 
able in the typical STB processor. Thus there is a need for a 
service gateway that receives a simple communication pro 
tocol which can be easily understood by the client/STB pro 
cessor and translates the simple protocol into a plurality of 
standard protocols used by service providers. There is also a 
need for a software and hardware architecture that provides 
adaptive control of access, content and scheduling in an inter 
active television environment. 

SUMMARY OF THE INVENTION 

The present invention addresses the needs of the interactive 
television environment discussed above. The present inven 
tion satis?es a long felt need to provide a simple content and 
communication protocol than can be easily handled by a STB 
processor and enables complex communication with the 
head-end operator’s service platform (SP) or a server, its 
subscriber clients and a plurality of service providers. While 
the following discussionuses the example of a client/STB, the 
present invention applies to all client devices including digital 
assistants, cell phones, pocket personal computers or any 
other types of electronic device capable of receiving an elec 
tronic signal. The present invention resides in a service plat 
form (SP). The SP or server enables a network operator, who 
provides television signals to its subscriber clients, to create 
and provide business, transport and communication functions 
that enable communication between service providers and the 
client or STB viewer via the service gateway. 
The interactive television environment must deal with and 

solve problems that are unique to interactive television, such 
as the intermittent return path from the client to the SP. That 
is, the client device is not always connected to the communi 
cation link as when the STB is turned off. Thus, there is not 
always an active return path from the client. The present 
invention provides a store and forward function to alleviate 
this intermittent return path problem. 

Bandwidth and processing limitations and communication 
complexities are also problematic in the interactive television 
environment. On one hand the network operator typically 
provides a broadcast channel with a relatively large data 
transmission capacity (typically a satellite and dish) to send 
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data and programming to the client. On the other hand, the 
client return path has a relatively loW data transmission capac 
ity, usually in the STB scenario, a telephone line is the return 
path. Even if the return path happens to have a larger band 
Width, STBs/clients typically possess a loW speed modem to 
send data on the return path. Processing limitations limit the 
ability of a STB or client to process the spate of communica 
tion protocols utiliZed by the service providers communicat 
ing With the STB. These and other issues are addressed by the 
present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects and advantages of the invention Will become 
apparent upon reading the folloWing detailed description and 
upon reference to the accompanying draWings in Which: 

FIG. 1 illustrates a high level architecture diagram for a 
preferred embodiment of a service platform in Which the 
present invention resides; 

FIG. 2 illustrates a more detailed architecture for a service 
platform in Which the present invention resides; 

FIG. 3 illustrates a mid level architecture for a preferred 
embodiment shoWing data bases; 

FIG. 4 illustrates an example of a preferred application 
backend framework for the present invention; 

FIG. 5 illustrates an example of a preferred DATP STB 
stack architecture of the present invention; 

FIG. 6 illustrates a preferred embodiment of the Service 
GateWay (SGW), Digital TV Application Transport Protocol 
(DATP) of the present invention as a subset of the Digital TV 
Application Protocol (DAP) used to standardiZe back channel 
communications betWeen application servers and the SGW; 

FIG. 7 illustrates DAML and DATP as a subset of DAP; 
FIG. 8 illustrates an example of a preferred architecture for 

the SGW of the present invention; 
FIG. 9 illustrates the sliding rejection WindoW of the 

present invention; 
FIG. 10 illustrates a sample DATP session betWeen a STB 

and the SGW, as an application server in a preferred embodi 
ment of the present invention; 

FIG. 11 illustrates an architecture for content translation, 
H20; and 

FIGS. 12-16iillustrate message scenarios betWeen the 
client/STB, SGW, H20 and application service providers. 

While the invention is susceptible to various modi?cations 
and alternative forms, speci?c embodiments thereof are 
shoWn by Way of example in the draWings and Will herein be 
described in detail. It should be understood, hoWever, that the 
draWings and detailed description thereto are not intended to 
limit the invention to the particular form disclosed, but on the 
contrary, the invention is to cover all modi?cations, equiva 
lents and alternatives falling Within the spirit and scope of the 
present invention as de?ned by the appended claims. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

OvervieW 
The present invention, a service gateWay resides in head 

end operator’s service platform (SP) and interacts With the 
content transcoder, H20 and a digital television application 
transport protocol. In a typical interactive television environ 
ment, there are a multitude of clients/ subscribers, typically 
STBs that must communicate With a multitude of application 
servers providing content over a multitude of netWorks using 
various communication protocols. Typically the STB has lim 
ited processing poWer so that it is undesirable to place a 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
multitude of communication protocol handlers in the STB 
processor or STB stack. Thus, there is a need for a common 
communication interface that can address all the STBs and 
application servers. The present invention, the service gate 
Way provides a communication protocol proxy that requires 
light processor utiliZation, Well-suited for a typical STB pos 
sessing limited processing poWer and the SP. The service 
gateWay enables the use of DATP Which requires relatively 
feW processing cycles compared to typical Internet commu 
nication protocols. DATP reduces the overhead of the com 
munication protocol handler at the STB and makes the com 
munication protocol handler common for all STBs. The 
DATP protocol is portable for all STBs since it is Written in 
O-code, a STB independent byte code that interfaces With the 
operating system of the STB. 

In the present invention, a SGW performs as a DATP server 
communication proxy and asymmetrical router. SGW 
enables SP clients at STBs to connect to application servers 
using DATP protocol.An HTML to native code proxy, H2O is 
provided that can be considered in this context as an SP 
application server. H2O performs speci?c content translation, 
such as HTML to SP O-codes. O-codes are the STB indepen 
dent byte code of the virtual machine running on the SP. In a 
preferred embodiment, an O-code implementation of the 
DATP protocol stack exists in the client, typically a STB. The 
client communicates using DATP protocol to a DATP server, 
SGW. The H2O proxy exists on the other side of the SGW 
performing content translation such as HTML to O-code. An 
O-code implementation of a DATP stack in the client/STB 
issues communication requests and communicates With 
SGW using DATP protocol. Content translated by H2O is 
passed through the SGW to the client Where content is dis 
played. 
SGW provides a DATP server function, Which creates 

execution threads to handle each individual STB and process 
each related content. The SGW server stack communicates 
With the client/STB using DATP protocol. SGW also applies 
the appropriate protocol needed to enable the STB to com 
municate back and forth betWeen the STB and different appli 
cation servers via the SGW. Interactive television applica 
tions typically utiliZe Well knoWn Internet based protocols 
(HTML, etc.) to communicate back and forth betWeen the 
client/STB and application servers. The present invention, 
SGW provides a generic and Well-suited asymmetrical com 
munication protocol betWeen the client/STB and application 
servers via the SGW. The present invention accommodates 
the minimal processing and memory available at the client/ 
STB. 
The SGW provides an asymmetrical solution to data com 

pression. The band Width of the bi-directional path from the 
client/STB to the netWork operator is relatively small, typi 
cally, hoWever, a regular telephone line or a return channel in 
a cable and usually connected to a loW speed modem. Thus, to 
increase the bandWidth available over the loW speed modem, 
the content doWn loaded from the server to the client/STB is 
compressed. At the client/STB, hoWever, data compression is 
preferably not performed. The client/STB data returned is 
relatively small and not in need of data compression by the 
STB processor Which typically does not have the processing 
poWer to perform data compression. In an alternative embodi 
ment, there are, hoWever, instances Where data compression 
from the client/STB is desired and in this case data compres 
sion is performed at the SGW. Data compression, With respect 
to the client/STB is asymmetric in that data is compressed 
going doWn stream to the client/STB and is not compressed 
coming upstream from the STB. Thus, the architecture of the 
present invention is asymmetric, unlike typical Intemet 
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based protocols Where both entities communicating are 
assumed to be symmetrically powered. 

The SGW and client/STB communicate With application 
servers utilizing session identi?ers for clients rather than user 
identi?ers so that the client users remain anonymous. The 
present invention also provides multicasting to clients. A 
multicast message can be sent to multiple clients via a broad 
cast link, When broadcast bandwidth and a tuner is in the STB 
and broadcast messages are available and sensed by a particu 
lar ?lter setup in the STB. SGW via DATP requests that the 
STB receive a message from a speci?c entry on the broadcast. 
If no tuner is available to receive the broadcast in the STB, 
message fragments are also sent on each point to point indi 
vidual link to the STBs Without a tuner. If the STBs are on a 

LAN, messages are sent to a Well knoWn address on the LAN 
to the STBs. 

The present invention also provides a novel structure and 
method for handling cookies from Internet applications and 
provides a “light” HTTP protocol, LHTTP Which encapsu 
lates HTTP requests Within DATP messages. LHTTP is a 
simpli?ed version of HTTP that runs on top of DATP, Which 
the SGW converts into HTTP for communication With ser 
vice providers. The novel LHTTP runs on top of DATP and 
does not implement any part of the TCP/IP speci?cation. 
SGW establishes a link or a socket connection With a STB. 

To implement User Datagram Protocol (UDP), hoWever, 
UDP is not performed directly. For a STB that can output 
UDP, encapsulates DATP on top of UDP. The DATP-encap 
sulated UDP is sent to the SGW. In the case of UDP, a socket 
in the SGW and a socket in the STB are effectively bound 
together in a simulated connection on top of UDP. Through 
this SGW-simulated connection, DATP packets are sent from 
the STB to the SGW server and from the SGW server to the 
STB. 
Many STB modems do not provide data compression, pos 

sess minimal processing capability and cannot afford the 
processing cost to perform data compression in the STB. 
Thus in a preferred embodiment, the SGW provides asym 
metrical data compression is performed at the SGW. The STB 
does not compress data. STB receives compressed data and 
decompresses it, hoWever, the STB does not perform data 
compression Which is performed by the SGW. Data decom 
pression, hoWever, is less compute intensive than data com 
pression, thus, the STB preferably performs decompression. 
Compressed data is sent to the DATP stack at the STB but 
uncompressed data is sent from the STB to the SGW. SGW 
performs data compression on the uncompressed data sent 
from the STB and SGW returns the compressed data to appli 
cation servers. Thus, the preferred DATP/SGW asymmetric 
compression increases the bandWidth of the return path from 
the STB through the SGW to the application servers. 

The present invention, SGW provides asymmetrical rout 
ing. In asymmetrical routing a portion of the bandWidth is 
allocated to SGW to send data to the broadcast stream for 
broadcast. SGW has the ability to decide Whether to send data 
to one or more STBs over the broadcast stream or a point to 

point (PTP) connection betWeen the SGW and the STB(s). 
SGW routes data via broadcast or PTP, based on the amount 
of data, the speed of the point to point link to the STB(s) and 
the current communication links loading conditions. Thus, 
SGW may decide not to send a data set over the point to point 
link because the data set is too large and instead send it over 
the broadcast stream. The data can be compressed by SGW 
before sending it to the recipient stream or point to point link 
to increase the bandWidth of the link betWeen SGW and the 
link or stream and to accommodate memory limitations in the 
STB. 
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6 
SGW enables DATP to be computationally light Weight 

because it is designed so that all STB stack operations require 
a minimum of processing poWer. For example, in the DATP 
encryption scheme, When using Rivest, Shamir and Alderman 
(RSA) public key encryption, the key that comes from the 
server is chosen so that the its exponent is small (3 or greater) 
so that exponentiation phase takes a minimal amount of time 
and processing poWer. Thus the heavy computation is 
reserved for the SGW and thus, the STB or client processor 
requires minimum processing capability. LikeWise the 
LHTTP layer on top of DATP in the STB does not have to 
perform any heavy parsing or other processing intensive 
operations. Instead, HTTP data is encapsulated in DATP mes 
sages by LHTTP and the HTTP compute intensive functions, 
such as conversion to HTTP protocol are handled by SGW. 
DATP performs more than transactions. Rather, DATP is a 

message-based protocol rather than a transaction oriented 
protocol, thus, When a user sends a message from a STB to an 
application server, the application server does not have to 
respond. That is, there is not a one-to-one correspondence 
betWeen STB and service provider messages. All DATP mes 
sages, except the class of unreliable DATP messages are 
processed through a DATP reliably layer. All DATP messages 
have unique identi?ers Which can be used as the basis of a 
transaction. 

In a transaction using DATP, for example a HTTP request, 
the STB sends a DATP message to the SGW requesting a Web 
page. SGW converts LHTTP to HTTP and sends it to the 
Internet via H20. Once the response containing the Web page 
returns from the Internet to SGW via H20, Which converts the 
content, SGW sends a LHTTP DATP message to the STB 
returning the content of the requested Web page to the STB. 
Another example of a transaction is a Fetchmail request sent 
from a STB. The Fetchmail request is encapsulated in a DATP 
message. DAML is used on top of the DATP message. DAML 
is a domain speci?c instance of XML. 

Thus, the STB sends a DATP message to Fetchmail con 
taining a DAML (XML) request. Fetchmail reads the DATP 
message and extracts the content from the message, passes 
the content to the application server Which processes the 
transaction and returns a message to Fetchmail. Fetchmail 
then sends a DATP message containing requested content to 
the STB. 
SGW also provides a store and forWard function to handle 

peaks in numbers of orders sent in from multiple users, While 
rapidly reacting to the user order request. SGW quickly sends 
an “order acknoWledge” to the user in response to user’ s order 
and stores the order for transmission later to the application 
server, Which Will actually process the order transaction. By 
sending the order later, a large number of orders can be spread 
out over time and not have to be sent all at once to the 
application server. Thus, bandWidth is e?iciently utiliZed. 
DATP/SGW also provides a sliding rejection WindoW based 
on message fragment sequence numbers versus time. DATP/ 
SGW are discussed in detail beloW. 
The Service Platform 
Turning noW to FIG. 1, the SP in Which the SGW of the 

present invention resides is presented. The SP 50 comprises a 
group of applications roughly divided into three categories, 
Content Conversion 204, Transaction Control/Business 
Functions 106 and Transport Conversion 108. The SP enables 
services 200 to interact With a client 212. The services 200 
communicate through a communication link 102 to the SP 50. 
The SP 50 in turn communicates With a client 212. The client 
212 may be a STB, a digital assistant, a cellular phone, or any 
other communication device capable of communicating With 
the SP through communication link 210. The content conver 
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sion 204 and transport conversion 108 services provide the 
transport and communication function, and the business func 
tion services provide the business control functions. 

FIG. 2 illustrates an example of a preferred implementation 
of Service Platform 50. Services 200 provide shopping, chat, 
and other services either over the lntemet or over another 

netWork or communication channel accessible to the netWork 
operator. Using the SP, the netWork operator accesses those 
services. Business functions 206, comprising service man 
ager 238, interact With carousel manager 254 to retrieve con 
tent from a service 200. The carousel comprises a repeating 
stream of audio/video/interactive data broad cast to clients 
from the SP 50. Carousel manager 254, transaction manager 
242 and service manager 238 control the content insertion 
and deletion from the broadcast carousel. Service content is 
retrieved and converted into a SP suitable format by H20 248. 
H20 248 is a possible implementation of content conversion 
204. H2O converts HTML content into SP/client readable 
content. The converted content is formatted into a data car 
ousel and multiplexed by the Open Streamer 256 for broad 
cast to the client 212. Client 212 interacts With the services 
and if necessary communicates With the SP and the services 
200. PTP communication goes through SGW 246. SGW 246 
performs transport conversion to convert the STB DATP pro 
tocol into a standard communication protocol Which the Plat 
form Business Agents 226 and H20 248 understand. Load 
balancer 236 interacts With business functions 206, carousel 
manager 254, and SGW 246 to determine the optimal load 
betWeen the broadcast link 241 and the PTP communication 
link 210. Business functions 206, interact With the platform 
business agents 226 to control access and information 
exchange betWeen the services 200 and client 212. 

Services 200 negotiate With a netWork operator to offer 
services to subscribers via the operator’ s Service Platform. As 
shoWn in FIG. 3, the netWork operator uses the Service Man 
ger 238 to register the services and the negotiated business 
rules 222 (e. g. schedule, bandWidth requirements, service 
access to vieWer information) associated With the service. 
The Service Manager 238 stores Service data 216 (e. g. URL 
address, content). Based on the business rules 222 and Ser 
vice Data 216, Service Manager 238 communicates With the 
Broadcast Communication 234 function to retrieve the con 
tent from the content provider. 
When the content is retrieved from the Service 200, it may 

be processed by the Content Conversion 204 and Content 
Filters 224 to convert the content into a form suitable for the 
client device 212. The Broadcast 234 function converts the 
content into a form suitable for the broadcast 234 netWork. 
The converted content is received by the client 212 over 
broadcast link 241. Client 212 and Service 200 interact via 
Point-to-Point link 210 and Point-to-Point function 232, 
Which are part of Transport Conversion 207. The service 200 
may comprise shopping, audio/video, gaining, voting, adver 
tisement, messaging, or any other service. 

Client 212 communicates through Point-to-Point 232 com 
munication link to the Service Platform 50 and Service 200. 
Load Balancer 236 interacts With the Business Functions 206 
to determine the optimal load distribution betWeen the Broad 
cast 234 Communication link 241 and the Point-to-Point 232 
Communication link 210. The Platform Business Agents 226 
use business rules 222 to control the interaction and exchange 
of information betWeen the Service 200 and the client 212. 
For example, the netWork operator may choose to prevent 
Service 200 access to user information. Service 200 must pay 
a fee based on the Business Rules 222 and Service data 216 to 
access the user information. 
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8 
VieWer Manager 240 stores client/user information in User 

Data 220. Platform Business Agents 226 control the How of 
vieWer information to the Service 200. Transaction Manager 
242 records transactional information exchangedbetWeen the 
service 200 and Client 212. Based on the Business Rules 222 
and the User Data 220, Advertising Manager 244 determines 
Which advertisements and Which type of advertisements Will 
be presented to the client via Broadcast 234 link 241 and 
Point-to-Point 232 link 210. The Service Platform Transac 
tion Manager records all transactions in the Transaction Data 
base to ensure accurate operator revenue collections (even 
When the STB is turned off) and subscriber pro?les in VieWer 
Pro?le 162 and VieWer Category 160 (vieWer buying and 
vieWing habits), Which provides added value data to the net 
Work operator. 
The transaction log is also useful for mining a user’s vieW 

ing and transaction data for generating cumulative user pro 
?les or used for more sophisticated pro?ling techniques such 
as collaborative ?ltering. VieWers or clients are placed in one 
or more categories (e.g., “sports fan”, “chef-French”) based 
on vieWer user pro?le. Categories enhance the netWork opera 
tor’s ability to perform adaptive targeted advertising and 
broadcasting based on long term and short-term vieWing and 
buying trends of the vieWer/client. 
The Service Platform provides a Wallet function, Which 

provide a checkout/purchase function. The Wallet function is 
supported by the Service Platform, although selected shops or 
services may bypass the Wallet function in favor of their oWn 
checkout procedure. The Wallet function records and 
accesses data regarding the vieWer pro?le, vieWer category, 
and transaction log. Thus, the Wallet minimiZes typing of 
input data by the user. This function is particularly useful 
When user is ordering via a TV remote control With limited 
data entry capacity. Typically, content for the Wallet function 
is a credit card number stripped out of 4 last digits, so that the 
user only has to complete the last 4 digits or the shipping 
address for con?rmation. 

Optionally, all user information is placed in the Wallet 
Function, hidden from the service. Wallet information exists 
in both the Service Platform and the client. The Wallet infor 
mation on the Service Platform preferably contains as much 
information as possible, including client shipping address, 
client full credit card number, etc. The Wallet information in 
the STB may only contain partial information such as the last 
4 digits of the credit card to remind the vieWer Which credit 
card on Which a purchase Was made. Partial information is 
stored in the STB for protection from untrusted persons using 
the STB and untrusted applications, Which can access the 
STB data. 
As linking occurs, When a vieWer click triggers the call of 

an E-Commerce application or service, the Service Platform 
determines the subscriber’ s navigation location and records it 
in the Transaction Database 158. The Service Platform also 
determines and records When the vieWer folloWed a link to a 
store, or Which program the vieWer Was Watching When 
he/ she made the decision to purchase (referred to as an 
“impulse buy”). The Transaction Database 258 enables the 
operator to store and provide a detailed context and purchase 
history to subscriber. Such storage of context and purchase 
history is also useful to improve subscriber pro?le and cat 
egory information and Which can generate additional revenue 
and/or become part of a channel deal With an E-Commerce 
provider. 

The Service Platform enables a netWork operator to facili 
tate E-Commerce deployment on its oWn netWork and to 
capture a share of the E-Commerce revenues. The Service 
Platform Personal Wallet function enables the netWork opera 
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tor to manage credit, impose spending limits and enable 
micro-payments. Services may interact With the Service 
Manager and VieWer Manager to provide a group of services 
from Which the Service Platform chooses to present to clients 
based on vieWer pro?les and categories. Operator may con 
versely tell a service it subscriber pro?le to request special 
iZed vieWer targeted offerings and advertisements to sub 
scribers. 

Viewer Manager 252 manages subscriber/user registration 
264, preference, and pro?le information 262. VieWer Man 
ager 252 enables users to register and record personal infor 
mation in a database. The personal information comprises 
vieWing patterns, promotional preferences, personal, Wallet 
and demographic information, etc. Based on this recorded 
information and the user’ s activities, the VieWer Manager 252 
generates pro?le information to categorize the user and pro 
duce targeted services, content and advertisements to suit the 
user’s pro?le 262 and expected preferences and needs. The 
VieWer Manager 252 also performs centraliZed updating of 
service and vieWer parameters. 
The Service Platform, via the SGW and supporting func 

tions, enables netWork operators to control access to the 
vieWer database and alloW only those service providers Who 
have a prior contract or agreement With the netWork operator 
to access privileged information (e.g., credit card numbers, 
vieWer’s actual name, home address, telephone number, 
social security number, etc .). For distributed functions, that is, 
When the client has suf?cient processing poWer and storage, 
the Viewer Manager 252 enables access to personal and pro 
?le information stored on the client devices and enables the 
client devices to select user-preferred content. Clients select 
user-preferred content via business ?lters in the client device 
(e.g., STB). 
The VieWer Manager 252 provides Household/Subscriber/ 

STB (or other client device) identi?cation and authentication 
in support of the Service GateWay and Parental Control func 
tions. The VieWer Manager 252 supports Multiple VieWer 
identi?cation and Registration authentication at a single STB 
through nicknames and personal identi?cation numbers. The 
vieWer identi?er preferably is derived from the client device 
identi?er number(s). The VieWer Manager 252 provides 
household and individual vieWer pro?ling through logging, 
generation, and matchmaking linked to ob served cumulative 
TV vieWing and purchasing habits in support of SGW. The 
VieWer Manager supports Distributed data capture and stor 
age betWeen the Service Platform and the STB, and supports 
bi-directional synchronisation. The VieWer Manager 252 
enables Distributed pro?le usage betWeen all Service Plat 
form applications and provides synchronisation With an 
external SMS/CRM. 

The VieWer Manager 252 enables multiple vieWer registra 
tions for a single STB or client device using abstract vieWer 
identi?ers comprising nickname, full name and PIN Storage 
in the STB or other client device. Business Agents 226 
enforce transactional business rules for interaction betWeen 
service providers and vieWers. Based on business rules, 
Which are de?ned by the netWork operators and based on 
agreements With the service providers, the Business Agents 
226 control transactions and service provider access to user 
information. Business Agents 226 insert, replace and delete 
vieWer information during a transaction. 

Business Agents 226 in conjunction With SGW 246 create 
sessions betWeen subscribers and service providers. SGW/ 
BusinessAgents 226 can control access to vieWer information 
details and manipulate vieWer information by inclusion, 
replacement and removal of vieWer information presented to 
Service Providers. SGW/Business Agents provide default 
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10 
values and control access to user information. SGW/Business 
Agents also perform Transaction Logging, Messaging Log 
ging, Load/Transaction Monitoring. 

Advertising Campaign management makes use of vieWer 
data mining and analytic systems in order to propose the best 
selection of products, advertisements and timing for broad 
cast. The Service Platform provides rule based systems to 
create ‘smart’ advertising campaigns. The campaigns are 
adaptive based on user preferences, pro?les, buying and 
vieWing habits, and demographics. Based on information 
coming from the Ad Content database, Campaign Rules data 
base, Service Manager, and Carousel Manager, the Ad Man 
ager decides the best products to present to the vieWer. It 
triggers the Carousel Manager to rebuild the broadcast cata 
log. The Ad Manager also interfaces With the Business Agents 
to propose advertising contents presented to the vieWer While 
the vieWer is on line. 
Open Streamer packages advertisements as N Service Plat 

form carousels, one per transport stream, optimiZing the 
bandWidth usage. STB client applications are broadcast With 
an advertisement library. This library performs Campaign 
acquisition, Matchmaking, Tracking and Reporting. The 
campaign acquisition client component runs in parallel With 
the client application, Watching for the campaign carousel, 
caching information, and pre-fetching as sets. The matchmak 
ing client components evaluate each advertising campaign 
With local parameters (type of page displayed, user informa 
tion, number of times campaign Was ran, etc.) and accesses 
the best advertisements for display. 

The SP in Which the present invention resides, provides a 
system architecture that provides a comprehensive revenue 
solution for regulation of content, advertising, messaging 
services, E-Commerce and television commerce (T-Com 
merce) in an interactive television environment. The revenue 
solution of the SP in Which the present present resides, pro 
vides netWork operator control and optimal revenue partici 
pation by merchants, service providers, netWork operators 
and the Service Platform provider. The Service Platform pro 
vides a centraliZing structure that enables creation of neW 
revenue streams for netWork operators, solution providers 
and service providers. 
The SGW enables the SP to hide the head-end operator’s 

valuable subscriber pro?le database by requiring vieWer 
information be given to a service exclusively by the netWork 
operator, and under the netWork operator’ s control. To protect 
the subscriber’s identity, an abstracted user identi?er (i.e., 
session identi?er) is transmitted to the service during the 
session that the service transmits transaction details to the SP. 
The user identi?er is session speci?c. There can be more than 
one user identi?er associated With a client, as When different 
family members use the same STB. Each family member and 
the household STB can be individually assigned a vieWer 
identi?er, category, tracked as to transactions for purchases/ 
movie requests/vieWing habits/etc., and pro?led by the SP 
VieWer Manager. The vieW identi?ers are made available to 
the SGW. The service provider only knoWs the client or STB 
identi?er through a session identi?er. Only the netWork or 
head-end operator, by Way of the SGW can resolve a session 
identi?er into vieWer information details (name, address, 
shipping information, etc.) needed for ful?lling an order. An 
exception can be made for a credit card number or other 
information, When the operator does not Wish to perform 
credit card collections or other transactions. 
The present invention enables netWork operators to control 

access to the vieWer information database and alloW only 
those service providers Who have an agreement With the net 
Work operator to access privileged information (e.g., credit 




























