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A game apparatus executes a game in Which a player charac 
ter and an enemy character ?ght against each other. The game 
apparatus includes an attack determiner that determines 
Whether the player character has an attack turn. When the 
attack determiner determines that the player character has an 
attack turn, an attack technique selector enables a player to 
select a desired attack technique to be executed by the player 
character. A selection time Value accumulator accumulates a 
selection time Value that corresponds to a shortness of time 
until the attack technique is selected by the player. When the 
selection time Value exceeds a predetermined Value, the 
attack technique selector enables the player to select a special 
attack to be selected by the player as the attack technique. 
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GAME DEVICE, GAME ADVANCING 
METHOD, PROGRAM, AND RECORDING 

MEDIUM 

CROSS REFERENCE TO RELATED 
APPLICATION 

The present disclosure relates to subject matter contained 
in Japanese Patent Application No. 2006-333769, ?led on 
Dec. 11, 2006, the disclosure of Which is expressly incorpo 
rated herein by reference in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a game apparatus and the 

like that advance by making a player character and an enemy 
character ?ght against each other. The invention more par 
ticularly relates to a game apparatus suitable for an arcade 
game machine. 

2. Description of the Related Art 
In recent years, a trading card game (hereinafter, simply 

referred to a card game) among arcade games installed in a 
public space, such as a game center, is particularly popular. In 
such a card game, a character appearing in a game is decided 
according to a card that a person Who plays the game oWns. 
For this reason, not only pleasure of simply playing a game 
but also pleasure of collecting a card used in the game is 
expected. In addition, a battle play betWeen friends having 
cards used in the same game is also a kind of pleasure. 
Assuming that a point of vieW of a charging method is 

excluded, fun of a game itself is largely in?uenced rather by 
types of cards on hand and it does not make a big difference 
Whether an arcade game machine is used as a platform or a 
home video game machine is used as the platform. Here, there 
Was a card game realiZed by using a home video game 
machine, in Which data included in a card is read by a bar code 
and a player character and an enemy character are made to 
?ght against each other according to the read data. In this card 
game, only a character decided on the attack side can make an 
attack on a character of the other party (for example, refer to 
Japanese Unexamined Patent Publication No. 7-121293 
(paragraphs [0009] to [00l2])). 

It can also be seen in a battle in a RPG (role playing game) 
that the player character and the enemy character ?ght against 
each other and an attack is performed by turns on the basis of 
a turn system. HoWever, at the time of an attack turn of the 
player character, there are many attack techniques that a 
player can select. During a period of time until the player 
selects an attack technique, the progress of a game is usually 
stopped. Here, in order to avoid that the Waiting time becomes 
too long, and as a result, the progress of the game is stopped 
for a long period of time, there is a case in Which a time limit 
is set When a player selects an attack technique and an attack 
technique set beforehand is automatically selected When 
there is no player’s selection even if the time limit elapses. 
HoWever, player’s intention cannot be re?ected in the 
progress of the game. In addition, since those described above 
are limited to an attack turn corresponding to the automatic 
selection, there is no subsequent in?uence on fun of the game. 

Furthermore, in a game in Which a player is made to com 
pete by indicating a result of the game as a score in order to 
avoid that the Waiting time for selecting an attack technique 
becomes too long, and as a result, the progress of the game is 
stopped for a long period of time, there is a case in Which a 
high score is obtained as a time until the attack technique is 
selected is short. HoWever, since the score does not affect the 
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2 
progress of the game, fun of the game is not increased at all. 
In addition, in a game in Which a result of the game is not 
indicated by a score (there is a game that is not familiar to a 
score indication), the method described above is completely 
meaningless. 

Moreover, in a game that adopts an ATB (active time 
battle), Which determines a character to make an attack on the 
basis of Whether or not an attack time set for each character 
has elapsed not on the basis of a turn, if an attack time of an 
enemy character elapses While Waiting for the selection of an 
attack technique of a player character, there is a case in Which 
the enemy character makes an attack even While Waiting for 
the selection of the attack technique. In this case, it is prefer 
able to select the attack technique of the player character as 
quickly as possible in order to increase the number of times in 
Which the player character makes an attack and to decrease 
the number of times in Which the player character is attacked 
from the enemy character. HoWever, it only appears as a 
difference of the number of times of an attack Whether the 
selection of the attack technique of the player character is 
speedy or late. Accordingly, it does not make a big difference 
on the fun of the game itself Whether the selection of the 
attack technique of the player character is speedy or late. 
Moreover, in the above case, the selection of the attack tech 
nique is not urged in a positive Way but the selection of the 
attack technique is only pressed in a negative Way. Accord 
ingly, an effect of an improvement in fun of a game seldom 
occurs. 

Furthermore, since an arcade game machine that is adopted 
very often as a platform for executing a card game in recent 
years is supposed to be played by many and unspeci?ed 
persons, it is not preferable for a speci?c person to monopo 
liZe the game machine to perform a game for a long time. The 
reason is that there are persons Waiting for a turn of the game. 
Such problem described above Was not considered at all in 
Japanese Unexamined Patent Publication No. 7-121293 since 
a home video game machine based on an assumption that an 
oWner monopoliZes the game machine to perform a game is 
used as a platform. HoWever, even in the case in Which the 
home video game machine is used as a platform, there may be 
persons Waiting for a turn of a game if friends more than the 
number of persons that can play With one game machine 
gather. 

SUMMARY OF THE INVENTION 

It is an object of the invention to provide a game device and 
the like Which are capable of increasing fun of a game by 
causing decision at the time of selection to in?uence the 
progress of the game, in a game in Which a player selects an 
attack technique of a player character against an enemy char 
acter, and Which are capable of ?nishing the game Without 
Wasted time When there is a person Waiting for a turn of the 
game. 

In order to achieve the object described above, according to 
a ?rst aspect of the invention, a game apparatus that executes 
a game in Which a player character and an enemy character 
?ght against each other and the characters of the Winning 
party reduces a predetermined parameter set for the character 
of the opposing party to a predetermined value by means of an 
attack includes: an attack turn determining unit that deter 
mines Whether the player character has an attack turn or the 
enemy character has an attack turn; an enemy attacking unit 
that causes the enemy character to make an attack on the 
player character When the attack turn determining unit deter 
mines that the enemy character has an attack turn, so that a 
predetermined parameter of the player character is reduced in 



US 7,963,834 B2 
3 

accordance With the attack; an attack technique selecting unit 
that causes a player to select a desired attack technique from 
a plurality of types of attack techniques provided as attack 
techniques of the player character When the attack turn deter 
mining unit determines that the player character has an attack 
turn; a player character attacking unit that causes the player 
character to make an attack on the enemy character by a use 
of an attack technique selected by the attack technique select 
ing unit so that a predetermined parameter of the enemy 
character is reduced due to the attack; and a selection time 
value accumulator that accumulates a selection time value, 
Which corresponds to shortness of a time until an attack 
technique is selected by the attack technique selecting unit, 
each time that the attack technique is selected. The attack 
technique selecting unit includes a special attack selecting 
unit that enables a special attack, Which causes an amount of 
reduction in a predetermined parameter of the enemy charac 
ter to be larger than that in the case of other attack techniques, 
to be selected as an attack technique of the player character 
under a condition that the selection time value accumulated 
by the selection time value accumulator exceeds a predeter 
mined value. 

In the game device described above, in a battle betWeen the 
player character and the enemy character, the player selects 
an attack technique at the time of an attack turn of the player 
character and the selection time value is accumulated corre 
sponding to the shortness of a time until the attack technique 
is selected. Moreover, When the accumulated selection time 
value exceeds a predetermined value, the special attack can be 
selected as an attack technique of the player character. 

In other Words, only a player Who selects an attack tech 
nique of a player character in each attack turn Within a short 
time can also select a special attack at the time of selection of 
the attack technique. Thus, on the basis of decision When an 
attack technique of a player character is selected (Whether or 
not a time until the selection is short) as Well as Which kind of 
attack technique of the player character is selected, a change 
in progress of a game does not occur only With one-time 
selection but the change in progress of the game occurs at the 
time of subsequent selection (that is, the game can be more 
advantageously advanced as the decision becomes excellent). 
As a result, fun of a game is improved. In addition, since it is 
possible to urge the player to make a selection in a positive 
Way While re?ecting an intention of the player re?ect, an 
effect of an improvement in fun of the game is increased. 

In addition, in order to enable a special attack to be selected 
as an attack technique of a player character, the attack tech 
nique should be selected as quickly as possible in an attack 
turn of the player character until then. Accordingly, it is 
expected that a period of time for Which the selection of a 
player is simply Waited Without the progress of a game Will be 
decreased. As a result, it is possible to reduce a case in Which 
a Waiting time of another person is increased in a state Where 
the progress of the game is actually stopped, When another 
person Waits for a turn for play of the game. In particular, this 
effect is noticeable in a case When the game device described 
above is applied to an arcade game machine. 

The game device may further include a member projection 
control unit that projects a predetermined member, Which is 
disposed in a housing of the game device and is inserted by an 
operation of a player, When the selection time value accumu 
lated by the selection time value accumulator exceeds a pre 
determined value. In this case, the special attack selecting unit 
may select the special attack as an attack technique of the 
player by inserting a member projected from the housing by 
the member projection control unit. 
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4 
Thus, by making the predetermined member projected 

When the selection time value exceeds a predetermined value, 
it is possible to make the player easily notice that the special 
attack can be selected. In addition, by using a method of 
inserting a projected member as a method of selecting a 
special attack, it is possible to give to a player a strong impres 
sion that the special attack, Which causes a predetermined 
parameter of an enemy character to be reduced more, is a 
special one different from other attack techniques. The con 
?guration in Which such predetermined member is provided 
in the housing is easily adopted in an arcade game machine. In 
addition, such con?guration enables the progress of a game to 
be dynamically expressed in a situation Where many and 
unspeci?ed persons can observe the game. 
The game device may further includes: a card information 

reader that reads information Written in a desired card 
selected by the player from cards, Which are oWned by the 
player, among a plurality of kinds of cards Written With infor 
mation on one of a plurality of kinds of characters that are 
used as the player character; and a player character setting 
unit that sets a character, Which corresponds to information 
read from the card by the card information reader, as a player 
character to ?ght against the enemy character in the game. 

In this case, the more number of types of cards on hand, the 
more number of characters that can be selected as player 
characters to ?ght against an enemy character. For this reason, 
not only pleasure of simply playing a game but also pleasure 
of collecting cards used in the game occurs. 

In this case, the special attack selecting unit may include a 
reading control unit at the time of a special attack that causes 
the card information reader to read information Written in a 
desired card among the cards, Which are oWned by the player, 
When selecting the special attack, and the player attacking 
unit may reduce a predetermined parameter of the enemy 
character in accordance With information, Which has been 
read from the card by the card information reader at the time 
of selection of the special attack, When the special attack is 
selected as an attack technique of the player. 

In this case, even When a player has selected a special 
attack as an attack technique of a player character, the amount 
of reduction in predetermined parameter of the enemy char 
acter resulting from the special attack varies depending on the 
type of a card on Which information is read at the timing. For 
this reason, fun When the player selects the special attack as an 
attack technique of the player character is increased. In addi 
tion, pleasure of collecting cards used in a game occurs from 
a point of vieW in Which a high effect is achieved With the 
special attack as Well as a point of vieW of simple selection of 
a player character. 

Furthermore, in the case When the plurality of kinds of 
cards include a special card that alloWs the player character to 
make an attack based on an attack technique, Which cannot be 
selected by the attack technique selecting unit, including the 
special attack by causing the card information reader to read 
Written information When it is determined that the player 
character has an attack turn, the attack technique selecting 
unit may select an attack technique corresponding to infor 
mation Written in the special card up to a predetermined 
number of times of attack turns of the player character until 
the game is ended from the start. In addition, the player 
attacking unit may make an attack against the enemy charac 
ter in accordance With information read from the special card 
When the information Written in the special card has been read 
by the card information reader, if it is determined that the 
player character has an attack turn. 

In this case, if the player uses a special card When the player 
has the special card, the player can select an attack technique 
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that cannot be selected if the player does not have the special 
card. Accordingly, since a person becomes more interested in 
Whether a special card can be obtained or not at the time of 
collecting cards, the pleasure of collecting cards is further 
increased. In addition, since the special card can be used only 
a predetermined number of times among attack turns of a 
player character (the special card may be used only once), a 
strategic point of the game related to When to use the special 
card becomes important, Which further increases fun of the 
game. 

In addition, for the plurality of kinds of cards, for example, 
some of all kinds of cards that can be used in a game may be 
provided separately from execution of the game. Moreover, in 
the case When an arcade game machine is applied as the game 
device described above, a neW card may be provided to a 
player When a coin is inserted to perform a neW game (or 
When the game is ended). In the case in Which a neW card is 
provided When the game is ended, different cards may be 
provided to a player according to a result of the game. In the 
case When the types of cards obtained as described above are 
equal, the cards may be exchanged With cards of friends. 

The game executed in the game device may have a plurality 
of stages of a ?rst stage to an n-th stage (Where ‘n’ is an integer 
equal to or larger than 2) and the player character may ?ght 
against different enemy characters for each of the stages. In 
this case, the selection time value accumulator may accumu 
late the selection time value from the ?rst stage even if a stage 
proceeds to a second stage or a stage subsequent to the second 
stage. In addition, a predetermined parameter of an enemy 
character that ?ghts against the player character at the n-th 
stage may be reduced up to the predetermined value only 
When the special attack is selected as an attack technique of 
the player character by the special attack selecting unit. 

In this case, it is preferable that the selection time value 
accumulator do not accumulate the selection time value up to 
a predetermined value, Which alloWs the special attack to be 
selected, until the (n—l)-th stage, regardless of a time until an 
attack technique is selected in each attack turn of the player 
character by the attack technique selecting unit. 

In this case, in order to clear the n-th stage (to reduce a 
predetermined parameter of an enemy character up to a pre 
determined value Without reducing a predetermined param 
eter of a player character up to a predetermined value), it is 
necessary not only to quickly select an attack technique at the 
n-th stage but also to quickly select an attack technique even 
at the (n—l)-th stage before the n-th stage. For this reason, 
even in a game divided into a plurality of stages of the ?rst to 
n-th stages, the game does not progress independently for 
every stage but a stage progressing game, in Which the ?rst to 
(n- 1 )-th stages progress toWard the n-th stage, is realiZed. As 
a result, a high-level game in Which all stages are connected 
With each other can be realiZed. In addition, since the selec 
tion time value is not accumulated up to a predetermined 
value until the (n—l)-th stage, that is, the special attack can be 
selected only at the n-th stage, it is possible to make the n-th 
stage of the game meaningful, Which further improves the fun 
of a game. 

Furthermore, in this case, it is preferable that the game 
device further include a charging unit that charges a prede 
termined fee at the start of a neW game. In addition, it is 
preferable that the game be continuously performed until a 
predetermined parameter of the player character is reduced to 
the predetermined value or a predetermined parameter of the 
enemy character is reduced to the predetermined value at the 
n-th stage by means of one-time charging of the charging unit. 
A method of performing charging Whenever a neW game is 

started is typically adopted in an arcade game machine. Since 
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it may be possible to ?nish the ?rst to n-th stages With one 
time charging according to decision When selecting an attack 
technique of the player character through all stages of the ?rst 
to n-th stages, it is possible to further urge the player to 
quickly select an attack technique in an attack turn of the 
player character. 

In the game device described above, a plurality of player 
characters ?ghting against the enemy character may exist in 
the game. In this case, the attack technique selecting unit may 
cause the player to sequentially select an attack technique of 
each of the plurality of player characters When the attack turn 
determining unit determines that the player character has an 
attack turn, and the selection time accumulator may accumu 
late the selection time value in common With the plurality of 
player characters. 

Thus, the plurality of player characters ?ghting against the 
enemy character exist and the selection time value corre 
sponding to the shortness of a time until an attack technique is 
selected is accumulated in common With all of the player 
characters even if the attack technique is independently 
selected for each of the player characters. Accordingly, since 
it is possible to urge the player to quickly select not only an 
attack technique of a speci?c player character but also attack 
techniques of any types of player characters, it can be pre 
vented that a Waiting time for Which selection of the player is 
simply Waited Without the progress of the game increases. 

In this case, the game device may further include a player 
character selecting unit that selects a plurality of player char 
acters to ?ght against the enemy character from characters, 
the number of Which is larger than the number of characters 
capable of ?ghting against the enemy character in the game, 
according to an instruction from the player at the start of the 
game. 

Thus, by causing a player to be able to select a plurality of 
player characters ?ghting against an enemy character When a 
game starts, it is possible to give pleasure to the player not 
only While the game is being advanced but also before the 
game starts to progress. 

In the case When the game device includes the player 
character selecting unit, the game device may further include 
a parameter initial value changing unit that When a combina 
tion of a plurality of player characters selected by the player 
character selecting unit is a predetermined combination, 
changes an initial value of a predetermined parameter of at 
least one of the plurality of player characters selected at the 
start of the game. 

Here, in the case When a predetermined attribute and an 
initial value of the predetermined parameter are set for each of 
the plurality of player characters, the parameter initial value 
changing unit may change an initial value of a predetermined 
parameter of at least one of the plurality of selected player 
characters at the start of the game When a combination of 
attributes of a plurality of player characters selected by the 
player character selecting unit is a predetermined combina 
tion. 

Thus, since an initial value of a predetermined parameter of 
at least one player character is changed by the combination of 
the plurality of player characters (or combination of 
attributes) selected by the player, fun When selecting a player 
character is increased. Here, in the case When any of the 
plurality of player characters is set by reading information 
Written in a card selected from cards that the playerpossesses, 
not only the number of cards to collect but also a combination 
of types of cards to collect becomes important, Which also 
increases the pleasure of collecting cards. 

Furthermore, in the case When the game device includes 
the player character selecting unit, the game device may 
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further include a special character setting unit that causes a 
special character to ?ght against the enemy character instead 
of the plurality of selected player characters according to an 
instruction from the player When a combination of the plural 
ity of player characters selected by the player character select 
ing unit is a special combination. 

Here, in the case When a predetermined attribute is set for 
each of the plurality of player characters, the special character 
setting unit may cause the special character to ?ght against the 
enemy character according to an instruction from the player 
When a combination of attributes of the plurality of player 
characters selected by the player character selecting unit is a 
special combination. 

Thus, since it is also possible to cause a special character to 
?ght against an enemy character by the combination of the 
plurality of player characters (or combination of attributes) 
selected by the player, fun When selecting a player character 
is increased. Here, in the case When any of the plurality of 
player characters is set by reading information Written in a 
card selected from cards that the player possesses, not only 
the number of cards to collect but also a combination of types 
of cards to collect becomes important, Which also increases 
the pleasure of collecting cards. 

In the game device described above, in the case When the 
plurality of player characters ?ghting against the enemy char 
acters exist. The game device according to any one of claims 
9 to 14, Wherein the attack technique selecting unit may select 
a combination of attack techniques set for the plurality of 
player characters by inputting an instruction in predetermined 
procedures Without sequentially selecting the attack tech 
niques of the plurality of player characters When the attack 
turn determining unit determines that the player character has 
an attack turn. In addition, the player attacking unit may make 
an attack on the enemy character on the basis of a combina 
tion of attack techniques set for the plurality of player char 
acters and reduces a predetermined parameter of the enemy 
character by using a different standard from that in a case, in 
Which attack techniques With respect to the respective player 
characters are sequentially selected, When the attack is made 
on the enemy character using the combination. 

In this case, it becomes possible not only that the plurality 
of player characters makes a separate attack on the enemy 
character, but that the plurality of player characters makes an 
attack on the enemy character With the combination of attack 
techniques of the plurality of player characters. As a result, 
fun caused by appearance of the plurality of player characters 
is increased. In addition, since the player needs to input an 
instruction in predetermined procedures in order to select an 
attack based on the combination of attack techniques of the 
plurality of player characters, the player may be interested in 
memorizing the predetermined procedures. In addition, the 
predetermined procedures by Which an instruction When 
selecting the combination of attack techniques is input may 
be changed according to the combination of the plurality of 
player characters ?ghting against the enemy character. 

The game device may be communicably connected With 
another game device capable of executing the same game. In 
this case, the enemy character may be a player character, 
Which is operated by another player, in another game device 
connected to the game device. 

In addition, if the game device is an arcade game machine, 
another game device may be an arcade game machine that is 
installed adjacent to the arcade game machine in a game 
center and the like or an arcade game machine that is installed 
in a remote game center and is connected to the arcade game 
machine through a communication line, for example. In addi 
tion, another game device may be a portable game machine 
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connected through an infrared communication and the like if 
the game device is a portable game machine. If the game 
device is a non-portable home video game machine, another 
game device may be another non-portable game device con 
nected through a communication line. 

In this case, since a battle play betWeen friends or unknoWn 
persons becomes possible, pleasure of the game is further 
increased. 

In order to achieve the object described above, according to 
a second aspect of the invention, a method of advancing a 
game Which is executed in a computer device including an 
input device for inputting a player’s instruction, a storage 
device for storing information required to advance the game, 
a processing device for performing processing for advancing 
the game, and a display device for displaying an image of the 
game and in Which a player character moving according to a 
player’ s instruction and an enemy character ?ght against each 
other includes: granting an attack right to the player character 
or the enemy character by processing of the processing device 
in accordance With a game progress situation such that one of 
the characters granted With the attack right has an attack turn; 
displaying an image, Which indicates that the enemy charac 
ter makes an attack on the player character by processing of 
the processing device, and reducing a predetermined param 
eter of the player character stored as information in the stor 
age device in response to the attack When the enemy character 
has an attack turn; causing a player to input a desired attack 
technique from a plurality of kinds of attack techniques, 
Which are set as attack techniques of the player character by 
processing of the processing device, through the input device 
When the player character has an attack turn; displaying an 
image, Which indicates that the player character makes an 
attack on the enemy character by using an attack technique 
that is input from the input device by processing of the pro 
cessing device, and reducing a predetermined parameter of 
the enemy character stored as information in the storage 
device in response to the attack; calculating a selection time 
value corresponding to shortness of a time until an attack 
technique is input from the input device by processing of the 
processing device and updating an accumulation selection 
time value that is accumulated each time When the attack 
technique is input and is stored as information in the storage 
device; enabling a special attack, Which causes an amount of 
reduction in a predetermined parameter of the enemy charac 
ter to be larger than that in the case of other attack techniques 
by means of processing of the processing device, to be 
selected as an attack technique of the player character When 
the player character has an attack turn, in the case When the 
accumulation selection time value exceeds a predetermined 
value; displaying indication of Winning of the enemy charac 
ter on the display device When a predetermined parameter set 
for the player character has been reduced up to a predeter 
mined value With an attack of the enemy character against the 
player character by means of processing of the processing 
device; and displaying indication of Winning of the player 
character on the display device When a predetermined param 
eter set for the enemy character has been reduced up to a 
predetermined value With an attack of the player character 
against the enemy character by means of processing of the 
processing device. 

In order to achieve the object described above, according to 
a third aspect of the invention, a program that causes a com 
puter device to execute a game in Which a player character 
moving according to a player’s instruction and an enemy 
character ?ght against each other and one of the characters 
that reduces a predetermined parameter set for the other par 
ty’s character up to a predetermined value by means of an 



US 7,963,834 B2 

attack Wins causes the computer device to function as: an 
attack turn determining unit that determines Whether the 
player character has an attack turn or the enemy character has 
an attack turn; an enemy attacking unit that causes the enemy 
character to make an attack on the player character When the 
attack turn determining unit determines that the enemy char 
acter has an attack turn, such that a predetermined parameter 
of the player character is reduced in accordance With the 
attack; an attack technique selecting unit that causes a player 
to select a desired attack technique from a plurality of kinds of 
attack techniques set as attack techniques of the player char 
acter When the attack turn determining unit determines that 
the player character has an attack turn; a player attacking unit 
that causes the player character to make an attack on the 
enemy character by the use of an attack technique selected by 
the attack technique selecting unit such that a predetermined 
parameter of the enemy character is reduced due to the attack; 
and a selection time value accumulator that accumulates a 
selection time value, Which corresponds to shortness of a time 
until an attack technique is selected by the attack technique 
selecting unit, each time When the attack technique is 
selected. The attack technique selecting unit includes a spe 
cial attack selecting unit that enables a special attack, Which 
causes an amount of reduction in a predetermined parameter 
of the enemy character to be larger than that in the case of 
other attack techniques, to be selected as an attack technique 
of the player character under a condition that the selection 
time value accumulated by the selection time value accumu 
lator exceeds a predetermined value. 

The program according to the third aspect of the invention 
may be provided in a state in Which the program is recorded 
in a computer-readable recording medium. The computer 
readable recording medium may be a recording medium that 
is con?gured to be detachable from the computer device and 
is provided separately from the computer device. The com 
puter-readable recording medium may be a recording 
medium, such as a ?xed disk device, Which is provided Within 
the computer device and is provided together With the com 
puter device. The program according to the third aspect of the 
invention may be distributed from a server device existing on 
a netWork to the computer device through a netWork by super 
imposing a data signal of the program on a carrier. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a vieW illustrating the outer con?guration of an 
arcade game machine according to the embodiment of the 
invention; 

FIG. 2 is a block diagram illustrating the circuit con?gu 
ration of the arcade game machine according to the embodi 
ment of the invention; 

FIG. 3 is a vieW illustrating an example of a trading card 
used in the arcade game machine according to the embodi 
ment of the invention; 

FIG. 4A is a vieW explaining a game advancing method and 
a game operating method in the arcade game machine accord 
ing to the embodiment of the invention; 

FIG. 4B is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4C is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4D is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 
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10 
FIG. 4E is a vieW explaining the game advancing method 

and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4F is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4G is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4H is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 4I is a vieW explaining the game advancing method 
and the game operating method in the arcade game machine 
according to the embodiment of the invention; 

FIG. 5A is a vieW explaining various kinds of data that are 
managed in a RAM in order to perform a game in the arcade 
game machine according to the embodiment of the invention; 

FIG. 5B is a vieW explaining various kinds of data that are 
managed in a RAM in order to perform a game in the arcade 
game machine according to the embodiment of the invention; 

FIG. 5C is a vieW explaining various kinds of data that are 
managed in a RAM in order to perform a game in the arcade 
game machine according to the embodiment of the invention; 

FIG. 6 is a How chart illustrating processing executed When 
a one-person play is selected in the arcade game machine 
according to the embodiment of the invention; and 

FIG. 7 is a How chart illustrating player attack processing 
shoWn in FIG. 6 in detail. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Hereinafter, an embodiment of the invention Will be 
described With reference to the accompanying draWings. 

FIG. 1 is a vieW illustrating the outer con?guration of an 
arcade game machine according to the embodiment. In an 
arcade game machine 1, a speaker 15 that is disposed in an 
upper part of a front surface of a housing 10 so as to output a 
sound and a display device 14 that is formed by using a CRT 
or a liquid crystal device so as to display an image are pro 
vided as shoWn in the draWing. A front door 18 that can be 
opened by an operation of a door key 18K is provided in a 
loWer part of the front surface of the housing 10. The front 
door 18 is provided With a coin slot 11 into Which a coin is 
inserted to start a game and a card discharge port 16 used to 
discharge a trading card, Which Will be described later, to the 
outside. A coin corresponding to a predetermined amount of 
money or a medal for a game that can be purchased With a 
predetermined amount of money may be applied as a coin that 
is inserted into the coin slot 11 in order to start a game. 
A ?rst player operation button 12a and a second player 

operation button 12b are provided left andright on a table-like 
surface positioned betWeen the upper display device 14 and 
the loWer front door 18. In the arcade game machine 1, the 
?rst player button 12a is a button that is operated to advance 
a game by a player, Who performs the game alone (including 
a case in Which a battle against another arcade game machine 
having the same con?guration is performed through a net 
Work), or one player in a case in Which tWo persons perform 
a game. The second player operation button 12b is a button 
that is operated to advance a game by the other player in a case 
in Which the game is performed by tWo persons only With the 
arcade game machine 1. 
A scanner 13 that reads code data (Which Will be described 

later) Written in a trading card, Which is inserted through a 
card slot 13R, is provided at a front side of the middle of the 
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table-like surface. At a rear side of the middle of the table-like 
surface, a sword 17 that is movable in an up and doWn direc 
tion is provided. The sWord 17 is driven to rise up by a sWord 
driving unit 17D When a predetermined condition, Which Will 
be described later, is satis?ed. The sWord 17 can be returned 
to an original state When a player pushes the sWord 17 doWn 
Ward While the sWord 17 is in the above state. 

In addition, a caster 19a is provided at a rear side of a loWer 
surface of the housing 10 such that the arcade game machine 
1 can be easily moved. An adjuster 19b that adjusts the height 
is provided at a front side of the loWer surface of the housing 
10 such that the arcade game machine 1 can be stably dis 
posed regardless of unevenness of an installation place. In 
addition, a shielding case 20 in Which, for example, a sub 
strate having a control circuit mounted thereon is stored is 
provided inside the housing 10. 

FIG. 2 is a block diagram illustrating the circuit con?gu 
ration of the arcade game machine 1 shoWn in FIG. 1. As 
shoWn in the draWing, in the arcade game machine 1, a control 
circuit (computer device) 20' is stored Within the shielding 
case 20. The control circuit 20' includes a CPU (central pro 
cessing unit) 21, a ROM (read only memory) 22, a RAM 
(random access memory) 23, an image processing unit 24, a 
sound processing unit 25, an input and output control unit 26, 
and a communication control unit 27. 

The CPU 21 controls each unit of the arcade game machine 
1 by executing a program stored in the ROM 22, thereby 
advancing a game provided in the arcade game machine 1. 
The CPU 21 includes an internal timer. The ROM 22 stores a 
program executed by the CPU 21 and various kinds of data 
that is not changed according to the progress of a game. The 
RAM 23 is used as a Work area of the CPU 21 and stores data 
that is changed according to the progress of a game. 

The image processing unit 24 is connected to the display 
device 14, generates an image corresponding to a game 
progress situation in accordance With an instruction from the 
CPU 21, and displays the generated image on the display 
device 14. The sound processing unit 25 is connected to the 
speaker 15 and outputs a sound effect corresponding to the 
game progress situation in accordance With an instruction 
from the CPU 21. 

The input and output control unit 26 is connected to a coin 
insertion sensor 118 that detects the insertion of a coin 
through the coin slot 11, the operation button 12 (12a and 
12b), the scanner 13, a card discharge unit 16D that dis 
charges a card stacked on a card stacker (not shoWn) from the 
card discharge port 16 to the outside, and the sWord driving 
unit 17D including a driving circuit that drives the sWord 17 
and a sensor that detects driving of the sWord 17. A detection 
signal of the coin insertion sensor 118, an input signal of the 
operation button 12, data read from a trading card by the 
scanner 13, and a detection signal When the sWord 17 is 
pushed by a player are input to the CPU 21 through the input 
and output control unit 26. In addition, an instruction to raise 
the sWord 17 is transmitted from the CPU 21 to the sWord 
driving unit 17D through the input and output control unit 26. 

The communication control unit 27 is connected to another 
device in order to control transmission/reception of informa 
tion to/from another connected device. Another device con 
nected to the communication control unit 27 may be another 
arcade game machine having the same con?guration as the 
arcade game machine 1. Another connected arcade game 
machine may be an arcade game machine that is disposed 
adjacent to the arcade game machine 1 and is connected to the 
arcade game machine 1 through an exclusive line or may be 
an arcade game machine that is disposed in a remote game 
center and is connected to the arcade game machine 1 through 
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a communication line, such as a telephone line or Internet. In 
addition, another device connected to the communication 
control unit 27 may be a management computer in a game 
center Where the arcade game machine 1 is disposed. 

In the arcade game machine 1 according to the embodi 
ment, in order to select a player character that Will participate 
in a game and ?ght against an enemy character, a trading card 
Written With information on a character that can be selected as 
a player character is used. As for a trading card, some of the 
plurality of kinds of trading cards is provided as a master card 
separately from the execution of a game. In addition, When a 
coin is inserted to start a neW game, one neW card is provided. 
If a person has the same cards, the person may exchange the 
same card With a neW card that his or her friend has. In such 
a method, a player needs to obtain and possess at least three 
cards (since the player is supposed to operate three player 
characters) before starting the game. HoWever, even if the 
player has only one or tWo cards, the player may generate an 
insuf?cient player character at random and start a game. 

FIG. 3 is a vieW illustrating an example of a trading card 
used in the arcade game machine 1 according to the embodi 
ment. A character 31, a character name 32, character infor 
mation 33, and code data 34 are draWn on a surface of a 
trading card 30. One of the characters that can participate as 
a player character in a game is draWn as the character 31, and 
a character draWn on the trading card 30 that makes the 
scanner 13 read the code data 34 appears as one of the player 
characters in the game. 
The character name 32 is a name of a character draWn on 

the trading card 30. The character information 33 is basic 
information on the character draWn on the trading card 3 0. For 
example, the character information 33 includes an initial 
value of HP (hit point: physical strength value of a character), 
fundamental capability values such as attack poWer and 
defense poWer, and an attribute of the player character 31 at 
the start of the game. The code data 34 is obtained by coding 
data for uniquely identifying the trading card 30. 

Next, a method of operating a player at the time of per 
forming a game in the arcade game machine 1 according to 
the embodiment Will be described. Here, it is assumed that the 
player already has several trading cards and plays the game 
alone While ?ghting against a computer. FIGS. 4A to 4I are 
vieWs explaining a game advancing method and a game oper 
ating method in the arcade game machine 1. 
When a coin for one game is inserted, one-person play can 

be selected. When the one-person play is instructed by an 
operation of the operation button 12, the neW trading card 30 
is discharged from the card discharge port 16. In addition, 
three enemy characters to ?ght against the player are deter 
mined by computer processing in the arcade game machine 1. 
As a result, as shoWn in FIG. 4A, a screen 14A on Which the 
determined enemy characters are shoWn is displayed on the 
display device 14. 

Then, the player is made to select a player character that 
performs a battle against the enemy characters. Here, as 
shoWn in FIG. 4B, a screen 14B that instructs the player to 
insert the trading card 30 into the card slot 13R so that the 
scanner 13 read the code data 34 is displayed on the display 
device 14. Here, the player makes the scanner 13 read the 
three trading cards 30 in a sequential manner, such that a 
player character participating in the battle is decided one by 
one Whenever one trading card 30 is read. In addition, it is not 
valid that the player makes the scanner 13 read the same 
trading card 30 as that already read. 

Next, as shoWn in FIG. 4C, a standby screen 14C for the 
start of a battle is displayed. On the standby screen 14C for the 
start of a battle, three player characters 41 and three enemy 
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characters 42 are disposed and a remaining time 40 before the 
start is displayed. When the remaining time 40 before the start 
becomes ‘0’, the battle starts and a battle screen is displayed 
on the display device 14. While Waiting for an attack turn of 
a player (player character 41) or computer processing (enemy 
character 42), almost the same screen (not including the dis 
play of the remaining time 40 and the display of a message 
indicating a standby state) as the standby screen 14C is dis 
played as the battle screen on the display device 14. 

In the case in Which attributes of the three player characters 
41 in this battle are equal, if the ?rst player operation button 
12a is operated in predetermined procedures until the remain 
ing time 40 before the start becomes ‘0’, a battle screen 14D 
on Which a special character 43 performs a battle as a player 
character instead of the three player characters 41 is displayed 
on the display device 14, as shoWn in FIG. 4D. The special 
character 43 has the HP and other capabilities tWice higher 
than those of each character appearing as the player character 
41. 
When the remaining time 40 before the start is set to ‘0’, the 

battle starts and an attack turn of the player or the computer 
processing alternates. In the case of an attack turn of the 
player, as shoWn in FIG. 4E, a selection screen 14E for select 
ing an attack technique for every character is displayed on the 
display device 14. On the attack technique selection screen 
14E, an attack technique display portion 44 and a courage 
gauge 45 corresponding to left and right buttons of the ?rst 
player operation button 1211 are included. Even though each 
character prepares tWo attack techniques, left and right posi 
tions of the attack techniques are decided at random each time 
the attack technique selection screen 14E is displayed. In 
addition, the courage gauge 45 decreases With time until one 
of the attack techniques is selected by the ?rst player opera 
tion button 1211. 

In the case When the three player characters 41 perform the 
battle Without the special character 43, it is necessary to select 
an attack technique for each of the player characters 41 in one 
attack turn of the player, and a point corresponding to the 
length of the courage gauge 45 at the time of selecting each 
attack technique is added to a courage point. In the case When 
the special character 43 performs the battle, an attack tech 
nique is selected only once in one attack turn of the player, and 
a point corresponding to three times the length of the courage 
gauge 45 at the time of selecting the attack technique is added 
to a courage point. 
When the attack technique selection screen 14E is dis 

played, the player may insert the trading card 30 into the card 
slot 13R so that the scanner 13 reads the code data 34. In the 
case When special information indicating that the read trading 
card 30 is a special card is described as shoWn in FIG. 4F, a 
call character 46 other than the player characters 41 (or the 
special character 43) is called and a call attack screen 14F on 
Which the call character 46 makes an attack on the enemy 
character 42 is displayed on the display device 14. A special 
card can be used only once in a series of games Which can be 
played by one coin insertion. In addition, While the attack 
technique selection screen 14E is being displayed, the trading 
card 30 excluding the special card is disregarded even if the 
trading card 30 is read. 

While the attack technique selection screen 14E is being 
displayed, if the player operates the ?rst player operation 
button 12a in predetermined procedures, for example, hits the 
?rst player operation button 12a repeatedly and a combina 
tion of attack techniques respectively selected for the three 
player characters 41 is a predetermined combination, a com 
bination attack screen 14G on Which the three player charac 
ters 41 attack the enemy character 42 at the same time by 
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combining respective attacks is displayed on the display 
device 14, as shoWn in FIG. 4G. 

In addition, When a courage point reaches a predetermined 
point at the time of an attack turn of the player, the sWord 17 
is raised upWard, as shoWn in FIG. 4H. At the same time, an 
attack technique selection screen 14H on Which hitting a 
‘?nishing bloW’ on the enemy character 42 can be selected as 
an attach technique is displayed on the display device 14. 
Here, the player may insert the trading card 30 into the card 
slot 13R so that the scanner 13 reads the code data 34. More 
over, in the case When the code data 34 is read from the 
plurality of trading cards 30, only the trading card 30 read at 
the last is effective. In addition, When a special card is ?rst 
read, call of the call character 46 is prioritized. 

If the player pushes the raised sWord 17 after the scanner 13 
has read the trading card 3 0 (this is not an essential operation), 
a bloW attack screen 14I alloWing to hit the ‘?nishing bloW’ on 
the enemy character 42 is displayed on the display device 14, 
as shoWn in FIG. 4I. In addition, a courage point does not 
reach a predetermined point in a stage before a ?nal stage 
regardless of a period until an attack technique is selected on 
the attack technique selection screen 14E, and the ‘?nishing 
bloW’ can be executed only in the ?nal stage. In addition, the 
HP of the enemy character 42 appearing in the ?nal stage does 
not be ‘0’ unless the ‘?nishing bloW’ is hit on the enemy 
character 42. 

In addition, an attack turn of the player and an attack turn of 
computer processing alternately occur, and the HP of the 
player character 41 (or the special character 43) that has 
received an attack from the enemy character 42 in the attack 
turn of the computer processing is decreased corresponding 
to the attack. The player character 41 Whose HP has reached 
‘0’ cannot participate in a subsequent battle (hoWever, the 
player character 41 may be revived When shifting to the next 
stage). If the HPs of all of the three player characters 41 reach 
‘0’ (or the HP of the special character 43 reaches ‘0’), the 
player loses and the game ends. 
The HP of the enemy character 42, Which has received an 

attack from the player character 41 (or the special character 
43 or the call character 46) according to an instruction of the 
player in the attack turn of the player is decreased in accor 
dance With the attack. The enemy character 42 Whose HP has 
reached ‘0’ cannot participate in a subsequent battle and the 
corresponding stage is cleared When all HPs of the three 
enemy characters 42 become ‘0’. When a ?nal stage is 
cleared, the player Wins the game and the game ends. If a stage 
before the ?nal stage is cleared, the screen shifts to the next 
stage. Then, the enemy character 42 in a neW stage appears, 
and thus the game resumes. 

Next, data that is managed to perform a game in the arcade 
game machine 1 according to the embodiment Will be 
described. Here, data managed in the RAM 23 Will be 
described by using, as an example, a case in Which a player 
alone plays While ?ghting against a computer. In addition, 
data that changes With the progress of a game is stored before 
hand in the ROM 22, and initial values of information (for 
example, HP, capability value, attribute, and attack tech 
nique) on characters Written in various kinds of trading cards 
30 distributed to many and unspeci?ed players are also 
included in the ROM 22. In addition, initial values of infor 
mation (for example, HP, capability value, attribute, and 
attack technique) on characters that can appear as enemy 
characters are also included in the ROM 22. 

FIG. 5A is a vieW illustrating a player character table stored 
in the RAM 23. A player character name 51, an HP 52, a 
capability value 53, an attribute 54, an attack technique A 55, 
and an attack technique B 56 regarding a character corre 
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sponding to code data of the trading card 30 read by the 
scanner 13 are registered in a player character table 50 so as to 
correspond to the character. In the case When the special 
character 43 participates in a battle instead of the player 
character 41, a character registered in the player character 
table 50 is only the special character 43. 

The player character name 51 is a name of a character (or 
the special character 43 that replaces the character) that is 
selected as the player character 41 by the player after the code 
data 34 has been read from the trading card 30 possessed by 
the player by the scanner 13. The HP 52 is a current HP value 
of the corresponding player character 41 (or the special char 
acter 43). The player character 41 Whose HP 52 becomes ‘0’ 
cannot ?ght in the battle. In addition, When the HPs 52 of all 
player characters 41 become ‘0’, the player loses in the battle. 
The capability value 53 is a capability value, such as an attack 
poWer or a defense poWer of the corresponding player char 
acter 41. The HP 52 and the capability value 53 change With 
the progress of a game. 

The attribute 54 is an attribute of the corresponding player 
character 41. When a character having the same attribute is 
selected as the player character 41 and is registered in the 
player character table 50, it becomes possible to make the 
special character 43 appear. The attack technique A 55 and the 
attack technique B 56 are ?rst and second attack techniques, 
respectively, When the corresponding player characters 41 
attack the enemy character 42. The player selects any of the 
attack technique A 55 and the attack technique B 56 in the 
attack turn of the player. 

FIG. 5B is a vieW illustrating an enemy character table 
stored in the RAM 23. An enemy character name 61, an HP 
62, a capability value 63, an attribute 64, and an attack tech 
nique 65 regarding each of the enemy character 42 selected as 
characters, Which are supposed to participate in a battle in a 
current stage, are registered in an enemy character table 60 so 
as to correspond to each enemy character. The enemy char 
acter name 61 is a name of each of the enemy characters 42 
appearing in the corresponding stage. The HP 62 and the 
capability value 63 are similar to those of the player character 
41, and the HP 62 and the capability value 63 also change With 
the progress of a game. 

The attribute 64 is an attribute of the corresponding enemy 
character 42. As types of the attribute 64, there are the same 
kinds of attributes 54 as the player character 41. There are 
cases of the same attributes, opposite attributes, and other 
attributes. Assuming that the player character 41 and the 
enemy character 42 have the same capability values 53 and 
63, damage is relatively large When the player character 41 
and the enemy character 42 are attacked by the enemy char 
acter 42 and the player character 41 having opposite attributes 
and the damage is relatively small When the player character 
41 and the enemy character 42 are attacked by the enemy 
character 42 and the player character 41 having the same 
attributes. Only one kind of attack technique 65 of the enemy 
character 42 is registered unlike the player character 41. 

FIG. 5C is a vieW illustrating various kinds of data, Which 
is required for the progress of a game and is managed in the 
RAM 23 consistently from the start to the end of the game, 
other than the player character table 50 and the enemy char 
acter table 60. Such data includes a stage No. 71, a courage 
point 72, an attack turn 73, and a call ?ag 74. 

The stage No. 71 indicates a number of a stage in a current 
game. For example, When there are three stages of ?rst to third 
stages, any one of the numbers ‘ l ’, ‘2’, and ‘3’ is input. The 
courage point 72 is obtained by accumulating a value corre 
sponding to the length of the courage gauge 45 When an attack 
technique of the player character 41 (or the special character 
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43) is selected. When the courage point 72 reaches a prede 
termined value, the ‘?nishing bloW’ may be executed. 
The attack turn 73 indicates Which one of a player and 

computer processing has an attack turn in the case of a one 
person play and Which one of tWo players has an attack turn in 
the case of a tWo-person play. The call ?ag 74 is a ?ag that is 
set When an attack of the call character 46 is performed by 
using a special card during a game that can be performed by 
one-time coin insertion. In the case When the call ?ag 74 is set, 
even if a special card is read in the attack turn of the player, it 
is not possible to call another call character 46 to attack the 
enemy character 42. 

In addition, data required for the progress of a game may be 
temporarily stored in the RAM 23, even though the data is not 
data that is consistently managed from the start to the end of 
the game. Such data includes an attack technique selected for 
each of the player characters 41, damage that is caused to the 
player character 41 or the enemy character 42 due to an attack, 
the code data 34 of the trading card 30 read by the scanner 13, 
and the like. 

Hereinafter, processing in the arcade game machine 1 
according to the embodiment Will be described. In a state in 
Which a game is not performed, a demo screen or a coin 
insertion instruction screen is displayed. When the coin inser 
tion sensor 11S detects that a coin has been inserted three the 
coin slot 11, it becomes possible to perform a one-person 
play. If it is instructed to perform the one-person play by 
means of an operation of the ?rst player operation button 12a, 
a game for the one-person play is started. 

FIG. 6 is a How chart illustrating processing executed When 
a one-person play is selected. In this How chart, it is assumed 
that stages of a game are from a ?rst stage to a third stage. 
First, the CPU 21 controls the card discharge unit 16D such 
that one of the trading cards 30 stacked on a card stacker is 
discharged (step S101). 

Then, the CPU 21 determines the type of an enemy char 
acter that Will perform a battle against a player character in 
this game. Here, three enemy characters are determined for 
each of the ?rst to third stages. The CPU 21 reads initial 
information on the enemy characters, Which are determined 
to perform the battle, from the ROM 22 and registers infor 
mation on the enemy characters 42 appearing in the ?rst stage 
in the enemy character table 60 of the RAM 23. As for the 
enemy characters 42 appearing in the second stage or the third 
stage, only information indicating the selection of a character 
is temporarily stored in the RAM 23 (step S102). If the enemy 
characters are determined, the CPU 21 transmits an instruc 
tion to the image processing unit 24 so that the introduction 
screen 14A of the determined enemy characters is displayed 
on the display device 14 (step S103). 

Then, the CPU 21 transmits an instruction to the image 
processing unit 24 so that the screen 14B, Which instructs the 
player to cause the trading card 30 on hand to be read by the 
scanner 13, is displayed on the display device 14 (step S104). 
The CPU 21 causes the scanner 13 to read the code data 34 
Written in the trading card 30 that the player has inserted 
through the card slot 13R according to the screen 14B (step 
S105) The CPU 21 determines Whether or not the code data 
34 read by the scanner 13 is equal to code data that has been 
already read (step S106) If it is determined that the code data 
34 read by the scanner 13 is equal to code data that has been 
already read, the CPU 21 disregard the read code data 34 and 
returns to processing in step S104. 

If it is determined that the code data 34 read by the scanner 
13 is code data that is not read yet, the CPU 21 reads initial 
information on a character corresponding to the read code 
data 34 from the ROM 22 and registers the read initial infor 
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mation in the player character table 50 of the RAM 23 as one 
of the player characters 41 that participate in a battle (step 
S107). The CPU 21 determines Whether or not information on 
the three player characters 41 has been registered in the player 
character table 50 (step S108). If it is determined that the 
information on the three player characters 41 is not registered 
yet, the process returns to processing in step S104. 

If the information on the three player characters 41 is 
registered, the CPU 21 sets ‘ l ’ as an initial value in the stage 
No. 71 (step S109). The CPU 21 determines Whether or not 
the three player characters 41 on Which information is regis 
tered in the player character table 50 are the combination of 
speci?c characters de?ned beforehand (step S110). If it is 
determined that the three player characters 41 are the combi 
nation of speci?c characters, the CPU 21 causes the HP 52 of 
each player character 41 registered in the player character 
table 50 to be increased by 10% (step S111), proceeding to 
processing in step S112. If it is determined that the three 
player characters 41 are not the combination of speci?c char 
acters, the process proceeds to step S112. 

In step S112, the CPU 21 starts to check a Waiting time 
before the start of a battle by using an internal timer. Here, the 
CPU 21 transmits an instruction to the image processing unit 
24 so that the standby screen 14C for the start of a battle is 
displayed on the display device 14 (step S113). Then, the 
CPU 21 determines Whether or not the Waiting time before the 
start of the battle has elapsed (step S114). If it is determined 
that the Waiting time before the start of the battle has not 
elapsed, the CPU 21 determines Whether or not the attributes 
54 of the three player characters 41 registered in the player 
character table 50 are equal to each other (step S115). If it is 
determined that the attributes 54 are equal to each other, the 
CPU 21 determines Whether or not the ?rst player operation 
button 1211 has been operated in predetermined procedures 
(step S116). 

If it is determined that the attributes 54 of the three player 
characters 41 are not equal or it is determined that the ?rst 
player operation button 12a is not operated in the predeter 
mined procedures, the process returns to processing in step 
S113. If it is determined that the ?rst player operation button 
12a is operated in the predetermined procedures in step S116, 
the CPU 21 changes a character, Which performs the battle, to 
the special character 43 according to the combination of the 
three player characters 41 and registers the changed special 
character 43 in the player character table 50' (step S117). 
Then, the process proceeds to processing in step S118. Even 
in the case When it is determined that the Waiting time has 
elapsed in step S114, the process proceeds to processing in 
step S118. 

In step S118, the CPU 21 determines Which one of the 
player (player character 41 or special character 43) and the 
computer processing (enemy character 42) Will have a prior 
ity of an attack by execution of a random function, for 
example. The CPU 21 sets the attack turn 73 for a party that 
has been determined to have the priority of an attack. Then, 
the CPU 21 determines Whether or not this attack turn is for 
the player With reference to the attack turn 73 (step S119). 

If it is determined to be the attack turn of the player, the 
CPU 21 causes the player to select an attack technique of each 
of the player characters 41 (or the special character 43) by 
performing player attack processing, Which Will be described 
in detail later. By using the selected attack technique, the 
player character 41 (or the special character 43) makes an 
attack on the enemy character 42 (step S120). As a result of 
the player attack processing, the CPU 21 determines Whether 
or not the HPs 62 of all enemy characters 42 in the current 
stage have become ‘0’ (step S121). If all HPs 62 of all enemy 
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characters 42 have not become ‘0’, the CPU 21 sets the attack 
turn 73 as an attack turn of the computer processing (step 
S122). Then, the process returns to processing in step S119. 
On the other hand, if it is determined to be the attack turn of 

the enemy character in step S119, the CPU 21 causes the 
enemy character 42 to attack the player character 41 (or the 
special character 43) by performing enemy attack processing, 
Which Will be described in detail later (step S123) As a result 
of the enemy attack processing, the CPU 21 determines 
Whether or not the HPs 52 of all player characters 41 (or the 
special character 43) have become ‘0’ (step S124). If all HPs 
52 of all player characters 41 (or the special character 43) 
have not become ‘0’, the CPU 21 sets the attack turn 73 as an 
attack turn of the player (step S125). Then, the process returns 
to processing in step S119. 

If all HPs 52 of all player characters 41 (or the special 
character 43) have become ‘0’, the CPU 21 transmits an 
instruction to the image processing unit 24 so that a screen 
shoWing that the player has lost is displayed on the display 
device 14 (step S126). Then, the game is over, and accord 
ingly, processing of the How chart is ended. 

In addition, if it is determined that the HPs 62 of all the 
enemy characters 42 have become ‘0’ in step S121, the CPU 
21 determines Whether or not the stage No. 71 is ‘3’ (step 
S127) If it is determined that the stage No. 71 is not ‘3 ’, stages 
so far are cleared and a stage proceeds to the next stage. In this 
case, the CPU 21 transmits an instruction to the image pro 
cessing unit 24 so that a screen shoWing that the stages so far 
have been cleared is displayed on the display device 14 (step 
S128). 

Then, the CPU 21 grants a stage clear bonus to the player. 
The stage clear bonus is granted by making the HP 62 of each 
player character 41 recovered up to a predetermined level or 
increasing the capability value 53, for example. In addition, in 
the case When the player character 41 Whose HP 62 has 
become ‘0’ exists, it may be possible to make only one player 
character 41 revived and grant the HP 62 corresponding to a 
predetermined amount to the player character 41 (step S129). 
Thereafter, the CPU 21 increases the stage No. 71 by only ‘ l ’ 
(step S130) In addition, information on the enemy character 
42 in the next stage is registered in the enemy character table 
60 of the RAM 23 (step S131), and then the process returns to 
processing in step S119. 

In addition, if it is determined that the stage No. 71 is ‘3 ’ in 
step S127, all stages are cleared and the player is determined 
to have completely Won the battle. Accordingly, the CPU 21 
transmits an instruction to the image processing unit 24 so 
that a screen shoWing that the player has Won the battle is 
displayed on the display device 14 (step S132). Then, the 
game is over, and accordingly, processing of the How chart is 
ended. 

FIG. 7 is a How chart illustrating player attack processing 
of step S120 in detail. In the enemy attack processing, the 
CPU 21 ?rst initialiZes all data (the courage point 72, the 
attack turn 73, and the call ?ag 74 are not temporary data 
described herein) on an attack of the player temporarily 
stored in the RAM 23 (step S201). Then, the CPU 21 deter 
mines Whether or not a value of the courage point 72 is a 
predetermined value or more (step S202). 

If it is determined that the value of the courage point 72 is 
the predetermined value or more, the CPU 21 reads the capa 
bility value 53, the attack technique A 55, and the attack 
technique B 56 regarding one (or the special character 43) of 
the player characters 41 registered in the player character 
table 50 in the sequential manner (step S203). The CPU 21 
starts to check a selection time of the attack technique by 
using the internal timer (step S204). The CPU 21 randomly 
















