
US007966030B2 

(12) Ulllted States Patent (10) Patent N0.: US 7,966,030 B2 
Yamaguchi (45) Date of Patent: Jun. 21, 2011 

(54) PUSH-TO-TALK OVER CELLULAR SYSTEM, (56) References Cited 
PORTABLE TERMINAL, SERVER 
APPARATUS, POINTER DISPLAY METHOD, U~S~ PATENT DOCUMENTS 
AND PROGRAM THEREOF 3,351,714 A * 1l/l967 KunZelman et a1. ........ .. 455/561 

5,222,137 A * 6/1993 Barrett et al. ............... .. 380/271 

(75) Inventor: Yuuichi Yamaguchi, Tokyo (JP) 5,363,507 A * 11/1994 Nakayama et al' 715/743 
5,542,039 A * 7/1996 Brrnson et a1. 715/800 

_ 5,654,726 A * 8/1997 Mirna et al. .................. .. 345/2.2 

(73) Ass1gnee: NEC Corporation, Tokyo (JP) (Continued) 

( * ) Notice: Subject‘ to any disclaimer, the term of this FOREIGN PATENT DOCUMENTS 
patent 1s extended or adjusted under 35 JP 08 237628 9/1996 
U.S.C. 154(b) by 1012 days. ' _ 

(Cont1nued) 
(21) Appl. No.: 11/795,143 OTHER PUBLICATIONS 

(22) PCT Filed: J an, 12, 2006 Tomoharu Oota, ‘Push to Talk’ Service NEC ga Keitai DenWa ARPU 
Zodaisaku 0 Happyo, Telecommunication, Mar. 25, 2004, vol. 21, 

(86) PCT N0.: PCT/JP2006/300675 N<>~ 4, PP~ 68 to 69 

§ 371 (c)(1), Primary Examiner * YuWen Pan 
(2), (4) Date? Jlll- 12: 2007 Assistant Examiner * Hai V Nguyen 

(74) Attorney, Agent, or Firm * McGinn IP Law, PLLC 
(87) PCT Pub. No.: WO2006/075783 

PCT Pub. Date: Jul. 20, 2006 (57) ABSTRACT 
The present invention provides a PoC portable terminal 

(65) prior publication Data capable of performing edit and information addition on a 
display screen on Which screen information relating to a 

Us Zoos/0139251 A1 Jun- 12, 2008 group telephone conversation is displayed. When a push but 
ton of a key operation part 15 is pushed doWn, a portable 

(30) Foreign Application Priority Data terminal 1 becomes a master side. The portable terminal 1 
displays pointer information of a marker, Which is outputted 

Jan- 12, 2005 (JP) ............................... .. 2005-004622 byapoiming device part 18, onadisplay Pan 16- The Portable 
terminal 1 transmits the pointer information from a radio part 
14 to a PoC server. The PoC server sends the pointer infor 

(51) Int' Cl' mation from the portable terminal 1 to other users’ portable 
H04B 1/38 (2006.01) . . . . 

_ _ _ _ ter'm1nals 1n a group. If the po1nter1s moved, then the portable 
(52) US‘ Cl‘ """ " 455/518’ 345/157’ 345/160’ 345/163’ terminal 1 as a master side repeats the aforementioned pro 

345/173; 345/504 Cesses' 
(58) Field of Classi?cation Search ................. .. 455/518 

See application ?le for complete search history. 19 Claims, 9 Drawing Sheets 

21 
S 

(SCREEN DISPLAY \ 

A. O O O O O O O 
22 POINTER 
_/ 

B_ X X X X X X 

C. A A A A A A A 

\ j 



US 7,966,030 B2 
Page 2 

U8. PATENT DOCUMENTS 7,716,312 B222 5/2010 G_6mb1_6 ...................... .. 709/223 

5724106 A * M998 Autryetalt """"""""" " 348/734 7,747,021 132: 6/2010 L1n61261g6n6261 380/274 

A 2 A616 121212222 22222 221 ~~~ 2 212222 ’ ’ """" " , , 0 neta. ................ .. 

2233222; 2 : 3x332 g9wfilllly222él2 3483/3629; 2002/0098885 A122 7/2002 s61<6gu6111 .................... .. 463/31 
529822370 A * U/l999 K13“ let 715%0 2002/0178222 A122 11/2002 02116166261. 709/205 
620572831 A * 5/2000 Hglrmnll’segt2é2l2l222 725/38 2002/0184209 A122 12/2002 $626 6261. 707/5 

2 2 . 2 2003/0020757 A122 1/2003 345/790 
6,166,734 A 22 12/2000 N61116261. 715/748 ,6 

6,266,691 616 76661 1666666 6 61. 669666 53323223533 g}. 3333; 6384,1332 
622972802 131* “wool Fujioka """ 22 2345/156 2004/0015553 A122 1/2004 G'f? 2 1' ' 709/206 
6392 674 B122 5/2002 Hiraki 6261. . 715/857 n “e a‘ 624902634 132* 120002 C . 719/329 2004/0039779 A122 2/2004 Amstrong 6261. 709/204 

626082636 131* 80003 Rom“ ~~~~~~ 22 2 75/753 2004/0174340 A122 9/2004 BI'uIleau 62 61. ............. .. 345/167 
626432377 131* 110003 Tosema?. "£2 1 2 381/306 2004/0225416 A122 11/2004 KubOta 62 61. ................... .. 701/1 
627272916 131* 40004 Bakalanarlgs ‘6 a2 '''''''''' 22 715mg 2005/0122922 A122 6/2005 Wu 62 61. .... .. 370/310 

2 2 22222222222222222222222 22 2005/0122923 A122 6/2005 166g 6261. 370/310 

gggggg 5;: 15588;‘ ggi‘?égcrk ‘25555095012; 2005/0131673 A122 6/2005 KOiZuIIli 62 61. 704/2 
2 2 2 2005/0135348 A122 6/2005 s26661< .. 370/353 

7,020,650 13222 3/2006 $626 62 61. ................. .. 1/1 ,6 

7,023,821 B222 4/2006 W621161sp66n 62 61. . 370/329 gggggiglggi 21,1 ggggg gifrllyet'él “45731136? 
7047195 13222 5/2006 KOiZllIIli 62 61. . 704/260 ' ' ' 
720692296 132* 600% M11 t 1 709003 2005/0193343 A122 9/2005 K6w6b6 6261. . 715/716 
721712448 131* V2007 Di’nigfsznaek 212122222 2 709/205 2005/0273700 A122 12/2005 (3116121151611 62 61. .. 715/512 

2 2 . 2 2 2 2006/0025122 A122 2/2006 11611166261. 455/419 

gégghggg E5: 3588; gugleggllettali 2222222222 22 2006/0034042 A122 2/2006 11166116 62 61. 361/681 
722092966 132* 40007 SOhSCt te 1&2 222222222 22 709/225 2006/0035630 A122 2/2006 MOIiShiIIla 6261 455/416 
722222078 132* 50007 A?) ‘fame a2 22 2 705/11 2006/0095469 A122 5/2006 Willy 6261 ....... .. . 707/104.1 
722512675 131* 70007 K e21‘; 227090024 2006/0200540 A122 9/2006 M611s111m66261. . 709/220 
722662779 132* 90007 Bani trim a 2 715/778 2006/0242239 A122 10/2006 MOIiShiIIla 6261. . 709/204 
723132522 132* 120007 Filing? 2 704/258 2006/0276213 A122 12/2006 G622s611611<6261 . 455/518 

2 2 . 2 2 2007/0040892 A122 2/2007 AOki 62 61. ........ .. . 348/14.01 
* 

3232322; 3%,, 25882 xdvglrsizm'lgggt'él "3"797/gg/228‘1‘ 2007/0127670 A122 6/2007 MOIiShiIIla 6261. . .. 379/202.01 

7,398,294 B222 7/2008 Flofkey 62 61. ........... .. 709/204 gggagigiggé :1: $88; 2222222222 2' 7,421,069 B222 9/2008 V6m6n 62 61. .......... .. 379/204.01 1¥1_ er 22222 22 7,433,179 132* 10/2008 Hisano et a1‘ “ 2008/0056570 Al* 3/2008 W1ll1ams et a1. 382/173 

7,454,763 B26 “0008 veselova et a1, ,,,,,, n 719/329 2008/0136897 A122 6/2008 MOriShiIIla 6261 . 348/14.08 
7,489,772 B222 2/2009 sZ6m616ny1 62 61. . 379/202.01 2008/0187143 A1* 8/2008 Milk-Fan ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~~ 381/17 

7,509,577 13222 3/2009 161261626 62 61. ,,,,,, .. . 715/256 2009/0046139 A122 2/2009 (311216162 61. ............. .. 348/14.08 

7,519,917 13222 4/2009 L66/16136261666261. . 715/772 2009/0100355 A122 4/2009 T61<6mur6 62 61. .......... .. 715/757 
7,526,306 13222 4/2009 BIGIIIS 6261. ..... .. 455/518 2009/0261987 A122 10/2009 Sun ............ .. 340/870.07 

7,542,068 13222 6/2009 Es111<6116261 . 348/14.08 2010/0048235 A122 2/2010 13616261. 455/518 
7,561,672 13222 7/2009 L66 ........ .. . 379/88.03 2010/0057879 A122 3/2010 131161111612 6261. 709/206 

7,258,353 5%: “@883 gin W161‘; 6666666666 ~l~ 2010/0194715 A122 8/2010 H11116y6261. ............... .. 345/179 
, , awas 1ma et a . . . 

7,640,506 B2* 12/2009 Pratley e2 61. .... .. . 715/751 FOREIGN PATENT DOCUMENTS 
7,653,405 13222 1/2010 Wu 6261. ..................... .. 455/519 
7,664,514 13222 2/2010 MOriShiIIla 6261. ...... .. 455/456.3 JP 10416168 “998 

JP 2001-306202 11/2001 
7,668,901 13222 2/2010 P161116 62 61. .... .. 709/203 

. JP 2003-526275 9/2003 
7,679,640 13222 3/2010 Es111<6116261 . 348/14.09 W0 Wool/95151 A1 12/2001 
7,683,925 13222 3/2010 L66 ........... .. . 348/14.01 _ _ 

7,714,802 B2* 5/2010 Hurley e261. ................ .. 345/2.l * clted by examlner 





US. Patent Jun. 21, 2011 Sheet 2 019 US 7,966,030 B2 

1 
S 

PORTABLE TERMINAL (MS) 

CPU 

5 A 
1 1 

RADIO PART ‘ > i : ROM 

7 H 
14 12 

KEY OPERATION ‘ 4 
PART ‘ r * ' RAM 

r’ F 
15 13 

\ POINTING 
DISPLAY PART +-_-> ‘ r DEVICE PART 

r’ r’ 
16 18 

VOICE PART ‘ > 

f 
17 " 



US. Patent Jun. 21, 2011 Sheet 3 019 US 7,966,030 B2 

1 

]-v19 Push BUTTON 0000 0000 O 0000 

T’ 20 POINTER BUTTON 



US. Patent Jun. 21, 2011 Sheet 4 019 US 7,966,030 B2 

21 
S 
K SCREEN DISPLAY \ 

A. 0000000 

B, X X X X X X X 

C. AAAAAAA 

\ J 

F|G.4 

21 
i 

[SCREEN DISPLAY \ 

A. OOOOOOO 

%g_\‘/22POlNTER 
B. x x x x x x 

C. AAAAAAA 

\ J 
FIG.5 



US. Patent Jun. 21, 2011 Sheet 5 019 US 7,966,030 B2 

@ (POC sERvER) 
RECEIVE AND DISPLAY S1 
IMAGE DATA 

| 
PUSH DOWN Push BUTTON ~82 

__>I 
DISPLAY POINTER ~ $3 

I 
TRANSMIT POINTER ~34 
INFORMATION TO POC > 
SERVER 

TRANSMIT POINTER 
INFORMATION TO OTHER ~S11 

POINTER MOVED’? USERS 'N GROUP 

NO 

END END 

/ SCREEN DISPLAY \ 
50'» 

A. O O O O O O O 
/ 
52 

B_ X X X X X X X 

/51 

C. A A A A A A 

FIG.7 



US. Patent Jun. 21, 2011 Sheet 6 0f9 US 7,966,030 B2 

5 
S 
PORTABLE TERMINAL (MS) 

CPU 

§ A 
1 1 

RADIO PART <--—->—0<—-—> ROM 

r’ w 
14 12 

KEY OPERATION ; 
PART RAM 

r’ w 
15 13 

TOUCH PANEL 
CONTROL PART ‘—*" 

fl 
53 

DISPLAY PART 

r1 
16 

VOICE PART <-—-->0 

/ 
17 

Y 

FIG.8 



US. Patent Jun. 21, 2011 Sheet 7 019 US 7,966,030 B2 

@ (Poo SERVER) 
RECEIVE AND DISPLAY v 821 
IMAGE DATA 

I 
PUSH DOWN Push BUTTON ~ 822 

DISPLAY MARKER WITH M S23 
TOUCH PANEL 

TRANSMIT TOUCH PANEL ~ 324 
INFORMATION TO POC > 
SERVER 

TRANsMIT TOUCH PANEL 
INFORMATION TO OTHER ~$31 
USERS IN GROUP 

END 

FIG.9 

60 
S 

61 [ SCREEN DISPLAY \ 

\ l / / 

OOOOOOO 
/ I \ \ 
XXXXXXX 

AAAAAAA 



US. Patent Jun. 21, 2011 Sheet 8 019 US 7,966,030 B2 

6 
S 
PORTABLE TERMINAL (MS) 

CPU 

Y A 
1 1 

RADIO PART ‘ ; < r 

7 I) 
14 12 

KEY OPERATION 
PART ‘ ' 

F If 
15 13 

DISPLAY 
CONTROL PART ’ 

7 k 63 
62 v 5 

DISPLAY PART if > RECOGNITION 

f1 
16 

VOICE PART 

r1 
17 

II 

FIG.11 



US. Patent Jun. 21, 2011 Sheet 9 019 US 7,966,030 B2 

@ (POC sERvER) 
RECEIVE AND DISPLAY ~S41 
IMAGE DATA 

I 
PUSH DOWN Push BUTTON ~S42 

____>' 
CONVERT VOICE INTO TEXT 
INFORMATION BY VOICE ~s43 
RECOGNITION PART 

I 
COMPARE TEXT IN DISPLAY 
sCREEN WITH TEXT ~$44 
INFORMATION 

I 
CHANGE FONT COLOR OF 
CORRESPONDING ROW BY ~ 545 
DIsPLAY CONTROL PART 

I 
TRANSMIT FONT COLOR S46 
INFORMATION TO POC 
sERvER 

V 

TRANSMIT FONT COLOR S51 
INFORMATION TO OTHER 

S47 USERS IN GROUP VOICE 
RECOGNIZED TEXT 

CHANGED? 
v YES 

END 

FIG.12 



US 7,966,030 B2 
1 

PUSH-TO-TALK OVER CELLULAR SYSTEM, 
PORTABLE TERMINAL, SERVER 

APPARATUS, POINTER DISPLAY METHOD, 
AND PROGRAM THEREOF 

TECHNICAL FIELD 

The present invention relates to a PoC (Push-to-talk over 
Cellular) system, a PoC server, a PoC portable terminal, a 
pointer display method used therefor, and a program thereof, 
and more particularly to a method of displaying a pointer on 
a screen of a PoC portable terminal. 

BACKGROUND ART 

In this type of PoC systems, one-to-many telephone con 
versation can be made With use of packet netWorks (see 
published Japanese patent translation No. 2003-526275, for 
example). HoWever, tWo or more persons cannot speak simul 
taneously. One Who Wants to speak has to Wait for a currently 
speaking person to ?nish his/her speaking, then gets the right 
of speaking, and begins to speak. 

The Way to use portable terminals in PoC communication 
is similar to the Way to use transceivers. When a speaker 
pushes doWn an exclusive key and holds it doWn, he/ she 
obtains the right of speaking to transmit voice data of hi s/ her 
speaking to other portable terminals. No one can speak With 
the other portable terminals, Which can only receive the voice 
data. When the person Who has the right of speaking releases 
the exclusive key, the right of speaking is released. A portable 
terminal in Which the exclusive key is ?rst pushed doWn after 
the right of speaking has been released gets the right of 
speaking, Which alloWs speaking through that portable termi 
nal. 

The right of speaking in PoC is managed by a PoC server. 
The PoC server performs registration of members, recogni 
tion of participation availability information such as 
“absence” or “presence” of members, assignment of the right 
of speaking, and the like. The recognition of participation 
availability may be called as presence function. The assign 
ment of the right of speaking may be called as ?oor control. 

In PoC portable terminals used in the aforementioned PoC 
system, there is a method in Which users make a group tele 
phone conversation While they see screen information relat 
ing to the group telephone conversation on screens of their 
PoC portable terminals. 

DISCLOSURE OF THE INVENTION 

HoWever, according to the aforementioned conventional 
PoC portable terminals, it is unable to edit or add information 
displayed on the screens of the PoC portable terminals While 
the group telephone conversation is being made. 

Therefore, an object of the present invention is to provide a 
PoC system, a PoC portable terminal, a PoC server apparatus, 
a pointer display method used therefor, and a program thereof 
Which can perform edit and add information on a display 
screen on Which screen information relating to a group tele 
phone conversation is displayed. 

The present invention provides a PoC (Push-to-talk over 
Cellular) system comprising a PoC portable terminal capable 
of a group telephone conversation substantially in the same 
manner as a transceiver and a PoC server for managing a right 

of speaking in the PoC portable terminal, Wherein: the PoC 
portable terminal comprises a radio part for receiving data of 
a common image to be displayed on terminals in the same 
group from the PoC server; a display part for displaying the 
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2 
common image data and a marker specifying a portion of the 
common image; an input part for receiving an input for dis 
play of the marker; and a control part for controlling display 
of the marker on the display part according to the input When 
the PoC portable terminal has the right of speaking, the radio 
part transmitting data for the marker to the PoC server, and the 
PoC server transmits the data for the marker to another PoC 
portable terminal in a group that is the same as that of an 
originating PoC portable terminal according to receipt of the 
marker. 

For example, a pointing device or a touch panel may be 
used as the input part. When the input part includes a pointing 
device, for example, the data for the marker may include 
position data on the common image. When the input part 
includes a touch panel, for example, the data for the marker 
may include data specifying a component of the common 
image. 
The input part may have a part for receiving a voice input, 

a part for recogniZing the inputted voice, and a part for com 
paring a text included in a common screen With a text repre 

sented by the recogniZed voice, and may receive an input for 
display of the marker based on the comparison result. 
The method of displaying the marker includes displaying 

the marker as a pointer for specifying a position on the com 
mon screen, displaying the marker as a line draWn along a 
partial or Whole circumference of a component in the com 
mon screen, and displaying the marker With changing a dis 
play form of a component in the common screen. For 
example, the change of a display form includes a change of a 
font, a change of a text color, a change of a text siZe, a 
reversing display, and the like. 

Furthermore, the present invention provides a PoC (Push 
to-talk over Cellular) portable terminal capable of a group 
telephone conversation substantially in the same manner as a 
transceiver, comprising: a radio part for receiving data of a 
common image to be displayed on terminals in the same 
group from a PoC server for managing a right of speaking in 
a plurality of PoC portable terminals in the same group; a 
display part for displaying the common image data and a 
marker specifying a portion of the common image; an input 
part for receiving an input for display of the marker; and a 
control part for controlling display of the marker on the dis 
play part according to the input When the PoC portable ter 
minal has the right of speaking, the radio part transmitting 
data for the marker to the PoC server. 
The above features are focused on operation performed 

With the right of speaking. When attention is paid to operation 
performed Without the right of speaking, the present invention 
has the folloWing features. Speci?cally, in the aforemen 
tioned PoC portable terminal, the radio part receives the data 
for the marker from the other PoC portable terminal in the 
same group via the PoC server. The control part controls 
display of the marker on the display part according to the 
received data for the marker When the PoC portable terminal 
does not have the right of speaking. 

Furthermore, the present invention provides a pointer dis 
play method used in a PoC (Push-to-talk over Cellular) por 
table terminal in a PoC system comprising a PoC portable 
terminal capable of a group telephone conversation substan 
tially in the same manner as a transceiver and a PoC server for 

managing a right of speaking in the PoC portable terminal, 
comprising: a step in Which a terminal A as a PoC portable 
terminal receives data of a common image to be displayed on 
terminals in the same group from the PoC server; a step in 
Which the terminal A displays the common image data; a step 
in Which the terminal A gets the right of speaking; a marker 
input step in Which the terminal A receives an input for 
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display of a marker specifying a portion of the common 
image; a step in Which the terminal A displays the marker 
according to the input and transmits data Dm for the marker to 
the PoC server; a step in Which the PoC server transmits the 
data Dm received from the terminal A to a terminal B as a PoC 

portable terminal other than the terminal A in the same group; 
a step in Which the terminal B displays the marker according 
to the data Dm; and a step in Which the terminalA releases the 
right of speaking. 

For example, the data Dm may include one of position data 
on the common screen, data specifying a component of the 
common image, and the like. When the data Dm includes 
position data on the common screen, for example, a pointing 
device may be used as an input device of the PoC portable 
terminal. When the data Dm includes data specifying a com 
ponent of the common image, for example a touch panel may 
be used as an input device of the PoC portable terminal. 

The marker input step may include a step in Which the 
terminal A receives a voice input, a step in Which the terminal 
A recogniZes the inputted voice, a step in Which the terminal 
A compares a text included in a common screen With a text 

represented by the recogniZed voice, and a step in Which the 
terminal A receives an input for display of the marker based 
on the comparison result. 

For example, the marker may be displayed as one of a 
pointer for specifying a position on the common screen, a line 
draWn along a partial or Whole circumference of a component 
in the common screen, and a change of a display form of a 
component in the common screen. 

Furthermore, the present invention provides a computer 
program for controlling operation of a PoC (Push-to-talk over 
Cellular) portable terminal capable of a group telephone con 
versation substantially in the same manner as a transceiver by 
executing a procedure With a control computer of the PoC 
portable terminal, said procedure comprising: process of 
receiving data of a common image to be displayed on all PoC 
portable terminals in the same group from the PoC server; a 
process of displaying the common image data; a process of 
getting the right of speaking; a marker input process of receiv 
ing an input for display of a marker specifying a portion of the 
common image; and a process of displaying the marker 
according to the input and transmitting data Dm for the 
marker to the PoC server. 

This computer program may execute, With the control 
computer, a process of releasing the right of speaking, a 
process of receiving data Dm' for the marker that the PoC 
server has received from the other PoC portable terminal from 
the PoC server, and a process of displaying the marker 
according to the data Dm'. 

Furthermore, the present invention provides a PoC (Push 
to-talk over Cellular) server apparatus for managing a right of 
speaking in a PoC portable terminal capable of a group tele 
phone conversation substantially in the same manner as a 
transceiver, comprising: means for transmitting data of a 
common image to be displayed on terminals in the same 
group to all PoC portable terminals in the group; means for 
receiving data for a marker specifying a portion of the com 
mon image from the PoC portable terminal having the right of 
speaking in the group; and means for transmitting the data for 
the marker to another PoC portable terminal in the same 
group as an originating PoC portable terminal. 
As With a general server apparatus, components of the PoC 

server are implemented by a CPU, a memory, a netWork 
interface device, a data bus interconnecting these compo 
nents, and a computer program executed by the CPU for 
controlling the server apparatus. 
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4 
For example, the data for the marker may be data repre 

senting a position on the common image or data specifying a 
component of the common image. 
The data for the marker may represent a text speci?ed in a 

text included in the common image by voice recognition. 
A PoC portable terminal according to the present invention 

alloWs a person Who pushes a PoC button (a person Who gets 
the right of speaking) to add a pointer as a marker to common 
image data displayed on a portable terminal in a group during 
a group telephone conversation. The added marker is dis 
played on screen displays of portable terminals in the group. 
A pointer display method according to the present inven 

tion includes pointer display With use of a pointing device, 
display With use of a touch panel, display With searching for 
common language in a screen display to voice of a person 
Who has pushed the button and changing a font color of the 
searched language, and the like. 

Thus, With the pointer display method according to the 
present invention, the oWners of the portable terminals in the 
group other than one Who has pushed the button can readily 
understand the master side’s intention such as Which part of 
the screen the master side is describing or What the master 
side is emphasiZing, by seeing the display screens to Which 
the pointer has been added. Therefore, With the pointer dis 
play method according to the present invention, edit and 
information addition can be performed on the display screens 
on Which screen information relating to the group telephone 
conversation is displayed. 

With the folloWing con?guration and operation, the 
present invention can exhibit an effect that edit and informa 
tion addition can be performed on a display screen on Which 
screen information relating to a group telephone conversation 
is displayed. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a block diagram shoWing an arrangement of a PoC 
system according to an embodiment of the present invention; 

FIG. 2 is a block diagram shoWing an arrangement of a 
portable terminal according to a ?rst example of the present 
invention; 

FIGS. 3A and 3B are vieWs shoWing an external appear 
ance of the portable terminal shoWn in FIG. 2; 

FIG. 4 is a vieW shoWing a display screen of the portable 
terminal shoWn in FIG. 2; 

FIG. 5 is a vieW shoWing a display screen of the portable 
terminal shoWn in FIG. 2; 

FIG. 6 is a How chart shoWing an operation of a PoC system 
according to the ?rst example of the present invention; 

FIG. 7 is a vieW shoWing a display screen of a portable 
terminal according to another example of the present inven 
tion; 

FIG. 8 is a block diagram shoWing an arrangement of the 
portable terminal according to the other example of the 
present invention; 

FIG. 9 is a How chart shoWing an operation of a PoC system 
according to the other example of the present invention; 

FIG. 10 is a vieW shoWing a display screen of a portable 
terminal according to another example of the present inven 
tion; 

FIG. 11 is a block diagram shoWing an arrangement of the 
portable terminal according to the other example of the 
present invention; and 

FIG. 12 is a How chart shoWing an operation of a PoC 
system according to the other example of the present inven 
tion. 
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BEST MODE FOR CARRYING OUT THE 
INVENTION 

Next, embodiments of the present invention Will be 
described With reference to the drawings. FIG. 1 is a block 
diagram showing an arrangement of a PoC (Push-to -talk over 
Cellular) system according to an embodiment of the present 
invention. In FIG. 1, the PoC system according to the embodi 
ment of the present invention is formed by a user’s portable 
terminal (MS#1) 1-1, another portable terminal (MS#2) 1-2 
in the same group, another portable terminal (MS#3) 1-3 in 
the same group, a PoC server 2, a presence server 3, and a 

GLMS (Group and List Management Server) 4. 
The PoC server 2 manages voice data and image data of the 

portable terminals 1-1, 1-2, and 1-3, receives and transmits 
terminal data of the respective portable terminals 1-1, 1-2, 
and 1-3. The presence server 3 serves as a user information 

database for the portable terminal 1-1 and transmits informa 
tion of the user to the PoC server 2. The GLMS 4 serves as a 
user information database for the other portable terminals 1-2 
and 1-3 in the same group and transmits information of the 
users in the same group to the user portable terminal 1-1. 

The embodiment of the present invention alloWs a portable 
terminal 1-1 (master side) of a person Who has pushed a PoC 
button (a person Who has gotten the right of speaking) to add 
a pointer as a marker to common image data to be displayed 
on the portable terminals 1-1 to 1-3 in the aforementioned 
group during a telephone conversation in the group. The 
added marker is displayed on display screens of the portable 
terminals 1-1 to 1-3 in the group. 

Thus, according to the embodiment of the present inven 
tion, the oWners of the portable terminals in the group other 
than one Who has pushed the button can readily understand 
the master side’ s intention such as Which part of the screen the 
master side is describing or What the master side is empha 
siZing, by seeing the display screens to Which the pointer has 
been added. Therefore, according to the embodiment of the 
present invention, edit and information addition can be per 
formed on the display screens on Which screen information 
relating to the group telephone conversation is displayed. 

In the embodiment of the present invention, a display 
method of a pointer includes pointer display With use of a 
pointing device, display With use of a touch panel, display 
With searching for common language in a screen display to 
voice of a person Who has pushed the button and changing a 
font color of the searched language, and the like. 

FIG. 2 is a block diagram shoWing an arrangement of a 
portable terminal according to a ?rst example of the present 
invention. In FIG. 2, a PoC system according to the ?rst 
example of the present invention has the same arrangement as 
the PoC system according to the embodiment of the present 
invention shoWn in FIG. 1. A portable terminal 1 shoWn in 
FIG. 2 corresponds to each of the portable terminals 1-1 to 1-3 
shoWn in FIG. 1. 
The portable terminal 1 is formed by a CPU (Central Pro 

cessing Unit) 11, a ROM (Read Only Memory) 12, a RAM 
(RandomAccess Memory) 13, a radio part 14, a key operation 
part 15, a display part 16, a voice part 17, and a pointing 
device part 18. 

The CPU 11 has an arithmetic processing function for the 
entire portable terminal 1. The ROM 12 stores a control 
program for the CPU 11. The RAM 13 has a function of 
providing a Work area for the CPU 11. The radio part 14 
transmits voice data, image data, and marker information data 
to the PoC server 2, receives them from the PoC server 2, 
transmits user information to the presence server 3, and 
receives group information from the GLMS 6. 
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The key operation part 15 has a function for addition of a 

push button (not shoWn) to be used during a telephone con 
versation in the group. The display part 16 has a function of 
displaying common images in the group and information of a 
pointer as a marker. The voice part 17 has a function of 
processing voice data during a telephone conversation in the 
group. The pointing device part 18 displays a marker in a 
screen. For example, an analog pointing device such as Neu 
ropointer (registered trademark) may be used as the pointing 
device part 18. Details of operation of Neuropointer have 
Widely been knoWn and are omitted herein. 

FIGS. 3A and 3B are vieWs shoWing an external appear 
ance of the portable terminal 1 shoWn in FIG. 2. FIGS. 4 and 
5 are vieWs shoWing a display screen of the portable terminal 
1 shoWn in FIG. 2. FIG. 6 is a How chart shoWing an operation 
of the PoC system according to the ?rst example of the 
present invention. Operation of the PoC system according to 
the ?rst example of the present invention Will be described 
With reference to FIGS. 1 to 6. The processes shoWn in FIG. 
6 are implemented by the CPU 11 executing a program stored 
in the ROM 12. 

In FIG. 3A, the portable terminal 1 has a push button 19 
needed to speak (to become a master side) during a group 
telephone conversation (see FIG. 3A) and a pointer button 20 
needed to display a pointer as a marker (see FIG. 3B). 

In an initial state of a group telephone conversation, all of 
the portable terminals in the group have previously received 
image data to shoW a screen display 21 in FIG. 4 from the PoC 
server 2. When a user having a telephone conversation in the 
group pushes doWn the push button 19 to become a master 
side and then pushes doWn the pointer button 20, the screen 
display is converted into a display screen 21 including a 
pointer 22 as a marker as shoWn in FIG. 5. The pointer 
information is sent to other users via the PoC server 2. 
Accordingly, the screen displays of the other users’ portable 
terminals (1-2 and 1-3 in FIG. 1) are also converted into the 
display screens 21 as shoWn in FIG. 5. 

First, When the portable terminal 1-1 receives image data 
from the radio part 14, it displays the image data on the 
display part 16 (Step S1 in FIG. 6). Subsequently, When the 
push button 19 of the key operation part 15 is pushed doWn, 
the portable terminal 1-1 becomes a master side (Step S2 in 
FIG. 6). 

Furthermore, the portable terminal 1-1 displays pointer 
information of a marker, Which is outputted by the pointing 
device part 18, on the display part 16 (Step S3 in FIG. 6). The 
portable terminal 1-1 transmits the pointer information 
obtained in Step S3 from the radio part 14 to the PoC server 2 
(Step S4 in FIG. 6). 

Next, the PoC server 2 sends the pointer information from 
the portable terminal 1-1 to the otherusers’ portable terminals 
1-2 and 1-3 in the group (Step S11 in FIG. 6). Ifthe pointer is 
moved, then the portable terminal 1-1 as a master side repeats 
the aforementioned Steps S3 and S4 (Step S5 in FIG. 6). 

Thus, in this example, the oWners of the portable terminals 
1-2 and 1-3 in the group other than one Who has pushed the 
push button 19 can readily understand the master side’ s inten 
tion such as Which part of the screen the master side is 
describing or What the master side is emphasiZing, by seeing 
the display screens 21 to Which the pointer has been added. 

FIG. 7 is a vieW shoWing a display screen of a portable 
terminal according to another example of the present inven 
tion. In FIG. 7, a marker (underline) 52 can be draWn With a 
pencil-type tool 51 on a display screen 50 according to the 
other example of the present invention. That is, the display 
screen 50 is formed by a touch panel. 
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FIG. 8 is a block diagram showing an arrangement of the 
portable terminal according to the other example of the 
present invention. In FIG. 8, the portable terminal 5 according 
to the other example of the present invention has the same 
arrangement as the ?rst example of the present invention 
shoWn in FIG. 2 except that a touch panel control part 53 is 
provided instead of the pointing device part 18. The same 
components are denoted by the same reference numerals. 
Furthermore, operations of the same components are the 
same as those in the ?rst example of the present invention. 
HoWever, the display part 16, i.e., the display screen 50, is 
formed by a touch panel. 

In FIG. 8, a PoC system according to the other example of 
the present invention has the same arrangement as the PoC 
system according to the embodiment of the present invention 
shoWn in FIG. 1. The portable terminal 5 shoWn in FIG. 8 
corresponds to each of the portable terminals 1-1 to 1-3 
shoWn in FIG. 1. 
When a marker (underline) 52 is draWn on the display 

screen 50 With the aforementioned pencil-type tool 51, the 
touchpanel control part 53 acquires the marker (underline) 52 
as touch panel marker information on the display screen 50. 

FIG. 9 is a How chart shoWing an operation of a PoC system 
according to the other example of the present invention. 
Operation of the PoC system according to the other example 
of the present invention Will be described With reference to 
FIGS. 7 to 9. The other example of the present invention has 
the same operation as the operation of the PoC system accord 
ing to the aforementioned ?rst example of the present inven 
tion except that the pointer information used in the ?rst 
example of the present invention is changed to touch panel 
information. The processes shoWn in FIG. 9 are implemented 
by the CPU 11 executing a program stored in the ROM 12. 

First, When the portable terminal 1-1 receives image data 
from the radio part 14, it displays the image data on the 
display part 16 (Step S21 in FIG. 9). Subsequently, When the 
push button 19 of the key operation part 15 is pushed doWn, 
the portable terminal 1-1 becomes a master side (Step S22 in 
FIG. 9). 

Furthermore, the portable terminal 1-1 displays touch 
panel marker information, Which has been acquired by the 
touch panel control part 53, on the display part 16 (Step S23 
in FIG. 9). The portable terminal 1 -1 transmits the touch panel 
information obtained in Step S23 from the radio part 14 to the 
PoC server 2 (Step S24 in FIG. 9). 

Next, the PoC server 2 sends the touch panel information 
from the portable terminal 1-1 to the other users’ portable 
terminals 1-2 and 1-3 in the group (Step S31 in FIG. 9). If the 
touch panel information is changed, then the portable termi 
nal 1-1 as a master side repeats the aforementioned Steps S23 
and S24 (Step S25 in FIG. 9). 

Thus, in this example, the oWners of the portable terminals 
1-2 and 1-3 in the group other than one Who has pushed the 
push button 19 can readily understand the master side’s inten 
tion such as Which part of the screen the master side is 
describing or What the master side is emphasizing, by seeing 
the display screens 50 to Which the touch panel information 
has been added. 

Three selectable objects may be displayed beforehand on 
the display screen 50. Areas are set in the touch panel so as to 
correspond to the objects. If an input is provided to any one of 
the areas by the pencil-type tool 51 or a ?nger, then the CPU 
11 accordingly underlines the corresponding object and 
transmits an identi?er specifying the selected object to the 
PoC server 2. The PoC server 2 transmits the received iden 
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8 
ti?er to the other portable terminals in the group. Each of the 
other portable terminals underlines the object speci?ed by the 
received identi?er. 

FIG. 10 is a vieW shoWing a display screen of a portable 
terminal according to another example of the present inven 
tion. In FIG. 10, a font of a roW corresponding to master side 
user’s spoken Words 61 (“A . . . ”) is changed in a display 
screen 60 according to the other example of the present inven 
tion. 

FIG. 11 is a block diagram shoWing an arrangement of the 
portable terminal according to the other example of the 
present invention. In FIG. 11, the portable terminal 6 accord 
ing to the other example of the present invention has the same 
arrangement as the ?rst example of the present invention 
shoWn in FIG. 2 except that a display control part 62 and a 
voice recognition part 63 are provided instead of the pointing 
device part 18. The same components are denoted by the same 
reference numerals. Furthermore, operations of the same 
components are the same as those in the ?rst example of the 
present invention. In FIG. 11, a PoC system according to the 
other example of the present invention has the same arrange 
ment as the PoC system according to the embodiment of the 
present invention shoWn in FIG. 1. The portable terminal 6 
shoWn in FIG. 11 corresponds to each of the portable termi 
nals 1-1 to 1-3 shoWn in FIG. 1. 
The display control part 62 changes a font color of a partial 

text displayed on the display screen 60. The voice recognition 
part 63 converts voice inputted via the voice part 17 into text 
information. 

FIG. 12 is a How chart shoWing an operation of a PoC 
system according to the other example of the present inven 
tion. Operation of the PoC system according to the other 
example of the present invention Will be described With ref 
erence to FIGS. 10 to 12. The processes shoWn in FIG. 12 are 
implemented by the CPU 11 executing a program stored in 
the ROM 12. 

First, When the portable terminal 1-1 receives image data 
from the radio part 14, it displays the image data on the 
display part 16 (Step S41 in FIG. 12). Subsequently, When the 
push button 19 of the key operation part 15 is pushed doWn, 
the portable terminal 1-1 becomes a master side (Step S42 in 
FIG. 12). 

Then, When the user makes voice, the voice recognition 
part 63 of the portable terminal 1-1 converts the voice into text 
information (Step S43 in FIG. 12). The CPU 11 of the por 
table terminal 1-1 retrieves a text corresponding to the text 
information obtained in Step 43 from texts previously speci 
?ed for each roW of the display screen 60 (Step S44 in FIG. 

12). 
The display control part 62 of the portable terminal 1-1 

changes a font color of the text of the roW retrieved in Step 
S44 by the CPU 11 (Step S45 in FIG. 12). The radio part 14 
of the portable terminal 1-1 transmits the font color informa 
tion obtained in Step S45 to the PoC server 2 (Step S46 in 
FIG. 12). 
The PoC server 2 transmits the font color information to the 

other users’ portable terminals 1-2 and 1-3 in the group (Step 
S51 in FIG. 12). If the retrieved roW is changed, then the 
portable terminal 1-1 as a master side repeats the aforemen 
tioned Steps S43 to S46 (Step S47 in FIG. 12). 

Thus, in this example, the oWners of the portable terminals 
1-2 and 1-3 in the group other than one Who has pushed the 
push button 19 can readily understand the master side’ s inten 
tion such as Which part of the screen the master side is 
describing or What the master side is emphasizing, by chang 
ing a font color of a roW corresponding to voice of one Who 
has pushed the push button 19. 
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The invention claimed is: 
1. A PoC (Push-to-talk over Cellular) system comprising: 
a PoC portable terminal capable of a group telephone con 

versation substantially in the same manner as a trans 

ceiver; and 
a PoC server for managing a right of speaking from a user 

of said PoC portable terminal in a telephone conversa 
tion group, 

Wherein said PoC portable terminal comprises: 
a radio part for receiving data of a common image to be 

displayed on PoC terminals in said telephone conversa 
tion group from said PoC server; 

a display part for displaying said common image data and 
a marker specifying a portion of said common image; 

an input part for receiving an input for said display of said 
marker; and 

a control part for controlling said display of said marker on 
said display part according to said input that is made 
through said input part While said user’s PoC portable 
terminal has said right of speaking, 

Wherein said radio part transmits data Dm for said marker 
to said PoC server, and 

Wherein said PoC server transmits said data Dm of said 
marker to other users’ PoC portable terminals if said 
marker is moved in the screen of said user’s PoC termi 
nal While said user’s PoC terminal having said right of 
speaking in said telephone conversation group. 

2. Said PoC system claimed in claim 1, Wherein said input 
part comprises a pointing device or a touch panel. 

3. Said PoC system claimed in claim 1, Wherein said input 
part comprises: 

means for receiving a voice input; 
means for recogniZing the inputted voice; and 
means for comparing a text comprised in a common screen 

With a text represented by said recogniZed voice, and 
receives an input for display of said marker based on the 
comparison result. 

4. Said PoC system claimed in claim 1, Wherein said 
marker is played as one of a pointer for specifying a position 
on said common screen, a line draWn along a partial or Whole 
circumference of a component in said common screen, and a 
change of a display form of a component in said common 
screen. 

5. Said PoC system claimed in claim 1, Wherein said 
marker is capable of movement for a substantial portion of a 
screen of said display part in accordance With an input opera 
tion by said input part on a master side of said PoC portable 
terminals, and 

Wherein said movement of said marker is included in said 
data Dm of said marker transmitted by said radio part. 

6. Said PoC system claimed in claim 5, Wherein said con 
trol part controlling said displaying of said movement of said 
marker is independent of said right of speaking betWeen said 
PoC portable terminals. 

7. The PoC system claimed in claim 1, Wherein said radio 
part transmits data Dm of said marker to said PoC server 
including While said PoC portable terminal has said right of 
speaking. 

8. A pointer display method used in a PoC (Push-to-talk 
over Cellular) portable terminal in a PoC system comprising 
a PoC portable terminal capable of a group telephone conver 
sation substantially in the same manner as a transceiver and a 
PoC server for managing a right of speaking in said PoC 
portable terminal, said pointer display method comprising: 

receiving, by a terminal A as a PoC portable terminal, data 
of a common image to be displayed on PoC terminals in 
a telephone conversation group from said PoC server; 
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10 
displaying, by said terminal A, displays said common 

image data; 
acquiring said right of speaking by said terminal A; 
receiving, by said terminal A, an input for display of a 

marker specifying a portion of said common image; 
displaying, by said terminal A, said marker according to 

input that is received by said terminal A While said 
terminal A has said right of speaking and transmitting 
data Dm of said marker to said PoC server; 

transmitting, by said PoC server, said data Dm received 
from said terminal A to a terminal B as a PoC portable 
terminal other than said terminal A in said telephone 
conversation group; 

displaying, by said terminal B, said marker according to 
said data Dm; and 

releasing, by said terminal A, said right of speaking. 
9. Said pointer display method claimed in claim 8, Wherein 

said data Dm comprises one of position data on said common 
screen and data specifying a component of said common 
image. 

10. Said pointer display method claimed in claim 8, 
Wherein said receiving said input for display of said marker 
comprises: 

receiving, by said terminal A, a voice input; 
recogniZing, by said terminal A the inputted voice; 
comparing, by said terminal A, a text comprised in a com 
mon screen With a text represented by said recogniZed 
voice; and 

receiving, by said terminal A, an input for display of said 
marker based on said comparison result. 

11. Said pointer display method claimed in claim 8, 
Wherein said marker is displayed as one of a pointer for 
specifying a position on said common screen, a line draWn 
along a partial or Whole circumference of a component in said 
common screen, and a change of a display form of a compo 
nent in said common screen. 

12. A PoC (Push-to-talk over Cellular) portable terminal 
capable of a group telephone conversation substantially in the 
same manner as a transceiver, said PoC portable terminal 
comprising: 

a radio part for receiving data of a common image to be 
displayed on terminals in a telephone conversation 
group from a PoC server for managing a right of speak 
ing in a plurality of PoC portable terminals in a tele 
phone conversation group; 

a display part for displaying said common image data and 
a marker specifying a portion of said common image; 

an input part for receiving an input for display of said 
marker; and 

a control part for controlling display of said marker on said 
display part according to input that is made through said 
input part While said PoC portable terminal has said right 
of speaking, said radio part transmitting data Dm for said 
marker to said PoC server and said PoC server transmit 
ting said data Dm of said marker to other users’ PoC 
portable terminals if said marker is moved in the screen 
of said user’s PoC portable terminal While said user’s 
PoC portable terminal having said right of speaking in 
said telephone conversation group. 

13. Said PoC portable terminal claimed in claim 5, Wherein 
said input part comprises a pointing device or a touch panel. 

14. Said PoC portable terminal claimed in claim 12, 
Wherein said input part comprises: 
means for receiving a voice input; 
means for recogniZing the inputted voice; and 
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means for comparing a text comprised in a common screen 
With a text represented by said recognized voice, and 
receives an input for display of saidmarker based on said 
comparison result. 

15. The PoC portable terminal claimed in claim 12, 
Wherein said marker is displayed as one of a pointer for 
specifying a position on said common screen, a line draWn 
along a partial or Whole circumference of a component in said 
common screen, and a change of a display form of a compo 
nent in said common screen. 

16. A computer readable non-transitory tangible medium 
storing a computer program for controlling operation of a 
PoC (Push-to-talk over Cellular) portable terminal capable of 
a group telephone conversation substantially in the same 
manner as a transceiver by executing a procedure With a 
control computer of said PoC portable terminal, said proce 
dure comprising: 

a process of receiving data of a common image to be 
displayed on all PoC portable terminals in a telephone 
conversation group from a PoC server; 

a process of displaying said common image data in the 
screen of a user’s PoC terminal; 

a process of getting a right of speaking from said user’s 
PoC terminal; 

a marker input process of receiving an input for display of 
a marker specifying a portion of said common image; 
and 

a process of displaying said marker according to said input 
for display of said marker that is made While having said 
right of speaking and transmitting data Dm of said 
marker to said PoC server and said PoC server transmit 
ting said data Dm of said marker to other users’ PoC 
portable terminals if said marker is moved in the screen 
of said user’s PoC portable terminal While said user’s 
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PoC portable terminal having said right of speaking in 
said telephone conversation group. 

17. A PoC (Push-to-talk over Cellular) server apparatus for 
managing a right of speaking in a PoC portable terminal 
capable of a group telephone conversation substantially in the 
same manner as a transceiver, the PoC server apparatus com 
prising: 
means for transmitting data of a common image to be 

displayed on PoC terminals a telephone conversation 
group to all PoC portable terminals in said telephone 
conversation group; 

means for receiving data Dm of a marker specifying a 
portion of said common image from a user’s PoC por 
table terminal having said right of speaking in said tele 
phone conversation group; and 

means for transmitting said Dm data for the of said marker 
to another user’ s PoC portable terminal in said telephone 
conversation group; 

Wherein saidmeans for transmitting said data Dm for the of 
said marker to said another user’s PoC portable terminal 
comprises means for transmitting said data Dm of said 
marker to other users’ PoC portable terminals if said 
marker is moved in the screen of said user’s PoC por 
table terminal While said user’s PoC portable terminal 
having said right of speaking in said telephone conver 
sation group. 

18. The PoC server apparatus claimed in claim 17, Wherein 
said data Dm of said marker comprises data representing a 
position on said common image or data specifying a compo 
nent of said common image. 

19. Said PoC server apparatus claimed in claim 17, Wherein 
said data Dm of said marker represents a text speci?ed in a 
text comprised in said common image by voice recognition. 

* * * * * 


