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ti?er, so that said ?rst and second circuitries are galvanically 
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RESONANT DRIVER WITH LOW-VOLTAGE 
SECONDARY SIDE CONTROL FOR HIGH 

POWER LED LIGHTING 

This application is a national stage application under 35 
U.S.C. §37l of International Application No. PCT/IB2007/ 
053474 ?led on Aug. 29, 2007, and published in the English 
language on Mar. 13, 2008 as International Publication No. 
WO/2008/ 029325, Which claims priority to European Appli 
cation No. 061202438, ?led on Sep. 7, 2006, incorporated 
herein by reference. 

FIELD OF THE INVENTION 

The present invention relates to a poWer supply device for 
supplying poWer to a load, preferably a light emitting diode 
(LED). 

BACKGROUND OF THE INVENTION 

Generally, solid-state lighting is of groWing interest for 
residential, automotive and professional applications. Since 
solid-state lamps, such as LEDs, cannot be supplied from a 
battery or the AC mains directly, electronic poWer drivers 
(also called poWer supply devices) are needed for poWer 
effective driving. For e?iciency reasons, LED drivers have to 
be operated in a sWitched mode. The drivers convert the 
available DC or AC voltage into a DC current supplied to the 
LEDs. The electronic driver has to provide a DC output cur 
rent Which is independent of variations of the input voltage 
source and of voltage drops at the LEDs. In most applications 
galvanic isolation is another important requirement for LED 
drivers. 

PoWer supplies for supplying LEDs and other loads, are for 
example knoWn from US 2005/0225176 A1, US 2003/ 
0067791 Al, US 2006/0077600 A1 or WO 2005/036726. 

Generally, sWitched mode poWer supplies generate a DC 
output voltage, Wherein in most cases the output voltage is 
controlled by pulse Width modulation (PWM). To use this 
driver concept Within LED lighting systems, a current con 
troller unit including a current sensor has to be added. For 
galvanic isolating driver circuits, the current has to be mea 
sured on the secondary side While the PWM control and the 
transistors are located on the primary side. This causes addi 
tional effort since an auxiliary voltage is needed on the sec 
ondary side and galvanic isolation has to be foreseen in the 
feed back path. If the current measurement is based on a cheap 
and simple shunt resistor additional losses occur. 

Another problem of this knoWn concept can be seen in EMI 
(electromagnetic interference) distortion typically related to 
PWM sWitching topologies. 

SUMMARY OF THE INVENTION 

In vieW of the above it is an object of the present invention 
to provide a poWer supply device Which overcomes the de? 
ciencies of prior art devices. Particularly, the EMI should be 
minimized and sWitching losses should be avoided. More 
over, a further object is to provide a cost-effective poWer 
supply Without giving up galvanic isolation and poWer con 
trol of the load. 

This and further objects of the present invention are solved 
by a poWer supply device for supplying poWer to a load, 
comprising a ?rst circuitry With an inverter unit adapted to 
provide an AC voltage, preferably a rectangular voltage, and 
a resonant circuit With a capacitance and an inductance, a 
second circuitry With a recti?er unit, a sWitch and said load, 
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2 
said sWitch being adapted to sWitch said load on and off, and 
controller unit adapted to control said sWitch as to adjust the 
poWer provided to the load Without any measurement signal 
from said primary circuitry, and a transformer With a primary 
side and a secondary side, said primary side being connected 
to said ?rst circuitry and said secondary side being connected 
to said second circuitry, preferably said recti?er, so that said 
?rst and second circuitries are galvanically isolated. 
The inventive poWer supply device provides a novel reso 

nant operating galvanic isolating driver topology and control 
scheme for supplying loads, preferably LEDs. The device can 
be supplied by a DC voltage, Which may be given by the 
recti?ed and smoothed mains voltage. The inventive device 
comprises an inverter, preferably a high-frequency inverter, a 
transformer, a series capacitor and a secondary recti?er stage. 
The transformer serves for galvanic isolation and adapts the 
voltage level, eg from 300 volt primary to 30 volt secondary. 
The resonant circuit is preferably formed by the stray induc 
tance of the transformer and the series capacitor. Thus, the 
parasitic leakage inductance of the transformer is part of the 
device. Contrary to knoWn PWM-based converters such as 
forWard and ?y back topologies, the leakage inductance does 
not need to be minimiZed. This is of advantage for the isola 
tion and Winding design and it thus keeps the cost loW. 

PoWer, supplied to the load is controlled at the secondary 
loW voltage side of the transformer. The number of on-states 
versus the number of off-states of the sWitch in the second 
circuitry determines the average output to the load. 
One of the advantages of the inventive device is that the 

current becomes sinusoidal and it is Zero at the sWitching 
instance. This avoids sWitching losses and minimiZes EMI. 
Further, the nominal output voltage supplied to the second 
circuitry can be set by the turn ratio of the transformer accord 
ing to the desired characteristic of the load. Further, the poWer 
supply device according to the present invention is very suit 
able for mains supply. Further, the controller unit does not 
need any signal/feedback from the primary circuitry to adjust 
the power, ie the current supplied to the load. There is no 
“information transfer” betWeen the primary and the second 
ary circuitry necessary. 
A further advantage of the poWer supply device of the 

present invention is that no additional expensive DC smooth 
ing capacitor is required to smoothen the load voltage. This 
increases the expected lifetime because the buffer capacitors 
are often the Weakest elements regarding lifetime. 

In a preferred embodiment, said controller is adapted to 
operate said sWitch in the current Zero crossing. 
The advantage of this measure is that sWitching losses are 

minimiZed or avoided. 

In a further preferred embodiment, said controller com 
prises a current measurement element provided in the second 
circuitry. 

This measure has the advantage that the current control is 
done in the second circuitry and hence at a loW voltage level. 

In a further preferred embodiment, said load comprises a 
plurality of LEDs connected in series in a ?rst branch, 
Wherein said sWitch lies in said ?rst branch for sWitching said 
plurality of LEDs on and off. 
The advantage of this measure is that a plurality of LEDs 

may be controlled by one sWitch. 
In a preferred embodiment, at least one further branch 

comprising at least one LED and at least one further sWitch 
for sWitching said LED is provided parallel to said ?rst 
branch. 

This measure alloWs to increase the ?exibility of the poWer 
supply device, particularly in terms of controllability of the 
LEDs. 
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In a further preferred embodiment, each branch comprises 
a resistor in series With said LED and said switch. 

This measure has the advantage that an over-current guard 
is provided. 

In a preferred embodiment, the at least one sWitch is a 
transistor sWitch (e. g. a bipolar transistor or a MOSFET) 
preferably driven in a linear region for overcurrent protection. 
More preferably, said transistor sWitches are driven in a linear 
region for current balancing betWeen synchronously operat 
ing LEDs of the different branches. 

This measures have proven advantageous in practice. 
In a preferred embodiment, said ?rst circuitry comprises 

multiple resonant circuits connected parallel to each other, 
each resonant circuit comprising the primary side of a trans 
former, Wherein the secondary side of each transformer is 
connected With a single branch of the second circuitry. 

In other Words, each branch comprising a series connection 
of one or more LEDs and a sWitch and is assigned one trans 
former. 

This measure has the advantage that the ?exibility of the 
poWer supply is enhanced. Particularly, by employing differ 
ent Winding turn ratios for the transformer, the nominal volt 
age supplied to the branches can be different. 

In a further preferred embodiment said ?rst circuitry com 
prises a current sensing element for sensing the current and 
transmitting the sensed current signal to the inverter. Prefer 
ably, said inverter is adapted to provide AC voltage and cur 
rent both having identical signs. 

This measure has the advantage that sWitching losses may 
be avoided and EMI may be minimized. As a result, the 
resonance frequency can be very high so that it is possible to 
use small transformers. 

In a preferred embodiment, the inverter is mechanically 
separated from the transformer and the resonant circuit. 

This measure has the advantage that the device may be used 
for moveable mains supplied illumination products. 

In a further preferred embodiment, the inverter unit is 
adapted to sWitch-off the output, preferably for some resonant 
cycles, if an over-current is detected by said current sensing 
element. 

This measure has the advantage that the circuitries and the 
transformer may be protected against over-loads. 

According to a further embodiment, said current measure 
ment element is adapted to detect the voltage across the 
sWitch during its on-state. 

This measure has the advantage that a simple and hence 
cost-effective element for measuring the current can be pro 
vided. 

Further features and advantages can be taken from the 
folloWing description and the enclosed draWings. 

It is to be understood that the features mentioned above and 
those yet to be explained beloW can be used not only in the 
respective combinations indicated but also in other combina 
tions or in isolation, Without leaving the scope the present 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

An embodiment of the invention is shoWn in the draWings 
and Will be explained in more detail in the description beloW 
With reference to same. In the draWings: 

FIG. 1 is a block-diagram of a poWer supply device accord 
ing to a ?rst embodiment of the invention; 

FIG. 2 is a block-diagram shoWing a poWer supply device 
according to a second embodiment of the invention; and 

FIG. 3a diagram shoWing the current and voltage enve 
lopes of the device of FIG. 1. 
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4 
FIG. 3b diagram shoWing the current and voltage enve 

lopes of the device of FIG. 2. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

In FIGS. 1 and 2, tWo embodiments of a poWer supply 
device are shoWn as block-diagrams. The poWer supply 
device is used for supplying a load, preferably a lamp With 
poWer, Wherein the poWer is adjustable. The lamp is prefer 
ably a light emitting diode (LED) or a plurality of such LEDs, 
for example connected in series. HoWever, it is to be noted 
that other electrical loads, preferably other types of lighting 
systems may also be supplied With the poWer supply device of 
the present invention. Here, the term “LED” comprises also 
organic LEDs (OLED). 

Further, it is to be noted that variations and modi?cations to 
the devices shoWn in FIG. 1 or 2 may be carried out Without 
leaving the scope of the present invention as de?ned in the 
appended claims. 

In FIG. 1, the general structure of a poWer supply device is 
shoWn and indicated With reference numeral 10. The poWer 
supply device 10 comprises a ?rst circuitry 12 and a second 
circuitry 14 Which are galvanically isolated from each other. 
The galvanic isolation is achieved by a transformer 18 

having a primary side 20 With a primary Winding assigned to 
the ?rst circuitry and a secondary side 22 With a secondary 
Winding assigned to the second circuitry 14. 
The ?rst circuitry 12 comprises an inverter unit 24 With tWo 

input terminals 25 and tWo output terminals 26. 
The inverter unit 24 is adapted to provide a high frequency 

AC voltage at the output terminals 26. The frequency of the 
output voltage may be in the range of 100 kHZ or more. 
The inverter unit 24 receives a DC voltage at the input 

terminals 25. HoWever, it is also possible that the inverter unit 
24 receives an AC voltage, e. g. the AC mains. 
The general structure of such a high frequency AC inverter 

unit 24 is knoWn for a skilled person and Will therefore not be 
described in detail hereinafter. BetWeen both output terminals 
26 a resonant circuit 30 is connected. The resonant circuit 30 
comprises the primary side (primary Winding) of the trans 
former 18, a capacitor 32 and an inductor 34. These parts are 
connected in series. 

Although a separate inductor 34 is shoWn in FIG. 1, this 
inductor 34 may be provided by the stray inductance of the 
transformer. 
The ?rst circuitry further comprises a current detector 40 

adapted to detect the current Il ?oWing betWeen both output 
terminals 26. The respective signal of the current detector 40 
is supplied as a control signal to the inverter unit 24. 
As shoWn in FIG. 3a, the inverter unit 24 provides a rect 

angular voltage Ul betWeen both output terminals 26. As also 
shoWn in FIG. 3a, the sign of the rectangular output voltage is 
identical to the sign of the output current Which itself is 
sinusoidal. As to keep the output voltage sign identical to the 
output current sign, the current is measured by the current 
detector 40. 
As already mentioned above, the structure of the inverter 

24 is knoWn for a skilled person. It may be realiZed by means 
of a half bridge or a full bridge inverter has to mention just tWo 
examples. 
The resonant frequency of the resonant circuit 30 is deter 

mined by the resonant capacitor and the total resonant induc 
tance. The resonance impedance of the resonant circuit 30 
acts as a series resistance and limits the primary and second 
ary Winding current in the transformer 18. 
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The second circuitry 14 comprises the secondary side (sec 
ondary Winding) 22 of the transformer 18 supplying an AC 
voltage to a recti?er 42. The recti?er 42 comprises four diodes 
44 connected in a full bridge formation. The recti?ed voltage 
is supplied to an input side of one or more branches 50, 52, 54, 
the output side of Which are coupled With ground. In the 
embodiment shoWn in FIG. 1, three branches 50, 52, 54 are 
shoWn. However, it is to be noted that the number of branches 
may vary dependent on the application. The general structure 
of each branch 50, 52, 54 is similar so that the same reference 
numerals are used to indicate same parts. 
One branch 50, 52, 54 comprises at least one light emitting 

diode (LED) 60.1-60.n and a sWitch 64 as Well as a resistor 62. 
All members, namely the resistor 62, the LEDs 60 and the 
sWitch 64 are connected in series betWeen the input side and 
the output side of the branch. The number of LEDs 60.1-60.n 
depends on the application and may range from 1 to 10 or 
more. 

The sWitch 64 is provided as a transistor, preferably a npn 
bipolar transistor. HoWever, other sWitches may also be used, 
eg thyristors. HoWever, the used sWitch 64 must be control 
lable by a control signal, WhIChiIII the present embodi 
mentiis supplied to the base of the transistor. In the present 
embodiment, the collector of the transistor is connected With 
the cathode of the LED 60.11 and the emitter of the transistor 
is connected With the output side of the branch and hence With 
ground. 

The LEDs 60.1-60.n may be sWitched on and off by oper 
ating the sWitch 64. The respective operation of the sWitch 64 
is done by a control unit 16 generating a control signal and 
supplying it to the respective sWitch 64. The control signal 
supplied to the sWitch 64 may be generated on the basis of a 
general control signal 76 supplied to the control unit 16 or on 
the basis of any other program or algorithm stored in the 
control unit 16. 

It is to be noted that the poWer supplied to the LEDs 
601-6011 and hence the light output of these elements may be 
adjusted by the number of on-cycles vs. the number of off 
cycles of the sWitch 64. The longer the on-cycle of the sWitch 
64 per time unit the higher is the light output of the LEDs. 

It is to be noted that the LEDs 60.1-60.n of the branch 50 
may not be sWitched on and off independently from each 
other. Rather, the LEDs 60.1-60.n are sWitched on and off 
simultaneously so that the light output of each LED of a 
branch is similar. 

HoWever, since the plurality of branches 50, 52, 54 are 
connected betWeen the output of the recti?er 42 and ground in 
parallel, the light output of the LEDs of the branches may be 
adjusted independently. This may be achieved by different 
numbers of on-cycles and off-cycles of the sWitches 64 of 
different branches 50, 52, 54. 
As shoWn in FIG. 1, each branch 50, 52, 54 comprises a 

resistor 62 Which serves as an overcurrent guard and for 
current balancing betWeen parallel connected LED strength. 
Alternatively, the sWitches 64 of the branches may be driven 
in a Way that though driving them in the linear region a 
maximum current is guaranteed and the current is balanced 
betWeen series connected LEDs of the branches 50-54. 

The controller 16 generates control signals for the sWitches 
64 on the basis of a current detection signal provided by a 
current detector 70. This current detector 70 detects the total 
current supplied to the branches 50-54. The control signals 
are generated such that the sWitches are operated When the 
current is close to Zero so that the sWitching losses are mini 
miZed. 

It is further shoWn in FIG. 1 that the controller 16 is sup 
plied With poWer from the secondary Winding of the trans 
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6 
former 18 via line 72. The AC voltage across the secondary 
Winding of the transformer is recti?ed by diodes 44 and is 
smoothed by a capacitor 46 so that the voltage supplied via 
line 72 to the controller is a DC voltage. A further advantage 
of this voltage supply is that a minimum load is applied to the 
secondary Winding of the transformer even if all LEDs are 
turned off. Thus a voltage overshoot caused by resonance 
effects at the secondary Winding of the transformer Will be 
avoided. 
The inverter unit 24 may be mechanically separated from 

the transformer 18 and the rest of the resonant circuit 30 
Which may be useful for movable mains supplied illumination 
products. 

Further, the current detection by the current detector 40 in 
the ?rst circuitry can be used to detect an overcurrent in the 
circuitry so that the inverter unit 24 can sWitch off the poWer 
supply for a short time, eg some resonant cycles, in response 
thereto. After this time, the resonant circuit can be turned on 
again. 
As a further optional measure, the current in each branch 

50, 52, 54 can be measured and supplied to the controller 16. 
In FIG. 1, the current is evaluated by the controller 16 by 
means of the voltage across the sWitch 64 during its on-state. 
The respective line supplying this voltage to the controller 16 
is indicated With reference numeral 74 in FIG. 1. HoWever, as 
an alternative, a series shunt resistor can be applied in the 
branch to detect the LED current value. 
The poWer supply device 10 can be used for example for 

poWering signaling lamps, decorative lamps, Wall ?ooding, 
LCD backlighting and general illumination lamps, particu 
larly LEDs. HoWever, it is to be noted that this listing of 
potential applications is not exhaustive. 

It is also to be mentioned that the ratio of the primary and 
secondary Winding turns is selected according to the voltage 
needed in the second circuitry for poWering the LEDs. The 
greater the number of LEDs in each branch the higher the 
nominal voltage supplied by the secondary side of the trans 
former must be. 

In FIG. 2, a further embodiment of a poWer supply device 
is shoWn and indicated With reference numeral 10. Since the 
structure of this poWer supply device 10 is very similar to that 
of FIG. 1, like numerals are used for like parts. The main 
difference betWeen both embodiments is that the second 
embodiment according to FIG. 2 comprises multiple resonant 
circuits 30.1-30.3 connected in parallel to each other. Each 
resonant circuit 30 comprises the primary Winding turns of a 
transformer, an inductance 34 and a capacitor 32. 

In the second circuitry, each branch 50, 52, 54 is assigned 
a secondary side ofa transformer 18.1, 18.2, 18.3. 

This embodiment alloWs to poWer the branches 50, 52, 54 
With different voltages provided by the different transformers 
18.1-18.3. 

Hence, the ?exibility of the LED control is enhanced. 
Nevertheless, the structure and the function of each branch 

50, 52, 54 is similar to the branch discussed in detail With 
reference to FIG. 1 so that it is not necessary to describe the 
structure and function again. 
To brie?y summarize, the present invention provides a 

poWer supply device Which alloWs to poWer LEDs in a con 
trollable manner Without the necessity to feed a current signal 
information from the second circuitry back to the ?rst cir 
cuitry. Particularly, the poWer control is achieved by the 
sWitches in the second circuitry, Whereas the ?rst circuitry 
supplies an AC voltage having a ?xed frequency, namely the 
resonance frequency of the resonant circuit. Since the 
sWitches are sWitched on and off When the current is near Zero 

or Zero, the sWitching losses are minimal. Moreover, since the 
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switches are in the second circuitry being operated With a loW 
voltage, the requirements and hence the costs for such 
sWitches are loWer compared to sWitches used in the ?rst 
circuitry. 

The invention claimed is: 
1. A poWer supply device for supplying poWer to loads, the 

device comprising 
(a) tWo or more transformers, each having a primary side 

and a secondary side; 
(b) a ?rst circuitry comprising: 

i. an inverter unit for providing an AC voltage, and 
ii. tWo or more resonant circuits connected parallel to 

each other, each resonant circuit comprising a capaci 
tance, and an inductance and being connected to the 
primary side of the transformer; 

(c) a second circuitry comprising tWo or more branches, 
each branch comprising a recti?er unit, a sWitch, and a 
load and being connected to the secondary side of a 
single transformer of the tWo or more transformers such 
that said ?rst and second circuitries are galvanically 
isolated, said sWitchbeing con?gured to sWitch said load 
on and off, and 

(d) a controller unit for controlling said sWitches of said 
second circuitry as to adjust the poWer provided to said 
loads Without any measurement signal from said ?rst 
circuitry. 

2. The device according to claim 1, Wherein said controller 
unit is con?gured to operate said sWitches in a current Zero 
crossing. 
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3. The device according to claim 1, Wherein said second 

circuitry comprises a current measurement element. 
4. The device according to claim 1, Wherein said controller 

unit is con?gured to evaluate a current by means of a voltage 
across a sWitch during its on-state. 

5. The device according to claim 1, Wherein each of said 
loads comprise a plurality of LEDs connected in series. 

6. The device according to claim 5, Wherein each branch 
comprises a resistor connected in series With said LEDs and 
said sWitch. 

7. The device according to claim 5, Wherein the sWitches 
are transistor sWitches driven in a linear region for over 
current protection. 

8. The device according to claim 7, Wherein said transistor 
sWitches are driven in a linear region for current balancing 
betWeen synchronously operating LEDs of the different 
branches. 

9. The device according to claim 1, said ?rst circuitry 
comprises a current sensing element for sensing a current and 
transmitting the sensed current signal to the inverter unit. 

10. The device according to claim 1, Wherein said inverter 
unit is con?gured to provide said AC voltage and a current 
both having identical signs. 

11. The device according to claim 1, Wherein said inverter 
unit is mechanically separated from the transformers and the 
resonant circuits. 

12. The device according to claim 11, Wherein said inverter 
unit is con?gured to sWitch-off an output When an over 
current is detected by a current sensing element. 

* * * * * 


