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(57) ABSTRACT 

A dump body for a transport vehicle, in particular for the 
transportation of bulk material, is described. The dump body 
can be pivoted around a pivot axis between a support position 
and an upwardly pivoted ejection position by means of a drive 
device and consists of a body preferably made of sheet metal 
and having a base, side walls, a front wall terminating the 
dump body at one end and a chute arranged at the oppositely 
disposed end and drawn upwardly with respect to the base, 
wherein the body is rounded in a parabolic manner, with it 
having a rounded body base, a rounded chute and a rounded 
transition between the body base and the chute. 

4 Claims, 3 Drawing Sheets 
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DUMP BODY 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This is a divisional application of US. patent application 
Ser. No. 11/369,890 ?led Mar. 6, 2006, Which in turn claims 
priority to German Patent Application Ser. No. 20 2005 003 
821.0 ?led Mar. 9, 2005, both of Which are hereby incorpo 
rated by reference in their entirety for all purposes. 

FIELD 

The present disclosure relates to a dump body for a trans 
port vehicle, in particular for the transportation of bulk mate 
rial. 

BACKGROUND AND SUMMARY 

The transportation of bulk material typically takes place in 
dump bodies of off-road haulers having an upWardly open 
cross-section, said dump bodies being semi-circular or rect 
angular and having right-angle or rounded inner corners. 
Dump bodies typically have a ?at base and tWo side Walls 

parallel to the longitudinal axis of the dump bodies, said side 
Walls converging at a right angle or With rounded inner cor 
ners. A further Wall, Which is arranged at the front part trans 
versely to the longitudinal axis of the dump body, terminates 
the latter at its front end and forms a front Wall. At the 
oppositely disposed side in some designs, a ?ap is hingedly 
connected in the upper region of the dump body and permits 
an unloading of the bulk material on a corresponding open 
ing. A so-called chute can also be provided instead of a ?ap 
Which extends aWay upWardly starting from the base and thus 
prevents an unintentional falling out of the bulk material 
during the journey. 

To ensure a su?icient stiffness and strength during loading, 
transportation and unloading, the outer Wall of the dump body 
is typically reinforced With the help of a group of side mem 
bers and cross members. These external reinforcements, 
Which are generally Welded to the body of the dump body, 
substantially increase the Weight and manufacturing costs. 

It is the object of the present disclosure to further develop 
generic dump bodies such that they have a considerably 
reduced Weight of their oWn While maintaining the required 
strength. 

This object is solved in accordance With a dump body for a 
transport vehicle, in particular for the transportation of bulk 
material, Which is pivotable around a pivot axis betWeen a 
support position and an upWardly pivoted ejection position by 
a drive device and Which comprises a body preferably made 
of sheet metal and having a base, side Walls, a front Wall 
terminating the dump body at one end and a chute arranged at 
the oppositely disposed end and draWn upWardly With respect 
to the base, Where the body is rounded in a parabolic manner 
With it having a rounded body base, a rounded chute and a 
rounded transition betWeen the body base and the chute. 
Due to the parabolic body shape, the side members and the 

cross members such as are used in conventional dumper bod 
ies can be omitted. The body’s oWn Weight is hereby deci 
sively reduced, Whereby the payload of the dumper vehicles 
can be increased. 

The parabolic body shape represents an optimum shape for 
a harmonious distribution of strains in the body base, in the 
chute and in the side Walls in each of the possible load states. 

The dump body can be laterally Widened at its upper edge 
in the region of the side Walls. The strength of the dump body 
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2 
is hereby increased overall, on the one hand. This Widened 
edge also facilitates the ?lling of the dump body using a 
corresponding loader, excavator or other transfer apparatus, 
on the other hand. 
The parabolically rounded body is particularly advanta 

geously manufactured from rolled sheet metal panels or 
multi-bent metal sheets. 

BRIEF DESCRIPTION OF THE FIGURES 

Further features, details and advantages of the present dis 
closure result from an embodiment shoWn in the draWings. 
There are shoWn: 

FIG. 1 is a representation of a transport vehicle of a dump 
body in accordance With an embodiment of the present dis 
closure in a tilted position; 

FIG. 2 is a perspective representation of the dump body in 
accordance With the present disclosure in accordance With 
FIG. 1 in a perspective representation from diagonally above; 
and 

FIG. 3 is another perspective representation of the dump 
body from diagonally above. 

DETAILED DESCRIPTION 

A transport vehicle 5 is shoWn in FIG. 1 at Whose bogie end 
a dump body 10 is pivotable around a pivot axis 12. Piston 
in-cylinder assemblies 14, Which are hinged to the transport 
vehicle 5 at one end and to the dump body 10 at the other end, 
serve as drive devices for this purpose. The dump body 
includes a sheet metal construction having tWo side Walls 16 
and 18, a base 20, a front Wall 22 Which terminates the dump 
body 10 at one end and a chute 24 Which is arranged at the 
oppositely disposed end of the front Wall 22 and Which 
extends diagonally upWardly With respect to the base 20 and 
thus prevents an unWanted falling out of the bulk material 
from the body. As can be seen from FIG. 1 and also from 
FIGS. 2 and 3, the body is of a parabolically rounded shape 
overall, With it having a rounded base 20, a rounded chute 24, 
a rounded transition betWeen the rounded base 20 and the 
rounded chute 24, and a non-rounded chute exit base 25. 
Further, only one transition 23 is provided betWeen the 
rounded base and each of the sideWalls 16 and 18. 
Due to its shape, the parabolic body has an improved 

behavior With respect to denting. The bulk material slides at a 
shalloW angle over the side Walls of the body during loading. 
The denting of the body in the region of the side Walls and of 
the base is thus reduced both during transport and during 
loading With rock stones, construction Waste or the like. An 
unWanted adhering of the transport material can noW be pre 
vented due to a less strongly distorted or deformed metal 
sheet surface. The round body shape in addition prevents an 
adhering of the transport material in the comers of the bodies. 
When tipping the bulk material out of the dump body, the 

standing security of the total transport vehicle is improved by 
a forced centering of the transport material. In this forced 
centering, the transport material slips doWn automatically to 
the center of the base due to the round shape. The dumping 
behavior of the bulk material is thus improved overall. 

The invention claimed is: 
1. A vehicle for transporting bulk material comprising: 
a dump body having a rounded base, tWo sideWalls, each of 

the tWo sideWalls having a straight interior surface that is 
?at, the sideWalls extending upWard and outWard from 
the rounded base to an upper edge region of the dump 
body at an angle that is acute to vertical, such that the 
dump body is laterally Widened at the upper edge region 
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of the sidewalls relative to the rounded base, and 
Wherein only one side transition betWeen the rounded 
base and each of the tWo sideWalls is provided, a front 
Wall terminating the dump body at a front end of the 
rounded base, and a chute arranged at a rear end of the 
rounded base and being draWn diagonally upWard With 
respect to the rounded base, Wherein a rear transition 
betWeen the rounded base and the chute is rounded, and 
Wherein the rounded base of the dump body maintains 
its cross-sectional shape consistently from the front Wall 
to the rear transition of the chute, and Where an exit base 
of the chute is non-rounded; and 

tWo piston-in-cylinder assemblies extendable to drive the 
dump body betWeen a support position and an upWardly 
pivoted ejection position, each of the tWo piston-in 
cylinder assemblies having a ?rst end attached to the 
vehicle and a second end attached to an upper exterior of 
the sideWalls of the dump body; 

10 
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Wherein the dump body is secured to the vehicle by at least 

the tWo piston-in-cylinder assemblies and a pivot posi 
tioned rearWard of a rear axle of the vehicle, the pivot 
being positioned beloW and rearWard of the rear transi 
tion betWeen the rounded base and the chute of the dump 
body and ahead of a rear end of the dump body, Wherein 
the dump body pivots betWeen the support position and 
the upWardly pivoted ejection position and a pivot axis 
of the dump body is located at the pivot. 

2. The vehicle of claim 1, Wherein the dump body distrib 
utes strains in the base, the chute and the tWo side Walls such 
that Welded reinforcement members can be omitted. 

3. The vehicle of claim 1, Wherein the dump body distrib 
utes strains in the base, the chute and the tWo side Walls such 
that side reinforcement members can be omitted. 

4. The vehicle of claim 1 Wherein the dump body comprises 
a sheet metal construction. 

* * * * * 


