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MULTI-LAYER SHEET FOR USE IN 
ELECTRO-OPTIC DISPLAYS 

REFERENCE TO RELATED APPLICATIONS 

This application is a division of copending application Ser. 
No. 12/017,586, ?led Jan. 22, 2008 (Publication No. 2008/ 
0174853), Which claims bene?t of Application Ser. No. 
60/886,005, ?led Jan. 22, 2007. 

This application is related to: 
(a) application Ser. No. 10/249,957, ?led May 22, 2003 

(now US. Pat. No. 6,982,178), Which claims bene?t of 
application Ser. No. 60/319,300, ?led Jun. 10, 2002, and 
application Ser. No. 60/320,186, ?led May 12, 2003; 

(b) application Ser. No. 10/907,065, ?led Mar. 18, 2005 
(now US. Pat. No. 7,236,292), Which is a divisional of 
the aforementioned application Ser. No. 10/249,957; 

(c) application Ser. No. 10/605,024, ?led Sep. 2, 2003 
(Publication No. 2004/0155857, now US. Pat. No. 
7,561,324); 

(d) application Ser. No. 10/904,063, ?led Oct. 21, 2004 
(now US. Pat. No. 7,110,164), Which is a continuation 
in-part of the aforementioned application Ser. No. 
10/605,024. 

(e) copending application Ser. No. 11/550,114, ?led Oct. 
17, 2006 (Publication No. 2007/0109219, now US. Pat. 
No. 7,839,564); 

(f) copending application Ser. No. 11/612,732, ?led Dec. 
19, 2006 (Publication No. 2007/0152956, now US. Pat. 
No. 7,649,674); 

(g) copending application Ser. No. 11/ 682,409, ?led Mar. 
6, 2007 (Publication No. 2007/0211331, now US. Pat. 
No. 7,733,554); 

(h) application Ser. No. 11/850,831, ?led Sep. 6, 2007 
(Publication No. 2008/0057272, now US. Pat. No. 
7,583,427); 

(i) copending application Ser. No. 11/951,489, ?led Dec. 6, 
2007 (Publication No. 2008/0137176, now US. Pat. No. 
7,649,666); 

(j) copending Application Ser. No. 60/946,997, ?led Jun. 
29, 2007; 

(k) copending Application Ser. No. 60/947,001, ?led Jun. 
29, 2007; and 

(l) copending Application Ser. No. 60/ 947,039, ?led Jun. 
29, 2007. 

The entire contents of these applications, and of all other 
US. patents and published and copending applications men 
tioned beloW, are herein incorporated by reference. For con 
venience, the foregoing applications and patents may herein 
after be referred to as the “electro-optic display 
manufacturing” or “EODM” patents and applications. 

BACKGROUND OF INVENTION 

This invention relates to multi-layer sheets for use in elec 
tro-optic displays. Such electro-optic displays typically con 
tain an electro-optic medium Which is a solid (such displays 
may hereinafter for convenience be referred to as “solid elec 
tro-optic displays”), in the sense that the electro-optic 
medium has solid external surfaces, although the medium 
may, and often does, have internal liquid- or gas-?lled spaces. 
Thus, the term “solid electro-optic displays” includes encap 
sulated electrophoretic displays, encapsulated liquid crystal 
displays, and other types of displays discussed beloW. 

The term “electro-optic”, as applied to a material or a 
display, is used herein in its conventional meaning in the 
imaging art to refer to a material having ?rst and second 
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2 
display states differing in at least one optical property, the 
material being changed from its ?rst to its second display state 
by application of an electric ?eldto the material.Although the 
optical property is typically color perceptible to the human 
eye, it may be another optical property, such as optical trans 
mission, re?ectance, luminescence or, in the case of displays 
intended for machine reading, pseudo-color in the sense of a 
change in re?ectance of electromagnetic Wavelengths outside 
the visible range. 
The terms “bistable” and “bistability” are used herein in 

their conventional meaning in the art to refer to displays 
comprising display elements having ?rst and second display 
states differing in at least one optical property, and such that 
after any given element has been driven, by means of an 
addressing pulse of ?nite duration, to assume either its ?rst or 
second display state, after the addressing pulse has termi 
nated, that state Will persist for at least several times, for 
example at least four times, the minimum duration of the 
addressing pulse required to change the state of the display 
element. It is shoWn in US. Pat. No. 7,170,670 that some 
particle-based electrophoretic displays capable of gray scale 
are stable not only in their extreme black and White states but 
also in their intermediate gray states, and the same is true of 
some other types of electro-optic displays. This type of dis 
play is properly called “multi-stable” rather than bistable, 
although for convenience the term “bistable” may be used 
herein to cover both bistable and multi-stable displays. 

Several types of electro-optic displays are knoWn. One type 
of electro-optic display is a rotating bichromal member type 
as described, for example, in US. Pat. Nos. 5,808,783; 5,777, 
782; 5,760,761; 6,054,071 6,055,091; 6,097,531; 6,128,124; 
6,137,467; and 6,147,791 (although this type of display is 
often referred to as a “rotating bichromal ball” display, the 
term “rotating bichromal member” is preferred as more accu 
rate since in some of the patents mentioned above the rotating 
members are not spherical). Such a display uses a large num 
ber of small bodies (typically spherical or cylindrical) Which 
have tWo or more sections With differing optical characteris 
tics, and an internal dipole. These bodies are suspended 
Within liquid-?lled vacuoles Within a matrix, the vacuoles 
being ?lled With liquid so that the bodies are free to rotate. 
The appearance of the display is changed by applying an 
electric ?eld thereto, thus rotating the bodies to various posi 
tions and varying Which of the sections of the bodies is seen 
through a vieWing surface. This type of electro-optic medium 
is typically bistable. 

Another type of electro-optic display uses an electrochro 
mic medium, for example an electrochromic medium in the 
form of a nanochromic ?lm comprising an electrode formed 
at least in part from a semi-conducting metal oxide and a 
plurality of dye molecules capable of reversible color change 
attached to the electrode; see, for example O’Regan, B., et al., 
Nature 1991, 353, 737; and Wood, D., Information Display, 
18(3), 24 (March 2002). See also Bach, U., et al.,Adv. Mater., 
2002, 14(11), 845. Nanochromic ?lms of this type are also 
described, for example, in US. Pat. Nos. 6,301,038; 6,870, 
657; and 6,950,220. This type of medium is also typically 
bistable. 

Another type of electro-optic display is an electro-Wetting 
display developed by Philips and described in Hayes, R. A., et 
al., “Video-Speed Electronic Paper Based on ElectroWet 
ting”, Nature, 425, 383-385 (2003). It is shoWn in copending 
application Ser. No. 10/711,802, ?led Oct. 6, 2004 (Publica 
tion No. 2005/0151709), that such electro-Wetting displays 
can be made bistable. 
One type of electro-optic display, Which has been the sub 

ject of intense research and development for a number of 
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years, is the particle-based electrophoretic display, in Which a 
plurality of charged particles move through a ?uid under the 
in?uence of an electric ?eld. Electrophoretic displays can 
have attributes of good brightness and contrast, Wide vieWing 
angles, state bistability, and loW poWer consumption When 
compared With liquid crystal displays. Nevertheless, prob 
lems With the long-term image quality of these displays have 
prevented their Widespread usage. For example, particles that 
make up electrophoretic displays tend to settle, resulting in 
inadequate service-life for these displays. 
As noted above, electrophoretic media require the presence 

of a ?uid. In most prior art electrophoretic media, this ?uid is 
a liquid, but electrophoretic media can be produced using 
gaseous ?uids; see, for example, Kitamura, T., et al., “Elec 
trical toner movement for electronic paper-like display”, 
IDW Japan, 2001, Paper HCSl-l, andYamaguchi, Y., et al., 
“Toner display using insulative particles charged triboelectri 
cally”, IDW Japan, 2001, Paper AMD4-4). See also U.S. 
Patent Publication No. 2005/0001810; European Patent 
Applications 1,462,847; 1,482,354; 1,484,635; 1,500,971; 
1,501,194; 1,536,271; 1,542,067; 1,577,702; 1,577,703; and 
1,598,694; and International Applications WO 2004/ 090626; 
WO 2004/079442; and WO 2004/001498. Such gas-based 
electrophoretic media appear to be susceptible to the same 
types of problems due to particle settling as liquid-based 
electrophoretic media, When the media are used in an orien 
tation Which permits such settling, for example in a sign 
Where the medium is disposed in a vertical plane. Indeed, 
particle settling appears to be a more serious problem in 
gas-based electrophoretic media than in liquid-based ones, 
since the loWer viscosity of gaseous suspending ?uids as 
compared With liquid ones alloWs more rapid settling of the 
electrophoretic particles. 
Numerous patents and applications assigned to or in the 

names of the Massachusetts Institute of Technology (MIT) 
and E Ink Corporation have recently been published describ 
ing encapsulated electrophoretic media. Such encapsulated 
media comprise numerous small capsules, each of Which 
itself comprises an internal phase containing electrophoreti 
cally-mobile particles suspended in a liquid suspending 
medium, and a capsule Wall surrounding the internal phase. 
Typically, the capsules are themselves held Within a poly 
meric binder to form a coherent layer positioned betWeen tWo 
electrodes. Encapsulated media of this type are described, for 
example, in Us. Pat. Nos. 5,930,026; 5,961,804; 6,017,584; 
6,067,185; 6,118,426; 6,120,588; 6,120,839; 6,124,851; 
6,130,773; 6,130,774; 6,172,798; 6,177,921; 6,232,950; 
6,249,271; 6,252,564; 6,262,706; 6,262,833; 6,300,932; 
6,312,304; 6,312,971; 6,323,989; 6,327,072; 6,376,828; 
6,377,387; 6,392,785; 6,392,786; 6,413,790; 6,422,687; 
6,445,374; 6,445,489; 6,459,418; 6,473,072; 6,480,182; 
6,498,114; 6,504,524; 6,506,438; 6,512,354; 6,515,649; 
6,518,949; 6,521,489; 6,531,997; 6,535,197; 6,538,801; 
6,545,291; 6,580,545; 6,639,578; 6,652,075; 6,657,772; 
6,664,944; 6,680,725; 6,683,333; 6,704,133; 6,710,540; 
6,721,083; 6,724,519; 6,727,881; 6,738,050; 6,750,473; 
6,753,999; 6,816,147; 6,819,471; 6,822,782; 6,825,068; 
6,825,829; 6,825,970; 6,831,769; 6,839,158; 6,842,167; 
6,842,279; 6,842,657; 6,864,875; 6,865,010; 6,866,760; 
6,870,661; 6,900,851; 6,922,276; 6,950,200; 6,958,848; 
6,967,640; 6,982,178; 6,987,603; 6,995,550; 7,002,728; 
7,012,600; 7,012,735; 7,023,420; 7,030,412; 7,030,854; 
7,034,783; 7,038,655; 7,061,663; 7,071,913; 7,075,502; 
7,075,703; 7,079,305; 7,106,296; 7,109,968; 7,110,163; 
7,110,164; 7,116,318; 7,116,466; 7,119,759; 7,119,772; 
7,148,128; 7,167,155; 7,170,670; 7,173,752; 7,176,880; 
7,180,649; 7,190,008; 7,193,625; 7,202,847; 7,202,991; 
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7,206,119; 7,223,672; 7,230,750; 7,230,751; 7,236,790; 
7,236,792; 7,242,513; 7,247,379; 7,256,766; 7,259,744; 
7,280,094; 7,304,634; 7,304,787; 7,312,784; 7,312,794; and 
7,312,916; and Us. Patent Applications Publication Nos. 
2002/0060321; 2002/0090980; 2003/0102858; 2003/ 
0151702; 2003/0222315; 2004/0105036; 2004/0112750; 
2004/0119681; 2004/0155857; 2004/0180476; 2004/ 
0190114; 2004/0196215; 2004/0226820; 2004/0257635; 
2004/0263947; 2005/0000813; 2005/0007336; 2005/ 
0012980; 2005/0018273; 2005/0024353; 2005/0062714; 
2005/0067656; 2005/0099672; 2005/0122284; 2005/ 
0122306; 2005/0122563; 2005/0134554; 2005/0151709; 
2005/0152018; 2005/0156340; 2005/0179642; 2005/ 
0190137; 2005/0212747; 2005/0213191; 2005/0253777; 
2005/0280626; 2006/0007527; 2006/0038772; 2006/ 
0139308; 2006/0139310; 2006/0139311; 2006/0176267; 
2006/0181492; 2006/0181504; 2006/0194619; 2006/ 
0197737; 2006/0197738; 2006/0202949; 2006/0223282; 
2006/0232531; 2006/0245038; 2006/0262060; 2006/ 
0279527; 2006/0291034; 2007/0035532; 2007/0035808; 
2007/0052757; 2007/0057908; 2007/0069247; 2007/ 
0085818; 2007/0091417; 2007/0091418; 2007/0097489; 
2007/0109219; 2007/0128352; 2007/0146310; 2007/ 
0152956; 2007/0153361; 2007/0200795; 2007/0200874; 
2007/0201 124; 2007/0207560; 2007/021 1002; 2007/ 
021 1331; 2007/0223079; 2007/0247697; 2007/0285385; and 
2007/0286975; and International Applications Publication 
Nos. WO 00/38000; WO 00/36560; WO 00/67110; and WO 
01/07961; and European Patents Nos. 1,099,207 B1; and 
1,145,072 B1. 
Many of the aforementioned patents and applications rec 

ogniZe that the Walls surrounding the discrete microcapsules 
in an encapsulated electrophoretic medium could be replaced 
by a continuous phase, thus producing a so-called polymer 
dispersed electrophoretic display, in Which the electro 
phoretic medium comprises a plurality of discrete droplets of 
an electrophoretic ?uid and a continuous phase of a poly 
meric material, and that the discrete droplets of electro 
phoretic ?uid Within such a polymer-dispersed electro 
phoretic display may be regarded as capsules or 
microcapsules even though no discrete capsule membrane is 
associated With each individual droplet; see for example, the 
aforementioned U.S. Pat. No. 6,866,760. Accordingly, for 
purposes of the present application, such polymer-dispersed 
electrophoretic media are regarded as sub-species of encap 
sulated electrophoretic media. 
A related type of electrophoretic display is a so-called 

“microcell electrophoretic display”. In a microcell electro 
phoretic display, the charged particles and the ?uid are not 
encapsulated Within microcapsules but instead are retained 
Within a plurality of cavities formed Within a carrier medium, 
typically a polymeric ?lm. See, for example, U.S. Pat. Nos. 
6,672,921 and 6,788,449, both assigned to Sipix Imaging, 
Inc. 

Although electrophoretic media are often opaque (since, 
for example, in many electrophoretic media, the particles 
substantially block transmission of visible light through the 
display) and operate in a re?ective mode, many electro 
phoretic displays can be made to operate in a so-called “shut 
ter mode” in Which one display state is substantially opaque 
and one is light-transmissive. See, for example, the aforemen 
tioned U.S. Pat. Nos. 6,130,774 and 6,172,798, and 5,872, 
552; 6,144,361; 6,271,823; 6,225,971; and 6,184,856. 
Dielectrophoretic displays, Which are similar to electro 
phoretic displays but rely upon variations in electric ?eld 
strength, can operate in a similar mode; see U.S. Pat. No. 
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4,418,346. Other types of electro-optic displays may also be 
capable of operating in shutter mode. 
An encapsulated electrophoretic display typically does not 

suffer from the clustering and settling failure mode of tradi 
tional electrophoretic devices and provides further advan 
tages, such as the ability to print or coat the display on a Wide 
variety of ?exible and rigid substrates. (Use of the Word 
“printing” is intended to include all forms of printing and 
coating, including, but Without limitation: pre-metered coat 
ings such as patch die coating, slot or extrusion coating, slide 
or cascade coating, curtain coating; roll coating such as knife 
over roll coating, forward and reverse roll coating; gravure 
coating; dip coating; spray coating; meniscus coating; spin 
coating; brush coating; air knife coating; silk screen printing 
processes; electrostatic printing processes; thermal printing 
processes; ink jet printing processes; electrophoretic deposi 
tion (See US Patent Publication No. 2004/0226820); and 
other similar techniques.) Thus, the resulting display can be 
?exible. Further, because the display medium can be printed 
(using a variety of methods), the display itself can be made 
inexpensively. 

Other types of electro-optic media, for example encapsu 
lated liquid crystal media, may also be used in the present 
invention. 
An electro-optic display normally comprises a layer of 

electro-optic material and at least tWo other layers disposed 
on opposed sides of the electro-optic material, one of these 
tWo layers being an electrode layer. In most such displays 
both the layers are electrode layers, and one or both of the 
electrode layers are patterned to de?ne the pixels of the dis 
play. For example, one electrode layer may be patterned into 
elongate roW electrodes and the other into elongate column 
electrodes running at right angles to the roW electrodes, the 
pixels being de?ned by the intersections of the roW and col 
umn electrodes. Alternatively, and more commonly, one elec 
trode layer has the form of a single continuous electrode and 
the other electrode layer is patterned into a matrix of pixel 
electrodes, each of Which de?nes one pixel of the display. In 
another type of electro-optic display, Which is intended for 
use With a stylus, print head or similar movable electrode 
separate from the display, only one of the layers adjacent the 
electro-optic layer comprises an electrode, the layer on the 
opposed side of the electro-optic layer typically being a pro 
tective layer intended to prevent the movable electrode dam 
aging the electro-optic layer. 

The manufacture of a three-layer electro-optic display nor 
mally involves at least one lamination operation. For 
example, in several of the aforementioned MIT and E Ink 
patents and applications, there is described a process for 
manufacturing an encapsulated electrophoretic display in 
Which an encapsulated electrophoretic medium comprising 
capsules in a binder is coated on to a ?exible substrate com 
prising indium-tin-oxide (ITO) or a similar conductive coat 
ing (Which acts as one electrode of the ?nal display) on a 
plastic ?lm, the capsules/binder coating being dried to form a 
coherent layer of the electrophoretic medium ?rmly adhered 
to the substrate. Separately, a backplane, containing an array 
of pixel electrodes and an appropriate arrangement of con 
ductors to connect the pixel electrodes to drive circuitry, is 
prepared. To form the ?nal display, the substrate having the 
capsule/binder layer thereon is laminated to the backplane 
using a lamination adhesive. (A very similar process can be 
used to prepare an electrophoretic display usable With a stylus 
or similar movable electrode by replacing the backplane With 
a simple protective layer, such as a plastic ?lm, over Which the 
stylus or other movable electrode can slide.) In one preferred 
form of such a process, the backplane is itself ?exible and is 
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6 
prepared by printing the pixel electrodes and conductors on a 
plastic ?lm or other ?exible substrate. The obvious lamina 
tion technique for mass production of displays by this process 
is roll lamination using a lamination adhesive. Similar manu 
facturing techniques can be used With other types of electro 
optic displays. For example, a microcell electrophoretic 
medium or a rotating bichromal member medium may be 
laminated to a backplane in substantially the same manner as 
an encapsulated electrophoretic medium. 
As discussed in the aforementioned U.S. Pat. No. 6,982, 

178, many of the components used in solid electro-optic 
displays, and the methods used to manufacture such displays, 
are derived from technology used in liquid crystal displays 
(LCD’s), Which are of course also electro-optic displays, 
though using a liquid rather than a solid medium. For 
example, solid electro-optic displays may make use of an 
active matrix backplane comprising an array of transistors or 
diodes and a corresponding array of pixel electrodes, and a 
“continuous” front electrode (in the sense of an electrode 
Which extends over multiple pixels and typically the Whole 
display) on a transparent substrate, these components being 
essentially the same as in LCD’ s. HoWever, the methods used 
for assembling LCD’s cannot be used With solid electro-optic 
displays. LCD’s are normally assembled by forming the 
backplane and front electrode on separate glass substrates, 
then adhesively securing these components together leaving a 
small aperture betWeen them, placing the resultant assembly 
under vacuum, and immersing the assembly in a bath of the 
liquid crystal, so that the liquid crystal ?oWs through the 
aperture betWeen the backplane and the front electrode. 
Finally, With the liquid crystal in place, the aperture is sealed 
to provide the ?nal display. 

This LCD assembly process cannot readily be transferred 
to solid electro-optic displays. Because the electro-optic 
material is solid, it must be present betWeen the backplane 
and the front electrode before these tWo integers are secured 
to each other. Furthermore, in contrast to a liquid crystal 
material, Which is simply placed betWeen the front electrode 
and the backplane Without being attached to either, a solid 
electro-optic medium normally needs to be secured to both; in 
some cases the solid electro-optic medium is formed on the 
front electrode, since this is generally easier than forming the 
medium on the circuitry-containing backplane, and the front 
electrode/electro-optic medium combination is then lami 
nated to the backplane, typically by covering the entire sur 
face of the electro-optic medium With an adhesive and lami 
nating under heat, pressure and possibly vacuum. 
As discussed in the aforementioned U.S. Pat. No. 6,312, 

304, the manufacture of solid electro-optic displays also pre 
sents problems in that the optical components (the electro 
optic medium) and the electronic components (in the 
backplane) have differing performance criteria. For example, 
it is desirable for the optical components to optimiZe re?ec 
tivity, contrast ratio and response time, While it is desirable for 
the electronic components to optimiZe conductivity, voltage 
current relationship, and capacitance, or to possess memory, 
logic, or other higher-order electronic device capabilities. 
Therefore, a process for manufacturing an optical component 
may not be ideal for manufacturing an electronic component, 
and vice versa. For example, a process for manufacturing an 
electronic component can involve processing under high tem 
peratures. The processing temperature can be in the range 
from about 3000 C. to about 6000 C. Subjecting many optical 
components to such high temperatures, hoWever, can be 
harmful to the optical components by degrading the electro 
optic medium chemically or by causing mechanical damage. 
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This U.S. Pat. No. 6,312,304 describes a method ofmanu 
facturing an electro-optic display comprising providing a 
modulating layer including a ?rst substrate and an electro 
optic material provided adjacent the ?rst substrate, the modu 
lating layer being capable of changing a visual state upon 
application of an electric ?eld; providing a pixel layer com 
prising a second substrate, a plurality of pixel electrodes 
provided on a front surface of the second substrate and a 
plurality of contact pads provided on a rear surface of the 
second substrate, each pixel electrode being connected to a 
contact pad through a via extending through the second sub 
strate; providing a circuit layer including a third substrate and 
at least one circuit element; and laminating the modulating 
layer, the pixel layer, and the circuit layer to form the electro 
optic display. 

Electro-optic displays are often costly; for example, the 
cost of the color LCD found in a portable computer is typi 
cally a substantial fraction of the entire cost of the computer. 
As the use of electro-optic displays spreads to devices, such as 
cellular telephones and personal digital assistants (PDA’s), 
much less costly than portable computers, there is great pres 
sure to reduce the costs of such displays. The ability to form 
layers of some solid electro-optic media by printing tech 
niques on ?exible substrates, as discussed above, opens up the 
possibility of reducing the cost of electro-optic components 
of displays by using mass production techniques such as 
roll-to-roll coating using commercial equipment used for the 
production of coated papers, polymeric ?lms and similar 
media. HoWever, such equipment is costly and the areas of 
electro-optic media presently sold may be insu?icient to jus 
tify dedicated equipment, so that it may typically be neces 
sary to transport the coated medium from a commercial coat 
ing plant to the plant used for ?nal assembly of electro-optic 
displays Without damage to the relatively fragile layer of 
electro-optic medium. 

Also, most prior art methods for ?nal lamination of elec 
trophoretic displays are essentially batch methods in Which 
the electro-optic medium, the lamination adhesive and the 
backplane are only brought together immediately prior to 
?nal assembly, and it is desirable to provide methods better 
adapted for mass production. 

The aforementioned U.S. Pat. No. 6,982,178 describes a 
method of assembling a solid electro-optic display (including 
an encapsulated electrophoretic display) Which is Well 
adapted for mass production. Essentially, this patent 
describes a so-called “front plane laminate” (“FPL”) Which 
comprises, in order, a light-transmissive electrically-conduc 
tive layer; a layer of a solid electro-optic medium in electrical 
contact With the electrically-conductive layer; an adhesive 
layer; and a release sheet. Typically, the light-transmissive 
electrically-conductive layer Will be carried on a light-trans 
missive substrate, Which is preferably ?exible, in the sense 
that the substrate can be manually Wrapped around a drum 
(say) 10 inches (254 mm) in diameter Without permanent 
deformation. The term “light-transmissive” is used in this 
patent and herein to mean that the layer thus designated 
transmits su?icient light to enable an observer, looking 
through that layer, to observe the change in display states of 
the electro-optic medium, Which Will normally be vieWed 
through the electrically-conductive layer and adjacent sub 
strate (if present); in cases Where the electro-optic medium 
displays a change in re?ectivity at non-visible Wavelengths, 
the term “light-transmissive” should of course be interpreted 
to refer to transmission of the relevant non-visible Wave 
lengths. The substrate Will typically be a polymeric ?lm, and 
Will normally have a thickness in the range of about 1 to about 
25 mil (25 to 634 um), preferably about 2 to about 10 mil (51 
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to 254 um). The electrically -conductive layer is conveniently 
a thin metal or metal oxide layer of, for example, aluminum or 
ITO, or may be a conductive polymer. Poly(ethylene tereph 
thalate) (PET) ?lms coated With aluminum or ITO are avail 
able commercially, for example as “aluminiZed Mylar” 
(“Mylar” is a Registered Trade Mark) from E.I. du Pont de 
Nemours & Company, Wilmington Del., and such commer 
cial materials may be used With good results in the front plane 
laminate. 
The aforementioned U.S. Pat. No. 6,982,178 also describes 

a method for testing the electro-optic medium in a front plane 
laminate prior to incorporation of the front plane laminate 
into a display. In this testing method, the release sheet is 
provided With an electrically conductive layer, and a voltage 
suf?cient to change the optical state of the electro-optic 
medium is applied betWeen this electrically conductive layer 
and the electrically conductive layer on the opposed side of 
the electro-optic medium. Observation of the electro-optic 
medium Will then reveal any faults in the medium, thus avoid 
ing laminating faulty electro-optic medium into a display, 
With the resultant cost of scrapping the entire display, not 
merely the faulty front plane laminate. 

The aforementioned U.S. Pat. No. 6,982,178 also describes 
a second method for testing the electro-optic medium in a 
front plane laminate by placing an electrostatic charge on the 
release sheet, thus forming an image on the electro-optic 
medium. This image is then observed in the same Way as 
before to detect any faults in the electro-optic medium. 
The aforementioned 2004/0155857 describes a so-called 

“double release ?lm” Which is essentially a simpli?ed version 
of the front plane laminate of the aforementioned U.S. Pat. 
No. 6,982,178. One form of the double release sheet com 
prises a layer of a solid electro-optic medium sandWiched 
betWeen tWo adhesive layers, one or both of the adhesive 
layers being covered by a release sheet. Another form of the 
double release sheet comprises a layer of a solid electro-optic 
medium sandWiched betWeen tWo release sheets. Both forms 
of the double release ?lm are intended for use in a process 
generally similar to the process for assembling an electro 
optic display from a front plane laminate already described, 
but involving tWo separate laminations; typically, in a ?rst 
lamination the double release sheet is laminated to a front 
electrode to form a front sub-assembly, and then in a second 
lamination the front sub-assembly is laminated to a backplane 
to form the ?nal display, although the order of these tWo 
laminations could be reversed if desired. 

Electro-optic displays manufactured using the aforemen 
tioned front plane laminates or double release ?lms normally 
have a layer of lamination adhesive betWeen the electro-optic 
layer itself and the backplane, and the presence of this lami 
nation adhesive layer affects the electro-optic characteristics 
of the displays. In particular, the electrical conductivity of the 
lamination adhesive layer affects both the loW temperature 
performance and the resolution of the display. The loW tem 
perature performance of the display can (it has been found 
empirically) be improved by increasing the conductivity of 
the lamination adhesive layer, for example by doping the 
layer With tetrabutylammonium hexa?uorophosphate or 
other materials as described in the aforementioned U.S. Pat. 
Nos. 7,012,735 and 7,173,752. HoWever, increasing the con 
ductivity of the lamination adhesive layer in this manner tends 
to increase pixel blooming (a phenomenon Whereby the area 
of the electro-optic layer Which changes optical state in 
response to change of voltage at a pixel electrode is larger 
than the pixel electrode itself), and this blooming tends to 
reduce the resolution of the display. Hence, this type of dis 
play apparently intrinsically requires a compromise betWeen 
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loW temperature performance and display resolution, and in 
practice it is usually the loW temperature performance Which 
is sacri?ced. 

The aforementioned 2007/0109219 describes a so-called 
“inverted front plane laminate”, Which is a variant of the front 
plane laminate described in the aforementioned US. Pat. No. 
6,982,178. This inverted front plane laminate comprises, in 
order, at least one of a light-transmissive protective layer and 
a light-transmissive electrically-conductive layer; an adhe 
sive layer; a layer of a solid electro-optic medium; and a 
release sheet. This inverted front plane laminate is used to 
form an electro-optic display having a layer of lamination 
adhesive betWeen the electro-optic layer and the front elec 
trode or front substrate; a second, typically thin layer of 
adhesive may or may not be present betWeen the electro -optic 
layer and a backplane. Such electro-optic displays can com 
bine good resolution With good loW temperature perfor 
mance. 

Certain emerging markets for electro-optic displays 
require displays Which are thin, ?exible and rollable, such that 
the display can be repeatedly moved betWeen a stored posi 
tion Wrapped around a mandrel (Which may have a diameter 
of only a feW millimeters) and an operating position, in Which 
the display forms a relatively large ?at display screen. For 
example, it has been proposed (see the aforementioned 2006/ 
0194619) to provide a cellular telephone With a ?exible dis 
play of this type to facilitate the reading of E-mail messages 
received by the telephone. To provide the siZe of screen most 
useful for this purpose, such a ?exible display needs to have 
a thickness not greater than about 0.2 mm. 
One major challenge in providing such a thin display is 

sealing the electro-optic medium against the environment, 
including radiation. As discussed in several of the aforemen 
tioned E Ink patents and applications, some electro-optic 
media are sensitive to oxygen and moisture, and hence it is 
necessary that a display using such media incorporate barrier 
layers to prevent diffusion of oxygen and moisture into (and, 
in the case of moisture, diffusion out of) the electro-optic 
medium. It is also desirable to provide a barrier to prevent 
ultra-violet radiation reaching the electro-optic layer. To pro 
vide a display having a commercially acceptable appearance 
and resistance to mechanical damage, the vieWing surface of 
the display should, at least in some cases, have an anti-glare 
hard coat. Finally, the portion of the display structure betWeen 
the electro-optic medium and the vieWing surface (hereinafter 
for convenience referred to as the “front sub-assembly” of the 
display) needs to provide an electrically-conductive layer 
Which forms the front electrode of the display. 

Providing all these functions in a front sub-assembly thin 
enough to be used in a highly ?exible display is a matter of 
considerable di?iculty. While in theory it Would be desirable 
to provide all the necessary functions in a single, monolithic 
layer, there appears to be no knoWn material capable of pro 
viding all these functions in a single layer, and even if such a 
material could be developed, it Would probably be impracti 
cably expensive for use in highly ?exible displays. Hence, it 
is necessary to use a multi-layer front sub-assembly. 

Using such a multi-layer front sub-assembly, hoWever, 
exacerbates another problem in the production of highly ?ex 
ible displays, namely the di?iculty of performing manufac 
turing operations, including coating, handling, laminating 
and assembly operations, on very thin substrates due to the 
lack of stiffness of such substrates. These dif?culties can be 
reduced to some extent by using Web processing Wherever 
possible, but ?nal assembly of a highly ?exible display 
requires lamination of a thin sub-assembly comprising the 
front sub-assembly, the electro-optic medium and (typically) 
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10 
a lamination adhesive layer to a thin backplane, and this 
lamination normally cannot be performed using Web process 
ing. 

Another problem in designing highly ?exible displays is 
the phenomenon of “creep”. Often it is desired to store a 
?exible display in a rolled or Wrapped con?guration (for 
example, the display may be stored Wrapped around a cylin 
drical mandrel or folded around the outside of a cellular 
telephone or similar electronic device. When the ?exible dis 
play is to be used, it unrolled or unWrapped to a substantially 
planar con?guration, then re-rolled or re-Wrapped after use. 
Unless the ?exible display is carefully designed, the repeated 
unrolling or unWrapping of such ?exible displays is likely to 
cause the front and rear substrates normally present to move 
slightly (creep) relative to one another. Such creep is highly 
undesirable, since it may result in delamination of various 
layers of the display from one another, or introduce differ 
ences in electro-optic properties betWeen various portions of 
the display. Creep is a particular problem in color displays 
using color ?lters, since any movement betWeen a color ?lter 
disposed adjacent the vieWing surface of the display and the 
pixel electrodes present near the rear surface of the display 
destroys the alignment betWeen the color ?lter elements and 
the pixel electrodes needed for accurate color reproduction 
and thus adversely affects the colors produced by the display. 

Hitherto, the front electrodes of electro-optic displays have 
typically been formed from a sputtered metal oxide ceramic, 
for example indium tin oxide (ITO). Such sputtered ceramic 
layers are expensive and can constitute a substantial fraction 
of the overall cost of the display. Accordingly, it is desirable to 
replace the sputtered ceramic layer With a continuous or Wet 
coated conducting layer Which can reduce cost, but Which 
may also reduce the barrier properties of the front sub-assem 
bly since ITO does itself provide some useful barrier proper 
ties. Preferred embodiments of the present invention alloW for 
use of such a continuous or Wet coated conducting layer While 
still maintaining good barrier properties. 
The present invention seeks to provide a multi-layer sheet 

for use as a front sub-assembly in thin, rollable electro-optic 
displays, this sheet reducing or eliminating at least some of 
the aforementioned problems. 

SUMMARY OF THE INVENTION 

As already mentioned, the present invention provides a 
multi-layer sheet for use as a front sub-assembly in electro 
optic displays Which are thin and rollable. The present inven 
tion also provides a lamination process Which can be used to 
form the multi-layer sheet in a manner Which alloWs each of 
the individual layers to be optimiZed to ful?ll its function 
independently of the other layers. The layers can also be 
produced economically for their particular functions. 

Accordingly, this invention provides a multi-layer ?lm use 
ful as a front sub-assembly in electro-optic displays, the 
multi-layer ?lm comprising, in this order: 

a light-transmissive electrically-conductive layer; 
a light-transmissive ?rst protective layer; 
a light-transmissive moisture barrier layer; and 
a light-transmissive second protective layer. 
Such a multi-layer ?lm can be made very thin; typically, a 

multi-layer ?lm of the present invention Will have a total 
thickness of not more than about 100 um, and desirably not 
more than about 50 pm; this total thickness is calculated not 
including any layer Which is removed before the ?lm is incor 
porated into a functioning electro -optic display. For example, 
as described in more detail beloW, it is often desirable to 
provide the ?lm With a removable masking sheet to facilitate 
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handling of thin sheets involved during production of the 
multi-layer ?lm, this masking ?lm typically being removed 
before the ?lm is incorporated into the ?nal electro-optic 
display, and the thickness of such a masking ?lm is ignored 
When calculating the total thickness of a multi-layer ?lm of 
the present invention. 

In the present multi-layer ?lm, the light-transmissive elec 
trically-conductive layer comprises indium-tin-oxide or a Wet 
coated conducting layer. Other light-transmissive electri 
cally-conductive layers can of course be used, for example 
very thin sputtered layers of metals such as aluminum. Since 
it is often desirable to protect the electro-optic medium 
present in the ?nal display from too much exposure to ultra 
violet radiation, at least one of the ?rst and second protective 
layers may comprise an ultra-violet absorber. The moisture 
barrier layer may comprise an aluminum oxide. The ?lm may 
comprise an anti-glare hard coat on the opposed side of the 
second protective layer from the light-transmissive electri 
cally-conductive layer. Alternatively or in addition, the ?lm 
may further comprise a masking ?lm on the opposed side of 
the second protective layer from the light-transmissive elec 
trically-conductive layer, the masking ?lm being removable 
from the layer With Which it is in contact Without substantial 
damage to said layer; obviously, if both the anti-glare hard 
coat and the masking ?lm are present, the masking ?lm goes 
outside the hard coat. The ?lm of the present invention may 
further comprise an adhesive layer disposed betWeen the ?rst 
protective layer and the moisture barrier. In some forms of the 
multi-layer ?lm, to provide addition moisture barrier protec 
tion, the moisture barrier may comprise ?rst and second mois 
ture barrier sub-layers separated by a non-barrier intermedi 
ate layer. This intermediate layer may be an adhesive layer. 

This invention also provides a process for assembling an 
electro-optic display using a multi-layer ?lm of the present 
invention. Such an assembly process can be conducted in 
several different Ways. For example, the multi-layer ?lm can 
be converted to a front plane laminate in the manner described 
in the aforementioned US. Pat. No. 6,982,178 by coating an 
electro-optic layer directly on to the light-transmissive elec 
trically-conductive layer of the multi-layer ?lm, separately 
coating an adhesive layer on to a release sheet and then 
laminating the tWo resultant sub-assemblies together by con 
tacting the adhesive layer With the electro-optic layer, typi 
cally under heat and pressure to form the front plane laminate. 
The release sheet can then be peeled from the front plane 
laminate and the remaining layers laminated to a backplane to 
form the ?nal display. 

HoWever, it is generally preferred to convert the multi-layer 
?lm to an electro-optic display using via an inverted front 
plane laminate as described in the aforementioned 2007/ 
0109219. Accordingly, this invention provides a process for 
assembling an electro-optic display comprising: 

providing a multi-layer ?lm Which itself comprises, in this 
order: 
a light-transmissive electrically-conductive layer; 
a light-transmissive ?rst protective layer; 
a light-transmissive moisture barrier layer; and 
a light-transmissive second protective layer; 

providing a double release ?lm comprising a layer of an 
electro-optic medium sandWiched betWeen ?rst and sec 
ond adhesive layers; 

providing a backplane comprising at least one pixel elec 
trode, 

laminating the double release ?lm to the multi-layer ?lm 
With the ?rst adhesive layer contacting the electrically 
conductive layer, thus securing the double release ?lm to 
the multi-layer ?lm; and 
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laminating the double release ?lm to the backplane With 

the second adhesive layer contacting the backplane, thus 
securing the double release ?lm to the backplane; in this 
process, the tWo laminations may be done in either order. 

In this process of the present invention, the multi-layer ?lm 
may further comprise a masking ?lm on the opposed side of 
the second protective layer from the light-transmissive elec 
trically-conductive layer, the masking ?lm being removable 
from the layer With Which it is in contact Without substantial 
damage to this layer, the masking ?lm being removed from 
this layer after the multi-layer ?lm has been secured to the 
double release ?lm. In this process, the multi-layer ?lm typi 
cally has a total thickness of not more than about 50 um, not 
including any layer Which is removed before the ?lm is incor 
porated into a functioning electro-optic display, and the total 
thickness of the laminated multi-layer ?lm, double release 
?lm and backplane typically does not exceed about 150 pm. 

This invention also provides tWo processes for forming 
preferred multi-layer ?lms of the present invention. The ?rst 
of these tWo processes comprises: providing a ?rst polymeric 
sheet comprising an ultra-violet absorber and having a light 
transmissive electrically-conductive layer on one surface 
thereof; providing a second polymeric sheet having a mois 
ture barrier on one surface thereof; coating an adhesive layer 
on to either the moisture barrier coated surface of the second 
polymeric sheet or the surface of the ?rst polymeric sheet 
Which does not carry the electrically-conductive layer; and 
contacting the ?rst and second polymeric sheets together 
leaving the electrically-conductive layer exposed and With 
the adhesive layer and the moisture barrier disposed betWeen 
the tWo polymeric sheets. The process may further comprise 
providing an anti-glare hard coat on the surface of the second 
polymeric sheet remote from the moisture barrier. 

The second of these tWo processes comprises: providing 
?rst and second polymeric sheets each comprising a poly 
meric layer having a moisture barrier on one surface thereof; 
coating an adhesive layer over one of the moisture barriers; 
contacting the ?rst and second polymeric sheets together With 
the adhesive layer and the tWo moisture barriers disposed 
betWeen the tWo polymeric layers; introducing an ultraviolet 
absorber into one of the polymeric layers; and forming a 
conductive layer on an exposed surface of one of the poly 
meric layers. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic cross-section through a ?rst multi 
layer sheet of the present invention. 

FIG. 2 is a schematic cross-section through a second multi 
layer sheet of the present invention. 

DETAILED DESCRIPTION 

The accompanying draWings are not strictly to scale. In 
particular, for ease of illustration, the thicknesses of the vari 
ous layers are greatly exaggerated relative to their lateral 
dimensions. The present invention is Well adapted for the 
production of thin, ?exible electro-optic displays; typically, 
the multi-layer sheets described beloW Will have thicknesses 
(measured Without the masking ?lm, Which is discarded 
before the ?nal display is used) of not more than about 100 
um, and possibly not more than about 25 um, and the sheets 
can be laminated to ?exible backplanes of similar thickness. 
It has been found that the thin, multi-layer sheet of the present 
invention, When used With thin electro-optic media and back 
planes, is effective in reducing creep. 
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FIG. 1 of the accompanying drawings is a schematic cross 
section through a ?rst multi-layer sheet (generally designated 
100) of the present invention. The sheet 100 comprises a 
masking ?lm 102 having a thickness of approximately 2 mil 
(51 um), and an anti-glare hard coat 104 in contact With the 
masking ?lm 102. The masking ?lm 102, Which is removed 
before the ?nal display is used, and may be removed before 
the sheet 100 is laminated to a ?exible backplane (not shoWn) 
to form the ?nal display, serves to protect the hard coat 104 
from damage during production of the sheet 100. The mask 
ing ?lm 102 also serves to increase the thickness and stiffness 
of the sheet 100, thereby facilitating handling thereof. 

The sheet 100 further comprises a 0.5 mil (13 um) poly 
(ethylene terephthalate) (PET) layer 1 06, Which carries, on its 
surface remote from the hard coat 104, an aluminum oxide 
(AlOx) barrier layer 108. The barrier layer 108 is in contact 
With a thin (approximately 5 pm) cured adhesive layer 110, 
Which secures the barrier layer 108 to a second 0.5 mil (13 
um) PET layer 112. Unlike the PET layer 106, the PET 112 
contains an ultra-violet absorber. Finally, the sheet 100 com 
prises an ITO layer 114, Which acts as a barrier layer and also 
forms the front electrode of the ?nal display. Accordingly, the 
ITO layer 114 is present on one external surface of the sheet 
100 so that it can lie as close as possible to the electro-optic 
medium. In contrast, the structure of the sheet 100 places the 
AlO,C layer 108 in the middle of the stack of layers, betWeen 
the tWo PET layers 106 and 112. This placement of the thin 
AlO,C layer 108 reduces the chance of mechanical damage to 
this barrier layer. 

The preferred process for manufacturing the sheet 100 
shoWn in FIG. 1 is as folloWs. An ultra-violet absorber is 
incorporated into a PET sheet 112 and on to one surface of the 
resultant UV-absorbing PET layer is sputtered an ITO layer 
114. Separately, AlO,C is sputtered on to a second PET sheet 
106. A curable Wet adhesive 110 is coated either on to the 
AlOx-coated surface of the second PET sheet 106 or on to the 
non-ITO coated surface of the ?rst PET sheet 112, and the tWo 
PET sheets are secured together to form a sub-assembly com 
prising layers 106-114 in FIG. 1. Finally, the anti-glare hard 
coat 104 is coated on to the exposed surface of the PET layer 
106 and the masking ?lm 102 (Which is supplied as a pre 
formed ?lm, typically in roll form) is applied to the exposed 
surface of the hard coat 1 04 to increase the handling thickness 
of the sheet 100 and to protect the hard coat 104. 

The total thickness of the sheet 1 00 (Without the removable 
masking ?lm 102) can be less than 50 pm. As already indi 
cated, the tWo PET layers 106 and 112 are each 0.5 mil thick, 
so their total thickness is 1 mil or 25 pm. The adhesive layer 
110 is about 5 um thick. The anti-glare hard coat 105 Will 
typically have a thickness of 2 pm or less. The sputtered 
barrier layer 108 and ITO layer 114 each have a thickness of 
the order of about 1 pm. Accordingly, the total thickness of the 
sheet 100 Will be about 34 um. Manipulating sheets of this 
thickness during conventional roll-to-roll operations poses 
considerable di?iculties and hence a relatively thick masking 
sheet 102, typically having a thickness of about 50 um, is 
desirable to provide a sheet With a thickness Which reduces 
the dif?culties of coating on conventional Web processing 
equipment. 

The ability to provide all necessary barrier, ultra-violet 
protection and hard coat (mechanical protection and anti 
glare) functions in a single sheet of this thickness enables the 
production of much thinner electro-optic displays than is 
typically possible in prior art designs, in Which the various 
functions of the sheet 100 are provided by separate layers. As 
already noted, the sheet 100 may have a thickness of about 34 
pm. A typically double release ?lm might comprise a 25 um 
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electrophoretic layer sandWiched betWeen a 25 um adhesive 
layer (Which is laminated to the sheet 100) and a 6 pm adhe 
sive layer (Which is laminated to the backplane), for a total 
thickness of about 56 um (not including the release ?lms 
Which are of course removed before the double release ?lm is 
incorporated into the ?nal display). By printing organic semi 
conductors on a polymeric ?lm, it is possible to produce 
backplanes having a total thickness, even including any addi 
tional barrier layers needed, not greater than about 25 pm. An 
electro-optic display produced from the sheet 100 and such a 
double release ?lm and backplane Would have a total thick 
ness of about 115 um, and physical characteristics not very 
different from commercial 5 mil (127 um) PET ?lm. Such a 
display could thus readily be Wrapped around a mandrel (say) 
10 mm in diameter, or Wrapped around a cellular telephone or 
similar electronic device of similar thickness. 
Numerous variations of the structure shoWn in FIG. 1 are 

possible. The masking ?lm 102 can be omitted if desired. In 
some applications, it may also be possible to omit the hard 
coat 104, leaving one surface of the PET layer 106 as the 
vieWing surface of the sheet 100. Depending upon the sensi 
tivity of the particular electro-optic medium used to ultra 
violet radiation, and possibly the intended use of the display 
(for example, a rollable display intended for use as a display 
screen in an indoor lecture theater may not need ultra-violet 
protection), the ultra-violet absorber can be omitted from 
PET layer 112, or ultra-violet absorption can be provided in 
other Ways, as described in the aforementioned 2007/ 
0109219. The AlO,C barrier layer can be replaced by any 
sputtered or evaporated metal or ceramic layer or polymer 
having suf?cient transparency and barrier properties; 
examples of appropriate materials may include ITO, alumi 
num, silicon oxide, silicon carbide, and the homopolymers 
sold commercially under the Registered Trade Marks 
CLARIS, ACLAR and SARAN. Similarly, the ITO layer 114 
can be replaced by any sputtered or evaporated metal or 
ceramic layer or polymer having su?icient transparency and 
conductivity; examples of appropriate materials may include 
aluminum, a conductive polymer such as PEDOT (poly(3,4 
ethylenedioxythiophene)), and carbon nanotubes. 
The combination of the AlO,C layer 108 and the ITO layer 

114 provides a more effective barrier layer than either layer 
alone. The barrier properties of sputtered ?lms are limited by 
small pinholes inevitably present in the sputtered layer. By 
laminating tWo sputtered ?lms together, as is done in the 
manufacture of the sheet 100 as described above, a redundant 
barrier layer is formed in Which superposition of randomly 
distributed pinholes in the tWo barrier layers is highly 
unlikely. 
The sheet 100 is also mechanically durable. Mechanical 

stress tends to cause cracks inAlO,C and ITO barrier layers, but 
the presence of the redundant barrier layers and the fact that 
these barrier layers are applied to different polymeric (PET) 
?lms separated by a thin adhesive layer tends to decouple the 
occurrence of cracks in the tWo barrier layers from each other. 
A sheet 100 as shoWn in FIG. 1 (With or Without the masking 
?lm 102) has been rolled 10,000 time around a 15 mm diam 
eter mandrel Without shoWing any decrease in barrier prop 
erties relative to the sheet prior to any rolling. 

Although the discussion above has been primarily directed 
to very thin front sub-assemblies having thicknesses of the 
order of 25 um, additional impact protection can be added by 
increasing the thickness of the sub-assembly. This can be 
effected by increasing the thickness of one or both of the PET 
layers, laminating additional layers (for example of PET, 
PEN or polycarbonate), or providing thicker auxiliary layers, 
such as the adhesive and barrier layers. 
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It might at ?rst glance appear that an essentially mono 
lithic, non-laminated sheet having properties similar to those 
of the sheet 100 could be produced by sputtering the tWo 
barrier layers on the opposed sides of a single polymeric 
layer, With an ultra-violet absorber being provided either 
Within the polymeric layer or as an additional coating over the 
non-electrode barrier layer (i.e., the AlO,C layer in sheet 100), 
coating the anti-glare hard coat and applying a masking ?lm 
if desired. However, such a process has the serious disadvan 
tage that, since the sputtering and coating steps are carried out 
sequentially on the same polymeric layer, the yield loss at the 
various steps are compounded, Which is likely to render the 
resulting sheet expensive. Furthermore, defects in the poly 
meric layer that nucleate locally poor barrier properties are 
likely to affect barrier layers on both sides of the same poly 
meric layer, so that the barrier properties may Well be com 
promised. Similarly, cracks due to mechanical stress are 
likely to occur at the same location in both barrier layers. 

FIG. 2 of the accompanying draWings is a schematic cross 
section through a second multi-layer sheet (generally desig 
nated 200) of the present invention. The sheet 200 comprises 
a masking ?lm 202 having a thickness of approximately 2 mil 
(51 um), and an anti-glare hard coat 204 in contact With the 
masking ?lm 202. Both the masking ?lm 202 and the hard 
coat 204 are identical to the corresponding layers of the sheet 
100 shoWn in FIG. 1 and serve the same functions. The sheet 
200 further comprises a 0.5 mil (13 um) poly(ethylene tereph 
thalate) (PET) layer 206; hoWever, in sheet 200, it is this layer 
206 Which carries the ultra-violet absorber. The surface of 
layer 206 remote from the hard coat 204 carries an AlO,C 
barrier layer 208A, Which is secured by a thin (approximately 
5 pm) cured adhesive layer 210 to a second AlO,C barrier layer 
208B. Barrier layer 208B is carried on a second 0.5 mil (13 
um) PET layer 212. Finally, the sheet 200 comprises a Wet 
coated conducting layer 214, Which forms the front electrode 
of the ?nal display. 

The preferred process for manufacturing the sheet 200 
shoWn in FIG. 2 is as folloWs. The process starts from tWo 
sheets of PET Which already have an AlO,C layer formed 
thereon; such PET sheets bearing AlO,C coatings are readily 
available commercially, and the tWo sheets Will eventually 
form the layers 206/208A and 212/208B of the ?nal sheet 
200. A curable Wet adhesive is coated on to one of the AlO,C 
coatings, and the tWo PET/AlO,C are brought together and the 
adhesive cured to form the layers 206/208A/210/208B/212 of 
the sheet 200. Ultra-violet absorber is diffused into the PET 
layer 206, and the conducting layer 214 is Wet coated on to 
one surface of the second PET sheet 212. Finally, the anti 
glare hard coat 204 is coated on to the exposed surface of the 
PET layer 206 and the masking ?lm 202 is then applied to the 
exposed surface of the hard coat 204. 

It Will be noted that in sheet 200 both the AlO,C barrier layers 
208A and 208B are buried betWeen the tWo PET layers and 
are thus Well protected from mechanical damage. 
As With the sheet 100 shoWn in FIG. 1, numerous variations 

of the sheet 200 shoWn in FIG. 2 are possible. All the varia 
tions mentioned for the sheet 100 can also be effected in the 
sheet 200. In addition, the ultra-violet absorber can be incor 
porated in either PET layer The masking ?lm 202 can be 
omitted if desired. In some applications, it may also be pos 
sible to omit the hard coat 204, leaving one surface of the PET 
layer 206 as the vieWing surface of the sheet 200. Depending 
upon the sensitivity of the particular electro-optic medium 
used to ultra-violet radiation, and possibly the intended use of 
the display, the ultra-violet absorber can be omitted from PET 
layer 206, or ultra-violet absorption can be provided in other 
Ways, as described in the aforementioned 2007/0109219. The 
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AlO,C barrier layer can be replaced by any sputtered or evapo 
rated metal or ceramic layer or polymer having suf?cient 
transparency and barrier properties; examples of appropriate 
materials may include ITO, aluminum, silicon oxide, silicon 
carbide, and the homopolymers sold commercially under the 
Registered Trade Marks CLARIS, ACLAR and SARAN. 
Similarly, the conductive layer 216 can be replaced by any 
sputtered or evaporated metal or ceramic layer or polymer 
having su?icient transparency and conductivity; examples of 
appropriate materials may include aluminum, a conductive 
polymer such as PEDOT (poly(3,4-ethylenediox 
ythiophene)), and carbon nanotubes. In the sheet 200, the 
order of assembly is important to reduce yield loss. 
As noted above, in the sheet 100 shoWn in FIG. 1 the ITO 

layer 114 serves both conductive and barrier functions. In 
contrast, Wet processed conductive layers such as the layer 
216 in sheet 200 typically have poor barrier properties. 
Accordingly, in order to preserve excellent barrier properties, 
the sheet 200 is provided With tWo AlO,C layers 208A and 
208B (in contrast to the single AlO,C layer 108 in sheet 100) to 
provide barrier properties similar to those provided by the 
combination of the AlO,C layer 108 and the ITO layer 114 in 
sheet 100. Providing tWo AlO,C layers 208A and 208B in sheet 
200 is economically feasible since an AlO,C coated polymer 
?lm is relatively inexpensive, Whereas ITO is expensive. The 
mechanical properties of sheet 200 are very similar to those of 
?lm 100. 
From the foregoing, it Will be seen that the present inven 

tion can provide a mechanically robust front sub-assembly 
With excellent barrier properties for use in an electro-optic 
display. Features such as an anti-glare hard coat, ultra-violet 
absorber, thickness and type of masking ?lm employed (if 
any) can readily be varied to suit individual customer require 
ments. 

It Will be apparent from the preceding discussion that the 
?lms of the present invention can be used With any electro 
optic layer Which has a solid external surface to Which the ?lm 
can adhere. Accordingly, the present methods can be carried 
out using any of the types of electro-optic media described 
above. For example, the present methods can make use of 
rotating bichromal member, electrochromic or electro 
phoretic media, and in the last case the electrophoretic media 
may be of the encapsulated, polymer-dispersed or microcell 
types. Displays produced using the ?lms of the present inven 
tion may be used in any application in Which prior art solid 
electro-optic displays have been used. Thus, for example, the 
present displays may be used in electronic book readers, 
portable computers, tablet computers, cellular telephones, 
smart cards, signs, Watches, shelf labels and ?ash drives. 
Numerous changes and modi?cations can be made in the 

preferred embodiments of the present invention already 
described Without departing from the scope of the invention. 
For example, the present invention may be useful With non 
electrophoretic electro-optic media Which exhibit behavior 
similar to electrophoretic media. Accordingly, the foregoing 
description is to be construed in an illustrative and not in a 
limitative sense. 

The invention claimed is: 
1. A multi-layer ?lm useful as a front sub-assembly in 

electro-optic displays, the multi-layer ?lm comprising, in this 
order: 

a light-transmissive electrically-conductive layer; 
a light-transmissive, polymeric ?rst protective layer; 
an adhesive layer; 
a light-transmissive moisture barrier layer adhered to the 

?rst protective layer by means of the adhesive layer; and 
a light-transmissive, polymeric second protective layer. 
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2. A ?lm according to claim 1 having a total thickness of 
not more than about 150 um, not including any layer Which is 
removed before the ?lm is incorporated into a functioning 
electro-optic display. 

3. A ?lm according to claim 2 having a total thickness of 
not more than about 100 um, not including any layer Which is 
removed before the ?lm is incorporated into a functioning 
electro-optic display. 

4. A ?lm according to claim 1 Wherein the light-transmis 
sive electrically-conductive layer comprises indium-tin-ox 
ide. 

5. A ?lm according to claim 1 Wherein the light-transmis 
sive electrically-conductive layer comprises a Wet coated 
conducting layer. 

6. A ?lm according to claim 1 Wherein at least one of the 
?rst and second protective layers comprises an ultra-violet 
absorber. 

7. A ?lm according to claim 1 Wherein the moisture barrier 
layer comprises an aluminum oxide. 

8. A ?lm according to claim 1 further comprising an anti 
glare hard coat on the opposed side of the second protective 
layer from the light-transmissive electrically-conductive 
layer. 

9. A ?lm according to claim 1 further comprising a second 
moisture barrier layer disposed betWeen the adhesive layer 
and the ?rst protective layer. 

10. A process for assembling an electro-optic display com 
prising: 

providing a multi-layer ?lm Which itself comprises, in this 
order: 
a light-transmissive electrically-conductive layer; 
a light-transmissive, polymeric ?rst protective layer; 
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an adhesive layer; 
a light-transmissive moisture barrier layer adhered to the 

?rst protective layer by means of the adhesive layer; 
and 

a light-transmissive, polymeric second protective layer; 
providing a double release ?lm comprising a layer of an 

electro-optic medium sandWiched betWeen ?rst and sec 
ond adhesive layers; 

providing a backplane comprising at least one pixel elec 
trode, 

laminating the double release ?lm to the multi-layer ?lm 
With the ?rst adhesive layer contacting the electrically 
conductive layer, thus securing the double release ?lm to 
the multi-layer ?lm; and 

laminating the double release ?lm to the backplane With 
the second adhesive layer contacting the backplane, thus 
securing the double release ?lm to the backplane, 

the tWo laminations being done in either order. 
11. A process according to claim 10 Wherein the multi 

layer ?lm further comprises a masking ?lm on the opposed 
side of the second protective layer from the light-transmissive 
electrically-conductive layer, the masking ?lm being remov 
able from the layer With Which it is in contact Without sub 
stantial damage to said layer, and Wherein the masking ?lm is 
removed from said layer after the multi-layer ?lm has been 
secured to the double release ?lm. 

12. A process according to claim 11 Wherein the multi 
layer ?lm has a total thickness of not more than about 50 um, 
not including the masking ?lm, and the total thickness of the 
laminated multi-layer ?lm, double release ?lm and backplane 
does not exceed about 150 um. 

* * * * * 


