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COMMUNICATION APPARATUS AND 
TRANSMISSION POWER CONTROL 

METHOD THEREOF 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of Japanese Patent 
Application No. 2006-118445, ?led Apr. 21, 2006, which is 
hereby incorporated by reference herein in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to transmission power control 

of a communication apparatus. 
2. Description of the Related Art 
Public radio communications and the like have already 

implemented transmission power control of battery-driven 
communication apparatuses and prolonged their driving 
time. Various schemes have been proposed to control trans 
mission power. For example, patent reference 1: U. S. Pat. No. 
6,119,018 (Japanese Patent Laid-Open No. 9-326754) 
describes a technique of causing a host station to transmit an 
optimum transmission power control signal to a mobile sta 
tion. The mobile station subordinately controls its transmis 
sion power in accordance with the signal. 
PTP (Picture Transfer Protocol) is an image transfer pro 

tocol by camera control. A side to request PTP session estab 
lishment is called an initiator. The other side to respond to the 
request is called a responder. After PTP session establish 
ment, command-response communication is done so that the 
initiator requests an operation, and the responder responds to 
it. The PTP is popularly used in, eg digital still cameras (to 
be referred to as DSCs hereinafter) and printers. 
A communication apparatus that subordinately controls its 

transmission power in accordance with an instruction from a 
control station, as in the above-described public radio com 
munication, can minimiZe the transmission power. Even a 
communication apparatus that executes autonomous trans 
mission power control can reduce the transmission power if 
the transmission power of the communication partner is ?xed. 

However, when a pair of communication apparatuses (e. g., 
DSCs with built-in wireless LAN) autonomously controls 
their transmission power, the transmission power of each 
communication apparatus may be too high or too low. This 
may increase power consumption or disable communication. 
For example, in wireless LAN based on IEEE802.11b, the 
temporal length of a maximum data packet transmitted from 
a transmitting-side communication apparatus is about eight 
times that of an acknowledge packet transmitted from a 
receiving-side communication apparatus. Hence, an increase 
in power consumption of the transmitting-side communica 
tion apparatus poses a problem from the viewpoint of power 
saving. 

SUMMARY OF THE INVENTION 

The present invention realiZes to ef?ciently control the 
transmission power even when a pair of communication 
apparatuses has a function of autonomously performing 
transmission power control. 

Moreover, the present invention realiZes to ?x the trans 
mission power of a receiving-side communication apparatus 
even when a pair of communication apparatuses has a func 
tion of autonomously control transmission power. 
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2 
According to one aspect of the present invention, there is 

provided a communication apparatus having a transmission 
power control function for controlling transmission power, 
comprising: a determination unit con?gured to determine 
whether the communication apparatus is a data-transmitting 
side or a data-receiving side; and a control unit con?gured to 
control the transmission power on the basis of a determination 
result of the determination unit. 

According to another aspect of the present invention, there 
is provided a transmission-power control method for a com 
munication apparatus having a transmission power control 
function to control transmission power, comprising: deter 
mining whether the communication apparatus is on a data 
transmitting side or a data-receiving side; and controlling the 
transmission power on the basis of a determination result in 
the determining step. 

Further features of the present invention will become 
apparent from the following description of exemplary 
embodiments with reference to the attached drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a view showing an example of the con?guration of 
a communication system according to the ?rst embodiment; 

FIG. 2 is a block diagram showing an example of the 
arrangement of a digital still camera (DSC); 

FIG. 3 is a ?owchart showing transmission power control 
according to the ?rst embodiment; 

FIG. 4 is a sequence chart showing the sequence between 
DSCs 100 and 101 according to the ?rst embodiment; 

FIG. 5 is a view showing an example of set values in a 
transmission power control register according to the second 
embodiment; 

FIG. 6 is a graph showing the relationship between the 
communication quality and the transmission power in a trans 
mission power control function; 

FIG. 7 is a ?owchart showing transmission power control 
according to the second embodiment; 

FIG. 8 is a sequence chart showing the sequence between 
DSCs 100 and 101 according to the second embodiment; 

FIG. 9 is a view showing an example of set values in a 
transmission power control register according to the second 
embodiment; and 

FIG. 10 is a ?owchart showing transmission power control 
according to the third embodiment. 

DESCRIPTION OF THE EMBODIMENTS 

The best mode for carrying out the present invention will be 
described below in detail with reference to the accompanying 
drawings. 

First Embodiment 

FIG. 1 is a view showing an example of the con?guration of 
a communication system according to the ?rst embodiment. 
In this communication system, two digital still cameras 
(DSCs) serving as communication apparatuses connect to 
each other in an ad hoc mode of wireless LAN. The DSCs 100 
and 101 use PTP (Picture Transfer Protocol) as a communi 
cation protocol. In this example, the DSC 100 transmits 
image data 102 to the DSC 101. 
The hardware con?guration of the DSCs 100 and 101 

shown in FIG. 1 will be explained. The DSCs 100 and 101 
have the same arrangement. 

FIG. 2 is a block diagram showing an example of the 
arrangement of the digital still camera (DSC). Referring to 
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FIG. 2, a user interface unit 200 including a liquid crystal 
display screen and keys or a touch panel serves as an interface 
used by the user to control the DSC. A CPU 201 controls the 
entire DSC in accordance With programs stored in a ROM to 
be described later. An image-capturing unit 202 inputs image 
data photoelectrically converted by a CCD (not shoWn). 
A ROM 203 stores data and programs to be executed by the 

CPU 201. A DSC control unit 204 in the ROM 203 stores a 
program to control the entire DSC. A Wireless-LAN control 
unit 205 stores a program to control Wireless LAN. A PTP 
control unit 206 stores a program to control the PTP. 
A RAM 207 is a memory in Which a Work area for the CPU 

201 and various kinds of registers to be described later in 
detail are de?ned. A Wireless-LAN management register 208 
in the RAM 207 manages the state of Wireless LAN. A PTP 
management register 209 manages the state of PTP. 
A Wireless unit 210 controls Wireless communication With 

another DSC connected in an ad hoc mode complying With 
IEEE802.1 1x. 

Various kinds of programs stored in the above-described 
ROM 203 are expanded on the RAM 207. The CPU 201 
executes the expanded programs. 

Transmission poWer control according to the ?rst embodi 
ment in transmitting the image data 102 from the DSC 100 to 
the DSC 101 With the above arrangement Will be described 
With reference to FIGS. 3 and 4. 

FIG. 3 is a ?owchart shoWing transmission poWer control 
according to the ?rst embodiment. FIG. 4 is a sequence chart 
shoWing the sequence betWeen the DSCs 100 and 101 accord 
ing to the ?rst embodiment. 

In step S300, the user of the DSC 100 selects Wireless-LAN 
connection to the DSC 101 by operating the user-interface 
unit 200. The DSC control unit 204 of the DSC 100 gives the 
instruction to the Wireless-LAN control unit 205 to start Wire 
less-LAN connection to the DSC 101 (400). The Wireless 
LAN control unit 205 sends a connection request (401) to the 
Wireless-LAN control unit 205 ofthe DSC 101. The DSC 100 
transmits the connection request (401) to the DSC 101 via the 
Wireless unit 210. 

Wireless communication betWeen the DSCs 100 and 101 is 
done by their Wireless units 210, and a description thereof Will 
be omitted here. 
Upon receiving the connection request 401 from the DSC 

100, the Wireless-LAN control unit 205 of the DSC 101 
transmits a connection response (:success) (402) to the DSC 
100. Wireless-LAN connection is thus established. 
When Wireless-LAN connection is established, the process 

advances to step S301. The DSC control unit 204 of the DSC 
100 sends a PTP connection start instruction (403) to the PTP 
control unit 206. In accordance With the instruction, the PTP 
control unit 206 sends a PTP session establishment request 
(404) to the PTP control unit 206 of the DSC 101. 
Upon receiving the PTP session establishment request 

(404) from the DSC 100, the PTP control unit 206 of the DSC 
101 transmits, to the DSC 100, a PTP session establishment 
request response (405) corresponding to the PTP session 
establishment request (404). A PTP session is thus estab 
lished betWeen the PTP control unit 206 of the DSC 100 and 
the PTP control unit 206 of the DSC 101. 

In the above-described PTP connection, the DSC 100 
serves as the initiator, and the DSC 101 serves as the 
responder. The DSCs 100 and 101 execute communication by 
PTP. 

The operation of the DSC 100 after PTP session establish 
ment is as folloWs. First, the user of the DSC 100 selects the 
image data 102 to be transmitted to the DSC 101 by operating 
the user-interface unit 200. The PTP control unit 206 sends an 
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4 
image-data transmission noti?cation (406) to the PTP control 
unit 206 of the DSC 101. The PTP control unit 206 interprets 
the noti?cation (406) transmitted by itself and determines that 
the DSC 100 is the data-transmitting side (YES in step S302, 
407). 
The PTP control unit 206 stores data representing the data 

transmitting side in the PTP management register 209 (S3 03). 
The Wireless-LAN control unit 205 determines by referring to 
the Wireless-LAN management register 208 Whether the 
transmission poWer control function is valid (S304). If the 
function is invalid (NO in step S304), data representing that 
the transmission poWer control function is valid is stored in 
the Wireless-LAN management register 208 (S305), thereby 
validating the transmission poWer control function (S306, 
409). The PTP control unit 206 of the DSC 100 starts trans 
mitting the image data 102 to the DSC 101 (411). When 
transmission of the image data 102 ?nishes, the PTP control 
unit 206 sends an image-data transmission completion noti 
?cation (412). 
Upon receiving the image-data transmission noti?cation 

(406), the PTP control unit 206 of the DSC 101 interprets the 
image-data transmission noti?cation (406) and determines 
that the DSC 101 is the data-receiving side (NO in step S302, 
408). 
The PTP control unit 206 stores data representing the data 

receiving side in the PTP management register 209 (S307). 
The Wireless-LAN control unit 205 determines by referring to 
the Wireless-LAN management register 208 Whether the 
transmission poWer control function is valid (S308). If the 
function is valid (YES in step S308), data representing that 
the transmission poWer control function is invalid is stored in 
the Wireless-LAN management register 208 (S309), thereby 
invalidating the transmission poWer control function (S310, 
410). The PTP control unit 206 of the DSC 101 receives the 
transmission start noti?cation (411). When reception of the 
image data 102 ?nishes (412), the PTP control unit 206 sends 
an image-data reception completion noti?cation (413) to the 
Wireless-LAN control unit 205. Upon receiving the noti?ca 
tion, the Wireless-LAN control unit 205 stores data represent 
ing the validity of the transmission poWer control function in 
the Wireless-LAN management register 208 (S312), thereby 
validating the transmission poWer control function (S313). 

If the transmission poWer control function of the DSC 101 
is invalid (NO in step S308), the process advances to a recep 
tion process of the image data 102 to determine Whether 
reception is ended (S311). 
As described above, the data-transmitting side or receiving 

side is determined by the communication protocol (PTP). The 
data-transmitting side validates the transmission poWer con 
trol function. The data-receiving side invalidates the trans 
mission poWer control function. This process ?xes the trans 
mission poWer of the DSC 101 on the data-receiving side 
during data reception. The transmission poWer of the DSC 
100 on the data-transmitting side is prevented from being too 
high or too loW. The DSC 101 on the data-receiving side 
validates the transmission poWer control function When data 
reception ?nishes. It is possible to reduce poWer consumption 
in modes besides data reception. 

Consider DSC product speci?cations in Which the initiator 
in PTP is the data-transmitting side, Whereas the responder is 
the image-data receiving side. In this case, it is possible to 
determine the image-data transmitting side or receiving side 
by causing the DSCs 100 and 101 to interpret the PTP session 
establishment request (404) and PTP session-establishment 
request response 405. 
The ?rst embodiment has been described assuming a sys 

tem With a pair of DSCs using PTP as a communication 
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protocol. Any communication apparatus other than the DSC 
is also usable. The communication protocol can also be any 
other type such as FTP. 

Second Embodiment 

The second embodiment of the present invention Will be 
described next in detail With reference to the accompanying 
draWings. In this embodiment, it is important to ?x the trans 
mission poWer of the communication apparatus on the data 
receiving side. In the ?rst embodiment, the “transmission 
poWer control function is invalidated” to ?x the transmission 
poWer of the communication apparatus on the data-receiving 
side. In the second embodiment, a method of ?xing transmis 
sion poWer on the data-receiving side by updating a register to 
set transmission poWer Will be described. 
The arrangements of the communication system and DSC 

of the second embodiment are the same as those of the ?rst 
embodiment described With reference to FIG. 1, and a 
description thereof Will be omitted. 

Transmission poWer control according to the second 
embodiment in transmitting image data 102 from a DSC 100 
to a DSC 101 Will be described With reference to FIGS. 5 to 9. 

FIG. 5 is a vieW shoWing an example of set values in a 
transmission poWer control register according to the second 
embodiment. The transmission poWer control register shoWn 
in FIG. 5 is associated With the transmission poWer control 
function and included in a Wireless-LAN management regis 
ter 208. Parameters and set values 500 to control transmission 
poWer stepWise are set in the transmission poWer control 
register in correspondence With each other. 

In FIG. 5, transmission poWer is de?ned in three steps: 
PoWer0, PoWer1, and PoWer2. P0, P1, and P2 are stored as the 
set values 500 (P0<P1<P2). 

FIG. 6 is a graph shoWing the relationship betWeen the 
communication quality and the transmission poWer in the 
transmission poWer control function. Referring to FIG. 6, the 
abscissa represents the communication quality. The commu 
nication quality becomes poor as its value increases. The 
ordinate represents the magnitude of transmission poWer. P2 
is the maximum poWer. As shoWn in FIG. 6, the transmission 
poWer control function increases the transmission poWer as 
the communication quality becomes poor. 

FIG. 7 is a ?owchart shoWing transmission poWer control 
according to the second embodiment. FIG. 8 is a sequence 
chart shoWing the sequence betWeen the DSCs 100 and 101 
according to the second embodiment. FIG. 9 is a vieW shoW 
ing an example of the set values in the transmission poWer 
control register according to the second embodiment. The 
same step numbers as in the ?rst embodiment denote the same 
processes in the second embodiment, and a detailed descrip 
tion thereof Will be omitted. 
As in the ?rst embodiment, the DSCs 100 and 101 are 

Wirelessly connected (S300, 400 to 402). PTP connection is 
done (S302, 403 to 405). A PTP session is established. The 
DSC 100 sends an image-data transmission noti?cation (406) 
to the DSC 101. A PTP control unit 206 of the DSC 101 
determines that the apparatus is the data-receiving side (N O 
in step S302, 408). 

In step S307, the PTP control unit 206 stores data repre 
senting the data-receiving side in a PTP management register 
209. A Wireless-LAN control unit 205 of the DSC 101 deter 
mines by referring to the transmission poWer control register 
in the Wireless-LAN management register 208 Whether cur 
rent transmission poWer control is adequate (S702). If the 
transmission poWer control register has the set values 500 
shoWn in FIG. 5, the Wireless-LAN control unit 205 deter 
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6 
mines that the current transmission poWer control is inad 
equate because the transmission poWer varies depending on 
the communication quality, as shoWn in FIG. 6. The Wireless 
LAN control unit 205 updates the set values in the transmis 
sion poWer control register to set values 900 shoWn in FIG. 9 

(S703, 801). 
According to the set values 900 in the transmission poWer 

control register shoWn in FIG. 9, all the parameters PoWer0, 
PoWer1, and PoWer2 are set to the same value P2. Hence, the 
transmission poWer is ?xed. 

If the Wireless-LAN control unit 205 of the DSC 101 
detects the end of reception of the image data 102 (YES in 
step S311), the set values in the transmission poWer control 
register are updated again to the set values 500 shoWn in FIG. 
5 (S704, 802). With this process, the DSC 101 can validate the 
transmission poWer control function and reduce poWer con 
sumption When image-data reception ?nishes. 
On the other hand, the PTP control unit 206 of the DSC 100 

determines that the apparatus is the data-transmitting side and 
stores data representing the data-transmitting side in the PTP 
management register 209 in step S303. The Wireless-LAN 
control unit 205 refers to the transmission poWer control 
register in the Wireless-LAN management register 208. If all 
the set values in the transmission poWer control register are 
identical, like the set values 900 in FIG. 9, it is impossible to 
reduce the transmission poWer. Hence, the Wireless-LAN 
control unit 205 determines that the set values in the trans 
mission poWer control register are inadequate (NO in step 
S700). The set values in the transmission poWer control reg 
ister are updated to the set values 500 shoWn in FIG. 5 (S701). 
Hence, the DSC 100 can reduce the transmission poWer 
depending on the communication quality, as shoWn in FIG. 6. 
As described above, according to the second embodiment, 

control is done to inhibit the transmission poWer on the data 
receiving side from varying. The transmission poWer of the 
DSC 101 on the data-transmitting side is ?xed during data 
reception. The transmission poWer of the DSC 100 on the 
data-transmitting side is prevented from being too high or too 
loW. The DSC 101 on the data-receiving side reduces the 
transmission poWer When data reception ?nishes. It is pos 
sible to reduce poWer consumption in modes except data 
reception. 

In the second embodiment, the set values in the transmis 
sion poWer control register are set such that the transmission 
poWer of the DSC 101 is ?xed during data reception (S703). 
The same effect as described above can also be obtained by 
setting values (e. g., PoWer1:P2, PoWer2:P2+0.1, and 
PoWer3:P2—0.1) near a speci?c value. 

In the ?rst and second embodiments, the data-transmitting 
side or data-receiving side is determined on the basis of the 
communication protocol (PTP). HoWever, this determination 
can also be done by pressing a transmission button or recep 
tion button (not shoWn) on the user interface unit 200. 

Third Embodiment 

The third embodiment of the present invention Will be 
described next in detail With reference to the accompanying 
draWings. The ?rst embodiment has been described assuming 
an ad hoc mode. The same effect is obtained even in an 
infrastructure mode. The same step numbers as in the ?rst 
embodiment denote the same processes in the third embodi 
ment, and a detailed description thereof Will be omitted. 

Note that knoWn communication control is usable betWeen 
a communication apparatus and an access point if the netWork 
form is the infrastructure mode, and a detailed description 
thereof Will be omitted. 
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FIG. 10 is a ?owchart showing transmission power control 
according to the third embodiment. As in the ?rst embodi 
ment, wireless-LAN control units 205 of DSCs 100 and 101 
execute wireless connection (S300). It is determined whether 
the network includes an access point (infrastructure mode) 
(S1000). If the connection partner is an access point, or the 
user has instructed connection in the infrastructure mode via 
the operation unit, the network is determined as a network 
including an access point. lfYES in step S1000, the commu 
nication partner of the DSCs 100 and 101 is an access point, 
and its transmission power has a ?xed value. 

The DSCs 100 and 101 advance to step S304. If the trans 
mission power control function is invalid, a wireless-LAN 
management register 208 is updated (S305) to validate the 
transmission power control function (S306). This allows to 
suitably reduce power consumption. 
The determination process in step S1000 may be done by 

receiving a beacon transmitted from the access point upon 
wireless connection and determining the presence/absence of 
a connection relationship with the access point. Alternatively, 
a communication parameter may be set in advance. 

If the network includes no access point, the process from 
step S301 is executed as in the ?rst embodiment. 

Other Embodiment 

A recording medium which records software program 
codes to implement the functions of the above-described 
embodiments is supplied to a system or apparatus. The com 
puter (or CPU or MPU) of the system or apparatus reads out 
and executes the program codes stored in the recording 
medium. This also achieves the objects of the present inven 
tion. 

In this case, the program codes read out from the recording 
medium themselves implement the functions of the above 
described embodiments. The recording medium that stores 
the program codes embody the present invention. 

Examples of the recording medium to supply the program 
codes are a ?exible disk, hard disk, optical disk, magnetoop 
tical disk, CD-ROM, CD-R, magnetic tape, nonvolatile 
memory card, and ROM. 

The functions of the above-described embodiments are 
implemented not only by causing the computer to execute the 
readout program codes but also by causing the OS (Operating 
System) running on the computer to partially or wholly 
execute actual processing on the basis of the instructions of 
the program codes. 

The program codes read out from the recording medium 
are written in the memory of a function expansion board 
inserted to the computer or a function expansion unit con 
nected to the computer. The CPU of the function expansion 
board or function expansion unit partially or wholly executes 
actual processing on the basis of the instructions of the pro 
gram codes, thereby implementing the functions of the 
above-described embodiments. 

While the present invention has been described with refer 
ence to exemplary embodiments, it is to be understood that 
the invention is not limited to the disclosed exemplary 
embodiments. The scope of the following claims is to be 
accorded the broadest interpretation so as to encompass all 
such modi?cations and equivalent structures and functions. 
What is claimed is: 
1. A communication apparatus having a transmission 

power control function for controlling transmission power, 
the apparatus comprising: 

a ?rst determination unit con?gured to determine whether 
the communication apparatus is an image-transmitting 
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8 
side or an image-receiving side, in a case that the com 
munication apparatus communicates with a communi 
cation partner apparatus without a base station; and 

a control unit con?gured to control the transmission power 
based on a determination result of said ?rst determina 
tion unit, wherein said control unit is con?gured to vali 
date the transmission-power control function if said ?rst 
determination unit determines that the communication 
apparatus is the image-transmitting side, and is con?g 
ured to validate the transmission-power control function 
in a range smaller than a range of the image-transmitting 
side or invalidate the transmission-power control func 
tion if said ?rst determination unit determines that the 
communication apparatus is the image-receiving side. 

2. An apparatus according to claim 1, wherein in the case 
that the communication apparatus is determined as the image 
receiving side, the control unit is con?gured to validate the 
transmission-power control function after an end of image 
reception from the image-transmitting side. 

3. An apparatus according to claim 1, wherein said control 
unit is con?gured to control the transmission power by chang 
ing a set value of the transmission power. 

4. An apparatus according to claim 3, wherein said control 
unit is con?gured to change the set value to one of a ?xed 
value and a value near the ?xed value. 

5. An apparatus according to claim 1, wherein said ?rst 
determination unit is con?gured to determine whether the 
communication apparatus is the image-transmitting side or 
the image-receiving side by interpreting a message of an 
image-transfer protocol used between the communication 
apparatuses. 

6. An apparatus according to claim 1, wherein said ?rst 
determination unit is con?gured to determine whether the 
communication apparatus is the image-transmitting side or 
the image-receiving side in accordance with a user designa 
tion via a user interface. 

7. An apparatus according to claim 1, further comprising a 
second determination unit con?gured to determine whether 
or not the communication apparatus connects to the base 

station, 
wherein in the case that said second determination unit 

determines that the communication apparatus connects 
to the base station, said control unit is con?gured to 
validate the transmission power control function inde 
pendently of whether the communication apparatus is 
the image-transmitting side or the image-receiving side. 

8. An apparatus according to claim 1, further comprising a 
second determination unit con?gured to determine whether 
or not the communication apparatus connects to the base 

station, 
wherein said ?rst determination unit is con?gured to deter 

mine whether the communication apparatus is the 
image-transmitting side or the image-receiving side in 
accordance with determination by said second determi 
nation unit. 

9. A transmission-power control method for a communi 
cation apparatus having a transmission power control func 
tion to control transmission power, the method comprising: 

a ?rst determination step of determining whether the com 
munication apparatus is on an image-transmitting side 
or an image-receiving side, in a case that the communi 
cation apparatus communicates with a communication 
partner apparatus without a base station; and 

a control step of controlling the transmission power based 
on a determination result in the ?rst determination step, 
wherein the control step includes validating the trans 
mission-power control function if it is determined in the 
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?rst determination step that the communication appara 
tus is the image-transmitting side, and includes Validat 
ing the transmission-power control function in a range 
smaller than a range of the image-transmitting side or 
invalidating the transmission-power control function if 
it is determined in the ?rst determination step that the 
communication apparatus is the image-receiving side. 

10. A method according to claim 9, Wherein in the case that 
the communication apparatus is determined as the image 
receiving side, the transmission poWer control function is 
Validated after an end of data reception from the image 
transmitting side. 

11. A method according to claim 9, Wherein in the control 
step, the transmission poWer is controlled by changing a set 
Value of the transmission poWer. 

12. A method according to claim 11, Wherein in the control 
step, the set Value is changed to one of a ?xed Value and a 
Value near the ?xed Value. 

13. A method according to claim 9, Wherein in the ?rst 
determination step, it is determined Whether the communica 
tion apparatus is the image-transmitting side or the image 
receiving side by interpreting a message of an image transfer 
protocol used betWeen the communication apparatuses. 

14. A method according to claim 9, Wherein in the ?rst 
determination step, it is determined Whether or not the com 
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munication apparatus is the image-transmitting side or the 
image-receiving side in accordance With a user designation 
Via a user interface. 

15. A method according to claim 9, further comprising a 
second determination step of determining Whether or not the 
communication apparatus connects to the base station, 

Wherein the control step includes Validating the transmis 
sion-poWer control function independently of Whether 
the communication apparatus is the image-transmitting 
side or the image-receiving side if it is determined in the 
second determination step that the communication 
apparatus connects to the base station. 

16. A method according to claim 9, further comprising a 
second determination step of determining Whether or not the 
communication apparatus connects to the base station, 

Wherein in the ?rst determination step, it is determined 
Whether the communication apparatus is the image 
transmitting side or the image-receiving side in accor 
dance With determination by the second determination 
step. 

17. A program for causing a computer to execute a trans 
mission poWer control method set forth in claim 9. 

18. A computer-readable recording medium Which records 
a program for causing a computer to execute a transmission 
poWer control method set forth in claim 9. 

* * * * * 


