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UPDATING INSTRUCTIONS TO FREE CORE 
IN MULTI-CORE PROCESSOR WITH CORE 
SEQUENCE TABLE INDICATING LINKING 
OF THREAD SEQUENCES FOR PROCESSING 

QUEUED PACKETS 

REFERENCE TO RELATED APPLICATIONS 

This relates to pending US. patent application Ser. No. 
l0/279,590, ?led Oct. 23, 2002, entitled “PROCESSOR 
PROGRAMMING”, and naming DAVID PUTZOLU, 
AARON KUNZE, and ERIK JOHNSON as inventors. 

BACKGROUND 

Networks enable computers and other devices to commu 
nicate. For example, netWorks can carry data representing 
video, audio, e-mail, and so forth. Typically, data sent across 
a netWork is divided into smaller messages knoWn as packets. 
By analogy, a packet is much like an envelope you drop in a 
mailbox. A packet typically includes “payload” and a 
“header”. The packet’s “payload” is analogous to the letter 
inside the envelope. The packet’s “header” is much like the 
information Written on the envelope itself. The header can 
include information to help netWork devices handle the 
packet appropriately. For example, the header can include an 
address that identi?es the packet’s destination. 
A given packet may “hop” across many different interme 

diate netWork forWarding devices (e.g., “routers”, “bridges” 
and/or “sWitches”) before reaching its destination. These 
intermediate devices often perform a variety of packet pro 
cessing operations. For example, intermediate devices often 
perform packet classi?cation to determine hoW to forWard a 
packet further toWard its destination or to determine the qual 
ity of service to provide. 

These intermediate devices are carefully designed to keep 
apace the increasing deluge of tra?ic traveling across net 
Works. Some architectures implement packet processing 
using “hard-Wired” logic such as Application Speci?c Inte 
grated Circuits (ASICs). While ASICs can operate at high 
speeds, changing ASIC operation, for example, to adapt to a 
change in a netWork protocol can prove dif?cult. 

Other architectures use programmable devices knoWn as 
netWork processors. NetWork processors enable softWare 
programmers to quickly reprogram netWork processor opera 
tions. Some netWork processors feature multiple processing 
cores to amass packet processing computational poWer. 
These cores may operate on packets in parallel. For instance, 
While one core determines hoW to forWard one packet further 
toWard its destination, a different core determines hoW to 
forWard another. This enables the netWork processors to 
achieve speeds rivaling ASICs While remaining program 
mable. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A-1C are diagrams illustrating updating of net 
Work processor softWare. 

FIG. 2 is a diagram of a sample packet processing archi 
tecture. 

FIGS. 3A-3F are diagrams illustrating updating of instruc 
tions executed by a processor’s cores. 

FIG. 4 is a How chart of a process to update instructions 
executed by a processor’s cores. 

FIG. 5 is a diagram of a sample architecture of a netWork 
processor. 
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2 
FIG. 6 is a diagram of a sample architecture of a netWork 

forWarding device. 

DETAILED DESCRIPTION 

The programmable nature of a netWork processor alloWs 
netWork operators to alter operation by changing the instruc 
tions executed. This can extend the “time in market” of a 
device including a netWork processor. That is, a netWork 
processor can be reprogrammed instead of being replaced. 
HoWever, temporarily taking a netWork device off-line for 
reprogramming may disrupt existing services and, poten 
tially, result in a large volume of dropped packets. Described 
herein are techniques that permit netWork processor repro 
gramming Without signi?cant disruption of existing services 
or a large volume of dropped packets. That is, the netWork 
processor can continue its role in a packet forWarding system 
While a softWare upgrade proceeds. 
As an example, FIGS. 1A-1C illustrate remote updating of 

a deployed netWork forWarding device 104 (e.g., a router or 
sWitch) incorporating a netWork processor 106.As shoWn, the 
netWork processor 106 includes multiple programmable pro 
cessing cores 10811-10811. To update the instructions executed 
by these cores 10811-10811, a remote device 100 transmits 
update instructions 110 Within a series of packets 11011-1102. 
The processor 106 (or other entity) can extract these packets 
from netWork tra?ic and reassemble the update instructions 
110. 
As shoWn in FIGS. 1A-1C, the processor 106 can tempo 

rarily free one of the cores 10811-10811 from packet processing 
operations, update the core’s softWare, reactivate the core, 
and repeat this process on the remaining cores 10811-10811. 
For example, in FIG. 1A, the processor 106 frees and updates 
core 10811 While cores 10819 and 10811 continue processing 
received packets. LikeWise, in FIGS. 1B and 1C the processor 
106 frees and updates cores 10819 and 10811, respectively. 
The approach illustrated in FIGS. 1A-1C can be used in a 

Wide variety of hardWare and softWare architectures. For 
example, FIGS. 3A-3F illustrate a softWare update for cores 
implementing a sample packet processing pipeline shoWn in 
FIG. 2. 
The sample packet processing pipeline shoWn in FIG. 2 

features a collection ofthreads 150,15211-15211,154, 156, and 
158. A thread features an execution context (e.g., program 
counter, register values, and so forth) that is independent of 
other threads. A given core 108 may support a single thread or 
multiple threads that the core 108 sWaps betWeen. 
As shoWn, the pipeline includes one or more receive 

threads 150 that assemble and store a received packet in 
memory. A receive thread 150 then queues 151 an entry for 
the packet. A collection of packet processing threads 15211 
15211 can consume the queue 151 entries and process the 
corresponding packet. Packet processing can include a Wide 
variety of operations such as a variety of table lookups (e. g., 
a LPM (Longest Pre?x Matching) lookup in a routing table), 
application of Quality of Service (QoS), altering packet con 
tents (e.g., changing the Media Access Control (MAC) des 
tination address of the packet to that of the next hop), and so 
forth. The threads 152 may also selectively drop packets in 
response to overWhelming tra?ic demands, for example, 
using a type of Random Early Detect (RED). 

After performing their operations, the packet processing 
threads 152 queue 153 entries for the packets for a queue 
manager 154. The queue manager 154 sorts the entries into a 
set of egress queues (not shoWn), for example, Where a given 
egress queue represents an outbound interface the packet Will 
be forWarded through. A scheduler 158 thread selects egress 
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queues to service, for example, based on a round-robin, pri 
ority, or other scheme. The queue manager 154 forwards 
packet entries from the egress queues selected by the sched 
uler 158 for service to a transmit thread 156 that handles 
transmission of the packet to the identi?ed egress interface, 
for example, via a sWitch fabric. 

The threads 150-158 may be distributed across the cores in 
a variety of Ways. For example, one core 108a may execute a 
collection of receive threads 150 While a different core 108!) 
may solely execute transmit threads 156. Altemately, differ 
ent types of threads may execute on the same core 108. For 
example, a core 1080 may execute both scheduler 158 and 
queue manager 154 threads. 
As described above, a netWork processor can be repro 

grammed by changing the instructions executed by the cores. 
For example, the packet processing threads 152 may be 
revised to provide neW services, re?ect changed or neW pro 
tocols, or take advantage of neWer implementations. As illus 
trated in FIGS. 3A-3F, a processor 106 can perform an “on 
the-?y” softWare update by temporarily “off-loading” packet 
processing operations of a given core, update the core’ s code, 
and then resuming packet processing operations at the 
updated core. As illustrated in FIGS. 3A-3F this may be an 
iterative process that repeats as each core providing threads is 
updated. 

In the sample softWare architecture shoWn in FIGS. 3A-3F, 
threads 112 maintain packet order (packets are transmitted in 
the order received) by processing received packets in turn in 
a lock-stepped ordered sequence. In the implementation 
shoWn, the lock-step sequence is maintained by a signaling 
scheme Where each thread 1 12 aWaits a signal from a previous 
thread before completing operations on a packet. For 
example, as shoWn, thread 112a Will dequeue and operate on 
packet 114a While thread 1121) aWaits a signal from thread 
112a before it proceeds With operations on the next queued 
packet 11419. As shoWn, the thread sequence can travel across 
multiple cores 108a-108b. 

Signaling betWeen threads Within the same core 108 can be 
performed in a variety of Ways (e.g., by setting ?ags Within a 
shared control and status register (CSR) or other shared 
memory). Signaling across cores 108 may also be performed 
in a variety of Ways such as using a hardWare inter-core 
signaling mechanism (described beloW). 
As shoWn in FIG. 3A, the sequence of cores 108a-108c 

used in the thread sequence may be determined by data 118 
instead of hard-coded. For example, a table 118 may indicate 
the next core to signal (e.g., the next core providing the next 
thread in the thread sequence). For instance, the last thread in 
a core can read table 118 to determine the next core to signal. 

For instance, as shoWn, thread 112d can access table 118, 
lookup the thread’s 112d core’s 108a identi?er (“10811”) in 
the table, and, based on the lookup results 11811, signal the 
next core 108!) to process the next enqueued 151 packet. As 
shoWn in FIG. 3B, the thread sequence continues Within core 
10819. As shoWn, a table lookup 11819 by the last thread 112h 
in core 108!) “Wraps” the thread sequence back to core 10811. 

In FIGS. 3A and 3B core 1080 Was free ofpacket process 
ing duties. As shoWn in FIG. 3C, While core 1080 is freed, the 
instructions executed by core 108c threads may be updated by 
a control processor or thread 120 While the threads 112a-112h 
of cores 108a-108b continue packet processing operations. 

The core sequence provided by table 118 provides ?exibil 
ity in distributing the thread sequence across different sets of 
cores. For example, in FIG. 3D, by changing table “links” 
1181) and 1180 (e.g., by control processor 120), the threads of 
core 108a may be freed of packet processing operations. That 
is, once removed from the core chain identi?ed by table 118, 
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4 
a core Will be freed of packet processing operations once any 
on-going operations for previously received packets com 
pletes. Thereafter, the core 108a may receive an “exit” signal 
from the control processor 120 causing the core 10811 to ?ush 
its cache. Temporarily freeing the core 10811 of its packet 
processing duties enables the processor 120 to update the 
core’s 108a softWare 110. Similarly, in FIG. 3E, by changing 
table “links” 118a and 1180, the threads of core 108!) may be 
removed from the thread sequence, permitting updating of the 
core 1081) software 110. Finally, as shoWn in FIG. 3F, cores 
108a-108c have received the softWare update 110. 

For simplicity of illustration, FIGS. 3A-3F depicted only 
three cores 108a-108c, hoWever, this process may repeat for 
N-cores. 
As shoWn in FIGS. 3A-3F, at times, some cores may 

execute “legacy” code While others are executing the updated 
instructions 110. To avoid disruption, the update instructions 
should be backWard compatible and Work Within the legacy 
frameWork at least temporarily. For example, the update 
instructions 110 should continue to participate in inter-thread 
signaling used to coordinate access to critical sections (e.g., 
sets of instructions that temporarily require exclusive access 
to a shared resource) used in the legacy code until each core 
runs the updated softWare 110. Additionally, neW critical 
sections of the updated softWare 110 should not be started 
until all participating cores 108 have been updated. For 
example, the update code may aWait a signal set by the control 
processor 120 indicating updating of the cores 108 has com 
pleted (e.g., a START_CRITICAL_SECTION ?ag distrib 
uted to or accessed by the cores 108). 
The implementation illustrated in FIGS. 3A-3F enabled a 

core softWare upgrade to proceed While maintaining the lock 
step packet processing scheme used to maintain packet order. 
HoWever, the core update approach may be used in other 
architectures. For example, instead of a sequence of threads, 
a softWare architecture may use a “pool of threads” approach. 
In a pool of threads scheme, threads are added and removed 
from a pool of available threads as they complete or are 
allocated to processing a packet. That is, instead of lock-step 
processing, packets are processed by allocated threads as they 
arrive and packet ordering is enforced by threads later in the 
pipeline. To update core instructions in a pool of threads 
implementation, the processor 106 can free a core by remov 
ing its threads from the pool of available threads. Once the 
core’ s threads are removed, the core softWare can be updated. 
After updating, the core’s threads are then returned to the 
thread pool and the process repeats With a different core. 

FIG. 4 illustrates a process a multi-core processor can 

implement to update core softWare. As shoWn, the processor 
106 receives 170 the neW softWare instructions. The instruc 
tions may be received from a local device (e. g., via a Periph 
eral Component Interconnect (PCI) connection to a con 
nected administration device). Alternately, the instructions 
may be received Within control plane packets transmitted to 
the netWork processor. Such packets may be Internet Protocol 
(IP) packets having an Internet Protocol destination address 
of a netWork node incorporating the netWork processor. In 
addition to the instructions, the packets may identify a par 
ticular netWork processor Within the node to update or, poten 
tially, Which cores to update (e. g., different cores may receive 
different softWare). As shoWn, the process repeatedly frees 
172, updates 174, and resumes packet processing operations 
176 of cores in succession. Potentially, the process may oper 
ate on subsets of multiple cores instead of individual ones. For 
example, in the case Where multiple cores may share a com 
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mon control store the process may free and update an entire 
subset of cores at a time. In either case, packet processing can 
continue in the other cores. 
Many variations of the sample process shoWn in FIG. 4 

may be implemented. For example, potentially, the netWork 
processor may be con?gured to permanently leave one redun 
dant core idle. Alternately, the netWork processor may free a 
“scratch” core When an update occurs. 

The techniques described above may be used in a Wide 
variety of multi-core architectures. For example, FIG. 5 
depicts an example of a multi-core netWork processor 106. 
The netWork processor 106 shoWn is an Intel® Internet 
Exchange netWork Processor (IXP). Other netWork proces 
sors feature different designs. 
The netWork processor 106 shoWn features a collection of 

processing cores 108 on a single integrated semiconductor 
die. Each core 108 may be a Reduced Instruction Set Com 
puting (RISC) processor tailored for packet processing. For 
example, the cores 108 may not provide ?oating point or 
integer division instructions commonly provided by the 
instruction sets of general purpose processors. Individual 
cores 108 may provide multiple threads of execution. For 
example, a core 108 may store multiple program counters and 
other context data for different threads. The cores 108 may 
communicate With other cores 108 via shared resources (e.g., 
Synchronous Random Access Memory (SRAM) or Dynamic 
Random Access Memory (DRAM)). Altemately, the cores 
108 may communicate via neighbor registers directly Wired 
to adjacent core(s) 204 or a CAP (CSRAccess Proxy) that can 
route signals to non-adjacent cores. 
As shoWn, the netWork processor 106 also features at least 

one interface 204 that can carry packets betWeen the proces 
sor 106 and other netWork components. For example, the 
processor 106 can feature a sWitch fabric interface 204 (e.g., 
a Common SWitch Interface (CSIX)) that enables the proces 
sor 106 to transmit a packet to other processor(s) or circuitry 
connected to the fabric. The processor 106 can also feature an 
interface 204 (e.g., a System Packet Interface (SPI) interface) 
that enables the processor 106 to communicate With physical 
layer (PHY) and/or link layer devices (e.g., Media Access 
Controller (MAC) or framer devices). The processor 106 also 
includes an interface 208 (e. g., a PCI bus interface) for com 
municating, for example, With a host or other netWork pro 
cessors. 

As shoWn, the processor 106 also includes other compo 
nents shared by the cores 108 such as a hash engine, internal 
scratchpad memory and memory controllers 206, 212 that 
provide access to external shared memory. The netWork pro 
cessor 106 also includes a general purpose processor 210 
(e. g., a StrongARM® XScale®) that is often programmed to 
perform “control plane” tasks involved in netWork opera 
tions. The general purpose processor 210, hoWever, may also 
handle “data plane” tasks. 

The general purpose processor 210 can handle the task of 
updating the cores’ softWare (e.g., act as the control processor 
120 in FIGS. 3A-3F). For example, the general purpose pro 
cessor 210 can extract the update instructions from control 
plane packets and doWnload the update instructions to the 
core control store(s). Potentially, each core may have its oWn 
control store. Altemately, multiple cores 108 may share a 
common control store. The general purpose processor 210 
may perform other tasks. For example, in a scheme such as the 
one depicted in FIGS. 3A-3F, the general purpose processor 
may maintain and adjust the core sequence table 118 to 
remove and insert cores from/into packet processing opera 
tions. Such a table 118 may be stored in SRAM (Synchronous 
RandomAccess Memory) accessed by the netWork processor 
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6 
106. While described as being performed by the general pur 
pose processor 210, it is not a requirement that the general 
purpose processor 210 perform these operations. For 
example, these tasks may be performed by a core 108 or an 
external agent. 

FIG. 6 depicts a netWork forWarding device that canuse the 
core update approach described above. As shoWn, the device 
features a collection of line cards 300 (“blades”) intercon 
nected by a sWitch fabric 310 (e.g., a crossbar or shared 
memory sWitch fabric). The sWitch fabric, for example, may 
conform to CSIX or other fabric technologies such as Hyper 
Transport, In?niband, PCI, Packet-Over-SONET, RapidIO, 
and/or UTOPIA (Universal Test and Operations PHY Inter 
face for ATM). 

Individual line cards (e.g., 300a) may include one or more 
physical layer (PHY) devices 302 (e. g., optic, Wire, and Wire 
less PHYs) that handle communication over netWork connec 
tions. The PHYs translate betWeen the physical signals car 
ried by different netWork mediums and the bits (e.g., “0”-s 
and “l”-s) used by digital systems. The line cards 300 may 
also include framer devices (e.g., Ethernet, Synchronous 
Optic NetWork (SONET), High-Level Data Link (HDLC) 
framers or other “layer 2” devices) 304 that can perform 
operations on frames such as error detection and/or correc 
tion. The line cards 300 shoWn may also include one or more 
netWork processors 306 that perform packet processing 
operations for packets received via the PHY(s) 302 and direct 
the packets, via the sWitch fabric 310, to a line card providing 
an egress interface to forWard the packet. Potentially, the 
netWork processor(s) 306 may perform “layer 2” duties 
instead of the framer devices 304. 

While FIGS. 5 and 6 described speci?c examples of a 
netWork processor and a device incorporating netWork pro 
cessors, the techniques may be implemented in a variety of 
architectures including processors and netWork devices hav 
ing designs other than those shoWn. Additionally, the tech 
niques may be used in a Wide variety of netWork devices (e. g., 
a router, sWitch, bridge, hub, traf?c generator, and so forth). 
The term packet can apply to IP (Internet Protocol) data 
grams, TCP (Transmission Control Protocol) segments, ATM 
(Asynchronous Transfer Mode) cells, Ethernet frames, 
among other protocol data units. 
The techniques may be implemented in hardWare, soft 

Ware, or a combination of the tWo. Preferably, the techniques 
are implemented in computer programs such as a high level 
procedural or object oriented programming language. The 
program(s) can be implemented in assembly or machine lan 
guage if desired. The language may be compiled or inter 
preted. 

Other embodiments are Within the scope of the folloWing 
claims. 

What is claimed is: 
1. A method of updating execution instructions of a multi 

core processor, comprising: 
receiving execution instructions at a processor including 

multiple programmable processing cores integrated on a 
single die; 

selecting a ?rst subset of at least one of the programmable 
processing cores; and 

loading at least a portion of the execution instructions to the 
?rst subset of programmable processing cores and 
replacing existing execution instructions, associated 
With the ?rst subset of programmable processing cores, 
With the received execution instructions While at least 
one of the programmable processing cores not in the ?rst 
subset continues to process received packets; 
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wherein a sequence of threads provided by the cores 
sequentially retrieve packets to process from at least one 
queue, the sequence proceeding from a subsequence of 
at least one thread of one core to a subsequence of at least 
one thread on another core; and 

Wherein the sequence of threads is speci?ed by data iden 
tifying, at least, the next core in the sequence. 

2. The method of claim 1, further comprising: 
selecting a second subset of at least one of the program 
mable processing cores; and 

loading the execution instructions to the second subset of 
programmable processing cores While at least one pro 
grammable processing core not in the second subset 
continues to process received packets. 

3. The method of claim 1, further comprising ceasing on 
going packet processing operations in the selected ?rst subset 
of programmable processing cores before the loading. 

4. The method of claim 1, 
Wherein the programmable processing cores are con?g 

ured to process multiple packet processing threads; and 
Wherein a one of the packet processing threads is allocated 

from a pool of threads to perform operations for a 
packet; and 

further comprising removing threads of programmable 
processing cores in the ?rst subset from the pool of 
threads. 

5. The method of claim 1, Wherein the receiving execution 
instructions comprises receiving Internet Protocol packets 
having an lntemet Protocol destination address of a netWork 
node incorporating the programmable processing cores and 
having a payload including the execution instructions. 

6. A method of updating execution instructions of a multi 
core processor, comprising: 

an iterative process of: 
freeing one programmable processing core of a set of 

multiple programmable processing cores integrated 
on a single die from packet processing operations; 

replacing an existing execution instructions of the one 
programmable processing core With neW execution 
instructions While at least one of the other program 
mable processing cores continues to process received 
packets; 

maintaining data identifying a core sequence, Wherein 
the freeing one programmable processing core com 
prises removing the core from the core sequence 
before the updating; and 

inserting the core into the core sequence after the updating; 
Whereby a sequence of threads provided by the cores can 

sequentially retrieve packets to process from at least one 
queue, the sequence proceeding from a subsequence of 
at least one thread of one core to a subsequence of at least 
one thread on another core; and 

Wherein the sequence of threads is speci?ed by the data 
identifying the core sequence. 

7. The method of claim 6, further comprising: 
setting a data value after the iterative process completes, 

said data value representative of the core sequence. 
8. A computer program product for updating execution 

instructions of a multi-core processor, said program disposed 
on a computer readable medium and including instructions 
for causing a processor to perform operations comprising: 

receiving lntemet Protocol packets at a processor includ 
ing multiple programmable processing cores integrated 
on a single die; 

selecting a ?rst subset of at least one of the programmable 
processing cores; and 

loading at least a portion of the execution instructions to the 
?rst subset of programmable processing cores and 
replacing existing execution instructions, associated 
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8 
With the ?rst subset of programmable processing cores, 
With the received execution instructions While at least 
one of the programmable processing cores not in the ?rst 
subset continues to process received packets; 

Wherein a sequence of threads provided by the cores 
sequentially retrieve packets to process from at least one 
queue, the sequence proceeding from a subsequence of 
at least one thread of one core to a subsequence of at least 
one thread on another core; and 

Wherein the sequence of threads is speci?ed by data iden 
tifying, at least, the next core in the sequence. 

9. The computer program of claim 8, Wherein the opera 
tions further comprise: 

selecting a second subset of at least one of the program 
mable processing cores; and 

loading the execution instructions to the second subset of 
programmable processing cores While at least one pro 
grammable processing core not in the second subset 
continues to process received packets. 

10. The computer program of claim 8, Wherein the opera 
tions further comprise freeing the selected ?rst subset of 
programmable processing cores from processing packets 
before the loading. 

11. The computer program of claim 8, Wherein 
Wherein the programmable processing cores are con?g 

ured to process multiple packet processing threads; and 
Wherein a one of the threads to process a packet is allocated 

from a pool of threads; and 
Wherein the operations further comprise removing threads 

of programmable processing cores in the ?rst subset 
from the pool of threads. 

12. The computer program of claim 8, Wherein the receiv 
ing execution instructions comprises receiving lntemet Pro 
tocol packets having an lntemet Protocol destination address 
of a netWork node incorporating the programmable process 
ing cores and having a payload including the execution 
instructions. 

13. A computer program product for updating execution 
instructions of a multi-core processor, said program disposed 
on a computer readable medium and including instructions 
for causing a processor to perform operations comprising an 
iterative process of: 

freeing one programmable processing core of a set of mul 
tiple programmable processing cores integrated on a 
single die from packet processing operations; 

replacing an existing execution instructions of the one pro 
grammable processing core With neW execution instruc 
tions While at least one of the other programmable pro 
cessing cores continues to process received packets; 

maintaining data identifying a core sequence, Wherein the 
freeing one programmable processing core comprises 
removing the core from the core sequence before the 
updating; and 

inserting the core into the core sequence after the updating; 
Whereby a sequence of threads provided by the cores can 

sequentially retrieve packets to process from at least one 
queue, the sequence proceeding from a subsequence of 
at least one thread of one core to a subsequence of at least 
one thread on another core; and 

Wherein the sequence of threads is speci?ed by the data 
identifying the core sequence. 

14. The computer program of claim 13, Wherein the opera 
tions further comprise: 

setting a data value after the iterative process completes, 
said data value representative of the core sequence. 


