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METHOD FOR DEACTIVATING AN IMAGE 
CAPTURING DEVICE WHEN PRESENT IN A 

RESTRICTED OR PROHIBITED ZONE 

RELATED APPLICATIONS 

This application is a continuation application of a US. 
patent application Ser. No. 10/741,855 ?led Dec. 20, 2003 
issued as a US. Pat. No. 7,564,485 on Jul. 21, 2009. This 
application also is a continuation-in-part application of a US. 
patent application Ser. No. 10/673,725 ?led Sep. 29, 2003 
now US. Pat. No. 7,065,349, from Which priority is asserted, 
and the disclosure of Which is herein incorporated by refer 
ence in its entirety. 

BACKGROUND 

1. Field of Invention 
The invention described and claimed herein relates to 

methods and systems for detecting an image capturing device 
Whether or not mounted on a handheld Wireless communica 

tions device. Speci?cally, it relates to methods and, systems 
that prevent the use of an image capturing device in a 
restricted or prohibited Zone. 

2. Discussion of RelatedArt 
Today, image capturing devices With or Without Wireless 

communication capability are not only compact and stylish 
but are of much more versatile than their bulky predecessors. 
The developments of image capturing devices With or Without 
Wireless communication capabilities increasingly facilitate a 
variety of functionalities via different netWorks including the 
Internet. 
One of the most popular handheld Wireless communication 

devices is the Wireless phone. While the advancement of these 
technologies have greatly enabled ?exible application of 
Wireless phones, such ubiquitous use of Wireless phones has 
also created neW privacy haZards. This is true of other hand 
held Wireless communications devices, e.g., Without limita 
tion, PDA’s/mobile PCs. The use of an image capturing 
device With or Without an handheld Wireless communication 
device in a restricted or prohibited Zone creates potential for 
abuse by a loss of privacy. 

The problems associated With the use of an image captur 
ing device With or Without the hand held Wireless communi 
cation device has become increasingly popular. It has reached 
the point that serious concerns are raised regarding the loss of 
privacy of the general public. Some countries have enacted, or 
are considering the enactment of legislation banning the use 
of image capturing devices With or Without handheld Wireless 
communication devices in a restricted or prohibited Zone. 

SUMMARY OF THE INVENTION 

In one embodiment of the present invention there is dis 
closed a method for detecting an active image capturing 
device associated With, or not associated With, a handheld 
Wireless communication device, said method comprising of 
the steps of: monitoring for an active pro?le image capturing 
device in an image-capturing restricted or prohibited Zone 
and deactivating said image capturing device if the image 
capturing device is present Within said restricted or prohibited 
Zone. Optionally, the image capturing device may be deacti 
vated by changing its active pro?le to “silent” mode or it may 
be reactivated upon leaving the restricted or prohibited Zone. 
Optionally, the method may further comprise the step of 
restoring the pre-existing pro?le of the image capturing 
device. The image capturing device may be associated With a 
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2 
handheld Wireless communication device selected from the 
group consisting of: a cellular phone; a PDA; and a mobile 
computing device. The image capturing device may be 
selected from the group consisting of: a miniature camera 
phone; a digital camera; and a mobile computing device With 
a camera. The image capturing device encompasses a device 
employing photography or a continuous mode of image cap 
turing, Wherein the continuous mode of image capturing may 
comprise any type of video ?lming including image stream 
ing of live or recorded media transmission. The monitoring 
may be by Wireless means selected from the group consisting 
of: WLan, Bluetooth, RF, and IrDA. The image capture 
device may be detected by monitoring the processes continu 
ously being executed by the image capturing device over a 
certain period of time. 
A restricted or prohibited Zone of the present invention 

may be a Zone Wherein image capturing is prohibited. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention claimed and described herein is described in 
terms of exemplary embodiments. These exemplary embodi 
ments are described in detail With reference to draWings, 
Which are part of the description of the invention. These 
embodiments are non-limiting exemplary embodiments, in 
Which like reference numerals represent similar structures 
throughout the several vieWs of the draWings, and Wherein: 

FIG. 1 depicts a exemplary architecture of an image cap 
ture detection system (“ICDS”), according to the ?rst 
embodiment of the present invention; 

FIG. 2 depicts an exemplary breakaWay of application 
executed by ICDS, according to at least one embodiment of 
the present invention; 

FIG. 3 depicts an exemplary ?oW diagram of a image 
capturing device With or Without a handheld Wireless com 
munication device, according to at least one embodiment of 
the present invention; 

FIG. 4 depicts an exemplary ?oW diagram of activation of 
the surveillance mechanism and deactivating the image cap 
turing device by ICDS, according to at least one embodiment 
of the present invention; 

FIG. 5 depicts an exemplary ?oW diagram of a restoration 
of the system application to a default setting by the ICDS, 
according to at least one embodiment of the present invention. 

DETAILED DESCRIPTION 

The invention is further described in detail referencing 
?gures illustrating the systematic arrangement for ICDS 
interacting With an image capturing device associated With, or 
not associated With, a handheld Wireless communication 
device. 

FIG. 1 depicts an exemplary visual diagram of a ICDS, 
according to a ?rst embodiment of the present inventions. In 
FIG. 1, the main image capture detection system 100 is moni 
toring the handheld Wireless communication device With or 
Without image capturing device 104. The main image capture 
detection system 100 can be hard Wired or Wirelessly con 
nected to vieWer/monitoring client 109. The control antennas 
102 are hard Wired 101 to the main image capture detection 
system 100. The control antenna 102 monitors the image 
capturing device 104 With or Without handheld Wireless com 
munication device using radio frequency/Bluetooth/WLan 
protocols 103. 

The signal beam 103 may cover no more than a prede?ned 
area. The signals beam 103 intercepts the image capturing 
device With or Without handheld Wireless communication 
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device 104 through, a port 106 such as on the handheld 
Wireless communication device 104. The port 106 may cor 
respond to a WLAN or a Bluetooth or an IR port, Where a 

WLAN system covers a diameter from 3 blocks to 30 miles, 
a blue tooth system covers a diameter range of around 330 feet 
and an “IrDA” infrared red system covers less than 5-10 feet 
in a direct line of sight. 

WLan/Bluetooth/IR communication ports may be made 
available on mo st of the currently available handheld Wireless 
communicating devices such as, Without limitation, image 
capturing devices With or Without cellular phones, PDA’s, 
voice communicating PDA’ s and mobile PC’ s. Since many of 
the current and planned hand-held devices may be needed for 
performing a variety of other functions, such WLan/Blue 
tooth/IR ports on image capturing device With or Without the 
handheld communication devices according to this invention 
Would remain available for such other functions as Well. 

FIG. 2 depicts an exemplary breakaway of ICDS With an 
arrangement to ensure secure and safe communications 
according to a second embodiment of the present invention. 
In this embodiment, the main image capture detection system 
100 is implemented at the operations center. The control 
antennas 102 are installed at regular intervals along the 
boundary of the restricted or prohibited Zone. The main image 
capture detection system 100 consists of 9 major compo 
nents: system bus 110, display unit 111, communication unit 
112, storage device 113, auxiliary device 114, connectors 
115, user interface 116, main controller 117, memory (RAM/ 
ROM) 118, and system Application 119. 

The main controller 117 is interfaced With a communica 
tion unit 112, a display unit 111, a auxiliary device 114 and 
user interface 116 Which are shared by the same system bus 11 
The system is mounted With a system application 119, Which 
is stored on memory 11 An extra physical storage 113 and a 
set of connectors 115 are provided for further expansion. 
The communication unit 112 comes mounted With a pro 

cessor, a signal regulator, a transceiver adapter and a signal 
modulator/de-modulator. 

FIG. 3 exemplary ?oW diagram of an image capturing 
device With or Without the handheld Wireless communication 
device according to a third embodiment of the present inven 
tion. In this embodiment, the image capture device 121 is 
connected to the user interface module 122. The device has an 
onboard central processing unit 125 and is interconnected to 
the various sub-components via a system bus 120. The system 
application runs on the processor 125 and provides control 
and coordinates the functions of the various components of 
the system. The system application is stored in Memory 124 
Which increases the overall performance of the communica 
tion system. The external storage 123 is provided Where the 
sub-application components reside. The communication unit 
126 is connected to receiver 127 and transmitter 128. The 
device is fully equipped With a display panel 131, a commu 
nication (110) port 130 and a signal enhancing antenna 129. 

The I/ O port may correspond to a RF, WLAN IEEE 
802.11x & 802.16x standards, Bluetooth or an IR port, Where 
the Wireless 802.11x covers the area of about 3 block, the 
Wireless 802.16x covers the area of about 30 miles, a blue 
tooth system covers a diameter range of approximately 330 
feet and an “IrDA” infrared red system generally covers less 
than 5-10 feet in a direct line of sight. This technology as is 
described in greater detail beloW. 

The Bluetooth Wireless speci?cation includes both link 
layer and application layer de?nitions for product developers 
Which supports data, voice, and content-centric applications. 
Handheld Wireless communication devices that comply With 
the Bluetooth Wireless speci?cation operate in the unli 
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4 
censed, 2.4 GHZ radio spectrum ensuring communication 
compatibility WorldWide. These radios use a spread spec 
trum, frequency hopping, full-duplex signal at up to 1600 
hops/sec. The signal hops among 79 frequencies at 1 MHZ 
intervals to give a high degree of interference immunity. Up to 
seven simultaneous connections can be established and main 
tained. Further details can be vieWed at WWW.bluetooth.org or 
WWW.bluetooth.com. 
The IrDA speci?cations, on the other hand, is intended for 

high speed short range, line of sight, point-to-point cordless 
data transferisuitable for handheld communication devices. 
Since 1984, “IrDA Data” de?nes a standard for an interoper 
able universal tWo Way cordless infrared light transmission 
data port. IrDA technology is already in over 300 million 
electronic devices including PC’s, PDA’s, cellular phones, 
cameras, toys, Watches and many other mobile devices. Main 
characteristics of IrDA signaling include: 

Range: Continuous operation betWeen tWo contacts for at 
least 1 meter. 

Bi-directional communication is the basis of all speci?ca 
tions. 

Data transmission starting from 9600 kbps primary speed 
going up to 4.0 mbps. 

Data packets are protected using CRC (from CRC 16 for 
speeds up to 1.152 mbps to CRC-32 at 4.0 mbps). 

Radio Waves are created due to the movement of electrical 
charges in antennas. As they are created, these Waves radiate 
aWay from the antenna. All electromagnetic Waves travel at 
the speed of light. The major differences betWeen the differ 
ent types of Waves are the distances covered by one cycle of 
the Wave and the number of Waves that pass a certain point 
during a set time period. The Wavelength is the distance 
covered by one cycle of a Wave. The frequency is the number 
of Waves passing a given point in one second. For any elec 
tromagnetic Wave, the Wavelength multiplied by the fre 
quency equals the speed of light. The frequency of an RF 
signal is usually expressed in units called hertZ (HZ). One HZ 
equals one Wave per second. One kilohertZ (kHZ) equals one 
thousand Waves per second, one megahertz (MHZ) equals one 
million Waves per second, and one gigahertZ (0 HZ) equals 
one billion Waves per second. 
RF energy includes Waves With frequencies ranging from 

about 3000 Waves per second (3 kHZ) to 300 billion Waves per 
second (3000 HZ). MicroWaves are a subset of radio Waves 
that have frequencies ranging from around 300 million Waves 
per second (300 MHZ) to three billion Waves per second (3 
GHZ). 

Basically WLAN is an ordinary LAN protocol, Which is a 
modulated carrier of radio frequency Waves. WLAN IEEE 
801 .1 1 is a natural extension to LAN Ethernet, and the modu 
lated protocol is IEEE 802.3 (Ethernet 3). 
Common WLAN Products, Which are using IEEE stan 

dards, are based on IEEE 802.11 and 802.11b 802.11b speci 
?cation. 802.11b is a high rate extension to the original 
802.1 1, and speci?c 5 .5 to 11 Mbps data rate. The next Hyper 
LAN2 generation using IEEE 802.11a, IEEE 802.11g stan 
dards, operates in a neW band frequency of 5 GHZ, and 
achieves a high data rate as 54 Mbps. The neW networking 
technology WiMax IEEE 802.16x should provide higher 
speed, and more coverage than existing Wi-Fi standards. 

FIG. 4 depicts an exemplary ?oW diagram of activation of 
surveillance mechanism and deactivation of the image cap 
turing device by ICDS in at least one embodiment of the 
present invention. Upon activation or start in step 141, the 
main image capturing device detection system scans the area 
for all the operational image capturing device (Whether asso 
ciated With or not associated With a handheld Wireless com 
munication devices)istep 142. If there is no activity on the 
netWork, the system continues scanning for the operational 
image capturing device (associated With or not associated 
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With a handheld Wireless communication device)istep 143. 
If found, the system scans for the active pro?le on the image 
capturing device (With or Without the handheld Wireless com 
munication device)istep 144. 

The system scans for the “silent” pro?le on the handheld 
Wireless communication deviceistep 146. If the “silent” 
pro?le is not active, the ICDS system activates the “silent” 
pro?le on the handheld Wireless communication devicei 
step 145. If the handheld Wireless communication device is 
on the “silent” pro?le, the ICDS system scans the handheld 
Wireless communication device for any active image captur 
ing applicationistep 148. If there is any image capturing 
application 147 is activated on the handheld Wireless com 
munication device, the ICDS system deactivates the image 
capturing applicationistep 149. The ICDS system registers 
the user in the databaseistep 150. On successful completion 
of the transaction, the entire event is logged in the databasei 
step 151, folloWing Which ICDS system resets itself on to a 
scan modeistep 143. 

FIG. 5 depicts an exemplary ?oW diagram of restoration of 
the system application to a default setting by ICDS in at least 
one embodiment of the present invention. The main image 
capturing device detection system actively scans the area for 
all operational image capturing devices With or Without the 
handheld Wireless communication devices. If the user moves 
the image capturing device With or Without the handheld 
Wireless communication device out of the active Zoneistep 
161, the ICDS system scans and matches the registered user 
With the databaseistep 1 62. If the register user identi?cation 
data is found, the ICDS system checks for the pro?leistep 
163. If the active mode is in a “silent” pro?leistep 164, the 
pre-existing pro?le is restored to the device and the “silent” 
pro?le is deactivatedistep 165. 

The ICDS system checks if the image capturing applica 
tion is deactivatedistep 166. If the image capturing applica 
tion is deactivated, the ICDS system restores the image cap 
turing application to the active modeistep 167. The restored 
setting are once again con?rmed With the databaseistep 168. 
The ICDS system modi?es the databaseistep 169 and 
returns to its scan modeistep 170. 
What is claimed: 
1. A method, comprising: 
monitoring and detecting a presence of one or more image 

capturing devices having a Wireless communication 
capability in an image-capturing restricted or prohibited 
Zone; 

scanning each of said one or more image capturing devices 
for a presence of: 

an active pro?le, a silent pro?le, and an active image cap 
turing application if the silent pro?le is activated; and 

providing Wirelessly a corresponding command signal 
generated based on results of said scanning to said each 
of said one or more image capturing devices having said 
Wireless communication capability for deactivating 
image-capturing capabilities of said each of one or more 
image capturing devices by performing one or more of 
the folloWing actions: 

deactivating said active pro?le if found, 
changing said active pro?le, if found, to a silent mode, 
activating said silent pro?le if found, and 
deactivating said active image capturing application if 

found. 
2. The method of claim 1, further comprising: 
registering said each of said one or more image capturing 

devices detected during said monitoring and logging 
information related to said scanning and said deactivat 
ing in a database for said each of said one or more image 
capturing devices; and 
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6 
restoring a status of said each of said one or more image 

capturing devices existed before said deactivating if said 
each of said one or more image capturing devices is no 
longer present Within said restricted or prohibited Zone 
using said information related to said scanning and said 
deactivating stored in the database. 

3. The method of claim 1, Wherein said each of said one or 
more image capturing devices is a Wireless communication 
device, a handheld Wireless communication device, a cellular 
phone, a miniature camera phone, a personal digital assistant, 
a digital camera, or a mobile computing device With a camera. 

4. The method of claim 1, Wherein said monitoring, scan 
ning and deactivating is provided using one or more of: a 
Wireless local area netWork protocol, a BLUETOOTH proto 
col, a radio frequency technology or an infrared technology. 

5. The method of claim 1, Wherein said monitoring, detect 
ing and scanning of said one or more image capturing devices 
is performed continuously over a pre-selected period of time. 

6. The method of claim 1, Wherein said restricted or pro 
hibited Zone is a Zone Wherein image capturing is prohibited. 

7. The method of claim 1, Wherein said each of said one or 
more image capturing devices comprises a device employing 
a photography, a continuous mode of image capturing, video 
?lming, or a video transmission. 

8. An image capture detection system, comprising: 
a controller, con?gured to provide corresponding signals 

With instructions or commands for: 
monitoring and detecting a presence of one or more image 

capturing devices having a Wireless communication 
capability in an image-capturing restricted or prohibited 
Zone, 

scanning each of said one or more image capturing devices 
for a presence of: 

an active pro?le, a silent pro?le, and an active image cap 
turing application if the silent pro?le is activated; and 

deactivating image-capturing capabilities of said each of 
one or more image capturing devices by performing one 
or more of the folloWing actions: 

deactivating said active pro?le if found, 
changing said active pro?le, if found, to a silent mode, 
activating said silent pro?le if found, and 
deactivating said active image capturing application if 

found; and 
a communication unit, responsive to said corresponding 

signals With instructions or commands, con?gured to 
transmit and receive corresponding signals to imple 
ment said instructions and commands provided by said 
controller. 

9. The image capture detection system of claim 8, further 
comprising: 

a memory, con?gured to register said each of said one or 
more image capturing devices detected using said moni 
toring and to log information related to said scanning 
and said deactivating said image-capturing capabilities 
in a database for said each of said one or more image 
capturing devices; and 

Wherein said controller is con?gured to provide further 
instructions based on said information related to said 
scanning and said deactivating stored in the database for 
restoring a status of at least one image capturing device 
of said one or more image capturing devices existed 
before said deactivating if said at least one image cap 
turing device of said one or more image capturing 
devices is no longer present Within said restricted or 
prohibited Zone, 

and Wherein said communication unit is con?gured to 
transmit Wirelessly a further signal comprising said fur 
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ther instructions for implementing said restoring of said 
at least one image capturing device of said one or more 
image capturing devices. 

10. The image capture detection system of claim 8, Wherein 
said each of said one or more image capturing devices is a 
Wireless communication device, a handheld Wireless commu 
nication device, a cellular phone, a miniature camera phone, 
a personal digital assistant, a digital camera, or a mobile 
computing device With a camera. 

11. The image capture detection system of claim 8, Wherein 
said monitoring, scanning and deactivating is provided using 
one or more of: a Wireless local area network protocol, a 

BLUETOOTH protocol, a radio frequency technology or an 
infrared technology. 

12. The image capture detection system of claim 8, Wherein 
said monitoring, detecting and scanning of said one or more 
image capturing devices is performed continuously over a 
pre-selected period of time. 

13. The image capture detection system of claim 8, Wherein 
said restricted or prohibited Zone is a Zone Wherein image 
capturing is prohibited. 

14. The image capture detection system of claim 8, Wherein 
said each of said one or more image capturing devices com 
prises a device employing a photography, a continuous mode 
of image capturing, video ?lming, or a video transmission. 

15. An image capturing device, comprising: 
a camera con?gured to provide image-capturing capabili 

ties; 
a communication unit With a transceiver, con?gured, When 

said image capturing device is located in an image 
capturing restricted or prohibited Zone, to receive Wire 
lessly a command signal for deactivating said image 
capturing capabilities, Wherein said command signal is 
provided by an image capture detection system as a 
result of performing: 
monitoring and detecting a presence of said image cap 

turing device in an image-capturing restricted or pro 
hibited Zone, and 

scanning said image capturing device for a presence of: 
an active pro?le, a silent pro?le, and an active image 

capturing application if the silent pro?le is activated; 
and 
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a controller, con?gured to perform said deactivating of said 

image-capturing capabilities of said image capturing 
device by performing, based on said command signal, 
one or more of the folloWing actions: 

deactivating said active pro?le if found, 
changing said active pro?le, if found, to a silent mode, 
activating said silent pro?le if found, and 
deactivating said active image capturing application if 

found, 
Wherein said command signal is generated by said image 

capture detection system based on results of said scan 
ning. 

16. The image capturing device of claim 15, Wherein said 
communication unit With a transceiver is further con?gured, 
When said image capturing device is no longer located in said 
image-capturing restricted or prohibited Zone, to receive 
Wirelessly a further command signal from said image capture 
detection system to restore a status of said image capturing 
device existed before said deactivating, and Wherein said 
controller is further con?gured to restore said of said image 
capturing device existed before said deactivating. 

17. The image capturing device of claim 15, Wherein said 
monitoring, scanning and deactivating is provided using one 
or more of: a Wireless local area netWork protocol, a BLUE 
TOOTH protocol, a radio frequency technology or an infrared 
technology. 

18. The image capturing device of claim 15, Wherein said 
monitoring, detecting and scanning of said one image captur 
ing device is performed continuously over a pre-selected 
period of time. 

19. The image capturing device of claim 15, Wherein said 
controller is con?gured to perform restoring a status of said 
image capturing device existed before said deactivating of 
said image-capturing capabilities When said image capturing 
device is no longer present Within said restricted or prohibited 
Zone upon receiving further instructions for said restoring by 
said communication unit. 

20. The image capturing device of claim 15, Wherein said 
camera is con?gured to employ a photography, a continuous 
mode of image capturing, video ?lming, or a video transmis 
sion. 


