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PROACTIVE TECHNIQUE FOR REDUCING 
OCCURRENCE OF LONG WRITE SERVICE 
TIME FORA STORAGE DEVICE WITH A 

WRITE CACHE 

BACKGROUND 

1. Field 
Embodiments of the invention relate to a proactive tech 

nique for reducing occurrence of long Write service time for a 
storage device With a Write cache. 

2. Description of the Related Art 
A host (also knoWn as a “host computer”) includes appli 

cations that may issue Write requests (also knoWn as a type of 
Input/Output (I/O) commands) to a disk storage system. The 
disk storage system includes Write cache and disk storage 
(also knoWn as backend disk storage) and is capable of Writ 
ing data to the disk storage in response to the Write requests. 

Caching may be described as storing data in a Write cache 
before Writing the data to the disk storage. Caching is a 
common Way to achieve electronic speed performance for 
Writes to a disk storage system. The disk storage system With 
Write cache stores data associated With the Write requests in 
the Write cache ?rst and later Writes the data to the disk 
storage (typically a sloWer medium) asynchronously. 

This setup Works Well to improve performance as Write 
caches are substantially faster than other storage devices 
(such as disk storage). HoWever, since the capacity of the 
Write cache is orders of magnitude smaller than the total 
capacity of the disk storage, destaging (moving data from the 
Write cache to the disk storage) is important in managing the 
disk storage system. 

Write caching avoids some disk operations altogether by 
eliminating re-Writes and gathering together adjacent blocks 
of data so that they may be destaged in feWer physical opera 
tions. For Write caching to be effective, data should be 
destaged quickly enough so that the Write cache does not 
become full. If the Write cache becomes full, it is necessary to 
hold off Write requests from the applications at the host until 
space in the Write cache is made available by completing 
some amount of destaging of data from the Write cache to the 
disk storage. Delays of this nature may take a long time to 
resolve (e.g., 100 milliseconds (ms) or longer, Which is sev 
eral orders of magnitude higher than the electronic speeds on 
the order of one ms that Writes normally take). Thus, there 
may be a long delay on a feW Write requests, While the other 
Write requests are fast. 

Existing techniques employ a simple threshold mechanism 
With one or more thresholds to prevent the Write cache from 
becoming full. With such a threshold mechanism, once the 
Write cache reaches a certain threshold, the disk storage sys 
tem destages data from the Write cache to the disk storage as 
quickly as possible. Thus, these thresholds trigger faster and 
faster destaging activity. 

While these thresholds Work Well in some cases, there are 
occasions When a burst of host Writing activity can quickly ?ll 
up the Write cache to near its maximum capacity. When this 
happens, host Write requests are held off entirely (i.e., not 
processed by the disk storage system until enough destaging 
activity can take place in order to make room for neW data to 
be Written to the Write cache). Holding off the Write requests 
results in a sudden drop in performance, as ho st Write requests 
experience long delays. 
Many applications are not tolerant of long duration Write 

requests and may time-out. 
Thus, With conventional Write cache techniques, When 

there is enough space available in the Write cache, the host 
Write requests are serviced quickly (e.g., Within a feW milli 
seconds). When the Write cache is full, the host Write requests 
are “on hold” for a period of time, until there is enough space 
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2 
available in the Write cache to Write the data from the host 
application). When there are bursts of host Write requests, the 
host may experience long Write request response times, Which 
may result in applications at the host timing out (i.e., the Write 
requests are failed). Bursts of host requests may be described 
a large number of Write requests issued close together. 

Thus, there is a need in the art for avoiding long delays on 
Write requests. 

BRIEF SUMMARY 

Provided are a method, computer program product, and 
system for introducing a delay in responding to host Write 
requests. A percentage of fullness of a Write cache is deter 
mined. Based on the determined percentage of fullness of the 
Write cache (f), a loW cache threshold (L), alpha (0t), and k, an 
amount of delay to introduce into responding to a host Write 
request is determined. Techniques Wait the amount of the 
delay before responding to the host Write request although the 
host Write request processing has completed. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

Referring noW to the draWings in Which like reference 
numbers represent corresponding parts throughout: 

FIG. 1 illustrates details of a computing environment in 
accordance With certain embodiments. 

FIG. 2 illustrates logic performed in accordance With cer 
tain embodiments. 

FIG. 3 illustrates logic for determining an amount of delay 
to introduce in responding to a host Write request. 

FIG. 4 illustrates a graph With parameter 0t set to 4 and 
parameter k set to l in accordance With embodiments. 

FIG. 5 illustrates a graph With parameter 0t set to 3.5 and 
parameter k set to l in accordance With embodiments. 

FIG. 6 illustrates a graph With parameter 0t set to 4 and 
parameter k set to 5 in accordance With embodiments. 

FIG. 7 illustrates a graph With parameter 0t set to various 
values in accordance With embodiments. 

FIG. 8 illustrates a system architecture that may be used in 
accordance With certain embodiments. 

DETAILED DESCRIPTION 

In the folloWing description, reference is made to the 
accompanying draWings Which form a part hereof and Which 
illustrate several embodiments of the invention. It is under 
stood that other embodiments may be utiliZed and structural 
and operational changes may be made Without departing from 
the scope of the invention. 

Embodiments preemptively sloW doWn Write requests and 
provide a threshold mechanism to reduce the probability of 
reaching a Write cache full condition. In a Write cache full 
condition, the storage system tells the host to hold off on 
sending Write requests. 

FIG. 1 illustrates details of a computing environment in 
accordance With certain embodiments. A host 100 is con 
nected via a connection path 190 to a storage system 120. The 
host 100 includes one or more application(s) 110. 

The storage system 120 includes a proactive delay system 
130, a Write cache 140, data storage 150, and parameters 160. 
In certain embodiments, the parameters 160 are stored in an 
internal data structure Within microcode or internal to the 
storage system 120. The parameters include a loW cache 
threshold (represented by L), a high cache threshold (repre 
sented by H), a percentage of fullness of the Write cache 
(represented by f), alpha (represented by 0t), and k. Alpha and 
k may be described as cache throttling factors. 
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The connection path 190 may comprise any type of con 
nection path, such as, for example, a peer-to-peer network, 
spoke and hub network, Storage Area Network (SAN), a 
Local Area Network (LAN), Wide Area Network (WAN), the 
Internet, an Intranet, etc. 

The data storage 150 may be described as backend data 
storage. The data storage 150 may comprise an array of stor 
age devices, such as DirectAccess Storage Devices (DASDs), 
Just a Bunch of Disks (J BOD), Redundant Array of Indepen 
dent Disks (RAID), virtualiZation device, etc. 

Embodiments provide a small delay spread across many 
write requests. Embodiments avoid a write cache full situa 
tion by preemptively adding a graduated delay in responding 
to write requests as a function of how full the write cache is. 
The host 100 issues a write request, waits for a response to the 
write request, and then issues another write request. Because 
the host 100 does not issue a second write request until receiv 
ing a response to a ?rst write request, delaying the response to 
the host 100 will distribute the write requests to the storage 
system 120 to achieve a more stable response time for write 
requests and improved ability to meet quality of service 
objectives. 

FIG. 2 illustrates logic performed in accordance with cer 
tain embodiments. Control begins in block 200 with the stor 
age system 120 receiving a host 100 write request. In block 
202, the proactive delay system 130 determines a percentage 
of fullness of the write cache 140 (represented by f). In block 
204, the proactive delay system 130 determines whether the 
percentage of fullness of the write cache 140 is less than a low 
cache threshold (f<L). If so, processing continues to block 
206, otherwise, processing continues to block 208. In block 
206, the proactive delay system 130 accepts host write 
requests without destaging data and without introducing a 
delay in responding to host write requests. That is, when the 
percentage of fullness of the write cache (f) is below the low 
cache threshold (L), the proactive delay system 130 accepts 
additional host 100 write requests, while not destaging data, 
as it usually helps to aggregate some data to improve perfor 
mance. When the percentage of fullness of the write cache (f) 
is below the low cache threshold (L), the amount of delay in 
responding to host 100 write requests is Zero. From block 206, 
processing continues to block 214. 

In block 208, the proactive delay system 130 determines 
whether the percentage of fullness of the write cache 140 is 
greater than or equal to the low cache threshold and less than 
a high cache threshold (L<:f<H). If so, processing continues 
to block 210, otherwise, processing continues to block 212. In 
block 210, the proactive delay system 130 accepts host write 
requests and introduces a dynamically adjusted (i.e., gradu 
ated) delay in responding to the host write requests. From 
block 210, processing continues to block 214. 

Inblock 212, if the percentage of fullness of the write cache 
140 is greater than or equal to the high cache threshold 
(f>:H), the proactive delay system 130 destages data before 
accepting new host write requests by waiting until the write 
cache 140 has space before responding to the host 100 write 
request. That is, the amount of delay in responding to the host 
write request is determined by an amount of time used for 
destaging the data. From block 212, processing continues to 
block 214. 

In block 214, the storage system 120 waits a period of time 
(i.e., introduces a delay) before responding to the host 100 
write request although the host 100 write request processing 
has completed. The response may be, for example, an indi 
cation that the write request has been processed. 

FIG. 3 illustrates logic for determining an amount of delay 
to introduce in responding to a host write request. Control 
begins at block 300 with the proactive delay system 130 
retrieving values for parameters 160. The parameters include 
a low cache threshold (represented by L), a high cache thresh 
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4 
old (represented by H), a percentage of fullness of the write 
cache (represented by f), alpha (represented by 0t), and k. 

In certain embodiments, the low cache threshold (L) and 
high cache threshold (H) parameters are set in microcode. In 
certain alternative embodiments, the low cache threshold (L) 
and high cache threshold (H) parameters are set by a user 
(e.g., a customer or administrator). The fullness of the write 
cache is calculated based on the amount of data stored in the 
write cache. 

In certain embodiments, parameter 0t and parameter k are 
set by a designer of the storage system 120. In such embodi 
ments, the storage system 120 stores hard coded values for 
parameter 0t and parameter k. In certain alternative embodi 
ments, a user (e.g., a customer or administrator) has control to 
tune the storage system 120 to an application by adjusting one 
or both of parameter 0t and parameter k. In other words, if an 
application is known to have bursts of writes, the customer 
may want to adjust values for parameter 0t and parameter k so 
that the technique becomes more aggressive to prevent long 
time-outs. In certain further embodiments, parameter k is 
autonomically calculated. In such autonomic embodiments, 
past data is used to infer future operations using the Bayesian 
Algorithm. 

In block 310, the proactive delay system 130 calculates an 
amount of delay using Equation (1). The proactive delay 
system 130 calculates the delay (represented by P(f)) using 
the low cache threshold (represented by L), the high cache 
threshold (represented by H), the percentage of fullness of the 
write cache (represented by f), alpha (represented by 0t), and 
k. 

0 iff<L Equation (1) 

P(f)= L—L ifLsf<H 
a-f a-L 

o0 iffzH 

With reference to Equation (1), when the percentage of 
fullness of the write cache (f) is below the low cache thresh 
old (L), there is no delay introduced in responding to the host 
100 write requests. 
With reference to Equation (1), when the percentage of 

fullness of the write cache (f) is equal to or above the high 
cache threshold (H), the proactive delay system 130 intro 
duces an undetermined delay (represented by in?nity (M) in 
Equation (1 )) in responding to host 1 00 write requests in order 
to free up write cache 140 space for new data to be written. 

With reference to Equation (1), when the percentage of 
fullness of the write cache (f) is greater than or equal to the 
low cache threshold (L) and less than the high cache threshold 
(H), the proactive delay system 130 introduces a delay in 
responding to the host 100 write request using Equation (2) to 
calculate the delay: 

k k {mum 
Thus, using equations (1) and (2), the proactive delay sys 

tem 130 introduces longer and longer delays in responding to 
the host 100 write request as the write cache 140 ?lls up more. 
The increasingly larger delays enable the storage system 120 
to react dynamically to prevent or substantially reduce the 
likelihood of reaching a write cache 140 full condition. In 
certain embodiments, the write cache 140 full condition is 
reached when the high cache threshold (H) is met. 

Euation2 
ifLsf<H q U 
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By preemptively introducing such delays, the storage sys 
tem 120 runs more smoothly and enables applications 110 at 
the host 100 to adjust accordingly. In certain embodiments, 
the delays are a Worse-than-linear function of the Write cache 
140 utiliZation. 

In this manner, embodiments provide a pre-emptive pacing 
mechanism for host 100 Write requests to a storage system 
120 in order to prevent sudden and substantial drops in per 
formance When the host 100 has a burst of Writing activity. 
Storage devices 120 that use caching can bene?t from this, as 
it can help prevent or reduce the likelihood of delaying neW 
host Writing activity While the storage system 120 destages 
data from the Write cache 140 to a data storage 150 (e.g., a 
sloWer medium). 

Certain embodiments enable a user (e.g., a customer or 

administrator) to adjust the value of the parameter 0t as a 
minimum value of H (the high cache threshold), and the 
parameter 0t canbe adjusted to manipulate the asymptote (i.e., 
the closer the value of parameter 0t is to H, the more aggres 
sive the pacing mechanism is, all other things being equal; the 
larger 0t is to H, the less aggressive the pacing mechanism is, 
all other things being equal). That is, the parameter alpha is 
set to be larger than H. For example, if alpha is only 10% 
larger than H (i.e., if alpha is equal to 1.1*H), the pacing Will 
be more aggressive than if alpha is 50% larger than H (i.e., if 
alpha is 1.5*H). 

That is, the parameter 0t may be any value greater than H. 
When considered graphically, the value of the parameter 0t is 
merely an asymptote, but in terms of embodiments, the 
parameter 0t represents a Way of controlling the aggressive 
ness of the pacing mechanism. That is, the closer is the param 
eter 0t is to H, the larger the interj ected delays Will be as the 
percentage of fullness of the Write cache (f) approaches the 
high cache threshold (H). 

Certain embodiments autonomically adjust k, Which deter 
mines hoW aggressive the pacing mechanism Will be (i.e., 
hoW large the delay). Certain embodiments look at the full 
ness of the Write cache 140 to determine When to inject delay. 
An aggressive setting Would cause a larger injected delay 
When the Write cache is near the loW boundary (or loW cache 
threshold (L)). A less aggressive setting Will not inject as 
much delay When the Write cache fullness is near the loW 
boundary. In certain embodiments, past history is used to 
adjust the amount of delay (e.g., a self healing technique 
detects and corrects improper settings. 

FIG. 4 illustrates a graph 400 With parameter 0t set to 4 and 
parameter k set to 1 in accordance With embodiments. FIG. 5 
illustrates a graph 500 With parameter 0t set to 3 .5 and param 
eter k set to 1 in accordance With embodiments. FIG. 6 illus 
trates a graph 600 With parameter 0t set to 4 and parameter k 
set to 5 in accordance With embodiments. 

For example, graph 400 (FIG. 4) and graph 500 (FIG. 5) 
beloW compare the delays (calculated With Equation (1)) 
When parameter 0t is 4 or 3 .5, While other parameters are kept 
constant (H:3, and k:1). 

LikeWise, all other values being the same, changing the 
value of k adjusts the aggressiveness of the pacing mecha 
nism, Which can be seen in graph 400 (FIG. 4) and graph 600 
(FIG. 6). The parameter k may be described as a “knob” that 
enables embodiments to adjust the aggressiveness of the pac 
ing mechanism. The difference that k makes is to increase the 
delay (calculated using Equation (1 )) before the percentage of 
fullness of the Write cache (f) gets close to the high cache 
threshold (H). 

FIG. 7 illustrates a graph 700 With parameter 0t set to 
various values in accordance With embodiments. In graph 
700, there are four curves, each curve depicts P(f) (vertical 
axis) as a function of f (horizontal axis). In graph 700, the 
value of L is ?xed at 1, the value of H is ?xed at 3, and the 
value of k is ?xed at 1. The value of alpha is changed to 
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6 
generate the four curves: a curve for Which alpha:5, a curve 
for Which alpha:4, a curve for Which alpha:3.5, and a curve 
for Which alpha:3.3. The values of alpha in graph 700 are 
larger than H (set at 3 in this example). 

Note that as alpha gets closer to 3, the pacing is more 
aggressive. If alpha:6, the result Would be a “?atter” curve 
than the curve for Which alpha:5, resulting in a less aggres 
sive pacing. Note also that the four curves in graph 700 shoW 
that there is no pacing at all (i.e., P(f):0) When f is less than L. 
The differences in pacing exist for values of f betWeen L and 
H (i.e., betWeen 1 and 3 in this example). 

In various embodiments, the value of parameter k may be 
determined in various Ways. In certain embodiments, the 
value of parameter k is determined With Equation (3), Where 
m represents the minimum value the microcode (in the stor 
age system 120) alloWs. 

kImx (H-L) Equation (3) 

In certain alternative embodiments, the value of k is deter 
mined using Bayesian inference, thereby enabling an auto 
nomic pacing mechanism that “leams” from the previous 
behavior of the storage system 120 and the Workload’s char 
acteristics. 

For such an autonomic pacing mechanism, the initial value 
of k is determined With Equation (3), and subsequent values 
of k are determined With Equation (4). Let D(k) be the prior 
distribution of parameter k. Initially, it is assumed that param 
eter k is uniformly distributed, and an initial value of param 
eter k is determined With Equation (3). Let T be the event that 
f<:H. Event T is a desirable event as embodiments try to 
adjust the pacing to avoid getting too close to the cache 
threshold. Subsequent instances of the value of k are deter 
mined by calculating a distribution D(klT), a posterior distri 
bution of k, by calculating Equation (4). 

In equation (4), “p” represents a probability. Having the 
distribution D(klT), a neW value for k may be the smallest 
number v such that the probability p(k>q/|T)>:some per 
centage (e.g., 51%). 
An additional variation may focus on a number of recent 

values of the parameter k in determining the posterior distri 
bution. For example, by considering the most recent 1000 
values of the parameter k or the values of parameter k calcu 
lated in the last 24 hours. 
The parameters alpha and k can change according to the 

particular embodiments. Embodiments do not require a ?xed 
or particular frequency of change. 

Thus, embodiments introduce increasingly larger delays 
that enable the storage system 120 to react autonomically (by 
adjusting the values of parameter 0t and parameter k), before 
the percentage of fullness of the Write cache reaches the high 
cache threshold (H). 

Therefore, embodiments minimiZe the probability of hit 
ting long host 1 00 Write request response times When there are 
bursts in host 100 Write requests. In the case in Which there are 
bursts of ho st 1 00 Write requests, embodiments sloW doWn the 
host 100 Write request rate by injecting some delay into the 
response. Especially because a burst of Writing activity may 
not be avoidable, embodiments enable the storage system 120 
to absorb the neW burst of data by introducing a graduated 
delay to responding to the ho st Write requests. With the gradu 
ated delay, the storage system 120 gives the Write cache 140 
time to destage data to the data storage 150 in the background, 
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which will free up space in the write cache 140 and slow down 
the rate at which the write cache 140 is ?lled above some 
threshold. 

This results in a smoother operation of the storage system 
100 and eliminates or substantially reduces the likelihood of 
reaching a write cache 140 full condition, thereby avoiding 
long delays for host 100 write requests. With embodiments, 
the storage system 120 is able to smoothen out spikes in host 
100 write requests. 

Additional Embodiment Details 

As will be appreciated by one skilled in the art, embodi 
ments may be implemented as a system, method or computer 
program product. Accordingly, embodiments may take the 
form of an entirely hardware embodiment, an entirely soft 
ware embodiment (including ?rmware, resident software, 
micro-code, etc.) or an embodiment combining software and 
hardware aspects that may all generally be referred to herein 
as a “circuit,” “module” or “system”. Furthermore, embodi 
ments may take the form of a computer program product 
embodied in any tangible medium of expression having com 
puter-useable program code embodied in the medium. 
Any combination of one or more computer usable or com 

puter readable medium(s) may be utiliZed. The computer 
usable or computer-readable medium may be, for example 
but not limited to, an electronic, magnetic, optical, electro 
magnetic, infrared, or semiconductor system, apparatus, 
device, or propagation medium. More speci?c examples (a 
non-exhaustive list) of the computer-readable medium would 
include the following: an electrical connection having one or 
more wires, a portable computer diskette, a hard disk, a ran 
dom access memory (RAM), a read-only memory (ROM), an 
erasable programmable read-only memory (EPROM or Flash 
memory), an optical ?ber, a portable compact disc read-only 
memory (CDROM), an optical storage device, a transmission 
media such as those supporting the Internet or an intranet, or 
a magnetic storage device. Current examples of optical disks 
include compact disk-read only memory (CD-ROM), com 
pact disk-read/write (CD-R/W) and DVD. Note that the com 
puter-usable or computer-readable medium could even be 
paper or another suitable medium upon which the program is 
printed, as the program can be electronically captured, via, for 
instance, optical scanning of the paper or other medium, then 
compiled, interpreted, or otherwise processed in a suitable 
manner, if necessary, and then stored in a computer memory. 
In the context of this document, a computer-usable or com 
puter-readable medium may be any medium that can contain, 
store, communicate, propagate, or transport the program for 
use by or in connection with the instruction execution system, 
apparatus, or device. The computer-usable medium may 
include a propagated data signal with the computer-usable 
program code embodied therewith, either in baseband or as 
part of a carrier wave. The computer usable program code 
may be transmitted using any appropriate medium, including 
but not limited to wireless, wireline, optical ?ber cable, RF, 
etc. 

Computer program code for carrying out operations of the 
embodiments may be written in any combination of one or 
more programming languages, including an object oriented 
programming language such as Java, Smalltalk, C++ or the 
like and conventional procedural programming languages, 
such as the “C” programming language or similar program 
ming languages. The program code may execute entirely on 
the user’s computer, partly on the user’s computer, as a stand 
alone software package, partly on the user’s computer and 
partly on a remote computer or entirely on the remote com 
puter or server. In the latter scenario, the remote computer 
may be connected to the user’s computer through any type of 
network, including a local area network (LAN) or a wide area 
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8 
network (WAN), or the connection may be made to an exter 
nal computer (for example, through the Internet using an 
Internet Service Provider). 
The code implementing the described operations may fur 

ther be implemented in a logic device or hardware logic (e. g., 
an integrated circuit chip, Programmable Gate Array (PGA), 
Application Speci?c Integrated Circuit (ASIC), etc.). Still 
further, the code implementing the described operations may 
comprise a receiver or transmitter device or other physical 
carrier capable of processing or implementing the code as 
“transmission signals”, where transmission signals may 
propagate through space or through a transmission media, 
such as an optical ?ber, copper wire, etc. The transmission 
signals in which the code or logic is encoded may further 
comprise a wireless signal, satellite transmission, radio 
waves, infrared signals, Bluetooth, etc. The transmission sig 
nals in which the code or logic is encoded is capable of being 
transmitted by a transmitting station and received by a receiv 
ing station, where the code or logic encoded in the transmis 
sion signal may be decoded and stored in hardware or a 
computer readable medium at the receiving and transmitting 
stations or devices. 
The embodiments are described herein with reference to 

?owchart illustrations and/or block diagrams of methods, 
apparatus (systems) and computer program products. It will 
be understood that each block of the ?owchart illustrations 
and/or block diagrams, and combinations of blocks in the 
?owchart illustrations and/or block diagrams, can be imple 
mented by computer program instructions. These computer 
program instructions may be provided to a processor of a 
general purpose computer, special purpose computer, or other 
programmable data processing apparatus to produce a 
machine, such that the instructions, which execute via the 
processor of the computer or other programmable data pro 
cessing apparatus, create means for implementing the func 
tions/acts speci?ed in the ?owchart and/or block diagram 
block or blocks. 

These computer program instructions may also be stored in 
a computer-readable medium that can direct a computer or 
other programmable data processing apparatus to function in 
a particular manner, such that the instructions stored in the 
computer-readable medium produce an article of manufac 
ture including instruction means which implement the func 
tion/ act speci?ed in the ?owchart and/or block diagram block 
or blocks. 

The computer program instructions may also be loaded 
onto a computer or other programmable data processing 
apparatus to cause a series of operational steps to be per 
formed on the computer or other programmable apparatus to 
produce a computer implemented process such that the 
instructions which execute on the computer or other program 
mable apparatus provide processes for implementing the 
functions/ acts speci?ed in the ?owchart and/ or block diagram 
block or blocks. 
The ?owchart and block diagrams in the Figures illustrate 

the architecture, functionality, and operation of possible 
implementations of systems, methods and computer program 
products according to various embodiments of the present 
invention. In this regard, each block in the ?owchart or block 
diagrams may represent a module, segment, or portion of 
code, which comprises one or more executable instructions 
for implementing the speci?ed logical function(s). It should 
also be noted that, in some alternative implementations, the 
functions noted in the block may occur out of the order noted 
in the ?gures. For example, two blocks shown in succession 
may, in fact, be executed substantially concurrently, or the 
blocks may sometimes be executed in the reverse order, 
depending upon the functionality involved. It will also be 
noted that each block of the block diagrams and/or ?owchart 
illustration, and combinations of blocks in the block diagrams 
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and/ or ?owchart illustration, can be implemented by special 
purpose hardWare-based systems that perform the speci?ed 
functions or acts, or combinations of special purpose hard 
Ware and computer instructions. 

Certain implementations may be directed to a method for 
deploying computing infrastructure by a person or automated 
processing integrating computer-readable code into a com 
puting system, Wherein the code in combination With the 
computing system is enabled to perform the operations of the 
described implementations. 

The logic of FIGS. 2 and 3 describes speci?c operations 
occurring in a particular order. In alternative embodiments, 
certain of the logic operations may be performed in a different 
order, modi?ed or removed. Moreover, operations may be 
added to the above described logic and still conform to the 
described embodiments. Further, operations described herein 
may occur sequentially or certain operations may be pro 
cessed in parallel, or operations described as performed by a 
single process may be performed by distributed processes. 
The illustrated logic of FIGS. 2 and 3 may be implemented 

in softWare, hardWare, programmable and non-program 
mable gate array logic or in some combination of hardWare, 
softWare, or gate array logic. 

FIG. 8 illustrates a system architecture 800 that may be 
used in accordance With certain embodiments. Host 100 and/ 
or storage system 120 may implement system architecture 
800. The system architecture 800 is suitable for storing and/or 
executing program code and includes at least one processor 
802 coupled directly or indirectly to memory elements 804 
through a system bus 820. The memory elements 804 may 
include local memory employed during actual execution of 
the program code, bulk storage, and cache memories Which 
provide temporary storage of at least some program code in 
order to reduce the number of times code must be retrieved 
from bulk storage during execution. The memory elements 
804 include an operating system 805 and one or more com 
puter programs 806. 

Input/Output (I/O) devices 812, 814 (including but not 
limited to keyboards, displays, pointing devices, etc.) may be 
coupled to the system either directly or through intervening 
l/O controllers 810. 
Network adapters 808 may also be coupled to the system to 

enable the data processing system to become coupled to other 
data processing systems or remote printers or storage devices 
through intervening private or public netWorks. Modems, 
cable modem and Ethernet cards are just a feW of the currently 
available types of netWork adapters 808. 

The system architecture 800 may be coupled to storage 816 
(e.g., a non-volatile storage area, such as magnetic disk 
drives, optical disk drives, a tape drive, etc.). The storage 816 
may comprise an internal storage device or an attached or 
netWork accessible storage. Computer programs 806 in stor 
age 816 may be loaded into the memory elements 804 and 
executed by a processor 802 in a manner knoWn in the art. 

The system architecture 800 may include feWer compo 
nents than illustrated, additional components not illustrated 
herein, or some combination of the components illustrated 
and additional components. The system architecture 800 may 
comprise any computing device knoWn in the art, such as a 
mainframe, server, personal computer, Workstation, laptop, 
handheld computer, telephony device, netWork appliance, 
virtualiZation device, storage controller, etc. 

The foregoing description of embodiments of the invention 
has been presented for the purposes of illustration and 
description. It is not intended to be exhaustive or to limit the 
embodiments to the precise form disclosed. Many modi?ca 
tions and variations are possible in light of the above teaching. 
It is intended that the scope of the embodiments be limited not 
by this detailed description, but rather by the claims appended 
hereto. The above speci?cation, examples and data provide a 
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10 
complete description of the manufacture and use of the com 
position of the embodiments. Since many embodiments may 
be made Without departing from the spirit and scope of the 
embodiments, the embodiments reside in the claims herein 
after appended or any subsequently-?led claims, and their 
equivalents. 

The invention claimed is: 
1. A computer program product comprising a non-transi 

tory computer-readable medium including a computer read 
able program, Wherein the computer readable program When 
executed on a computer causes the computer to: 

determine a percentage of fullness of a Write cache; 
based on the determined percentage of fullness of the Write 

cache (f), a loW cache threshold (L), a high cache thresh 
old (H), alpha (ot), and k, determine an amount of delay 
to introduce into responding to a host Write request by 
calculating: 

O iff<L 

P(f)= m m ifLsf<H, 

o0 iffzH 

Wherein alpha and k are cache throttling factors; and 
Wait the amount of the delay before responding to the host 

Write request although the host Write request processing 
has completed. 

2. The computer program product of claim 1, Wherein the 
computer readable program When executed on a computer 
causes the computer to: 

determine that the percentage of fullness of the Write cache 
is less than the loW cache threshold; and 

accept additional host Write requests, While not destaging 
data, Wherein the amount of delay is Zero. 

3. The computer program product of claim 1, Wherein the 
computer readable program When executed on a computer 
causes the computer to: 

determine that the percentage of fullness of the Write cache 
is greater than or equal to the loW cache threshold and 
less than the high cache threshold; and accept additional 
host Write requests, Wherein the amount of delay for 
responding to the host Write requests is dynamically 
adjusted. 

4. The computer program product of claim 1, Wherein the 
computer readable program When executed on a computer 
causes the computer to: 

determine that the percentage of fullness of the Write cache 
is greater than or equal to the high cache threshold; and 

destage data before accepting neW host Write requests, 
Wherein the amount of delay is determined by an amount 
of time used for destaging the data. 

5. The computer program product of claim 1, Wherein 
alpha has a minimum value of the high cache threshold and 
can be adjusted to manipulate an asymptote. 

6. The computer program product of claim 1, Wherein the 
computer readable program When executed on a computer 
causes the computer to determine an initial value of k by 
calculating: 

Where m represents a minimum value microcode alloWs. 
7. The computer program product of claim 1, Wherein the 

computer readable program When executed on a computer 
causes the computer to determine subsequent values of k by 
calculating distribution D(k| T): 
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Where D(k) is a prior distribution of parameter k and T is an 
event that f<:H. 

8. A computer system apparatus, comprising: 
a memory; 

a logic device in communication With the memory, the 
logic device being capable of performing operations, the 
operations comprising: 
determining a percentage of fullness of a Write cache; 
based on the determined percentage of fullness of the 

Write cache (f), a loW cache threshold (L), a high 
cache threshold (H), alpha (0t), and k, determining an 
amount of delay to introduce into responding to a host 
Write request by calculating: 

, Wherein alpha and k are cache throttling factors; and 
Waiting the amount of the delay before responding to the 

host Write request although the host Write request pro 
cessing has completed. 

9. The computer system apparatus of claim 8, Wherein the 
operations further comprise: 

determining that the percentage of fullness of the Write 
cache is less than the loW cache threshold; and 

accepting additional host Write requests, While not destag 
ing data, Wherein the amount of delay is Zero. 

10. The computer system apparatus of claim 8, Wherein the 
operations further comprise: 

determining that the percentage of fullness of the Write 
cache is greater than or equal to the loW cache threshold 
and less than the high cache threshold; and 

accepting additional host Write requests, Wherein the 
amount of delay for responding to the host Write requests 
is dynamically adjusted. 

11. The computer system apparatus of claim 8, Wherein the 
operations further comprise: 

determining that the percentage of fullness of the Write 
cache is greater than or equal to the high cache threshold; 
and 

destaging data before accepting neW host Write requests, 
Wherein the amount of delay is determined by an amount 
of time used for destaging the data. 

12. The computer system apparatus of claim 8, Wherein 
alpha has a minimum value of the high cache threshold and 
can be adjusted to manipulate an asymptote. 

13. The computer system apparatus of claim 8, Wherein the 
computer readable program When executed on a computer 
causes the computer to determine an initial value of k by 
calculating: 

kImx (H-L) 

Where m represents a minimum value microcode alloWs. 
14. The computer system apparatus of claim 8, Wherein the 

computer readable program When executed on a computer 
causes the computer to determine subsequent values of k by 
calculating distribution D(k|T): 
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Where D(k) is a prior distribution of parameter k and T is an 
event that f<:H. 

15. A computer-implemented method, comprising: 
determining by a computer a percentage of fullness of a 

Write cache; 
based on the determined percentage of fullness of the Write 

cache (f), a loW cache threshold (L), a high cache thresh 
old (H), alpha (ot), and k, determining an amount of 
delay to introduce into responding to a ho st Write request 
by calculating: 

, Wherein alpha and k are cache throttling factors; and 
Waiting the amount of the delay before responding to the 

host Write request although the host Write request pro 
cessing has completed. 

16. The method of claim 15, further comprising: 
determining that the percentage of fullness of the Write 

cache is less than the loW cache threshold; and 
accepting additional host Write requests, While not destag 

ing data, Wherein the amount of delay is Zero. 
17. The method of claim 15, further comprising: 
determining that the percentage of fullness of the Write 

cache is greater than or equal to the loW cache threshold 
and less than the high cache threshold; and 

accepting additional host Write requests, Wherein the 
amount of delay for responding to the ho st Write requests 
is dynamically adjusted. 

18. The method of claim 15, further comprising: 
determining that the percentage of fullness of the Write 

cache is greater than or equal to the high cache threshold; 
and 

destaging data before accepting neW host Write requests, 
Wherein the amount of delay is determined by an amount 
of time used for destaging the data. 

19. The method of claim 15, Wherein alpha has a minimum 
value of the high cache threshold and can be adjusted to 
manipulate an asymptote. 

20. The method of claim 15, Wherein the computer read 
able program When executed on a computer causes the com 
puter to determine an initial value of k by calculating: 

Where m represents a minimum value microcode alloWs. 
21. The method of claim 15, Wherein the computer read 

able program When executed on a computer causes the com 
puter to determine subsequent values of k by calculating 
distribution D(k|T): 

W | @000 

Where D(k) is a prior distribution of parameter k and T is an 
event that f<:H. 


