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(57) ABSTRACT 

A pest control device system includes a plurality of pest 
control devices and a data collector. The system may further 
include the data collector in the form of a gateway that is 
connected to a data management server via a computer net 
work along with other gateways in corresponding pest control 
device groups. Each pest control device includes a pest sensor 
and a wireless communication circuit to transmit information 
from the corresponding sensor. The devices also con?gure to 
de?ne a local wireless communication network that can relay 
the information from one to the next and ultimately to the data 
collector. 

22 Claims, 6 Drawing Sheets 

90 





US. Patent Sep. 27, 2011 Sheet 2 of6 US 8,026,822 B2 

a s N .ME womnow w a 9mm 

2 95232 

No 

/ Z, 

inn“, A [K1, 
Eozwz [lo 2 

z\\\// [LT/\R) 
\) 3. 

a 11 52 50 EjoEzoo : A 

N“)! 628mg; “E .55 
586 A 2920232200 mowzww 

a s 35%.; 5% 

e\:\\ 2\|\ N2 2 



US. Patent Sep. 27, 2011 Sheet 3 of6 US 8,026,822 B2 



US. Patent Sep. 27, 2011 Sheet 4 of6 US 8,026,822 B2 

220 
,—\/ 

(START INsTALLATIOAD 

ACTIVATE NODE DEVICE 222 

EXECUTE INSTALLATION 
COMMUNICATION PROCEDURE 

WITH ACTIVATED NODE 

ACCEPTABLE 
COMMUNICATION PATH 

ESTABLISHED? 
22s No 240 

228/ S5B'%%'£8¥€“ / 
INSTALLATION FAILED SET INDICATOR TO 

DENOTE NODE 
23o INSTALLATION COMPLETE 
\ INSTALL OTHER NODE(S) 

AND/OR REPOSITION OTHER 
OH REARRANGE NODES NOD58) To YES 

INSTALL? 
HEACTIVATE 

YES FAILED NODE 232 NO 
DEVICE’? 242 

NO 

(HALT INSTALLATION) 

Fig. 4 



US. Patent Sep. 27, 2011 Sheet 5 of6 US 8,026,822 B2 

mg mg 

0a m .wwri 
EmuoE momtmHE {0382 

2 / 
Q ImjOEhZOO 





US 8,026,822 B2 
1 

NETWORKED PEST CONTROL SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application claims the bene?t of US. Provi 
sional Patent Application No. 61/191,461 ?led on 9 Sep. 
2008, which is hereby incorporated by reference in its 
entirety. 

BACKGROUND 

The present invention relates to pest control, and more 
particularly, but not exclusively, relates to techniques for 
sensing, communicating, storing, and evaluating data from 
networked pest control devices. 

The detection and removal of pests from areas occupied by 
humans, livestock, crops, and other pest-attracting areas has 
long been a challenge. Pests of frequent concern include 
various types of insects and rodents. Subterranean termites 
are a particularly troublesome type of pest with the potential 
to cause severe damage to wooden structures. Likewise, other 
insects, such as bedbugs, are problematic. Additionally, 
rodent control is often challenging. Various schemes have 
been proposed to eliminate these and certain other harmful 
pests. 

Recently, advances have been made to provide for the 
targeted delivery of pesticide chemicals only after pests have 
been detected. One example is the SENTRICON TERMITE 
COLONY ELIMINATION SYSTEMTM of Dow Agro 
Sciences that has a business address of 9330 Zionsville Road, 
Indianapolis, Ind. In this system, a number of stations are 
installed in the ground about a dwelling to be protected. A 
pest control service provider periodically checks the stations, 
which can be labor-intensive. 

Similarly, rodent traps in food processing/ storage facili 
ties, pharmaceutical production facilities, and the like need to 
be routinely checkediresulting in signi?cant labor expendi 
tures. Accordingly, there is a demand for alternative pest 
control device monitoring techniques. Alternatively or addi 
tionally, the ability to gather more comprehensive data relat 
ing to pest behavior is sought. Thus, there is a continuing 
demand for further advancement in the area of pest control 
and related sensing technologies. 

SUMMARY 

One embodiment of the present invention includes a 
unique pest control and/ or monitoring technique. Other 
embodiments include unique methods, devices, and systems 
to control pests and/or monitor pest activity. Further embodi 
ments, forms, objects, features, advantages, aspects, and ben 
e?ts shall become apparent from the following description 
and drawings. 

BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 is a diagrammatic view of a pest control system that 
includes several pest control devices. 

FIG. 2 is a diagrammatic view of a pest control device that 
can be included in the system of FIG. 1. 

FIG. 3 is a perspective view of one form of a rodent control 
device that can be included in the system of FIG. 1. 

FIG. 4 is a ?owchart depicting one procedure for installing 
the pest control devices of the system of FIG. 1. 

FIG. 5 is a diagrammatic view of a gateway of the system 
of FIG. 1. 
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2 
FIG. 6 is a diagrammatic view further depicting the data 

management server of the system of FIG. 1. 

DETAILED DESCRIPTION OF 
REPRESENTATIVE EMBODIMENTS 

For the purpose of promoting an understanding of the 
principles of the invention, reference will now be made to the 
embodiments illustrated in the drawings and speci?c lan 
guage will be used to describe the same. It will nevertheless 
be understood that no limitation of the scope of the invention 
is thereby intended. Any alterations and further modi?cations 
in the described embodiments, and any further applications of 
the principles of the invention as described herein are con 
templated as would normally occur to one skilled in the art to 
which the invention relates. 
One embodiment of the present application is a system that 

includes a data collection point and several spaced-apart pest 
control devices. The pest control devices each include a sen 
sor and wireless communication circuitry. At least some of 
the pest control devices are structured to relay information 
received from one or more other of the pest control devices to 
the data collection point. In one form, the data collection point 
is in communication with a remotely located data manage 
ment server via a computer network. Alternatively or addi 
tionally, the data collection point can be a form of gateway 
structured to collect information from each control device and 
communicate it to a remote destination. 

FIG. 1 depicts pest control system 20 of the present appli 
cation. System 20 includes a pest control monitoring arrange 
ment 22 that communicates with a central pest data manage 
ment server 120 by computer network 24. Computer network 
24 is more speci?cally depicted in two nonlimiting forms as 
a wireless Wide Area Network (WAN) 25 and intemet 26 in 
FIG. 1. A number of clients 122 of server 120 are also 
depicted that can selectively access server 120 through inter 
net 26. Client 122 includes browser subsystem 122a, spread 
sheet interface 122b, email interface 1220, Short Message 
Service (SMS) interface 122d, and other interface subsystems 
122e. It should be appreciated that while wireless WAN 25 
and internet 26 are speci?cally depicted, other types of data 
communication networks can be utiliZed additionally or alter 
natively. 

Pest control monitoring arrangement 22 includes a number 
of pest control device groups 30 that each may be installed at 
a different location to monitor/control one or more types of 
pests of interest. Each pest control device group 30 includes a 
pest control data collector 32 in a communication gateway 33, 
and several pest control devices 40. Gateway 33 interfaces 
with server 120 via computer network 24 and interfaces with 
pest control devices 40 via wireless Local Area Network 
(LAN) 36. Devices 40 each include a communication node 42 
that collectively de?ne network 36. Each device 40 includes 
bait 44 in the form of a pest-consumable material, lure, attrac 
tant, or the like; however, in other embodiments, an attractant, 
lure or other form of bait may be absent. The depicted 
embodiment of device 40 further includes pest sensor 46. 

For a given pest control device group 30, pest control 
devices 40 may be arranged to monitor/protect a designated 
building, room, storage area, or region from a pest of concern, 
such as rodents, termites, bedbugs, other troublesome insects, 
and various pests attracted to stored grain, animal feed, phar 
maceuticals, pharmaceutical components, other biologic 
materials, or the like. Accordingly, bait 44 and sensor 46 are 
selected relative to the pest type(s) of interest. Nonlimiting 
examples of various sensor and bait types for pest control 
devices are described in commonly owned US. Pat. Nos. 



US 8,026,822 B2 
3 

7,348,890; 7,262,702; 7,212,129; 7,212,112; 6,914,529; and 
6,724,312, each of Which is hereby incorporated by reference 
in its entirety. These patents also describe the manner in 
Which different areas are monitored by devices employing 
such sensors, among other things. 

FIG. 2 shoWs pest control device 40 in greater detail; Where 
like reference numerals refer to like features previously 
described. Pest control device 40 includes electrical circuitry 
43. Circuitry 43 includes Wireless communication circuitry 
50 that de?nes Wireless communication node 42. Speci?cally, 
circuitry 50 includes RF transceiver 52 that in turn includes 
transmitter (TXR) 54 and receiver (RXR) 56. Circuit 50 fur 
ther includes communication antenna 58. It should be appre 
ciated that at least a portion of transmitter 54 and receiver 56 
can be provided in the same integral unit. For example, com 
monly shared aspects Would include antenna 58 and/or RF 
front-end circuitry; hoWever, in other arrangements trans 
ceiver 52 is de?ned by independent transmitter 54 and 
receiver 56 units that collectively provide both transmission 
and reception functionality. 
Node 42 further includes poWer management circuitry 60 

and controller 70. Circuitry 60 includes electrical poWer 
source 62 in the form of one or more electrochemical cells or 

battery 64. Circuitry 60 conditions and provides electrical 
poWer to node 42 and sensor 46 as needed. 

Controller 70 includes memory 72. Controller 70 can be an 
electronic circuit comprised of one or more components, 
including digital circuitry, analog circuitry, or both. Control 
ler 70 may be a softWare and/ or ?rmware programmable type; 
a hardWired, dedicated state machine; or a combination of 
these. In one embodiment, controller 70 is a programmable 
microcontroller solid-state integrated circuit that integrally 
includes a processing unit and memory 72. Nonlimiting 
examples include model nos. MSP430F147 and 
MSP430F149 provided by Texas Instruments Incorporated. 
Memory 72 canbe comprised of one or more components and 
can be of any volatile or nonvolatile type, including the solid 
state variety, the optical media variety, the magnetic variety, a 
combination of these, or such different arrangement as Would 
occur to those skilled in the art. Further, more than one pro 
cessing unit can be included. When multiple processing units 
are present, controller 70 can be arranged to distribute pro 
cessing among such units, and/or to provide for parallel or 
pipelined processing if desired. Controller 70 functions in 
accordance With operating logic de?ned by softWare and/or 
?rmware programming, hardWare, or a combination of these. 
In one form, memory 72 stores program instructions that are 
executed by one or more processing units of controller 70 to 
embody at least a portion of this operating logic. Alternatively 
or additionally, memory 72 stores data that is manipulated by 
the operating logic of controller 70. Controller 70 can include 
signal conditioners, signal format converters (such as analog 
to-digital and digital-to-analog converters), limiters, clamps, 
?lters, dedicated timers, and the like as needed to perform 
various operations described in the present application. 
Indeed, in one form, controller 70, Wireless communication 
circuitry 50 and poWer management circuitry 60 are at least 
partially de?ned by the same integrated circuit device. 

Pest sensor 46 is electrically coupled to controller 70 to 
provide a corresponding signal indicative of pest presence 
and/ or activity. In one form, sensor 46 provides an electrical 
input to an analog-to-digital converter (ADC) included in 
controller 70. Pest sensor 46 is associated With bait 44 that 
may be of a food or other material commonly consumed by 
pests of interest and/or a lure, attractant, or the like. It should 
be appreciated that as used herein, bait 44 may or may not 
include a pesticide and may or may not be intended to be more 
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4 
attractive to pests of interest compared to other materials in 
proximity. In one arrangement, pest interaction With bait 44 
triggers a change in the signal sent by sensor 46. Typically, 
detection is triggered by a variation in electrical current or 
voltage. In one form, such variation results from a change in 
electrical conductivity/resistance of one or more elements of 
sensor 46 in correspondence to pest presence. Alternatively or 
additionally, a detection signal could be generated based on 
electrical capacitance, magnetism, an acoustic characteristic, 
or optical changeijust to name a feW alternatives. Com 
monly oWned U.S. Pat. Nos. 7,348,890; 7,262,702; 7,212, 
129; 7,212,112; 6,914,529; and 6,724,312, describe several 
such sensing techniques (Which Were previously each incor 
porated by reference). It should be appreciated that While one 
pest sensor 46 is indicated in FIG. 2, in other arrangements 
multiple pest sensors may be utiliZed With inputs provided to 
controller 70 and/or a different device. Furthermore, in other 
alternative arrangements, bait 44 may be absent. 

In one implementation, pest control devices 40 are con?g 
ured to operate With a standard battery poWer source for at 
least tWo years, communicating only a relative small amount 
of data routinely (such as an average of six times per day), 
With a transmission distance minimum of about 10 meters 
under very poor conditions and greater than 100 meters under 
favorable conditions. Nonetheless, in other arrangements any 
or all of these aspects could vary. In typical termite applica 
tions, pest control device 40 takes the form of an in-ground 
station With an electrically conductive pathWay that is altered 
by termite consumption or displacement to trigger detection. 
With this arrangement, pesticide may not be delivered until 
termite presence is veri?ed, although immediate pesticide 
application and/or above-ground monitoring may be utilized 
additionally or alternatively. Some rodent applications tend to 
favor extermination upon detection using a pesticide, 
mechanical force, and/or electrocution. 

In one example, FIG. 3 a form of pest control device that 
integrates sensor 46 With snap-type of rodent trap 90; Where 
like reference numerals refer to like features previously 
described. In this arrangement, sensor 46 more speci?cally 
includes a ?exible detection member 46a With an electrical 
resistance that varies depending on the degree of its mechani 
cal de?ection/?exure. Trap 90 includes a base housing 92 that 
is pivotally coupled to spring 94. Spring 94 is held in place by 
trap pin 95 as shoWn in FIG. 3. In this con?guration, if a 
rodent applies su?icient doWnWard pressure onbait plate 44a, 
pin 95 is displaced and spring 94 is released to pen the rodent 
betWeen the spring 94 and base housing 92. Correspondingly, 
the de?ection of member 4611 changes in response to the 
displacement of pin 95, causing a change in its electrical 
resistance. Member 46a is electrically coupled to circuitry 43 
to provide a corresponding signal indicative of the triggering 
of the trap and rodent detection. Circuitry 43 resides in cham 
ber 96 de?ned by base housing 92. Alternatively or addition 
ally, rodent and/or other pest control devices may include a 
pressure-sensitive pad to detect presence. Further, it should be 
appreciated that While pest presence is typically the detection 
goal, any activity/ actuation of sensor 46 may be of interest for 
a given pest control scheme. 

Returning to FIG. 2, circuitry 43 further includes tempera 
ture sensor 74 coupled to controller 70, Which, Without limi 
tation could be a thermistor, a thermocouple, or the like that 
provides an analog input to anADC unit Within controller 70. 
In other embodiments, a moisture sensor may be included in 
addition to or in lieu of temperature sensor 74. In still other 
embodiments neither of these sensor types is present. Also 
included in circuitry 43 is an operator-activated sWitch 76 of 
a magnetic form comprised of a magnetically-responsive 
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component 77 (such as a hall-effect device or magnetoresistor 
to name a couple of nonlimiting examples) and an indicator 
80, both of which are also coupled to controller 70. Switch 76 
is arranged to respond to a magnetic ?eldwhen magnetic ?eld 
source 78 is in close proximity thereto. In one form, magnetic 
?eld source 78 is provided in the form of a hand-held wand 
79. Indicator 80 includes two Light Emitting Diodes (LEDs) 
82 and 84 each of a different color. In one particular nonlim 
iting example, one of LEDs 82 and 84 is red, while the other 
of LEDs 82 and 84 is green. The operation of these features is 
further described hereinafter in connection with FIG. 4; how 
ever, further aspects to gateway 33 are ?rst described in con 
nection with FIG. 5. In other embodiments, switch 76 may be 
of a mechanical variety, such as a pushbutton, rotary, slider, or 
toggle type; a capacitive proximity type, an optic type, or a 
thermally activated typeijust to name a few possibilities. In 
one nonlimiting alternative, rodent trap activation was dem 
onstrated with a pushbutton form of switch. 

Referring to FIG. 5, gateway 33 is further depicted; where 
like reference numerals refer to like features previously 
described. Gateway 33 includes controller 70 with memory 
72. Gateway 33 further includes a wireless network interface 
250 with antenna 258 to communicate with the wireless com 
munication network 36, as de?ned by a corresponding pest 
control group 30; and modem 260 with antenna 268 to inter 
face with a wireless WAN network 25. In one nonlimiting 
form, controller 70 is a general purpose laptop or personal 
computer running an application to de?ne a communication 
gateway, interface 250 is of a local area network (LAN) type, 
and modem 260 utiliZes General Packet Radio Service 
(GPRS) through the Global System for Mobile communica 
tions (GSM) protocol. It should be appreciated that in alter 
native embodiments, controller 70, interface 250, and/or 
modem 260 may differ. In one such alternative in which 
gateway 33 directly interfaces with internet 26, controller 70 
is of a microcontroller type, such as model no. C805Fl20 
provided by Cygnal Technologies; interface 250 is a 25 mil 
liWatt (mW) WAVENIS-compatible wavecard provided by 
Coronis Systems; and modem 260 is of a hardwired dial-up 
and/ or coaxial cable type (not shown). 

Having generally described the structural and functional 
aspects of group 30, further details regarding its operation are 
next described. Initially, pest control devices 40 of a respec 
tive group 30 are installed to protect the building/area of 
interest, which includes physically positioning each of pest 
control devices 40 and establishing wireless network 36. FIG. 
4 depicts one mode of establishing network 36 in ?owchart 
form as network installation procedure 220; where like ref 
erence numerals refer to like features previously described. 
Procedure 220 can be implemented in accordance with oper 
ating logic executed by controller 70 of at least some of the 
pest control devices 40 and gateway 33 for the respective 
group 30. Procedure 220 logically associates each node 42 
with a corresponding gateway 33. During procedure 220, 
each node 42 attempts to establish a reliable communications 
path to the respective gateway 33, either directly or by relay 
ing its messages through one or more other nodes 42 of the 
same group 30, and provides the installer feedback concem 
ing its success or failure in ?nding a reliable communications 
path. Speci?cally, in operation 222, a selected node 42 is 
activated. For the magnetically-responsive component 77 
form of switch 76, a magnetic ?eld from source 78 is placed 
in close proximity. In response, switch 76 changes state and 
triggers network establishment for such selected node 42. In 
an alternative implementation, an operator triggers node net 
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6 
work installation activation by applying force to a mechanical 
form of switch 76, such as pushing a momentary, pushbutton 
switch type. 

In response to node activation in operation 222, procedure 
220 continues with operation 224. In operation 224, the 
selected node 42 executes a search routine to identify a reli 
able communication path to its corresponding gateway 33. 
This routine is typically de?ned by operating logic executed 
by controller 70 of the selected node. In one implementation, 
this routine is at least partially provided in the form of ?rm 
ware instructions stored in memory 72 and uses a SEARCH 
REQUEST function included in the Service Discovery Pro 
tocol (SDP) code library. This function can operate with a 
variety of criteria for the requested search, including a Class 
of Device (COD) code identifying the speci?c gateway 33 to 
which connection is desired, quality of service (QoS) criteria 
based on signal strength or the like, and criteria controlling 
the preferred method of making the connection, either 
directly to gateway 33 or through one or more other nodes 42 
of its pest control device group 30. As establishment of a 
communication pathway is attempted, indicator 80 provides 
an output re?ecting this status. In one form, this output 
includes LEDs 82 and 84 both blinking at approximately a 10 
Hertz (HZ) rate; however, other outputs and/ or no output may 
be provided in correspondence to operation 224 in other 
embodiments. 

Operation 224 ?rst attempts to ?nd a direct communica 
tions path with the corresponding gateway 33 provided it 
meets speci?ed quality of service (QoS) criteriaisuch as 
signal strength. If a direct path meeting the search criteria is 
not found, then operation 224 attempts to ?nd a communica 
tions path to gateway 33 through other nearby nodes 42 that 
have already gone through the network installation procedure 
220 (if any). The criteria for these “indirect” communication 
paths can be different than those for direct connections, and 
take into account, in addition to signal strength, how many 
“hops” are required and/or how many other devices might 
already be routed through a given node 42 operating as a 
repeater. In some implementations, a limit may be set on the 
number of communication hops required to reach the corre 
sponding gateway 33, a limit may be set on the number of 
relaying/repeating nodes 42 involved in a given communica 
tion pathway, and/or a limit may be set on how may nodes 42 
depend on a speci?c node 42 to relay communication. 

Procedure 220 continues with conditional 226 that tests 
whether the desired communication path has been estab 
lished. If the test of conditional 226 is a?irmative (yes), data 
designating the communication path is stored and a success 
code is retumedire?ecting that a direct or indirect path 
meeting the search criteria has been found. Further, using the 
identi?ed communication path, the selected node 42 commu 
nicates a unique identi?er (such as a unique multibit identi 
?cation code) to its corresponding gateway 33 of the same 
group 30. Procedure 220 continues with operation 240 to 
provide an output indicating success with indicator 80. In one 
form, this output includes illuminating one of LEDs 82 or 84, 
such as a green LED, for a speci?ed period of time (such as 10 
seconds, for example). From operation 240, procedure 220 
continues with conditional 242 to determine if there are any 
more nodes 42 to install. If not, then procedure 220 halts. If 
there are further nodes to install, procedure 220 returns to 
operation 222 to select and activate the next node 42 for 
network installation. 
On the other hand, if all attempts to ?nd a communications 

path meeting the criteria are not successful, operation 224 
returns a failure code, and the test of conditional 226 is 
negative (no). From the negative branch of conditional 226, 
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operation 228 is performed in Which indicator 80 provides an 
operator output re?ecting this negative/failure status. In one 
form, this output includes illuminating one of LEDs 82 or 84 
different than for operation 240, such as a red LED, for a 
speci?ed period of time (such as 10 seconds, for example). 

Procedure 220 proceeds from operation 228 to operation 
230. In operation 230, the operator installs one or more other 
nodes 42 to serve as repeaters and/or repositions the selected 
node 42 to provide better conditions for netWork establish 
ment. It should be appreciated that the successful installation 
of any other node 42 during operation 230 includes the rep 
etition of operations 222, 224, and 240 and conditionals 226 
and 242 for each, and likeWise, any that Were not successful 
Would result in execution of operations/ conditional 222-230. 
After operation 230, conditional 232 is reached. Conditional 
232 tests Whether the node 42 that failed initialiZation should 
be reactivated for another attempt. Ordinarily, this test Would 
be af?rmative (yes), causing procedure 220 to return to opera 
tion 222 to reactivate it; hoWever, under certain circumstances 
it may be determined to abort installation of a given node 42. 
Such circumstances may include several failed attempts to 
install or the successful installation of the desired number 
and/ or arrangement of nodes 42 already, such that the failed 
node 42 need not be installed. In this case, the test of condi 
tional 232 is negative (no) and procedure 220 halts. 

Once netWork 36 is established, eachpest control device 40 
and gateWay 32 perform certain operations on a routine basis. 
In one embodiment, each node 42 participating in netWork 36 
has a loW-poWer consumption sleep mode and at least one 
“aWake” mode. For one form, the sleep mode is performed 
based on an internal sleep timer provided by controller 70, 
that alloWs the node 42 to signi?cantly reduce its poWer 
consumption during idle periods and accordingly enables 
longer service life. For such a sleep mode, the transceiver 52 
and/ or other peripherals are typically turned off to conserve 
poWer. 

After a designated time period has passed during sleep 
mode, a Wake-up is triggered. In one form, a sleep timer is 
programmed to Wake-up controller 70 every 100 milliseconds 
(10 times per second), and the operating logic, as de?ned at 
least in part by controller ?rmWare, is divided into time-based 
tasks, some of Which are executed every Wakeup period (100 
milliseconds) and others that are executed every tenth Wakeup 
(1 second). 

For this arrangement, the 100 millisecond tasks include 
sensor signal measurements and evaluation of such signals 
for possible action. In one particular variation, node 42 
includes an internal, multi-channel 12-bit A/D converter for 
measuring analog signals from external sources over three 
different channels. One channel is used for pest sensor 46 
input, a second channel is used for temperature sensor 74 
input, and a third channel is connected to battery 64 to report 
on its status. The resulting digital values are stored in memory 
72 and are compared against designated limits for LOW 
FAULT, LOW ALARM, LOW WARNING, HIGH WARN 
ING, HIGH ALARM, and HIGH FAULT conditions. If any 
FAULT, WARNING, or ALARM condition is detected, an 
event message is provided for transmission to gateWay 33 
indicating the affected channel/ source, condition (FAULT, 
WARNING, or ALARM), and the measured value. Any or all 
of these condition tests may be optionally disabled. Hysterisis 
can be applied to the condition tests to prevent multiple event 
messages from being prepared and transmitted during the 
pendency of the condition. Further, pest sensor 46 input may 
be processed as needed to reduce the likelihood of an undes 
ired outcome due to noise, activity of a nontargeted pest in the 
vicinity of the sensor, or sloW, gradual changes With tempera 
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8 
ture. These type of adjustments may be particularly desirable 
for a ?exible resistance-type sensor like that is associated 
With trap 90. 

In one implementation directed speci?cally to a ?ex-vary 
ing electrical resistance rodent sensor as provided With trap 
90, the rodent sensor signal value is exponentially smoothed 
using smoothing constants of 1/32 and 31/32 in accordance With 
equation (1) as folloWs: 

NeWSmoothedValue:((1/32) *NeWSaInple)+ 
((31/32)*OldSmoothedValue) (l) 

The operating logic computes the absolute value of the dif 
ference of the NeWSample and OldSmoothedValue according 
to equation (2) as folloWs: 

DIFFIABS(NeWSaInple-OldSmoothedValue) (2) 

DIFF is then compared against a programmable threshold 
value. If DIFF exceeds the threshold value, the sensor is 
determined to be “active” and a “hit” is registered by incre 
menting the value of a HIT COUNTER maintained by the 
operating logic. If DIFF does not exceed the threshold value, 
the HIT COUNTER is decremented until it reaches a terminal 
value of Zero. Further, for this implementation, operating 
logic of controller 70 maintains a 6.4 second sliding time 
“aperture” over Which the value of HIT COUNTER is exam 
ined. If HIT COUNTER exceeds a programmable threshold 
any time Within this sliding 6.4 second interval, the operating 
logic interprets the condition as a rodent hit, and it prepares an 
event message for transmission indicating the active condi 
tion. By adjusting the programmable thresholds for DIFF and 
HIT COUNTER terminal values, this approach adjusts sen 
sitivity of the rodent sensor, reducing false alarms and ensur 
ing that true active conditions are detected and acted upon. 

In addition to sensor signal processing, the 100 millisecond 
Wake-up can also be used to scan for sWitch 76 activation and 
to provide for a blinking pattern of LED 82 and/or 84 as 
desired. 
As previously indicated, this embodiment includes another 

Wake-up mode for less frequently performed tasks. These 
tasks may include management of transceiver 52 and process 
ing of inbound and outbound messages over the Wireless 
communication path to gateWay 33. Accordingly, controller 
70 directs that receiver 56 listen for any possible transmis 
sions from gateWay 33 or other nodes 42 Within communica 
tions range. GateWay 33, either directly or by routing its 
message through other nodes 42, may request status informa 
tion of the subject node 42 by issuing a POLL REQUEST. If 
a valid POLL REQUEST is received, controller 70 prepares 
and sends a response packet including information about the 
operating status and sensor condition of the subject node 42 
via transmitter 54. Such tasks further include a determination 
of Whether the subject node 42 is being asked by a neighbor 
ing node 42 to relay a message according to routes established 
during installation of netWork 36. If such a request is made, 
controller 70 prepares and transmits the relay message via 
transceiver 52. In addition, on this less frequent basis, any 
event messages prepared during the more frequently per 
formed tasks are sent via transmitter 54, and netWork main 
tenance/repair operations may be performed as further 
described hereinafter. 
The operating logic of node 42 further includes a technique 

to re-form communications paths that become unreliable or 
unusable. To the extent needed, such self-healing may be 
performed on a less frequent basis (every second for 
example). Self-healing may occur due to the removal or fail 
ure of a relaying node 42 in an established path, or the intro 
duction of an obstruction. In one implementation, node 42 
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determines the need to self-heal its communication path by 
maintaining a timer that is reset upon the receipt of a valid 
POLL REQUEST message from the corresponding gateWay 
33. The value of this timer is tested against a threshold value. 
If the timer reaches this threshold, the subject node 42 com 
munication path is deemed to be lost, and a re-installation 
process is performed. This reinstallation is like that described 
in connection With procedure 220 of FIG. 4, starting With 
operation 224, except that operator activation of sWitch 76 is 
not necessary to perform path re-establishment, and reinstal 
lation may be repeated a given number of times before declar 
ing failure. In one example, the subject node 42 retries instal 
lation up to 3 more times at an interval equal to the 
programmable threshold value for the POLL REQUEST 
timer before declaring a failure. 

For scheduled maintenance actions, an operator-activated 
sWitch can be used to cause the subject node 42 to prepare and 
transmit a message to gateWay 33 indicating that it is being 
removed from service. In response, the gateWay 33 removes 
the node’s unique ID from its database of active nodes to halt 
subsequent polling. It should be appreciated that sWitch 76 
could be used to signal removal if activated after successful 
addition to netWork 36 is indicated and/or by repeated actua 
tion such that repeated actuation Within a given time period 
toggles betWeen a netWork install and node removal, or the 
like. Alternatively, a additional sWitch or other activation 
device may be utiliZed (not shoWn). Further, it should be 
appreciated that in other embodiments, node 42 may include 
more or feWer Waking task modes With or Without different 
frequencies, durations, or the like; may not have distinct sleep 
and Wake modes, may alternatively or additionally be respon 
sive to periodic or aperiodic polling inputs and/or interrupt 
type triggers to perform at least some tasks, and/or may 
perform more, feWer, or different tasks as required. Addition 
ally or alternatively, netWork 36 may be at least partly pre 
de?ned, rather than node-determined, may not include some 
or all of operator indicators, may not be self-healing, and/or 
may not provide for node removal. 

In one alternative, certain nodes are transmit-only types 
that send sensor signals to other nodes capable of receiving 
and transmitting. Such other nodes may be dedicated com 
munication routers With different sensing functionality than 
the transmit-only nodes (such as less/no sensing capability). 
For this alternative, these routers form a communication 
backbone betWeen the remaining nodes and gateWay 33. 

Having described the operation of nodes 42 in greater 
detail, the complimentary operations of gateWay 33 for each 
group 30 are next set forth. GateWay 33 serves as a data 
collector 32 in Which status and event information from com 
municating nodes 42 is gathered. GateWay 33 communicates 
this information to centrally located data management server 
120 hosting database 124. Server 120 provides for data visu 
aliZation, analysis, reporting, and noti?cation applications as 
further described in connection With FIG. 6. For the depicted 
embodiment, communications betWeen gateWay 33 and 
nodes 42 of a given group 30 take place via a Wireless local 
area netWork 36, and betWeen gateWay 33 and server 120 via 
a Wireless Wide area netWork (WAN) using Internet Protocol 
(IP) over General Packet Radio Service (GPRS). Alterna 
tively, hardWired telephone and/or ?ber or coaxial cable con 
nection could be used to interface gateWay 33 to a computer 
netWork 24 connection With server 120, and/or other proto 
cols and communication subsystems may be utiliZed. 

GateWay communications may be of a routine, periodically 
scheduled type, or of an event/condition-driven type. Addi 
tionally, customer or administrator initiated queries or 
updates may be delivered to nodes 42. In one implementation, 
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10 
“doWnlink” communications from server 120 to gateWay 33 
utiliZe User Datagram Protocol (UDP), and “uplink” commu 
nications from gateWay 33 to server 120, utiliZe File Transfer 
Protocol (FTP). Further, this nonlimiting implementation 
provides operating logic for gateWay 33 as a collection of 
softWare tasks Written in C# under the Microsoft WindoWs 
XP multithreading environment provided by WindoWs XP 
and the .NET Framework. A description of several exemplary 
tasks for this implementation are described as folloWs: 

(a) Start-up: This task initialiZes communications periph 
erals including interface 250 and modem 260 to estab 
lish links to netWorks 36 and 25, respectively. 

(b) Pairing Request Listener Task: GateWay 33 continu 
ously monitors for messages over netWork 36 that indi 
cate a neW node 42 has joined the netWork 36 or has 
formed a neW communications path to gateWay 33. In 
one form, an SDP PAIRING REQUEST message is 
provided to gateWay 33 upon successful completion of a 
neW node 42 invocating a SEARCH REQUEST, Which 
may occur When an installer activates the install mode 
With sWitch 76, or after a node 42 successfully self-heals 
a connection path to gateWay 33. The SDP PAIRING 
REQUEST message contains information about the 
Node’s identity, function (the node sensor type), and 
communications path, including QoS metrics. GateWay 
33 checks the node identi?cation (ID) against a locally 
stored list of currently installed nodes 42. If the node ID 
is neW, the information, including communications path, 
is stored by gateWay 33, and the neWly added node 42 is 
added to the polling list of Nodes that should be polled 
during the Polling Task described hereinafter. If the 
Node ID is already in the database, only the updated path 
information is stored. 

(c) Event Listener Task: GateWay 33 listens for unsolicited 
event messages from nodes 42 of its group 30, Which are 
generated to indicate conditions, such as: Sensor Active, 
LoW Battery, Sensor Fault, etc. Upon receipt of such an 
event message, gateWay 33 attaches a local time stamp 
and forWards the event to server 120 over the GRPS 
connection using FTP. 

(d) Polling Task: GateWay 33 implements a task to periodi 
cally poll each node 42 of its group 30 in a “round robin” 
fashion. Upon expiration of a con?gurable POLL 
TIMER, gateWay 33 generates a POLL REQUEST for 
the next node 42 in succession from a listing of the 
installed nodes 42 and aWaits a response. The resulting 
response message from the polled node 42 includes 
information such as sensor status, battery status, tem 
perature, and condition, Which is stored to a local data 
base ?le and periodically sent to server 120 using FTP. 

(e) DoWnlink Listener Task: GateWay 33 implements a task 
that continuously listens for “doWnlink” commands 
from server 120, Which are received as User Datagram 
Protocol packets, and are used for remote con?guration 
and diagnostics. 

(f) Time Synchronization Task To maintain time accurate 
timing n betWeen Server 120 and gateWay 33, a NetWork 
Time Protocol is used to provide synchronization. 

Referring to FIG. 6, the back-end data management server 
120 is further depicted in diagrammatic form. Server 120 
provides various virtual/logical components to alloW sensor 
and node information from geographically disbursed gate 
Ways 33 to be aggregated into database 124. Server 120 has 
the ability to communicate With all remote pest control device 
groups 30, evaluate resulting data, and take corresponding 
actions using an Application Service Provider (ASP) model. 
Among other things, server 120 collects the information from 
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the various sites (groups 30), aggregates and processes this 
information and determines What information needs to be 
forwarded to a customer. In addition, server 120 facilitates a 
data archive, noti?cation and reporting process. Selected 
server functional components, as de?ned by softWare or other 
operating logic executed by server 120, are listed as folloWs: 

(a) FireWall 127 provides customary data ?ltering, encryp 
tion, and authentication for communications over com 
puter netWork 24. 

(b) Conduits 123 de?ne various application and transport 
communication protocols from gateWays 33 or other 
information sources, such as UDP/IP (User Datagram 
Protocol), TCP/IP (Transmission Control Protocol), 
SMTP/POP3 (Email Based), or Web Service. 

(c) Database 124 among other things, stores the sensor data 
collected in the ?eld by groups 30. Additional stored 
data types are gateWay 33, node 42, site, and user con 
?guration and other external data feeds. This data pro 
vides business intelligence back to the user so sensor 
data can be interpreted as it relates to other environmen 
tal information i.e. air quality, temperature, rain 
amounts, etc. Applications 130 include a noti?cations 
and alarm service module 130e that can dispatch alerts 
to clients 122 (see FIG. 1) from database 124 based on 
subscriptions to the data and conditions set Within the 
database 124. These subscriptions are managed by sub 
scription manager module 130]: In one form, Microsoft 
SQL Server 2005 is the database engine for server 124. 
Reporting service module 125, analysis service module 
126 (including data mining), various integration service 
modules are de?ned by this system. Server 120 de?nes a 
business logic layerApplication Programming Interface 
(API) 130a including a noti?cation queue managed by 
subscription manager module 130f and a remote device 
queue. Alarm and acknowledge ASP net pages 1301); 
ASP Net Application pages 1300; pro?ler, system 
builder, and netWork heartbeat Watchdog modules 130d 
are also associated With this API. 

(d) Web servers deliver applications 130 that alloW users to 
interact With the data over the Word Wide Web using 
clients 122. In one form, the presentation layer applica 
tion alloWing graphical presentation of the data is Writ 
ten in ASP.NET. 

Once an on-site technician installs all the nodes 42 for a 
given gateWay 33, the site installation and con?guration data 
is received by server 120 from the gateWay 33. The data is 
then parsed at server 120 and stored in database 124. If a 
change to the con?guration is necessary, the stored con?gu 
ration data is modi?ed and sent to the gateWay 33. GateWay 33 
Will then retrieve this data and compare the modi?cations to 
implement any changes. Server 120 regularly receives event 
and sensor data from the gateWay 33 of each group 30 and 
stores the values in the database. As neW events take place at 
sensors 46, the corresponding data is sent to server 120 that 
performs noti?cation services via module 120f to those 
recipients that have subscribed to the information. On a peri 
odic basis (such as once a Week), reports on trap activity and 
battery levels are also dispatched to recipients utiliZing 
reporting services module 125. 

Once sensor and node information is uploaded to server 
120, it is available to the customer. Several methods are 
available for the customer to retrieve this information, 
depending on speci?ed criteria, subscription level, and the 
nature of subsequent management action. Clients 122 (see 
FIG. 1) embody several customer interface options. 

In one form, a passWord-protected Web portal is provided 
to customers Where they may log in to observe their corre 
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12 
sponding sites/ groups 30, generate reports With reporting ser 
vices module 125, and observe the current status or summa 
ries of recent events through a “dashboard” type of vieW. For 
those sensors 46 Which by either its nature (say a moisture 
sensor) or customer interest (say a rodent station in food 
processing facility) require that event noti?cation be nearly 
instantaneous, customers may choose to have noti?cations 
sent via e-mail, text message, fax or phone message (via 
clients 1220 and/or 122d, for example). This alarm process 
can be managed interactively by responding to a server gen 
erated email or SMS communication, or by logging into the 
secure Web portal. In contrast to such event-driven commu 
nications, for sensors Where the information is more routine 
(say exterior rodent/termite bait stations), customers may 
choose to have summary reports delivered through spread 
sheet reports or physical mailings on a scheduled basis. In one 
form, customer reports of site activity are customiZed to 
include customer-requested information on a requested 
schedule. Parameters governing hoW system 20 reacts to col 
lected sensor information can be selected and set by the 
customers through a Web interface. Such parameters include 
the time frame for noti?cations of a given sensor type, the 
delivery mechanism of any alerts, the scheduling of site status 
reports, etc. These may be updated and changed at any time by 
the customer. If an application is such that any action may be 
taken Without direct human presence/intervention, such as 
?ipping a sWitch, the system is capable of initiating such 
action as speci?ed by customer need. For business systems 
that rely on the site data for billing and/ or supervisory infor 
mation, the data can be presented in a transport that alloWs 
integration into a customer business system. 
Many further embodiments of the present application are 

envisioned. For example, one further embodiment includes: 
operating a pest control system including a plurality of pest 
control devices and a data collector, the pest control devices 
each including a respective pest attractant, a respective sen 
sor, and a respective Wireless communication circuit; Wire 
lessly transmitting sensor information from the respective 
sensor of a ?rst one of the pest control devices to a second one 
of the pest control devices; and Wirelessly relaying the sensor 
information from the second one of the pest control devices to 
the data collector. 
A further embodiment includes: a pest control system With 

a plurality of pest control devices and a data collector. The 
pest control devices each include a respective sensor and a 
respective Wireless communication circuit. The system fur 
ther includes means for Wirelessly transmitting sensor infor 
mation from the respective sensor of the ?rst one of the pest 
control devices to a second one of the pest control devices, 
and means for Wirelessly providing the sensor information 
from the second one of the pest control devices to the data 
collector. 

Another embodiment comprises: providing a pest control 
system including a data collector and several pest control 
devices that each include a respective sensor and a respective 
Wireless communication circuit; activating a netWork instal 
lation mode of operation of a selected one of the pest control 
devices; attempting to establish a Wireless communication 
link With a pest control system communication netWork dur 
ing the netWork installation mode, providing a ?rst type of 
output to an operator if the Wireless communication link is 
established; and providing a second type of output to the 
operator if the Wireless communication link is not estab 
lished. 

Still another embodiment includes: a pest control system 
With a data collector and several pest control devices that each 
include a respective sensor and a respective Wireless commu 
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nication circuit. Also included are means for applying the 
magnetic ?eld proximate to a selected one of the pest control 
devices, means for attempting to establish a Wireless commu 
nication link With a pest control system communication net 
Work in response to the magnetic ?eld, means for providing a 
?rst type of output to an operator if the Wireless communica 
tion link is established, and means for providing a second type 
of output to the operator if the Wireless communication link is 
not established. 

Yet a further embodiment is directed to a pest control 
device that includes a pest sensor operable to provide one or 
more signals representative of pest detection and circuitry 
With a Wireless communication transceiver coupled to the 
pest sensor to transmit information corresponding to the pest 
detection. This circuitry further includes a component 
responsive to a magnetic ?eld proximate to the pest control 
device to operate the transceiver in an installation mode and a 
controller to execute operating logic to establish a Wireless 
communication link With one or more devices during the 
installation mode. Also included is an indicator coupled to the 
circuitry to provide a ?rst operator output indicative of estab 
lishment of the Wireless communication link if the attempt 
succeeds and the second operator output indicative of failure 
to establish the Wireless communication link. 
A further embodiment includes: the ?rst pest control 

device group including a plurality of Wireless communication 
nodes that are each provided With a corresponding pest sensor 
and a ?rst gateWay to receive sensor data from the corre 
sponding sensor of each of the Wireless communication 
nodes. One or more of the Wireless communication nodes 
includes the respective controller operating logic to de?ne 
Wireless communication network betWeen the Wireless com 
munication nodes. The Wireless communication netWork 
includes a ?rst subset of the node to relay sensor information 
to the ?rst gateWay from a second subset of the node. 
Any theory, mechanism of operation, proof, or ?nding 

stated herein is meant to further enhance understanding of the 
present application and is not intended to make the present 
application in any Way dependent upon such theory, mecha 
nism of operation, proof, or ?nding. It should be understood 
that any use of the Word preferable, preferably or preferred in 
the description above indicates that the feature so described 
may be more desirable, it nonetheless may not be necessary 
and embodiments lacking the same may be contemplated as 
Within the scope of the invention, that scope being de?ned by 
the claims that folloW. In reading the claims it is intended that 
When Words such as “a,” “an,” “at least one,” “at least a 
portion” are used there is no intention to limit the claim to 
only one item unless speci?cally stated to the contrary in the 
claim. Further, When the language “at least a portion” and/or 
“a portion” is used the item may include a portion and/ or the 
entire item unless speci?cally stated to the contrary. While the 
invention has been illustrated and described in detail in the 
draWings and foregoing description, the same is to be consid 
ered as illustrative and not restrictive in character, it being 
understood that only the selected embodiments have been 
shoWn and described and that all changes, modi?cations and 
equivalents that come Within the spirit of the invention as 
de?ned herein or by any of the folloWing claims are desired to 
be protected. 

What is claimed is: 
1. A method, comprising: 
operating a pest control system including a plurality of pest 

control devices and a data collector, the pest control 
devices each including a respective pest sensor and a 
respective Wireless communication circuit; 
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14 
Wirelessly transmitting sensor information from the 

respective sensor of a ?rst one of the pest control devices 
to a second one of the pest control devices; 

Wirelessly providing the sensor information from the sec 
ond one of the pest control devices to the data collector; 

activating an installation operational mode of the selected 
one of the pest control devices; and 

if the selected one of the pest control devices establishes a 
Wireless communication link With any other of the pest 
control devices, providing output to an operator indicat 
ing establishment of the Wireless communication link. 

2. The method of claim 1, Which includes applying a mag 
netic ?eld proximate to a selected one of the pest control 
devices to initiate the activation of the installation operation 
mode, and Wherein the selected one of the pest control devices 
includes a magnetic sWitch responsive to the magnetic ?eld, 
the output includes a ?rst visual indicator output, and further 
comprising: 

providing a second visual indicator output different than 
the ?rst visual indicator output if the selected one of the 
pest control devices fails to establish the Wireless com 
munication link after a prede?ned period of time; 

in response to the second visual indicator output, installing 
one or more other of the pest control devices; and 

after the installing of the one or more other of the pest 
control devices, attempting again to establish the Wire 
less communication link for the selected one of the pest 
control devices. 

3. The method of claim 1, Wherein the selected one of the 
pest control devices fails to establish the Wireless communi 
cation link and further comprising: 

changing position of the selected one of the pest control 
devices; and 

establishing the Wireless communication link With the 
selected one of the pest control devices after the chang 
ing of the position thereof. 

4. A method, comprising: 
providing a pest control system including a data collector 

and several pest control devices, the pest control devices 
each including a respective sensor, and a respective 
Wireless communication circuit; 

activating a netWork installation mode of a selected one of 
the pest control devices; 

during the netWork installation mode, attempting to estab 
lish a Wireless communication link With a pest control 
system communication netWork; 

if the Wireless communication link is established, provid 
ing a ?rst type of output to an operator; and 

if the Wireless communication link is not established, pro 
viding a second type of output to the operator. 

5. The method of claim 4, Which includes: 
Wirelessly communicating information through the Wire 

less communication link from the selected one of the 
pest control devices to the data collector by relaying the 
information With at least one other of the pest control 
devices; and 

in response to the second type of output to the operator, 
reattempting to establish the Wireless communication 
link. 

6. The method of claim 5, Wherein the reattempting 
includes: 

increasing quantity of the pest control devices in the pest 
control communication netWork; and 

after increasing the quantity, reactivating the netWork 
installation mode of the selected one of the pest control 
devices to establish the Wireless link With the pest sys 
tem communication netWork. 
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7. The method of claim 5, wherein the reattempting 
includes: 

changing relative position betWeen the selected one of the 
pest control devices and at least one of: the data collector 
and any other of the pest control devices; and 

after changing the relative position, reactivating the net 
Work installation mode of the selected one of the pest 
control devices to establish the Wireless link With the 
pest system communication netWork. 

8. The method of claim 4, Which includes storing a ?rst 
communication path including the communication link for 
the selected one of the pest control devices, the ?rst commu 
nication path including a ?rst one of the pest control devices 
to relay information to the data collector from the selected one 
of the pest control devices. 

9. The method of claim 8, Which includes: 
detecting degradation of the ?rst communication pathWay; 
replacing the ?rst communication pathWay With a second 

communication pathWay for the selected one of the pest 
control devices, the second communication pathWay 
including a second one of the pest control devices 
instead of the ?rst one of the pest control device; and 

storing the second communication path for the selected one 
of the pest control devices. 

10. The method of claim 4, Wherein the selected one of the 
pest control devices includes an operator activated sWitch, the 
?rst type of output includes a ?rst illumination arrangement, 
and the second type of output includes a second illumination 
arrangement. 

11. The method of claim 10, Wherein the sWitch is of a 
magnetically responsive type, the activating of the netWork 
installation mode includes applying a magnetic ?eld in prox 
imity to the sWitch, and the ?rst illumination arrangement 
includes a ?rst visible light color and the second illumination 
arrangement includes a second visible light color different 
than the ?rst visible light color. 

12. The method of claim 4, Wherein at least one of the pest 
control devices includes a respective bait to attract one or 
more species of pest. 

13. An apparatus, comprising: a pest control device, 
including: 

a pest sensor operable to provide one or more signals 
representative of pest detection; 

circuitry including: a Wireless communication transceiver 
coupled to the pest sensor to transmit information cor 
responding to the pest detection, a component respon 
sive to a magnetic ?eld proximate to the pest control 
device to operate the transceiver in an installation mode, 
and a controller to execute operating logic to establish a 
Wireless communication link With one or more other 

devices during the installation mode; and 
an indicator coupled to the circuitry to provide a ?rst opera 

tor output indicative of establishment of the Wireless 
communication link if the attempt succeeds, and a sec 
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ond operator output indicative of failure to establish the 
Wireless communication link. 

14. The apparatus of claim 13, Wherein the pest control 
device includes a bait to attract one or more species of pest. 

15. The apparatus of claim 14, further comprising a rodent 
trap and the pest sensor being structured to provide rodent 
trap status information. 

16. The apparatus of claim 13, Wherein the component 
includes at least one of a hall effect device and a magnetore 
sistor. 

17. The apparatus of claim 13, further comprising a number 
of other pest control devices and a data collector in a com 
munication gateWay, the data collector including means for 
Wirelessly communicating With the pest control device and 
the other pest control devices. 

18. The apparatus of claim 17, further comprising: 
a computer netWork in communication With the gateWay; 

and 
a data management server in communication With the com 

puter netWork. 
19. The apparatus of claim 18, Wherein: 
the gateWay includes means for communicating sensor 

status information from the pest control device to the 
data management server; and 

the data management server includes: 
means for storing and evaluating the sensor status infor 

mation; 
means for accessing data stored With the data manage 
ment server by a user over the computer netWork. 

20. The apparatus of claim 13, Wherein the circuitry 
includes a processing device and logic executable by the 
processing device to determine and store information repre 
sentative of a Wireless communication pathWay through the 
one or more other devices. 

21. The apparatus of claim 13, further comprising: 
a number of gateWays each in Wireless communication 

With a respective one of a number of different pest con 
trol device groups, the pest control device belonging to 
one of the groups, the gateWays each gathering data from 
the respective one of the different pest control device 
groups; 

a computer netWork in communication With the gateWays; 
and 

a data management server in communication With the com 
puter netWork, that includes means for storing and evalu 
ating pest control device information from each of the 
different pest control device groups, means for access 
ing data stored With the data management server by one 
or more users over the computer netWork. 

22. The apparatus of claim 20, Wherein the logic executed 
by the processing device includes means for providing adjust 
able sensitivity of the pest sensor. 

* * * * * 


