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(57) ABSTRACT 
A semiconductor integrated circuit including a user logic 
circuit is disclosed in Which circuit parts for shifting data are 
composed of registers other than scan cells except for the 
circuit part right after a combinational circuit, and the parts 
con?gured of the registers other than the scan cells are used as 
a scan path. 
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SEMICONDUCTOR INTEGRATED CIRCUIT, 
SEMICONDUCTOR INTEGRATED CIRCUIT 

DESIGN SUPPORT DEVICE, AND 
SEMICONDUCTOR INTEGRATED CIRCUIT 

MANUFACTURING METHOD 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to semiconductor 

integrated circuits, semiconductor integrated circuit design 
support devices, and semiconductor integrated circuit manu 
facturing methods and, in particular, to a semiconductor inte 
grated circuit having a design for testability, a semiconductor 
integrated circuit design support device, and a semiconductor 
integrated circuit manufacturing method. 

2. Description of the Related Art 
Semiconductor integrated circuits are generally provided 

With scan cells for conducting a scan test. Taking, for 
example, in MUX (multiplex) scan cells, a multiplexer is 
inserted so that a data input of a normal ?ip-?op is sWitched 
to a scan input using a scan enable signal as one of the 
selectable signals. Then, the areas of the scan cells become 
large, resulting in set-up timing being messed up. 
As scan path designs, there are a full scan design and a 

partial scan design. The full scan design is a design in Which 
all or most of the ?ip-?ops of target sequence circuits are 
made into scan cells and a shift register con?guration is 
structured in the scan cells. The partial scan design is a design 
in Which some ?ip-?ops of target sequence circuits are made 
into scan cells and the shift register con?guration is structured 
in the scan cells. 

Generally, the full scan design is more excellent than the 
partial scan design in controllability and observability rela 
tive to a circuit as Well as in failure detection rate by a 
scan/ATPG test. 

Recently, With scaling-up and high integration of semicon 
ductor integrated circuits and an improvement in operating 
frequency, problems have emerged such as increased chip 
area, increased poWer consumption, degraded timing conver 
gence, and degraded Wiring convergence of layouts, Which 
are caused by the scan designs. Conventionally, in order to 
cope With these problems, the scan rate is loWered by using 
the partial scan design to prevent an increase in chip area, 
degraded timing, and degraded Wiring convergence. HoW 
ever, taking such a measure Will disadvantageously sacri?ce a 
high failure detection rate. 

Note that Patent Document 1 discloses a scan test method 
for semiconductor integrated circuits of high integration and 
a semiconductor integrated circuit tested by the scan test 
method. 

Patent Document 1: JP-A-2004-233084 

SUMMARY OF THE INVENTION 

In conventional scanning techniques, failure detection 
rates may be reduced if their scan rates are loWered. In vieW of 
this, it is an object of the present invention to manufacture a 
semiconductor integrated circuit capable of maintaining a 
high failure detection rate even if the scan rate is loWered, 
While reducing the trend toWard increased chip areas, 
increased poWer consumption, degraded timing convergence, 
and degraded Wiring convergence of layouts by loWering the 
scan rate. 

The present invention has been made in order to solve the 
above problem. According to an aspect of the present inven 
tion, there is provided a semiconductor integrated circuit 
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2 
including a user logic circuit, Wherein circuit parts for shifting 
data are composed of registers other than scan cells except for 
the circuit part right after a combinational circuit, and the 
parts con?gured of the registers other than the scan cells are 
used as a scan path. 

Preferably, the semiconductor integrated circuit further 
comprises a control circuit that causes the parts con?gured of 
the registers used as the scan path to perform a scan operation. 

According to another aspect of the present invention, there 
is provided a semiconductor integrated circuit design support 
device. The device comprises a read unit con?gured to read 
netlist data; an extraction unit con?gured to extract a 
sequence circuit part capable of shifting data, the extraction 
unit extracting from the read netlist data the sequence circuit 
part capable of similarly performing a normal operation and a 
scan operation; an insertion unit con?gured to insert a control 
circuit that causes the extracted sequence circuit part capable 
of shifting data to perform the scan operation; a ?rst scan unit 
con?gured to make other sequence circuit parts in the read 
netlist data into scan cells While maintaining the extracted 
sequence circuit parts capable of shifting data if the netlist 
data read by the read unit are data before insertion of the scan 
cells, thereby structuring a scan path While maintaining a user 
logic circuit; a second scan unit con?gured to restore all or a 
part of the extracted sequence circuit parts capable of shifting 
data to ?ip-?ops if the netlist data read by the read unit are 
data after the insertion of the scan cells, thereby structuring 
the scan path While maintaining the user logic circuit; and an 
output unit con?gured to output the netlist data. 

Preferably, the extraction unit con?gured to extract the 
sequence circuit part capable of shifting data includes a long 
est-path extraction unit con?gured to extract a longest path 
for shifting data in a netlist. 

According to still another aspect of the present invention, 
there is provided a semiconductor integrated circuit manufac 
turing method, Wherein circuit parts for shifting data are 
composed of registers other than scan cells except for the 
circuit part right after a combinational circuit, and the parts 
con?gured of the registers other than the scan cells are used as 
a scan path. 

Preferably, the semiconductor integrated circuit manufac 
turing method further comprises providing a control circuit 
that causes the parts con?gured of the registers used as the 
scan path to perform a scan operation. 
According to yet another aspect of the present invention, 

there is provided a semiconductor integrated circuit manufac 
turing method. The method comprises a read step of reading 
netlist data; an extraction step of extracting a sequence circuit 
part capable of shifting data, the extraction step extracting 
from the read netlist data the sequence circuit part capable of 
similarly performing a normal operation and a scan opera 
tion; an insertion step of inserting a control circuit that causes 
the extracted sequence circuit part capable of shifting data to 
perform the scan operation; a ?rst scan step of making other 
sequence circuit parts in the read netlist data into scan cells 
While maintaining the extracted sequence circuit parts 
capable of shifting data if the netlist data read by the read unit 
are data before insertion of the scan cells, thereby structuring 
a scan path While maintaining a user logic circuit; a second 
scan step of restoring all or a part of the extracted sequence 
circuit parts capable of shifting data to ?ip-?ops if the netlist 
data read by the read unit are data after the insertion of the 
scan cells, thereby structuring the scan path While maintain 
ing the user logic circuit; and an output step of outputting the 
netlist data. 
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Preferably, the extraction step of extracting circuit parts 
capable of shifting data includes a longest-path extraction 
step of extracting a longest path for shifting data in a netlist. 

According to the embodiments of the present invention, it 
is possible to design a scan path Without increasing the area of 
a semiconductor integrated circuit and messing up set-up 
timing. Furthermore, it is not necessary to take a measure for 
failure detection for a redundant circuit part as typically found 
in scanning relative to the con?guration of shift registers, 
thereby simplifying a scan design. 

Furthermore, it is possible to structure a scan path Without 
making as many ?ip-?ops as possible into scan cells, thereby 
designing the scan path While preventing an increase in entire 
area of a semiconductor integrated circuit. Moreover, it is 
possible to prevent an increase in chip area, increased poWer 
consumption, degraded timing convergence, and degraded 
Wiring convergence of layouts, Which are the problems 
caused by conventional scan designs. 

Other objects, features and advantages of the present 
invention Will become more apparent from the folloWing 
detailed description When read in conjunction With the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1A shoWs an example of a general logic circuit par 
ticularly including a part con?gured of registers for shifting 
data, representing a schematic circuit diagram before scan 
insertion; 

FIG. 1B shoWs the general logic circuit as shoWn in FIG. 
1A including a scan path in Which scan insertion is structured 
by conventional scan designs; 

FIG. 1C shoWs an example logic circuit diagram designed 
by a semiconductor integrated circuit designing method 
(manufacturing method) according to a ?rst embodiment of 
the present invention; 

FIG. 2A shoWs an example of a general purpose parallel/ 
serial conversion circuit; 

FIG. 2B shoWs an example circuit diagram of a parallel/ 
serial conversion circuit designed by a semiconductor inte 
grated circuit designing method (manufacturing method) 
according to a second embodiment of the present invention; 

FIG. 3 shoWs a block diagram of a semiconductor inte 
grated circuit design support device according to a third 
embodiment of the present invention; and 

FIG. 4 shoWs a circuit diagram of sequence circuits before 
the structure of a scan path for indicating a processing 
example by a semiconductor integrated circuit design support 
device according to a fourth embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to the accompanying draWings, a description is 
noW made of preferred embodiments of the present invention. 

First Embodiment 

FIG. 1A shoWs an example of a general logic circuit par 
ticularly including a part con?gured of registers for shifting 
data, representing a schematic circuit diagram before scan 
insertion. As opposed to this, FIG. 1B shoWs the general logic 
circuit as shoWn in FIG. 1A including a scan path in Which 
scan insertion is structured by conventional scan designs. 

In the circuit as shoWn in FIG. 1B, a scan shift operation 
and a capture operation relative to both D input and SI input 
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4 
are the same in scan cells 4-(1), 4-(2), and 4-(3). In other 
Words, the circuit as shoWn in FIG. 1B has a redundant circuit 
con?guration. 

FIG. 1C shoWs an example logic circuit diagram designed 
by a semiconductor integrated circuit designing method 
(manufacturing method) according to a ?rst embodiment of 
the present invention. FIG. 1C is made by structuring a scan 
path in the logic circuit as shoWn in FIG. 1A, but it has 
?ip-?ops 6-(1), 6-(2), and 6-(3) as they are (see FIG. 1B). 
Note, hoWever, that the circuit parts only right after combi 
national circuits are replaced by scan cells. The circuits as 
shoWn in FIGS. 1C and 1B perform the same operation both 
in a scan shift operation and a normal (capture) operation. 
Note that the combinational circuit refers to a circuit part 
composed of a logic gate (such as AND and OR) other than a 
?ip ?op, a buffer, and an inverter. 
As described above, the semiconductor integrated circuit 

according to the ?rst embodiment of the present invention 
uses the circuit parts, in Which the normal operation and the 
scan shift operation become equivalent to each other, for the 
scan path as they are. 

Second Embodiment 

FIG. 2A shoWs an example of a general purpose parallel/ 
serial conversion circuit. Here, if a “load_n” signal is “0,” data 
from combinational circuits are loaded in respective registers. 
If the “load_n” signal is “l,” the data loaded in the respective 
registers are shifted. 
As opposed to this, FIG. 2B shoWs an example circuit 

diagram of a parallel/ serial conversion circuit designed by a 
semiconductor integrated circuit designing method (manu 
facturing method) according to a second embodiment of the 
present invention. The circuit as shoWn in FIG. 2B is made by 
inserting a control circuit 8 in the circuit as shoWn in FIG. 2A. 
The control circuit 8 takes an OR of a “load_n” signal and a 
scan enable signal SCANEN. Then, if the SCANEN is “0,” 
the parallel/ serial conversion circuit operates normally. If the 
SCANEN is “l,” the parallel/serial conversion circuit per 
forms a data shift operation. Thus, the circuit as shoWn in FIG. 
2B is capable of performing a scan operation and the 
SCANEN of the control circuit 8 is a signal for controlling the 
scan operation. 
With the provision of the control circuit 8, the parallel/ 

serial conversion circuit as shoWn in FIG. 2A is formed into 
the circuit as shoWn in FIG. 2B, thereby making it possible to 
provide a functional equivalent to the scan path and incorpo 
rate the sequence circuit parts of the ?ip-?ops as shoWn in 
FIG. 2A in the scan path as they are. 

Third Embodiment 

FIG. 3 shoWs a block diagram of a semiconductor inte 
grated circuit design support device according to a third 
embodiment of the present invention. The respective units as 
described beloW constituting the semiconductor integrated 
circuit design support device according to the third embodi 
ment are preferably realiZed by the installation of suitable 
programs in a suitable computer. Furthermore, data to be used 
or generated in the respective units constituting the device are 
preferably stored in various memories or storage media 
attached to the computer. 

(1) Netlist Processing Before Scan Insertion 
At the beginning, a description is made of processing by 

the semiconductor integrated circuit design support device 
relative to a netlist 10 before scan insertion. First, a read unit 
12 reads the netlist 10 before scan insertion. 
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Then, an extraction unit 14 for extracting sequence circuit 
parts capable of shifting data extracts circuit parts that can 
similarly perform the normal operation and the scan shift 
operation as shoWn in FIGS. 1A and 2A. 

Then, an insertion unit 16 for inserting a control circuit 
inserts the control circuit 8 as shoWn in FIG. 2B. 

Then, a scan unit 18 for scanning parts other than the 
extracted ones scans other sequence circuit parts, While main 
taining the circuit parts extracted by the extraction unit 14, 
thereby structuring a scan path in such a manner as to main 
tain a user logic circuit. 

Finally, an output unit 22 for outputting a netlist outputs the 
netlist so as to be stored. 

(2) Netlist Processing After Scan Insertion 
Subsequently, a description is made of processing by the 

semiconductor integrated circuit design support device rela 
tive to a netlist 11 after scan insertion. First, the read unit 12 
reads the netlist 11 after scan insertion. 

Then, the extraction unit 14 for extracting sequence circuit 
parts capable of shifting data extracts circuit parts that can 
similarly perform the normal operation and the scan shift 
operation as shoWn in FIGS. 1A and 2A. 

Then, the insertion unit 16 for inserting a control circuit 
inserts the control circuit 8 as shoWn in FIG. 2B. 

Then, a restoration unit 20 for restoring extracted parts to 
normal ?ip-?ops restores the scan cells of the circuit parts 
extracted by the extraction unit 14 to normal ?ip-?ops, 
thereby structuring a scan path in such a manner as to main 
tain a user logic circuit. 

Finally, the output unit 22 for outputting a netlist outputs 
the netlist so as to be stored. 

Fourth Embodiment 

A semiconductor integrated circuit design support device 
according to a fourth embodiment of the present invention is 
substantially the same as that according to the third embodi 
ment of the present invention. HoWever, “an extraction unit 
con?gured to extract the longest path for shifting data in a 
netlist” is further added. Here, the path includes not only parts 
for shifting data, but also an inverting logic part such as an 
inverter. 
A description is noW made of processing by the semicon 

ductor integrated circuit design support device according to 
the fourth embodiment by using an example of sequence 
circuits before the structuring of a scan path as shoWn in FIG. 
4. 

In the case of a data shift operation using a ?ip-?op 46-(1) 
as a starting point, the path passing through the ?ip-?ops 
46-(1), 46-(2), 46-(3), and 46-(4) becomes the longest one 
capable of shifting data as shoWn in FIG. 4. Even if the 
inverter 48 is present in the middle of the path, it Will not 
in?uence a scan shift operation. Therefore, the parts for shift 
ing data including the inverting logic part are extracted. 
As a procedure for extracting the parts for shifting data, 

attention is paid to the D input of the ?ip-?op 46-(4). Speci? 
cally, a path in Which the logic cone to the D input makes a 
pair, or a path including the inverting logic part, is extracted. 
As a result, the ?ip-?op 46-(3) is found. Next, attention is paid 
to the D input of the ?ip-?op 46-(3). Similarly, a path in Which 
the logic cone to the D input makes a pair, or a path including 
the inverting logic part, is extracted. 

The above processing is repeated to extract the longest path 
capable of shifting data. The extracted path can be directly 
used as a scan path. Moreover, ?ip-?ops other than the ?ip 
?ops 46-(1), 46-(2), 46-(3), and 46-(4) are made into scan 
cells. 
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6 
The present invention is not limited to the speci?cally 

disclosed embodiment, and variations and modi?cations may 
be made Without departing from the scope of the present 
invention. 

The present application is based on Japanese Priority 
Patent Application No. 2007-058884, ?led on Mar. 8, 2007, 
the entire contents of Which are hereby incorporated by ref 
erence. 

What is claimed is: 

1. A semiconductor integrated circuit manufacturing 
method, comprising: 

reading netlist data; 
extracting a sequence circuit part capable of shifting data, 

including extracting from the read netlist data the 
sequence circuit part capable of performing a normal 
operation and a scan operation; 

inserting a control circuit that causes the extracted 
sequence circuit part capable of shifting data to perform 
the scan operation; 

making other sequence circuit parts in the read netlist data 
into scan cells While maintaining the extracted sequence 
circuit part capable of shifting data if the netlist data read 
by the read unit are data before insertion of the scan cells, 
thereby 

structuring a scan path While maintaining a logic circuit; 

restoring all or a part of the extracted sequence circuit parts 
capable of shifting data to ?ip-?ops if the netlist data 
read by the read unit are data after the insertion of the 
scan cells, thereby structuring the scan path such that it 
minimiZes a physical area necessary in the semiconduc 
tor integrated circuit While maintaining the logic circuit; 
and 

outputting the netlist data. 

2. The semiconductor integrated circuit manufacturing 
method according to claim 1, Wherein the step of extracting 
the circuit part capable of shifting data includes extracting a 
longest path for shifting data in a netlist. 

3. A semiconductor integrated circuit design support 
device, comprising: 

a read unit con?gured to read netlist data; 

an extraction unit con?gured to extract a sequence circuit 
part capable of shifting data, the extraction unit extract 
ing from the read netlist data the sequence circuit part 
capable of similarly performing a normal operation and 
a scan operation; 

an insertion unit con?gured to insert a control circuit that 
causes the extracted sequence circuit part capable of 
shifting data to perform the scan operation; 

a ?rst unit con?gured to make other sequence circuit parts 
in the read netlist data into scan cells While maintaining 
the extracted sequence circuit part capable of shifting 
data if the netlist data read by the read unit are data 
before insertion of the scan cells, thereby structuring a 
scan path While maintaining a user logic circuit; 

a second scan unit con?gured to restore all or a part of the 
extracted sequence circuit parts capable of shifting data 
to ?ip-?ops if the netlist data read by the read unit are 
data after the insertion of the scan cells, thereby struc 
turing the scan path While maintaining the user logic 
circuit; and 

an output unit con?gured to output the netlist data. 
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4. The semiconductor integrated circuit design support 
device according to claim 3, Wherein the extraction unit con 
?gured to extract the sequence circuit part capable of shifting 
data includes a longest-path extraction unit con?gured to 
extract a longest path for shifting data in a netlist. 

5. The semiconductor integrated circuit manufacturing 
method according to claim 1, further comprising: 

8 
during the step of making other sequence circuit parts in the 

read netlist data into scan cells, replacing only the circuit 
parts located right after combinational circuits With scan 
cells. 


