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A simpli?ed air bleed balancing control system for a pair of 
aircraft gas turbine engines reduces the number of pressure 
transducers and differential pressure transducers. Advantages 
include loWer Weight, less expensive system, better total sys 
tem MTBF (mean time before failure), acceptable differential 
pressure transducer drift identi?cation and compensation by 
the digital controller, and feWer maintenance tasks. 
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BLEED AIRFLOW BALANCING CONTROL 
USING SIMPLIFIED SENSING 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

Not applicable. 

STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH OR DEVELOPMENT 

Not applicable. 

TECHNICAL FIELD 

The technology herein relates to aircraft engine air?ow 
control, and more particularly to bleed air?oW balancing con 
trol using simpli?ed pressure sensing. Still more particularly, 
an exemplary illustrative non-limiting implementation pro 
vides bleed air?oW balancing using a single bi-directional 
differential pressure transducer and a single pressure trans 
ducer. 

BACKGROUND AND SUMMARY 

As shoWn in FIG. 1, gas turbine engines 10 of the type 
commonly found on many aircraft include a compressor 20, a 
combuster 30 and a turbine 40. The compressor 20 com 
presses air Which is then mixed With fuel for combustor 30 to 
ignite. The combustor 30 exhausts gases turn the vanes of the 
turbine(s) 40. PoWer from the rotating turbine 40 operates the 
compressor 20. 

Turbine engine compressors 20 can be designed to supply 
more compressed air than is needed to operate the engine 10. 
This additional compressed air from the compressor 20 can 
be used for tasks other than feeding the combustor 30. For 
example, it is common to bleed some of the compressed air 
from the compressor 30 and route it to other equipment 
onboard the aircraft such as de-icers, cabin pressurization 
systems and the like. 
Each of the aircraft engines 10 can be used as a source for 

compressed bleed air. It is generally desirable to balance the 
amount of bleed air obtained from each pair of engines 10 to 
equalize Wear and other engine operating conditions. Various 
techniques have been designed in the past to control such 
bleed air balancing. 
An exemplary prior art air?oW balancing control 100 for a 

dual engine, dual bleed aircraft is shoWn in FIG. 2. In this 
prior art exemplary design, hot bleed air ?oW from the com 
pressor 30 of a ?rst engine 1011 is regulated by a ?rst pressure 
regulating shutoff valve 110a, and hot bleed air ?oW from the 
compressor 20 of a second engine 10b is regulated by a 
second pressure regulating shutoff valve 1101). These tWo 
streams of regulated hot bleed air are provided to precoolers 
112a, 1121) that receive cold air from the fan or prop (in the 
case of a turboprop) on the front of the engines 10a, 10b. The 
amount of cold air is also regulated by valves 114a, 1141). The 
outputs of precoolers 112a, 1121) are provided to opposite 
input ports 116a,116b of a T-con?guration bleed air manifold 
118. Upon entering the input ports 116a, 116b, the bleed air 
?oW encounters temperature sensors 108a, 1081) respectively 
that measure the bleed air temperature. The tWo different 
bleed air streams are then passed through respective venturis 
120a, 1201) before being combined into a common air supply 
to aircraft systems available at a manifold output port 122. 
Differential pressure transducers 104a, 1041) placed across 
each venturi 120a, 1201) measures the bleed air ?oW pressure 
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2 
differential across the venturi’s throat. Pressure transducers 
106a, 1061) placed Within the manifold 116 before the bleed 
air ?oW encounters the venturis 120 measures the absolute 
pressure of each engine’s bleed air How. 

It can be observed that digital controller 102 receives the 
signals provided by the tWo differential pressure transducers 
104a, 104b, the tWo pressure transducers 106a, 1061) and the 
tWo temperature sensors 108a, 1081). Digital controller 102 
processes these signals to determine the mass air How of each 
bleed air stream. Control laW softWare operating on the con 
troller 102 calculates currents that are delivered to modulate 
the PRSOV 1 (Pressure Regulating Shutoff Valve) 110a and 
PRSOV 2 (Pressure Regulating Shutoff Valve) 110b butter 
?ies that independently control hoW much air to bleed from 
the compressors 20 of each of engines 10a, 10b, respectively. 
In this Way, the controller 102 can dynamically balance the 
mass air ?oW from the respective bleed air streams to ensure 
that each engine 10a, 10b contributes exactly half of the total 
bleed air pressure provided at manifold output port 122. 

Generally speaking, the exemplary illustrative non-limit 
ing controller 102 may implement a control laW algorithmic 
process that processes these currents as folloWs. The pressure 
delivered to the aircraft systems should stabiliZe in the desired 
set point in acceptable settling time; the respective pressure 
overshoot and undershoot should also be acceptable and 
under steady state condition; each engine should contribute 
half of the total air bleed ?oW. 

While much Work has been done in the past, further 
improvements are possible and desirable. In particular, it 
Would be highly advantageous to simplify the air bleed bal 
ancing control system described above to reduce the number 
of pressure transducers, to reduce system Weight and to opti 
miZe the bleed balancing control system. 
An exemplary illustrative non-limiting method of control 

ling bleed air ?oW may comprise measuring the differential 
pressure betWeen a ?rst bleed air How and a second bleed air 
?oW; generating a differential pressure correction signal in 
response to said measured differential pressure; measuring 
the pressure of a bleed air ?oW obtained by combining said 
?rst and second bleed air ?oWs; and controlling valves modu 
lating said ?rst and second bleed air ?oWs based at least inpart 
on said measured pressure and said differential pressure cor 
rection signal. 
The method may further include measuring the tempera 

ture of said ?rst bleed air How and measuring the temperature 
of said second bleed air How, and said controlling includes 
modulating said ?rst and second bleed air ?oWs in response to 
said measured temperatures. The differential pressure mea 
suring may comprise measuring the differential pressure 
betWeen the throat of a ?rst venturi through Which said ?rst 
bleed air ?oW passes, and the throat of a second venturi 
through Which said second bleed air ?oW passed. The differ 
ential pressure measuring may comprise measuring the dif 
ferential pres sure betWeen tWo different regions of a manifold 
used to combine said ?rst and second bleed air ?oWs. The 
method may further include deriving said ?rst bleed air ?oW 
from a ?rst gas turbine engine, and deriving said second bleed 
air ?oW from a second gas turbine engine. The generating 
may includes applying a proportional gain, an integration and 
a differentiation. The controlling may comprise controlling 
?rst and second pressure regulating shutoff valves. 
A dual engine bleed air?oW regulator may comprise a 

single pressure transducer that measures the pressure of com 
bined ?rst bleed air ?oW from a ?rst engine and a second bleed 
air ?oW from a second engine; a single bi-directional differ 
ential pressure transducer that measures the difference 
betWeen the pressure of said ?rst bleed air How and said 
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second bleed air How; and a controller responsive to said 
single differential pressure transducer and said single pres 
sure transducer, said controller generating a ?rst control sig 
nal for modulating said ?rst bleed air How and generating a 
second control signal for modulating said second bleed air 
?oW. 

Non-limiting exemplary illustrative features and advan 
tages include: 

Reduced number of pressure transducers. 
Reduced number of differential pressure transducers. 
LoWer Weight. 
Less expensive system. 
Acceptable differential pressure transducer drift identi? 

cation and compensation by the digital controller during 
the system poWer-up (When there is Zero pressure) 

Better total system MTBF (mean time before failure) and, 
consequently, it requires less maintenance tasks. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other features and advantages Will be better and 
more completely understood by referring to the folloWing 
detailed description of exemplary non-limiting illustrative 
embodiments in conjunction With the draWings of Which: 

FIG. 1 shoWs an exemplary illustrative non-limiting air 
craft gas turbine engine; 

FIG. 2 is a block diagram of an exemplary illustrative 
non-limiting prior art dual bleed air?oW balancing control; 

FIG. 3 is an exemplary illustrative non-limiting improved 
bleed mass ?oW balancing control employing a reduced num 
ber of sensors; 

FIG. 4 shoWs an exemplary illustrative non-limiting pres 
sure regulating shutoff valve control laW control laW archi 
tecture that may be implemented inside a digital controller; 
and 

FIG. 5 shoWs exemplary illustrative non-limiting pressure 
shutoff valve control laW architecture for a “venturiless” con 
?guration. 

DETAILED DESCRIPTION 

In the FIG. 3 exemplary illustrative non-limiting imple 
mentation for a pair of engines 10a, 10b, a digital controller 
202 processes the information provided by a single differen 
tial bi-directional pressure transducer 204, a single pressure 
transducer 206 and tWo temperature sensors 108a, 1081). In 
this exemplary illustrative non-limiting implementation, tem 
perature sensor 108a senses the temperature of the bleed air 
stream from engine 1011, and temperature sensor 108!) senses 
the temperature of the bleed air stream from engine 10b as 
discussed in connection With FIG. 2. HoWever, in this exem 
plary illustrative non-limiting implementation, the differen 
tial pressure transducer 204 is no longer connected or dis 
posed to monitor the pressure drop across either one of 
venturis 120a, 1201). Instead, the bi-directional differential 
pressure transducer 204 measures the difference betWeen (a) 
the pressure after engine 10a’s bleed air stream passes 
through the throat of venturi 120a, and (b) the pressure after 
engine 10b’s bleed air stream passes through the throat of 
venture 1201). Furthermore, pressure transducers 106a, 106!) 
shown in FIG. 2 can be eliminated, and a single pressure 
transducer 206 is noW placed in the manifold output port 122 
to sense the pressure of the combined bleed air ?oW from the 
pair of engines 10a and 10b. 

In the exemplary illustrative non-limiting implementation, 
venturis 120a, 1201) are preferably con?gured identically, so 
it is assumed that the pressure difference caused by passage 
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4 
through each venture 120a, 1201) is almost or substantially the 
same. In other Words, after the both venturis 120a, 120b, it is 
assumed that the “T” duct output port 122 has symmetrical 
dimensions With respect to each of engine 10a, 10b bleed air 
?oWs. It is also assumed that both Fan Air Valve 114a, 114!) 
control loops are adjusted to the same temperature set point. 
Therefore, after a transient period is over and the system 
reaches steady state, both side temperatures can be consid 
ered almost the same. 

An exemplary illustrative non-limiting pressure shutoff 
valve control laW architecture or algorithm 300 that is imple 
mented by digital controller 202 is shoWn in the FIG. 4. This 
exemplary illustrative non-limiting control laW architecture 
300 (implemented by software running on controller 202 in 
the illustrative non-limiting exemplary implementation) can 
be divided into tWo control loops 302, 304. 
One control loop 302 is the pressure transducer loop. Pres 

sure control loop 302 calculates the average current to modu 
late the both PRSOV valve butter?ies 110a, 1101) in order to 
reach the desired pressure set point in an acceptable settling 
time, considering also acceptable pressure overshoots and 
undershoots. In more detail, the pressure sense output signal 
of pressure transducer 206 is combined With a pressure set 
point and is then applied to three different subchannels. The 
?rst subchannel 302a provides a proportional gain. The sec 
ond subchannel 3021) provides a dead Zone (hysteresis) based 
integration gain and discrete time integration. The third sub 
channel 3020 provides a discrete gain that is differentiated 
using a discrete transfer function. These three processed sub 
channel outputs are available for combining according to a 
predetermined function. 

The second control loop 304 is the differential pressure 
transducer loop. This differential pressure control loop 304 is 
used to annul or correct for the differential pressure betWeen 
the left and right sides. Its set point is assumed to be 0 PSID 
in the exemplary illustrative non-limiting implementation, so 
no set point value combine is needed. After an acceptable 
transient period, the pressure in each venturi throat 120a, 
1201) converges to the same value. At this moment, it can be 
considered that bleed air?oW from both engines 10a, 10b are 
symmetrically balanced. The exemplary illustrative non-lim 
iting implementation provides this processing using a propor 
tional gain and an integrator gain that is integrated using a 
discrete time integration. 

In the exemplary illustrative non-limiting implementation, 
the outputs of control loops 302, 304 are combined and then 
applied to control each of valves 110a, 1101). Clippers 305a, 
3051) may be used to prevent valves 110a, 1101) from being 
overdriven. 

Considering that an acceptable transducer drift may be 
identi?ed and effectively compensated by the digital control 
ler 202 during the system poWer-up (When there is Zero pres 
sure) and also considering that the differential pressure trans 
ducer loop 304 tries continuously to annul the differential 
pressure betWeen the both venturis, 120a, 120b, by providing 
a correction signal to the pressure control loop 302 output, 
this differential pressure control loop 304 is immune to trans 
ducer gain degradation. In other Words, the proposed con?gu 
ration remains robust even as the system ages and the char 
acteristics of differential pressure transducer 104!) changes. 
The change in characteristics of differential pressure trans 
ducer 104b affects the bleed air How of both engines 104a, 
1041) equally. The differential pressure transducer provides a 
“Zero” adjustment in every A/C poWer up to compensate for 
any bias in the transducer, thus providing independence from 
drift. 
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The risk of unstable interactions betWeen the different 
PRSOVs 110a, 1101) (Which are designed to have identical 
characteristics but may not in fact have identical characteris 
tics) is reduced because the pressure transducer loop 302 
provides simultaneously the same average current for both 
valves. 

In a further exemplary illustrative non-limiting implemen 
tation, if it is possible to obtain a signi?cant pressure drop in 
the “T” duct of manifold 116, then both venturis 120a, 1201) 
can be removed. In this case, the bi-directional differential 
pressure transducer 204 shall measure the differential pres 
sure drop betWeen the both sides of the “T” duct. Since the 
pressure drop increases When the How increases (the pressure 
in the venturi throat has an inverted behavior), then the dif 
ferential pressure signal provided by the differential trans 
ducer shall be inverted. An exemplary illustrative non-limit 
ing modi?ed control laW architecture 300' shoWn in the FIG. 
5 includes an additional inverter 304a. 

While the technology herein has been described in connec 
tion With exemplary illustrative non-limiting embodiments, 
the invention is not to be limited by the disclosure. For 
example, the system can modi?ed to provide bleed air ?oW 
balancing for a system providing more than tWo engines. The 
invention is intended to be de?ned by the claims and to cover 
all corresponding and equivalent arrangements Whether or 
not speci?cally disclosed herein. 

We claim: 
1. A method of controlling bleed air How of gas turbine 

engines comprising: 
(a) measuring the differential pressure betWeen a ?rst tur 

bine engine bleed air How and a second turbine engine 
bleed air ?oW; 

(b) generating a differential pressure correction signal in 
response to said measured differential pressure; 

(c) measuring the pressure of a bleed air ?oW obtained by 
combining said ?rst and second bleed air ?oWs; and 
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(d) controlling valves modulating said ?rst and second 

bleed air ?oWs based on said measured pressure and said 
differential pressure correction signal. 

2. The method of claim 1 further including measuring the 
temperature of said ?rst bleed air How and measuring the 
temperature of said secondbleed air How, and said controlling 
includes modulating said ?rst and second bleed air ?oWs in 
response to said measured temperatures. 

3. The method of claim 1 Wherein said differential pressure 
measuring comprises measuring the differential pressure 
betWeen the throat of a ?rst venturi through Which said ?rst 
bleed air ?oW, passes, and the throat of a second venturi 
through Which said second bleed air ?oW passes. 

4. The method of claim 1 Wherein said differential pressure 
measuring comprises measuring the differential pressure 
betWeen tWo different regions of a manifold used to combine 
said ?rst and second bleed air ?oWs. 

5. The method of claim 1 further including deriving said 
?rst bleed air ?oW from a ?rst gas turbine engine, and deriving 
said second bleed air ?oW from a second gas turbine engine. 

6. The method of claim 1 Wherein said generating includes 
applying a proportional gain, an integration and a differentia 
tion. 

7. The method of claim 1 Wherein said controlling com 
prises controlling ?rst and second pressure regulating shutoff 
valves. 

8. A dual gas turbine engine bleed air?oW regulator com 
prising: 

a single pressure transducer that measures the pressure of 
combined ?rst bleed air ?oW from a ?rst engine and a 
second bleed air ?oW from a second engine; 

a single differential pressure transducer that measures the 
difference betWeen the pressure of said ?rst bleed air 
How and said second bleed air How; and 

a controller responsive to said single differential pressure 
transducer and said single pressure transducer, said con 
troller generating a ?rst control signal for modulating 
said ?rst bleed air How and generating a second control 
signal for modulating said second bleed air ?oW. 

* * * * * 


