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RAPID ASSEMBLY AND OPERATION OF AN 
X-RAY IMAGING SYSTEM 

TECHNICAL FIELD 

The present disclosure pertains to X-ray imaging, and more 
speci?cally, rapid assembly and operation of an X-ray imag 
ing system. 

BACKGROUND 

Maintenance is an ongoing occurrence for vehicles and 
structures that typically have a relatively long operational 
lifespan. Examples of vehicles that typically undergo main 
tenance include aircraft, maritime vessels, automobiles, and 
other large investment assemblies. Examples of structures 
that typically undergo maintenance include petrochemical 
facilities, poWer generation facilities, nuclear facilities, Water 
treatment plants, etc. . . . Routine maintenance for such 

vehicles and structures may advantageously extend the opera 
tional lifespan of the objects. 

Inspection of the an object’ s structure during maintenance 
is often important to capture normal Wear and tear, such as 
corrosion and cracking, as Well as the presence of foreign 
object debris (FOD). Since the interior structure of some 
objects such as aircrafts is often dif?cult to access, one tech 
nique frequently used to inspect the object includes disassem 
bling it. Although disassembly provides access to interior 
surfaces that are otherWise dif?cult to access, this technique is 
often time consuming and expensive. 
An alternative technique for performing maintenance uti 

liZes X-ray imaging. X-ray imaging involves generating 
images of the object using an X-ray imaging system. One 
advantage of X-ray imaging is that it reduces maintenance 
cycle time since it may not require disassembly in order to 
inspect interior surfaces. 

Maintaining objects using X-ray imaging is often labor 
intensive, limited to generating images Which fall Within the 
?eld of vieW of the X-rays, and potentially generates 
unWanted radiation. For example, in situations Where the 
X-ray ?eld of vieW is smaller than the object under inspection, 
the X-ray system may require continuous reorientation dur 
ing the imaging operations. Re-orienting the ?eld of vieW of 
the X-rays may be challenging since it can require labor 
intensive tooling operations. Often times, re-positioning of 
the system requires removing a high voltage poWer cable 
from the X-ray tube prior to performing the tooling operation. 
Since many X-ray high voltage poWer cables require greasing 
every time they are connected to or disconnected from the 
X-ray tube, time consuming labor is involved every time the 
high voltage cable is removed from the X-ray tube. 

Furthermore, disassembly and reassembly of the systems 
are often labor intensive and require various tools. Disassem 
bly and assembly may be required to transport the system 
such as When the system maintains more than one object, 
When the service location varies, or When the system is stored. 
Often, disassembly and reassembly requires labor intensive 
tooling operations including disconnecting the imaging sys 
tem from the high voltage poWer supply. In addition, it often 
takes multiple personnel to move the system physically. 

SUMMARY 

Methods and systems for rapid assembly and operation of 
an X-ray imaging system are disclosed. In one embodiment, 
an X-ray imaging system generates an X-ray image of an 
object. The X-ray imaging system may include an X-ray tube 
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2 
to generate X-rays and a rotational collimator to direct the 
X-rays at the object. The rotational collimator is rotatable 
through an angular ?eld of vieW to project an X-ray ?eld of 
vieW on the object. A detector array may receive scattered 
X-rays to generate the image of the object. The system may 
also include an X-ray tube alignment mechanism to align the 
X-ray tube With respect to the X-ray imaging system. Rota 
tion and linear mechanisms may enable rotation of the X-ray 
tube to inspect various portions of the object as Well as linear 
movement of the X-ray imaging system to inspect further 
portions of the object. 

In another embodiment, a method of generating an X-ray 
image of an object includes positioning an X-ray imaging 
system on a rail unit. An X-ray tube of the X-ray imaging 
system generates X-rays and directs the X-rays at the object 
Within an X-ray ?eld of vieW. In order to capture various 
portions of the object, the X-ray tube may rotate and move 
linearly Without using tools. The X-ray tube may rotate about 
a roll axis to move the X-ray ?eld of vieW up and doWn on the 
object. Additionally, the X-ray tube may rotate about a yaW 
axis to move the X-ray ?eld of vieW back and forth on the 
object. Furthermore, the X-ray imaging system may move 
linearly on the rail unit to further move the X-ray ?eld of vieW 
back and forth on the object. 

In a further embodiment, a system for performing mainte 
nance on an object includes an X-ray imaging unit. The X-ray 
imaging unit includes an X-ray tube to generate the X-rays 
and a detector array to receive scattered X-rays. One or more 
rotation mechanisms direct the generated X-ray beam to vari 
ous portions of the object. The X-ray imaging unit may also 
include a track unit to move the X-ray imaging system lin 
early. 
The features, functions, and advantages may be indepen 

dently achievable in various embodiments of the present dis 
closure or combinable in yet other embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The detailed description is described With reference to the 
accompanying ?gures. In the ?gures, the left-most digit(s) of 
a reference number identi?es the ?gure in Which the reference 
number ?rst appears. The same reference numbers in differ 
ent ?gures indicate similar or identical items. 

FIG. 1 is an isometric schematic diagram of an illustrative 
X-ray imaging system. 

FIG. 2 is an isometric schematic diagram of an illustrative 
X-ray tube alignment mechanism. 

FIG. 3 is an isometric schematic diagram of an illustrative 
X-ray imaging system mobile container. 

FIG. 4 is an isometric schematic illustration of an opera 
tional embodiment of the X-ray imaging system. 

FIG. 5 is a How diagram of an illustrative operational 
embodiment of the X-ray imaging system. 

FIG. 6 is a side elevation vieW of an illustrative aircraft. 

DETAILED DESCRIPTION 

OvervieW 

As discussed above, although X-ray imaging may advan 
tageously reduce vehicle maintenance cycle time, further 
improvements are desirable. Techniques for further improv 
ing vehicle maintenance cycle time and reducing lost pro?ts 
resulting from vehicle doWntime time are disclosed herein. 
Some techniques include reducing assembly and operational 
tooling requirements of anX-ray imaging system. Other tech 
niques involve improving the mobility of the X-ray imaging 
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system. An X-ray imaging system having parts Which are 
easy to assemble improves maintenance cycle time by reduc 
ing the tooling and labor requirements. In addition, linear and 
rotational mechanisms alloW for ef?cient rotation of an X-ray 
?eld of vieW both during an initial set-up of the X-ray imaging 
system as Well as during operation of the X-ray imaging 
system. As discussed herein, the techniques may be imple 
mented on structures, Which includes Without limitation, air 
craft, maritime vessels, spacecraft, motor vehicles, mechani 
cal devices, petrochemical facilities, poWer generation 
facilities, nuclear facilities, Water treatment plants, and other 
structures of or machines that receive maintenance. 
Illustrative System 

FIG. 1 is a schematic diagram of an illustrative X-ray 
imaging system 100. In one embodiment, the X-ray imaging 
system 100 is an X-ray backscatter system. An X-ray back 
scatter system may be advantageous over transmission X-ray 
systems since an X-ray backscatter system can be used to 
inspect structures from one side since the means of X-ray 
generation and detection can be placed on the same side. 
Another advantage is that X-ray backscatter typically 
projects less radiation than a transmission X-ray system and 
so requires a smaller exclusion area for radiation safety. As 
illustrated in FIG. 1, the X-ray imaging system 100 inspects 
an object (not shoWn) by projecting an X-ray ?eld of vieW 102 
onto the object under inspection. AnX-ray tube 104 generates 
X-rays. The X-rays then passes through one or more apertures 
106 of a rotational collimator 108 to generate the X-ray ?eld 
of vieW 102. A detector array 110 of the X-ray imaging 
system 100 receives at least a portion of the X-rays as it is 
scattered from the object to generate an image of an object 
under inspection. 

The X-ray tube 104 may use any technique Well knoWn in 
the art to generate the X-rays. In one or more embodiments, 
the X-ray tube 104 is a vacuum tube and includes a cathode to 
emit electrons into the vacuum. An anode collects the elec 
trons emitted from the cathode to establish an electrical cur 
rent through the X-ray tube 104. To generate the X-rays, 
electrons are boiled off the cathode and collide With the anode 
under a high energy electric ?eld. If the colliding electrons 
have suf?cient energy, they can knock an electron out of an 
inner shell of the target metal atoms. X-ray photons With 
precise energies are emitted When electrons from higher 
states drop doWn to ?ll the vacancy created When the electron 
is knocked out of the inner shell. 
A high voltage poWer cable 112 may connect the X-ray 

imaging system 100 to a poWer source (not shoWn). In one 
embodiment, the high voltage poWer cable 112 is a high 
voltage cable that supplies poWer to the X-ray tube 104. The 
poWer source may be immobile or preferably, the poWer 
source may be positioned on a mobile container (discussed 
further beloW and illustrated in FIG. 3). If the poWer source is 
positioned on a mobile container, then the X-ray imaging 
system 100 may advantageously move a distance further than 
the length of the high voltage poWer cable 112 by moving the 
container along With the X-ray imaging system 100. For 
example, if the X-ray imaging system 100 inspects an object 
that is longer than the length of the high voltage poWer cable 
112, then the X-ray imaging system 100 is able to continually 
inspect the object by moving the container along With the 
X-ray imaging system Without having to poWer off the X-ray 
tube 104, Without having to disconnect the high voltage 
poWer cable 112 from the X-ray tube 104, and further Without 
having to dissemble and reassemble the X-ray imaging sys 
tem 100. 

Since many high voltage poWer cables 112 generally 
require greasing every time they are connected to or discon 
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4 
nected from the X-ray tube 104, it is desirable to assemble the 
X-ray imaging system 100 Without having to disconnect the 
X-ray tube 104 from the high voltage poWer cable 112. In one 
embodiment, the high voltage poWer cable 112 is connected 
to the X-ray tube 104 of the X-ray imaging system 100 such 
that the X-ray tube 104 along With the high voltage poWer 
cable 112 may be inserted together into the X-ray imaging 
system 1 00 Without using tools and Without disconnecting the 
X-ray tube 104 from the poWer supply. Likewise, in such 
embodiment, the high voltage poWer cable 112 together With 
the X-ray tube 104 may be removed from the X-ray imaging 
system 1 00 Without using tools and Without disconnecting the 
X-ray tube 104 from the poWer supply. In one embodiment, 
the X-ray imaging system 100 may include a poWer cord 
support element 114 to support the high voltage poWer cable 
112 and provide strain relief to the system. 
As described further beloW With reference to FIG. 2, the 

X-ray tube 104 may be inserted into and removed from the 
X-ray imaging system 100 using an X-ray tube alignment 
mechanism 200. In an illustrative embodiment, the X-ray 
tube alignment mechanism 200 aligns the X-ray tube 104 as 
it is inserted into the X-ray imaging system 100 Without using 
tools. The X-ray tube 104 may be secured to the X-ray imag 
ing system 100 using any conceivable X-ray tube 104 attach 
ment mechanism. With continuing reference to FIG. 1, one or 
more clamp mechanisms 116 secure the X-ray tube 104 to the 
X-ray imaging system 100 Without using tools. It is advanta 
geous to secure the X-ray tube 104 to the X-ray imaging 
system 100 Without using tools since it enables rapid assem 
bly of the X-ray imaging system 100. In addition to support 
ing the X-ray tube 104, the clamp mechanisms 116 may also 
act as a radiation shield around the tube. This not only protects 
against unWanted radiation, but it also reduces noise in the 
image by keeping radiation from ?oWing into a backside of 
the detector array 11 0. The X-ray tube 1 04 may have an X-ray 
tube shield 118 to further protect against unWanted radiation. 
The X-ray tube shield 118 may be cylindrical so that it easily 
?ts around the X-ray tube 104. 
As further illustrated in FIG. 1, the X-rays pass from the 

X-ray tube 104 through the rotational collimator 108 to the 
object. The rotational collimator 108 may share a common 
centerline axis 120 With the X-ray tube 104 so that the X-ray 
tube 104 may be inserted directly into the rotational collima 
tor 108. In one embodiment, the rotational collimator 108 has 
one or more apertures 106 such that as the rotational collima 
tor 108 rotates about the common centerline axis 120, at least 
a portion of the X-rays passes through one or more apertures 
106. Although FIG. 1 shoWs the rotational collimator 108 
having eight apertures 106, any number of apertures 106 may 
be provided. 

In the illustrated implementation, the X-ray tube 104 
inserts directly into the rotational collimator 108 and the 
rotational collimator 108 rotates about the common center 
line axis 120 While the X-ray tube 104 remains stationary. 
Although any mechanism may enable a rotation of the rota 
tional collimator 108 While the X-ray tube 104 remains sta 
tionary, a ?rst pass collimator (not shoWn) may be used to 
shape the X-rays. The ?rst pass collimator may be attached to 
and surround the X-ray tube 104. The ?rst pass collimator 
includes one or more apertures to shape the X-rays. The 
rotational collimator 108 interfaces With the ?rst pass colli 
mator such that the rotational collimator 108 is able to rotate 
about the X-ray tube 104 even if the X-ray tube remains 
stationary While preventing unintended leakage betWeen the 
tWo collimators. The ?rst pass collimator is desirable because 
it alloWs the X-ray tube 104 to slip-?t into the X-ray imaging 
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system 100 While still allowing the rotational collimator 108 
to rotate While preventing leakage from the X-ray tube 104. 

In an alternative embodiment, the rotational collimator 1 08 
may rotate about the centerline axis along With the X-ray tube 
104 such that the X-rays passes through a single aperture of 
the rotational collimator 108 as the rotational collimator 108 
rotates With the X-ray tube 104. In a further alternative 
embodiment, the rotational collimator 108 along With the 
anode of the X-ray tube 104 may rotate together With respect 
to the X-ray tube 104 to inspect the object. 
As noted above, a detector array 110 may receive the 

X-rays as it is scattered from the object to generate an image 
of the object. Although tWo detectors are illustrated in FIG. 1, 
the detector array 110 may include one or more detectors. For 
example, the detector array 110 may consist of four detectors 
rather than tWo detectors. Additionally, the number and 
arrangement of detectors in the array is versatile such that the 
same X-ray imaging system can image a ?rst object or a ?rst 
part of a ?rst object using a ?rst count of detectors arranged in 
a ?rst order and then the same X-ray imaging system can 
image a second object or a second part of the ?rst object using 
a second count of detectors arranged in a second order. In one 
embodiment, the detectors of the detector array 110 are inter 
changeable such that the detectors can be positioned in any 
order. 

The X-ray imaging system 100 may be positioned upon a 
track unit 122 for added mobility. As described further beloW, 
a track unit mechanism of the track unit 122 alloWs the entire 
X-ray imaging system 100 to move linearly. In one embodi 
ment, the track unit mechanism moves the X-ray imaging 
system 100 along the track unit 122 automatically or manu 
ally While the X-ray imaging system 100 operationally 
inspects the object. In an alternative embodiment, the track 
unit mechanism moves the X-ray imaging system 100 along 
the track unit 122 during an initial set-up of the X-ray imaging 
system to orient the X-ray imaging system as desired. The 
track unit mechanism advantageously enables the X-ray 
imaging system 100 to continuously inspect various areas of 
an object signi?cantly larger than the projected X-ray ?eld of 
vieW on the object by moving the X-ray imaging system 100 
along the track unit. 
Illustrative X-Ray Tube Alignment Mechanism 

FIG. 2 is an isometric schematic diagram of an illustrative 
X-ray tube alignment mechanism 200. As noted above, the 
X-ray tube alignment mechanism 200 orients the X-ray tube 
104 as it slides into the X-ray imaging system 100 Without the 
use of tools. 
As illustrated in FIG. 2, an X-ray tube housing element 202 

of the X-ray imaging system 100 may include a guide mecha 
nism to assure that the X-ray tube 104 is properly oriented 
With respect to the rotational collimator 108. For example, the 
X-ray tube 104 may include a guide slot 204 such that a guide 
pin 206 located on the end of the X-ray tube 104 slides into the 
guide slot 204 as the X-ray tube 104 is inserted into or 
removed from the X-ray tube housing element 202. The guide 
slot 204 of the X-ray tube housing element 202 ensures a 
proper rotational orientation of the X-ray tube 104 as it is 
inserted into the X-ray tube housing element 202. For 
example, the X-ray tube 104 may only be inserted into the 
X-ray tube housing element 202 if the guide pin 206 is prop 
erly aligned With the guide slot 204. In one embodiment, the 
X-ray tube housing element 202 may be part of the rotational 
collimator 108. In an alternative embodiment, hoWever, the 
X-ray tube housing element 202 may be separate from the 
rotational collimator 108. 

The X-ray tube alignment mechanism 200 may include a 
safety interlock 208 to determine Whether the X-ray tube 104 
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6 
is properly aligned Within the X-ray tube housing element 
202. The safety interlock 208 may then communicate an 
alignment indication (Whether or not the X-ray tube 104 is 
properly aligned Within the X-ray tube housing element 202). 
If the safety interlock 208 communicates an alignment failure 
communication (communication indicating that the X-ray 
tube 104 is not properly aligned Within the X-ray tube housing 
element 202), then the X-ray tube 104 may be prevented from 
generating the X-rays. In a further embodiment, the X-ray 
tube 104 may be prevented from generating the X-rays until 
the safety interlock 208 communicates an alignment pass 
communication (communication indicating that the X-ray 
tube 104 is properly aligned Within the X-ray tube housing 
element 202). If the X-ray tube 104 becomes unaligned While 
the X-ray tube 104 is operatively emitting X-rays, an align 
ment failure communication may automatically shut off the 
X-ray tube 104. If the X-ray tube 104 becomes properly 
aligned Within the X-ray tube housing element 202, an align 
ment pass communication may automatically commence a 
generation of X-ray beams from the X-ray tube 104. 
The safety interlock 208 may be any mechanism that iden 

ti?es an alignment of the X-ray tube 104 With the X-ray tube 
housing element 202. For example, the safety interlock 208 
may be a mechanical plunger sWitch, an optical interlock, a 
proximity sensor, and so forth. In one non-limiting embodi 
ment, as illustrated in FIG. 2, the safety interlock 208 is a 
mechanical plunger sWitch Wired to an X-ray safety system 
such that the plunger sWitch communicates the alignment 
indication to an electrical system (not shoWn) of the X-ray 
imaging system 100. In such an embodiment, the electrical 
system may prevent the X-ray tube 104 from generating the 
X-rays if the mechanical sWitch communicates an alignment 
failure communication to the electrical system. Further, the 
electrical system may prevent the X-ray tube 104 from 
becoming operational until the safety interlock 208 commu 
nicates an alignment pass communication to the electrical 
system. Although the safety interlock 208 illustrated in FIG. 
2 is a mechanical plunger sWitch, any other safety interlock 
208 mechanism may be provided. 
As further illustrated in FIG. 2, an X-ray tube housing 

element 202 of the X-ray imaging system 100 may include a 
stopper mechanism 210 to assure that the X-ray tube 104 is 
inserted a desired distance into the X-ray imaging system 
100. In one embodiment, the X-ray tube housing element 202 
includes a stopper mechanism 210 set at the desired distance 
such that the X-ray tube 104 may only be slide into the X-ray 
tube housing element 202 until the X-ray tube 104 contacts 
the stopper mechanism 210.Although the stopper mechanism 
210 may be any type of mechanism, in one non limiting 
embodiment, the stopper mechanism 210 is a set screW. 
Illustrative Track Unit 
As noted above, the X-ray imaging system may be posi 

tioned on a track unit 122. In an illustrative embodiment, a 
track unit mechanism moves the X-ray imaging system lin 
early along the track unit 122 such that the X-ray imaging 
system may continuously inspect an object Without disassem 
bling the X-ray imaging system and Without poWering off the 
X-ray tube 104. Although the track unit 122 illustrated in FIG. 
1 shoWs the track unit 122 having tWo rails, any number of 
rails may be provided. For example, the track unit 122 may 
only have a single rail. The X-ray imaging system 100 mov 
ably attaches to the rails of the track unit 122. 
The track unit 122 may include multiple connectable track 

segments to provide for rapid assembly, disassembly, and 
storage. In addition, multiple track segments enable a limited 
number of track segments to be rearranged to create an in? 
nitely long track unit 122. For example, the track segments 
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may be identical to one another such that any segment may 
connect to any other segment. Although FIG. 1 illustrates the 
track segments aligned in a straight line, the track segments 
may also include curved segments. A track unit 122 com 
prised of one or more curved track segments may advanta 
geously alloW the X-ray imaging system 100 to move in 
various directions including a circle. 

Since the track segments are connectable to any other 
segments, a limited number of track segments may create an 
in?nitely long track unit and hence may move the X-ray 
imaging system 100 a distance greater than the combined 
length of the individual track segments. For example, if the 
track unit 122 includes a four track segments then as the X-ray 
imaging system moves from the ?rst track segment to the 
second track segment, the ?rst track segment may be moved 
from the back end of the track unit 122 to the front end of the 
track unit 122 to elongate the track unit. The ?rst track seg 
ment may be moved from the back end of the track unit 122 to 
the front end of the track unit 122 by un-connecting it from the 
back end of the track unit and then re-connecting it to the front 
end. Similarly, every time the X-ray imaging system 100 
moves off of a track segment, that track segment may be move 
to the front of the track unit 122 so that the X-ray imaging 
system 100 can move along the track unit 122 at a constant 
rate of speed Without running out of track. 

In one embodiment, the track segments may move from 
one end of the track unit 122 to the other end of the track unit 
122 manually. In such embodiment, the X-ray tube 104 
includes a shield mechanism such that a person may Walk up 
to the X-ray imaging system 100 and move the track segments 
from the end of the track unit 122 to the front of the track unit 
122 manually Without exposure to unwanted radiation. 
The track unit 122 may also include an end of track detec 

tion unit to detect When the X-ray imaging system approaches 
the end of the track unit. The end of track detection unit may 
be placed on the X-ray imaging system, or alternatively the 
end of track detection unit may be placed on the track unit. 
Additionally, in a further embodiment, the end of track detec 
tion unit may be placedboth on the X-ray imaging system 100 
as Well as on the track unit 122. The end of track detection unit 
may be any mechanism that identi?es proximity of the X-ray 
imaging system 100 With respect to the end of the track unit 
122. For example, the end of track detection unit may be a 
mechanical sensor or an optical sensor. 

The end of track detection unit may also be linked to the 
track unit mechanism such that the end of track detection unit 
responds When the end of track detection unit senses the 
X-ray imaging system 100 approaching the end of the track 
unit 122. The end of track detection unit may respond by 
using one or more methods to prevent the X-ray imaging 
system 100 from running off the end of the track unit 122. In 
one embodiment, the end of track detection unit responds by 
generating an alarm such as an audio or visual alarm. In 
another embodiment, the end of track detection unit may 
respond by causing the X-ray imaging system 100 to sloW 
doWn or stop moving along the track unit 122 altogether. 
Alternatively, the end of track detection unit may respond by 
both generating an alarm as Well as causing the X-ray imaging 
system 100 to sloW doWn or stop moving along the track unit 
122. 

Although FIG. 1 illustrates the track unit 122 on the 
ground, any orientation may be provided. For example, the 
track unit 122 may be bolted to the Wall such that the X-ray 
imaging system 100 moves along the Wall. 
As discussed above, the X-ray imaging system 100 

includes a high voltage poWer cable 112 Which connects a 
poWer source to the X-ray tube 104. As further discussed 
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8 
above, the poWer source may preferably be positioned on a 
mobile container. Positioning the poWer source on a mobile 
container advantageously alloWs the X-ray imaging system 
100 to move along the track unit 122 While continuously 
inspecting the object Without having to poWer doWn the X-ray 
tube 104 and Without having to disconnect the high voltage 
poWer cable 112 from the X-ray tube 104. In other Words, 
positioning the poWer source on a mobile container alloWs the 
poWer source to move along With the X-ray imaging system 
100 as the X-ray imaging system 100 inspects the object. 
Illustrative Mobile Container 

FIG. 3 is an isometric depiction of a mobile container 300 
for an illustrative X-ray imaging system. As discussed above, 
the mobile container 300 is utiliZed during operation of the 
X-ray imaging system 100, during storage of the X-ray imag 
ing system 100, as Well as for shipment of the X-ray imaging 
system 100. 
The mobile container 300 may store one or more elements 

of the X-ray imaging system 100. In one embodiment, When 
the X-ray imaging system 100 is not operational, the mobile 
container 300 stores all elements of the X-ray imaging system 
100 including the poWer supply, the high voltage poWer cable 
112, and the detector array 110. In a further embodiment, the 
mobile container 300 may additionally store the track unit 
122. The mobile container 300 may have a plurality of Wheels 
302 to move the mobile container 300. In addition, the Wheels 
of the mobile container may also include a locking mecha 
nism. When engaged, the locking mechanism may prevent 
the Wheels from rotating. 

In an operational embodiment, the mobile container 300 
may roll the X-ray imaging system 100 to a desired inspection 
location for rapid assembly of the X-ray imaging system. One 
or more Walls of the mobile container 300 may be removed or 
folded doWn to alloW easy access to the elements stored in the 
mobile container 300. Once the X-ray imaging system 100 is 
assembled and operational, the mobile container 300 remains 
tethered to the X-ray imaging system (not shoWn) to hold one 
or more elements of the X-ray imaging system 100 While the 
X-ray imaging system inspects the object. In an illustrative 
embodiment, the mobile container 300 holds at least the 
poWer supply to the X-ray imaging system 100 during opera 
tion. HoWever, the mobile container 300 may hold more ele 
ments if desired. For example, the mobile container 300 may 
also hold a chiller unit. 

It is advantageous for the mobile container 300 to hold at 
least the poWer supply While remaining tethered to the X-ray 
imaging system 100 during operation for at least tWo reasons. 
First, it alloWs the mobile container 300 to roll during opera 
tion of the X-ray imaging system 100. For example, the track 
unit mechanism may move the X-ray imaging system 100 
While pulling along the mobile container 300 to inspect the 
object continuously. Second, if the mobile container 300 is 
tethered to the X-ray imaging system 100 then the high volt 
age poWer cable 112 does not have to be disconnected from 
the X-ray tube 104 in order to store the X-ray imaging system 
100 in the mobile container 300. 
The Walls and roof the mobile container 300 may fold ?at 

so that they can lie out of the Way When they are not in use. All 
sides of the mobile container 300 including the roof may be 
individually removable such that the mobile container 300 
can be used in any environmental condition. For example, if 
the mobile container 300 is used in the rain then the roof and 
ends of the cart may be left on the mobile container 300 
during operation to protect the contents of the mobile con 
tainer 300 from the rain. 

The mobile container may also include its oWn poWer cable 
to connect the mobile container to a poWer source. For 
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example, the mobile container may include its oWn power 
cable to connect the mobile container to a building poWer 
supply, a diesel generator, or a gas generator. Alternatively, 
the mobile container may include a generator such that the 
mobile container is its oWn poWer source. 

The mobile container 300 may also act as a shipment 
container to ship all elements of the x-ray imaging system 100 
from one place to another. 
Illustrative Implementation 

FIG. 4 schematically illustrates an operational embodi 
ment of the X-ray imaging system 400. As described above, 
the X-ray imaging system may be assembled using minimal 
tools and Without having to connect or disconnect the high 
voltage poWer cable (not shoWn) from the X-ray tube (not 
shoWn). The various elements of the X-ray imaging system 
may be assembled in any desirable order. In a non-limiting 
illustrative embodiment, the track unit 122 is set up, the X-ray 
imaging system is placed on the track unit, the detector array 
110 is clamped to the X-ray imaging system, the X-ray tube 
along With the high voltage poWer cable are inserted into the 
X-ray imaging system, and the X-ray tube is clamped to the 
X-ray imaging system all Without the use of tools or remov 
able fasteners. The X-ray imaging system may be assembled 
inside of an object under inspection such that the object is 
inspected from the inside or the X-ray imaging system may be 
assembled outside of the object to inspect the object from the 
outside. 

After assembly, X-ray imaging system 400 may be prepo 
sitioned. Prepositioning the X-ray imaging system may 
include moving the X-ray imaging system linearly along the 
track unit 122 to a desired position. A roll mechanism 402 
may further preposition the X-ray imaging system by rotating 
one or more elements of the X-ray imaging system as 
described further beloW. A yaW mechanism 404 may further 
preposition the X-ray imaging system by rotating one or 
elements of the X-ray imaging system as described further 
beloW. 

After prepositioning, the X-ray imaging system may 
inspect an object by emitting X-rays through one or more of 
the apertures in the rotational collimator 108 to direct an 
X-ray ?eld of vieW 102 at the object. As discussed above, the 
X-ray ?eld of vieW 102 is the projection of the X-rays on the 
object under inspection. In one embodiment, the rotational 
collimator 108 directs the X-ray ?eld of vieW 102 at the object 
by rotating about the X-ray tube. Alternatively, a roll mecha 
nism 402 may rotate one or more elements of the X-ray 
imaging system as described further beloW to direct the X-ray 
?eld of vieW 102. The X-ray imaging system may continue to 
inspect the object further by translating the directed X-ray 
?eld of vieW 102 With respect to the object. 

In one embodiment described further beloW, the roll 
mechanism 402 moves the directed X-ray ?eld of vieW about 
the object to inspect the object further by rotating one or more 
elements of the X-ray imaging system. In another embodi 
ment as described further beloW, the yaW mechanism 404 
moves the directed X-ray ?eld of vieW to inspect the object 
further by rotating one or more elements of the X-ray imaging 
system. In another embodiment, the X-ray imaging system 
moves linearly along the track unit 122 to move the directed 
X-ray ?eld of vieW to further inspect the object. Additionally, 
any combination of the roll mechanism 402, yaW mechanism 
404, and linear movement along the track unit 122 may be 
used together or separately to further inspect the object. 
As mentioned directly above, the roll mechanism 402 may 

rotate one or more elements of the X-ray imaging system to 
preposition the X-ray imaging system, to direct the X-ray 
?eld of vieW 102, and/ or to move the directed X-ray ?eld of 
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vieW about the object under inspection. The roll mechanism 
402 may rotate one or more X-ray imaging system roll ele 
ments about a roll axis 406 to preposition the X-ray imaging 
system, to direct the X-ray ?eld of vieW 102, and/or to move 
the directed X-ray ?eld of vieW. The roll axis 406 may be any 
desirable axis parallel to the X-ray tube centerline. In one 
embodiment, the roll axis 406 is the same as the common 
centerline axis 120 of FIG. 1; hoWever, in an alternative 
embodiment, the roll axis 406 may be different from the 
common centerline axis 120. 

In one embodiment, the roll mechanism 402 rotates at least 
the X-ray tube and the detector array 110 about the roll axis 
406. In such an embodiment, the roll mechanism 402 may 
further rotate the X-ray tube and the detector array 110 While 
the rotational collimator 108 remains independently rota 
tional about the same roll axis 406. Additionally, the roll 
mechanism 402 may rotate the X-ray tube, the detector array 
110, and the high voltage poWer cord support element (114 of 
FIG. 1) along With the X-ray tube and the detector array 110. 
It may be advantageous to roll the high voltage poWer cord 
support element along With the X-ray tube and the detector 
array 110 to prevent the high voltage poWer cable from 
becoming tWisted betWeen the high voltage poWer cord sup 
port element and the roll axis 406 as the roll mechanism 402 
rolls the roll elements. 
The roll mechanism 402 may rotate the one or more roll 

elements about the roll axis 406 to any angle Within a 360 
degree range. In one embodiment, a mechanical device such 
as a pull pin constrains the roll of the roll elements about the 
roll axis 406. In such an embodiment, the roll elements rotate 
in pre-de?ned angular increments from one pin hole to the 
next pin hole. For example, the pin holes may be placed at 
?fteen degree increments so that the roll mechanism 402 may 
rotate the roll elements to a ?fteen degree angle, a thirty 
degree angle, a forty-?ve degree angle, a sixty degree angle, 
etc. When the roll elements are rolled to the desired angular 
orientation, the pull pin is placed into the corresponding pin 
hole to stabiliZe the roll mechanism 402. In an alternative 
embodiment, a motor may roll the roll elements about the roll 
axis 406. In such an embodiment, an angular orientation of 
the roll elements is not limited to the siZe of the pin or to the 
location of pin holes. Rather, a motor enables the roll mecha 
nism 402 to roll the roll elements to any desired angular 
orientation Within a 360 degree range. 

If a motor is used to roll the roll elements, the roll mecha 
nism 402 may roll the elements While the X-ray imaging 
system is operatively imaging an object to continuously gen 
erate an image of the object. In such an embodiment, the high 
voltage poWer cable does not have to be disconnected from 
the X-ray imaging system in order to roll the roll elements 
about the roll axis 406. Alternatively, the X-ray imaging sys 
tem may be poWered off When rotating the roll elements such 
as to preposition the X-ray imaging system. 
As mentioned above, the yaW mechanism 404 may rotate 

one or more elements of the X-ray imaging system to move 
the directed X-ray ?eld of vieW 102 about the object under 
inspection. In addition to moving the directed X-ray ?eld of 
vieW 102, the yaW mechanism 404 may also rotate one or 
more elements of the X-ray imaging system to preposition the 
X-ray imaging system. The yaW mechanism 404 may rotate 
one or more of the X-ray imaging system yaW elements about 
the yaW axis 408 to move the directed X-ray ?eld of vieW 102. 
Although the yaW axis 408 may be placed at any location on 
the X-ray imaging system, the yaW axis 408 is preferably 
positioned perpendicular to a base of the track unit 122. In one 
embodiment, the yaW axis 408 may be positioned on a vector 
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de?ned by the intersection of a plane de?ned by the rotational 
collimator 108 and a vertical plane including the roll axis 406. 

The yaw mechanism 404 may rotate the one or more yaw 

elements of the X-ray imaging system about the yaw axis 408 
to any angle within a 360 degree range. The one or more yaw 
elements may be the same elements as the one or more roll 

elements; however, the yaw elements are not limited to being 
the same elements as the roll elements. In one embodiment, 
the yaw mechanism 404 rotates at least the X-ray tube and the 
detector array 110 about the yaw axis 408. For example, the 
yaw mechanism 404 may rotate the X-ray tube and the detec 
tor array 110 about the yaw axis 408 while the rotational 
collimator 108 remains independently rotational about the 
common centerline axis. 

In one embodiment, a mechanical device may yaw the yaw 
elements about the yaw axis 408 to any desired angular ori 
entation within a 360 degree range. The mechanical device 
may yaw the yaw elements while the X-ray imaging system is 
operatively imaging an object such that a continuous image of 
the object may be generated. In such an embodiment, the high 
voltage power cable does not have to be disconnected from 
the X-ray imaging system in order to yaw the yaw elements 
about the yaw axis 408. For example, a motor may yaw the 
yaw elements while the X-ray imaging system is operatively 
imaging an object without disconnecting the high voltage 
power cable from the X-ray imaging system. 

The combination of the roll mechanism 402 with the yaw 
mechanism 404 advantageously allows the X-ray imaging 
system to produce a spherical image by continuously rolling 
the roll elements and yawing the yaw elements while imaging 
a spherical structure, for example, without powering off the 
X-ray tube and without disconnecting the high voltage power 
cable from the X-ray tube. 

FIG. 5 is an illustrative operational embodiment 500 of an 
X-ray backscatter system. The operational embodiment 500 
is illustrated as a collection of blocks in a logical ?ow graph, 
which represent a sequence of operations that can be imple 
mented in hardware, software, or a combination thereof. In 
the context of software, the blocks represent computer-ex 
ecutable instructions that, when executed by one or more 
processors, cause the one or more processors to perform the 
recited operations. Generally, computer-executable instruc 
tions include routines, programs, objects, components, data 
structures, and the like that perform particular functions or 
implement particular abstract data types. The order in which 
the operations are described is not intended to be construed as 
a limitation, and any number of the described blocks can be 
combined in any order and/or in parallel to implement the 
process. 

The process 500 may be performed, at least in part, by the 
X-ray imaging system 400 of FIG. 4. At 502, the X-ray 
backscatter system is positioned on the track unit. Positioning 
the X-ray imaging system may include placing the X-ray 
imaging system on the track unit. Positioning the X-ray imag 
ing system may further include prepositioning the X-ray 
imaging system such as described above. For example, prepo 
sitioning the X-ray imaging system may include moving the 
X-ray imaging system linearly along the track unit 122 to a 
desired position, rotating one or elements of the X-ray imag 
ing system about the roll axis to a desired location, and/or 
rotating one or more elements of the X-ray imaging system 
about the yaw axis to a desired location. 
At 504, the X-ray tube operationally emits X-rays at a 

desired object. A rotational collimator or a roll mechanism 
may emit the X-rays at the object. For example, the rotational 
collimator may emit the X-rays at the object by rotating about 
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the X-ray tube. Alternatively, a roll mechanism may rotate 
one or more elements of the X-ray imaging system to emit the 
X-rays at the object. 

At 506, a determination is made as to whether additional 
areas of the object are to be inspected. If more areas of the 
object are to be inspected (i.e., the “Yes” branch from 506), a 
determination is made at 508 whether the additional elements 
of the object can be inspected by rolling at least a portion of 
the X-ray backscatter system. If so (i.e., the “Yes” branch 
from 508), at least a portion of the X-ray backscatter system 
is rolled about a roll axis at 510. In the described implemen 
tation above, the roll mechanism rotates the X-ray imaging 
roll elements about the roll axis to capture the additional 
elements of the object. In one operational mode, the roll 
mechanism rotates the roll elements while the X-ray back 
scatter system operatively images the object. In an alternative 
mode, the X-ray backscatter system is powered off before 
rotating the roll elements. 

Regardless of whether roll is used (i.e., from 510) or is not 
used to capture otherparts of the objects (i.e., the “No” branch 
from 508), a determination is made whether to yaw the X-ray 
backscatter system to capture the additional elements of the 
object that desire inspection. If the yawing X-ray backscatter 
system enables additional inspection of the object, then at 
least a portion of the X-ray backscatter system is yawed about 
a yaw axis at 514. In the described implementation above, the 
yaw mechanism yaws the X-ray imaging yaw elements about 
the yaw axis to capture the additional elements of the object. 
In one operational mode, the yaw mechanism rotates the yaw 
elements while the X-ray backscatter system operatively 
images the object. In an alternative embodiment, the X-ray 
backscatter system is powered off before rotating the yaw 
elements. 

Regardless of whether yaw is used (i.e., from 514) or is not 
used to capture otherparts of the objects (i.e., the “No” branch 
from 512), a determination is made at 516 whether moving 
the X-ray backscatter system along the tracks enables addi 
tional inspection of the object. If so (i.e., the “Yes” branch 
from 516), the X-ray backscatter system moves along the 
tracks. In the described implementation above, the track unit 
mechanism moves the X-ray backscatter system linearly 
along the track unit 122. 

In one embodiment, the X-ray backscatter system simul 
taneously rolls at 510, yaws at 514, and moves at 518. In an 
alternative embodiment, the X-ray backscatter system inde 
pendently rolls at 510, independently yaws at 514, and inde 
pendently moves at 518. Alternatively, any combination of 
rolling, yawing, and moving may achieve the desired image. 

At least a portion of the emitted X-ray beam scatters back 
off the object to generate an image of the object at 520. 

FIG. 6 is a side elevational view of an illustrative aircraft 
600, which may experience ?eet maintenance that is per 
formed using the techniques disclosed herein. One may 
appreciate that the aircraft 600 may include various known 
and unknown parts, particularly if the aircraft has been in 
service for many years, such as an aircraft assembled for 
large-scale war service (e.g., circa 1945, etc.) Thus, the X-ray 
imaging system may generate an X-ray image to identify the 
presence of corrosion, cracking, and FOD as disclosed herein. 

In this embodiment, the aircraft 600 includes a fuselage 
602 including wing assemblies 604, a tail assembly 606, and 
a landing assembly 608. The aircraft 600 further includes one 
or more propulsion units 610, a control system 612, and a host 
of other systems and sub systems that enable proper operation 
of the aircraft 600. One should appreciate that many parts 
included in an aircraft may be imaged using the X-ray imag 
ing system techniques disclosed herein. 
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Although the aircraft 600 shown in FIG. 9 is generally 
representative of a commercial passenger aircraft; the teach 
ings of the present disclosure may be applied to the mainte 
nance, manufacture, and assembly of other structures includ 
ing passenger aircraft, ?ghter aircraft, cargo aircraft, rotary 
aircraft, other types of manned or unmanned aircraft, ground 
vehicles, ships, petrochemical facilities, poWer generation 
facilities, nuclear facilities, Water treatment plants, etc. . . . 

CONCLUSION 

While embodiments of the disclosure have been illustrated 
and described, as noted above, many changes can be made 
Without departing from the spirit and scope of the disclosure. 
Accordingly, the scope of the disclosure is not limited by the 
disclosure of these embodiments. Instead, the disclosure 
should be determined entirely by reference to the claims that 
folloW. 

What is claimed is: 
1. An X-ray imaging system, comprising: 
an X-ray tube to emit X-rays; 
a rotational collimator to direct the X rays being emitted, 

the rotational collimator sharing a common centerline 
axis With the X-ray tube; 

an X-ray tube alignment mechanism to slideably align the 
X-ray tube into the X-ray imaging system; 

a roll mechanism to enable a roll rotation of at least one 

element of the X-ray imaging system about the common 
centerline axis; and 

a high voltage poWer cord support element to support a 
high voltage poWer cable operationally linked to the 
X-ray tube, the high voltage poWer cord support element 
rotatable about the common centerline axis via the roll 
mechanism. 

2. The X-ray imaging system of claim 1, Wherein the X-ray 
tube alignment mechanism includes: 

a guide slot to align the X-ray tube into the X-ray imaging 
system; 

a clamp mechanism to clamp the aligned X-ray tube to the 
X-ray imaging system; and 

a safety interlock to indicate a proper alignment of the 
X-ray tube With the X-ray imaging system. 

3. The X-ray imaging system of claim 1, Wherein the X-ray 
tube alignment mechanism slideably aligns the X-ray tube 
into the X-ray imaging system While the X-ray tube is opera 
tively connected to the high voltage poWer cable. 

4. The X-ray imaging system of claim 1, further compris 
ing a detector array to receive one or more scattered X-rays, 
Wherein the roll mechanism enables at least the X-ray tube 
and the detector array to rotate about the common centerline 
axis. 

5. The X-ray imaging system of claim 1, further compris 
ing a yaW mechanism to enable a yaW rotation of at least the 
X-ray tube and the detector array about a yaW axis While the 
X-ray imaging system is operatively emitting X-rays. 

6. The X-ray imaging system of claim 1, further compris 
ing a track unit to enable a linear movement of the X-ray 
imaging system, the track unit including a plurality of inter 
changeably connectable track segments. 

7. The X-ray imaging system of claim 1, further compris 
ing a mobile container to store at least a high voltage poWer 
supply, the mobile container being tethered to the X-ray 
imaging system during operation of the X-ray imaging sys 
tem. 
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8. A method of inspecting an object, the method compris 

ing: 
positioning an X-ray imaging system on a rail unit, the 

X-ray imaging system having an X-ray ?eld of vieW; 
securing an X-ray tube to the X-ray imaging system While 

the X-ray tube is operatively connected to a high voltage 
poWer cable, the X-ray tube having the X-ray ?eld of 
vieW; 

directing the X-ray imaging system to project the X-ray 
?eld of vieW at the object, the directing the X-ray ?eld of 
vieW including: 
rotating at least one roll X-ray imaging system element 

about a roll axis to direct the X-ray ?eld of vieW on a 
?rst portion of the object, 

rotating at least one yaW X-ray imaging system element 
about a yaW axis to direct the X-ray ?eld of vieW on a 
second portion of the object, and 

moving the X-ray imaging system along the rail unit to 
direct the X-ray ?eld of vieW on a third portion of the 
object; 

emitting X-rays at the object via the X-ray tube, the X-rays 
emitted Within at least a portion of the X-ray ?eld of 
vieW; 

receiving scattered X-rays from the object, via a detector 
array, to generate an image of the object; 

storing the X-ray imaging system in a portable container 
While the X-ray imaging system is operatively con 
nected to a poWer source; and 

supporting a high voltage poWer cable by a high voltage 
poWer cord support element, the high voltage poWer 
cord support element being rotatable about the roll axis. 

9. The method of claim 8, Wherein the rotating at least one 
roll X-ray imaging system element about the roll axis rotates 
at least the X-ray tube and the detector array about the roll 
axis, and further Wherein the rotating at least one yaW X-ray 
imaging system element about a yaW axis rotates at least the 
X-ray tube and the detector array about the yaW axis. 

10. The method of claim 8, Wherein: 
rotating at least one roll X-ray imaging system element 

about the roll axis directs the X-ray ?eld of vieW While 
emitting the X-rays at the object; 

rotating at least one yaW X-ray imaging system element 
about a yaW axis directs the X-ray ?eld of vieW While 
emitting the X-rays at the object; and 

moving the X-ray imaging system linearly along the rail 
unit directs the X-ray ?eld of vieW While emitting the 
X-rays at the object. 

11. The method of claim 8, Wherein the rotating at least one 
roll X-ray imaging system element about the roll axis 
includes rotating at least the X-ray tube, the detector array, 
and the high voltage poWer cord support element about the 
roll axis. 

12. The method of claim 8, Wherein the moving the X-ray 
imaging system linearly along the rail unit includes: 

sensing a proximity of the X-ray imaging system to an end 
of the rail unit; and 

generating a signal When the proximity of the X-ray imag 
ing system to the end of the rail unit is less than a 
predetermined proximity tolerance level. 

13. The method of claim 8, Wherein the moving the X-ray 
imaging system linearly along the rail unit includes moving 
the mobile container along With the X-ray imaging system 
While the mobile container is operatively tethered to the X-ray 
imaging system. 

14. The method of claim 8, Wherein the emitting X-rays at 
the object includes rotating a rotational collimator about the 
roll axis. 
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15. A Vehicle maintenance system, comprising: 
an X-ray imaging unit to generate an image of a Vehicle, the 

X-ray imaging unit including: 
an X-ray tube to generate X-rays, 
a detector array to receive scattered X-rays, 
one or more operable rotation mechanisms to rotate at least 

the detector array about a roll axis and a yaW axis, and 
an X-ray tube alignment mechanism to align and clamp the 

X-ray tube to the X-ray imaging unit; 
a track unit mechanism to move the X-ray imaging unit 

linearly along a track unit While the X-ray imaging unit 
is operatively connected to a high Voltage poWer source; 
and 

a high Voltage poWer cord support element to support a 
high Voltage poWer cable, the high Voltage poWer cord 
support element being rotatable about the roll axis. 

16. The Vehicle maintenance system of claim 15, Wherein 
the X-ray imaging unit further includes a rotational collima 
tor to direct the X-rays at the Vehicle, the rotational collimator 
sharing a common centerline axis With the X-ray tube. 

17. The Vehicle maintenance system of claim 15, Wherein 
the X-ray tube alignment mechanism includes: 
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a guide slot to align the X-ray tube into the X-ray imaging 

system; 
a clamp mechanism to clamp the X ray tube being aligned 

to the X-ray imaging system; and 
a safety interlock to indicate a proper alignment of the 

X-ray tube With the X-ray imaging system. 
18. The Vehicle maintenance system of claim 15, Wherein 

the one or more rotation mechanisms include: 
the roll mechanism to rotate at least the detector array about 

the roll axis; and 
a yaW mechanism to rotate at least the detector array about 

the yaW axis. 
19. The Vehicle maintenance system of claim 15, Wherein 

the X-ray imaging unit further includes a mobile container 
tethered to the X-ray imaging unit, the high Voltage poWer 
source to the X-ray imaging system stored Within the mobile 
container While the X-ray imaging unit operationally gener 
ates the image of the Vehicle. 


