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ing a rigid structure between adjoining vertebrae in a patient. 
The implant is a cage de?ned by at least a ?rst end, second 
end, ?rst side, and second side surface, Wherein ?rst and 
second side surfaces extend substantially parallel to each 
other to span a space between adjoining vertebrae and ?rst 
and second ends interconnect the ?rst side surface and second 
side surface. The cage incorporates one or more ?exible joints 
that alloW the cage to be deformed for insertion into a patient. 
The ability to deform the cage alloWs a greater ease and 
?exibility in inserting and positioning the implant. 

13 Claims, 12 Drawing Sheets 
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SPINAL FUSION IMPLANT 

FIELD OF THE INVENTION 

The present invention relates to a spinal implant, the 
accompanying instrumentation and the method of use of both. 
More particularly, the present invention relates to a device and 
instrumentation for use in a minimally invasive vertebral 
fusion procedure. 

BACKGROUND OF THE INVENTION 

Spinal fusion surgeries that use bone graft material to pro 
mote speci?c vertebrae to groW together into a solid and 
stable construct are a common method of treating patients 
With severe back pain. In posterior lumbar interbody fusion 
(PLIF), damaged disk material is removed and one or more 
implants are inserted posteriorly to promote bone groWth 
from vertebral body to vertebral body to bridge the gap left by 
the removed material. 
A larger implant better ?lls the intervertebral space and 

distributes compressive loads. A larger implant also reduces 
the need for multiple implants, Which may require multiple 
approaches to insertion and placement. HoWever, Minimally 
Invasive Surgery (MIS) necessitates the use of less invasive 
techniques that use smaller access portals to perform the 
fusion that limit the siZe of implant that can be used. 
An example of this is Transforaminal Posterial Lumbar 

Interbody Fusion (T-PLIF), Which is a variation of the PLIF 
technique. In this procedure, an implant is inserted through a 
unilateral or bilateral posterior approach. The T-PLIF tech 
nique avoids damage to the nerve structures such as the dura, 
cauda equine, and the nerve root, but the transforaminal Win 
doW through Which the procedure is performed is limited 
making the insertion and positioning of the implant di?icult. 

Thus What is needed is an implant that can suitably ?ll the 
intervertebral space but can be inserted and positioned 
through a small access portal, such as the transforaminal 
WindoW used in a T-PLIF procedure. 

SUMMARY OF THE INVENTION 

The present invention provides a device and methodology 
for use in spinal fusion surgeries. An implant, instrumenta 
tion, and methodology are provided for forming a rigid struc 
ture betWeen adjoining vertebrae in a patient. The implant is 
a cage de?ned by at least a ?rst end, second end, ?rst side, and 
second side surface. The cage incorporates one or more ?ex 
ible joints that alloW the cage to be deformed for insertion into 
a patient. The ability to deform the cage alloWs a greater ease 
and ?exibility in inserting and positioning the implant. For 
example, a larger implant can to be used in minimally invasive 
surgery (MIS) techniques because the cage can be trans 
formed to a smaller pro?le to pass through the smaller access 
ports used in minimally invasive surgery. 

In accordance With one aspect of the present invention, an 
implant is provided for forming a rigid structure betWeen 
adjoining vertebrae in a patient. The implant includes a cage 
de?ned by at least a ?rst end, second end, ?rst side, and 
second side surface, and one or more ?exible joints incorpo 
rated into the cage alloWing the cage to be deformed for 
insertion into a patient. 

In certain embodiments, the implant further comprises sur 
face con?gurations on at least one of the ?rst and second side 
surfaces of the cage for slidably attaching the implant to an 
insertion guide. The one or more ?exible joints of the implant 
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2 
alloW the cage to conform to the shape of the insertion guide 
as the implant is slid along the length of the guide. 

In accordance With another aspect of the present invention, 
a method is provided for fusing vertebrae of a patient. The 
method involves the steps of providing an implant of the 
present invention, and inserting the implant into the space 
betWeen adjoining vertebrae in a patient to form a rigid struc 
ture betWeen the adjoining vertebrae. 

In accordance With another embodiment, a system is 
proved for forming a rigid structure betWeen adjoining ver 
tebrae in a patient. The system includes an implant of the 
present invention having surface con?gurations on at least 
one of the ?rst and second side surfaces of the cage for 
slidably attaching the implant to an insertion guide; and an 
insertion guide con?gured to interface With the surface con 
?gurations of the implant for positioning the implant during 
insertion. 

In accordance With another aspect of the present invention, 
a method is provided for fusing vertebrae of a patient. The 
method involves providing a system of the present invention 
comprising a implant With surface con?gurations and an 
insertion guide; inserting the insertion guide into the space 
betWeen adjoining vertebrae in the patient; and sliding the 
implant along the length of the insertion guide to position the 
implant in the space betWeen adjoining vertebrae, Wherein the 
implant is slidably attached to the insertion guide by the 
surface con?gurations. 

BRIEF DESCRIPTION OF THE FIGURES 

The foregoing and other objects, features and advantages 
of the invention Will be apparent from the folloWing descrip 
tion and apparent from the accompanying draWings, in Which 
like reference characters refer to the same parts throughout 
the different vieWs. The draWings illustrate principles of the 
invention and, although not to scale, shoW relative dimen 
sions 

FIG. 1A-1B illustrate one embodiment of an implant hav 
ing a ?exible joint. 

FIG. 2A-2B illustrate another embodiment of an implant a 
having a number of ?exible joints. 

FIGS. 3A-3B illustrate another embodiment of an implant 
having another type of ?exible joint. 

FIG. 4 illustrates a ?oW diagram for an exemplary embodi 
ment of a method of fusing a spine using the implant of the 
present invention. 

FIG. 5A-5B illustrate another embodiment of an implant 
having a number of ?exible joints and surface con?gurations. 

FIG. 6 illustrates the deformable nature of the implant of 
the present invention. 

FIG. 7 illustrate an embodiment of the system of the 
present invention Wherein the implant has surface con?gura 
tions that slidably attach the implant to an insertion guide. 

FIG. 8 illustrates a ?oW diagram for an exemplary embodi 
ment of a method of fusing a spine using the system of the 
present invention 

FIGS. 9A-9D illustrate one embodiment of hoW the 
implant of the system of the present invention is inserted by 
sliding the implant along the insertion guide as set forth in the 
exemplary embodiment of the method of FIG. 8. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention provides an improved surgical 
implant and method for performing spinal fusion surgery in a 
patient. The implant comprises a cage having one or more 
?exible joints. The cage is de?ned by at least a ?rst end, 
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second end, ?rst side, and second side surface. The ?rst and 
second side surfaces extend substantially parallel to each 
other to span a space betWeen adjoining vertebrae and the ?rst 
and second ends interconnect the ?rst side surface and the 
second side surface. The one or more ?exible joints alloW the 
cage to be deformed for insertion into a patient. The ability to 
deform the cage alloWs a greater ease and ?exibility in insert 
ing and positioning the implant. For example, a larger implant 
can to be used in minimally invasive surgery (MIS) tech 
niques because the cage can be transformed to a smaller 
pro?le to pass through the smaller access ports used in mini 
mally invasive surgery. In certain embodiments the implant 
may further have surface con?gurations for slidably attaching 
the implant to a guide used to insert the implant. Embodi 
ments of the implant and methods of use are described beloW. 

FIGS. 1A and 1B depict one embodiment of an implant 100 
for forming a rigid structure betWeen adjoining vertebrae in a 
patient. In this example the implant comprises a cage 110 
having ?rst end 120, second end 130, ?rst side 140, and 
second side 150 surfaces. The ?rst 140 and second 150 side 
surfaces extend substantially parallel to each other to span a 
space betWeen adjoining vertebrae. The ?rst 120 and second 
130 end surfaces interconnect said ?rst side surface 140 and 
second side surface 150. A ?exible joint 160 is incorporated 
into the cage alloWing the cage to be deformed for insertion 
into a patient. FIG. 1A depicts the cage 110 of the implant in 
a rest state. In this example, the ?rst 140 and second 150 side 
surfaces are curved giving the cage a curved kidney shape. 
This curvature and shape provide greater coverage and sup 
port then tradition straight-sided implants and is particularly 
adapted for use in a T-PLIF procedure. While, this shape 
provides greater biomechanical stability it makes it more 
dif?cult to insert and position due to its increased Width. 

FIG. 1B shoWs the cage 110 in a deformed state Wherein 
the ?rst side surface 140 has been divided or split at the 
?exible joint 160 giving the cage a substantially straight 
sided pro?le. This alloWs the cage implant 100 to be used With 
traditional insertion devices con?gured to be used With tradi 
tional straight-sided implants. 

The cage is designed to provide spacing betWeen adjoining 
vertebrae While encouraging bone groWth. As such, the cage 
110 may be formed of any biocompatible material suitable for 
surgical implantation in a patient. Preferably the cage is form 
of a polymer or composite through a process such as injection 
molding. Bio-compatible metals may also be used to add 
strength or rigidity. Examples of suitable materials include, 
but are not limited to, PEAK, carbon ?ber, titanium, stainless 
steel, Nitinol, and the like, or any combination thereof. 
The cavities 170 created by the cage 110 alloW the bone to 

groW through the cage to fuse the vertebrae. In some embodi 
ments a substance, such as bone chips, or bone graft may be 
placed in the cavities 170 to encourage bone groWth. 

In the example of FIGS. 1A and 1B, the ?exiblejoint 160 
comprises a living hinge that is formed as part of the cage 
during the injection molding process. In other embodiments, 
the joint may not be formed as part of the cage. For example, 
the cage may comprise tWo parts that are joined together 
using a non-unitary joint mechanism that is embedded in or 
secured to the tWo parts. Other implementations and embodi 
ments Will be apparent to one skilled in the art given the 
bene?t of this disclosure. 

FIGS. 2A and 2B depict another embodiment of the 
implant 200 of the invention. As With the implant 100 of 
FIGS. 1A and 1B this implant 200 comprises a cage 210 
having ?rst end 220, second end 230, ?rst side 240, and 
second side 250 surfaces. As in the previous embodiment, the 
?rst 240 and second 250 side surfaces are curved and extend 
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4 
substantially parallel to each other to span a space betWeen 
adjoining vertebrae. The ?rst 220 and second 230 end sur 
faces interconnect said ?rst side surface 240 and second side 
surface 250 providing cavities 270 Within the cage 210. HoW 
ever, in this embodiment, multiple ?exible joints 260 are used 
to alloW the cage to be deformed for insertion into a patient. 
As With FIG. 1A, FIG. 2A depicts the cage 210 of the implant 
200 in a rest state With ?rst 240 and second 250 side surfaces 
curved to give the cage a curved kidney shape. FIG. 2B shoWs 
the cage 210 in a deformed state Wherein the ?rst side surface 
240 has been divided or split at tWo ?exible joints 160 to give 
the cage a substantially straight-sided pro?le. 

Similar to the embodiment of FIGS. 1A and 1B, the ?exible 
joints 260 comprise living hinges that are formed as part of 
the cage during the injection molding process. In this example 
the ?exible joints 260 also include a spring mechanism 280 to 
reinforce the living hinges and return the cage 210 to a rest 
state after being deformed. In this example, the spring 280 is 
formed of a piece of metal attached to the cage. In other 
embodiments, the spring 280 may be formed of plastic or a 
composite material. In certain embodiments, the spring 280 
may be embedded in the cage 210 during the formation of the 
cage 210, for example, during injection molding. In other 
embodiments the spring 280 may be attached to the cage 210 
using adhesive, rivets, or other fastening means. In certain 
embodiments the spring 280 may also serve as the ?exible 
joint 260. Other embodiments and con?gurations Will be 
apparent to one skilled in the art given the bene?t of this 
disclosure. 
The example of FIGS. 2A and 2B also includes an opening 

225 in the ?rst end surface 220 for receiving an instrument 
such as an inserter for attaching the implant to the inserter. In 
certain embodiments the opening 225 may be in the second 
end surface 230 or each end surface may have such an open 
ing. Examples of inserters the use of inserters in conjunction 
With implants can be seen in WO2005077288 Al 

While many of the examples and embodiments discussed 
in this disclosure focus on curved or kidney-shaped implants, 
it should be understood that the teaching of the invention are 
not limited to such shapes. FIGS. 3A-3B depict another 
example of other possible shapes and ?exible joints. 

FIGS. 3A and 3B are a top vieW depicting a straight sided 
square shaped implant 300. In this example, ?exible joints are 
used to connect the ?rst 340 and second 350 side surfaces to 
the ?rst 320 and second 330 end surfaces of the cage 310. This 
alloWs the cage 310 to be transformed doWn to a smaller siZe 
as shoWn in FIG. 3B. The ability to transform the cage 310 
alloWs the cage to be inserted through a smaller access port for 
insertion in betWeen vertebrae. 

FIG. 4 is a ?oW chart 400 of an exemplary method for 
fusing vertebrae of a patient. The method involves substan 
tially the steps of providing an implant of the present inven 
tion (step 420) and inserting the implant into the space 
betWeen adjoining vertebrae in a patient to form a rigid struc 
ture betWeen the adjoining vertebrae (step 430). 

In some embodiments the method 400 may further include 
the steps of preparing the space betWeen adjoining vertebrae 
(step 410) as Well as the steps of transforming the cage of the 
implant to a smaller pro?le (step 425) before implantation 
and transforming the cage back to the original pro?le after 
insertion (435). 
The step of preparing the space betWeen adjoining verte 

brae (step 410) may include removing the disk material 
betWeen the vertebrae. Then the space betWeen the vertebrae 
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may be distracted to relieve pressure from neural elements 
and provide space for the entry of surgical tools and the 
insertion of the implant. Preferably the surgery including the 
insertion is performed using a MIS technique such a T-PLIF 
procedure. 

Because MIS techniques such as T-PLIF procedures use a 
more limited access port or WindoW, the cage of the implant 
may need to be transformed or otherWise deformed in order to 
?t through the access port or WindoW (step 425) and be 
positioned in the space betWeen vertebrae. Once in position, 
the cage may then be transformed back or otherWise returned 
to its rest state (step 435). In certain embodiments this is 
performed by a spring incorporated or attached to the one or 
more ?exible joints. 

In some embodiments, the implant 500 may further include 
surface con?gurations 590 on at least one of the ?rst 540 and 
second 550 side surfaces of the cage 510 for slidably attach 
ing the implant 500 to an insertion guide. An example of this 
can be seen in FIGS. 5A and 5B. Here the surface con?gura 
tions 590 are tabs or ?ngers formed on the ?rst side surface 
540. When used in conjunction With an insertion guide, the 
?exible joints 560 of the implant 500 alloW the cage 510 to 
deform (i.e. straighten) to conform to the shape of the inser 
tion guide. This is described in more detail beloW. 

In the embodiments of FIGS. 5A and 5B, the cage 510 
further includes textured edges 515 on the ?rst end 520, 
second end 530, ?rst side 540, and second side 550 surfaces 
for engaging the bone of the adjoining vertebrae to secure the 
implant in place in the space betWeen vertebrae. Other pos 
sible con?gurations and textures for securing the implant 500 
Will be apparent to one skilled in the art given the bene?t of 
this disclosure. 

FIG. 6 depicts one advantage of the cage 510 of the implant 
being able to deform. The ability of the implant 500 of the 
present invention to deform alloWs the pro?le of the cage to be 
transformed to a smaller pro?le. When thus transformed, the 
implant can be passed through a passage smaller than What is 
required by a traditional curved implant 600. As shoWn here, 
the deformed (compressed) implant 500 (including surface 
con?gurations) requires only 1 1.9 mm of space as opposed to 
the 12.7 mm of space required for a ?xed, non-deformable, 
curved implant 600 of the same siZe. 

In another embodiment of the present invention, a system is 
provided for forming a rigid structure betWeen adjoining 
vertebrae in a patient. An example of such a system can be 
seen in FIG. 7. The system 700 includes an implant 500 of the 
present invention as shoWn in FIGS. 5A and 5B having sur 
face con?gurations 590 for slidably attaching the implant 500 
to an insertion guide 710. As shoWn in this embodiment, the 
?exible joints 560 of the implant may alloW the cage 510 to 
conform to the shape of the insertion guide 710. In this case 
the cage 510 is deformed so as to have a smaller straight-sided 
pro?le When attached to a straight portion of the insertion 
guide 710. 

In certain embodiments, such as shoWn in FIG. 7, the 
insertion guide 710 may have a curved end 720 to further 
assist in the insertion and positioning of the implant 510. In 
use, When the implant is slid along the insertion guide 710 in 
the direction of arroW 730, the ?exible joints 560 of the 
implant 500 alloW the implant to curve to conform to the 
curved end 720 of the insertion guide 710. The implant 500 
may slide along the insertion guide 710 using an inserter 
con?gured to mate With opening 525. 

FIG. 8 is a ?oW chart 800 of an exemplary method for 
fusing vertebrae of a patient. The method involves substan 
tially the steps of providing a system of the present invention 
having an implant With surface con?gurations and an inser 
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tion guide (Step 820), inserting the insertion guide into the 
space betWeen adjoining vertebrae (Step 830), and sliding the 
implant along the length of the insertion guide to position the 
implant in the space betWeen adjoining vertebrae, (Step 840). 

In some embodiments the method 800 may further include 
the steps of preparing the space betWeen adjoining vertebrae 
(Step 810) as Well as the step of removing the insertion guide 
after the implant has been inserted (Step 850). 
The step of preparing the space betWeen adjoining verte 

brae (Step 810) may include removing the disk material 
betWeen the vertebrae. Then the space betWeen the vertebrae 
may be distracted to relieve pressure from neural elements 
and provide space for the entry of surgical tools and the 
insertion of the implant. Preferably the surgery including the 
insertion is performed using a MIS technique such a T-PLIF 
procedure. 

Examples of this methodology using a T-PLIF technique 
can be seen in FIG. 9A-D. Because MIS techniques such as 
T-PLIF procedures use a more limited access port or WindoW 

910, the insertion guide With a curved tip 720 is used to 
deform and guide the implant 500 so as to be inserted into and 
positioned in the space 920 betWeen vertebrae as seen in FIG. 
9A. 

In FIG. 9B, the implant is slid along the length of the 
insertion guide 710. The implant 600 may be slid along the 
insertion guide 710 using an insertion tool (not shoWn) mated 
With the opening 525 con?gured to receive the insertion tool. 
Examples of suitable insertion devices and their use is dis 
cussed in WO2005077288 Al. 

In FIG. 9C, the insertion guide 710 is used to guide the 
implant 500 through the access WindoW 910 and position the 
implant in location in the space 920 betWeen vertebrae. The 
use of the curved tip 720 alloWs the implant 510 to be posi 
tioned at a desired angle, preferably around 45°, even though 
the angle of approach through the access WindoW 910 may be 
closer to 35°. 
Once in position, the insertion guide 710 may be removed 

and the implant alloWed to transform or otherWise return to its 
rest state as seen in FIG. 9D. In certain embodiments this is 
performed by a spring incorporated or attached to the one or 
more ?exible joints. 
The apparatus and techniques of the present invention pro 

vide numerous advantages. The implant of the present inven 
tion can be used in minimally invasive surgery (MIS) Wherein 
the cage can be deformed for easier insertion and positioning 
through a smaller access port. In certain embodiments, the 
cage may have surface con?gurations for use With an inser 
tion guide. The cage of the implant can be deformed to con 
form to the shape of the guide Which alloWs for curved guides 
Which in turn provide more accurate insertion and position 
ing. 

Although, the present invention has been described relative 
to an illustrative embodiment and application in spinal cor 
rection surgery. It should be apparent that the present inven 
tion may be used in any number of surgical procedures. Since 
certain changes may be made in the above constructions 
Without departing from the scope of the invention, it is 
intended that all matter contained in the above description or 
shoWn in the accompanying draWings be interpreted as illus 
trative and not in a limiting sense. 

It is also to be understood that the folloWing claims are to 
cover all generic and speci?c features of the invention 
described herein, and all statements of the scope of the inven 
tion Which, as a matter of language, might be said to fall 
therebetWeen. 
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The invention claimed is: 
1. An implant for forming a rigid structure betWeen adjoin 

ing vertebrae in a patient, the implant comprising: 
a cage de?ned by at least a ?rst end, second end, ?rst side, 

and second side surface; 
one or more ?exible joints incorporated into the cage 

alloWing the cage to be deformed for insertion into a 
patient; and 

surface con?gurations projecting out of at least one of the 
?rst or second side surfaces of the cage for: 
slidably attaching the implant to a side of an insertion 

guide, and 
alloWing the implant to slide along the length of the 

insertion guide; 
Wherein the one or more ?exible joints alloW the cage to be 

deformed to conform the at least one of the ?rst or 
second side surfaces of the cage to a shape of a curved 
portion of the insertion guide as Well as to a shape of a 
straight portion of the insertion guide as the implant is 
slid along the length of the insertion guide. 

2. The implant of claim 1, Wherein the ?rst and second side 
surfaces extend substantially parallel to each other to span a 
space betWeen the adjoining vertebrae and ?rst and second 
ends interconnect said ?rst side surface and second side sur 
face. 

3. The implant of claim 1, Wherein the ?rst and second side 
surfaces are curved. 

4. The implant of claim 3, Wherein the cage has a kidney 
shape. 

5. The implant of claim 1, Wherein the one or more ?exible 
joints comprise a living hinge. 

6. The implant of claim 1, Wherein the one or more ?exible 
joints comprise a spring mechanism. 

7. The implant of claim 1, further comprising a spring 
mechanism along the ?rst or second side surfaces. 

8. A system for forming a rigid structure betWeen adjoining 
vertebrae in a patient, the system comprising: 

an implant comprising: 
a cage de?ned by at least a ?rst end, second end, ?rst 

side, and second side surface, Wherein ?rst and sec 
ond side surfaces extend substantially parallel to each 
other to span a space betWeen adjoining vertebrae and 
?rst and second ends interconnect said ?rst side sur 
face and second side surface; 

one or more ?exible joints incorporated into the cage 
alloWing the cage to be deformed for insertion into a 
patient; and 

surface con?gurations projecting out of at least one of 
the ?rst and second side surfaces of the cage for: 
slidably attaching the implant to a side of an insertion 

guide, and 
alloWing the implant to slide along the length of the 

insertion guide; 
Wherein the one or more ?exible joints alloW the cage to be 

deformed to conform the at least one of the ?rst or 
second side surfaces of the cage to a shape of a curved 
portion of the insertion guide as Well as to a shape of a 

8 
straight portion of the insertion guide as the implant is 
slid along the length of the insertion guide; and 

an insertion guide con?gured to interface With the surface 
con?gurations of the implant for positioning the implant 
during insertion. 

9. The system of claim 8, Wherein the insertion guide has a 
curved distal end for positioning the implant in the space 
betWeen adjoining vertebrae. 

10. The system of claim 9 Wherein the one or more ?exible 
10 joints alloW the cage to conform to the shape of the insertion 
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guide. 
11. A method for fusing vertebrae of a patient, the method 

comprising: 
providing a system for forming a rigid structure betWeen 

adjoining vertebrae in a patient, the system comprising: 
an implant comprising: 

a cage de?ned by at least a ?rst end, second end, ?rst 
side, and, second side surface, Wherein ?rst and 
second side surfaces extend substantially parallel 
to each other to span a space betWeen adjoining 
vertebrae and ?rst and second ends interconnect 
said ?rst side surface and second side surface, 

one or more ?exible joints incorporated into the cage 
alloWing the cage to be deformed for insertion into 
a patient, and 

surface con?gurations projecting out of at least one of 
the ?rst and second side surfaces of the cage for 
slidably attaching the implant to a side of an inser 
tion guide and alloWing the implant to slide along 
the length of the insertion guide, 

Wherein the one or more ?exible joints alloW the cage 
to conform to a shape of the insertion guide as the 
implant is slid along the length of the insertion 
guide; and 

an insertion guide con?gured to interface With the sur 
face con?gurations of the implant for positioning the 
implant during insertion; 

inserting the insertion guide into the space betWeen adjoin 
ing vertebrae; and 

sliding the implant along the length of the insertion guide to 
position the implant in the space betWeen adjoining ver 
tebrae, Wherein the implant is slidably attached to the 
insertion guide by the surface con?gurations, Wherein 
the cage is deformed to conform the at least one of the 
?rst or second side surfaces of the cage to a shape of a 
curved portion of the insertion guide as Well as to a shape 
of a straight portion of the insertion guide as the implant 
is slid alone the length of the insertion guide. 

12. The method of claim 11 further comprising removing 
the insertion guide from the space betWeen adjoining verte 
brae leaving the implant in position in the space betWeen the 
adjoining vertebrae. 

13. The method of claim 11, Wherein the insertion guide 
and implant are inserted using a transforaminal posterior 
lumbar interbody fusion (T-PLIF) technique. 
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