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(57) ABSTRACT 

A method for detecting increasing memory consumption of 
an application program is provided. The method includes 
monitoring memory consumption at an allocation site and 
updating an allocation site threshold value each time the 
memory consumption increases. The method further includes 
increasing a groWth period counter each time the allocation 
site threshold value increases in a current time period. The 
method yet also includes comparing the groWth period 
counter to a groWth threshold. The method yet further 
includes, if the groWth period counter is greater or equal to the 
groWth threshold, computing an elapse time, Which is the time 
between the current time period and a previous groWth period. 
The method moreover includes comparing the elapse time to 
a time threshold. The method in addition includes, if the 
elapse time is less than the time threshold, reporting the 
allocation site as a potential source of the increasing memory 
consumption. 

22 Claims, 4 Drawing Sheets 
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EFFICIENT DETECTION OF SOURCES OF 
INCREASING MEMORY CONSUMPTION 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

The present invention is related to the patent application 
entitled “Identifying Sources of Memory Retention,” by Fin 
deisen et al., application Ser. No. 11/232,330, ?led on Sep. 21, 
2005, now US. Pat. No. 7,765,528, Which is incorporated 
herein by reference. 

BACKGROUND OF THE INVENTION 

Advances in technology have proliferated computer usage. 
Today, computer systems have become an integral part of 
everyday life. As modern society becomes more dependent 
upon computer systems, time and resources are being spent in 
order to assure the continual groWth in the computer industry 
by minimizing users ’ frustration and increasing users ’ trust in 
the computer system. 
A common problem that has frustrated users and has under 

mined the trust in the computer system is application failure. 
An application failure may occur When memory is insu?i 
cient in a computer system. In computer processing, memory 
is a limited resource that typically has to be shared among the 
various different applications of a computer system. During 
processing, one or more portions of memory may be allocated 
to an application program. In an ideal situation, the applica 
tion program may release one or more portions of memory 
that are not being utiliZed by the application program thus 
enabling the freed portions of memory to be available for 
re-allocation. 

Releasing one or more portions of memory may be per 
formed by the application program or by an automatic 
memory management system. An application program may 
provide explicit instructions to release one or more portions 
of memory that are not being utiliZed by the application 
program. HoWever, the dependence upon the application pro 
gram to provide the necessary instruction for memory man 
agement may be susceptible to programming errors. In an 
example, a programmer may forget to provide instruction for 
performing memory management in one section of the code. 
As a result, one or more portions of memory may be held even 
though the memory may not be utiliZed nor needed resulting 
in memory leak. A memory leak can cause poor application 
performance or even application failure. 
Some programming languages, such as Java, have imple 

mented automatic memory management system (e.g., gar 
bage collection) to dynamically handle memory manage 
ment. With automatic memory management system, unused 
portions of memory are released in order to be re-allocated by 
the application in the future. By implementing automatic 
memory management system, memory management is no 
longer dependent upon the skill of the programmers to assure 
that unused portions of memory are released in a timely 
manner. HoWever, even automatic memory management sys 
tems may be unable to prevent increasing memory consump 
tion by an application if the total amount of memory occupied 
by objects referenced by the application groWs over time. 
Increasing memory consumption generally occurs due to 
?aWs in the application logic. In an example, the application 
program may have failed to designate a siZe limit to a data 
structure, such as a cache. As a result, the cache may groW 
Without limits resulting in increasing memory consumption. 

Traditional tools for increasing memory consumption 
analysis (e.g., Wily’s Leak Hunter, Mercury’s Diagnostics, 
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2 
etc.) usually focus on detecting groWing Java collection 
objects. In an example, memory analysis tools may track 
individual collection objects. If a collection object groWs too 
fast, too large, or for a long time, the tools may report the 
collection object as a potential source of memory leak. With 
these tools, a collection obj ect’s groWth may have to surpass 
a threshold (e.g., time, siZe, etc.) before the collection object 
is identi?ed as a potential memory leak. 

In another example of an increasing memory consumption, 
a Java collectionA may be created. After processing has been 
performed, the Java collection A may have been garbage 
collected. HoWever, before the Java collection A has been 
garbage collected, another Java collection B may have been 
created and the content of the previous Java collectionA may 
have been copied into the neW Java collection B. Thus, if these 
actions are performed repeatedly by an application, even 
though the previous Java collection may have been garbage 
collected, each time a neW Java collection is created the siZe 
of the Java collection may be groWing. The groWth of each 
neW Java collection may continue Without restraint until an 
application failure/abort occurs. 
The task of identifying the root causes of increasing 

memory consumption can be tedious and time consuming. 
Further, the task of identifying increasing memory consump 
tion in a large business critical environment, such as a 
deployed Internet server environment, can be especially dif 
?cult. In such a critical environment, programmers generally 
do not have the luxury of shutting doWn the application pro 
gram in order to identify the source of the increasing memory 
consumption. HoWever, if the root cause of the increasing 
memory consumption is not identi?ed, an increased demand 
on limited memory resources may sloW doWn the application 
and ultimately cause total application failure. 

SUMMARY OF INVENTION 

The invention relates, in an embodiment, to a method for 
detecting increasing memory consumption of an application 
program in a computer system. The method includes moni 
toring memory consumption at an allocation site. An alloca 
tion site is a location in the application program Where a neW 
object is created. The method also includes updating an allo 
cation site threshold value each time the memory consump 
tion at the allocation site increases. The method further 
includes increasing a groWth period counter each time the 
allocation site threshold value increases for the allocation site 
in a current time period. The method yet also includes com 
paring the groWth period counter to a groWth threshold. The 
method yet further includes, if the groWth period counter is 
greater or equal to the groWth threshold, computing an elapse 
time, Which is the time betWeen the current period and a 
previous groWth period. The method moreover includes com 
paring the elapse time to a time threshold. The method in 
addition includes, if the elapse time is less than the time 
threshold, reporting the allocation site as a potential source of 
the increasing memory consumption. 

In another embodiment, the invention relates to an article 
of manufacture comprising a program storage medium hav 
ing computer readable code embodied therein. The computer 
readable code is con?gured to detect increasing memory con 
sumption of an application program in a computer system. 
The article of manufacture includes computer readable code 
for monitoring memory consumption at an allocation site, 
Which is a location in the application program Where a neW 
object is created. The article of manufacture also includes 
computer readable code for updating an allocation site thresh 
old value each time the memory consumption at the allocation 
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site increases. The article of manufacture further includes 
computer readable code for increasing a growth period 
counter each time the allocation site threshold value increases 
for the allocation site in a current time period. The article of 
manufacture yet also includes computer readable code for 
comparing the groWth period counter to a groWth threshold. 
The article of manufacture yet further includes computer 
readable code for computing, if the groWth period counter is 
greater or equal to the groWth threshold, an elapse time, Which 
is the time betWeen the current period and a previous groWth 
period. The article of manufacture moreover includes com 
puter readable code for comparing the elapse time to a time 
threshold. The article of manufacture in addition includes 
computer readable code for reporting, if the elapse time is less 
than the time threshold, the allocation site as a potential 
source of the increasing memory consumption. 
The above summary relates to only one of the many 

embodiments of the invention disclosed herein and is not 
intended to limit the scope of the invention, Which is set forth 
in the claims herein. These and other features of the present 
invention Will be described in more detail beloW in the 
detailed description of the invention and in conjunction With 
the folloWing ?gures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by Way of example, and 
not by Way of limitation, in the ?gures of the accompanying 
draWings and in Which like reference numerals refer to similar 
elements and in Which: 

FIG. 1A shoW a prior art ?oW chart example of a Way a 
traditional memory analysis tool interfaces With the applica 
tion by tracking Java collection objects. 

FIG. 1B shoWs a prior art example of a How chart imple 
menting a memory analysis tool for detecting potential 
memory leak. 

FIG. 2A shoWs, in an embodiment of the invention, a How 
chart example of a Way a memory analysis tool interfaces 
With the application by tracking memory consumption on an 
allocation site. 

FIG. 2B shoWs, in an embodiment, a How chart example of 
a method for identifying potential memory leak. 

DETAILED DESCRIPTION OF EMBODIMENTS 

The present invention Will noW be described in detail With 
reference to a feW embodiments thereof as illustrated in the 
accompanying draWings. In the folloWing description, 
numerous speci?c details are set forth in order to provide a 
thorough understanding of the present invention. It Will be 
apparent, hoWever, to one skilled in the art, that the present 
invention may be practiced Without some or all of these spe 
ci?c details. In other instances, Well knoWn process steps 
and/ or structures have not been described in detail in order to 
not unnecessarily obscure the present invention. 

Various embodiments are described hereinbeloW, includ 
ing methods and techniques. It should be kept in mind that the 
invention might also cover articles of manufacture that 
includes a computer readable medium on Which computer 
readable instructions for carrying out embodiments of the 
inventive technique are stored. The computer readable 
medium may include, for example, semiconductor, magnetic, 
opto-magnetic, optical, or other forms of computer readable 
medium for storing computer readable code. Further, the 
invention may also cover apparatuses for practicing embodi 
ments of the invention. Such apparatus may include circuits, 
dedicated and/or programmable, to carry out tasks pertaining 
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4 
to embodiments of the invention. Examples of such apparatus 
include a general-purpose computer and/ or a dedicated com 

puting device When appropriately programmed and may 
include a combination of a computer/computing device and 
dedicated/ pro grammable circuits adapted for the various 
tasks pertaining to embodiments of the invention. 
As aforementioned, traditional memory analysis tools have 

focused on tracking groWing Java collection objects and iden 
tify groWth attributes (e. g., time, siZe, rate, etc.) that surpass a 
threshold. To facilitate discussion, prior art FIG. 1A shoWs an 
example of a How chart illustrating hoW a traditional tool 
reacts to a neW collection created by the application. Consider 
the situation Wherein, for example, a neW object allocation 
has occurred in the application program. 

At a ?rst step 102, the tool may check to determine if the 
neW object is a collection, Which is a class that is capable of 
storing one or more data items. 

If the neW object is not a collection, then at a next step 106, 
the program may continue processing. 

If the neW object is a collection, then at a next step 104, the 
neW object is placed into the registry (R) maintained by the 
tool. Those skilled in the art are aWare that an implementation 
of the registry (R) is possible, for example, by using Java 
Weak references or by methods beyond Java programming 
language. After the neW object is placed into registry (R), the 
program continues processing at next step 106. 

Prior art FIG. 1B shoWs an example of a How chart imple 
menting a memory analysis tool for detecting potential 
memory leak. Since the tool may scan the registry periodi 
cally for potential memory leaks, some time may elapse 
betWeen iterations, as shoWn in a next step 108. 

At a next step 110, the memory analysis tool may make a 
copy of the registry (R). In an example, a copy of registry (R) 
is placed into queue (Q). A copy of the registry (R) is 
employed in order to prevent unintentional changes to the 
registry (R). 
At a next step 112, the memory analysis tool may check to 

determine if queue (Q) is emptied or if queue (Q) currently 
holds at least one collection (C). If the queue (Q) is emptied, 
no further processing is needed since there remains no unex 
amined collection (C). Thus, the method may proceed back to 
step 108 to Wait for the next memory analysis iteration. If the 
queue (Q) is not emptied, then at a next step 114, any (e.g., 
?rst) collection (C) is extracted for analysis and removed 
from queue (Q). 
At a next step 116, the memory analysis tool may check to 

determine if the collection (C) has been garbage collected. If 
the collection (C) has already been garbage collected, the tool 
may remove the collection (C) from registry (R), at a next step 
118. Then the tool may proceed to a next step 130 to clear any 
previous report about collection C before returning back to 
next step 112 to analyZe any remaining collection from the 
queue (Q). HoWever, if the collection (C) has not yet been 
garbage collected, then at a next step 120, the memory analy 
sis tool may analyZe the collection (C) to determine the siZe of 
the collection. 

At a next step 122, the siZe of collection (C) is compared to 
a threshold. The threshold may be prede?ned, may be con 
stant, and/ or may be a variable. If the siZe of the collection (C) 
is beloW the threshold, the tool may proceed to next step 130 
to clear any previous report about collection C before retum 
ing to next step 112 to analyZe the remaining collections from 
the queue (Q). HoWever, if the siZe of the collection (C) is 
above a threshold, then the memory analysis tool may analyZe 
the history of groWth for the collection (C) to determine if the 
collection (C) is a memory leak, at a next step 124. 
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At a next step 126, the memory analysis tool may make a 
determination on Whether or not the collection (C) is a 
memory leak. If the collection (C) is a memory leak, then at a 
next step 128, the collection (C) may be reported as a memory 
leak. If the collection (C) is not a memory leak, then at next 
step 130, the memory analysis tool may clear any previous 
memory leak report for collection (C) before returning to next 
step 112 to analyZe the next collection from the queue (Q). 
As can be seen from the example described in prior art 

FIGS. 1A and 1B, most memory leak analysis tools detect 
potential memory leaks by tracking Java collection objects 
and analyzing the groWth history of the tracked collection 
objects. Thus, if a collection object is short-lived, the memory 
leak analysis tools may be unable to detect the collection 
object as a potential memory leak even if the collection 
object’s memory consumption is groWing each time a neW 
collection object is created at the same allocation site. As a 
result, the memory analysis tool may never proceed to next 
step 128, since at next step 116, the collection object has 
already been garbage collected. 

Increasing memory consumption is a “memory leak” prob 
lem that can cause serious negative ?nancial impact. Consider 
the situation Wherein, for example, a server application is 
servicing thousands of clients. In the ?rst session, a tempo 
rary object may be created. Once the ?rst session has termi 
nated, the object may be garbage collected. HoWever, due to 
a logical ?aW in the application program, the content of the 
object from the ?rst session may be copied into the object 
created in second session resulting in a memory footprint 
groWth during the second session. Thus, even though an auto 
matic memory management system may be employed to gar 
bage collect the temporary object, the automatic memory 
management system is unable to resolve for the increasing 
memory consumption problem. Over time, the memory foot 
print may continue to groW causing deterioration in applica 
tion performance and may even result in an application fail 
ure. 

Although increasing memory consumption may occur in 
smaller applications, increasing memory consumption in 
long running applications, such as deployed Web applica 
tions, is typically more severe, since the memory leaks accu 
mulate over time. Also, increasing memory consumption may 
be harder to diagnose. The long running applications tend to 
be more complex. Also, since the deployed applications are 
serving customers, the developers usually do not have the 
luxury of stopping the application programs to analyZe the 
cause of increasing memory consumption. 

In one aspect of the invention, the inventors herein realiZed 
that increasing memory consumption is not limited to only 
collection classes (e.g., Java collection classes). Instead, 
increasing memory consumption seems to occur When arrays 
are being utiliZed in an application program, regardless if the 
array is created by a collection class. The inventors further 
realiZed that since each array in Java has a ?xed siZe tracking 
the siZe of an array to identify increasing memory consump 
tion may not be a possibility. Instead, the inventors realiZed 
that instead of tracking an array, memory consumption at an 
array allocation site might be monitored instead. As discussed 
herein, an allocation site refers to a location in the code of the 
application program Where a neW object may be created. 

In accordance With embodiments of the present invention, 
a method for detecting sources of increasing memory con 
sumption is provided. Embodiments of the invention also 
provide an algorithm for dynamically tracking the array siZes 
at array allocation sites Within an application program to 
identify potential sources of memory leak. Embodiments of 
the invention further reduce the potential of false positives by 
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6 
incorporating an elapsed time factor to account only for 
groWth in array siZes that may occur over a long time period. 

In this document, various implementations may be dis 
cussed using Java as an example. This invention, hoWever, is 
not limited to Java and may include any programming lan 
guage that may employ arrays. In particular, automatic 
memory management is not required. Instead, the discussions 
are meant as examples and the invention is not limited by the 
examples presented. 

In an embodiment of the invention, a method for detecting 
sources of increasing memory consumption is provided. The 
method may include identifying the potential sources of 
increasing memory consumption and analyZing the potential 
sources to determine Whether or not a memory leak exists. 

In an embodiment of the invention, as each neW array is 
allocated at an allocation site, the memory consumption at an 
allocation site may be monitored. To determine memory con 
sumption, each neW array siZe is compared to the allocation 
site threshold value. The allocation site threshold value is 
updated With the siZe of the neW array if the neW array siZe is 
larger than the current allocation site threshold value. Thus, 
the allocation site threshold value represents the maximum 
siZe for an array that has been allocated at a speci?c allocation 
site. As a result, an increase in the allocation site threshold 
value may indicate that the memory consumption at an allo 
cation site is groWing. 

In an embodiment of the invention, the method may also 
monitor the time When the allocation site threshold value may 
have last groWn. In an example, if the allocation site threshold 
value groWs in a given time period (e.g., current time period), 
the given time period may be designated as a groWth period 
for the allocation site. 
By analyZing the groWth period pattern of an allocation 

site, potential memory leak may be identi?ed. In an embodi 
ment, to be reported as a suspected source of memory leak the 
groWth period pattern may have to pass tWo threshold tests. In 
the ?rst threshold test, the number of groWth periods may 
have to be greater than a groWth threshold. The groWth thresh 
old may be a prede?ned constant or may be dynamically 
adjusted according to a set of conditions. 
The second threshold test may not be performed unless the 

?rst threshold test has been met, in an embodiment. In the 
second threshold test, the elapsed time betWeen the current 
groWth period and the previous groWth period may be ana 
lyZed. If the elapsed time since the last groWth period at an 
allocation site exceeds a time threshold, the algorithm may 
consider the second threshold test as not being met. By imple 
menting the second threshold test, the number of false posi 
tives may be substantially reduced. In an example, allocation 
sites that may shoW some sign of increasing memory con 
sumption may not actually be a potential source of memory 
leak if no groWth has been observed over a signi?cant amount 
of time. 

If both threshold tests are passed, then the algorithm may 
identify the allocation site as a source of increasing memory 
consumption and may report the allocation site as a suspected 
source for a memory leak. In an embodiment, a set of stack 
traces may be collected if an allocation site is identi?ed as a 
potential memory leak source in order to provide the devel 
oper With diagnostic data for debugging at a later date. 
The features and advantages of the present invention may 

be better understood With reference to the ?gures and discus 
sions that folloW. 

FIG. 2A shoWs, in an embodiment of the invention, a How 
chart example of tracking memory consumption for an allo 
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cation site. Consider the situation Wherein, for example, a 
neW object allocation has occurred in the application pro 
gram. 
At a ?rst step 202, the method may check to determine if 

the neW object is an array. Since arrays may be employed to 
create a variety of different data structures, the invention may 
be employed to detect potential memory leaks in a variety of 
different application elements. 

If the neW object is not an array, then the method may 
proceed to a next step 214 to continue execution of the appli 
cation program. 

HoWever, if the neW object is an array, then at a next step 
204, the siZe of the neW array is compared against the thresh 
old value of the allocation site. 

If the siZe of the neW array is not larger than the threshold 
value of the allocation site, then the method may proceed to 
next step 214 to continue executing the application program. 

HoWever, if the neW array is larger than the threshold value 
of the allocation site, then at a next step 206, the threshold 
value is updated With the siZe of the neW array. In an embodi 
ment, the threshold value is the maximum array siZe that has 
been encountered at a particular allocation site. Since the 
threshold value is only replaced When a larger array siZe is 
encountered, the threshold value may only increase. 
At a next step 208, the method may check to determine if 

the current time period (CTP) has already been marked as a 
groWth period for the allocation site. In an embodiment, the 
execution time of the application program may be split into 
consecutive time periods, identi?ed by natural numbers (i.e., 
l, 2, etc.). The time periods may be either ?xed or variable 
depending upon the implementation of the invention. For 
example, assume in this scenario that a current time period is 
de?ned as every 1 second. In a given second, one or more 
arrays may have been created in a speci?c allocation site. If 
during a current time period, the threshold value of the allo 
cation site has already been adjusted upWard and the current 
time period has already been marked as a groWth period, then 
the method does not have to do further processing. Instead, 
the method may proceed to next step 214 to continue execut 
ing the application program. 

HoWever, if the current time period has not yet been 
marked as a groWth period, and the threshold value of the 
allocation site has increased, then at a next step 210, the 
current time period is marked as a groWth period for the 
allocation site. As discussed herein, a groWth period refers to 
the time period during Which the siZe of a neW array is larger 
than the threshold value for an allocation site. 

To keep track of the number of groWth periods for a par 
ticular allocation site, a counter may be employed. At a next 
step 212, a counter may be increased by one each time a 
current time period for an allocation site is marked as a groWth 
period. 

FIG. 2B shoWs, in an embodiment, a How chart example of 
a method for identifying potential memory leak. In an 
embodiment, identifying potential memory leak may be per 
formed by a memory consumption analysis tool. Since a 
memory consumption analysis tool may scan the allocation 
sites periodically for potential memory leak, some time may 
elapse betWeen iterations, as shoWn in a next step 250. 
At a next step 252, a list of allocation sites for the applica 

tion program is copied into a queue (Q). 
At a next step 254, the memory consumption analysis tool 

may check to determine if queue (Q) is emptied. In an 
example, the memory consumption analysis tool may check 
to determine if queue (Q) currently holds any allocation 
site (S). 
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8 
If the queue (Q) is emptied, the current time period is 

increased by one, at a next step 256. In an embodiment, a 
counter may be employed to keep track of current time period. 
In an embodiment, once the counter of the current time period 
has been increased, no further check for potential memory 
leak is performed until the next time period. 

HoWever, if the queue (Q) is not emptied, then at a next step 
258, an allocation site (S) is extracted for analysis and 
removed from queue (Q). 

At a next step 260, the groWth period counter for allocation 
site (S) is compared against a threshold 2 (i.e., groWth thresh 
old). In an embodiment, the threshold 2 (i.e., groWth thresh 
old) is con?gurable and may be a constant or a variable. 

If the groWth period counter for allocation site (S) is not 
greater than the threshold 2 (i.e., groWth threshold), then the 
memory consumption analysis tool may return to next step 
254 to analyZe the next allocation site (S) in queue (Q). 

HoWever, if the groWth period counter for allocation site 
(S) is greater than the threshold 2 (i .e., groWth threshold), then 
at a next step 262, the history of the groWth period for allo 
cation site (S) may be analyZed to determine if a potential 
memory leak exist. Further discussion about the algorithms 
that may be implemented for analyZing the history of the 
groWth period Will be provided later in the discussion of the 
pseudo code. 

Based on the analysis, at a next step 264, the memory 
consumption analysis tool may make a determination on 
Whether allocation site (S) is a potential memory leak. 

If the memory consumption analysis tool determines that 
increasing memory consumption is not occurring at alloca 
tion site (S) (e.g., allocation site (S) is not a potential memory 
leak source), then at a next step 266, the memory consump 
tion analysis tool may clear previous potential memory leak 
reports for allocation site (S). 

HoWever, if the memory consumption analysis tool deter 
mines that increasing memory consumption is occurring at 
allocation site (S), then at a next step 268, the memory con 
sumption analysis tool may report allocation site (S) as a 
potential memory leak. In an embodiment, a noti?cation may 
be provided to an operator managing the deployed application 
program. With this noti?cation the operator may be able to 
plan for possible application problems, such as sloWer per 
formance and/or application failure. In an embodiment, a 
report detailing the potential problems may be provided in a 
diagnostic tool for the developers of the application program. 
The memory consumption analysis tool for monitoring 

memory consumption for an allocation site in FIGS. 2A and 
2B accounts for potential increasing memory consumption 
(e.g., memory leak) that may occur in both standard collec 
tion classes and in other classes by monitoring arrays. In the 
prior art, increasing memory consumption has been dif?cult 
to identify if the observed object had a short lifespan. 
The method described in FIGS. 2A and 2B provide a light 

Weight solution for determining increasing memory con 
sumption. In an embodiment, the method relies on a feW 
variables (e.g., threshold value of an allocation site, a groWth 
period counter, etc.) to keep track of hoW much and hoW often 
an allocation site may have groWn over time. Also, as time 
progresses, the ability to determine Whether or not an alloca 
tion site is a potential memory leak is re?ned as more data is 
gathered about the allocation site. Thus, the method provides 
a built-in mechanism (e. g., elapsed time) to substantially 
eliminate false positives. 
A pseudo code example has been provided beloW to illus 

trate hoW the method described in FIGS. 2A and 2B may be 
implemented. 
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The method provides an algorithm for analyzing each new 
array that is created in the application. Since each array object 
has a ?xed size, tracking array objects to determine increasing 
memory consumption is not helpful. However, analyzing the 
growth in size of each new array that may be created for a 
speci?c allocation site may be useful in identifying potential 
memory leak. In an embodiment, the algorithm may de?ne 
each allocation site as a variable with an associated data 
structure, as shown in Pseudo Code Part 1 

Pseudo Code Part 1: 

class AllocationSite { //line 1 
int thresholdl; //line 2 
int peakPeriod; //line 3 
int nGrowthPeriods; //line 4 
(optional) Set of STACKiTRACES; //line 5 

//line 6 

In Pseudo Code Part 1, the data structure for allocation site 
(shown on line 1) may include a ?nite number of data ele 
ments. 

In an embodiment, the allocation site variable may include 
the value of threshold 1 (shown on line 2). Threshold 1 (i.e., 
allocation site threshold value) represents the maximum size 
of the array that has been created at an allocation site. The 
value of threshold 1 (i.e., allocation site threshold value) may 
increase over time during the execution of an application 
program, in an embodiment. 

In another embodiment, the allocation site variable may 
include the value of the peakPeriod (shown on line 3). The 
value for peakPeriod may represent the last current time 
period which was a growth period. In other words, the peak 
Period is the last time threshold 1 (i.e., allocation site thresh 
old value) has increased. 

In yet another embodiment, the allocation site variable may 
include the value of nGrowthPeriods (shown on line 4). The 
value for nGrowthPeriods may represent the number of times 
a growth period has occurred for the allocation site. In other 
words, the value for nGrowthPeriods is the growth period 
counter. 

In yet another embodiment, the variable allocation site may 
also include a set of stack traces (shown on line 5). Stack 
traces may be collected to provide the developers with debug 
ging information about the potential memory leak. Stack 
traces may provide the developers with a precise location 
where a logic ?aw in the application program may be causing 
the potential memory leak. Since collecting stack traces may 
have the potential to consume a lot of the computer resources, 
stack traces may be collected only once during a growth 
period, in an embodiment. In another embodiment, stack 
traces may not be collected until an allocation site is deter 
mined to be a potential memory leak source. 

The method described in FIG. 2A may be implemented as 
shown in Pseudo Code Part 2. 

Pseudo Code Part 2: 

void newArrayAllocation (int size, AllocationSite site) { //line 7 
if (size > sitethresholdl) { //line 8 

if (CTP > SitepeakPeriod) { //line 9 
SitepeakPeriod = CTP; //line 10 
site.nGrowthPeriods ++; //line 11 

if (site.nGrowthPeriods >= threshold3) { //line 12 
SIteCOLLECTiSTACKTRACE ( ); //line 13 

} //line 14 
} //line 15 
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sitethresholdl = size; //line 16 

} //line 17 
} //line 18 

Pseudo Code Part 2 may be executed by an application 
thread each time a new array is allocated. 

Line 7 describes what the algorithm does whenever a new 
array is created by an application, in an embodiment. The new 
array is described by an array size and is associated with an 
allocation site (i.e., allocation site variable as declared in line 
1 of Pseudo Code Part 1). Line 7 is an example ofan imple 
mentation of step 202 of FIG. 2A. 

The algorithm may then compare the size of the new array 
against threshold 1 (as shown in line 8). Line 8 is an example 
of an implementation of step 204 of FIG. 2A. 

If the size of the new array is greater than threshold 1 (i.e., 
allocation site threshold value), the threshold 1 may be 
updated with the new array size (as shown in Line 16). Line 16 
is an example of an implementation of step 206 of FIG. 2A. 

Besides updating threshold 1 (i.e., allocation site threshold 
value), the algorithm may also compare the current time 
period (CTP) against peakPeriod (as shown in Line 9). In 
other words, the algorithm is checking to make sure that the 
current time period has not already been marked as a growth 
period. Line 9 is an example of an implementation of step 208 
of FIG. 2A. 

If the current time period is greater then the peakPeriod, 
then the algorithm may set the peakPeriod to be the current 
time period (as shown in Line 10). In an example, the current 
time period is marked as a growth period. The algorithm may 
also increase the growthperiod counter (as shown in Line 1 1). 
Line 10 and line 11 are examples of implementations of steps 
210 and 212 of FIG. 2A. 
As mentioned above, stack traces collection may be a 

heavy consumer of computer resources. Thus, to minimize 
unnecessary resource drain, stack traces may be collected 
only if a potential memory leak is identi?ed, in an embodi 
ment. Lines 12 and 13 provide the conditions under which a 
set of stack traces may be collected. In an embodiment, the set 
of stack traces may be collected if the nGrowthPeriods is 
greater than or equal to a threshold 3 (i.e., stack trace thresh 
old). Similar to the other thresholds, threshold 3 may be either 
a constant or a variable depending upon the implementation 
of the invention. 
The method described in FIG. 2B may be implemented as 

shown in Pseudo Code Part 3. In particular, Pseudo Code Part 
3 contains an example of simple implementations of steps 260 
(line 20) and 262 (line 21) of FIG. 2B. 

Pseudo Code Part 3: 

boolean isSiteLeaking (AllocationSite entry) { //line 19 
if (enttynGrowthPeriods >= threshold2 && //line 20 
CTP — enttypeakPeriod < threshold4) { //line 21 
return true; //line 22 

} else { //line 23 
return false; //line 24 

} //line 25 
} //line 26 

Pseudo Code Part 3 may be executed by a thread whenever 
a particular allocation site need to be analyzed to determine if 
a potential memory leak may exist. The determination of 
whether or not an allocation site is a suspected source of 
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memory leak may be based on the growth pattern of the 
growth period of the allocation site. 
As shoWn in lines 20 and 21 above, the algorithm may 

perform tWo comparisons. The ?rst comparison is to deter 
mine if the nGroWthPeriods is greater than or equal to a 
threshold 2 (i.e., growth threshold). In an example, neW arrays 
being created at an allocation site are continually increasing 
in siZe resulting in a continual increase in the value of the 
threshold 1 (i.e., allocation site threshold value). As the value 
of threshold 1 (i.e., allocation site threshold value) increases, 
the groWth period counter may also increase accordingly. 

If the nGroWthPeriods is greater than or equal to the value 
of the threshold 2 (i.e., groWth threshold) then a second 
threshold test may have to be met before an application site is 
reported as a potential memory leak source. In the second 
comparison, the algorithm may check to determine if the 
difference betWeen the current time period (CTP) and the 
peakPeriod is less than a threshold 4 (i.e., elapse time thresh 
old). In other Words, the algorithm is taking into account an 
elapse time factor, Which may be a function of the amount of 
time that may have elapsed since the last groWth period. By 
implementing an elapse time factor, the algorithm may sub 
stantially reduce the amount of false positives that may occur. 
In an example, an allocation site may have been initially 
reported as a potential memory leak. However, as time 
progresses, the siZe of the neW arrays being created at the 
allocation site may not be groWing. Thus, each neW time 
period may be further apart from the last groWth period. As a 
result, better identi?cation of potential memory leak sources 
may be achieved as time progresses during the execution of an 
application program. 
As can be appreciated from the forgoing, one or more 

embodiments of the present invention provide an ef?cient 
method for detecting sources of increasing memory con 
sumption. The method may be implemented as a lightWeight 
application (e.g., memory consumption analysis tool) that 
may be utiliZed in performing unobtrusive memory diagnos 
tics of long running applications that are serving critical busi 
ness functions (e.g., actively serving customers) Without 
negatively impacting the performance of the main application 
programs. 
By focusing on monitoring arrays and their associated 

allocation sites, the method provides a more comprehensive 
memory diagnostic tool in term of the different data structures 
that may cause potential memory leak. The method also pro 
vides timely and detailed reports to appropriate parties that 
may have an interest in the maintenance of an application. 
Further, the method may be implemented automatically 
alloWing for a more ef?cient memory diagnostics tool With 
substantially little or no possibility for human errors. The 
ef?cient method of detecting increasing memory consump 
tion described above provide a cost effective and ef?cient 
method of performing a tedious and time consuming task that 
have been expensive and dif?cult to implement in the prior 
art. 

While this invention has been described in terms of several 
preferred embodiments, there are alterations, permutations, 
and equivalents, Which fall Within the scope of this invention. 
Also, the title, summary, and abstract are provided herein for 
convenience and should not be used to construe the scope of 
the claims herein. It should also be noted that there are many 
alternative Ways of implementing the methods and appara 
tuses of the present invention. Although various examples are 
provided herein, it is intended that these examples be illus 
trative and not limiting With respect to the invention. Further, 
in this application, a set of “n” items refers Zero or more items 
in the set. It is therefore intended that the folloWing appended 
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12 
claims be interpreted as including all such alterations, permu 
tations, and equivalents as fall Within the true spirit and scope 
of the present invention. 
What is claimed is: 
1 . A method for detecting increasing memory consumption 

of an application program in a computer system, comprising: 
monitoring memory consumption at an allocation site, said 

allocation site being a location in said application pro 
gram Where a neW object is created; 

updating an allocation site threshold value each time said 
memory consumption at said allocation site increases; 

splitting an application execution time into time periods; 
increasing a groWth period counter each time said alloca 

tion site threshold value increases for said allocation site 
in a current time period, Wherein the groWth period 
counter indicates a number of groWth periods, Where 
each of the groWth periods is a respective one of the time 
periods of the application execution time in Which said 
allocation site threshold value increased; 

comparing said groWth period counter to a groWth thresh 
old; 

if said groWth period counter is greater or equal to said 
groWth threshold, computing an elapse time, said elapse 
time being a difference betWeen a current groWth period 
and a previous groWth period; 

comparing said elapse time to a time threshold; and 
if said elapse time is less than said time threshold, reporting 

said allocation site as a potential source of said increas 
ing memory consumption. 

2. The method of claim 1 Wherein said monitoring at said 
allocation site includes comparing a siZe of the neW object 
against said allocation site threshold value. 

3. The method of claim 1 Wherein said current time period 
is one of a plurality of consecutive time periods during execu 
tion of said application program. 

4. The method of claim 3 Wherein said plurality of con 
secutive time periods is a set of ?xed time periods. 

5. The method of claim 3 Wherein said plurality of con 
secutive time periods is a set of variable time periods. 

6. The method of claim 1, Wherein the method is performed 
by a memory consumption analysis tool, said memory con 
sumption analysis tool being con?gured to scan said alloca 
tion site repeatedly to identify potential increasing memory 
consumption. 

7. The method of claim 1 Wherein said computing of said 
elapse time is performed by analyZing a history of a set of 
groWth periods for said allocation site. 

8. The method of claim 1 further including, if said elapse 
time is less than said time threshold, clearing previous poten 
tial memory leak reports for said allocation site. 

9. The method of claim 1 further including notifying an 
operator of said application program about said increasing 
memory consumption. 

10. The method of claim 1, Wherein updating said alloca 
tion site threshold value comprises: 

comparing a siZe of said neW object to the allocation site 
threshold value; and 

increasing the allocation site threshold value in response to 
the siZe of said neW object being greater than said allo 
cation site threshold value. 

11. An article of manufacture comprising a program stor 
age medium having computer readable code embodied 
therein, said computer readable code being con?gured to 
detect increasing memory consumption of an application pro 
gram in a computer system, said computer readable code 
upon execution in the computer system causing the computer 
system to: 
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monitor memory consumption at an allocation site, said 
allocation site being a location in said application pro 
gram Where a neW object is created; 

update an allocation site threshold value each time said 
memory consumption at said allocation site increases; 

increase a growth period counter each time said allocation 
site threshold value increases for said allocation site in a 
current time period, Wherein the growth period counter 
indicates a number of groWth periods, Where each of the 
groWth periods is a respective one of plural time periods 
of an application execution time in Which said allocation 
site threshold value increased; 

compare said groWth period counter to a groWth threshold; 
compute, if said groWth period counter is greater or equal to 

said groWth threshold, an elapse time, said elapse time 
being a period of time betWeen a current groWth period 
and a previous groWth period; 

compare said elapse time to a time threshold; and 
report, if said elapse time is less than said time threshold, 

said allocation site as a potential source of said increas 
ing memory consumption. 

12. The article of manufacture of claim 11 Wherein said 
monitoring at said allocation site includes comparing a siZe of 
said neW object against said allocation site threshold value. 

13. The article of manufacture of claim 12, Wherein updat 
ing said allocation site threshold value comprises increasing 
said allocation site threshold value in response to the siZe of 
said neW object being greater than said allocation site thresh 
old value. 

14. The article of manufacture of claim 11 Wherein said 
current time period is one of a plurality of consecutive time 
periods during execution of said application program, said 
plurality of consecutive time periods being one of a ?xed set 
of time periods and a variable set of time periods. 

15. The article of manufacture of claim 11 Wherein said 
computer readable code is part of a memory consumption 
analysis tool, said memory consumption analysis tool being 
con?gured to scan said allocation site repeatedly to identify 
potential increasing memory consumption. 

16. The article of manufacture of claim 11 Wherein said 
groWth threshold is con?gurable. 

17. The article of manufacture of claim 11 Wherein said 
computing of said elapse time is performed by analyZing a 
history of a set of groWth periods for said allocation site. 

18. The article of manufacture of claim 11 Wherein said 
computer readable code upon execution causes the computer 
system to further clear, if said elapse time is less than said time 
threshold, previous potential memory leak reports for said 
allocation site. 

19. The article of manufacture of claim 11 Wherein said 
computer readable code upon execution causes the computer 
system to further notify an operator of said application pro 
gram about said increasing memory consumption. 

20. The article of manufacture of claim 11 Wherein said 
computer readable code upon execution causes the computer 
system to further provide a set of reports about said increasing 
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memory consumption, said set of reports including a set of 
stack traces, said set of stack traces being collected to provide 
detail about a logic ?aW in allocation sites of said application 
program. 

21. An article of manufacture comprising a program stor 
age medium having computer readable code embodied 
therein, Wherein the computer readable code upon execution 
causes a computer system to: 

monitor memory consumption at an allocation site of an 
application program Where a neW object is created; 

increase an allocation site threshold value in response to an 
increase in the memory consumption; 

determine a number of groWth periods based on a groWth 
period counter, Wherein each of the groWth periods is a 
corresponding time period of plural time periods of an 
execution time of the application program during Which 
the allocation site threshold value is increased, and 
Wherein the groWth period counter is increased for each 
groWth period; 

in response to detecting the number of groWth periods 
exceeding a groWth threshold, determine Whether an 
elapsed time betWeen a current one of the groWth periods 
and a previous one of the groWth periods is less than a 
time threshold; and 

in response to determining that the elapsed time is less than 
the time threshold, indicate the allocation site as a poten 
tial source of increasing memory consumption. 

22. An article of manufacture comprising a program stor 
age medium having computer readable code embodied 
therein, Wherein the computer readable code upon execution 
causes a computer system to: 

monitor memory consumption at an allocation site of an 
application program Where a neW object is created; 

increase an allocation site threshold value in response to an 
increase in the memory consumption, Wherein increas 
ing the allocation site threshold value comprises: 
comparing a siZe of the neW object to the allocation site 

threshold value; 
Wherein the allocation site threshold value is increased 

in response to the siZe of the neW object being greater 
than the allocation site threshold value; 

determine a number of groWth periods, Wherein each of the 
groWth periods is a corresponding time period of plural 
time periods of an execution time of the application 
program during Which the allocation site threshold value 
is increased; 

in response to detecting the number of groWth periods 
exceeding a groWth threshold, determine Whether an 
elapsed time betWeen a current one of the groWth periods 
and a previous one of the groWth periods is less than a 
time threshold; and 

in response to determining that the elapsed time is less than 
the time threshold, indicate the allocation site as a poten 
tial source of increasing memory consumption. 

* * * * * 


