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AIR CONDITIONING UNIT FOR MOTOR 
VEHICLES AND METHOD FOR ITS 

OPERATION 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims the bene?t of German patent appli 
cation serial no. DE 1020070351102-16 ?led Jul. 20, 2007, 
hereby incorporated herein by reference in its entirety. 

FIELD OF THE INVENTION 

The present invention relates to an air conditioning unit for 
motor vehicles, and more speci?cally to a compression refrig 
erant circuit of an air conditioning unit for motor vehicles. 

BACKGROUND OF THE INVENTION 

Air conditioning units for motor vehicles typically include 
a compressor, a heat exchanger delivering heat, i. e. a con 
denser, or gas cooler, respectively, an expansion element, and 
one or several heat exchangers absorbing heat, for example 
evaporators. The heat-delivering heat exchanger functions to 
cool the refrigerant after having been compressed and heated 
as close as possible to the ambient temperature level. The 
heat-delivering heat exchanger is typically positioned in the 
engine compartment betWeen the head lamps exposed to the 
air stream. When the air stream is insu?icient, functioning of 
the heat-delivering heat exchanger is additionally supported 
by one or several fans. 

Traditional air conditioning units are usually passed by a 
refrigerant that frequently has a composition including ?uo 
rine. Such units are, as a rule, operated in the sub-critical 
mode. That means that the diphase region of the refrigerant is 
passed When the refrigerant is evaporated at the loW tempera 
ture level, as Well as When the refrigerant is condensed at the 
high temperature level. Further, air conditioning units are 
knoWn that function based on natural refrigerants, such as 
carbon dioxide. A refrigeration circuit With carbon dioxide as 
refrigerant functions, as a rule, in the supercritical mode. This 
means that in the refrigerant condition obtained by the com 
pression, both the temperature and the pressure of the com 
pressed carbon dioxide are higher than the critical pressure 
and critical temperature of carbon dioxide. Therefore, during 
subsequent delivery of heat by the refrigerant in the gas 
cooler, the Wet vapor region is not passed. 

It is decisive for the refrigerating capacity of a motor 
vehicle air conditioning unit, particularly in compression 
refrigeration circuits operated above supercritically, to 
achieve a refrigerant temperature as loW as possible before the 
refrigerant is fed to the expansion element. To this end, circuit 
designers usually attempt to approximate the refrigerant tem 
perature in the heat-delivering heat exchanger as close as 
possible to the ambient temperature. 

In many vehicles, it is di?icult to make such an approxi 
mation to the ambient temperature, particularly during a halt 
of the vehicle or under unfavorable ambient conditions. On 
the cooling airside, for example, due to heated pavement 
surface or back?oW from the engine compartment, the input 
temperature of the cooling air may be signi?cantly higher 
than the ambient temperature. This undesired preheating of 
the cooling air may often even be by 20 to 25 degrees centi 
grade. Also oil coolers and charge-air coolers positioned 
upstream contribute to this effect. Even if the temperature of 
the refrigerant Was loWered to the temperature of this rela 
tively hot cooling air, Which is virtually impossible by mere 
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2 
heat transfer, the resulting cooling effect, hence the refrigera 
tion capacity, Would be insu?icient in many cases. As a con 
sequence, depending on the circuit design, the optimal high 
pressure or the necessary refrigeration capacity, respectively, 
can no longer be realiZed. A decrease in the COP and an 
increase in the poWer demand of the compressor drive result. 
In particular, at high ambient temperatures, Where a high 
refrigeration capacity is normally required, these effects are 
markedly negative, not compatible With the comfort demands 
as having become usual in the meantime. 

It is knoWn to increase the capacity of an air conditioning 
unit for motor vehicles by passing the refrigerant through 
branched ?oW paths, for example, using an internal heat 
exchanger With separated ?oWs upstream of an evaporator. 
Documents WO 2005/059449Al and DE l0060ll4Al are 
illustrative of such a design. HoWever, such a design places 
relatively high installation demands for the realiZation of the 
various ?oW paths and the great number of line connections. 

Further, it is knoWn to cool the refrigerant before it is fed to 
a condenser/ gas cooler. This, for example, can be obtained in 
that betWeen the compressor and the throttling device of an air 
conditioning unit an additional heat exchanger is provided 
that extracts heat from the compressed refrigerant before the 
refrigerant reaches the condenser/gas cooler. Document DE 
10231645Al is illustrative of such a design. In this Way, the 
inlet temperature on the hot side of the condenser/ gas cooler 
is reduced. HoWever, the problem of a too high ambient 
temperature as the loWest theoretically achievable refrigerant 
temperature at the outlet of the heat-delivering heat 
exchanger remains unsolved With this solution. 

It is further knoWn to reduce the temperature of the refrig 
erant before the inlet into an evaporator by that before the 
evaporator a heat exchanger is installed Where heat is 
extracted from the refrigerant in countercurrent mode by 
evaporating liquid Water. For this, the Water to be evaporated 
is supplied from the collected condensate of the air condition 
ing unit and fed to the heat exchanger. Document DE 
10159148Al is illustrative of such a design. This solution is 
disadvantageous in that the formation of condensate and the 
ef?ciency of the evaporation strongly depend on the ambient 
conditions, particularly the humidity of the air. Hence the 
supporting function of such an assembly can only be con 
trolled Within narroW limits. Furthermore, functioning of this 
additional cooling depends on the operational state of the air 
conditioning circuit. At least a certain operational time in 
advance is necessary until a suf?cient condensate How Will 
have started to supply the additional heat exchanger With 
condensate. 

It is also knoWn to include in the refrigerant circuit a cold 
store sWitched in series that, especially When the refrigerating 
capacity of the evaporator is not suf?cient or not available, 
provides a cooling potential. Document DE 10258618B3 is 
illustrative of such a design. Such systems are preferably used 
for the air conditioning of motor vehicles at rest, serving to 
cool the passenger cell before the compression circuit of the 
real air conditioning unit has developed its full effect. 

It Would be desirable to produce an air conditioning unit for 
a vehicle that provides suf?cient refrigerating capacity at a 
maximiZed ef?ciency under critical conditions such as at high 
ambient temperatures and periods When the vehicle is station 
ary. 

SUMMARY OF THE INVENTION 

Compatible and attuned With the present invention, an air 
conditioning unit for a vehicle that provides su?icient refrig 
erating capacity at a maximiZed ef?ciency under critical con 
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ditions such as high ambient temperatures and periods When 
the vehicle is stationary, has surprisingly been discovered. 
An aspect of the invention is based on supporting the heat 

delivery function of the compression refrigeration circuit in 
air conditioning units for motor vehicles. The support is real 
iZed in that an additional heat sink is inserted in the compres 
sion refrigeration circuit. The heat sink is added to the com 
pression refrigeration circuit doWnstream of the heat 
delivering heat exchanger. The thermal properties of the heat 
sink are sWitchable and/or controllable. The function of the 
heat sink, namely, removing heat from the refrigerant of the 
compression refrigeration circuit, is realiZed primarily 
decoupled from the operational state of the compression 
refrigeration circuit. In the Whole, the invention enables effec 
tive, de?ned cooling of the refrigerant in the compression 
refrigeration circuit of an air conditioning unit for motor 
vehicles to be realiZed according to the demand. Thus, the 
invention comprises an air conditioning unit for motor 
vehicles With a compression refrigeration circuit Where a 
refrigerant circulates, at least one compressor comprehen 
sively sWitched in series With respect to ?uid ?oW upstream of 
a heat-delivering heat exchanger, and an expansion element 
upstream of a heat-absorbing heat exchanger, Whereby an 
additional heat exchanger is integrated into the ?oW path 
leading from the outlet of the heat-delivering heat exchanger 
to the expansion element, the additional heat exchanger ther 
mally coupled to at least one cooling means, the temperature 
of Which can be put to values beloW the temperature of the 
refrigerant in the compression refrigeration circuit at the posi 
tion of the refrigerant’ s out?oW from the heat-delivering heat 
exchanger. The invention can be advantageously used if, fur 
ther, an internal heat exchanger is included that, on the one 
hand, is integrated into the ?oW path leading from the heat 
absorbing heat exchanger to the compressor and, on the other 
hand, is integrated into the ?oW path leading from the heat 
delivering heat exchanger to the expansion element, and is 
sWitched With respect to ?uid ?oW in series With the addi 
tional heat exchanger acting as heat sink according to the 
invention. 

The invention is advantageously based on an air condition 
ing unit for motor vehicles With a compression refrigeration 
circuit Where a refrigerant circulates, at least one compressor, 
comprehensively sWitched in series With respect to ?uid ?oW, 
upstream of a heat-delivering heat exchanger, and an expan 
sion element upstream of a heat-absorbing heat exchanger, 
Whereby furthermore, especially in supercritically operated 
compression refrigeration circuits, an internal heat exchanger 
is included that, on the one hand, is integrated into the ?oW 
path leading from the heat-absorbing heat exchanger to the 
compressor and, on the other hand, is integrated into the ?oW 
path leading from the heat-delivering heat exchanger to the 
expansion element, Whereby an additional heat exchanger is 
integrated into the ?oW path leading from the outlet of the 
heat-delivering heat exchanger to the internal heat exchanger, 
the additional heat exchanger thermally coupled to at least 
one cooling means, the temperature of Which can be put to 
values beloW the temperature of the refrigerant in the com 
pression refrigeration circuit at the position of the refriger 
ant’s out?oW from the heat-delivering heat exchanger. The 
invention can also be used in air conditioning units Where the 
refrigerant in the compression refrigeration circuit comprises 
compressed carbon dioxide. Cooling means in terms of the 
invention are technical mediums and devices, the temperature 
of Which can be speci?cally decreased, or that are required, 
respectively, for decreasing the temperature. They are not 
limited to refrigerants and/or cooling ?uids, but include them. 
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4 
For operating an air conditioning unit according to the 

invention, processes for the operation of air conditioning 
units for motor vehicles are suitable including the above 
mentioned components of a compression refrigeration circuit 
Where a refrigerant circulates, if at least one parameter that 
depends on the temperature of the refrigerant at the position 
of the refrigerant’s output from a heat exchanger that delivers 
heat to the ambience is measured or manually judged, and 
dependent on the value of this parameter the temperature of at 
least one cooling means, Which is thermally coupled to the 
compression refrigeration circuit over an additional heat 
exchanger, Which is positioned With respect to ?uid ?oW 
doWnstream of the heat exchanger that delivers heat to the 
ambience and upstream of an expansion element, preferably 
an internal heat exchanger, is decreased. For that to realiZe, 
the temperature of the refrigerant itself or the surface tem 
perature of the refrigerant-leading line can be measured as a 
parameter that depends on the temperature of the refrigerant 
at the position of its out?oW from the heat exchanger that 
delivers heat to the ambience. The manual judgment of such 
a parameter can be the mere establishment that the tempera 
ture subjectively felt in the driver cab is too high. 
Automated operation of an air conditioning unit according 

to the invention can, for example, be obtained by that the 
temperature of the refrigerant is automatically reduced When 
the value of the measured parameter exceeds a threshold 
value. It is particularly advantageous if hereby the tempera 
ture of the refrigerant is reduced in a controlled manner, 
Whereby the measured parameter is used as control variable. 
That means that the additional heat sink is not simply acti 
vated, but the energy required for the activation of the heat 
sink is continuously utilized according to the demand, not 
being Wasted by a too high cooling output. 
The realiZation of the refrigeration output can be ensured 

under critical conditions for the heat-delivering heat 
exchanger Which is part of a compression refrigeration circuit 
of a motor vehicle air conditioning unit. The increase in 
customer’ s comfort is obvious. The increase in the capacity of 
the compression refrigeration circuit is automatically in an 
easy manner, or manually sWitchable. 

Ecological and economical advantages folloW because the 
components of the compression refrigeration circuit of air 
conditioning units according to the invention can be dimen 
sioned closer to the rating due to the sWitchable poWer 
reserves and less energy is needed to operate the air condi 
tioning unit under optimal and normal ambient conditions. 

Expensive measures to thermally optimiZe vehicle front 
sections can be signi?cantly reduced, or completely can 
celled. Different variant types of a vehicle can be easily 
realiZable, because in the area of the primary compression 
refrigeration circuit, no individual optimiZation actions are 
necessary. The solution of the invention is usable in different 
vehicle versions, also of different manufacturers, With rela 
tively little effort. Also, retro?tting is possible, and due to the 
consistent, With respect to ?uid ?oW, separation of the pri 
mary compression refrigeration circuit of the air conditioning 
unit from supporting units serving to loWer the temperature at 
the additional heat exchanger, retro?tting canbe carried out at 
little installation effort. Only the additional heat exchanger 
has to be integrated into the existing original compression 
refrigeration circuit. This is very advantageous for opening 
the retro?tting market. 

Also, for the above mentioned reasons, it is advantageous 
for air conditioning units according to the invention to inte 
grate an additional heat exchanger thermally coupled to at 
least one cooling means, the temperatures of Which can be 
loWered to values beloW the ambient temperature into the 
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How path leading from the outlet of the heat-delivering heat 
exchanger to the internal heat exchanger. It is particularly 
advantageous if the temperature of the cooling means can be 
adjusted dependent on the temperature of the refrigerant in 
the compression refrigeration circuit. 
An especially simple embodiment of the invention results, 

if the cooling means comprises a secondary circuit including 
a circulating ?uid and an additional heat-delivering heat 
exchanger. Only the cooling output of the heat-delivering heat 
exchanger is coupled into the primary compression refrigera 
tion circuit, Which can already be useful at extreme opera 
tional conditions. 

Alternatively or additionally, an advantage arises if the 
cooling means includes at least one thermoelectric element. 

Alternatively or additionally, an advantage arises if over 
the additional heat exchanger the primary compression 
refrigeration circuit of the air conditioning unit can be ther 
mally coupled to the cold part of a heat pump circuit. 

Another advantageous embodiment of the air conditioning 
unit according to the invention folloWs, if a cold store is 
included that can be charged using a charging heat exchanger 
positioned in the primary compression refrigeration circuit 
doWnstream of the heat-absorbing heat exchanger. At opera 
tional conditions that do not require reducing the temperature 
of the cooling means, the cold store is then charged using the 
charging heat exchanger that is thermally coupled to the com 
pression refrigeration circuit. At operational conditions that 
do require reducing the temperature of the cooling means, the 
cold store is then thermally coupled to the compression 
refrigeration circuit via the additional heat exchanger. In this 
Way, at these operational conditions, the additional heat sink 
according to the invention is provided. Thermal coupling of 
the cold store to the compression refrigeration circuit over the 
additional heat exchanger is advantageously carried out over 
a secondary refrigeration circuit, Which in this case arranges 
the thermal contact betWeen the cold store and the primary 
compression circuit of the air conditioning unit over a circu 
lating ?uid. 

The above mentioned variants of embodiments of the cool 
ing means in terms of the invention can be combined With 
each other or exchanged for each other, if required, or admit 
ted, respectively, by the technical and/or economical condi 
tions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above as Well as other objects and advantages of the 
invention, Will become readily apparent to those skilled in the 
art from reading the folloWing detailed description of a pre 
ferred embodiment of the invention When considered in the 
light of the accompanying draWing Which: 

FIG. 1 is a schematic illustration of a refrigeration circuit of 
an air conditioning unit for vehicles according to the prior art, 

FIG. 2 is a schematic illustration of a compression refrig 
eration circuit of an air conditioning unit for motor vehicles 
according to the invention, including an additional heat 
exchanger sWitched in series doWnstream of a heat-delivering 
heat exchanger upstream of an expansion element; 

FIG. 3 is a schematic illustration of a compression refrig 
eration circuit of an air conditioning unit for motor vehicles 
according to the invention including an additional heat 
exchanger coupled to a secondary cooling circuit, 

FIG. 4 is a schematic illustration of a compression refrig 
eration circuit of an air conditioning unit for motor vehicles 
according to the invention including an additional heat 
exchanger in contact With a thermoelectric cooling element; 
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6 
FIG. 5 is a schematic illustration of a compression refrig 

eration circuit of an air conditioning unit for motor vehicles 
according to the invention including an additional heat 
exchanger coupled to another compression circuit; 

FIG. 6 is a schematic illustration of a compression refrig 
eration circuit of an air conditioning unit for motor vehicles 
according to the invention including an additional heat 
exchanger coupled to a secondary cooling circuit With a cold 
store; 

FIG. 7 is a schematic illustration of compression refrigera 
tion circuit of an air conditioning unit for motor vehicles 
according to the invention including an additional heat 
exchanger alternatively positioned, in contact With a thermo 
electric cooling element; and 

FIG. 8 is a compression refrigeration circuit of an air con 
ditioning unit for motor vehicles according to the invention 
including an additional heat exchanger alternatively posi 
tioned coupled to another compression circuit. 

DETAILED DESCRIPTION OF THE INVENTION 

The folloWing detailed description and appended draWings 
describe and illustrate various embodiments of the invention. 
The description and draWings serve to enable one skilled in 
the art to make and use the invention, and are not intended to 
limit the scope of the invention in any manner. In respect of 
the methods disclosed, the steps presented are exemplary in 
nature, and thus, the order of the steps is not necessary or 
critical. 

FIG. 1 shoWs a conventional compression refrigeration 
circuit of an air conditioning unit for motor vehicles. This 
circuit includes a compressor 1, a heat-delivering heat 
exchanger 2, i. e. a heat exchanger in form of a condenser, or 
gas cooler, respectively, an expansion element 3, and a heat 
absorbing heat exchanger 4, for example in form of an evapo 
rator. During operation of the air conditioning unit, a refrig 
erant circulates in the compression refrigeration circuit, the 
refrigerant continuously changing its temperature and/or 
pressure With phase transitions being possible. The heat-ab 
sorbing heat exchanger 4 is passed by the refrigerant at loWer 
pressure While absorbing heat from the air surrounding it that 
is to be cooled. The absorbed heat leads to evaporation and/or 
heating of the refrigerant. The gaseous refrigerant is then 
passed through the compressor 1, Whereby the pressure and 
temperature of the refrigerant increase. The compressed hot 
refrigerant is directed to the heat-delivering heat exchanger 2, 
Where a portion of the heat energy is released to the ambient 
air so that the enthalpy of the compressed refrigerant reduces. 
The compressed refrigerant is then directed to the expansion 
element 3 and expanded so that its pressure and temperature 
decrease. At this state the expanded cold refrigerant is again 
led into the heat-absorbing heat exchanger 4. In order to 
enhance the ef?ciency of such air conditioning units, an inter 
nal heat exchanger 5 is integrated, preferably passed counter 
currently. For an air conditioning unit con?gured like that to 
Work e?iciently, it is required that the refrigerant is led into 
the heat-absorbing heat exchanger 4 With an enthalpy as loW 
as possible. Under unfavorable environmental or operational 
conditions, the heat delivered by the heat-delivering heat 
exchanger 2 is not su?icient to ensure at certain operational 
pressures a suf?ciently loW refrigerant enthalpy at the outlet 
of the expansion element 3. Further, for the sake of complete 
ness, an accumulator 6 is shoWn. The accumulator 6 can also 
be combined With the internal heat exchanger 5 to form one 
component. Air is directed to both heat exchangers 2, 4, 
Which is symboliZed by arroWs. One arroW marks an air How 
7 that is to be cooled. The other arroW marks an ambient air 
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How 8 that is to remove heat from the heat-delivering heat 
exchanger 2, causing cooling or condensation of the refrig 
erant. 

FIG. 2 shoWs a compression refrigeration circuit of an air 
conditioning unit for motor vehicles provided With an addi 
tional heat exchanger 9 sWitched in series downstream of a 
heat-delivering heat exchanger 2, upstream of an expansion 
element 3. The additional heat exchanger 9 is thermally 
coupled to a sWitchable heat sink, the action as heat sink 
elucidated by the heat How 10 directed aWay from the com 
pression refrigeration circuit of the air conditioning unit. 

In FIG. 2, the basic strategy of the solution according to the 
invention is outlined. The goal is to extract more heat When it 
is required, that is, When the cooling output of the heat 
delivering heat exchanger 2 is too loW. This function is taken 
over by the additional heat exchanger 9, When required. It is 
carried out, according to the invention, directly doWnstream 
of the heat-delivering heat exchanger 2, before the refrigerant 
enters the internal heat exchanger 5. The demand for an 
additional reduction of the temperature of the refrigerant can 
be found out, for example, by measuring the temperature of 
the refrigerant after its exit from the heat-delivering heat 
exchanger 2 and possibly, by judgment of the temperature 
difference betWeen the temperature of the refrigerant and the 
ambient temperature. Then, the controller can decide on put 
ting the additional heat exchanger 9 into action. In this case, 
the heat sink on the secondary side of the additional heat 
exchanger 9 has to be activated. 

According to the invention, the heat sink on the secondary 
side of the additional heat exchanger 9 can be established in 
different Ways. 

FIG. 3 shows a compression refrigeration circuit of an air 
conditioning unit according to the invention for motor 
vehicles provided With an additional heat exchanger 9', 9" and 
coupled to a secondary cooling circuit 11 In this simple 
embodiment of the invention, the additional heat exchanger 
9', 9" on its primary side 9' absorbs heat from the refrigerant 
and delivers the heat on its secondary side 9" to the secondary 
circuit 11. The secondary circuit 11 is capable to deliver the 
absorbed heat to the ambience through another heat 
exchanger 12, the position of Which can be freely chosen. The 
functional principle of this embodiment is ?rst of all based on 
that tWo heat-delivering heat exchangers 2, 12 are provided, 
the positions of Which ensure that the ef?ciency of the heat 
delivery to the surrounding air depends in varying manner on 
the actual boundary conditions. If the airstream is suf?cient, 
thermally almost unadulterated ambient air approaches the 
heat-delivering heat exchanger 2 in the compression refrig 
eration circuit, Which results in an effective heat transfer. If 
the airstream diminishes, Which can occur on sloWing-doWn 
or at a halt of the vehicle, the temperature of the in?oWing air 
due to proximity to hot assemblies in the engine compartment 
or the pavement Which is possibly heated up, is no longer 
equal to the outside temperature, but is partly signi?cantly 
higher. This problem Will not occur at the heat-delivering heat 
exchanger 12 of the secondary cooling circuit 11, if the posi 
tion of the heat exchanger 12 ensures a suf?cient distance to 
heated-up assemblies and/ or the possibly heated up pavement 
and/or regions heated up by possible stagnation of How. In 
this case, more favorable boundary conditions for heat release 
exist at the heat-delivering heat exchanger 12 of the second 
ary cooling circuit 11 . According to the invention, coupling in 
of a heat-delivering heat exchanger 12 can be carried out 
When the recirculation of a cooling ?uid in the secondary 
cooling circuit 11 is started by a sWitchable recirculation 
device 13 such as a recirculation pump, Which corresponds to 
the activation of the heat sink at the additional heat exchanger 
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9, due to the sWitchability according to the invention of the 
heat sink making the energy demand for operating the sec 
ondary cooling circuit 11 arise only if required. 
By this embodiment of the invention, ambient temperature 

of the refrigerant can be reached as the minimum. During real 
operation, hoWever, it Will not be possible to cool the refrig 
erant doWn so far as to have ambient temperature, as only 
?nite component dimensions can be realiZed and driving 
temperature differences are necessary for heat transfer. 

FIG. 4 represents a compression refrigeration circuit of an 
air conditioning unit according to the invention for motor 
vehicles provided With an additional heat exchanger 9 in 
contact to a thermoelectric element 14 used as cooling ele 
ment In this Way, an embodiment is created capable to cool 
the refrigerant even beloW the ambient temperature. 

The Work of thermoelectric elements is based on the See 
beck effect. If a voltage is applied to thermoelectric elements, 
regions of different temperatures develop. This physical 
effect enables to directly generate cold from an electric cur 
rent. The element Works like an electrically driven unit that 
generates cold. It absorbs heat at a certain temperature and 
releases this heat to the ambience at a higher temperature 
level. According to the invention, the additional heat 
exchanger 9 is put into contact to a cold region 15 of the 
thermoelectric element 14. The hot region 16 of the thermo 
electric element 14 is positioned such that it can deliver heat 
to the ambient air. Therefore, the hot region 16 of the ther 
moelectric element 14 takes on a temperature near to the 
temperature of the ambience. If a voltage is applied, the 
temperature of the cold region 15 of the thermoelectric ele 
ment 14 is accordingly decreased. Thus, the cold region 15 of 
the thermoelectric element 14 creates a heat sink usable 
according to the invention for further cooling doWn the refrig 
erant in the compression refrigeration circuit after leaving the 
heat-delivering heat exchanger 2. Similarly, the embodiment 
of the invention can be established With several thermoelec 
tric elements provided. Also, thermoelectric elements enable 
to cool the refrigerant doWn to temperatures beloW the ambi 
ent temperature. The operation of thermoelectric elements, 
hoWever, requires electric energy, Which is made available by 
the on-board poWer supply of motor vehicles. At the same 
time, the sWitchability of electric energy also alloWs the heat 
sink to be established according to the invention sWitchable 
on as required in the compression refrigeration circuit of the 
air conditioning unit. This embodiment especially offers the 
advantage of easy retro?tting. Thermoelectric elements, for 
example, can easily be retro?tted in that they are attached to 
a refrigerant-containing piece of tube or a similar heat con 
ducting component, intensifying heat dissipation to the ambi 
ence When accordingly controlled. Such retro?tting is, for 
example, advantageous Where some vehicles are to be 
adapted to critical ambient conditions Without being com 
pelled to change the series production of the model involved. 
Of course, the advantage of easy retro?tting even of complete 
model series or mass-produced vehicles is preserved. 

FIG. 5 shoWs a compression refrigeration circuit of an air 
conditioning unit according to the invention for motor 
vehicles provided With an additional heat exchanger 9', 9", 
coupled to a further compression refrigeration circuit 17. This 
embodiment also enables to decrease the temperature of the 
refrigerant in the primary compression refrigeration circuit of 
the air conditioning unit after the exit of the refrigerant from 
the heat-delivering heat exchanger 2 to temperatures beloW 
ambient temperature. The further compression refrigeration 
circuit 17 is an additional circuit that, hoWever, is totally 
decoupled With respect to ?uid ?oW from the primary com 
pression refrigeration circuit of the air conditioning unit. 
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Important constituents of the further compression refrigera 
tion circuit 17 are, in addition to the secondary side 9" of the 
heat exchanger over Which coupling to the primary compres 
sion refrigeration circuit of the air conditioning unit is estab 
lished, a compressor 18, an expansion element 19, and a 
further heat-delivering heat exchanger 20, over Which heat 
energy is dissipated to the ambience. In an embodiment, the 
compressor 8 is electrically driven. At the same time, the 
sWitchability of the compressor 18 also alloWs to establish, 
according to the invention, the additional heat sink to be 
sWitchable as required in the compression refrigeration cir 
cuit of the air conditioning unit. 

FIG. 6 shoWs a compression refrigeration circuit of an air 
conditioning unit according to the invention for motor 
vehicles provided With an additional heat exchanger 9', 9", 
coupled to a secondary cooling circuit 21 that again is ther 
mally coupled to a cold store 23 over a further heat exchanger 
22. The cold store is preferably designed as large-volume 
?uid circuit With at least one recirculation element 24 estab 
lished as a pump, for example. At the same time, in the 
embodiment of an air conditioning unit according to the 
invention, the cold store 23 is directly thermally coupled to 
the primary compression refrigeration circuit of the air con 
ditioning unit over a charging heat exchanger 25, Which is 
positioned in the primary compression refrigeration circuit, 
With respect to ?uid ?oW, doWnstream of the heat-absorbing 
heat exchanger 4. At operational conditions that do not 
require the temperature of the cooling means to be decreased, 
the cold store 23 is then charged over the charging heat 
exchanger 25 that is thermally coupled to the compression 
refrigeration circuit. At operational conditions that do require 
the temperature of the cooling means to be decreased, the cold 
store 23 is then thermally coupled to the compression refrig 
eration circuit over the additional heat exchanger 9', 9". In this 
Way, at these operational states, the additional heat sink 
according to the invention is provided. The thermal coupling 
of the cold store 23 over the additional heat exchanger 9', 9" 
to the compression refrigeration circuit is preferably estab 
lished over the secondary cooling circuit 21, Which in this 
case arranges the thermal contact betWeen the cold store 23 
and the primary compression circuit of the air conditioning 
unit over a recirculating ?uid. 

In this embodiment, a cold store 23 is charged in those 
phases Where the compression refrigeration process in the 
compression refrigeration circuit can be run optimally also 
Without using the additional heat sink according to the inven 
tion and the conditions of heat delivery by the heat-delivering 
heat exchanger 2 are nearly optimal, or at least convenient. 
Downstream of the heat-absorbing heat exchanger 4 the 
refrigerant hereby passes a further heat exchanger, the charg 
ing heat exchanger 25. If the heat-absorbing heat exchanger 4 
is an evaporator, the refrigerant is simply continued to be 
evaporated in the charging heat exchanger 25, thereby 
extracting a corresponding amount of heat from the Working 
medium on the secondary side of the charging heat exchanger 
25, i. e. the ?uid in the cold store 23. The so cooled Working 
medium in the cold store 23 is therefore capable to absorb if 
required a similar amount of heat from the secondary cooling 
circuit 21, forming the base of a “charged” cold store. The 
process described here is typically operated in cyclic manner. 

FIG. 7 shoWs a compression refrigeration circuit of an air 
conditioning unit according to the invention for motor 
vehicles provided With an alternatively positioned additional 
heat exchanger 9 that is in contact to a thermoelectric element 
14. In comparison With the embodiment of FIG. 4 the order of 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
internal heat exchanger 5 and additional heat exchanger 9 in 
direction of ?oW is exchanged. OtherWise, the description of 
FIG. 5 applies. 

FIG. 8 shoWs a compression refrigeration circuit of an air 
conditioning unit according to the invention for motor 
vehicles provided With an alternatively positioned additional 
heat exchanger 9', 9", coupled to a further compression refrig 
eration circuit 17. In comparison With the embodiment of 
FIG. 5 the order of internal heat exchanger 5 and additional 
heat exchanger 9', 9" in direction of ?oW is exchanged. Oth 
erWise, the description of FIG. 5 applies. 
From the foregoing description, one ordinarily skilled in 

the art can easily ascertain the essential characteristics of this 
invention and, Without departing from the spirit and scope 
thereof, can make various changes and modi?cations to the 
invention to adapt it to various usages and conditions. 
What is claimed is: 
1. An air conditioning refrigerant circuit for a motor 

vehicle comprising: 
at least one compressor; 
a heat-delivering heat exchanger doWnstream of the com 

pressor; 
an expansion element; 
a heat-ab sorbing heat exchanger doWnstream of the expan 

sion element, Wherein the the compressor, the heat-de 
livering heat exchanger, the expansion element, and the 
heat-absorbing heat exchanger are in series in respect of 
a ?oW path of a refrigerant; 

an additional heat exchanger disposed betWeen the heat 
delivering heat exchanger and the expansion element, 
the heat exchanger thermally coupled to at least one 
switchable cooling means, Wherein a temperature of the 
cooling means facilitates reaching a temperature beloW 
a temperature of the refrigerant ?oWing from the heat 
delivering heat exchanger; and 

an internal heat exchanger integrated into the ?oW path 
betWeen the heat-absorbing heat exchanger and the 
compressor and into the ?oW path betWeen the heat 
delivering heat exchanger and the expansion element. 

2. The air conditioning refrigerant circuit according to 
claim 1, Wherein the additional heat exchanger is sWitched in 
series With the internal heat exchanger. 

3. The air conditioning refrigerant circuit according to 
claim 1, Wherein the additional heat exchanger is integrated 
into the ?oW path of the refrigerant betWeen the heat-deliv 
ering heat exchanger and the internal heat exchanger. 

4. The air conditioning refrigerant circuit according to 
claim 1, Wherein the additional heat exchanger is integrated 
into the ?oW path of the refrigerant betWeen the internal heat 
exchanger and the expansion element. 

5. The air conditioning refrigerant circuit according to 
claim 1, Wherein the refrigerant is carbon dioxide. 

6. The air conditioning refrigerant circuit according to 
claim 1, Wherein the temperature of the cooling means can be 
adjusted dependent on the temperature of the refrigerant in 
the refrigeration circuit. 

7. The air conditioning refrigerant circuit according to 
claim 1, Wherein the cooling means includes a secondary 
cooling circuit having a circulating ?uid and a heat-delivering 
heat exchanger. 

8. The air conditioning refrigerant circuit according to 
claim 1, Wherein the cooling means includes at least one 
thermoelectric element. 

9. The air conditioning refrigerant circuit according to 
claim 1, Wherein the cooling means is a secondary refrigera 
tion circuit having a cold portion coupled to the additional 
heat exchanger. 
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10. The air conditioning refrigerant circuit according to 
claim 1, Wherein the cooling means is a secondary cooling 
circuit having a cold portion coupled to the additional heat 
exchanger, the secondary cooling circuit thermally coupled to 
a cold store, the cold store having a charging heat exchanger 
integrated into the refrigerant circuit doWnstream of the heat 
absorbing heat exchanger, the charging heat exchanger 
adapted to charge the cold store. 

11 . A method of operation of an air conditioning refrigerant 
circuit for a motor vehicle comprising the steps of: 

providing an air conditioning refrigerant circuit for motor 
vehicles including at least one compressor; a heat-deliv 
ering heat exchanger doWnstream of the compressor; an 
internal heat exchanger doWnstream of the heat-deliver 
ing heat exchanger; an expansion element; a heat-ab 
sorbing heat exchanger doWnstream of the expansion 
element, Wherein the compressor, the heat-delivering 
heat exchanger, the internal heat exchanger, the expan 
sion element, and the heat-absorbing heat exchanger are 
in series in respect of a How path of a refrigerant; and an 
additional heat exchanger disposed betWeen the heat 
delivering heat exchanger and the expansion element, 
the additional heat exchanger thermally coupled to at 
least one switchable cooling means, Wherein a tempera 
ture of the cooling means facilitates reaching a tempera 
ture beloW a temperature of the refrigerant ?oWing from 
the heat-delivering heat exchanger; 

providing a temperature of the refrigerant ?oWing from the 
heat-delivering heat exchanger; and 

adjusting the temperature of the cooling means based on 
the provided temperature of the refrigerant ?owing from 
the heat-delivering heat exchanger. 
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12. The method according to claim 11, including the step of 

detecting the temperature of the refrigerant ?oWing from the 
heat-delivering heat exchanger by directly measuring the 
temperature of the refrigerant ?oWing from the heat-deliver 
ing heat exchanger. 

13. The method according to claim 11, including the step of 
detecting the temperature of the refrigerant ?oWing from the 
heat-delivering heat by measuring a surface temperature of a 
?uid line containing the refrigerant ?oWing from the heat 
delivering heat exchanger. 

14. The method according to claim 11, including the step of 
causing the temperature of the refrigerant ?oWing from the 
heat-delivering heat exchanger to be reduced When the pro 
vided temperature exceeds a threshold value. 

15. The air conditioning refrigerant circuit according to 
claim 14, including the step of providing a secondary cooling 
circuit having a cold portion forming the at least one cooling 
means coupled to the additional heat exchanger of the refrig 
erant circuit. 

16. The air conditioning refrigerant circuit according to 
claim 15, including the step of providing a cold store ther 
mally coupled to the secondary cooling circuit and having a 
charging heat exchanger integrated into the air conditioning 
circuit doWnstream of the heat-absorbing heat exchanger, the 
charging heat exchanger adapted to charge the cold store. 

17. The air conditioning refrigerant circuit according to 
claim 16, including the step of charging the cold store When 
the provided temperature is beloW the threshold value. 

18. The air conditioning refrigerant circuit according to 
claim 17, including the step of providing cooling to the sec 
ondary cooling circuit from the cold store When the provided 
temperature exceeds the threshold value. 

* * * * * 


