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(57) ABSTRACT 

A digital signal line echo reduction adaptor is con?gured to 
connect adjacent to a ?rst end of a bridgetap line. The 
bridgetap line has a second end connected to a carrier com 
munication line. The digital signal line echo reduction adap 
tor reduces an effect of echo from the bridgetap line on a rate 
of data transmission over the carrier communication line. 
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DEVICE AND METHOD FOR SUPPRESSING 
DSL SIGNAL ECHO INDUCED BY 

BRIDGETAP 

CROSS-REFERENCE TO RELATED 
APPLICATION 

The present application is a continuation application of 
pending US. patent application Ser. No. 09/597,154, ?led on 
Jun. 20, 2000, the content of Which is expressly incorporated 
by reference herein in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a system for improving 

DSL transmission rates over standard telephone lines. More 
speci?cally, the present invention is directed to a device and 
method that reduces the effect of echos/re?ections from 
bridgetap telephone lines to thereby improve the DSL trans 
mission over a standard telephone line. 

2. Discussion of Background Information 
Homes and businesses in the US. connect to local tele 

phone providers through a netWork of Wire connections, 
many of Which are underground. To provide alternative uses 
for the lines, many of these connections include “bridgetap” 
lines, Which include a pair of Wires spliced into the main line 
that extend aWay from the main line. An example of such a 
circuit is shoWn in FIG. 1.A Central O?ice (“CO”) frame 100 
connects through a pair of tip and ring Wires 101 and 102 
(typically 19-26 gauge Wires, preferably 24-26) to a cross 
connect box 104. Tip and ring Wires 101 and 102 continue 
from box 104 underground to a ?rst terminal 106 at a user’s 
location, to Which a standard telephone can be connected. A 
?rst end of a bridgetap 110, Which includes a pair of tip and 
ring Wires 112 and 114, electrically connect in parallel With 
tip and ring Wires 101 and 102 at points A and B, respectively. 
A second end of bridgetap 110 terminates as an open circuit 
some distance aWay (based on the length of the bridgetap 
Wires). 
When the tip and ring Wires 101 and 102 are installed 

underground, the connection points A and B at the ?rst end of 
bridgetap 110 are also typically underground. The opposite 
end of bridgetap 110 is typically above-ground at a telephone 
junction 116, With the intention of having such ends available 
to connect to another terminal. 
By its very nature, some of the energy of a transmission 

over tip and ring lines 101 and 102 Will split into the bridgetap 
110 and produce an echo signal. HoWever, the effect of such 
an echo is negligible at the loW frequencies of voice commu 
nication over a telephone netWork. Thus, for the many years 
that such netWorks have been installed, the value of 
bridgetaps have far exceeded their drawbacks, such that they 
can be found throughout the telephone netWorks of every 
telephone carrier in the US. 

In recent years, the increase in Internet use has developed 
a market for high speed Internet access. One such type of high 
speed access is a digital subscriber line (“DSL”), Which uses 
the existing telephone lines to transmit data at high frequen 
cies Well outside the loW frequency voice range. HoWever, the 
effect of bridgetap echo can be far more signi?cant at such 
high frequencies, particularly in the doWnstream direction 
(i.e., from C0 frame 100 to terminal 106). Speci?cally, When 
the length of bridgetap 110 approaches the resonance fre 
quency of the bridgetap (i.e., (7»/4)90°), bridgetap 110 
becomes the circuit equivalent of a series connection of an 
inductor and a capacitor, Which results in a very loW resis 
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2 
tance and loW impedance. Based on the resulting resonance 
characteristics, the bridgetap Will create/re?ect a signi?cant 
echo in the doWnstream direction of data transmission. If the 
connections A and B are Within approximately 1000 feet from 
terminal 106, the echo can signi?cantly decrease the S/N ratio 
of the transmission, Which in turn decreases the doWnstream 
data transmission rate. 

Based on the resonance characteristics of standard tele 
phone lines, signal degradation Will de?ne a generally bell 
shaped curve betWeen 250-650 feet, With maximum losses 
betWeen 300 and 500 feet. Tests have shoWn that, for a con 
nection With a doWnstream transmission rate of 2.3 Mb/ s 
Without bridgetap, the addition of 300 feet of bridgetap cable 
spliced into the main line 1000 feet from a user reduced the 
doWnstream transmission rates from 2.3 Mb/ s to betWeen 
1.48-1.51 Mb/s. These losses may result in a doWnstream 
transmission rate that is beloW FCC minimums, such that the 
DSL provider Will be forced to deny service to such a user 
absent corrective measures. 
At present, the only Way to effectively eliminate the effects 

of bridgetap 110 is to sever it from the main line near points 
A and B. Since mo st bridgetaps are underground, this requires 
a creW of men and equipment to dig up the lines near connec 
tion points A and B to cut the bridgetap off. The assignee of 
the present invention currently charges approximately $900 
for this service. Further, once cut, the bridgetap cannot be 
used absent reattachment, and essentially becomes Waste 
underground cable. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is further described in the detailed 
description Which folloWs, in reference to the noted plurality 
of draWings by Way of non-limiting examples of certain 
embodiments of the present invention, in Which like numerals 
represent like elements throughout the several vieWs of the 
draWings, and Wherein: 

FIG. 1 is a schematic draWing of a telephone netWork of the 
prior art; 

FIG. 2 is a schematic draWing of an adaptor of an embodi 
ment of the present invention; 

FIG. 3 is a schematic draWing of an adaptor of another 
embodiment of the present invention; 

FIG. 4 is a schematic draWing of an adaptor of another 
embodiment of the present invention; and 

FIG. 5 is a schematic diagram of the adaptor of the present 
invention in a telephone netWork. 

DETAILED DESCRIPTION OF THE 
EXEMPLARY EMBODIMENT 

It is accordingly an object of the present invention to over 
come the draWbacks of the prior art. 

It is a further object of the invention to provide an inexpen 
sive device and method for reducing the effects of bridgetap 
echo on DSL transmission rates. 

It is still a further obj ect of the invention to provide a device 
and method for reducing the effects of bridgetap echo on DSL 
transmission at the exposed distal end of the bridgetap itself. 
The present invention is directed to an adaptor that is con 

nected to the exposed above- ground end of the bridgetap. The 
adaptor includes a capacitance (including at least one capaci 
tor) With a su?icient voltage rating to Withstand outdoor use. 
When connected to the open ends of the bridgetap, the reso 
nance characteristics of the bridgetap change to that of a much 
longer cable, and particularly a length of cable that is outside 
the range that induces substantial echoes. 
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According to an embodiment of the present invention, a 
digital signal line transmission system With reduced echo is 
provided. A communication line is betWeen a carrier and a 
user terminal. A bridgetap line has a ?rst end connected to the 
communication line. An adaptor having a capacitance is con 
nected to the bridgetap line. The adaptor reduces the effect of 
echo from the bridgetap line on a rate of data transmission to 
the user terminal over the communication line. 

Various features of the above embodiment include that the 
capacitance is betWeen approximately 0.04-2.0 mf, prefer 
ably approximately 0.05 mf or 0.068 mf. A length of the 
bridgetap line is preferably betWeen approximately 250-650 
feet. The adaptor changes a resonance characteristic of the 
bridgetap line to that of a bridgetap line that is at least 
approximately 300 feet longer, and preferably 400 feet. The 
bridgetap preferably splices into the communication line 
Within approximately 1000 feet from user terminal. The adap 
tor preferably improves the rate by at least approximately 300 
kb/s, and particularly by approximately 300-566 kb/ s. The 
capacitance preferably has a voltage rating of at least 150 v. 
The adaptor is preferably Water-tight, and preferably con 
nected adjacent to a second end of the bridgetap. 

According to another embodiment of the invention, a digi 
tal signal line transmission system With reduced echo is pro 
vided. A communication line is betWeen a carrier and a user 
terminal. A bridgetap line has a ?rst end spliced into the 
communication line, the bridgetap line having a length 
betWeen approximately 250-650 feet. An adaptor is con 
nected adjacent to a second end of the bridgetap line. The 
adaptor has a capacitance of 004-20 mf, is Water-tight and 
has a suf?cient voltage rating to Withstand being struck by 
lightning. The adaptor reduces the effect of echo from the 
bridgetap line on a rate of data transmission to the user ter 
minal over the communication line. 

Various features of the above embodiment include that the 
capacitance is preferably 0.05 mf or 0.068 mf. The adaptor 
preferably changes a resonance characteristic of the bridgetap 
line to that of bridgetap line that is at least approximately 300 
feet longer, and preferably 400 feet. The bridgetap preferably 
splices into the communication line Within approximately 
1000 feet from the user terminal. The adaptor preferably 
improves the rate by at least approximately 300 kb/s, and 
particularly by approximately 300-566 kb/ s. 

According to yet another embodiment of the invention, 
method for providing digital signal line service is provided. A 
communication line betWeen a carrier and a user terminal is 
identi?ed. A bridgetap line connected to the communication 
line is identi?ed. A resonance characteristic of the bridgetap 
line is changed to that of a bridgetap line longer than 650 feet. 
Digital signal line service is preferably provided to the user 
terminal. 

According to still yet another embodiment of the invention, 
a method for providing digital signal line service is provided. 
A communication line betWeen a carrier and a user terminal is 
identi?ed. A bridgetap extending betWeen approximately 
250-650 feet from the communication line is identi?ed. A 
portion of the bridgetap is connected adjacent an end thereof 
With an adaptor having capacitance betWeen approximately 
0.04-2.0 mf. Digital signal line service is preferably provided 
to the user terminal. 

Other exemplary embodiments and advantages of the 
present invention may be ascertained by revieWing the 
present disclosure and the accompanying draWings. 

The particulars shoWn herein are by Way of example and 
for purposes of illustrative discussion of the embodiments of 
the present invention only and are presented in the cause of 
providing What is believed to be the most useful and readily 
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4 
understood description of the principles and conceptual 
aspects of the present invention. In this regard, no attempt is 
made to shoW structural details of the present invention in 
more detail than is necessary for the fundamental understand 
ing of the present invention, the description taken With the 
draWings making apparent to those skilled in the art hoW the 
several forms of the present invention may be embodied in 
practice. 

Referring noW to FIG. 2, an adaptor 200 includes a capaci 
tor 202 in series With terminals 204 and 206. As seen in FIG. 
5, terminals 204 and 206 connect to the open circuit of 
bridgetap 110. Adaptor 200 is preferably sealed in a Water 
tight enclosure for protection of the circuit elements from the 
external environment. 

Capacitor 202 has a capacitance suf?cient to change the 
resonance characteristics of the bridgetap 110 from a length 
of X feet to a length of at least X+300 feet, and preferably 
X+400 feet. In other Words, even though the length of 
bridgetap remains the same length, its resonance characteris 
tics Will change to simulate that of a much longer bridgetap. 
A capacitance betWeen approximately 0.040-2.0 mf Will 
achieve that result. If bridgetap lines 112 and 114 are 24 
gauge Wire, then a capacitance of 0.050 mf is preferred. For 
26 gauge Wire, a capacitance of 0.068 mf is preferred. 

When adaptor 200 is connected to a telephone netWork 
such as in FIG. 5, capacitor 202 Will change the resonance 
characteristics of bridgetap 110 to that of a longer bridgetap. 
Thus, by Way of non-limiting example, a 300-foot bridgetap 
(Which is close enough to the resonance frequency to causes 
signi?cant losses) Will experience a change in resonance fre 
quency to the equivalent of an approximately 700-foot 
bridgetap. Since a 700-foot bridgetap is suf?ciently longer 
than the 250-650 foot length Which triggers substantial echo, 
the resulting echo Will not have as great an effect on the 
doWnstream transmission rate. 

The adaptor 200 according to the above embodiment Was 
tested under laboratory conditions for a 300-foot bridgetap 
located 1000 feet from the end terminal. Absent the adaptor, 
the 300 feet of bridgetap reduced the doWnstream transmis 
sion rate from approximately 2.3 Mb/ s to betWeen 1.48-1.51 
Mb/s. When the adaptor 200 Was installed, the doWnstream 
transmission rate increased to betWeen approximately 1.94 
1 .98 Mb/s.Although not as high as transmission rates Without 
any bridgetap, this increase Would be suf?cient to provide 
DSL service to users Who Were formerly denied services due 
to the sloWer transmission rates caused by echos. The present 
invention includes providing DSL service With the aid of 
adaptor 200. 

Other ?eld tests have shoWn similar improvement in doWn 
stream transmission tests: 

Transmission rate Without Transmission rate With 
Bridgetap length adaptor adaptor 

550' 166 kb/s 512 kb/s 
470' 96 kb/s 632 kb/s 
320' 0 kb/s 566 kb/s 

These test shoW that transmission rates for doWnstream data 
increases by approximately 350-550 kb/ s. 

To endure outdoor conditions (and particularly a lightning 
strike), capacitor 202 preferably has a voltage rating of at least 
500 v. HoWever, voltage ratings as loW as 150 v Will operate 
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effectively. In the alternative, referring to FIG. 3, a Zener 
diode or other similar solid state protective device 210, can be 
placed in parallel With capacitor 202 to provide voltage pro 
tection. This alloWs for capacitors With loWer voltage ratings. 

Tests performed by the inventor have shoWn that use of the 
present invention, While increasing doWastream rates, Will 
reduce upstream transmission rates by 15-30%. Nonetheless, 
as the doWnstream rate is the primary factor by Which DSL 
speed is measured, marketed, sold and considered in vieW of 
FCC minimum requirements, the loss of upstream speed is 
believed acceptable in vieW of the improvement in doWn 
stream speed. 

Although the present invention has been described With 
reference to a single capacitor 202, the invention is not so 
limited. As is Well knoWn in the art, several capacitors can be 
arranged in series, parallel, or a combination thereWith. FIG. 
4 is an example of such a con?guration. So long as the total 
equivalent capacitance of adaptor 200 is Within the ranges 
disclosed herein, the exact number and/or position of capaci 
tors is unlimited. 

Preferably, an adaptor according to the present invention 
Will be attached to an exposed end of the bridgetap. HoWever, 
the invention is not so limited, and may be placed doWnstream 
Within several feet from the end of one or more of the Wires 
that comprises the bridgetap. As used herein, the recitation 
that the adaptor is connected “adjacent” or “in proximity” to 
the end of the bridgetap is intended to include the end itself, as 
Well as several feet proximate the end. 
By the use of the present invention, DSL transmission 

speed can be improved quickly and relatively inexpensively 
compared With sending a creW to dig up the bridgetap. Since 
the apparatus and method herein do not require severing the 
bridgetap, it can remain in place for future use. 

It is noted that the foregoing examples have been provided 
merely for the purpose of explanation and are in no Way to be 
construed as limiting to the present invention. While the 
present invention has been described With reference to certain 
embodiments, it is understood that the Words Which have been 
used herein are Words of description and illustration, rather 
than Words of limitation. Changes may be made, Within the 
purvieW of the appended claims, as presently stated and as 
amended, Without departing from the scope and spirit of the 
present invention in its aspects. Although the present inven 
tion has been described herein With reference to particular 
means, materials and embodiments, the present invention is 
not intended to be limited to the particulars disclosed herein; 
rather, the present invention extends to all functionally 
equivalent structures, methods and uses, such as are Within 
the scope of the appended claims. 

What is claimed is: 
1. A digital signal line echo reduction adaptor, con?gured 

to connect adjacent to a ?rst end of a bridgetap line having a 
second end connected to a carrier communication line, and 
con?gured to reduce an effect of echo from the bridgetap line 
on a rate of data transmission over the carrier communication 

line, 
Wherein an impedance value of the adaptor, When con 

nected adjacent to the ?rst end of the bridgetap line, is 
selected to result in a resonance characteristic for the 
combined adaptor and bridgetap line of an equivalent 
longer bridgetap line of the same gauge. 

2. The adaptor of claim 1, 
Wherein said adaptor comprises at least one capacitor that 

provides the adaptor With an equivalent capacitance 
betWeen 0.04-2.0 mf. 
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3. The adaptor of claim 2, 
Wherein the equivalent capacitance is approximately 0.05 

mf. 
4. The adaptor of claim 2, 
Wherein the equivalent capacitance is approximately 0.068 

mf. 
5. The adaptor of claim 2, 
Wherein the at least one capacitor comprises a plurality of 

capacitors arranged in series. 
6. The adaptor of claim 2, 
Wherein the at least one capacitor comprises a plurality of 

capacitors arranged in parallel. 
7. The adaptor of claim 1, 
Wherein a length of the bridgetap line is betWeen 250-650 

feet. 
8. The adaptor of claim 1, 
Wherein said adaptor changes the resonance characteristic 

of the bridgetap line to that of an equivalent bridgetap 
line at least 300 feet longer. 

9. The adaptor of claim 1, 
Wherein said adaptor changes the resonance characteristic 

of the bridgetap line to that of an equivalent bridgetap 
line at least 400 feet longer. 

10. The adaptor of claim 1, 
Wherein the bridgetap line splices into the carrier commu 

nication line Within 1000 feet from a user terminal. 
11. The adaptor of claim 1, 
Wherein said adaptor improves the rate of data transmission 

by at least 300 kb/s. 
12. The adaptor of claim 1, 
Wherein said adaptor improves the rate of data transmission 

by 300-566 kb/s. 
13. The adaptor of claim 2, 
Wherein the at least one capacitor has a voltage rating of at 

least 150 volts. 
14. The adaptor of claim 1, 
Wherein said adaptor is Water-tight. 
15. The adaptor of claim 1, 
Wherein the ?rst end of the bridgetap line is above a surface 

level. 
16. The adaptor of claim 1, 
Wherein the second end of the bridgetap line is beloW a 

surface level. 
17. The adaptor of claim 1, 
Wherein said adaptor comprises a capacitor and a diode 

placed in parallel With the capacitor. 
18. A method for reducing digital signal line echo, com 

prising: 
connecting an adaptor adjacent to a ?rst end of a bridgetap 

line having a second end connected to a carrier commu 
nication line; and 

reducing an effect of echo from the bridgetap line on a rate 
of data transmission over the carrier communication 
line, 

Wherein an impedance value of the adaptor, When con 
nected adjacent to the ?rst end of the bridgetap line, is 
selected to result in a resonance characteristic for the 
combined adaptor and bridgetap line of an equivalent 
longer bridgetap line of the same gauge. 

19. The method of claim 18, 
Wherein the resonance characteristic of the bridgetap line 

of the equivalent longer bridgetap line is characteristic 
of a bridgetap line longer than 650 feet. 

20. The method of claim 18, 
Wherein digital signal line service is provided to a user 

terminal over the carrier communication line. 

* * * * * 


