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CLOSED CAPTIONING LANGUAGE 
TRANSLATION 

FIELD OF THE INVENTION 

The present invention relates to closed captioning, and in 
particular to translating closed captioning text provided in a 
?rst language into a second language, Wherein the translated 
closed captioning text is presented to a vieWer along With the 
corresponding video. 

BACKGROUND OF THE INVENTION 

Closed captioning alloWs deaf, hard of hearing, and hear 
ing impaired people to read a transcript of an audio portion of 
a television, video, or ?lm presentation. As the video is pre 
sented to the vieWer, text captions are displayed identifying 
Who is speaking, transcribing What is being said, and indicat 
ing relevant sounds, such as laughing, crying, crashes, explo 
sions, and the like. Closed captioning is also used to assist 
people Who are learning an additional language, learning to 
read, or for those in a noisy environment. 

For the present disclosure, television, video, and ?lm pre 
sentations are referred to as “video,” and the text captions 
representing the closed captioning of the video are referred to 
as “closed captioning text.” Closed captioning text is encoded 
into the video using any number of closed captioning tech 
niques. In many instances, different types of video program 
ming employ different types of closed captioning encoding 
and decoding. 

In North America, National Television Systems Commit 
tee (NTSC)-based programming encodes closed captioning 
text into line 21 of the vertical blanking interval. The vertical 
blanking interval is a portion of the analog television picture 
that resides just above the visible portion of the video, and is 
not seen by the vieWer. The vieWer’ s set-top box or television 
is able to decode the encoded closed captioning text provided 
in line 21 of the vertical blanking interval and present it to the 
vieWer in association With the video. For digital television, the 
Advanced Television Systems Committee (ATSC)-based 
programming encodes three data streams into the video to 
support closed captioning. One of the streams can support up 
to 63 unique closed captioning streams, Which are encoded in 
an EIAA-708 format as set forth by the Electronic Industries 
Alliance (EIA). The other tWo streams are encoded such that 
When the digital video is converted to analog video, the closed 
captioning text appears as encoded closed captioning in line 
21 of the vertical blanking interval. Outside of North 
America, PhaseAlternation Line (PAL) and Sequential Color 
With Memory (SCCAM) video standards transmit and store 
closed captioning information in a different manner, but the 
overall result is the same. 

Regardless of the encoding and delivery technique, closed 
captioning is extremely bene?cial in providing a transcript of 
an audio portion of a video program. Unfortunately, closed 
captioning text is generally only available in one language, 
although most closed captioning standards support different 
closed captioning streams for different languages. HoWever, 
the signi?cant effort and expense associated With providing 
closed captioning generally limits the closed captioning text 
to the most prevalent language in Which the video Will be 
presented. In the United States, for example, closed caption 
ing is generally only provided in English, even though there 
are signi?cant Hispanic, Asian, and European contingents 
Who Would bene?t from closed captioning in their native 
languages. 
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2 
Accordingly, there is a need for a Way to e?iciently and 

effectively translate closed captioning text presented in a ?rst 
language into a second language, and make the translated 
closed captioning text available to vieWers of the associated 
video. 

SUMMARY OF THE INVENTION 

The present invention provides an architecture for translat 
ing closed captioning text originally provided With a video 
program from one language to another and presenting the 
translated closed captioning text With the video program to a 
vieWer. As such, the vieWers are able to receive the closed 
captioning text in a language other than that used for the 
closed captioning originally provided With the video pro 
gram. The original closed captioning text may be translated 
from one language to another by a centraliZed closed caption 
ing processor, such that the customer equipment for various 
subscribers can take advantage of centraliZed translation ser 
vices. Once the original closed captioning text is translated, 
the translated closed captioning text may be delivered to the 
customer equipment in different Ways. 

In a ?rst embodiment, the video program is sent to the 
closed captioning processor and the customer equipment at 
the same time. The closed captioning processor Will translate 
the original closed captioning text from one language to 
another. After translation, the closed captioning processor 
Will deliver the translated closed captioning text to the cus 
tomer equipment, Which Will present the translated closed 
captioning text With the video program. 

In another embodiment, the video program is initially sent 
to the closed captioning processor. The closed captioning 
processor Will translate the original closed captioning text 
from one language to another. After translation, the closed 
captioning processor Will encode the translated closed cap 
tioning text into the video program as closed captioning. The 
closed captioning processor Will then deliver the video pro 
gram With the neW closed captioning content to the customer 
equipment, Which Will recover the translated closed caption 
ing text using traditional closed captioning decoding tech 
niques. 

Those skilled in the art Will appreciate the scope of the 
present invention and realiZe additional aspects thereof after 
reading the folloWing detailed description of the preferred 
embodiments in association With the accompanying draWing 
?gures. 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIGURES 

The accompanying draWing ?gures incorporated in and 
forming a part of this speci?cation illustrate several aspects of 
the invention, and together With the description serve to 
explain the principles of the invention. 

FIG. 1 is a block representation of a closed captioning 
architecture according to a ?rst embodiment of the present 
invention. 

FIG. 2 is a block representation of a closed captioning 
translation process according to the embodiment of FIG. 1. 

FIG. 3 is a How diagram illustrating the closed captioning 
translation process according to the embodiment of FIG. 1. 

FIG. 4 is a block representation of a closed captioning 
architecture according to a second embodiment of the present 
invention. 

FIG. 5 is a block representation of a closed captioning 
translation process according to the embodiment of FIG. 4. 



US 8,045,054 B2 
3 

FIG. 6 is a How diagram illustrating the closed captioning 
translation process according to the embodiment of FIG. 4. 

FIG. 7 is a block representation of a closed captioning 
processor according to one embodiment of the present inven 
tion. 

FIG. 8 is a block representation of customer equipment 
according to one embodiment of the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The embodiments set forth beloW represent the necessary 
information to enable those skilled in the art to practice the 
invention and illustrate the best mode of practicing the inven 
tion. Upon reading the folloWing description in light of the 
accompanying draWing ?gures, those skilled in the art Will 
understand the concepts of the invention and Will recogniZe 
applications of these concepts not particularly addressed 
herein. It should be understood that these concepts and appli 
cations fall Within the scope of the disclosure and the accom 
panying claims. 

The present invention provides an architecture for translat 
ing closed captioning (CC) text originally provided With a 
video program from one language to another and presenting 
the translated closed captioning text With the video program 
to a vieWer. As such, the vieWers are able to receive the closed 
captioning text in a language other than that used for the 
closed captioning originally provided With the video pro 
gram. The original closed captioning text may be translated 
from one language to another by a centraliZed closed caption 
ing processor, such that the customer equipment for various 
subscribers can take advantage of centralized translation ser 
vices. Once the original closed captioning text is translated, 
the translated closed captioning text may be delivered to the 
customer equipment in different Ways. In a ?rst embodiment, 
the video program is sent to the closed captioning processor 
and the customer equipment at the same time. The closed 
captioning processor Will translate the original closed cap 
tioning text from one language to another. After translation, 
the closed captioning processor Will deliver the translated 
closed captioning text to the customer equipment, Which Will 
present the translated closed captioning text With the video 
program. 

In another embodiment, the video program is initially sent 
to the closed captioning processor. The closed captioning 
processor Will translate the original closed captioning text 
from one language to another. After translation, the closed 
captioning processor Will encode the translated closed cap 
tioning text into the video program as closed captioning. The 
closed captioning processor Will then deliver the video pro 
gram With the neW closed captioning content to the customer 
equipment, Which Will recover the translated closed caption 
ing text using traditional closed captioning decoding tech 
niques. 

In either embodiment, any number of translations may be 
provided for original closed captioning text. The translation 
process and the desired translation or translations may be 
requested by the customer equipment, the service provider, or 
another subscriber device. The video program may be pro 
vided in an analog or digital format via broadcast or recorded 
medium. 

With reference to FIG. 1, a closed captioning translation 
architecture is illustrated according to a ?rst embodiment of 
the present invention. The closed captioning translation archi 
tecture 10 includes a video source 12 capable of delivering 
video programs to various customer equipment 14, Which 
may be associated With different subscribers at different loca 
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4 
tions. The customer equipment 14 may take various forms, 
including a set-top box (STB) 14A, an associated television 
or monitor 14B, a personal computer (PC) 14C, as Well as any 
other mobile device, such as a personal digital assistant 
(PDA) 14D or mobile telephone (not shoWn). The video pro 
grams that require closed captioning translation are also sent 
to a closed captioning (CC) processor 16 at the same time they 
are being sent to the customer equipment 14. 

In FIG. 1, video programs are delivered to the customer 
equipment 14 and the CC processor 16 via an appropriate 
video signal 18, Which provides closed captioning in a ?rst 
language. The CC processor 16 Will translate the closed cap 
tioning text to a second language and Will provide corre 
sponding translated CC information 20 to the appropriate 
customer equipment 14, as indicated above. To reduce the 
computational requirements of the customer equipment 14, 
and to minimiZe delays associated With translating closed 
captioning text from one language to another, the CC proces 
sor 16 is provided in a central netWork 22. As such, the CC 
processor 22 is separate from the customer equipment 14. 
Preferably, the CC processor 16 is able to provide translation 
services to customer equipment 14 at numerous customer 
premises 24. 

FIG. 2 illustrates a simpli?ed block representation of the 
closed captioning translation architecture of the embodiment 
illustrated in FIG. 1. As illustrated, a video source 12 Will 
simultaneously provide the video signal 18 for the video 
program to the CC processor 16 and the customer equipment 
14. The video signal 18 Will have a video, audio, and closed 
captioning component having closed captioning text (CC1), 
regardless of the signal type or closed captioning encoding 
technique. 

With reference to FIG. 3, operation of the CC processor 16 
is illustrated. The CC processor 16 may receive a CC trans 
lation request from the customer equipment 14 to identify a 
language to Which the closed captioning text (CC1) provided 
in the video signal 18 should be translated (step 100). The CC 
processor 16 Will then receive the video signal 18 With the 
original closed captioning for the video program (step 102), 
and extract the original closed captioning text (CC1) from the 
video signal 18 using the appropriate closed captioning 
decoding techniques (step 104). Once the original closed 
captioning text (CC1) is extracted, the CC processor 16 Will 
translate the original closed captioning text from one lan 
guage to another to create translated closed captioning text 
(CC2) (step 106). The translated closed captioning text is 
delivered to the customer equipment 14 in translated closed 
captioning information 20, Which is based on the translated 
closed captioning text (step 108), as also illustrated in FIG. 2. 

Translation of the closed captioning text may be provided 
using different techniques. For example, the translation may 
be provided on a Word-by-Word or phrase-by-phrase basis. 
Alternatively, the closed captioning text over a certain period 
of time may be accumulated and then translated as an entire 
segment. The particular type of translation is beyond the 
scope of the present invention, and those skilled in the art Will 
recogniZe various translation techniques that Will be bene? 
cial in various video delivery environments. 

In one embodiment, the translated closed captioning infor 
mation is not re-encoded into a closed captioning format, and 
is sent to the customer equipment 14 Without the video or 
audio components of the video program. The translated 
closed captioning information 20 is formatted such that the 
customer equipment 14 can readily recover the translated 
closed captioning text (CC2) and overlay the text on the video 
program being presented to the vieWer. The overlay proce 
dure may be con?gured to emulate traditional closed caption 
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ing, or may be presented in any desired fashion. Notably, the 
customer equipment 14 need not have closed captioning 
decoding capabilities, since the translated closed captioning 
information is not necessarily provided in a closed captioning 
format, although it represents a translation of the original 
closed captioning text (CC1). 

Since the translated closed captioning text (CC2) is being 
delivered to the customer equipment 14 in the translated 
closed captioning information 20 separately from the video 
signal 18, steps must be taken to synchronize the presentation 
of the translated closed captioning text (CC2) With the video 
of the video program. In the translated closed captioning 
information 20, the CC processor 16 may provide markers or 
like synchronization information corresponding to the video 
in the video program, such that the translated closed caption 
ing text is presented at the appropriate time and rate in asso 
ciation With the video of the video program. Alternatively, the 
customer equipment 14 and the CC processor 16 may peri 
odically or continuously communicate With each other to 
ensure that the translated closed captioning text (CC2) is 
presented to the vieWer along With the video of the video 
program in a synchronized fashion. 

The CC processor 16 Will inevitably inject some delay in 
presenting the translated closed captioning text (CC2) to the 
customer equipment 14. The customer equipment 14 may 
employ at least a video buffer to buffer the video of the video 
program for a time suf?cient to receive the translated closed 
captioning text (CC2) from the CC processor 16. The syn 
chronization information in the closed captioning text Will 
control the amount of buffering. The customer equipment 14 
Will then present the translated closed captioning text (CC2) 
and the video of the video program in a synchronized fashion 
to the vieWer. 

Given the centralized nature of the CC processor 16, any 
customer equipment 14 may receive translation services. Fur 
ther, the CC processor 16 may be con?gured to translate 
betWeen any number of languages, such that closed caption 
ing text may be translated into any number of languages and 
may be presented to any amount of customer equipment 14 in 
an effective and e?icient manner. Preferably, the customer 
equipment 14 is able to request a particular type of translation 
for a particular video program or for all programming in light 
of the vieWer’s needs or desires. 

With reference to FIG. 4, an alternative closed captioning 
translation architecture is provided. As illustrated, the video 
signal 18 is sent to the CC processor 16 from the video source 
12. The video signal 18 is not directly delivered to the cus 
tomer equipment 14 When closed captioning translation ser 
vices are employed. Instead, the CC processor 16 Will extract 
the closed captioning text from the video signal 18, translate 
the closed captioning text from one language to another, and 
encode translated closed captioning text into the video signal 
18 as traditional closed captioning. The CC processor 16 Will 
then deliver a video signal 26 having closed captioning With 
the translated closed captioning text to the customer equip 
ment 14. 

This process is further illustrated in FIG. 5. Notably, the 
CC processor 16 presents video, audio, and closed captioning 
aspects of the video program in the video signal 26 to the 
customer equipment 14. Notably, the translated closed cap 
tioning text (CC2) may replace the closed captioning text 
(CC1) that Was provided in the original video signal 18, or 
may be added in a separate closed captioning ?eld, as illus 
trated. Upon receipt of the video signal 26, the customer 
equipment 14 may use traditional closed captioning decoding 
techniques to present the translated closed captioning text 
CC2 or original closed captioning text CC1 to the vieWer. 
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6 
Unlike the previous embodiment Where the translated closed 
captioning text (CC2) required a different process to overlay 
the translated closed captioning text on the video of the video 
program, this embodiment embeds translated closed caption 
ing text into the video signal 26 prior to the customer equip 
ment 14 receiving the video signal 26. This embodiment is 
particularly bene?cial in environments Where the customer 
equipment 14 is not con?gured to receive translated closed 
captioning information via a separate source and overlay the 
corresponding translated closed captioning text (CC2) over 
the video of the video signal 18. HoWever, this embodiment 
requires that the customer equipment 14 have closed caption 
ing decoding capabilities. 

With reference to FIG. 6, operation of the CC processor 16 
is provided according to the second embodiment. Initially, the 
CC processor 16 may receive closed captioning translation 
instructions from the customer equipment 14, a service pro 
vider, or a subscriber via another piece of customer equip 
ment 14 (step 200). The instructions may identify a desired 
language for closed captioning, as Well as the video program 
or programs for Which closed captioning translation services 
are desired. The CC processor 16 may then receive a video 
signal With closed captioning for a video program (step 202). 
Again, the closed captioning Will include closed captioning 
text (CC1) in a ?rst language. The CC processor 16 Will 
extract the closed captioning text (CC1) (step 204) and trans 
late the closed captioning text (CC1) into translated closed 
captioning text (CC2) (step 206). The translated closed cap 
tioning text is then encoded into the video signal 18 of the 
video program using appropriate closed captioning encoding 
techniques (step 208). The CC processor 16 Will deliver the 
resultant video signal 26 to the customer equipment 14 (step 
210). Again, the video signal 26 Will have closed captioning 
including the translated closed captioning text (CC2), and 
perhaps the original closed captioning text (CC1). 

In this embodiment, synchronization of the translated 
closed captioning text (CC2) With the video of the video 
program is provided in the CC processor 16 during the closed 
captioning encoding process. The customer equipment 14 
Will simply decode the appropriate closed captioning stream, 
Which includes the translated closed captioning text (CC2), 
and present the translated closed captioning text (CC2) to the 
vieWer along With the video in traditional fashion. 

Those skilled in the art Will recognize that different closed 
captioning encoding and decoding techniques are available 
and knoWn in the art. In light of the different closed caption 
ing processes and the various manners in Which video pro 
grams may be recorded, broadcast, or delivered to customer 
equipment 14, the concepts of the present invention may take 
corresponding forms, as Will be appreciated by those skilled 
in the art. 

With reference to FIG. 7, a block representation of a CC 
processor 16 is illustrated. The CC processor 16 may include 
a control system 30 associated With suf?cient memory 32 for 
the requisite softWare 34 and data 36 to operate as described 
above. The control system 30 may also be associated With one 
or more communication interfaces 38 to facilitate communi 
cations directly or indirectly With the video source 12 and the 
customer equipment 14. 
A block representation of customer equipment 14 is pro 

vided in FIG. 8. The customer equipment 14 may include a 
control system 40 having suf?cient memory 42 for the requi 
site softWare 44 and data 46 to operate as described above. 
The control system 40 may also be associated With one or 
more communication interfaces 48 to facilitate communica 
tions With other communication equipment 14, the CC pro 
cessor 16, and the video source 12, in a direct or indirect 
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fashion. The control system 40 may also be associated With a 
user interface 50, Which may represent a display, monitor, 
keypad, mouse, remote control input, or the like. 

Those skilled in the art Will recognize improvements and 
modi?cations to the preferred embodiments of the present 
invention. All such improvements and modi?cations are con 
sidered Within the scope of the concepts disclosed herein and 
the claims that folloW. 
What is claimed is: 
1. A method comprising: 
receiving a video signal for a video program With closed 

captioning from a video source, Wherein the video signal 
is concurrently delivered to customer equipment by the 
video source; 

extracting original closed captioning text from the video 
signal; 

translating the original closed captioning text of a ?rst 
language to translated closed captioning text of a second 
language; and 

sending closed captioning information comprising the 
translated closed captioning text toWard the customer 
equipment. 

2. The method of claim 1 Wherein the customer equipment 
receives the video signal provided by the video source and 
displays the translated closed captioning text from the closed 
captioning information along With the video program. 

3. The method of claim 2 Wherein the closed captioning 
information and the video signal are received separately. 

4. The method of claim 1 further comprising providing 
synchronization information With the closed captioning 
information to enable the customer equipment to display the 
translated closed captioning text at an appropriate time during 
the video program. 

5. The method of claim 1 Wherein the closed captioning 
information is provided to a plurality of customer equipment. 

6. The method of claim 5 Wherein the customer equipment 
is located at different locations associated With different sub 
scribers. 

7. A method comprising: 
receiving a video signal for a video program With closed 

captioning from a video source; 
extracting original closed captioning text from the video 

signal; 
translating the original closed captioning text of a ?rst 

language to translated closed captioning text of a second 
language; 

encoding the translated closed captioning text as closed 
captioning into the video signal to create a modi?ed 
video signal; and 

sending the modi?ed video signal toWard the customer 
equipment. 

8. The method of claim 7 Wherein the customer equipment 
receives the modi?ed video signal, extracts the translated 
closed captioning text, and displays the translated closed 
captioning text during presentation of the video program. 

9. The method of claim 7 Wherein the modi?ed video signal 
is provided to a plurality of customer equipment. 

10. The method of claim 9 Wherein the customer equip 
ment is located at different locations associated With different 
subscribers. 
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11. A system comprising: 
at least one communication interface; and 
a control system associated With the at least one commu 

nication interface and adapted to: 
receive a video signal for a video program With closed 

captioning from a video source, Wherein the video 
signal is concurrently delivered to customer equip 
ment by the video source; 

extract original closed captioning text from the video 
signal; 

translate the original closed captioning text of a ?rst 
language to translated closed captioning text of a sec 
ond language; and 

send closed captioning information comprising the 
translated closed captioning text toWard the customer 
equipment. 

12. The system of claim 11 Wherein the customer equip 
ment receives the video signal provided by the video source 
and displays the translated closed captioning text from the 
closed captioning information along With the video program. 

13. The system of claim 12 Wherein the closed captioning 
information and the video signal are received separately. 

14. The system of claim 11 Wherein the control system is 
further adapted to provide synchronization information With 
the closed captioning information to enable the customer 
equipment to display the translated closed captioning text at 
an appropriate time during the video program. 

15. The system of claim 11 Wherein the closed captioning 
information is provided to a plurality of customer equipment. 

16. The system of claim 15 Wherein the customer equip 
ment is located at different locations associated With different 
subscribers. 

17. A system comprising: 
at least one communication interface; and 
a control system associated With the at least one commu 

nication interface and adapted to: 
receive a video signal for a video program With closed 

captioning from a video source; 
extract original closed captioning text from the video 

signal; 
translate the original closed captioning text of a ?rst 

language to translated closed captioning text of a sec 
ond language; 

encode the translated closed captioning text as closed 
captioning into the video signal to create a modi?ed 
video signal; and 

send the modi?ed video signal toWard the customer 
equipment. 

18. The system of claim 17 Wherein the customer equip 
ment receives the modi?ed video signal, extracts the trans 
lated closed captioning text, and displays the translated 
closed captioning text during presentation of the video pro 
gram. 

19. The system of claim 17 Wherein the modi?ed video 
signal is provided to a plurality of customer equipment. 

20. The system of claim 19 Wherein the customer equip 
ment is located at different locations associated With different 
subscribers. 


