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To all whom, it 'ITMLI/ concern. 
Be it known that I, ALBERT S. I'IARN, of 

Bloomington, county of Monroe, and State 
of Indiana, have invented a certain new and 
useful Temporary Binder; and I do hereby 
declare that the following is a full, clear, and 
exact description thereof, reference being had 
to the accompanying drawings, in which like 
?gures refer to like parts. 

This application is divided from an appli 
cation filed by me September 28, 1904, Serial 
No. 226,288, on “loose-leaf ledgers.” 

‘ The object of this invention is to provide 
convenient means in connection with a loose 
leaf binder for holding the leaves in place or 
releasing them, and said means being oper~ 
ated by a removable key for opening and 
closing the loose-leaf fastener, so that the 
contents of the book will be locked in place 
and the sheets be not removable except by 
some one having the proper key. 
The full nature of the invention will be un 

derstood from the accompanying drawings 
and the following description and claim. 
In the drawings, Figure 1 is a perspective 

view of a loose-leaf ledger open, some of the 
removable sheets torn away. Fig. 2 is a per 
spective view of the means for holding and 
combining the sheets together, the holding 
ring being closed. Fig. 3 is a side elevation 
of the means for opening and closing the rings, 
the same being centrally broken away. Fig.4 
is a side view of what is shown at one end in 
Fig. 3. Fig. 5 is a perspective view of one end 
of Fig. 3 with the ring open and with a keyfor 
operating the device. 

In detail, 10 represents the back of a ledger, 
to which a pair of metal plates 11 are secured. 
To said metal plates at opposite points corre 
sponding halves of sheet-holding rings 12 are 
secured by solder 22, and said halves are piv 
otally mounted side by side 011 a reduced por 
tion of lithe rod 13, that lies longitudinally in 
the back of the cover. Two rings are pro 
vided, one near the bottom and one near the 
top of the cover. Said rod 13 near each end 
is threaded at 14, and at each end at 15 it is 

I formed. to receive a removable key 16,where 
by said rod 18 is rotated. A sleeve 17 sur 
rounds the rod 13 in proximity to each pair 
of rings and the threaded portion of said rod. 
The outer end of said sleeve is internally 
threaded to screw upon the threaded portion 
14 of the rod 13. The inner end of said sleeve 
surrounds the rod loosely between the ends. 
Said sleeves are cut away on the top sides to 
avoid. the rings 12 and permit their movement. 
Said sleeves have inclined faces 18, that ex 
tend under each half of each ring. 
The rotation of the rod 13 by the key 16 

causes the longitudinal movement of each 
sleeve, and said longitudinal movement of 
the sleeves forces the inclined faces 18 thereof 
under the halves of the rings and forces them 
together and holds them together, as shown 
in Figs. 2 and 3. A reverse movement of the 
rod 13 by the key causes the inclined faces 18 
to disengage the halves of the rings and per 
mit their separation, as seen in Figs. 4 and 5. 

‘What I claim as my invention, and desire 
to secure by Letters Patent, is— 

In a loose-leaf book, the combination with 
the cover of a pair of metal strips secured to 
the back of the cover, le af~holding rings formed 
of halves, and the halves of each ring secured 
at opposite points to said metal strips, a rod. 
on which the halves of said rings are pivoted, 
said rod being threaded nearsaid rings, sleeves 
surrounding said rod near said rings and in 
ternally threaded to ?t on the threaded por 
tions of said rods, said sleeves having inclined 
faces that engage the halves of said rings when 
said sleeves are moved longitudinally of said 
rod to close the rings, and means for turning 
said rod so as to give longitudinal movement 
to said sleeves. 

In witness whereof I have hereunto af~ 
?xed my signature in the presence of the Wit 
nesses herein named. 

ALBERT S. I'IARN. 
Witnesses: 

THEODORE J. LoUnEN, 
Jos. M. ROBERTSON. 
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