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APPARATUS AND METHOD FOR 
GENERATING VORTEXES IN FLUID FLOW 

ADJACENT TO A SURFACE 

FIELD OF THE INVENTION 

The present invention is directed to apparatuses and meth 
ods for affecting ?uid ?oW adjacent to a surface, and espe 
cially to apparatuses and methods for generating vortexes in 
?uid ?oW adjacent to a surface. 

BACKGROUND 

Vortex generating elements may be employed With aircraft, 
ships or ground vehicles to reattach separated ?uid ?oW 
across exterior surfaces. Reattaching ?uid ?oW across exte 
rior surfaces may improve control characteristics, decrease 
transonic drag and generally ?ne tune vehicle performance in 
a speci?c operating regime. Use of vortex generating units 
may be referred to as active ?oW control. Active ?oW control 
may advantageously deploy vortex generating elements in a 
?uid stream adjacent to a surface, such as in the boundary 
layer of the ?uid ?oW, at a locus upstream of the area of 
detached ?uid ?oW. Vortex generating elements may be 
deployed only during certain evolutions such as, by Way of 
example and not by Way of limitation, during a steep climb, 
landing, take-off or transonic operation of an aircraft. Vortex 
generating elements may be deployed intermittently at a fre 
quency that advantageously affects doWnstream attached 
?uid ?oW. 

There is a need for precise and rapid control of deployment 
of vortex generating elements to permit accurately effecting 
active ?oW control for a vehicle. 

SUMMARY 

An apparatus for generating vortexes in ?uid ?oW gener 
ally adjacent to a surface includes: (a) at least one vortex 
generating element; and (b) a pieZoelectric motor element 
coupled With the at least one vortex generating element. The 
pieZoelectric motor element responds to a varying voltage 
signal to move the at least one vortex generating element 
betWeen a ?rst position extending into the ?uid ?oW an oper 
ating distance from the surface and a second position gener 
ally ?ush With the surface. 
A method for generating vortexes in ?uid ?oW generally 

adjacent to a surface includes: (a) In no particular order: (1) 
providing at least one vortex generating element; and (2) 
providing a pieZoelectric motor element coupled With the at 
least one vortex generating element. (b) Operating the pieZo 
electric motor element responsive to a varying voltage signal 
to move the at least one vortex generating element betWeen a 
?rst position extending into the ?uid ?oW an operating dis 
tance from the surface and a second position generally ?ush 
With the surface. 

Therefore, it is a feature of the present disclosure to provide 
precise and rapid control of deployment of vortex generating 
elements to permit accurately effecting active ?oW control for 
a vehicle. 

Further features of the present disclosure Will be apparent 
from the folloWing speci?cation and claims When considered 
in connection With the accompanying draWings, in Which like 
elements are labeled using like reference numerals in the 
various ?gures, illustrating embodiments of the disclosure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a top plan vieW of the apparatus of the present 
disclosure. 
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2 
FIG. 2 is a side elevation vieW of the apparatus illustrated in 

FIG. 1. 
FIG. 3 illustrates representative con?gurations for vortex 

generating elements useful With the apparatus of the present 
disclosure. 

FIG. 4 is a ?oW chart illustrating the method of the present 
disclosure. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIG. 1 is a top plan vieW of the apparatus of the present 
disclosure. In FIG. 1, a vortex generating apparatus 10 for 
affecting ?uid ?oW adjacent to a surface may include a motor 
element 40, ?rst vortex generating elements 121, 122, 123, 12” 
and second vortex generating elements 141, 142, 143, 14,". 
Motor element 40 may be coupled With ?rst vortex generating 
elements 121, 122, 123, 12” and second vortex generating 
elements 141, 142, 143, 14m via a common carrier element 30. 
The indicators “n” and “m” are employed to signify that there 
can be any number of vortex generating elements in vortex 
generating apparatus 10. The inclusion of four ?rst vortex 
generating elements 121, 122, 123, 12” and four second vortex 
generating elements 141, 142, 143, 14m in FIG. 1 is illustrative 
only and does not constitute any limitation regarding the 
number of vortex generating elements that may be included in 
the vortex generating apparatus of the present invention. 

Fluid ?oW in FIG. 1 may be in a direction indicated by an 
arroW 16. Fluid ?oW past ?rst vortex generating element 121 
may thereby be oriented substantially about a ?oW axis 18. 
Fluid ?oW past ?rst vortex generating element 122 may be 
oriented substantially about a ?oW axis 20 parallel With ?oW 
axis 18. Fluid ?oW past ?rst vortex generating element 123 
may be oriented substantially about a ?oW axis 22 parallel 
With ?oW axis 18. Fluid ?oW past ?rst vortex generating 
element 12” may be oriented substantially about a ?oW axis 
24 parallel With ?oW axis 18. 
Each of ?rst vortex generating elements 12” may be angu 

larly displaced to the left in FIG. 1 from a respective axis 18, 
20, 22, 24 by an acute angle [3. 

Fluid ?oW past second vortex generating element 141 may 
thereby be oriented substantially about ?oW axis 18. Fluid 
?oW past second vortex generating element 142 may be ori 
ented substantially about ?oW axis 20. Fluid ?oW past second 
vortex generating element 143 may be oriented substantially 
about ?oW axis 22. Fluid ?oW past second vortex generating 
element 14m may be oriented substantially about ?oW axis 24. 

Each of ?rst vortex generating elements 14m may be angu 
larly displaced to the right in FIG. 1 from a respective axis 18, 
20, 22, 24 by acute angle [3 or by another acute angle. 

Vortex generating apparatus 10 may employ only ?rst vor 
tex generating elements 12”, may employ only vortex gener 
ating elements 14,", may employ all of vortex generating 
elements 12”, 14m or may employ another combination of 
vortex generating elements 12”, 14,". 

FIG. 2 is a side elevation vieW of the apparatus illustrated in 
FIG. 1. In FIG. 2, vortex generating elements 12”, 14m are 
illustrated in a deployed orientation extending through an 
enclosure 28. Enclosure 28 presents an outer surface 27 and 
an inner surface 29. Vortex generating elements 12”, 14m may 
traverse enclosure 28 through apertures or slots in enclosure 
28 extending from inner surface 29 to outer surface 27 (aper 
tures not shoWn). Vortex generating elements 12”, 14m may be 
attached With a common carrier element 30. Carrier element 
30 may be coupled With motor element 40 via a connector 
element 32. 
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Motor element 40 may be con?gured as a piezoelectric 
motor element having a ?rst tilt plate 42 movably coupled 
With a base member 46 at a ?rst base connection locus 50, and 
having a second tilt plate 44 movably coupled at a second base 
connection locus 52 With base member 46. A buckled beam 
bias member 48 may be coupled With tilt plate 42 at a ?rst bias 
locus 54 displaced from base connection locus 50. Buckled 
beam bias member 48 may also be coupled With tilt plate 44 
at a second bias locus 56 displaced from base connection 
locus 52. 

Motor element 40 may further include a piezoelectric ele 
ment 60. Piezoelectric element 60 may be a bimorph piezo 
electric element. A bimorph piezoelectric element may be a 
piezoelectric element having tWo active layers that produce a 
displacement of the element causing one active layer to 
extend and the other active layer to contract in response to an 
electrical signal applied to the element. 

Piezoelectric element 60 may rest at a ?rst position (indi 
cated as piezoelectric element 60 in solid line format in FIG. 
2) When an electrical signal +V is applied at a ?rst terminus 62 
of piezoelectric element 60 and an electrical signal —V is 
applied at a second terminus 64 of piezoelectric element 60. 
When in the ?rst position, connector element 32 may urge 
carrier element 30 toWard enclosure 28, vortex generating 
elements 12”, 14m may pass through apertures (not shoWn) in 
enclosure 28 to extend beyond outer surface 27 into the ?uid 
?oW along outer surface 27 (see arroW 16; FIG. 1). 

Piezoelectric element 60 may rest at a second position 
indicated as piezoelectric element 60' in dotted line format in 
FIG. 2) When an electrical signal —V is applied at ?rst termi 
nus 62 of piezoelectric element 60 and an electrical signal +V 
is applied at second terminus 64 of piezoelectric element 60. 
Elements of motor element 40 in the second position of piezo 
electric element 60 are indicated in dotted line format in FIG. 
2 and designated using a “prime” notation. When in the sec 
ond position, connector element 32' may urge carrier element 
30' aWay from enclosure 28, vortex generating elements 12”, 
14m may retract through apertures (not shoWn) in enclosure 
28 to an orientation substantially ?ush With outer surface 27. 
In order to avoid cluttering FIG. 2, only a portion of carrier 
element 30' (carrier element in the second position of piezo 
electric element 60') is included in FIG. 2. 

The ?rst position of piezoelectric element 60 may be 
referred to as a ?rst equilibrium position, and the second 
position of piezoelectric element 60' may be referred to as a 
second equilibrium position. 

Biasing piezoelectric element 60 using bias element 48 in 
cooperation With tilt plates 42, 44 and base member 46 per 
mits motor element 40 to present enhanced displacement of 
piezoelectric element 60 in response to voltage signals 
applied at termini 62, 64. Operation of motor element 40 may 
be described in detail in co-pending U.S. patent application 
Ser. No. 11/584,305 ?led Oct. 20, 2006 for “ENHANCED 
DISPLACEMENT PIEZOELECTRIC MOTOR” and 
assigned to the assignee of the present application. Directly 
coupling carrier element 30 With piezoelectric element 60 
Without any intervening transmission element permits rapid 
deployment of vortex generating elements 12”, 14m con 
trolled by voltage signals applied to piezoelectric element 60. 
Eliminating a transmission element also may result in 
reduced cost and smaller size for vortex generating apparatus 
10 as compared With other vortex generating apparatuses 
having similar operating characteristics. 

FIG. 3 illustrates representative con?gurations for vortex 
generating elements useful With the apparatus of the present 
disclosure. In FIG. 3, a variety of exemplary shapes that may 
be employed as vortex generating elements are illustrated 
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4 
coupled With a carrier element 30 in a deployed orientation 
for affecting ?uid ?oW adjacent to an outer surface 27 of an 
enclosure 28. It may not be advantageous to employ differ 
ently-shaped vortex generating elements in a single applica 
tion; different con?gurations are illustrated in FIG. 3 attached 
to a common carrier element 30 for purposes of illustration 
only. 
A rectangular vortex generating element 70 is similar in 

construction to vor‘tex generating elements 12”, 14m (FIG. 2). 
A sloped rectangular vortex generating element 72 may be 
advantageously oriented to present a loWer leading pro?le 
upstream into a ?uid ?oW. Vortex generating element 74 may 
be a rod-shaped element. Vortex generating element 76 may 
be aY-pro?le element. Vortex generating element 78 may be 
a truncated pyramid pro?le element. 

Rod-shaped vor‘tex generating element 74 may have any of 
several cross-section shapes. Cross-section of rod-shaped 
element 74 may be a substantially circular shape 80; an oval 
shape (not shoWn); a polygonal such as, by Way of illustration 
and not by Way of limitation, an octagonal shape 82, a “cross” 
shape 84, a pentagonal shape 86 or a triangular shape 88; or 
another shape. 

FIG. 4 is a ?oW chart illustrating the method of the present 
disclosure. In FIG. 4, a method 100 for generating vortexes in 
?uid ?oW generally adjacent to a surface begins at a START 
locus 102. Method 100 may continue With, in no particular 
order: (1) providing at least one vor‘tex generating element, as 
indicated by a block 104; and (2) providing a piezoelectric 
motor element coupled With the at least one vortex generating 
element, as indicated by a block 106. 
Method 100 may continue With operating the piezoelectric 

motor element responsive to a varying voltage signal to move 
the at least one vor‘tex generating element betWeen a ?rst 
position extending into the ?uid ?oW an operating distance 
from the surface and a second position generally ?ush With 
the surface, as indicated by a block 108. Method 100 may 
terminate at an END locus 110. 

It is to be understood that, While the detailed draWings and 
speci?c examples given describe preferred embodiments of 
the disclosure, they are for the purpose of illustration only, 
that the apparatus and method of the disclosure are not limited 
to the precise details and conditions disclosed and that various 
changes may be made therein Without departing from the 
spirit of the disclosure Which is de?ned by the folloWing 
claims. 

I claim: 
1. An apparatus for generating vortexes in ?uid ?oW gen 

erally adjacent to a surface; the apparatus comprising: 
(a) at least one vor‘tex generating element; and 
(b) a piezoelectric motor element coupled With said at least 

one vortex generating element; said piezoelectric motor 
element responding to a varying voltage signal to move 
said at least one vortex generating element betWeen a 
?rst position extending into said ?uid ?oW an operating 
distance from said surface and a second position gener 
ally ?ush With said surface; said piezoelectric motor 
element including a bimorph piezoelectric element 
coupled for receiving said voltage signal and a buckled 
beam bias element coupled for biasing said piezoelectric 
element to either of a ?rst stable position and a second 
stable position in response to said voltage signal; said at 
least one vor‘tex generating element being in said ?rst 
position When said piezoelectric element is in said ?rst 
stable position; said at least one vor‘tex generating ele 
ment being in said second position When said piezoelec 
tric element is in said second stable position. 
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2. An apparatus for generating vortexes in ?uid ?oW gen 
erally adjacent to a surface as recited in claim 1 Wherein said 
at least one vortex generating element is a plurality of gener 
ally planar elements a?ixed With a common carrier element; 
said plurality of generally planar elements extending into said 
?uid ?oW at an acute angle With said ?uid ?oW in said ?rst 
position; said pieZoelectric motor element being coupled With 
said common carrier element. 

3. An apparatus for generating vortexes in ?uid ?oW gen 
erally adjacent to a surface as recited in claim 1 Wherein said 
at least one vortex generating element is a plurality of gener 
ally planar elements a?ixed With a common carrier element; 
said ?uid ?oW occurring generally along a ?uid ?oW axis; a 
?rst element group of said plurality of generally planar ele 
ments extending into said ?uid ?oW substantially in a parallel 
orientation at a ?rst acute angle in a ?rst direction from said 
?uid ?oW axis in said ?rst position; a second element group of 
said plurality of generally planar elements extending into said 
?uid ?oW substantially in a parallel orientation at a second 
acute angle in a second direction from said ?uid ?oW axis in 
said ?rst position; said pieZoelectric motor element being 
coupled With said common carrier element. 

4. An apparatus for generating vortexes in ?uid ?oW gen 
erally adjacent to a surface as recited in claim 1 Wherein said 
at least one vortex generating element is a plurality of gener 
ally rod-shaped elements af?xed With a common carrier ele 
ment; said plurality of rod-shaped elements extending into 
said ?uid ?oW in said ?rst position; said pieZoelectric motor 
element being coupled With said common carrier element. 

5. An apparatus for affecting ?uid ?oW generally adjacent 
to an exterior surface; the apparatus comprising: 

(a) a plurality of vortex generating elements attached With 
a carrier element; said carrier element being situated 
generally proximate to an interior surface substantially 
adjacent to said exterior surface; and 

(b) a pieZoelectric motor element coupled With said carrier 
element; said pieZoelectric motor element responding to 
a voltage signal to move said carrier element betWeen a 
?rst position and a second position; said plurality of 
vortex generating elements extending through said inte 
rior surface and said exterior surface into said ?uid ?oW 
an operating distance from said exterior surface When 
said carrier element is in said ?rst position; said plurality 
of vortex generating elements being generally ?ush With 
said exterior surface or beloW said exterior surface When 
said carrier element is in said second position; said 
pieZoelectric motor element including a bimorph pieZo 
electric element coupled for receiving said voltage sig 
nal and a buckled beam bias element coupled for biasing 
said pieZoelectric element to either of a ?rst stable equi 
librium position and a second stable equilibrium posi 
tion in response to said voltage signal; said carrier ele 
ment being in said ?rst position When said pieZoelectric 
element is in said ?rst stable equilibrium position; said 
carrier element being in said second position When said 
pieZoelectric element is in said second stable equilib 
rium position. 

6. An apparatus for affecting ?uid ?oW generally adjacent 
to an exterior surface as recited in claim 5 Wherein said 
plurality of vortex generating elements is a plurality of gen 
erally planar elements; said ?uid ?oW occurring generally 
along a ?uid ?oW axis; said plurality of generally planar 
elements extending into said ?uid ?oW substantially in a 
parallel orientation at an acute angle With said ?uid ?oW axis 
When said carrier element is in said ?rst position. 

7. An apparatus for affecting ?uid ?oW generally adjacent 
to an exterior surface as recited in claim 5 Wherein said 
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6 
plurality of vortex generating elements is a plurality of gen 
erally planar elements; said ?uid ?oW occurring generally 
along a ?uid ?oW axis; a ?rst element group of said plurality 
of generally planar elements extending into said ?uid ?oW 
substantially in a parallel orientation at a ?rst acute angle in a 
?rst direction from said ?uid ?oW axis in said ?rst position; a 
second element group of said plurality of generally planar 
elements extending into said ?uid ?oW substantially in a 
parallel orientation at a second acute angle in a second direc 
tion from said ?uid ?oW axis When said carrier element is in 
said ?rst position. 

8. An apparatus for affecting ?uid ?oW generally adjacent 
to an exterior surface as recited in claim 5 Wherein said 
plurality of vortex generating elements is a plurality of gen 
erally rod-shaped elements; said plurality of rod-shaped ele 
ments extending into said ?uid ?oW When said carrier element 
is in said ?rst position. 

9. A method for generating vortexes in ?uid ?oW generally 
adjacent to a surface; the method comprising: 

(a) in no particular order: 
(1) providing at least one vortex generating element; and 
(2) providing a pieZoelectric motor element coupled 

With said at least one vortex generating element; and 
(b) operating said pieZoelectric motor element responsive 

to a varying voltage signal to move said at least one 
vortex generating element betWeen a ?rst position 
extending into said ?uid ?oW an operating distance from 
said surface and a second position generally ?ush With 
said surface; said pieZoelectric motor element including 
a bimorph pieZoelectric element coupled for receiving 
said voltage signal and a buckled beam bias element 
coupled for biasing said piezoelectric element to either 
of a ?rst stable equilibrium position and a second stable 
equilibrium position in response to said voltage signal; 
said at least one vortex generating element being in said 
?rst position When said pieZoelectric element is in said 
?rst stable equilibrium position; said at least one vortex 
generating element being in said second position When 
said pieZoelectric element is in said second stable equi 
librium position. 

10. A method for generating vortexes in ?uid ?oW gener 
ally adjacent to a surface as recited in claim 9 Wherein said at 
least one vortex generating element is a plurality of generally 
planar elements af?xed With a common carrier element; said 
?uid ?oW occurring generally along a ?uid ?oW axis; said 
plurality of generally planar elements extending into said 
?uid ?oW substantially in a parallel orientation at an acute 
angle With said ?uid ?oW axis in said ?rst position; said 
pieZoelectric motor element being coupled With said common 
carrier element. 

11. A method for generating vortexes in ?uid ?oW gener 
ally adjacent to a surface as recited in claim 9 Wherein said at 
least one vortex generating element is a plurality of generally 
planar elements af?xed With a common carrier element; said 
?uid ?oW occurring generally along a ?uid ?oW axis; a ?rst 
element group of said plurality of generally planar elements 
extending into said ?uid ?oW substantially in a parallel ori 
entation at a ?rst acute angle in a ?rst direction from said ?uid 
?oW axis in said ?rst position; a second element group of said 
plurality of generally planar elements extending into said 
?uid ?oW substantially in a parallel orientation at a second 
acute angle in a second direction from said ?uid ?oW axis in 
said ?rst position; said pieZoelectric motor element being 
coupled With said common carrier element. 


