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(57) ABSTRACT 
A control server of an apparatus in one example manages a 
plurality of resource servers that are allocated to handle a 
load. The control server receives from a ?rst resource server, 
of the plurality of resource servers, a ?rst status message that 
comprises a ?rst indicator of a relative availability of the ?rst 
resource server. The control server receives from a second 

resource server, of the plurality of resource servers, a second 
status message that comprises a second indicator of a relative 
availability of the second resource server. The control server 
employs a comparison of the ?rst indicator of the relative 
availability of the ?rst resource server With the second indi 
cator of the relative availability of the second resource server 
to promote a selected balance of the loadbetWeen tWo or more 
of the plurality of resource servers. 

17 Claims, 3 Drawing Sheets 
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CONTROL SERVER THAT MANAGES 
RESOURCE SERVERS FOR SELECTED 

BALANCE OF LOAD 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application contains subject matter that is related to 
the subject matter of the following applications, Which are 
assigned to the same assignee as this application. The beloW 
listed applications are hereby incorporated herein by refer 
ence in their entireties: 
“SCHEDULED DETERMINATION OF NETWORK 

RESOURCE AVAILABILITY,” by Ramachendra P. Batni, 
Chen Fan, Ranjan Shanna, and Yu Jun Zhu, Ser. No. 10/ 954, 
573, ?led Sep. 30, 2004. 
“APPLICATION LOAD LEVEL DETERMINATION,” 

by Ramachendra P. Batni, John R. Beasley, Robert Brunnetti, 
Brian P. Davis, Chen Fan, Nickolas Landsberg, and Ranjan 
Sharma, Ser. No. 11/ 173,412, co-?led hereWith. 

TECHNICAL FIELD 

The invention relates generally to control and resource 
servers and more particularly to load balancing among 
resource servers. 

BACKGROUND 

Distributed con?gurations of servers in one example com 
prise a control server and a plurality of resource servers that 
are allocated to handle a load, for example, processing of 
incoming calls. To prevent a single resource server from 
becoming overloaded, the control server performs load bal 
ancing to distribute the load among the plurality of resource 
servers. Known methods for load balancing comprise a stati 
cally Weighted distribution and round-robin distribution. 
When the control server employs the statically Weighted 

distribution, a predetermined portion of the load is distributed 
to each resource server. For example, control server distrib 
utes forty percent of the load to a ?rst resource server and 
sixty percent of the load to a second resource server. When the 
control server employs the round-robin distribution, the con 
trol server alternates betWeen the ?rst and second resource 
servers for distribution of the load. HoWever, these load bal 
ancing methods do not take the load on the resource servers 
into account. If the ?rst resource server becomes overloaded 
While the second server is operating at a normal level, the 
control server Will still distribute a portion of the load to the 
?rst server. As the ?rst resource server becomes further over 

loaded, a quality of service level provided by the distributed 
con?guration is reduced. 

Thus, a need exists for load balancing based on resource 
server loads. 

SUMMARY 

A control server manages a plurality of resource servers 
that are allocated to handle a load. The control server employs 
a comparison of indicators of relative availability from the 
resource servers to promote a selected balance of the load 
betWeen the resource servers. 

In one embodiment, there is provided an apparatus com 
prising a control server that manages a plurality of resource 
servers that are allocated to handle a load. The control server 
receives from a ?rst resource server, of the plurality of 
resource servers, a ?rst status message that comprises a ?rst 
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2 
indicator of a relative availability of the ?rst resource server. 
The control server receives from a second resource server, of 

the plurality of resource servers, a second status message that 
comprises a second indicator of a relative availability of the 
second resource server. The control server employs a com 

parison of the ?rst indicator of the relative availability of the 
?rst resource server With the second indicator of the relative 
availability of the second resource server to promote a 
selected balance of the load betWeen tWo or more of the 
plurality of resource servers. 

In another embodiment, there is provided a method for 
managing the plurality of resource servers. A ?rst indicator is 
received from a ?rst resource server of a plurality of resource 
servers that are allocated to handle a load. The ?rst indicator 
comprises a ?rst indicator of a relative availability of the ?rst 
resource server. A second indicator is received from a second 
resource server of the plurality of resource servers that are 

allocated to handle the load. The second indicator comprises 
a second indicator of a relative availability of the second 
resource server. A ranked list of the plurality of resource 
servers is updated based on the ?rst indicator of relative 
availability of the ?rst resource server and the second indica 
tor of relative availability of the second resource server. 

In yet another embodiment, there is provided an article 
comprising one or more computer-readable non-transitory 
media. The article includes means in the one or more media 
for receiving, from a ?rst resource server of a plurality of 
resource servers that are allocated to handle a load, a ?rst 
indicator of a relative availability of the ?rst resource server. 
The article includes means in the one or more media for 
receiving, from a second resource server of the plurality of 
resource servers that are allocated to handle the load, a second 
indicator of a relative availability of the second resource 
server. The article includes means in the one or more media 

for updating a ranked list of the plurality of resource servers 
based on the ?rst indicator of relative availability of the ?rst 
resource server and the second indicator of relative availabil 
ity of the second resource server. 

DESCRIPTION OF THE DRAWINGS 

Features of exemplary implementations of the invention 
Will become apparent from the description, the claims, and 
the accompanying draWings in Which: 

FIG. 1 is a representation of one implementation of an 
apparatus that comprises one or more control servers and a 
plurality of resource servers. 

FIG. 2 is a representation of one exemplary table of thresh 
olds for the plurality of resource servers of FIG. 1. 

FIG. 3 is a representation of one exemplary table of opera 
tional mode indicators and threshold indicators over time for 
the plurality of resource servers of FIG. 1. 

FIG. 4 is a representation of one exemplary table of a 
dynamic ranked list of the plurality of resource servers of 
FIG. 1 over time. 

FIG. 5 is a representation of one exemplary logic ?oW for 
the control server of the apparatus of FIG. 1. 

DETAILED DESCRIPTION 

Turning to FIG. 1, an apparatus 100 in one example com 
prises a control server 102 and a plurality of resource servers 
104, for example, resource servers 106, 108,110 and 112. The 
plurality of resource servers 104 are communicatively 
coupled With the control server 102. For example, the 
resource servers 106, 108, 110 and 112 are communicatively 
coupled With the control server 102 via communication paths 
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114, 116, 118 and 120, respectively. The control server 102 
and the plurality of resource servers 104 employ one or more 
communication protocols to exchange messages. Exemplary 
protocols comprise transmission control protocol/internet 
protocol (“TCP/IP”), simple object access protocol 
(“SOAP”), extensible markup language (“XML”), and light 
Weight directory access protocol (“LDAP”). In one example, 
the control server 102 employs a single protocol for all com 
munications With the plurality of resource servers 104. In 
another example, the control server 102 employs a plurality of 
communication protocols to exchange messages With the plu 
rality of resource servers 104. 

The control server 102 in one example comprises a call 
controller of a cellular communication network. The plurality 
of resource servers 104 in one example comprise application 
servers of the cellular communication netWork. One or more 
of the control server 102 and one or more of the plurality of 
resource servers 104 in one example comprise one or more 
instances of a recordable data storage medium 122, as 
described herein. In one example, a plurality of control serv 
ers 102 share one or more of the plurality of resource servers 

104. In a further example, the plurality of control servers 102 
are communicatively coupled to share information about the 
plurality of resource servers 104, as Will be appreciated by 
those skilled in the art. 

The plurality of resource servers 104 are allocated to 
handle a load, for example, a call processing load. The call 
processing load in one example comprises a ringback tone 
service and/or voice mail service. The control server 102 in 
one example manages distribution of the load among the 
plurality of resource servers 104. For example, the control 
server 1 02 distributes the load among the plurality of resource 
servers 104 to promote a selected balance of the load betWeen 
tWo or more of the plurality of resource servers 104. 

The control server 102 in one example employs a dynamic 
ranked list (FIG. 4) of the plurality of resource servers 104 to 
distribute the load among the plurality of resource servers 
104, as described herein. The control server 102 updates the 
dynamic ranked list on a predetermined schedule and/or as 
needed. In another example, the control server 102 employs 
an unordered list (FIG. 3) of load levels of the plurality of 
resource servers 104. For example, the control server 102 
compares entries in the unordered list before distributing an 
incoming call to one of the plurality of resource servers 104. 

The plurality of resource servers 104 comprise one or more 
resources for handling the load. Exemplary resources com 
prise processors, memory, and communication ports. A load 
level indicates a siZe of the load handled by the plurality of 
resource servers 104. Each resource server of the plurality of 
resource servers 104 is designed to handle a load level up to a 
predetermined resource threshold With a predetermined qual 
ity of service level. For example, if the load level of the 
resource server 106 is beloW the predetermined resource 
threshold, a quality of service level provided by the resource 
server 106 is generally better than or equal to the predeter 
mined quality of service level. As the load level of the 
resource server 106 increases and exceeds the predetermined 
resource threshold, the resource server 106 is overloaded and 
the quality of service level is reduced. For example, a call 
setup time for the ringback tone service increases or a voice 
mail system is unavailable. 
When the resource server 106 is overloaded, the resource 

server 106 in one example performs one or more procedures 
to promote a reduction of the load level, increase the quality 
of service level, and/or stabiliZe the resource server 106. For 
example, the resource server 106 begins “call gapping” and/ 
or “call throttling”. The plurality of resource servers 104 in 
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4 
one example comprises a plurality of operational modes that 
correspond to different levels of the procedures, for example, 
progressively higher levels of call gapping. The resource 
server 106 in one example compares a current load level of the 
resource server 106 With a plurality of predetermined load 
thresholds that correspond to the plurality of operational 
modes. The resource server 106 selects an operational mode 
that corresponds to the current load level. The resource server 
106 in one example changes the plurality of predetermined 
load thresholds based on a change in one or more available 

resources of the resource server 106. 

Turning to FIG. 2, table 202 comprises a plurality of pre 
determined load thresholds for the plurality of resource serv 
ers 104. The plurality of predetermined load thresholds sepa 
rate the plurality of operational modes. The plurality of 
operational modes in one example comprise a normal mode 
and one or more overload modes. The normal mode and one 

or more overload modes in one example are referred to by a 

plurality of operational mode indicators of a predetermined 
ranked list, for example, “NL”, “OL1 ”, “OL2 ”, “OL3 ” and 
“OL4 ”, respectively. For example, OL4 corresponds to a 
highest overload mode and NL corresponds to a normal 
mode, beloW normal mode, and/or no overload condition. 
The plurality of predetermined load thresholds in one 

example comprise “ceilings” for one or more of the plurality 
of operational modes. For example, the predetermined load 
thresholds indicate a maximum load level for a corresponding 
operational mode. Exemplary load levels comprise processor 
usage of the processor 106, memory usage of the memory 
modules 108, usage and/ or communication throughput of the 
communication ports 110, a number of calls in progress 
(“CIP”), or combinations thereof. The predetermined load 
thresholds in one example are based on engineered limits for 
the control server 102 and the plurality of resource servers 
104, as Will be appreciated by those skilled in the art. 
The resource server 106 comprises a maximum load level 

of “400” for the normal mode NL, a maximum load level of 
“450” for the overload mode OL1, a maximum load level of 
“500” for the overload mode 0L2, and a maximum load level 
of “550” for the overload mode OL3. The overload mode OL4 
comprises a maximum overload mode and does not have a 
corresponding load threshold When the predetermined load 
thresholds comprise ceilings. In alternative embodiments, the 
predetermined load thresholds comprise “?oors” for the plu 
rality of operational modes or ranges of thresholds that sepa 
rate the plurality of operational modes, as Will be appreciated 
by those skilled in the art. 

The operational mode indicators for the resource server 
106 (“RS1”), the resource server 108 (“RS2”), the resource 
server 110 (“RS3”) and the resource server 112 (“RS4”) 
comprise same operational mode indicators. The predeter 
mined load thresholds for tWo or more of the plurality of 
resource servers 104 in one example comprise same thresh 
olds. For example, Where the resource server 106 and the 
resource server 112 comprise resource servers With same load 

capacities, the predetermined load thresholds of the resource 
server 106 and the resource server 112 are the same. In 

another example, the predetermined load thresholds for tWo 
or more of the plurality of resource servers 104 comprise 
different thresholds. For example, Where the resources serv 
ers 106 and 108 comprise resource servers With different load 
capacities, the predetermined load thresholds of the resource 
server 106 and the resource server 112 are different. Since the 
operational mode indicators for the plurality of resource serv 
ers 104 are the same but the predetermined load thresholds 
may be different, the operational mode indicators comprise 
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an indicator of relative availability of the plurality of resource 
servers 104, as Will be appreciated by those skilled in the art. 
One or more of the plurality of resource servers 104 in one 

example send a status message to the control server 102 over 
the communication paths 114, 116, 118 and/or 120. The sta 
tus message comprises an indicator of relative availability of 
the plurality of resource servers, for example, the operational 
mode indicator. In a further example, the status mes sage 
comprises a threshold indicator that indicates a load differ 
ence betWeen the operational mode indicator and a next 
higher operational mode indicator. For example, Where the 
resource server 106 comprises a current load of “420” calls, 
the resource server 106 comprises an operational mode indi 
cator of “OL1 ”. The next higher operational mode indicator 
is “0L2” and thus the load difference betWeen the operational 
mode indicator and the next higher operational mode indica 
tor is “+30”. For example, the resource server 106 is currently 
in the OL1 overload mode and Will move to the 0L2 overload 
mode after receiving thirty additional calls. 

The plurality of resource servers 104 in one example send 
a plurality of instances of the status message to the control 
server 102. The control server 102 in one example employs 
the operational mode indicators and/ or the threshold indica 
tors to manage the distribution of the load among the plurality 
of resource servers 104. The resource servers 106, 108, 110 
and 112 in one example send the plurality of status messages 
upon predetermined events, for example, a change in load 
level, a change in available resources, and/ or an expiration of 
a timer. The plurality of resource servers 104 in one example 
send instances of the status message on a predetermined 
schedule, for example, upon expiration of a periodic timer. 
For example, the resource server 106 sends an instance of the 
status message to the control server 102 every ten seconds. 
The plurality of resource servers 104 in one example send the 
instances of the status message on different schedules. In 
another example, the plurality of resource servers 104 send an 
instance of the status message upon a change in the opera 
tional threshold indicator or upon receipt of a status query 
message from the control server 102. For example, the 
resource server 106 sends a status message to the control 
server 102 after a sudden change from the normal mode “NL” 
to the overload mode “0L2”. 

The plurality of resource servers 104 in one example send 
the plurality of status messages upon multiple predetermined 
events. For example, the resource server 106 sends the status 
message on a predetermined schedule and also When a change 
in load level occurs. The resource server 106 in one example 
resets the timer for the predetermined schedule upon sending 
a status message for the change in load level. For example, the 
resource server 106 employs a ten second timer for a prede 
termined schedule of status messages. The resource server 
106 sends a status message to the control server 102 at a time 

t:0, t:10, t:20, etc. If at time t:22, the resource server 106 
changes from a normal load “NL” to an overload mode “OL1 
”, the resource server 106 sends a status message to the 
control server 102, Which resets the timer for the predeter 
mined schedule. So, the resource server 106 Will send subse 
quent status messages on the predetermined schedule at time 
t:32, t:42, etc. 

Turning to FIGS. 3 and 4, table 302 comprises operational 
mode indicators and threshold indicators for the resource 
servers 106, 108, 110 and 112 at times “T1”, “T2” and “T3”. 
Table 402 comprises instances 404, 406 and 408 of the 
dynamic ranked list of the plurality of resource servers 104. 
The control server 102 updates the dynamic ranked list of the 
plurality of resource servers 104 based on the status messages 
from the plurality of resource servers 104. For example, the 
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6 
control server 102 receives four instances of the status mes 
sages from each of the resource servers 106, 108, 110 and 
112. The control server 102 in one example updates the 
dynamic ranked list based on a most recently received 
instance of the status messages from the resource servers 106, 
108, 110 and 112. In one example, the control server 102 
updates the dynamic ranked list immediately upon receipt of 
a status message. In another example, the control server 102 
updates the ranked list on a predetermined schedule, for 
example, every tWenty seconds. In one example, the record 
able data storage medium 122 of the control server 102 com 
prises means for receiving the status messages from the 
resource servers, means for updating the dynamic ranked list, 
and means for distributing the load. 
An illustrative description of an exemplary operation of the 

apparatus 100 is presented, for explanatory purposes. Turning 
to FIG. 5 and referring to FIGS. 3 and 4, the control server 102 
in one example updates the dynamic ranked list based on 
logic How 502. The control server 102 receives (STEP 504) a 
plurality of instances of the status messages from the resource 
servers 106, 108, 110 and 112 over a time period that com 
prises times T1, T2 and T3. The resource servers 106, 108, 
110 and 112 in one example send the plurality of status 
messages upon the predetermined events. The control server 
102 in one example employs a ?rst softWare process or soft 
Ware thread to receive the plurality of instances of the status 
messages, as Will be appreciated by those skilled in the art. 

At time T1, the control server 102 in one example performs 
(STEP 506) a ?rst comparison of the operational mode indi 
cators from the resource servers 106, 108, 110 and 112. In a 
further example, the control server 102 performs a compari 
son of the threshold indicators from the resources servers 106, 
108, 110 and 112. After the comparisons, the control server 
102 updates (STEP 508) the dynamic ranked list. The opera 
tional mode indicator for the resource server 112 is loWest of 
the resource servers 106, 108, 110 and 112, so the control 
server 102 places the resources server 112 in a ?rst position of 
an instance 404 of the dynamic ranked list. The operational 
mode indicators for the resource servers 106 and 110 are the 
same. The control server 102 performs a comparison of the 
threshold indicators of the resource servers 106 and 110. The 
load difference of the resource server 106, “40”, is greater 
than the load difference of the resource server 110, “25”. So, 
the control server 102 places the resource server 106 in a 
second position of the instance 404 of the dynamic ranked list 
and the resource server 110 in a third position. Since the 
resource server 108 comprises a highest operational mode 
indicator at time T1, the control server 1 02 places the resource 
server 108 in a fourth position in the instance 404 of the 
dynamic ranked list. 
At time T2, the control server 102 performs (STEP 506) a 

second comparison of the operational mode indicators from 
the resource servers 106, 108, 110 and 112. After the second 
comparison, the control server 102 updates (STEP 508) the 
dynamic ranked list. In an instance 406 of the dynamic ranked 
list, the control server 102 promotes the resource server 110 to 
the ?rst position, demotes the resources server 112 to the 
second position, and demotes the resource server 106 to the 
third position. The control server 102 places the resource 
server 108 in the fourth position of the instance 406 of the 
dynamic ranked list. In one example, the recordable data 
storage medium 122 of the control server 102 comprises 
means for performing the comparisons and promoting or 
demoting the resource servers. 
At time T3, the control server 102 performs (STEP 506) a 

third comparison of the operational mode indicators from the 
resource servers 106, 108, 110 and 112. After the third com 
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parison, the control server 102 updates (STEP 508) the 
dynamic ranked list. In an instance 408 of the dynamic ranked 
list, the control server 102 promotes the resource server 106 to 
the ?rst position, demotes the resource server 110 to the 
second position, and demotes the resource server 112 to the 
third position. The control server 102 places the resource 
server 108 in the fourth position of the instance 406 of the 
dynamic ranked list. The control server 102 in one example 
employs a second softWare process or softWare thread to 
perform the comparisons and update the dynamic ranked list. 
STEPS 506 and 508 in one example occur asynchronously 
With STEP 504, as Will be appreciated by those skilled in the 
art. 

The control server 102 in one example employs the 
dynamic ranked list of the plurality of resource servers 104 to 
distribute (STEP 510) the load, for example, incoming calls 
for the ringback tone service, among the plurality of resource 
servers 104. After the time T1, but before the time T2, the 
control server 102 employs the instance 404 to distribute the 
load among the resource servers 106, 108, 110 and 112. The 
control server 102 distributes neW incoming calls to the ?rst 
position of the instance 404 of the dynamic ranked list, i.e., 
the resource server 112. After the time T2, but before the time 
T3, the control server 102 employs the instance 406 to dis 
tribute the load. Since the resource servers 106, 110 and 112 
comprise a same operational mode indicator, i.e., OL1, the 
control server 102 in one example employs a round-robin 
scheme to distribute the load among the resource servers 1 06, 
110 and 112. In another example, the control server 102 
employs a round-robin procedure and the dynamic ranked list 
to distribute the load. For example, the control server 102 
employs the round-robin procedure on the instance 408 after 
the time T3 to distribute the load. 

The control server 102 in one example employs a third 
softWare process or softWare thread to distribute the load 
among the plurality of resource servers 104. The ?rst, second, 
and third softWare processes in one example run simulta 
neously. For example, the steps of the ?rst, second, and third 
softWare processes occur asynchronously. In one example, 
the ?rst softWare process (i.e., the step of receiving) provides 
the operational mode indicators to the second softWare pro 
cess (i.e., the step of comparing) on a predetermined sched 
ule. In another example, the ?rst softWare process provides 
the operational mode indicators to the second softWare pro 
cess upon a request from the second softWare process, as Will 
be appreciated by those skilled in the art. 

During a time period of high load, the control server 102 in 
one example distributes the load to resource servers that are in 
an overload mode to prevent a sudden increase in load on a 
single resource server. For example, Where an incoming load 
comprises ?fty incoming calls after the time T3, the resource 
server 106 could become excessively overloaded and unre 
sponsive if given all ?fty calls in a short period of time. So, the 
control server 102 in one example distributes tWenty-?ve 
calls to the resource server 106, tWenty calls to the resource 
server 110, and ?ve calls to the resource server 112. 
The control server 102 performs the comparisons (STEP 

506) of the operational mode indicators received in STEP 
504. The control server 102 in one example receives a plural 
ity of instances of the status message from the resource server 
106 betWeen comparisons of the operational mode indicators. 
In a ?rst example, the control server 102 stores only the most 
recent instance of the status message for the next comparison. 
For example, the control server 102 overWrites a status mode 
indicator for the resource server 106. In a second example, the 
control server 102 stores a plurality of recent instances of the 
status message. 
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Numerous alternative embodiments of the present inven 

tion exist. The control server 102 in one example performs 
(STEP 506) the comparison and updates (STEP 508) the 
dynamic ranked list for every incoming call or after a prede 
termined number of calls have been handled. The control 
server 102 in another example The plurality of resource serv 
ers 104 in one example execute a plurality of call processing 
applications. The operational mode indicators and threshold 
indicators in one example correspond to the operational 
modes of the call processing applications instead of the 
resource servers. For example, the operational mode indica 
tors are at an application level instead of a platform level, as 
Will be appreciated by those skilled in the art. 
The apparatus 100 in one example comprises a plurality of 

components such as one or more of electronic components, 
hardWare components, and computer softWare components. 
A number of such components can be combined or divided in 
the apparatus 100. An exemplary component of the apparatus 
100 employs and/ or comprises a set and/or series of computer 
instructions Written in or implemented With any of a number 
of programming languages, as Will be appreciated by those 
skilled in the art. 
The apparatus 100 in one example employs one or more 

computer readable non-transitory media. The computer-read 
able non-transitory media store softWare, ?rmWare and/or 
assembly language for performing one or more portions of 
one or more embodiments of the invention. Examples of a 
computer-readable non-transitory medium for the apparatus 
100 comprise the recordable data storage medium 122 of the 
control server 102 and the recordable data storage medium 
122 of the plurality of resource servers 104. The computer 
readable non-transitory medium for the apparatus 100 in one 
example comprise one or more of a magnetic, electrical, 
optical, biological, and atomic data storage medium. For 
example, the computer-readable non-transitory medium 
comprise ?oppy disks, magnetic tapes, CD-ROMs, DVD 
ROMs, hard disk drives, and electronic memory. 
The steps or operations described herein are just exem 

plary. There may be many variations to these steps or opera 
tions Without departing from the spirit of the invention. For 
instance, the steps may be performed in a differing order, or 
steps may be added, deleted, or modi?ed. 
Although exemplary implementations of the invention 

have been depicted and described in detail herein, it Will be 
apparent to those skilled in the relevant art that various modi 
?cations, additions, substitutions, and the like can be made 
Without departing from the spirit of the invention and these 
are therefore considered to be Within the scope of the inven 
tion as de?ned in the folloWing claims. 

We claim: 
1. An apparatus, comprising: 
a control server, With one or more electronic components, 
Wherein the control server comprises a call controller of a 

cellular communication netWork con?gured to manage a 
plurality of resource servers of the cellular communica 
tion netWork that are allocated to handle a call load for 
the cellular communication netWork, Wherein the con 
trol server is con?gured to receive from a ?rst resource 
server, of the plurality of resource servers, one or more 
instances of a ?rst status message that comprises a ?rst 
indicator of a availability of the ?rst resource server, 
Wherein the control server is con?gured to receive from 
a second resource server, of the plurality of resource 
servers, one or more instances of a second status mes 

sage that comprises a second indicator of a availability 
of the second resource server; 
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wherein the control server comprises a predetermined 
ranked list of operational mode indicators that corre 
spond to a respective plurality of call handling opera 
tional modes for the plurality of resource servers, 
Wherein the ?rst and second indicators are selected from 
the predetermined ranked list of operational mode indi 
cators; 

Wherein the plurality of call handling operational modes 
are separated by resource thresholds of the resource 
server from Which the status message is sent; 

Wherein the control server comprises a dynamic ranked list 
of the plurality of resource servers and is con?gured to 
employ the dynamic ranked list to distribute the call load 
among the plurality of resource servers to promote a 
selected balance of the call load; 

Wherein the control server is con?gured to employ a com 
parison of the most recently received ?rst indicator With 
the most recently received second indicator to update the 
dynamic ranked list and promote the selected balance of 
the call load. 

2. The apparatus of claim 1 in combination With the ?rst 
resource server and the second resource server; 

Wherein the ?rst resource server is con?gured to select a 
?rst call handling operational mode from the plurality of 
call handling operational modes based on one or more 
resource levels of the ?rst resource server, Wherein the 
?rst indicator corresponds to the ?rst call handling 
operational mode; 

Wherein the second resource server is con?gured to select 
a second call handling operational mode from the plu 
rality of call handling operational modes based on one or 
more resource levels of the second resource server, 
Wherein the second indicator corresponds to the second 
call handling operational mode. 

3. The apparatus of claim 2, Wherein the ?rst resource 
server comprises a ?rst set of resource thresholds that sepa 
rate the plurality of call handling operational modes; 

Wherein the ?rst resource server is con?gured to select the 
?rst call handling operational mode based on a compari 
son of the one or more resource levels of the ?rst 

resource server With the ?rst set of resource thresholds; 
Wherein the second resource server comprises a second set 

of resource thresholds that separate the plurality of call 
handling operational modes; 

Wherein the second resource server is con?gured to select 
the second call handling operational mode based on a 
comparison of the one or more resource levels of the 
second resource server With the second set of resource 
thresholds. 

4. The apparatus of claim 3, Wherein the ?rst resource 
server is con?gured to change the ?rst set of resource thresh 
olds that separate the plurality of call handling operational 
modes to a third set of resource thresholds based on a change 
in one or more available resources of the ?rst resource server; 

Wherein the ?rst resource server is con?gured to select a 
third call handling operational mode from the plurality 
of call handling operational modes based on a compari 
son of the one or more resource levels of the ?rst 

resource server With the third set of resource thresholds. 
5. The apparatus of claim 1, Wherein the predetermined 

ranked list of operational mode indicators comprises a normal 
mode indicator and a plurality of overload mode indicators; 

Wherein the control server is con?gured to distribute the 
call load to a resource server With a normal mode indi 
cator before a resource server With an overload mode 

indicator, of the plurality of overload mode indicators, to 
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10 
promote the selected balance of the call load betWeen the 
tWo or more of the plurality of resource servers. 

6. The apparatus of claim 1, Wherein the ?rst indicator of 
availability comprises the ?rst indicator and a ?rst threshold 
indicator that indicates a call load difference betWeen the ?rst 
indicator and a next higher operational mode indicator; 

Wherein the second indicator of availability comprises the 
second indicator and a second threshold indicator that 
indicates a call load difference betWeen the second indi 
cator and a next higher operational mode indicator; 

Wherein the control server is con?gured to perform a com 
parison of the ?rst threshold indicator of the ?rst 
resource server With the second threshold indicator of 
the second resource server When the ?rst indicator and 
the second indicator comprise a same operational mode 

indicator; 
Wherein if the ?rst threshold indicator is greater than the 

second threshold indicator, the control server is con?g 
ured to distribute the call load to the ?rst resource server 
before the second resource server to promote the 
selectedbalance of the call loadbetWeen the tWo or more 
of the plurality of resource servers. 

7. The apparatus of claim 1 in combination With the ?rst 
resource server and the second resource server; 

Wherein the ?rst resource server is con?gured to select the 
?rst indicator of the availability of the ?rst resource 
server, Wherein the ?rst resource server is con?gured to 
send the ?rst status message that comprises the ?rst 
indicator of the availability of the ?rst resource server to 
the control server; 

Wherein the second resource server is con?gured to select 
the second indicator of the availability of the second 
resource server, Wherein the second resource server is 
con?gured to send the second status message that com 
prises the second indicator of the availability of the 
second resource server to the control server. 

8. The apparatus of claim 7 Wherein the ?rst resource server 
comprises one or more ?rst call processing applications that 
are allocated to handle the call load; 

Wherein the availability of the ?rst resource server com 
prises a availability of the one or more ?rst call process 
ing applications; 

Wherein the second resource server comprises one or more 

second call processing applications that are allocated to 
handle the call load; 

Wherein the availability of the second resource server com 
prises a availability of the one or more second call pro 
cessing applications. 

9. The apparatus of claim 7, Wherein the ?rst resource 
server is con?gured to send on a ?rst predetermined event the 
?rst status message that comprises the ?rst indicator of the 
availability of the ?rst resource server to the control server; 

Wherein the second resource server is con?gured to send on 
a second predetermined event the second status message 
that comprises the second indicator of the availability of 
the second resource server to the control server. 

10. The apparatus of claim 7, Wherein the ?rst predeter 
mined event and the second predetermined event comprise 
one of a change in call load level, a change in available 
resources, or an expiration of a timer. 

11. The apparatus of claim 1, Wherein the plurality of call 
handling operational modes for call handling by the plurality 
of resource servers correspond to call load level reduction 
procedures. 

12. The apparatus of claim 11, Wherein the plurality of call 
handling operational modes for call handling by the plurality 
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of resource servers correspond to different levels of call gap 
ping and/or call throttling procedures. 

12 
16. A computer-readable non-transitory medium storing 

instructions Which, When executed by a processor, cause the 
processor to perform a method comprising the steps of: 13. A method, comprising the steps of: 

receiving at a control server of a cellular communication 
network, from a ?rst resource server of a plurality of 
resource servers that are allocated to handle a call load 

on the cellular communication netWork, one or more 

instances of a ?rst status message that comprises a ?rst 
indicator of a availability of the ?rst resource server, 

recently received ?rst indicator and the most recently 
received second indicator. 

receiving at a control server of a cellular communication 
netWork, from a ?rst resource server of a plurality of 
resource servers that are allocated to handle a call load 
on the cellular communication netWork, one or more 
instances of a ?rst status message that comprises a ?rst 
indicator of a availability of the ?rst resource server, 
Wherein the ?rst indicator is selected from a predeter 

Wherein the ?rst indicator is selected from a predeter- 1e mined ranked list of operational mode indicators, 
mined ranked list of operational mode indicators, Wherein the predetermined ranked list of operational 
Wherein the predetermined ranked list of operational mode ihdieaters eerrespehds to a respective Phhahty of 
mode indicators corresponds to a respective plurality of can handhng Operatlonal modes for the Plurahty of 
call handling operational modes for the plurality of 15 resqurce Servers; 
resource Servers; rece1v1ng éflt?tlhe 1contlrol sierver, from a seco?hdt resoulrlce 

receiving at the control server, from a second resource Egg/Zr; hanel?tltlhi lets/1101022001152egjegggsinseaiégseotea 
Server of the Plurahty of resource Servers that are 21110‘ second status message that comprises a second indicator 
cated to handle the call load, one or more instances of a Of a availability Of the Second resource Server’ wherein 
second status message that comprises a second indicator 20 the second indicator is selected from the predetermined 
of a availability of the second resource server, Wherein ranked list of operational mode indicators, Wherein the 
the second indicator is selected from the predetermined plurality of call handling operational modes are sepa 
ranked list of operational mode indicators, Wherein the rated by resource thresholds ofthe resource server from 
plurality of call handling operational modes are sepa- Which the Status message is Sent; 
rated by resource thresholds of the resource server from 25 updating, at the eehtrel Server, a dynamic ranked hst ofthe 
Which the Status message is Sent; and plurality of resource servers based on a comparison of 

updating, at the control server, a dynamic ranked list of the the most reeehtly reeeh’ed hrst ihdieater and the most 
plurality of resource servers based on a comparison of _ reeently recelved Second lndlcator; and 
the most recently received ?rst indicator and the most dlsmbuhng’ by the Control Server’ the can load among the 
recently received Second indicator; 30 plurality of resource ~servers based on the dynam1c 

distributing’ hy the Control Server’ the can 10a d among the rankedlist of the plurality of resource servers to promote 
plurality of resource Servers based on the dynamic a fselllectefd blatlancte of the call load betWeen tWo or more 
ranked list of the plurality of resource servers to promote 170 {he p ure let e_ resdeglhle e servetrs' .t d. f 
a selected balance of the call load betWeen tWo or more . ' e eemph er ree e heh .rehsl ery me hhh e 
of the plurality of resource Servers‘ 35 cla1m 16, the method further compr1s1ngthe steps of. 

14. The method of claim 13, further comprising the step of: perferhhhg’ by t.h e eeheeleehver’ a eempehseh efthe meet 
performingacomparison, by the control server, of the most reeehhy reeelvee hhst lheleeter ehd the meet reeehhy 

recently received ?rst indicator and the most recently reeelved Seeehd lhdleeter’ . . 
received Second indicator‘ wherein the step of updating the dynam1c ranked l1st com 

15. The method of claim 14, Wherein the step of updating 40 pnsee the Step Oh 

the dynamic ranked list comprises the step of: prelhehlhhg’hey ttihe eehtrelaiievghlthe histhesehreeleerveh 
promoting, by the control server, the ?rst resource server We h t e yhehhe r e 1st 0 e p ure hy 0 

Within the dynamic ranked hs t of the plurality of resource servers basedtontthe comparison of the most 
resource servers based on the comparison of the most reeehhy reeelvee hhst lhdleeter ehd the meet reeehhy 

45 received second indicator. 

* * * * * 


