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INFERRING SERVER STATE IN S STATELESS 
COMMUNICATION PROTOCOL 

TECHNICAL FIELD 

The present invention relates generally to a stateless com 
munication protocol, and more speci?cally, to identifying 
server state objects among packets transmitted betWeen a 
server and a client device under a stateless communication 
protocol such as XML (Extensive Markup Language) or 
SOAP (Simple Object Access Protocol). 

BACKGROUND OF THE INVENTION 

Stateless communication protocols such as HTTP (Hyper 
text Transfer Protocol), XML, or SOAP execute each com 
mand independently, Without maintaining any state informa 
tion of previous commands. As such, in a strictly stateless 
protocol, a server Will not store the identity of a client device 
that previously communicated With the server, and thus Will 
not process a current transaction of the client in light of 
previous transactions. 

Server state objects such as cookies or hidden ?elds are 
thus commonly used to identify a client device communicat 
ing With a server using a stateless communication protocol. 
For example, a cookie is a server state object that alloWs the 
server Web site to store its oWn information about the client 
device on the client device so that the server Web site can later 
determine the identity of the client device. Thus, a server can 
determine that a client device is has previous communicated 
With the server by examining the server state objects, and 
alloW the client device to transact With the server based upon 
the established identity Without additional efforts to identify 
the client device. 

Since server state objects identify a client device to a server 
and alloWs the client device to communicate With the server 
based upon the determined identity, the server should have a 
Way to protect itself from fraudulent attempts to assume a 
certain identity of the client device. Thus, server state objects 
are typically immutable under stateless communication pro 
tocols in order to prevent the server from such fraudulent 
attempts. That is, When the server sends a server state object 
to the client device, the server expects the same server state 
object to come back Without being changed or tampered on 
the client device. 

Under a structured, Well-de?ned communication protocol 
such as HTTP, an intermediate server, such as a ?reWall, 
gateWay, or application proxy, may easily identify a server 
state object among the packets transmitted betWeen an appli 
cation server and the client device, because the packets con 
taining the server state objects are con?gured to include cer 
tain ?elds that identify such server state objects. For example, 
a cookie includes a string such as <set-cookie: . . . > and a 

hidden ?eld includes a string such as <input type:hidden . . . 

>, Which can be readily identi?ed by the intermediate server. 
HoWever, in less structured stateless communication pro 

tocols such as XML or SOAP, an intermediate server cannot 
readily identify server state objects, because these protocols 
are designed to alloW application designers to de?ne their 
oWn objects arbitrarily. Intermediate servers, such as ?re 
Walls, typically do not have access to the protocol de?nition 
given in the application server by the application designers, 
and thus server state objects arbitrarily de?ned by the appli 
cation designers cannot be readily identi?ed by the interme 
diate server. For example, in one application server, a server 
state could be held in an “ACCOUNT NUMBER” object 
While in another application the same server state could be 
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2 
held in a “CLIENT ID” object. The application server Would 
have access to these protocol de?nitions and thus can identify 
these server state objects. HoWever, the intermediate server 
(?reWall or other ?lter) Will not have the protocol/application 
de?nition of all applications behind the intermediate server. 

Therefore, there is a need for identifying, by an intermedi 
ate server, server state objects transmitted betWeen a server 
and a client device under a less structured stateless commu 
nication protocol such as XML or SOAP that does not have a 
prede?ned Way of identifying the server state objects. 

SUMMARY OF THE INVENTION 

The present invention provides for identifying server state 
objects among packets transmitted betWeen an application 
server and a client device on a netWork based upon a stateless 
communication protocol, Where the are packets received by 
an intermediate server that does not have access to the proto 
col de?nition used by the client device and the application 
server. The packets transmitted betWeen the application 
server and the client device are monitored by the intermediate 
server and parsed into a plurality of name-value pairs (data 
objects). The entropy of the data objects having a same name 
?eld is computed, and candidate data objects that are likely to 
be server state objects are selected based upon the computed 
entropy. In one embodiment, data objects With an entropy 
higher than a threshold are selected as the candidate data 
objects. Finally, the candidate data objects that are deter 
mined to have been transmitted bi-directionally betWeen the 
application server and the client device are identi?ed as server 
state objects. 

In one embodiment, the entropy of the data objects is 
computed by concatenating the value ?elds of the parsed data 
objects that have a same name ?eld, compressing the concat 
enated value ?elds using an entropy-based compression algo 
rithm, and dividing the total siZe of the compressed concat 
enated value ?eld by the total number of data objects having 
that same name ?eld. 
The embodiments of the present invention can identify 

server state objects that Were transmitted betWeen an appli 
cation server and a client device even When a less structured 
stateless communication protocol such as XML or SOAP is 
used. Thus, an intermediate server can identify a client device 
that previously communicated With the application server by 
examining the identi?ed server state objects, Without having 
any access to the underlying application protocol used by the 
application server and the client. This enables the underlying 
application protocols to be modi?ed, or neW applications to 
be hosted on the netWork, Without having to continually 
update information held by the intermediate server. This also 
facilitates the implementation of Internet transactions using 
such less structured stateless communication protocols. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram illustrating the architecture of a 
system for identifying server state objects, according to one 
embodiment of the present invention. 

FIG. 2 is a ?owchart illustrating a method for identifying 
server state objects, according to one embodiment of the 
present invention. 

FIG. 3 is a diagram illustrating the name-value pairs. 
FIG. 4 is diagram illustrating the step of identifying name 

value pair transmitted bi-directionally betWeen the server and 
the client device. 

DETAILED DESCRIPTION OF EMBODIMENTS 

FIG. 1 is a block diagram illustrating the architecture of a 
system 100 for identifying server state objects according to 
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one embodiment of the present invention. The system 100 is 
coupled betWeen an application server 102 and a client device 
104 to monitor packets 118 transmitted betWeen the server 
102 and the client device 104. The packets 118 may be trans 
mitted bi-directionally betWeen the application server 102 
and the client device 104, or only in a single direction from the 
application server 102 to the client device 104 or vice versa. 
The packets 118 are transmitted betWeen the application 
server 102 and the client device using a stateless data com 
munication protocol, such as XML, SOAP, or HTTP. HoW 
ever, the system 100 typically does not have the protocol 
de?nition given by the application server 106 by Which to 
analyZe the packets to identify server state objects. Although 
one client device 104 is shoWn in FIG. 1, it should be noted 
that in practice there Will be numerous client devices 104 
communicating With the application server 102. Also, While 
only a single application server 102 is shoWn, any number of 
application servers 102 may be deployed behind the system 
100 to service the client devices 104. 

In one embodiment, the system 100 includes an application 
?reWall 106, a learning engine 108, and a data storage module 
110. The application ?reWall 106 monitors the packets 118 
transmitted from the server 102 to the client device 104 and 
from the client device 104 to the server 102. The application 
?reWall 106 parses the monitored packets 118 and ?lters 
malicious or undesirable packets 118 according to the ?lter 
ing rules 116 provided by the learning engine 108. The ?lter 
ing rules 116 provide the application ?reWall 106 With the 
criteria to pass through or block certain packets 118 transmit 
ted betWeen the server 102 and the client device 104. 

The application ?reWall 106 also parses the monitored 
packets 118 and provides the learning engine 108 With data 
114 collected according to the data collection parameters 112 
provided by the learning engine 108. The data collection 
parameters 112 provide the application ?reWall 106 With 
criteria on the type of data that the application ?reWall 106 
should collect from the monitored packets 118. These data 
collection parameters 112 include, for example, hoW to parse 
the packets 118 to collect name-value (name-attribute) pairs 
corresponding to the packets 118 according to the communi 
cation protocol. HoWever, in the typical embodiment, the 
application ?reWall 106 Will not have access to the underlying 
protocol de?nition (e.g., a document type de?nition (DTD)) 
as used by the application server 104 

In one embodiment, the application ?reWall 106 itself may 
be a computer system running softWare dedicated for the 
application ?reWall functions. In another embodiment, the 
application ?reWall 106 may be a softWare module that is part 
of a large softWare system running on a computer system 100. 

The learning engine 108 provides the ?ltering rules 116 
and the data collection parameters 112 to the application 
?reWall 106, and receives the data 114 collected by the appli 
cation ?reWall 106 according to the data collection param 
eters 112. The packets 118 are those that are transmitted 
betWeen the server 102 and the client device 104 according to 
the employed communication protocol. For example, the 
packets 118 may also be XML packets or SOAP packets. The 
application ?reWall 106 parses the packets 118 into name 
value (name-attribute) pairs 114, and the learning engine 108 
receives these name-value pairs 114 for further processing to 
identify a server state object among the packets 118. The 
name-value (name-attribute) pairs are also referred to herein 
as “data objects.” 

The learning engine 108 identi?es server state objects 
among the packets 118 transmitted betWeen the server 102 
and the client device 104 by analyZing the data objects 114 or 
name-value pairs 114 received from the application ?reWall 
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4 
106. In this regard, the learning engine 108 identi?es the 
name-value pairs 114, and for each identi?ed name ?eld, 
concatenates the values for that name. After accumulation of 
a minimum number of values for each name, the learning 
engine 108 then compresses the concatenated values for that 
name using a compression algorithm. The compression algo 
rithm may be an entropy-based compression algorithm such 
as a Lempel-Ziv type compression algorithm. Then, the leam 
ing engine 108 computes the entropy of each of the com 
pressed values by dividing the total siZe of the compressed 
values by the total number of values having that same name. 
The learning engine 108 selects candidate data objects that 

are likely to be server state objects from the data objects 
according to their computed entropies. Since server state 
objects typically contain relatively distinct strings in their 
value ?elds in order to maintain the state of each client, the 
entropies of server state objects are likely to be high. Thus, in 
one embodiment, the learning engine 108 selects data objects 
having an entropy value higher than a threshold value as the 
candidate data objects. The threshold value for the entropy 
differs depending upon the underlying communication pro 
tocol used for transmission of the packets 118. A typical 
server state object has an entropy value corresponding to 32 
bits or more, since it is often an object reference into the 
server implementation or a key in a database table. Thus, in 
one embodiment, the threshold value is set at an entropy level 
corresponding to 24 bits. 
The learning engine 108 identi?es one or more of the 

candidate data objects as server state objects if the candidate 
data object Was transmitted both from the application server 
102 to the client device 104 and from the client device 104 to 
the application server 102. This is because a server state 
object Would have been sent by the application server 102 to 
the client device 104 and stored in the client device 104 so that 
the application server 102 can later identify the client device 
104, and also sent from the client device 104 to the application 
server 102 later on so that the client device 104 can identify 
itself to the application server 102. 

In one embodiment, the learning engine 108 identi?es 
candidate data objects that Were bi-directionally transmitted 
betWeen the server 102 and the client device 104 by dividing 
related packets under the communication protocol into a ?rst 
group of packets that Were transmitted from the server to the 
client device and a second group of packets that Were trans 
mitted from the client device to the server. Related packets are 
packets that correspond to a “related message” under the 
communication protocol. For example, packets that form a 
part of a request/response communication of an HTTP ses 
sion are related packets under the HTTP protocol. In SOAP, 
requests and responses may be carried out in separate con 
nections. Therefore, the notion of related packets under 
SOAP is externally provided. In one embodiment, messages 
betWeen the same source and destination points (based upon 
source IP address/port and destination IP address/port) may 
be considered related packets under SOAP. In other embodi 
ments, messages betWeen tWo same services (identi?ed by 
the URL (Uniform Resource Locator)) are considered related 
packets under SOAP. The learning engine 108 identi?es the 
candidate data objects included in both the ?rst group of 
packets and the second group of packets as server state 
objects. 

In one embodiment, the data storage module 110 may 
temporarily store the collected data 114 and other interim 
data, While the learning engine 108 analyZes the collected 
data 114 in real time as the data objects 114 are received from 
the application ?reWall 106 to identify the server state objects 
among the packets 118. In another embodiment, the storage 
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module 110 stores the received data objects in the collected 
data 114 for a predetermined period of time or until the 
amount of the stored data objects reach a certain threshold, 
and the learning engine 108 processes the stored data objects 
in batches to determine Whether the data objects are server 
state objects. 

FIG. 2 is a ?owchart illustrating a method for identifying 
server state objects among packets 118 transmitted betWeen a 
server 102 and a client device 104 on a netWork based upon a 

stateless communication protocol, according to one embodi 
ment of the present invention. The method described in FIG. 
2 may be performed in the system 100 of FIG. 1. 
As the method begins 202, the application ?reWall 106 

parses 204 the packets 118 transmitted from the server 102 to 
the client device 104 or from the client device 104 to the 
server 102 into a plurality of name-value pairs (data objects). 
FIG. 3 describes examples of name-value pairs 303. Refer 
ring to FIG. 3, the packets 118 are parsed and divided into 
names 302 and values (attributes) 304 corresponding to the 
names 302. For example, the name “Order ID” 305 may be a 
name corresponding to Internet sales transactions performed 
betWeen the server Web site 102 and the client device 104. 
These name ?elds “Order ID” 305 have corresponding value 
?elds “ABCDEFABCDEF,” “111BBCCCDDD,” and 
“DDDCCC1112233.” The name ?elds “Author” 306, 
“Account No.” 3 07, and “Title” 3 08 have corresponding value 
?elds “John,” 123456789,” and “Internet Sales,” respectively. 
While FIG. 3 only shoWs three name-value pairs 303, in 
practice there can be hundreds, or even thousands of name 
value pairs 303 maintained by the application ?reWall 106 at 
any given time. 

Referring back to FIG. 2, the learning engine 108 concat 
enates 206 the value ?elds of the parsed data objects having 
the same name ?eld. For example, some of the name-value 
pairs in FIG. 3 have same names “Order ID” 305. Thus, the 
value ?elds 304 corresponding to the name “Order ID” are 
concatenated to obtain a concatenated value 
“ABCDEFABCDEFl 1 lBBCCCDDDDDDCCCl 112233” 
corresponding to the name ?eld “Order ID” 305. 

After a minimum number of name-value pairs for any 
given name have been identi?ed, the learning engine 108 
compresses 208 the concatenated values for that name using 
a compression algorithm. In one embodiment, the compres 
sion algorithm may be an entropy-based compression algo 
rithm such as a Lempel-Ziv type compression algorithm. 
Then, the learning engine 108 computes 210 the entropy of 
the compressed concatenated values by dividing the total siZe 
of the compressed concatenated value list by the total number 
of name-value pairs for that name. Therefore, in the example 
shoWn in FIG. 3, the concatenated value list 
“ABCDEFABCDEFl 1 lBBCCCDDDDDDCCCl 112233” 
is compressed 208 using a compression algorithm, and the 
total siZe of the compressed concatenated values is divided by 
the number (three in the example of FIG. 3) of name-value 
pairs having the same name ?eld (“Order ID”). 
As is apparent, there Will be numerous data objects that are 

potential candidates for being server state objects, and for 
each of these candidates there Will be a computed entropy 
measure. From this set of potential candidates, the learning 
engine 108 selects 212 candidate name-value pairs that are 
likely to be server state objects according to the computed 
entropies. As stated previously, in one embodiment, the leam 
ing engine 108 selects the name-value pairs having an entropy 
measure that is higher than a predetermined threshold as the 
candidate name-value pairs. The threshold value for the 
entropy differs depending upon the underlying communica 
tion protocol used for transmission of the packets 118. A 
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6 
typical server state object has an entropy value corresponding 
to 32 bits or more, since it is often an object reference into the 
server implementation or a key in a database table. Thus, in 
one embodiment, the threshold value is set at an entropy level 
corresponding to 24 bits. Thus, in the foregoing, “Order ID” 
and “Account No.” may be selected as having suf?ciently 
high entropy, While “Author” and “Title” may not. 

Then, the learning engine 108 determines 214 Which of the 
candidate name-value pairs have been sent bi-directionally 
betWeen the application server 102 and the client device 104. 
If the candidate name-value pair Was sent bi-directionally, the 
learning engine 108 labels 218 that the candidate name-value 
pair as a server state object. If the name-value pair Was not 
sent bi-directionally, the learning engine 108 determines 216 
that the candidate name-value pair is not a server state object. 

FIG. 4 is illustrates the process of identifying a name-value 
pair transmitted bi-directionally betWeen the server and the 
client device as described in FIG. 2. As stated previously, the 
learning engine 108 identi?es one or more of the candidate 
name-value pairs as server state objects if the candidate 
name-value pair Was transmitted bi-directionally betWeen the 
application server 102 and the client device 104. This is 
because a server state object Would have been sent by the 
application server 102 to the client device 104 and stored in 
the client device 104 so that the application server 102 can 
later identify the client device 104, and also sent from the 
client device 104 to the application server 102 later on so that 
the client device 104 can identify itself to the application 
server 102. 

Referring to FIG. 4, in one embodiment, the learning 
engine 108 divides related packets under the communication 
protocol into a ?rst group 402 of packets that Were transmitted 
from the application server 102 to the client device 104 and a 
second group 404 of packets that Were transmitted from the 
client device 104 to the application server 102 in sequential 
order of their associated time-stamp indicating the receipt of 
the corresponding packets 118 by the application ?reWall 
106. Related packets are packets that correspond to a related 
message under the communication protocol. For example, 
packets that form parts of a request/response of an HTTP 
session are related packets under the HTTP protocol. In 
SOAP, requests and responses may be carried out in separate 
connections. Therefore, the notion of related packets under 
SOAP is externally provided. In one embodiment, messages 
betWeen the same source and destination points (based upon 
source IP address/port and destination IP address/port) may 
be considered related packets under SOAP. In other embodi 
ments, messages betWeen tWo same services (identi?ed by 
the URL (Uniform Resource Locator)) are considered related 
packets under SOAP. In the example shoWn in FIG. 4, the 
name-value pairs 406, 408, 410, and 412 are candidate name 
value pairs that Were transmitted bi-directionally betWeen the 
application server 102 and the client device 104. It should 
noted that there may also be additional candidate name-value 
pairs other than the candidate name-value pairs 406, 408, 410, 
412, although they are not shoWn in FIG. 4. 
The learning engine 108 identi?es the name-value pairs 

included in both the ?rst group 402 of packets and the second 
group 404 of packets as server state objects. For example, the 
candidate name-value pairs 406, 408, 410, 412, 420, 422 are 
included in both the ?rst group 402 of packets and the second 
group 404 of packets and determined to be server state objects 
by the learning engine 108. HoWever, the candidate name 
value pairs 416 and 418 are included in only the second group 
404 of packets and thus are not server state objects. 
The present invention has the advantage that server state 

objects transmitted betWeen an application server and a client 
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device may be identi?ed by an intermediate server, such as a 
?lter or a gateway, even When a less structured stateless data 
communication protocol such as XML or SOAP is used, 
Where the intermediate server does not have access to the 
underlying application protocol. This facilitates the imple 
mentation of Internet transactions using such less structured 
stateless data communication protocols, because a server can 
identify a client device that previously communicated With 
the server by examining the server state objects. 

Although the present invention has been described above 
With respect to several embodiments, various modi?cations 
can be made Within the scope of the present invention. For 
example, the present invention is not limited to any commu 
nication protocol and may be used With any stateless commu 
nication protocol. The architecture of the system 100 of FIG. 
1 is merely exemplary and may be modi?ed in any Way to the 
extent that the system 100 may monitor the packets transmit 
ted bi-directionally betWeen the application server 102 and 
the client device 104. Compression of the value ?elds of the 
data objects may be done using any type of compression 
algorithm, and the method of calculating the entropy of the 
concatenated compressed data objects is not limited to What is 
described herein. The method of identifying bi-directional 
packets is not limited to What is described herein in FIG. 4, 
and different methods may be used as long as they are suitable 
for identifying packets bi-directionally transmitted betWeen 
the application server 102 and the client device. The present 
invention may also be used to identify server state objects 
When a plurality of client devices 104 communicate With the 
application server 102 or When the client device 104 commu 
nicates With a plurality of application servers 102. 

Accordingly, the disclosure of the present invention is 
intended to be illustrative, but not limiting, of the scope of the 
invention, Which is set forth in the folloWing claims. 
What is claimed is: 
1. A method for identifying server state objects among 

packets transmitted betWeen a server and a client device on a 
netWork based upon a communication protocol, the method 
comprising: 

intercepting, by a device intermediary to a client and 
server, a plurality of data packets transmitted betWeen 
the server and the client; 

computing, by the device, entropy measures for each of a 
plurality of data objects in the plurality of packets by 
concatenating the data objects having a same name ?eld, 
compressing the concatenated data objects, and dividing 
a total siZe of the compressed concatenated data objects 
by a total number of data objects having the same name 
?eld; 

selecting, by the device, candidate data objects from the 
plurality of data objects having higher computed 
entropy measures than a threshold; and 

identifying, by the device, at least one of the candidate data 
objects as a server state object in response to the at least 
one candidate data object being transmittedbi-direction 
ally betWeen the server and the client. 

2. The method of claim 1, Wherein each data object com 
prises a value ?eld corresponding to a name ?eld. 

3. The method of claim 1, Wherein compressing the data 
objects comprises compressing value ?elds of the data 
objects. 

4. The method of claim 1, Wherein compressing the con 
catenated data objects comprises compressing the concat 
enated data objects With an entropy-[2]based compression 
algorithm. 

5. The method of claim 1, Wherein the plurality of data 
packets are transmitted using a communications protocol 
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8 
comprising one of: Extensible Markup Language @(ML), 
Simple ObjectAccess Protocol (SOAP) and Hypertext Trans 
fer Protocol (HTTP). 

6. The method of claim 1, Wherein the at least one candi 
date data object is determined to have been transmitted bi 
directionally betWeen the server and the client device by: 

dividing related packets under the communication protocol 
into a ?rst group of packets that Were transmitted from 
the server to the client device and a second group of 
packets that Were transmitted from the client device to 
the server; and 

determining Whether the at least one candidate data object 
is included in both the ?rst group of packets and the 
second group of packets. 

7. The method of claim 6, Wherein the related packets are 
packets that correspond to a related message under the com 
munication protocol. 

8. A method for identifying server state objects among 
packets transmitted betWeen a server and a client device on a 

netWork based upon a communication protocol, the method 
comprising: 

intercepting by a device intermediary to a client and a 
server, a plurality of data packets transmitted betWeen 
the server and the client; 

parsing, by the device, the plurality of packets to identify a 
plurality of name-value pairs; 

computing, by the device, the entropies for each of the 
name-value pairs by concatenating value ?elds of the 
name-value pairs having a same name ?eld, compress 
ing the concatenated value ?elds, and dividing a total 
siZe of the compressed concatenated value ?elds by a 
total number of name-value pairs having the same name 

?eld; 
selecting, by the device, the name-value pairs having com 

puted entropies higher than a threshold as candidates for 
the server state objects; 

determining, by the device, Whether the candidates Were 
sent bi-directionally betWeen the server and the client 
device; and 

determining, by the device, that at least one of the candi 
dates is a server state object in response to determining 
that the at least one candidate Was sent bi-directionally 
betWeen the server and the client. 

9. The method of claim 8, Wherein each name-value pair 
comprises a value ?eld and a name ?eld. 

10. The method of claim 8, Wherein the plurality of data 
packets are transmitted using a communications protocol 
comprising one of: Extensible Markup Language @(ML), 
Simple ObjectAccess Protocol (SOAP) and Hypertext Trans 
fer Protocol (HTTP). 

11. The method of claim 8, Wherein compressing the con 
catenated value ?elds comprises compressing the concat 
enated value ?elds With an entropy-based compression algo 
rithm. 

12. The method of claim 8, Wherein the plurality of data 
packets are transmittedusing a stateless communications pro 
tocol. 

13. The method of claim 8, Wherein determining Whether 
the candidates Were sent bi-directionally betWeen the server 
and the client device comprises: 

dividing related packets under the communication protocol 
into a ?rst group of packets that Were transmitted from 
the server to the client device and a second group of 
packets that Were transmitted from the client device to 
the server; and 
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determining whether the candidates are included in both 
the ?rst group of packets and the second group of pack 
ets. 

14. The method of claim 13, wherein the related packets are 
packets that correspond to a related message under the com 
munication protocol. 

15. A system for identifying server state objects among 
packets transmitted between a server and a client device on a 
network based upon a communication protocol, the system 
comprising: 

a device intermediary to a client and a server; 
a parsing module, executing on the device, which intercepts a 
plurality of data packets transmitted between the server and 
the client, and parses the plurality of packets to identify a 
plurality of data objects; and 
an analysis module, executing on the device, coupled to the 
parsing module which computes entropy measures for each 
of the data objects by concatenating the data objects having a 
same name ?eld, compressing the concatenated data objects, 
and dividing a total siZe of the compressed concatenated data 
objects by a total number of data objects having the same 
name ?eld; selects candidate data objects from the data 
objects having higher computed entropy measures than a 
threshold; and identi?es at least one of the candidate data 
objects as a server state object in response to the at least one 
candidate data object being transmitted bi-directionally 
between the server and the client. 

16. The system of claim 15, wherein the parsing module 
operates as a ?rewall ?ltering the packets transmitted 
between the server and the client device in accordance with 
rules provided by the analysis module. 

17. The system of claim 15, wherein the parsing module 
collects data regarding the packets transmitted between the 
server and the client device in accordance with data collection 
parameters provided by the analysis module. 

18. The system of claim 15, wherein the analysis module 
processes the data objects to determine whether the data 
objects are server state objects in real time as the data objects 
are received from the parsing module. 

19. The system of claim 15, further comprising a storage 
module coupled to the analysis module, wherein the analysis 
module stores the received data objects in the storage module 
and processes the stored data objects in batches to determine 
whether the data objects are server state objects. 

20. The system of claim 15, wherein each data object 
comprises a value ?eld corresponding to a name ?eld. 

21. The system of claim 15, wherein compressing the con 
catenated data objects comprises compressing value ?elds of 
the data objects. 

22. The system of claim 15, wherein compressing the con 
catenated data objects comprises compressing the concat 
enated data objects with an entropy-based compression algo 
rithm. 

23. The system of claim 15, wherein the plurality of data 
packets are transmitted using a communications protocol 
comprising one of: Extensible Markup Language @(ML), 
Simple ObjectAccess Protocol (SOAP) and Hypertext Trans 
fer Protocol (HTTP). 

24. The system of claim 15, wherein the analysis module 
determines that the at least one candidate data object was 
transmitted bi-directionally between the server and the client 
device by: 

dividing related packets under the communication protocol 
into a ?rst group of packets that were transmitted from 
the server to the client device and a second group of 
packets that were transmitted from the client device to 
the server; and 
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10 
determining whether the at least one candidate data object 

is included in both the ?rst group of packets and the 
second group of packets. 

25. The system of claim 24, wherein the related packets are 
packets that correspond to a related message under the com 
munication protocol. 

26. A system for identifying server state objects among 
packets transmitted between a server and a client device on a 
network based upon a communication protocol, the system 
comprising: 

a device intermediary to a client and a server; 
a parsing module, executing on the device, which intercepts a 
plurality of data packets transmitted between the server and 
the client, and parses the plurality of packets to identify a 
plurality of name-value pairs; and 
an analysis module, executing on the device, coupled to the 
parsing module which computes the entropies for each of the 
name-value pairs having a same name by concatenating value 
?elds of the name-value pairs having a same name ?eld, 
compressing the concatenated value ?elds, and dividing a 
total siZe of the compressed concatenated value ?elds by a 
total number of name-value pairs having the same name ?eld; 
selects the name-value pairs having computed entropies 
higher than a threshold as candidates for the server state 
objects; determines whether the candidates were sent bi-di 
rectionally between the server and the client device; and 
determines that at least one of the candidates is a server state 
object in response to determining that the at least one candi 
date was sent bi-directionally between the server and the 
client. 

27. The system of claim 26, wherein the parsing module 
operates as a ?rewall ?ltering the packets transmitted 
between the server and the client device in accordance with 
rules provided by the analysis module. 

28. The system of claim 26, wherein the parsing module 
collects data regarding the packets transmitted between the 
server and the client device in accordance with data collection 
parameters provided by the analysis module. 

29. The system of claim 26, wherein the analysis module 
processes the name-value pairs in real time as the name-value 
pairs are received from the parsing module to determine 
whether the name-value pairs are server state objects. 

30. The system of claim 26, further comprising a storage 
module coupled to the analysis module, wherein the analysis 
module stores the received name-value pairs in the storage 
module and processes the stored name-value pairs in batches 
to determine whether the name-value pairs are server state 
objects. 

31. The system of claim 26, wherein each name-value pair 
comprises a value ?eld and a name ?eld. 

32. The system of claim 26, wherein the plurality of data 
packets are transmitted using a communications protocol 
comprising one of: Extensible Markup Language @(ML), 
Simple ObjectAccess Protocol (SOAP) and Hypertext Trans 
fer Protocol (HTTP). 

33. The system of claim 26, wherein compressing the con 
catenated value ?elds comprises compressing the concat 
enated value ?elds with an entropy-based compression algo 
rithm. 

34. The system of claim 26, wherein the plurality of data 
packets are transmittedusing a stateless communications pro 
tocol. 

35. The system of claim 26, wherein the analysis module 
determines whether the candidates were sent bi-directionally 
between the server and the client device by: 

dividing related packets under the communication protocol 
into a ?rst group of packets that were transmitted from 
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the server to the client device and a second group of 
packets that Were transmitted from the client device to 
the server; and 

determining Whether the candidates are included in both 
the ?rst group of packets and the second group of pack 
ets. 

36. The system of claim 35, Wherein the related packets are 
packets that correspond to a related message under the com 
munication protocol. 

37. A computer program product stored on a computer 
storage device and adapted to perform a method for identify 
ing server state objects among packets transmitted betWeen a 
server and a client device on a netWork based upon a com 

munication protocol, the method comprising: 
intercepting, by a device intermediary to a client and a 

server, a plurality of data packets transmitted betWeen 
the server and the client; 

computing, by the device, entropy measures for each of a 
plurality of data objects in the plurality of packets by 
concatenating the data objects having a same name ?eld, 
compressing the concatenated data objects, and dividing 
a total siZe of the compressed concatenated data objects 
by a total number of data objects having the same name 
?eld; 

selecting, by the device, candidate data objects from the 
plurality of data objects having higher computed 
entropy measures than a threshold; and 

identifying, by the device, at least one of the candidate data 
objects as a server state object in response to the at least 
one candidate data object being transmittedbi-direction 
ally betWeen the server and the client. 

38. The computer program product of claim 37, Wherein 
each data objects comprises a value ?eld corresponding to a 
name ?eld. 

39. The computer program product of claim 37, Wherein 
compressing the data objects comprises compressing value 
?elds of the data objects. 

40. The computer program product of claim 37, Wherein 
compressing the concatenated data objects comprises com 
pressing the concatenated data objects With an entropy-based 
compression algorithm. 

41. The computer program product of claim 37, Wherein 
the at least one candidate data object is determined to have 
been transmitted bi-directionally betWeen the server and the 
client device by: 

dividing related packets under the communication protocol 
into a ?rst group of packets that Were transmitted from 
the server to the client device and a second group of 
packets that Were transmitted from the client device to 
the server; and 

determining Whether the at least one candidate data object 
is included in both the ?rst group of packets and the 
second group of packets. 

42. A computer program product stored on a computer 
storage device and adapted to perform a method for identify 
ing server state objects among packets transmitted betWeen a 
server and a client device on a netWork based upon a com 

munication protocol, the method comprising: 
intercepting, by a device intermediary to a client and a 

server, a plurality of data packets transmitted betWeen 
the server and the client; 

parsing, by the device, the plurality of packets to identify a 
plurality of name-value pairs; 

computing, by the device, the entropies for each of the 
name-value pairs by concatenating value ?elds of the 
name-value pairs having a same name ?eld, compress 
ing the concatenated value ?elds, and dividing a total 
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siZe of the compressed concatenated value ?elds by a 
total number of name-value pairs having the same name 

?eld; 
selecting, by the device, the name-value pairs having com 

puted entropies higher than a threshold as candidates for 
the server state objects; 

determining, by the device, Whether the candidates Were 
sent bi-directionally betWeen the server and the client 
device; and 

determining, by the device, that at least one of the candi 
dates is the server state object in response to determining 
that the at least one candidate Was sent bi-directionally 
betWeen the server and the client. 

43. The computer program product of claim 42, Wherein 
each name-value pairs comprises a value ?eld corresponding 
to a name ?eld. 

44. The computer program product of claim 42, Wherein 
compressing the concatenated value ?elds comprises com 
pressing the value ?elds With an entropy-based compression 
algorithm. 

45. The computer program product of claim 42, Wherein 
the plurality of data packets are transmitted using a commu 
nications protocol comprising one of: Extensible Markup 
Language (XML), Simple Object Access Protocol (SOAP) 
and Hypertext Transfer Protocol (HTTP). 

46. The computer program product of claim 42, Wherein 
determining Whether the candidates Were sent bi-direction 
ally betWeen the server and the client device comprises: 

dividing related packets under the communication protocol 
into a ?rst group of packets that Were transmitted from 
the server to the client device and a second group of 
packets that Were transmitted from the client device to 
the server; and 

determining Whether the candidates are included in both 
the ?rst group of packets and the second group of pack 
ets. 

47. A system for identifying server state objects among 
packets transmitted betWeen a server and a client device on a 

netWork based upon a communication protocol, the system 
comprising: 

a device intermediary to a client and a server; 
parsing means, executing on the device, for intercepting a 
plurality of data packets transmitted betWeen the server and 
the client and parsing the packets transmitted to identify a 
plurality of data objects; and 
analysis means, executing on the device, coupled to the pars 
ing means for receiving the data objects and determining 
Whether the name-value pairs are server state objects by: 
computing entropy measures for each of the data objects by 
concatenating the data objects having a same name ?eld, 
compressing the concatenated data objects, and dividing a 
total siZe of the compressed concatenated data objects by a 
total number of data objects having the same name ?eld; 
selecting candidate data objects from the data objects having 
higher computed entropy measures than a threshold; and 
identifying at least one of the candidate data objects as a 
server state object in response to the at least one candidate 
data object being transmitted bi-directionally betWeen the 
server and the client. 

48. A system for identifying server state objects among 
packets transmitted betWeen a server and a client device on a 
netWork based upon a communication protocol, the system 
comprising: 

parsing means, executing on a device intermediary to a 
client and a server, for intercepting a plurality of data 
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packets transmitted between the server and the client and 
parsing the packets transmitted to identify a plurality of 
name-value pairs; and 

analysis means, executing on the device, coupled to the 
parsing means for receiving the name-value pairs and 
determining Whether the name-value pairs are server 
state objects by: 

computing the entropies for each of the name-value pairs 
by concatenating value ?elds of the name-value pairs 
having a same name ?eld, compressing the concatenated 
value ?elds, and dividing a total siZe of the compressed 
concatenated value ?elds by a total number of name 
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value pairs having the same name ?eld; selecting the 
name-value pairs having computed entropies higher 
than a predetermined threshold as candidates for the 
server state objects; 

determining Whether the candidates Were sent bi-direction 
ally betWeen the server and the client device; and 

determining that at least one of the candidates is a server 
state object in response to determining that the at least 
one candidate Was sent bi-directionally betWeen the 
server and the client. 


