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SYSTEM HAVING MEMORY DEVICE 
ACCESSIBLE TO MULTIPLE PROCESSORS 

PRIORITY STATEMENT 

This application claims the bene?t of Korean Patent Appli 
cation No. 10-2005-0021841, ?led on Mar. 16, 2005, in the 
Korean Intellectual Property Of?ce, the disclosure of Which is 
incorporated herein in its entirety by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
Example embodiments of the present invention relate to a 

system, for example, a portable communications apparatus, 
having a memory device accessible by a plurality of proces 
sors. 

2. Description of the Related Art 
Depending on the characteristics and functions of commu 

nications and/ or operation systems of a portable communica 
tions system, a multi-processor system may be implemented, 
Wherein each processor may have a particular task. For 
example, in a portable communications system, for example, 
a cellular phone, a baseband processor may process code data 
for use in communications and/or an application processor 
may process data, for example, pictures and/or moving 
images. 

FIG. 1 illustrates a conventional portable communications 
system 100. Referring to FIG. 1, the conventional portable 
communications system 100 may include a baseband proces 
sor 110, Which may process a signal received via an antenna 
10 and an application processor 120, Which may drive one or 
more multi-media devices. The baseband processor 110 may 
operate one or more communication modems, micro-proces 
sors, digital signal processors (DSPs), compressor/decom 
pressors (CODECs), etc. The baseband processor 110 may 
use a NOR ?ash memory 112 and a small-capacity mobile 
DRAM (MDRAM) 114 to achieve high-speed data process 
ing. The application processor 120 may include device driv 
ers for driving one or more multi-media devices, for example, 
an input/output device (e. g., a keyboard, an LCD, a memory, 
an infrared, USB, a multi-media card (MMC), an SDIO card), 
an audio player, a camera, a video recorder etc. The applica 
tion processor 120 may use a large-capacity MDRAM 122 
and a NAND ?ash memory 124 to process large-capacity 
data. 

In the conventional portable communications system 100 
of FIG. 1, the baseband processor 110 exclusively uses the 
memory devices 112 and 114 and the application processor 
120 exclusively uses the memory devices 122 and 124. The 
above-described structure may increase poWer consumption 
by the portable communications system 100 and the manu 
facturing costs thereof, in part, because the baseband proces 
sor 110 and application processor 120 do not share a memory 
device. 

FIG. 2 describes a conventional portable communications 
apparatus that may have a memory that is used exclusively 
and/ or shared by a plurality of processors. Referring to FIG. 
2, the portable communications apparatus, Which is indicated 
by reference numeral 50 herein, may include a plurality of 
processors 70 and 80 and a single memory device 30, Which 
may have a single memory array 35. 

The memory device 30 may be used to store data and/or 
instructions that may be executed by the processors 70 and 80. 
The memory array 35 may include parts 31, 32, and 33. The 
part 33 is used exclusively by the processor 70, so only the 
processor 70 can access the part 33. Similarly, the part 31 is 
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2 
used exclusively by the processor 80, so only the processor 80 
can access the part 31. The part 32 allocated in the memory 
array 35 may be accessed by both the processors 70 and 80. 
For example, While one of the processors 70 and 80 reads out 
contents recorded in the part 32, the other can Write data to the 
part 32. 

In the portable communications apparatus 50, data pro 
cessed by the processor 70 must be stored in the part 33 or 32 
of the memory array 35, and data processed by the processor 
80 must be stored in the part 31 or 32 ofthe memory array 35. 
If data to be processed by the processor 70 is stored in the part 
31 of the memory array 35, the processor 70 cannot be used 
until the data stored in the part 31 is moved to the part 32 by 
processor 80. On the other hand, if data to be processed by the 
processor 80 is stored in the part 33 of the memory array 35, 
the processor 80 cannot be used until the data stored in the 
part 33 is moved to the part 32 by processor 70. 

In other Words, the processor 70 and/ or the processor 80 are 
burdened With having to move data to be processed to the part 
32, Which is shared by the processors 70 and 80. The addi 
tional data moving operation may degrade the performance of 
the conventional portable communications apparatus 50 and/ 
or increase the poWer consumption thereof. 

SUMMARY OF THE INVENTION 

Example embodiments of the present invention provide a 
portable communications system having a memory device 
accessible by a plurality of processors. 
An example embodiment of a system of the present inven 

tion may include a memory device having a ?rst memory 
array part and a second memory array part, a ?rst processor 
predominantly accessing the ?rst memory array part and 
selectively accessing the second memory array part, and a 
second processor predominantly accessing the second 
memory array part and selectively accessing the ?rst memory 
array part. 

Another example embodiment of a system of the present 
invention may include a baseband processor processing ?rst 
data With a ?rst data Width; an application processor process 
ing second data With a second data Width that is different from 
the ?rst data Width; and a memory device having a ?rst 
memory array part, a second memory array part from Which 
data can be read by the baseband processor and the applica 
tion processor, and a MUX converting the ?rst data Width of 
the ?rst data into the second data Width and the second data 
Width of the second data into the ?rst data Width. The base 
band processor may Write the ?rst data predominantly to the 
?rst memory array part, and the application processor may 
Write the second data selectively to the ?rst memory array 
part. The application processor may Write the second data 
predominantly to the second memory array part, and the 
baseband processor may Write the ?rst data selectively to the 
second memory array part. 
Another example embodiment of a system of the present 

invention may include at least one memory device having a 
?rst memory array part and a second memory array part, at 
least one ?rst processor associated With the ?rst memory 
array part, and at least one second processor associated With 
the second memory array part. The at least one ?rst processor 
may be con?gured to access both the ?rst memory array part 
and the second memory array part. 
An example embodiment of the present invention provides 

a memory device. The memory device may include a ?rst 
memory array part and a second memory array part. The ?rst 
memory array part may be con?gured to be predominantly 
accessed by one or more ?rst processors and selectively 
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accessed by one or more second processors, Whereas the 
second memory array part may be con?gured to be predomi 
nantly accessed by the second one or more processors and 
selectively accessed by the one or more ?rst processors. 
An example embodiment of the present invention provides 

a method of storing data. The method may include storing 
data processed by the ?rst processor predominantly in a ?rst 
memory array part and selectively in a second memory array 
part, and storing data processed by the second processor 
predominantly in the second memory array part and selec 
tively in the ?rst memory array part. 

Example embodiments of a system of the present invention 
may include a portable communications apparatus having a 
memory device accessible by a plurality of processors and 
thus may be lighter, thinner, shorter, smaller, etc. than con 
ventional systems having multiple memory devices dedicated 
for individual processors. Furthermore, according to example 
embodiments of the present invention, one or more memory 
array parts that store data required by a processor may be 
directly accessed by the plurality of processors to obtain 
desired and/or necessary data. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention Will become more apparent by the 
folloWing detailed description of example embodiments of 
the present invention With reference to the attached draWings 
in Which: 

FIG. 1 is a block diagram of an example of a conventional 
portable communications system; 

FIG. 2 is a block diagram of another example of a conven 
tional portable communications system; 

FIG. 3 is a block diagram of a system including a portable 
communications apparatus according to an example embodi 
ment of the present invention; and 

FIG. 4 is a block diagram of a memory device according to 
an example embodiment of the present invention. 

DETAILED DESCRIPTION OF EXAMPLE 
EMBODIMENTS OF THE INVENTION 

Detailed illustrative embodiments of the present invention 
are disclosed herein. HoWever, speci?c structural and func 
tional details disclosed herein are merely representative for 
purposes of describing example embodiments of the present 
invention. This invention may, hoWever, may be embodied in 
many alternate forms and should not be construed as limited 
to only the embodiments set forth herein. 

Accordingly, While example embodiments of the invention 
are capable of various modi?cations and alternative forms, 
embodiments thereof are shoWn by Way of example in the 
draWings and Will herein be described in detail. It should be 
understood, hoWever, that there is no intent to limit example 
embodiments of the invention to the particular forms dis 
closed, but on the contrary, example embodiments of the 
invention are to cover all modi?cations, equivalents, and 
alternatives falling Within the scope of the invention. Like 
numbers refer to like elements throughout the description of 
the ?gures. 

It Will be understood that, although the terms ?rst, second, 
etc. may be used herein to describe various elements, these 
elements should not be limited by these terms. These terms 
are only used to distinguish one element from another. For 
example, a ?rst element could be termed a second element, 
and, similarly, a second element could be termed a ?rst ele 
ment, Without departing from the scope of example embodi 
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4 
ments of the present invention. As used herein, the term 
“and/or” includes any and all combinations of one or more of 
the associated listed items. 
The terminology used herein is for the purpose of describ 

ing particular embodiments only and is not intended to be 
limiting of example embodiments of the invention. As used 
herein, the singular forms “a”, “an” and “the” are intended to 
include the plural forms as Well, unless the context clearly 
indicates otherWise. It Will be further understood that the 
terms “comprises”, “comprising,”, “includes” and/or 
“including”, When used herein, specify the presence of stated 
features, integers, steps, operations, elements, and/ or compo 
nents, but do not preclude the presence or addition of one or 
more other features, integers, steps, operations, elements, 
components, and/or groups thereof. 

Hereinafter, example embodiments of the present inven 
tion Will be described With reference to the attached draWings. 
Like reference numerals denote like elements throughout the 
draWings. 

FIG. 3 is a block diagram of an example embodiment of a 
system 300, Which may include a portable communications 
apparatus 305. In FIG. 3, the portable communications appa 
ratus 305 may be a mobile communications apparatus (e. g., a 
cellular phone), a personal communications system (PCS), a 
laptop computer, etc. HoWever, it is apparent that the scope 
and application of example embodiments of the present 
invention are not limited to these examples. 
An example embodiment of a portable communications 

apparatus 305 may include at least tWo processors, for 
example, a ?rst processor 310 and a second processor 320. 
The ?rst processor 310 may be a communications modem, a 
microprocessor, a digital signal processor (DSP), a compres 
sor/decompressor (CODEC), a processor including a reduced 
instruction set computer (RISC) or a complex instruction set 
computer (CISCs), etc. The ?rst processor 310 may also be a 
baseband processor (B.B.P) including one or more of the 
above-described processors. The second processor 320 may 
include device drivers for driving one or more multi-media 
devices, such as, for example, an input/output device (e.g., a 
keyboard, an LCD, a memory, an infrared, USB, a multi 
media card (MMC), an SDIO card), an audio player, a cam 
era, a video recorder, etc. The second processor 320 may also 
be an application processor (A.P.) into Which the device driv 
ers may be incorporated. 
An example embodiment of a portable communications 

apparatus 305 may include a memory device 330 including a 
plurality of memory arrays. The memory device 330 may 
store data and/or instructions that may be processed by the 
?rst and/or second processors 310 and 320. The memory 
device 330 may be one or more of a DRAM, an SRAM, an 

EPROM, an EEPROM, a ?ash memory, etc. Further, the 
memory device 330 may be a storage medium, for example, a 
?oppy disk, an optical disk, a CD-ROM, a magnetic optical 
disk, etc. 
An example embodiment of a memory device 330 of the 

present invention may include a plurality of memory array 
parts accessible by the ?rst and second processors 310 and 
320. For example, the memory device 330 may include a ?rst 
memory array part 331, a second memory array part 332, and 
a third memory array part 333. According to an example 
embodiment of the present invention, the ?rst memory array 
part 331 may be predominantly accessed by the ?rst proces 
sor 310 and selectively accessed by the second processor 320. 
In other Words, data processed by the ?rst processor 310 may 
be usually Written to the ?rst memory array part 331. HoW 
ever, When data stored in the ?rst memory array part 331 is 
desired and/or required by the second processor 320, the 
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second processor 320 can read the data directly from the ?rst 
memory array part 331. Thus, the ?rst processor 310 does not 
have to move data desired and/or required by the second 
processor 320 in order for the second processor 320 to access 
the desired and/or required data. Further, When data pro 
cessed by the second processor 320 is desired and/ or required 
by the ?rst processor 3 10, the second processor 320 may Write 
the data to the ?rst memory array part 331. Accordingly, the 
?rst processor 310 can read the data processed by the second 
processor 320 from the ?rst memory array part 331. 

According to an example embodiment of the present inven 
tion, a second memory array part 332 may be accessible by 
both the ?rst and second processors 310 and 320. Accord 
ingly, the ?rst and second processors 310 and 320 may simul 
taneously Write data to and/or read data from the second 
memory array part 332. For example, While the ?rst processor 
310 is Writing data to the second memory array part 332, the 
second processor 320 may read data from the second memory 
array part 332. 

According to an example embodiment of the present inven 
tion, the third memory array part 333 may be predominantly 
accessed by the second processor 320. In other Words, data 
processed by the second processor 320 may usually be Writ 
ten to the third memory array part 333. However, When data 
stored in the third memory array part 333 is data desired 
and/ or required by the ?rst processor 310, the ?rst processor 
310 can read the data directly from the third memory array 
part 333. Thus, the second processor 320 does not have to 
move the data desired and/or required by the ?rst processor 
310 in order for the ?rst processor 310 to access the desired 
and/ or required data. Further, When data processed by the ?rst 
processor 310 is desired and/or required by the second pro 
cessor 320, the ?rst processor 310 may Write the data to the 
third memory array part 333. Accordingly, the second pro 
cessor 320 can read the data processed by the ?rst processor 
310 from the third memory array part 333. 

According to an example embodiment of the present inven 
tion, to store additional data, for example, large-capacity data 
processed by the ?rst processor 310, the portable communi 
cations apparatus 305 may further include one or more addi 
tional memory devices. For example, the portable communi 
cations apparatus 305 may further include a memory device 
340 connected to the ?rst processor 310 and/or the ?rst 
memory array part 331. For example, When data processed by 
the ?rst processor 310 is data about respective layers of a 
communication protocol (e.g., data about layer 1, layer 2, or 
layer 3) the data may be stored in the memory device 340. 
Likewise, according to an example embodiment of the 
present invention, to store additional data, for example, large 
capacity data processed by the second processor 320, the 
communications apparatus may further include one or more 
additional memory devices. For example, the portable com 
munications apparatus 305 may further include a memory 
device 350 connected to the second processor 320 and/or the 
third memory array part 333. The third memory device 350 
may store data processed by the second processor 320, for 
example, operating system (OS) data, mega pixels for con 
trolling a camera, data associated With camera functions (e.g., 
an optical Zoom function), etc. The second memory device 
340 and the third memory device 350 may be formed of, for 
example, a mobile DRAM to satisfy the performance of the 
portable communications apparatus 305. 
An example embodiment of a portable communications 

apparatus 305 of the present invention may further include a 
NOR ?ash memory device 360, Which may store, for 
example, a data code generated by baseband processing by 
the ?rst processor 310, and/or a NAND ?ash memory device 
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6 
370, Which may store, for example, data generated by picture 
photographing, picture editing, picture transmission, moving 
image photographing of one or more input/ output devices 
connected to the second processor 320, for example, a camera 
and/ or video recorder. 

According to an example embodiment of the present inven 
tion, a plurality of processors may have the same or different 
characteristics (e.g., interface, data Width, capacity, process 
ing speed, etc.). For example, the ?rst processor 3 10 may have 
an interface of a x l 6 data Width and the second processor 320 
may have an interface of a x32 data Width because picture/ 
moving image processing in the second processor 320 may 
require higher performance and capacity characteristics. To 
Write ><l6 data of the ?rst processor 310 and x32 data of the 
second processor 320 and/or read ><l6 data of the ?rst pro 
cessor 310 and x32 data of the second processor 320 from the 
?rst, second, and third memory array parts 331, 332, and 333, 
an example embodiment of a memory device 330 of the 
present invention may be constructed as shoWn in FIG. 4. 

Referring to an example embodiment of the present inven 
tion shoWn in FIG. 4, the memory device 330 may be a 
dual-port memory device Which may receive and/or transmit 
?rst input/ output data DQ_A and/or second input/output data 
DQ_B. The ?rst, second, and third memory array parts 331, 
332, and 333 in the memory device 330 may include a plu 
rality of banks. For example, bank 0 may be allocated as the 
?rst memory array part 331, banks 1 and 2 may be allocated 
as the second memory array part 332, and bank 3 may be 
allocated as the third memory array part 333. Further, banks 0 
and 1 may be operated by a ?rst clock signal CK_A, ?rst 
addressesADDR_A, ?rst control signals CONTROL_A, etc., 
and banks 3 and 2 may be operated by a second clock signal 
CK_B, second addresses ADDR_B, second control signals 
CONTROL_B, etc. In other Words, the ?rst and second 
memory array parts 331 and 333 may have different signals 
(e.g., different clocks, different addresses, different data, dif 
ferent control signals, different poWer supply voltages, etc.). 

According to an example embodiment of the present inven 
tion, in bank 0, the ?rst clock signal CK_A, the ?rst addresses 
ADDR_A, and the ?rst control signals CONTROL_A, Which 
may be received via ?rst input buffers 410, may address 
memory cells via a ?rst decoder 412 and/or a ?rst address/ 
control path 411. The addressed memory cells may be con 
?gured and/ or connected to the ?rst input/ output data DQ_A 
via a ?rst data path 416 and a x1 6 data input/output buffer 414 
to Write and/or read x1 6 data processed by the ?rst processor 
310. 

According to an example embodiment of the present inven 
tion, in bank 3, the second clock signal CK_B, the second 
addresses ADDR_B, and the second control signals CON 
TROL_B, Which may be received via second input buffers 
420, address memory cells via a second decoder 422 and/or a 
second address/control path 421. The addressed memory 
cells may be con?gured and/ or connected to the second input/ 
output data DQ_B via a x32 data input/ output buffer 424 to 
Write and/or read x32 data processed by the second processor 
320. 

According to an example embodiment of the present inven 
tion, bank 1 may be con?gured to have a bank address (not 
shoWn) different from a bank address of bank 0, to have a data 
path 431, and to share the ?rst address/control path 411 With 
bank 0. Bank 2 may be con?gured to have a bank addresses 
(not shoWn) different from a bank address of bank 3, to have 
a data path 432, and to share the second address/control path 
421 With bank 3. 

According to an example embodiment of the present inven 
tion, the memory device 330 may further include a MUX 430 
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so that the ?rst memory array part 331 may be selectively 
accessed by the second processor 320 and/ or the third 
memory array part 333 may be selectively accessed by the 
?rst processor 310 as described above With reference to pre 
viously described example embodiments of the present 
invention. 
A MUX 430 included in an example embodiment of the 

present invention may convert ?rst input/output data DQ_A, 
Which may be received via the x1 6 data input/ output buffer 
414 and may represent ><l6 data processed by the ?rst pro 
cessor 310, into x32 data by doubling a burst length of the x l 6 
data. For example, data processed by the ?rst processor 310 
may be converted into x32 data by the MUX 430 and Written 
to bank 3 via the x32 data input/ output buffer 424. Further, for 
example, x32 data stored in bank 3 may transmitted to the 
MUX 430 via the x32 data input/output buffer 424. The MUX 
430 may receive the x32 data and convert the x32 into tWo 
><l6 data by halving a burst length of the x32 data. The tWo 
><l6 data may pass through the x1 6 data input/output buffer 
414 and be read-out as ?rst input/out data DQ_A. 

The MUX 430 included in an example embodiment of the 
present invention may convert second input/output data 
DQ_B, Which may be received via the x32 data input/ output 
buffer 424 and may represent x32 data processed by the 
second processor 320, into tWo ><l6 data by halving a burst 
length of the x32 data. For example, data processed by the 
second processor 320 may be converted into the tWo x l 6 data 
by the MUX 430 and be Written to bank 0 via the x16 data 
input/ output buffer 414. Further, for example, x1 6 data stored 
in bank 0 may be transmitted to the MUX 430 via the x1 6 data 
input/output buffer 414. The MUX 430 may receive the x16 
data and convert the X16 into ><32 data by doubling a burst 
length of the x l 6 data. The ><32 data may pass through the x32 
data input/ output buffer 424 and be read-out as second input/ 
out data DQ_B. 

According to an example embodiment of the present inven 
tion, MUX 430 may Write data processed by the ?rst proces 
sor 310 and converted into ><32 data to banks 1 and 2 via the 
data paths 431 and/or 432 and may Write data processed by 
the second processor 320 and converted into the tWo x l 6 data 
to banks 1 and 2 via the data paths 431 and 432. 

While the present invention has been shoWn and described 
With reference to example embodiments of the present inven 
tion, it Will be understood by those of ordinary skill in the art 
that various changes in form and details may be made therein 
Without departing from the spirit and scope of the present 
invention. 

For example, although a portable communications appara 
tus having tWo processors and three memory array parts 
accessible by the tWo processors have been described accord 
ing to example embodiments of the present invention, a por 
table communications apparatus may include 3 or more pro 
cessors and a plurality of memory array parts accessible by 
the 3 or more processors. Further, according to an example 
embodiment of the present invention shoWn in FIG. 3, the 
?rst, second, and third memory array parts 331, 332, and 333 
may be disposed to be adjacent to and/or in contact With each 
other Within the memory device 330, hoWever, the spirit and 
scope of the invention also extends to ?rst, second, and third 
memory array parts that are not adjacent to and/or in contact 
With each other. Still further, although the ?rst, second, and 
third memory array parts 331, 332, and 333 may be comprised 
of banks as shoWn in FIG. 4, the ?rst, second, and third 
memory array parts may also be de?ned by dividing a single 
memory array using an extended mode register set (EMRS). 
Still further, example embodiments of the present invention 
Were described referencing ><l6 data and x32 data, hoWever, 
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8 
one skilled in the art should appreciate that ><8 data, ><64 data, 
X l 28 data, etc. could be used Without departing from the spirit 
and scope of the present invention. 
What is claimed is: 
1. A system comprising: 
a memory device having a converting part, a ?rst memory 

array part and a second memory array part; 
a ?rst processor con?gured to process a ?rst data With a ?rst 

data Width, con?gured to selectively access the ?rst 
memory array part and con?gured to selectively access 
the second memory array part; and 

a second processor con?gured to process a second data 
With a second data Width different from the ?rst data 
Width, con?gured to selectively access the second 
memory array part and con?gured to selectively access 
the ?rst memory array part, Wherein 

the converting part is con?gured to convert the ?rst data 
Width of the ?rst data into the second data Width and is 
con?gured to store the converted ?rst data in the second 
memory array part, and 

the converting part is con?gured to convert the second data 
Width of the second data into the ?rst data Width, and is 
con?gured to store the converted second data in the ?rst 
memory array part. 

2. The system of claim 1, Wherein the memory device 
further includes a third memory array part accessible by the 
?rst processor and the second processor. 

3. The system of claim 1, further comprising: 
at least one additional memory device connected to at least 

one of the ?rst memory array part and the second 
memory array part. 

4. The system of claim 1, Wherein the ?rst memory array 
part and the second memory array part are provided With 
different clock signals. 

5. The system of claim 1, Wherein the ?rst memory array 
part and the second memory array part are connected to 
different poWer supplies. 

6. The system of claim 1, Wherein the ?rst memory array 
part and the second memory array part are connected to 
different data input/output lines. 

7. The system of claim 1, Wherein the converting part is a 
converter. 

8. The system of claim 1, Wherein the system is a portable 
communications apparatus. 

9. A system comprising: 
a baseband processor con?gured to process a ?rst data With 

a ?rst data Width; 
an application processor con?gured to process a second 

data With a second data Width that is different from the 
?rst data Width; and 

a memory device having a ?rst memory array part and a 
second memory array part from Which the ?rst and sec 
ond data can be read by the baseband processor and the 
application processor; and 

a converter con?gured to convert the ?rst data Width of the 
?rst data into the second data Width and con?gured to 
store the converted ?rst data in the second memory array 
part, and con?gured to convert the second data Width of 
the second data into the ?rst data Width and con?gured to 
store the converted second data in the ?rst memory array 
part, Wherein, 

the baseband processor is con?gured to selectively Write 
the ?rst data to the ?rst memory array part and the 
application processor is con?gured to selectively Write 
the second data to the ?rst memory array part, and 

the application processor is con?gured to selectively Write 
the second data to the second memory array part and the 
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baseband processor is con?gured to selectively Write the 
?rst data to the second memory array part. 

10. The system of claim 9, Wherein the memory device 
further includes a third memory array part commonly acces 
sible by the baseband processor and the application processor. 

11. The system of claim 9, Wherein the memory device is a 
dual-port memory device. 

12. The system of claim 9, further comprising: a mobile 
DRAM connected to the ?rst memory array part. 

13. The system of claim 9, further comprising: a mobile 
DRAM connected to the second memory array part. 

14. The system of claim 9, Wherein the ?rst memory array 
part and the second memory array part are provided With 
different clock signals. 

15. The system of claim 9, Wherein the ?rst memory array 
part and the second memory array part are connected to 
different poWer supplies. 

16. The system of claim 9, Wherein the ?rst memory array 
part and the second memory array part are connected to 
different data input/ output lines. 
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17. A memory device comprising: 
a converting part; 
a ?rst memory array part; and 
a second memory array part, Wherein 
the ?rst memory array part is con?gured to be selectively 

accessed by at least one ?rst processor and con?gured to 
be selectively accessed by at least one second processor, 

the second memory array part is con?gured to be selec 
tively accessed by the at least one second processor and 
con?gured to be selectively accessed by the at least one 
?rst processor, 

the converting part is con?gured to convert a ?rst data 
Width of a ?rst data selectively accessed by the at least 
one ?rst processor into a second data Width different 
from the ?rst data Width and is con?gured to store the 
converted ?rst data in the second memory array part, and 

the converting part is con?gured to convert the second data 
Width of a second data selectively accessed by the at 
least one second processor into the ?rst data Width and is 
con?gured to store the converted second data in the ?rst 
memory array part. 

* * * * * 


