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MINIATURE AND MULTI-BAND RF COIL 
DESIGN 

TECHNICAL FIELD 

The present description relates, in general, to Radio Fre 
quency (RF) coils and, more speci?cally, to RF coils With neW 
techniques to provide frequency shifting and/or impedance 
matching. 

BACKGROUND OF THE INVENTION 

For Wireless communication, far ?eld transmission and 
reception of electromagnetic Waves is familiar, even to con 
sumers. Applications utiliZing near ?eld energy also exist and 
are becoming increasingly common. 

For instance, Radio Frequency Identi?cation (RFID) appli 
cations usually employ near ?eld transmitters and detectors. 
Structures used to transmit and receive near ?eld energy are 
referred to as Radio Frequency (RF) coils (as opposed to 
antennas), and include structures such as loop coils, spiral 
coils, and dipole-like Wires, etc. Thus, Whereas the term 
“antenna” refers to a far ?eld radiating structure, RF coils are 
understood to be for near ?eld applications. 
An outgroWth of RFID is Near Field Communications 

(NFC), Which is an extension of the ISO 14443 standard. An 
NFC device typically includes an interface of a contactless 
smartcard and a reader and can communicate With smart 
cards, readers, and other NFC devices. Examples of NFC 
devices include phones and other handheld devices for appli 
cations like Wireless payment. NFC communications, at least 
in the United States, use the ISM band at 13.56 MHZ. 

Another near ?eld application is Magnetic Resonance 
Imagine (MRI). MRI machines often include RF coils to 
produce and/or detect the magnetic ?eld energy that is used to 
image organs and structures Within the body. MRI devices 
typically operate at about 42.58 MHZ/Tesla. Therefore, oper 
ating frequency bands Will be in the 63.87 MHZ band and in 
the 127.74 MHZ band for 1.5 Tesla and 3 Tesla magnetic ?eld 
systems, respectively. 

FIG. 13 is an illustration of conventional near ?eld appli 
cation 1300. Near ?eld application 1300 includes RF coil 
1301, Which is an N-tum coil (Where N is a positive integer), 
matching or tuning circuit 1302, transmission line 1303, and 
RF circuitry (e.g., a transceiver) 1305. RF circuitry 1305 
receives and transmits RF signal 1304 over transmission line 
1303 to circuit 1302 and RF coil 1301. Conventional RF coils 
typically employ an external LC circuit as a matching or 
tuning circuit. Furthermore, conventional RF coils use a con 
tinuous conductor so that there is an unbroken current path 
betWeen the + and — coil terminals. 

BRIEF SUMMARY OF THE INVENTION 

Various embodiments of the invention include RF coils that 
have a shorting bridge and/or a current path discontinuity. For 
example, in one embodiment, an RF coil has a current path 
discontinuity (or gap) therein. The current path discontinuity 
adds some amount of capacitance to the RF coil, thereby 
affecting the frequency of operation, as Well as the impedance 
of the coil. 

In another embodiment, an RF coil includes a shorting 
bridge from one point on the coil to another. The shorting 
bridge adds some amount of inductance to the coil and affects 
operating frequency and impedance. Another example RF 
coil includes both a current path discontinuity and a shorting 
bridge. Embodiments of the invention include RF coils With 
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2 
one or more current path discontinuities and/or one or more 

shorting bridges thereby providing desired matching imped 
ance as Well as operation in a desired frequency band. 
The use of current path discontinuities and/or shorting 

bridges can enable an RF coil designer to create an RF coil 
that has an impedance that is already matched to a transmis 
sion line. Thus, some embodiments can eliminate external LC 
matching circuits such as circuit 1302 of FIG. 13. Further 
more, a current path discontinuity and/or a shorting bridge 
can be used to shift the operating frequency of a given coil, 
even shifting the operating frequency doWnWard, thereby 
getting a longer Wavelength out of a smaller siZed coil. By 
correct placement of the shorting bridge and/ or current path 
discontinuity, the overall volume of the RF coil can be sig 
ni?cantly reduced. Moreover, some embodiments provide for 
multi-band operations. 

The foregoing has outlined rather broadly the features and 
technical advantages of the present invention in order that the 
detailed description of the invention that folloWs may be 
better understood. Additional features and advantages of the 
invention Will be described hereinafter Which form the sub 
ject of the claims of the invention. It should be appreciated by 
those skilled in the art that the conception and speci?c 
embodiment disclosed may be readily utiliZed as a basis for 
modifying or designing other structures for carrying out the 
same purposes of the present invention. It should also be 
realiZed by those skilled in the art that such equivalent con 
structions do not depart from the spirit and scope of the 
invention as set forth in the appended claims. The novel 
features Which are believed to be characteristic of the inven 
tion, both as to its organiZation and method of operation, 
together With further objects and advantages Will be better 
understood from the folloWing description When considered 
in connection With the accompanying ?gures. It is to be 
expressly understood, hoWever, that each of the ?gures is 
provided for the purpose of illustration and description only 
and is not intended as a de?nition of the limits of the present 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the present inven 
tion, reference is noW made to the folloWing descriptions 
taken in conjunction With the accompanying draWings, in 
Which: 

FIG. 1 is an illustration of an exemplary RF coil adapted 
according to one embodiment of the invention; 

FIG. 2 is an illustration of an exemplary RF coil, adapted 
according to one embodiment of the invention; 

FIG. 3 is an illustration of an exemplary RF coil, adapted 
according to one embodiment of the invention; 

FIG. 4 shoWs the frequency response of a prototype built 
according to the embodiment of FIG. 3; 

FIG. 5 is an illustration of an exemplary RF coil adapted 
according to one embodiment of the invention; 

FIG. 6 is an illustration of a frequency response of a Work 
ing prototype of the embodiment of FIG. 5; 

FIG. 7 is an illustration of an exemplary method adapted 
according to one embodiment of the invention; 

FIG. 8 is an illustration of an exemplary RF coils adapted 
according to embodiments of the invention; 

FIG. 9 is an illustration of exemplary coil designs that can 
be used in various embodiments; 

FIG. 10, is an illustration of exemplary coils adapted 
according to embodiments of the invention; 

FIG. 11 is an illustration of an exemplary RF coil array 
adapted according to one embodiment of the invention; 
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FIG. 12 is an illustration of an exemplary RF coil array 
adapted according to one embodiment of the invention; and 

FIG. 13 is an illustration of a conventional near ?eld appli 
cation. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is an illustration of exemplary RF coil 100 adapted 
according to one embodiment of the invention. RF coil 100 
includes shorting bridge 101 and gap 102, Which together 
affect the frequency performance of RF coil 100 as Well as 
provide impedance matching at input/output port 103. 

The scope of embodiments is not limited to the double 
layer spiral type coil shoWn in FIG. 1. Embodiments of the 
invention can be adapted for use in any shape or type of RF 
coil, such as coils that include any number of layers, any 
number of turns, any sense of rotation in the turns, etc. For 
instance, FIG. 2 is an illustration of exemplary RF coil 200, 
adapted according to one embodiment of the invention. RF 
coil 200 is a helical type coil that includes shorting bridge 201 
and gap 202 to provide impedance matching at input/output 
port 203 and frequency shifting. 
Nor is the scope of embodiments limited to coils that have 

both a gap and a shorting bridge, as some embodiments 
include either a gap or a shorting bridge. In fact some embodi 
ments include tWo or more shorting bridges and/or gaps. The 
number of gaps and shorting bridges can be adapted for any 
given RF coil application. 
RF coils adapted according to embodiments of the inven 

tion can be used in any application that transmits or detects 
energy in the near ?eld. For example, embodiments of the 
invention can be used in RFID tags and readers, NFC cards 
and readers, MRI devices, and the like. 

FIG. 3 is an illustration of exemplary RF coil 300, adapted 
according to one embodiment of the invention. RF coil 300 is 
topologically similar to RF coil 100 (FIG. 1) in that it is a 
double-layer spiral coil. RF coil 300 is disposed upon Printed 
Circuit Board (PCB) 304 With one layer on a top surface of 
PCB 304 (as shoWn in vieW 310) and another layer on a 
bottom surface of PCB 304 (as shoWn in vieW 320). Via 305 
connects the tWo layers by providing a conductive path 
through PCB 304. RE coil 300 includes input/ output port 303, 
thereby alloWing RF coil 300 to be coupled to supporting 
components, such as a transmission line (not shoWn), an RF 
transceiver (not shoWn), ampli?ers, driving circuits, and/or 
the like. View 310 shoWs gap 302, Which is a discontinuity in 
the current path of RF coil 300. VieW 320 shoWs shorting 
bridge 301, Which connects tWo adjacent turns of the current 
path. 
A Working prototype of the embodiment of FIG. 3 has been 

built on a PCB Where the overall physical dimensions of the 
form factor (including PCB) is 80x55 mm, Which is a typical 
RFID smart card siZe. The operating frequency of the proto 
type is 13.56 MHZ, such that the prototype coil can be used in 
an RFID tag or reader. FIG. 4 shoWs the frequency response 
of the prototype compared to a frequency response of a simi 
lar coil that does not have a gap or shorting bridge. Curve 401 
shoWs the frequency response of the prototype (employing a 
gap and shorting bridge, as shoWn in FIG. 3). Curve 402 
shoWs the frequency response of a similar coil that does not 
include a gap or shorting bridge. As can be seen, the prototype 
according to an embodiment of the invention experiences a 
frequency shift and split due to the addition of the gap and 
shorting bridge. Thus, the addition of the gap and shorting 
bridge provides performance in a loWer frequency range (as 
Well as in another higher frequency range) compared to the 
other design that does not have a gap or shorting bridge. 
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4 
As shoWn in FIG. 4, the embodiment of FIG. 3 provides 

performance in a loWer frequency band than a coil Without a 
gap or a short, but With no increase in coil siZe. It is estimated 
that the coil of FIG. 3 occupies seventy percent less surface 
area than a coil of the same shape as that of the coil of FIG. 3, 
lacking a gap or a shorting bridge, and con?gured to operate 
in the 13.56 MHZ frequency band. Thus, one advantage of 
some embodiments is that coils can be miniaturized. Further 
more, the frequency split can provide for multi-band perfor 
mance in some embodiments. 

The embodiment of FIG. 3 is shoWn on a PCB substrate 
(i.e., PCB 304). HoWever, the scope of embodiments includes 
any of a variety of substrates, such as ?exible PCB or ?lms 
used in RFID tags, and even includes no substrate at all for 
some coils. 

FIG. 5 is an illustration of exemplary RF coil 500 adapted 
according to one embodiment of the invention. RF coil 500 is 
a helical type coil that has eighteen turns above the input/ 
output port 503 and eighteen turns beloW the input/output 
port. The dimensions are about 115 mm long With 60 mm in 
coil diameter. RF coil 500 includes shorting bridge 501 and 
gap 502. 
RE coil 500 can ?nd use in an MRI application. For 

instance, a body part such as a knee or a Wrist, can be put 
inside coil 500, Which transmits and detects near ?eld energy. 
RF coil 500 can be scaled up or scaled doWn to cover other 
body parts, such as legs, arms, and torsos. Scaling can be 
accomplished by making the diameter of coil 500 either larger 
or smaller, such that as the diameter increases, the number of 
turns of coil 500 can be reduced Without changing the fre 
quency response. 

FIG. 6 is an illustration of a frequency response of a Work 
ing prototype of the embodiment of FIG. 5. A coil With the 
same dimensions as coil 500 (FIG. 5), but Without a gap or 
shorting bridge, has a frequency response shoWn by curve 
602. By contrast, coil 500 has a frequency response shoWn by 
curve 601. Curve 601 shoWs that the addition of gap 502 and 
shorting bridge 501 in coil 500 splits and shifts the bands of 
operation, providing bands of operation at 11.74 MHZ and 
34.27 MHZ. 

It is estimated that coil 500 occupies ninety percent less 
volume than a similarly shaped coil, Without gap 502 and 
shorting bridge 501, con?gured to operate at 12 MHZ. Thus, 
space savings is an advantage of some embodiments of the 
invention. 

FIG. 7 is an illustration of exemplary method 700 adapted 
according to one embodiment of the invention. Method 700 
may be performed, for example, by a group of designers 
creating an RF coil according to embodiments herein. 

In action 701, a shape, an operating frequency, and an 
impedance of the RF coil are discerned. Often, but not alWays, 
the shape, the impedance, and the operating frequency are 
dictated by the particular application for Which the RF coil 
Will be used. In such instances, discerning the shape, imped 
ance, and operating frequency includes becoming familiar 
With the constraints imposed by the near ?eld application that 
Will use the RF coil. For instance, MRI machines typically use 
helical coils operating at prede?ned frequencies, and match 
ing impedances of the coils are chosen to correspond to trans 
mission lines in the supporting circuitry. 

In action 702, the placement of one or more of a current 
path discontinuity and a shorting bridge are determined by 
performing one or more actions. For instance, some embodi 
ments include making one or more computer simulations to 
arrive at a satisfactory placement of the gap and/or short. The 
?rst simulation can be based on a best guess, and subsequent 
iterations can modify the starting simulated model until 
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desired behavior and properties are achieved. A best guess 
often includes placing a shorting bridge on one half of a 
simulation model and placing a current path gap on the other 
half of the model in about the same place to achieve someWhat 
symmetrical placement of the shorting bridge and gap. 

Yet another approach employs building and testing proto 
types. The ?rst prototype can be based on a best guess, 
Whereas subsequent prototypes modify the original design 
iteratively until a desired model is achieved. Other techniques 
combine simulation modeling and prototypes. HoWever, the 
scope of embodiments is not limited to any particular tech 
nique for determining placements of current path discontinui 
ties and/ or shorting bridges. 

In action 703 the RF coil is manufactured With the current 
path discontinuity and/or the shorting bridge con?gured 
according to the determined placement. Any appropriate 
manufacturing process is Within the scope of embodiments. 
In action 704, the RF coil is disposed in a near ?eld applica 
tion, such as an MRI device, an RFID tag or reader, an NFC 
tag or reader, and/or the like. In one example, the RF coil is 
coupled to a transmission line (e.g., a coaxial line) and the line 
is coupled to an RF transceiver. The transceiver is further 
coupled to one or more processors providing signal transmis 
sion control and received signal processing/display. Various 
embodiments of the invention can be disposed in near ?eld 
applications in the same manner as conventional RF coils 
(though With different matching/tuning circuits or no match 
ing/tuning circuits). Furthermore, RF coils according to vari 
ous embodiments of the present invention can be expected to 
perform similarly to prior art RF coils of the same operating 
frequency. 
Method 700 is not limited to placement of both a gap and a 

shorting bridge. Embodiments may place a gap and/or a 
shorting bridge and may even place more than one of a gap 
and/or a shorting bridge (e.g., tWo gaps and three shorting 
bridges or tWo shorting bridges and no gaps). Generally, a gap 
adds capacitance to the RF coil While a shorting bridge adds 
inductance. Embodiments that include both a gap and a short 
ing bridge, in effect, add an LC component to the RF coil. 
This is in contrast to other RF coils that have external LC 
components and/ or components loaded Within the coil struc 
ture that include capacitors and inductors. Accordingly, one 
advantage of some embodiments is the elimination of those 
LC components and, correspondingly, reduced numbers of 
parts and manufacturing costs. 

Furthermore, While method 700 is shoWn as a series of 
discrete steps, the scope of embodiments is not so limited. 
Embodiments can add, omit, modify, and/or rearrange the 
actions of method 700. For instance, action 702 can be modi 
?ed to include manual mathematical calculation of the coil 
properties. 

FIG. 8 is an illustration of exemplary RF coils 810, 820, 
and 830 adapted according to embodiments of the invention. 
FIG. 8 illustrates that shorting bridges, such as bridges 811, 
821, and 831, can be con?gured in a variety of different Ways. 
For instance, shorting bridge 821 links points in tWo adjacent 
turns of RF coil 820. Shorting bridge 811 links tWo points in 
non-adjacent turns. Shorting bridge 831 links a top half of RF 
coil 830 to a bottom half. The placement and length Will 
generally affect the inductance provided by a shorting bridge. 
A shorting bridge canbe placed anyWhere in an RF coil to link 
tWo non-adj acent points if it provides desired behavior. Fur 
thermore, the Width and placement of a gap affects its capaci 
tance, and embodiments of the invention can include a gap of 
any of a variety of Widths or placements to provide desired 
behavior. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
Moreover, the RF coils themselves can conform to any of a 

variety of designs. For example, in a spiral coil With an upper 
and loWer half, the tWo halves can have the same or different 
rotation sense, and the number of turns in the upper and loWer 
halves can be the same or different. FIG. 9 is an illustration of 
exemplary coil designs that can be used in various embodi 
ments. For instance, coil 910 is commonly called a “butter?y” 
coil, and coil 920 can be referred to as a “?ower” coil. Any of 
the coils in FIG. 9 can be used alone, With a gap and/or a 
shorting bridge, in various embodiments. Furthermore, the 
coils of FIG. 9 can be combined in three-dimensional (3D) 
structures, for instance, With coil 910 on top and coil 920 
beloW it, all connected in a current path. Gaps and/ or shorting 
bridges can be distributed among the parts of the 3D structure. 

Further, in many embodiments, the connections of the tWo 
ends of the current paths can be inside or outside of a struc 
ture, as in FIG. 10, Which illustrates exemplary coils 1010 and 
1020 adapted according to embodiments of the invention. In 
RF coil 1010, the ends of the current path are connected 
inside, Whereas in RF coil 1020, the ends of the current path 
are connected outside. Such distinction does not typically 
affect performance of an RF coil, though it can impact usabil 
ity of the RF coil as it is applied to a near ?eld application. For 
instance, for an MRI coil that ?ts around a body part, a 
designer may prefer to connect to tWo ends of the current path 
outside of the coil, since the body part Will ?t inside. Further 
more, input/output ports are often connected to the current 
path at the place Where the tWo ends of the current path are 
connected, and it can sometimes be more convenient to place 
a port outside, rather than inside, a 3D structure. 

FIG. 11 is an illustration of exemplary RF coil array 1100 
adapted according to one embodiment of the invention. For a 
given array, such as array 1100, a gap and/or shorting bridge 
can be placed in a single coil only. Alternatively, each coil in 
the array may include a gap and/or a short. Still further, gaps 
and/or shorting bridges can be distributed in any desirable 
Way amongst the coils in the array. For instance, in array 
1100, coil 1101 includes a gap and a shorting bridge, but coils 
1102 and 1103 do not include a gap or a shorting bridge. An 
example MRI system can use a coil array, such as array 1100, 
to cover the Whole body instead of using one large loop. 

FIG. 12 is an illustration of exemplary RF coil array 1200 
adapted according to one embodiment of the invention. Array 
1200 is an array of spiral type RF coils, and the principle is the 
same as that of array 1100. Array 1200 includes a gap in RF 
coil 1202 and a shorting bridge in RF coil 1201. While not 
shoWn here, different types of coils (e.g., helical and spiral) 
can be combined in any of a variety of arrays. 

Various embodiments of the invention offer advantages 
over the prior art. As mentioned above, embodiments provide 
a Way to produce near ?eld radiation in a given frequency 
band With a smaller coil than prior art embodiments provide. 
Furthermore, some embodiments provide a technique for 
adding inductance and/ or capacitance to a coil other than by 
an external LC circuit or direct loading the capacitor or induc 
tor Within the coil. 

Moreover, it should be noted that embodiments of the 
invention that employ a current path gap are neW and revolu 
tionary. Conventional thinking holds that RF coils should 
have continuous current paths, and embodiments of the 
invention directly contradict this long-held belief. 

Although the present invention and its advantages have 
been described in detail, it should be understood that various 
changes, substitutions and alterations can be made herein 
Without departing from the spirit and scope of the invention as 
de?ned by the appended claims. Moreover, the scope of the 
present application is not intended to be limited to the par 
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ticular embodiments of the process, machine, manufacture, 
composition of matter, means, methods and steps described in 
the speci?cation. As one of ordinary skill in the art Will 
readily appreciate from the disclosure of the present inven 
tion, processes, machines, manufacture, compositions of 
matter, means, methods, or steps, presently existing or later to 
be developed that perform substantially the same function or 
achieve substantially the same result as the corresponding 
embodiments described herein may be utiliZed according to 
the present invention. Accordingly, the appended claims are 
intended to include Within their scope such processes, 
machines, manufacture, compositions of matter, means, 
methods, or steps. 
What is claimed is: 
1. A near ?eld apparatus comprising: 
a near ?eld Radio Frequency (RF) coil including: 

a shorting bridge from a ?rst point to a second point 
along an electrical path of the RF coil; and 

a discontinuity in the electrical path of the RF coil; and 
a transmission line input and output to the RF coil, Wherein 

an impedance of the RF coil matches an impedance of 
the transmission line input and output. 

2. The near ?eld apparatus of claim 1 further comprising: 
an RF transmitting module supplying RF energy to the RF 

coil via the transmission line input and output, the RF 
transmitting module con?gured to provide RF energy at 
a frequency that produces near ?eld energy at the RF 
coil. 

3. The near ?eld apparatus of claim 1 further comprising: 
a plurality of other RF coils forming an array. 
4. The near ?eld apparatus of claim 1 Wherein the RF coil 

comprises a double-layer spiral type coil on a Printed Circuit 
Board (PCB) substrate. 

5. The near ?eld apparatus of claim 1 Wherein the RF coil 
comprises a double-layer spiral type coil on a ?exible sub 
strate. 

6. The near ?eld apparatus of claim 1 Wherein the RF coil 
comprises a helical coil. 

7. The near ?eld apparatus of claim 1 comprising one or 
more of the folloWing items selected from the list consisting 
of: 

a Radio Frequency Identi?cation (RFID) device; 
a Near Field Communications (NFC) device; and 
an MRI device. 
8. A method for creating a Radio Frequency (RF) coil that 

includes one or more of a shorting bridge Within the RF coil’ s 
current path and a current path discontinuity Within the RF 
coil to provide a selected operating frequency and impedance, 
said method comprising: 

determining the placement of the one or more of a current 
path discontinuity and a shorting bridge by performing 
one or more actions selected from the list consisting of: 

creating one or more computer simulations of the RF coil to 
arrive at a placement of the one or more of a current path 
discontinuity and a shorting bridge that satis?es the 
selected operating frequency and the selected imped 
ance; and 

creating and testing one or more prototypes of the RF coil 
to arrive at a placement of the one or more of a current 
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path discontinuity and a shorting bridge that satis?es the 
selected operating frequency and the selected imped 
ance; 

manufacturing the RF coil With the one or more of the 
current path discontinuity and the shorting bridge con 
?gured according to the determined placement; and dis 
posing the RF coil in a near ?eld application. 

9. The method of claim 8 Wherein the near ?eld application 
comprises an MRI machine. 

10. The method of claim 8 Wherein the near ?eld applica 
tion comprises an RFID tag. 

11. The method of claim 8 Wherein the near ?eld applica 
tion comprises an RFID reader. 

12. The method of claim 8 Wherein the near ?eld applica 
tion comprises an NFC transmitter. 

13. The method of claim 8 Wherein the near ?eld applica 
tion comprises an NFC reader. 

14. A near ?eld Radio Frequency Identi?cation (RFID) 
device comprising: 

a miniaturiZed near ?eld Radio Frequency (RF) coil that 
includes a current path With a shorting bridge and a 
discontinuity in the current path of the RF coil providing 
impedance matching and frequency shifting for the RF 
coil; and 

supporting circuitry in the RFID device facilitating one or 
both of transmission and detection of RF energy by the 
RF coil. 

15. The near ?eld RFID device of claim 14 comprising: 
a Near Field Communication (NFC) device. 
16. The near ?eld RFID device of claim 15 comprising: 
a cellular phone. 
17. The near ?eld RFID device of claim 14 comprising: 
a near ?eld Radio Frequency Identi?cation (RFID) tag. 
18. The near ?eld RFID device of claim 17 Wherein the RF 

coil comprises a double-layer spiral type coil on a ?exible 
substrate. 

19. The near ?eld RFID device of claim 14 the RF coil 
comprises a double-layer spiral type coil on a Printed Circuit 
Board (PCB) substrate. 

20. A Magnetic Resonance Imaging (MRI) apparatus com 
prising: 

a near ?eld Radio Frequency (RF) coil that includes a 
current path With a shorting bridge and a discontinuity in 
the current path of the RF coil providing impedance 
matching and frequency shifting for the RF coil; and 

supporting circuitry in the MRI machine facilitating one or 
both of transmission and detection of RF energy by the 
RF coil. 

21. The MRI apparatus of claim 20 Wherein the RF coil 
comprises a helical coil. 

22. The MRI apparatus of claim 20 further comprising: 
a plurality of other RF coils forming an array With the RF 

coil. 
23. The MRI apparatus of claim 20 Wherein the RF coil 

comprises a helical coil adapted to accommodate a human 
body part therein. 


