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(57) 
A motor driving circuit includes a control device, a detection 
module and a driving module. The control device is con 
trolled by a control signal and is coupled to a motor. The 
control device includes a ?rst terminal, a second terminal and 
a control terminal, Wherein a driving current ?owing through 
the motor ?oWs through the ?rst terminal and the second 
terminal. The detection module is used for detecting a voltage 
of the ?rst terminal. The driving module is used for generating 
the control signal to control the driving current, Wherein the 
detection module adjusts the driving capability of the driving 
module, thereby adjusting a sleW rate of the control signal. 
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MOTOR DRIVING CIRCUIT AND METHOD 
THEREOF 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a motor driving circuit and 

a method thereof, and particularly relates to a motor driving 
circuit that can control a sleW rate of a current ?owing through 
a motor, and a method thereof. 

2. Description of the Prior Art 
FIG. 1 illustrates a prior art motor driving circuit 100. As 

shoWn in FIG. 1, the motor driving circuit 100 includes a 
control circuit 101, an H bridge circuit 103, an error ampli?er 
105, drivers 107 and 108, and a feedback resistor 109. The 
driving circuit 100 serves to control driving currents 11 and 
12 ?oWing through the motor 111. The motor driving circuit 
100 is con?gured to utiliZe a constant driving current, equal to 
voltage value of VR EF divided by the resistance of the resistor 
109, to drive the motor 111. 
As shoWn in FIG. 1, the currents ?oWing through the motor 

1 1 1 can have tWo paths, I 1 and I2, to drive the motor 1 11 in tWo 
different rotation directions respectively. Since detailed 
operations of the motor driving circuit 100 are Well knoWn by 
persons skilled in the art, they are omitted for brevity here. 

The motor 111 can be regarded as an inductance device 
plus a resistor, thus a voltage VM With a value 

is generated across the circuit, Wherein I is the driving current 
?oWing through the motor, and R and L are respectively the 
inductance and resistance of the motor. At the moment that 
the control device 121 is turned on to drive the motor 111, the 
motor 111 Will suffer a largest voltage across the motor 111, 
such that the motor 111 Will experience a driving current With 
a high sleW rate. The output voltage Vowl at one terminal of 
the motor and a feedback voltage VFB are very close to a 
ground level. As time goes by, the current I 1 ?oWing through 
the motor 111 gradually increases, and the current ?oWing 
through the control device 121 tends to the desired constant 
current accordingly. HoWever, for some reasons, the current 
I 1 ?oWing through the motor 111 may be higher than the 
current ?oWing through the control device 121, charging the 
parasitic capacitor located at the node connecting betWeen the 
motor 111 and the control device 121, and causing the occur 
rence of high-frequency LC oscillation, such that the current 
Il ?oWing through the motor 1 1 1 vibrates but converges to the 
desired constant driving current value, as shoWn in FIG. 2. 
The oscillation indicates the instability of the motor speed, 
even if the current 11 eventually converges to the constant 
current value. Therefore, such an issue should be improved. 

SUMMARY OF THE INVENTION 

One embodiment of the present invention discloses a motor 
driving circuit including a control device, a detection module 
and a driving module. The control device is controlled by a 
control signal and is coupled to a motor. The control device 
includes a ?rst terminal, a second terminal and a control 
terminal, Wherein a driving current ?oWing through the motor 
?oWs through the ?rst terminal and the second terminal. The 
detection module is used for detecting a voltage of the ?rst 
terminal. The driving module is used for generating the con 
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2 
trol signal to control the driving current, Wherein the detec 
tion module adjusts the driving capability of the driving mod 
ule, thereby adjusting a sleW rate of the control signal. 

Another embodiment of the present invention discloses a 
driving method corresponding to the above-mentioned sys 
tem. The driving method includes: providing a control device 
controlled by a control signal, Wherein the control device is 
coupled to the motor and includes a ?rst terminal, a second 
terminal and a control terminal, Where the ?rst terminal is 
coupled to the motor, and the control signal controls a driving 
current ?oWing through the motor, the ?rst terminal and the 
second terminal; providing a driving capability to drive the 
control terminal; detecting the voltage of the ?rst terminal to 
generate a detection result; and adjusting the driving capabil 
ity according to the detection result, thereby adjusting a sleW 
rate of the control signal. 

These and other objectives of the present invention Will no 
doubt become obvious to those of ordinary skill in the art after 
reading the folloWing detailed description of the preferred 
embodiment that is illustrated in the various ?gures and draW 
1ngs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a prior art motor driving circuit. 
FIG. 2 illustrates voltage oscillation of the prior art motor 

driving circuit. 
FIG. 3 is a motor driving circuit according to an embodi 

ment of the present invention. 
FIG. 4 is a schematic diagram illustrating the voltage 

current relations of a motor driving circuit according to an 
embodiment of the present invention. 

FIG. 5 is a differential pair circuit according to an embodi 
ment of the present invention. 

FIG. 6 illustrates a motor driving method according to an 
embodiment of the present invention. 

DETAILED DESCRIPTION 

Certain terms are used throughout the description and fol 
loWing claims to refer to particular components. As one 
skilled in the art Will appreciate, electronic equipment manu 
facturers may refer to a component by different names. This 
document does not intend to distinguish betWeen components 
that differ in name but not function. In the folloWing descrip 
tion and in the claims, the terms “include” and “comprise” are 
used in an open-ended fashion, and thus should be interpreted 
to mean “include, but not limited to . . . ”. Also, the term 

“couple” is intended to mean either an indirect or direct 
electrical connection. Accordingly, if one device is coupled to 
another device, that connection may be through a direct elec 
trical connection, or through an indirect electrical connection 
via other devices and connections. 

FIG. 3 is a motor driving circuit 300 according to an 
embodiment of the present invention. As shoWn in FIG. 3, the 
motor driving circuit 300 includes control devices 301 and 
303, a driving module 305 and a detection module 307. It 
should be noted that, since the embodiment shoWn in FIG. 3 
utiliZes the H bridge circuit shoWn in FIG. 1 as a circuit for 
controlling motor rotation directions, it has tWo control 
devices 301 and 303. The present invention is not limited, 
hoWever, to the case Where there are tWo control devices, and 
one or more control devices can also be utiliZed for other 
embodiments. The scope of the present invention is de?ned 
by the claims rather than the embodiments shoWn in the 
speci?cation. 
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The control device 301 is taken as an example in the fol 
lowing description, as the control device 303 also undergoes/ 
performs the same operations. The control device 301, Which 
can be a linear sWitch such as a MOS (metal oxide semicon 
ductor) or a B] T (bipolar junction transistor), is controlled by 
a control signal CS and is coupled to a motor 315. The control 
device 301 includes a ?rst terminal 309, a second terminal 
311 and a control terminal 313, and is coupled to a feedback 
resistor 317. A driving current 11 ?oWing through the motor 
315 ?oWs through the ?rst terminal 309 and the second ter 
minal 311. The driving module 305 serves to generate the 
control signal CS for controlling the driving current I 1 accord 
ing to a reference voltage VREF and a feedback voltage VFB. 
The detection module 307 detects a voltage VOL”l of the ?rst 
terminal 309, and adjusts the driving capability of the driving 
module 305 according to the voltage Vol”l to control a sleW 
rate of the control signal CS. For example, When the voltage 
Vowl meets a predetermined standard (in this case, the pre 
determined standard means loWer than a reference voltage 
Vth), the output signal of the detection module 307 loWers the 
driving current of driving module 305 to decrease the sleW 
rate of the control signal CS, thereby the sleW rate of the 
driving current I 1 goes doWn. 

In this embodiment, the driving module 305 includes an 
error ampli?er 319 and drivers 323, 324. The error ampli?er 
319 compares the reference voltage VREF and the feedback 
voltage VFB. The driver 323 outputs the control signal CS 
according to an output signal of the error ampli?er 319. 
Driver 323 has a driving capability to drive control terminal 
313, and the driving capability can be adjusted by the output 
of detection module 307, thereby adjusting the sleW rate of the 
control signal CS. 

The detection module 307 includes a comparator circuit, 
Which is a differential pair circuit 325 in this embodiment. 
When a voltage of the ?rst terminal 309 matches a predeter 
mined standard, the output signal of the differential pair cir 
cuit 325 starts reducing the driving capability of the driving 
module 305, decreasing the sleW rate of the control signal CS. 
In one embodiment, the differential pair circuit 325 outputs a 
current signal lcomrol, and the detection module 307 further 
includes a current mirror 327 for mirroring the current signal 
Icomrol to generate currents Ia and I b. The current mirror 327 
has tWo N type MOS circuits 331 and 333. In this embodi 
ment, When the voltage Vol” is smaller than a reference volt 
age Vth, the differential pair circuit 325 increases the current 
signal ICOWOZ, thus the current Ia increases accordingly. Cur 
rent Ia can be designed to deduct the driving current that driver 
323 drives control terminal. For example, the actual driving 
capability of driver 323, the maximum current to pull up or 
doWn control signal CS, can be set as long-Marla, Where 
Ion-81ml is the originally4designed maximum driving current 
of driver 323. Thus, driver 323 decreases the sleW rate of the 
control signal CS due to the increasing current Ia, and thereby 
the increasing speed of the driving current I l is reduced. 
Similarly, the current Ib is raised correspondingly When the 
voltage Voutz is smaller than the reference voltage Vth. The 
output signal of the detection module 307 according to the 
present embodiment is not limited to the current signals Ia and 
I b, and can be other signals such as a voltage signal. 
As described for FIG. 1, When the control device is just 

turned on, the driving voltage across the motor 115 has a 
maximum value, Which mo st varies the current through motor 
115. In this case, the voltage VOL”l is nearly ground, and the 
oscillation described in FIG. 2 occurs. HoWever, via the struc 
ture shoWn in FIG. 3, WhenVOMtl is detected to be smaller than 
a predetermined value (V th in this embodiment), both the 
driving capability of driver 323 and the sleW rate of control 
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4 
signal CS are reduced, meaning Vol”l has a reduced rate to 
approach ground, such that the variation rate for the driving 
current II of the motor 315 decreases in compare With the 
result of FIG. 1. Therefore, the oscillation shoWn in FIG. 2 can 
be avoided. 

Additionally, the types of motors that can be utiliZed 
include a bidirectional motor type and a multi-directional 
motor type. A bidirectional motor is taken as an example for 
the motor driving circuits shoWn in FIG. 1~FIG. 3, but this is 
not meant to limit the scope of the present invention. The 
motor driving circuits according to embodiments of the 
present invention can also be applied to a multi-directional 
motor. 

FIG. 4 is a schematic diagram illustrating the voltage 
current relations of a motor driving circuit according to an 
embodiment of the present invention. Here, the driving cur 
rent I l and the voltage VOL”l are taken as examples for descrip 
tion, and the driving current I2 and the voltage Vow2 have the 
same relation. Compared With FIG. 2, the driving current I 1 
shoWn in FIG. 4 is smoother and undergoes less sWing. Fur 
thermore, the voltage Vowl correspondingly has a smaller 
variation, shoWing the oscillation in the prior art is avoided. 

FIG. 5 is a differential pair circuit according to an embodi 
ment of the present invention. As shoWn in FIG. 5, the differ 
ential pair circuit 325 includes a current source 501, P type 
MOS circuits 503, 505, 507 andN type MOS circuits 509 and 
511.According to FIG. 5, the P type MOS circuits 503 or 505 
can acquire more current from current source 501 When the 

voltage Vol”l or Vow2 is smaller than the reference voltage 
VTH, thereby the current signal Imnmz goes up and the cur 
rents Ia and I b increase accordingly. 

FIG. 6 illustrates a motor driving method according to an 
embodiment of the present invention. Please jointly refer to 
FIGS. 3 and 6 to understand the concept of the present inven 
tion more clearly. The steps shoWn in FIG. 6 include: 

Step 601 
Provide a control device 301 or 303, controlled by a control 

signal CS. The control device 313 is coupled to a motor and 
includes a ?rst terminal, a second terminal and a control 
terminal. A driving current (I l or I2) ?oWing through the 
motor ?oWs through the ?rst terminal and the second termi 
nal. 

Step 603 
Detect the voltage Vol”l or Vow2 of the ?rst terminal to 

generate a detection result. In the embodiment shoWn in FIG. 
3, a differential pair circuit 325 is utiliZed to generate a current 
signal lcomrol, and the mirrored currents Ia and I b are utiliZed 
as the detection results. 

Step 605 
LoWer the sleW rate of the control signal CS according to 

the detection result, to control the driving currents I 1 or I2. 
In this embodiment, the currents Ia and lb increase corre 

spondingly When the voltage Vow is smaller than a reference 
voltage Vth. That is, the step 603 determines Whether the 
voltage Vowl or Vow2 of the ?rst terminal meets a predeter 
mined standard or not to verify the detection result. Further 
more, the step 605 reduces the driving capability of a driver to 
loWer the sleW rate of the control signal CS When the voltage 
of the ?rst terminal meets the predetermined standard, such 
that the sleW rate of the driving currents I 1 or I2 decreases. 
The detailed characteristics of the driving method are Well 

knoWn by persons skilled in the art, and are thus omitted here 
for brevity. 

According to the above description, the rising up speed of 
the current can be reduced by reducing the sleW rate of control 
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signal CS When the voltage across a motor exceeds a prede 
termined value. The oscillation issue of the prior art can be 
avoided accordingly. 

Those skilled in the art Will readily observe that numerous 
modi?cations and alterations of the device and method may 
be made While retaining the teachings of the invention. 
What is claimed is: 
1. A motor driving circuit, comprising: 
a control device controlled by a control signal and coupled 

to a motor, including a ?rst terminal, a second terminal 
and a control terminal, Wherein a driving current ?oWing 
through the motor ?oWs through the ?rst terminal and 
the second terminal; 

a detection module, for detecting a voltage of the ?rst 
terminal; and 

a driving module, for generating the control signal to con 
trol the driving current, Wherein the detection module 
adjusts the driving capability of the driving module, 
thereby adjusting a sleW rate of the control signal; 

Wherein the detection module includes a differential pair 
circuit and current mirroring circuit to generate a ?rst 
current control signal and a second current control signal 
to adjust the sleW rate of the control signal and the 
driving capability of the driving module. 

2. The motor driving circuit of claim 1, Wherein the driving 
module comprises: 

an error ampli?er, for comparing a reference voltage and a 
feedback voltage corresponding to the driving current; 
and 

a driver, for generating the control signal according to the 
output signal of the error ampli?er, and the driving capa 
bility of the driver is controlled by the detection module. 

3. The motor driving circuit of claim 1, Wherein the motor 
is a bi-directional motor. 

4. The motor driving circuit of claim 1, Wherein the detec 
tion module adjusts the driving capability of the driving mod 
ule When the voltage of the ?rst terminal meets a predeter 
mined standard. 

5. The motor driving circuit of claim 4, Wherein the detec 
tion module comprises a comparator circuit, for identifying 
Whether the voltage of the ?rst terminal meets the predeter 
mined standard or not. 

6. The motor driving circuit of claim 5, Wherein the output 
signal of the comparator circuit is a current signal. 

7. The motor driving circuit of claim 5, Wherein the com 
parator circuit is a differential pair circuit. 

8. The motor driving circuit of claim 5, Wherein the detec 
tion module further includes a current mirror, for mirroring 
the output signal of the comparator circuit, Where the output 
signal of the current mirror is utiliZed as the output signal of 
the detection module. 
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6 
9. The motor driving circuit of claim 4, Wherein the prede 

termined standard means that the voltage of the ?rst terminal 
is smaller than a predetermined value. 

10. A driving method for driving a motor, comprising: 
providing a control device controlled by a control signal, 

Wherein the control device is coupled to the motor and 
includes a ?rst terminal, a second terminal and a control 
terminal, Where the ?rst terminal is coupled to the motor, 
and the control signal controls a driving current ?oWing 
through the motor, the ?rst terminal and the second 
terminal; 

providing a driving capability to drive the control terminal; 
detecting the voltage of the ?rst terminal With a detection 

module to generate a detection result; and 
adjusting the driving capability according to the detection 

result, thereby adjusting a sleW rate of the control signal; 
Wherein the detection module includes a differential pair 

circuit and current mirroring circuit to generate a ?rst 
current control signal and a second current control signal 
to adjust the sleW rate of the control signal and to adjust 
the driving capability. 

11. The driving method of claim 10, Wherein the step of 
generating the detection result comprises identifying Whether 
the voltage of the ?rst terminal meets a predetermined stan 
dard to verify the detection result or not. 

12. The driving method of claim 11, Wherein the step of 
adjusting the driving capability includes adjusting the driving 
capability When the voltage of the ?rst terminal meets the 
predetermined standard. 

13. The driving method of claim 11, Wherein the predeter 
mined standard means that the voltage of the ?rst terminal is 
smaller than a predetermined value. 

14. The driving method of claim 10, being applied to a 
bi-directional motor. 

15. The driving method of claim 10, Wherein the step of 
detecting the voltage of the ?rst terminal to generate the 
detection result utiliZes a comparator circuit to output an 
output signal as the detection result. 

16. The driving method of claim 15, Wherein the output 
signal of the comparator circuit is a current signal. 

17. The driving method of claim 15, Wherein the compara 
tor circuit is a differential pair circuit. 

18. The driving method of claim 15, Wherein the step of 
detecting the voltage of the ?rst terminal to generate the 
detection result includes utiliZing a current mirror, for mir 
roring the output signal of comparator circuit, Where the 
output signal of the current mirror is utiliZed as the detection 
result. 


