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(57) ABSTRACT 

A method for controlling steering in a vehicle includes the 
steps of obtaining a vehicle steering communication, control 
ling an actuator coupled to a hand Wheel, a road Wheel, or both 
using a primary active steering functionality, if the vehicle 
steering communication re?ects one or more of a plurality of 
types of speci?ed errors, and controlling the actuator using 
the primary active steering functionality and a supplemental 
active steering functionality, if the vehicle steering commu 
nication does not re?ect one or more of the plurality of types 
of speci?ed errors. 

20 Claims, 3 Drawing Sheets 
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METHODS AND SYSTEMS FOR 
CONTROLLING STEERING IN A VEHICLE 
USING A PRIMARY ACTIVE STEERING 

FUNCTIONALITY AND A SUPPLEMENTAL 
ACTIVE STEERING FUNCTIONALITY 

TECHNICAL FIELD 

The present invention generally relates to the ?eld of 
vehicles and, more speci?cally, to methods and systems for 
controlling steering in a vehicle. 

BACKGROUND OF THE INVENTION 

Vehicle steering is generally controlled by a driver hand 
Wheel that directs the angle of road Wheels. Movements of the 
driver hand Wheel are typically transmitted to the road Wheels 
by mechanical linkages and/or electronic components. The 
angle of the road Wheels is commonly referred to as “road 
Wheel angle”. 

Active steering is a term referring to the use of electronic 
components to actively control or assist the steering of a 
vehicle so as to enhance steering performance beyond that 
possible by only direct mechanical linkages. There are many 
possible Ways to enhance steering performance. For example, 
steering can be adapted to the Weather conditions and/ or to the 
behavior and/or habits of the driver. As another example, 
steering can be adapted to provide improved directional con 
trol during braking. 
Open loop control refers to the operation of a road Wheel 

angle controller, Without feedback, that is independent of any 
supervisory control system. For example, in an active steering 
system, variable gear ratio steering is a method for determin 
ing a target road Wheel angle implied by a driver’ s hand Wheel 
input. Such variable gear ratio active steering functionality 
typically uses variables such as a steering Wheel angle, a 
steering Wheel angle rate, and a speed of the vehicle to deter 
mine the target road Wheel angle implied by a driver’s hand 
Wheel input. The active steering system may use variable gear 
ratio active steering functionality to ascertain the target road 
Wheel angle for open loop control. The active steering system 
may then use an actuator to rotate the front road Wheels for a 
given road Wheel angle. 

Closed loop control or electronic closed loop control refers 
to the operation of a road Wheel angle controller With feed 
back from a supervisory control system. For closed loop 
control, an angle offset from a supervisory control system is 
added to the variable gear ratio steering angle to determine a 
target road Wheel angle that should be implemented by the 
steering mechanism. For example, the active steering system 
may include an electronic stability control functionality that 
determines such an angle offset When the vehicle is in a skid, 
or When conditions otherWise Warrant electronic stability 
control. The active steering system may then similarly use an 
actuator to rotate the front road Wheels for a given road Wheel 
angle adjustment. 

Often, an active steering system Will use a primary active 
steering functionality (such as an open loop, variable gear 
ratio functionality as described above) along With a supple 
mental active steering functionality (such as a closed loop, 
electronic stability control functionality as described above). 
The primary and supplemental active steering functionalities 
generally Work Well together. HoWever, in certain situations it 
may be necessary to discontinue use of the supplemental 
active steering functionality. When this occurs, typically the 
actuator is locked, in order to bypass the supplemental active 
steering functionality. HoWever, this also has the effect of 
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2 
bypassing the primary active steering functionality, Which 
may still be desirable to have operating. 

Accordingly, there is a need for an improved method for 
bypassing a supplemental active steering functionality, With 
out bypassing a primary active steering functionality, in 
appropriate circumstances. There is also a need for an 
improved active steering system that is con?gured to bypass 
a supplemental active steering functionality, Without bypass 
ing a primary active steering functionality, in appropriate 
circumstances. There is a further need for an improved pro 
gram product for an active steering system that is con?gured 
to bypass a supplemental active steering functionality, With 
out bypassing a primary active steering functionality, in 
appropriate circumstances. Furthermore, other desirable fea 
tures and characteristics of the present invention Will be 
apparent from the subsequent detailed description and the 
appended claims, taken in conjunction With the accompany 
ing draWings and the foregoing technical ?eld and back 
ground. 

SUMMARY OF THE INVENTION 

In accordance With an exemplary embodiment of the 
present invention, a method for controlling steering in a 
vehicle is provided. The method comprises the steps of 
obtaining a vehicle steering communication, controlling an 
actuator coupled to a hand Wheel, a road Wheel, or both, using 
a primary active steering functionality, if the vehicle steering 
communication re?ects one or more of a plurality of types of 
speci?ed errors, and controlling the actuator using the pri 
mary active steering functionality and a supplemental active 
steering functionality, if the vehicle steering communication 
does not re?ect one or more of the plurality of types of 
speci?ed errors. 

In accordance With another exemplary embodiment of the 
present invention, a program product for controlling steering 
in a vehicle is provided. The program product comprises a 
program and a computer-readable signal-bearing media. The 
program is con?gured to at least facilitate obtaining a vehicle 
steering communication, controlling an actuator coupled to a 
hand Wheel, a steering Wheel, or both using a primary active 
steering functionality, if the vehicle steering communication 
re?ects one or more of a plurality of types of speci?ed errors, 
and controlling the actuator using the primary active steering 
functionality and a supplemental active steering functional 
ity, if the vehicle steering communication does not re?ect one 
or more of the plurality of types of speci?ed errors. The 
computer-readable signal bearing media bears the program. 

In accordance With a further exemplary embodiment of the 
present invention, an active steering system for a vehicle is 
provided. The active steering system comprises a supervisory 
control module and an active steering control module. The 
active steering control module is coupled to the supervisory 
control module, and is con?gured to receive a vehicle steering 
communication therefrom. The active steering control mod 
ule is further con?gured to at least facilitate controlling a hand 
Wheel, a road Wheel, or both, using a primary active steering 
functionality, if the vehicle steering communication re?ects 
one or more of a plurality of types of speci?ed errors, and 
controlling the hand Wheel, the road Wheel, or both, using the 
primary active steering functionality and a supplemental 
active steering functionality, if the vehicle steering commu 
nication does not re?ect one or more of the plurality of types 
of speci?ed errors. 

DESCRIPTION OF THE DRAWINGS 

The present invention Will hereinafter be described in con 
junction With the folloWing draWing ?gures, Wherein like 
numerals denote like elements, and Wherein: 
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FIG. 1 is a functional block diagram of a portion of a 
vehicle, including an active steering system, in accordance 
With an exemplary embodiment of the present invention; 

FIG. 2 is a functional block diagram of a computer system 
that can be used in connection With an active steering system, 
such as the active steering system of FIG. 1, in accordance 
With an exemplary embodiment of the present invention; 

FIG. 3 is a ?oWchart of a process for controlling steering in 
a vehicle that can be used in connection With an active steer 
ing system, such as the active steering system of FIG. 1, in 
accordance With an exemplary embodiment of the present 
invention; and 

FIG. 4 is a logic diagram of a step from the steering control 
process of FIG. 3, namely a step of determining Whether an 
error ?ag is active, in accordance With an exemplary embodi 
ment of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The folloWing detailed description is merely exemplary in 
nature and is not intended to limit the invention or the appli 
cation and uses of the invention. Furthermore, there is no 
intention to be bound by any expressed or implied theory 
presented in the preceding technical ?eld, background, brief 
summary or the folloWing detailed description. 
Embodiments of the invention may be described herein in 

terms of functional and/or logical block components and 
various processing steps. It should be appreciated that such 
block components may be realiZed by any number of hard 
Ware, softWare, and/or ?rmWare components con?gured to 
perform the speci?ed functions. For example, an embodiment 
of the invention may employ various integrated circuit com 
ponents, e.g., memory elements, digital signal processing 
elements, logic elements, look-up tables, or the like, Which 
may carry out a variety of functions under the control of one 
or more microprocessors or other control devices. In addition, 
those skilled in the art Will appreciate that embodiments of the 
present invention may be practiced in conjunction With any 
number of steering control systems, and that the vehicle sys 
tem described herein is merely one example embodiment of 
the invention. 

For the sake of brevity, conventional techniques related to 
signal processing, data transmission, signaling, actuator con 
trol, and other functional aspects of the systems (and the 
individual operating components of the systems) may not be 
described in detail herein. Furthermore, the connecting lines 
shoWn in the various ?gures contained herein are intended to 
represent example functional relationships and/or physical 
couplings betWeen the various elements. It should be noted 
that many alternative or additional functional relationships or 
physical connections may be present in an embodiment of the 
invention. 

FIG. 1 is a functional block diagram of a portion of a 
vehicle 100, including an active steering system 102, in accor 
dance With an exemplary embodiment of the present inven 
tion. The active steering system 102 is depicted in FIG. 1 
along With a hand Wheel 104 and an exemplary road Wheel 
106 from a plurality of road Wheels 106 of the vehicle 100. 
The various blocks depicted in FIG. 1 may be realiZed in any 
number of physical components or modules located through 
out the vehicle 100 or the active steering system 102. For 
example, in various embodiments, the active steering system 
102 may include a number of electrical control units, com 
puter systems, and components other than those shoWn in 
FIG. 1. In one preferred embodiment, the active steering 
system 102 comprises a front active steering (AFS) system 
for the vehicle 100. 
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4 
In the depicted embodiment, the active steering system 102 

includes a plurality of sensors 110, a control module 112, an 
actuator unit 114, and an alert module 115. Also in the 
depicted embodiment, the sensors 110 include an actuator 
position sensor 116 and a hand Wheel sensor 118. The actua 
tor position sensor 116 receives a ?rst input 120 from the 
actuator unit 114, and the hand Wheel sensor 118 receives a 
second input 122 from the hand Wheel 104. In a preferred 
embodiment, the ?rst input 120 includes information pertain 
ing to a position of the actuator unit 114, or other information 
pertaining to the actuator unit 114, Which can then be utiliZed 
in determining a road Wheel angle. Similarly, in a preferred 
embodiment, the second input 122 includes information per 
taining to an angle or position of the hand Wheel 104, or other 
information pertaining to the hand Wheel 104. In a preferred 
embodiment, a road Wheel angle can be determined utiliZing 
information from both the actuator position sensor 116 and 
the hand Wheel sensor 118, obtained via the ?rst and second 
inputs 120, 122, respectively. In certain embodiments, the 
sensors 110 may include other sensors, such as a pinion 
sensor (not depicted), and/or any number of other various 
different types of sensors. 
As depicted in FIG. 1, the control module 112 is coupled to 

the sensors 110 via a vehicle communications bus 128, and 
receives information therefrom. The control module 112 is 
also coupled to the actuator unit 114 and to the alert module 
115. The control module 112 is con?gured to determine an 
appropriate steering angle and/or steering angle adjustment 
based at least in part on the information obtained from the 
sensors 110, and to cause the actuator unit 114 to rotate and/ or 
otherwise adjust the hand Wheel 104 and/or the road Wheel 
106 in order to implement the appropriate steering angle 
and/or steering angle adjustment. In addition, the control 
module may also receive and process information from other 
vehicle modules (not depicted in FIG. 1). The actuator unit 
114 comprises one or more actuators that are coupled 
betWeen the control module 112 and the hand Wheel 104 
and/or the road Wheel 106, and that are con?gured to rotate 
and/or otherWise facilitate adjustment of angles and/or other 
positions of the hand Wheel 104 and/or the road Wheel 106 in 
accordance With instructions provided by the control module 
112. 

In the depicted embodiment, the control module 112 
includes a supervisory control module 124 and an active 
steering control module 126 that are connected to one another 
via the vehicle communications bus 128. The supervisory 
control module 124 processes a steering angle adjustment in 
certain situations using a supplemental active steering func 
tionality and the information provided by the sensors 110, and 
supplies various steering communications pertaining thereto 
to the active steering control module 126. For example, in one 
preferred embodiment, the supervisory control module 124 
processes the information from the sensors 110 (and from any 
other non-depicted vehicle modules that may supply infor 
mation thereto) in order to calculate a steering angle adjust 
ment using a supplemental, closed loop, electronic stability 
control active steering functionality When the vehicle is in a 
skid or When conditions otherWise Warrant electronic stability 
control. In this embodiment, the steering angle adjustment 
refers to an adjustment to a steering angle intended by the 
driver, and instructions for this steering angle adjustment are 
provided from the supervisory control module 124 to the 
active steering control module 126 via various steering com 
munication messages sent from the supervisory control mod 
ule 124 to the active steering control module 126 along the 
vehicle communications bus 128. 
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The active steering control module 126 receives the steer 
ing communication messages from the supervisory control 
module 124, and preferably also receives information directly 
from the sensors 110 regarding the position of the hand Wheel 
104 and the road Wheel 106. The active steering control 
module 126 processes the information from the sensors 110 
in calculating a driver intended steering angle using a primary 
active steering functionality. For example, in a preferred 
embodiment, the active steering control module 126 calcu 
lates the driver intended steering angle using a primary, open 
loop, variable gear ratio active steering functionality that is 
provided variables such as a steering Wheel angle, a steering 
Wheel angle rate, and a speed of the vehicle obtained from the 
sensors 110 and/or from other vehicle modules (not depicted 
in FIG. 1), and, for example, using look-up tables or other 
techniques relating such input variables to desired steering 
angles. 

In addition, in this embodiment, the active steering control 
module 126, under appropriate circumstances, adjusts the 
steering angle by the steering angle adjustment determined by 
the supervisory control module 124. In a preferred embodi 
ment, the active steering control module makes such an 
adjustment to the steering angle only if the supervisory con 
trol module 124 provides a non-Zero value for the steering 
angle adjustment in a steering communication message to the 
active steering control module 126 (eg indicating the pres 
ence of a skid or another factor for Which electronic stability 
control may be appropriate), and further provided that there is 
no error re?ected in the steering communications. 

The active steering control module 126 then causes the 
actuator unit 114 to rotate the hand Wheel 104 or the road 
Wheel 106, or both, in order to achieve the appropriate steer 
ing angle. This appropriate steering angle re?ects the driver 
intended steering angle, as determined in accordance With the 
primary active steering functionality. In addition, this appro 
priate steering angle also re?ects the steering angle adjust 
ment, if any, calculatedusing the supplemental active steering 
functionality, provided that there are no errors of a speci?ed 
type in steering communications betWeen the supervisory 
control module 124 and the active steering control module 
126. 

In addition, as Will be explained in greater detail further 
beloW in connection With FIG. 3, the active steering control 
module 126 utiliZes the primary active steering functionality 
in different modes, depending on Whether there is an error of 
a speci?ed type in steering communications betWeen the 
supervisory control module 124 and the active steering con 
trol module 126. If there are no such errors in steering com 
munications betWeen the supervisory control module 124 and 
the active steering control module 126, then the active steer 
ing control module 126 utiliZes the primary active steering 
functionality in a standard mode, for example using standard 
mode look-up tables relating the input variables to desired 
steering angles. 

Conversely, if there are any such errors in steering commu 
nications betWeen the supervisory control module 124 and 
the active steering control module 126, then the active steer 
ing control module 126 utiliZes the primary active steering 
functionality and bypasses the supplemental active steering 
functionality. A description of the various errors that may 
trigger the bypassing of the supplemental active steering 
functionality Will be provided further beloW in connection 
With FIG. 4, in accordance With an exemplary embodiment of 
the present invention. For example, such errors may be mani 
fested in an absence of a particular steering communication, 
an absence of a steering adjustment value in the steering 
communications, or the presence of an invalid or an out-of 
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6 
range value for a steering adjustment value in the steering 
communications, as Will be discussed further beloW in con 
nection With FIG. 4. 

In one embodiment, in the event that supplemental active 
steering functionality is bypassed, the primary active steering 
functionality is used in a secure mode, for example using 
alternative “secure mode” look-up tables relating the input 
variables to desired steering angles. In a preferred embodi 
ment, steering in the secure mode offers less sensitive steering 
than the standard mode, because the backup functionality 
provided by the supplemental active steering is not being 
utiliZed. 

In addition, in a preferred embodiment, in the event of such 
an error in steering communications betWeen the supervisory 
control module 124 and the active steering control module 
126, the active steering control module 126 also causes the 
alert module 115 to issue one or more driver alerts, such as a 
visual and/or an audio notice, indicating that the primary 
vehicle functionality is being utiliZed in connection With the 
secure mode. For example, in one preferred embodiment, the 
alert module 115 provides a chime sound along With a visual 
notice on a vehicle screen display When the primary active 
steering functionality is being utiliZed in the secure mode, to 
make the driver aWare that active front steer capability of the 
vehicle has been altered or changed in secure mode. 

Also as depicted in FIG. 1, preferably the supervisory 
control module 124 and the active steering control module 
126 each utiliZe one or more computer systems 130, 132, such 
as that depicted in FIG. 2 and discussed beloW in connection 
thereWith. In the depicted embodiment, the supervisory con 
trol module 124 and the active steering control module 126 
use different computer systems 130, 132. However, it Will be 
appreciated that, in various other embodiments, the supervi 
sory control module 124 and the active steering control mod 
ule 126 may use one or more common computer systems. It 

Will similarly be appreciated that, in various embodiments, 
the control module 112, and/ or the various modules thereof, 
may use any number of different types of computer systems. 

FIG. 2 is a functional block diagram of a computer system 
204 that can be used in connection With the control module 
112 of the active steering system 102 of FIG. 1, in accordance 
With an exemplary embodiment of the present invention. In 
one preferred embodiment, each of the supervisory control 
module 124 and the active steering control module 126 uses a 
different computer system 204. HoWever, similar to the dis 
cussion above, this may vary in other embodiments. 

In the embodiment depicted in FIG. 2, each computer 
system 204 includes a processor 206, a memory 208, a com 
puter bus 210, an interface 213, and a storage device 214. The 
processor 206 performs the computation and control func 
tions of the control module 112 or a portion thereof, and may 
comprise any type of processor or multiple processors, single 
integrated circuits such as a microprocessor, or any suitable 
number of integrated circuit devices and/or circuit boards 
Working in cooperation to accomplish the functions of a pro 
cessing unit. During operation, the processor 206 executes 
one or more programs 212 preferably stored Within the 
memory 208 and, as such, controls the general operation of 
the computer system 204. 
The memory 208 stores a program or programs 212 that 

executes one or more embodiments of a steering control 

process of the present invention, discussed in more detail 
beloW. The memory 208 can be any type of suitable memory. 
This Would include the various types of dynamic random 
access memory (DRAM) such as SDRAM, the various types 
of static RAM (SRAM), and the various types of non-volatile 
memory (PROM, EPROM, and ?ash). It should be under 
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stood that the memory 208 may be a single type of memory 
component, or it may be composed of many different types of 
memory components. In addition, the memory 208 and the 
processor 206 may be distributed across several different 
computers that collectively comprise the computer system 
204. For example, a portion of the memory 208 may reside on 
a computer Within a particular apparatus or process, and 
another portion may reside on a remote computer. 

The computer bus 210 serves to transmit programs, data, 
status and other information or signals betWeen the various 
components of the computer system 204. The computer bus 
210 can be any suitable physical or logical means of connect 
ing computer systems and components. This includes, but is 
not limited to, direct hard-Wired connections, ?ber optics, 
infrared and Wireless bus technologies. 

The interface 213 alloWs communication to the computer 
system 204, for example from a system operator and/or 
another computer system, and can be implemented using any 
suitable method and apparatus. It can include one or more 
netWork interfaces to communicate to other systems or com 
ponents, for example betWeen the supervisory control module 
124 and the active steering control module 126, and/or 
betWeen the control module 112 and the sensors 110, the 
actuator unit 114, and/or the alert module 115, one or more 
terminal interfaces to communicate With technicians, and one 
or more storage interfaces to connect to storage apparatuses 
such as the storage device 214. 
The storage device 214 can be any suitable type of storage 

apparatus, including direct access storage devices such as 
hard disk drives, ?ash systems, ?oppy disk drives and optical 
disk drives. In one exemplary embodiment, the storage device 
214 is a program product from Which memory 208 can 
receive a program 212 that executes one or more embodi 

ments of a steering control process of the present invention. In 
one preferred embodiment, such a program product can be 
implemented as part of, inserted into, or otherWise coupled to 
the computer system 132 of the active steering control mod 
ule 126 ofFIG. 1.As shoWn in FIG. 2, the storage device 214 
can comprise a disk drive device that uses disks 215 to store 
data. As one exemplary implementation, the computer system 
204 may also utiliZe an Internet Website, for example for 
providing or maintaining data or performing operations 
thereon. 

It Will be appreciated that While this exemplary embodi 
ment is described in the context of a fully functioning com 
puter system, those skilled in the art Will recogniZe that the 
mechanisms of the present invention are capable of being 
distributed as a program product in a variety of forms, and that 
the present invention applies equally regardless of the par 
ticular type of computer-readable signal bearing media used 
to carry out the distribution. Examples of signal bearing 
media include: recordable media such as ?oppy disks, hard 
drives, memory cards and optical disks (e.g., disk 215), and 
transmission media such as digital and analog communica 
tion links. It Will similarly be appreciated that the computer 
system 204 may also otherWise differ from the embodiment 
depicted in FIG. 2, for example in that the computer system 
204 may be coupled to or may otherWise utiliZe one or more 
remote computer systems and/or other control systems. 

FIG. 3 is a ?oWchart of a steering control process 300 for 
controlling steering in a vehicle, in accordance With an exem 
plary embodiment of the present invention. The steering con 
trol process 300 can be used in connection With an active 
steering system, such as the active steering system 102 of 
FIG. 1, and/ or in connection With a program product such as 
that described above in connection With the computer system 
204 of FIG. 2. 
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8 
As shoWn in FIG. 3, the steering control process 300 begins 

With the step of receiving a steering communication (step 
302). The steering communication preferably includes one or 
more messages that include information relevant to calculat 
ing a driver intended steering angle of the vehicle using a 
primary active steering functionality, as Well as information 
pertaining to any steering angle adjustments to be made pur 
suant to a supplemental active steering functionality, and an 
error ?ag used to convey information as to Whether or not 
there are any errors associated With the supplemental active 
steering functionality. 

In a preferred embodiment, the steering communication is 
generated at least in part by the supervisory control module 
124, based at least in part on information obtained from the 
sensors 110. The steering communication is then sent by the 
supervisory control module 124 and received by the active 
steering control module 126. In one embodiment, the active 
steering control module 126 receives, from the supervisory 
control module 124, steering communications that include 
values for the supplemental active steering functionality and 
that also include data obtained by the supervisory control 
module 124 from the sensors 110 for use in the primary active 
steering functionality. In another embodiment, the active 
steering control module 126 receives a ?rst set of steering 
communications from the supervisory control module 124 
pertaining to the supplemental active steering functionality, 
and also receives an additional set of steering messages 
directly from the sensors 110 for use in the primary active 
steering functionality. Also in a preferred embodiment, as 
referenced herein in connection With FIG. 3 and elseWhere in 
this application, the primary active steering functionality 
refers to an open loop, variable gear ratio active steering 
functionality, and the supplemental active steering function 
ality refers to a closed loop, electronic stability control active 
steering functionality. 

Next, a determination is made as to Whether an error ?ag in 
the steering communication is active (step 304). For example, 
in one preferred embodiment, the error ?ag is initially set 
equal to Zero, and is subsequently changed to a value equal to 
one, rendering it active, if the steering communication re?ects 
that any one of a plurality of particular types of errors are 
present. The error ?ag may then be reset equal to Zero after a 
current ignition cycle is complete. As de?ned herein, the 
current ignition cycle is de?ned as a period of time after a 
vehicle engine has been turned on, and lasting until the engine 
is turned off (thus, a neW engine cycle commences every time 
the engine is turned on again). 
As Will be explained in greater detail further beloW in 

connection With FIG. 4, preferably these particular types of 
errors indicate that there is a potential problem With the 
supplemental active steering functionality but not With the 
primary active steering functionality. Such errors may 
include, for example, a steering angle adjustment value that is 
out-of-range or invalid, a change in steering angle adjustment 
that is out-of-range or invalid, an absence of a steering com 
munication pertaining to the supplemental active steering 
functionality (e.g., if the only steering communication 
received in step 302 pertained exclusively to the primary 
active steering functionality), and/or another indication that 
the supplemental active steering functionality may be inac 
tive and/or may not be functioning at an optimal level. 

If it is determined that the error ?ag is not active, then the 
process proceeds along a ?rst path 308. As described in 
greater detail beloW, during the ?rst path 308, a steering angle 
for the vehicle is calculated using the primary active steering 
functionality in a standard operating mode, and also using the 
supplemental active steering functionality. Conversely, if it is 
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determined that the error ?ag is active, then the process pro 
ceeds along a second path 310. As described in greater detail 
further below, during the second path 310, a steering angle for 
the vehicle is calculated using the primary active steering 
functionality in a secure operating mode, and Without using 
the supplemental active steering functionality. 

The ?rst path 308 begins With the step of determining a 
driver intended steering angle using the primary active steer 
ing functionality in a standard mode of operation (step 312). 
Preferably, the driver intended steering angle is determined 
by the active steering control module 126 of FIG. 1, using 
information obtained from the sensors 110 either directly 
(eg from a steering communication received directly from 
the sensors 110) or indirectly (eg via a steering communi 
cation received from the supervisory control module 124). In 
one such preferred embodiment, the driver intended steering 
angle is determined by the active steering control module 126 
using a standard mode look-up table that is stored in the 
memory 208 of FIG. 2, and using input variables such as a 
steering Wheel angle, a steering Wheel angle rate, and a speed 
of the vehicle. 

Next, a determination is made as to Whether a supplemental 
active steering adjustment is needed (step 314). In a preferred 
embodiment, such a supplemental active steering adjustment 
may be needed, for example, if the vehicle is in a skid, or other 
conditions Warrant use of an electronic stability control func 
tionality. Also in a preferred embodiment, the determination 
as to Whether a supplemental active steering adjustment is 
needed is included Within and/or determined from the steer 
ing communication received in step 302. For example, in one 
such embodiment, if a non-Zero value for an active steering 
adjustment angle is included in the steering communication, 
then this indicates that a supplemental active steering adjust 
ment is needed. 

If it is determined that a supplemental active steering 
adjustment is needed, then the vehicle steering angle is 
adjusted by the supplemental active steering adjustment (step 
316). Speci?cally, in step 316, the driver intended steering 
angle is adjusted by the supplemental active steering adjust 
ment to produce an adjusted steering angle for the vehicle. For 
example, if it is determined in step 312 that the driver 
intended steering angle is positive ten degrees, and in step 314 
that the supplemental active steering adjustment is positive 
tWo degrees, then the adjusted steering angle Will be positive 
tWelve degrees. Regardless of the sign and magnitude, the 
adjusted steering angle is then applied for the vehicle (step 
318). In one embodiment, the adjusted steering angle is 
applied by rotating a pinion on a steering rack of the vehicle, 
as a result of movement by the actuator unit 114 based on 
instructions provided by the active steering control module 
126 of FIG. 1, Which results in a modi?ed angle for the road 
Wheels 106. In a preferred embodiment, if the driver is hold 
ing the hand Wheel 104 of the vehicle from FIG. 1, then 
actuator unit 114 torque is reacted by the driver as the driver 
holds the hand Wheel 104. Conversely, in this embodiment, if 
the hand Wheel 104 of FIG. 1 is not being held, then move 
ment of the actuator unit 114 takes a path of least resistance, 
resulting in the hand Wheel 104 moving instead of the road 
Wheels 106. 

Conversely, if it is determined that a supplemental active 
steering adjustment is not needed, then the driver intended 
steering angle is applied for the vehicle (step 320), Without 
any other adjustments. In one preferred embodiment, the 
driver intended steering angle is similarly applied by rotating 
a pinion on a steering rack of the vehicle, as a result of 
movement by the actuator unit 114 based on instructions 
provided by the active steering control module 126 of FIG. 1, 
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10 
resulting in adjustment of the road Wheels 106. In a preferred 
embodiment, if the driver is holding the hand Wheel 1 04 of the 
vehicle from FIG. 1, then actuator unit 114 torque is reacted 
by the driver as the driver holds the hand Wheel 104. Con 
versely, in this embodiment, if the hand Wheel 104 of FIG. 1 
is not being held, then movement of the actuator unit 114 
takes a path of least resistance, resulting in the hand Wheel 
104 moving instead of the road Wheels 106. 

FolloWing the application of the adjusted steering angle 
(step 318) or the driver intended steering angle (step 320), the 
process continues along the ?rst path 308 With the step of 
receiving an additional steering communication (step 322). 
The process then proceeds again to step 304 for a determina 
tion as to Whether an error ?ag is active in this neW, additional 

steering communication, and the process continues With a 
neW iteration. The process repeats in this manner, preferably 
continuously, With various iterations along the ?rst path 308 
until the current ignition cycle terminates, or until a determi 
nation is made in step 304 that an error ?ag is active. Once the 
current ignition cycle terminates, the process terminates, and 
the error ?ag is cleared, or set equal to Zero, in a preferred 
embodiment. Alternatively, if a determination is made during 
any iteration of step 304 that an error ?ag is active (i.e., if the 
error ?ag has a value of one, in a preferred embodiment) 
during the current ignition cycle, the process then proceeds 
along the second path 310. 
As discussed above, if it is determined that the error ?ag is 

active, a steering angle for the vehicle is calculated using the 
primary active steering functionality in a secure operating 
mode and Without using the supplemental active steering 
functionality. The second path 310 begins With the step of 
determining Whether a supplemental active steering adjust 
ment is active (step 340). For example, in one preferred 
embodiment, this condition is satis?ed if an adjusted steering 
angle has been determined in a prior iteration of step 316 and 
applied in step 318, and if such adjusted steering angle is still 
currently being applied for the vehicle. If it is determined that 
such a supplemental active steering adjustment is active, then 
the supplemental active steering adjustment is offset (step 
342). For example, if the hand Wheel 104 currently re?ects a 
clockWise adjustment of tWo degrees through the application 
of an adjusted steering angle in a prior iteration of step 318, 
then, in a preferred embodiment, the hand Wheel 104 is then 
adjusted counterclockwise by tWo degrees in step 342. In a 
preferred embodiment, such adjustments are made by the 
actuator unit 114 in accordance With instructions provided by 
the active steering control module 126 of FIG. 1. 

In addition, as the second path 310 continues, the ?rst 
active steering functionality is set to a secure mode (step 344). 
For example, in one preferred embodiment, such a secure 
mode represents the use of a different look-up table (as com 
pared With that used in connection With the standard mode 
described above) relating the input variables to desired steer 
ing angles. Also in a preferred embodiment, steering in the 
secure mode offers less sensitive steering than in the standard 
mode because the backup functionality provided by the 
supplemental active steering functionality is unavailable. 
An alert is preferably provided to the driver (step 346) 

When the primary active steering functionality operates in the 
secure mode. The alert may be audio or visual, or both, in 
form. For example, in one preferred embodiment, the alert 
module 115 of FIG. 1 provides a chime sound along With a 
visual notice on a vehicle screen display indicating that the 
primary active steering functionality is being utiliZed in the 
secure mode. This is used in case the driver Wishes to change 
any driving actions based on the fact that the vehicle is noW in 
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the secure mode, and to make the driver aware that active front 
steer capability of the vehicle has been altered or changed in 
secure mode. 

Next, the driver intended steering angle is determined, 
using the primary active steering functionality in the secure 
mode of operation (step 348). Preferably, the driver intended 
steering angle is determined by the active steering control 
module 126 of FIG. 1 using information obtained from the 
sensors 110. In one such preferred embodiment, the driver 
intended steering angle is determined by the active steering 
control module 126 using a secure mode look-up table stored 
in the memory 208 of FIG. 2, and using input variables such 
as a steering Wheel angle, a steering Wheel angle rate, and a 
speed of the vehicle. 
The driver intended steering angle is then applied for the 

vehicle (step 350). In one preferred embodiment, the driver 
intended steering angle is applied by rotation of the hand 
Wheel 104 or the road Wheel 106, or both, as a result of 
movement by the actuator unit 114 based on instructions 
provided by the active steering control module 126 of FIG. 1. 

Following the application of the driver intended steering 
angle (step 350), the process continues along the second path 
310 With the step of receiving an additional steering commu 
nication (step 352). The process then proceeds again to step 
348, and a neW driver intended steering angle is determined, 
based on the additional steering communication. The neW 
driver intended steering angle is then applied for the vehicle 
(step 350). Steps 348-352 then repeat in this manner through 
various iterations of this portion of the second path 310, 
preferably continuously, until the current ignition cycle ter 
minates. As described above, once the current ignition cycle 
terminates, the process terminates, and the error flag is 
cleared, or set equal to Zero, in a preferred embodiment. Also, 
it Will be appreciated that certain steps of the steering control 
process 300 may vary, and/or may be performed simulta 
neously or in a different order than that depicted in FIG. 3 
and/ or described above in connection thereWith. 

FIG. 4 is a logic diagram of a step from the steering control 
process 300 of FIG. 3, namely the step of determining 
Whether an error ?ag is active (step 304), in accordance With 
an exemplary embodiment of the present invention. In the 
depicted embodiment, one or more steering communications 
302, such as one of the steering communications received in 
steps 302, 322, or 352 of the steering control process 300 of 
FIG. 3, is examined to determine Whether it re?ects one or 
more of a plurality of predetermined types of errors 404. 

Preferably at least some of the steering communications 
302 are generated by the supervisory control module 124, and 
are transmitted to the active steering control module 126 of 
FIG. 1. In another embodiment, certain steering communica 
tions 302 are also generated by the sensors 110 of FIG. 1, and 
are transmitted from the sensors 110 directly to the active 
steering control module 126. For example, in one embodi 
ment, the supervisory control module 124 generates steering 
communications 302 that are relevant to both the primary and 
supplemental active steering functionalities, and transmits 
these steering communications 302 to the active steering con 
trol module 126. In another embodiment, the supervisory 
control module 124 generates steering communications 302 
that are relevant to the supplemental active steering function 
ality and transmits them to the active steering control module 
126, and the sensors 110 (or other vehicle modules) generate 
additional steering communications 302 that are relevant to 
the primary active steering functionality and transmit them to 
the active steering control module 126. 

Preferably each of these particular types of errors 404 
indicates that there is a potential problem With the supple 
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12 
mental active steering functionality. The errors may include, 
for example, a ?rst error type 406 that occurs When a steering 
angle adjustment value, or a rate of change of steering angle 
adjustment values, is outside of a predetermined range of 
values. A second error type 408 may occur When a steering 
angle adjustment value represents a value that is not among a 
recogniZed group of valid values. A third error type 410 may 
occur When the steering communication 302 provides a non 
Zero steering angle adjustment value, but also indicates that 
such a non-Zero steering angle is inappropriate, for example if 
conditions do not Warrant use of the supplemental active 
steering functionality. 
A fourth error type 412 occurs When a particular type of 

steering communication 302 is not received Within a prede 
termined amount of time. In certain embodiments, the fourth 
error type 412 indicates that a steering communication 302 
pertaining to the supplemental active steering functionality 
has not been received Within a predetermined amount of time. 
For example, in one such embodiment, this may indicate that 
the active steering control module 126 of FIG. 1 has received 
a steering communication 302 from the sensors 110 pertain 
ing to the primary active steering functionality, but has not 
received a steering communication from the supervisory con 
trol module 124 pertaining to the supplemental active steering 
functionality. 

If one of or more of the plurality of predetermined types of 
errors 404 are present, then the error ?ag is set to an active 
value (i.e., the error ?ag is set equal to one, in a preferred 
embodiment). Alternatively, if none of the plurality of prede 
termined types of errors 404 are present, then the error ?ag 
remains inactive (i.e., the error ?ag remains at a pre-set value 
equal to Zero, in a preferred embodiment). In various other 
embodiments, any number of different types of errors 404 
may be utiliZed, instead of or in addition to those depicted in 
FIG. 4 and described above. 

Accordingly, an active steering system 102 and a steering 
control process 300 are provided, along With a computer 
system 204 and a program 212 for implementing the steering 
control process 300. The active steering system 102, the steer 
ing control method 300, the computer system 204, and the 
program 212 provide improved systems, methods, and/or 
devices for controlling steering in a vehicle by bypassing a 
supplemental active steering functionality Without bypassing 
a primary active steering functionality in appropriate circum 
stances, and thus for improving performance and driving 
experience for the vehicle. 

While at least one exemplary embodiment has been pre 
sented in the foregoing detailed description, it should be 
appreciated that a vast number of variations exist. It should 
also be appreciated that the exemplary embodiment or exem 
plary embodiments are only examples, and are not intended to 
limit the scope, applicability, or con?guration of the invention 
in any Way. Rather, the foregoing detailed description Will 
provide those skilled in the art With a convenient road map for 
implementing the exemplary embodiment or exemplary 
embodiments. It should be understood that various changes 
can be made in the function and arrangement of elements 
Without departing from the scope of the invention as set forth 
in the appended claims and the legal equivalents thereof. 

What is claimed is: 
1. A method for controlling steering in a vehicle, the 

method comprising the steps of: 
obtaining a vehicle steering communication; 
controlling an actuator coupled to a hand Wheel, a road 

Wheel, or both, using a primary active steering function 
ality that controls steering based on a driver’s intended 
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steering angle, if the vehicle steering communication 
re?ects one or more of a plurality of types of speci?ed 
errors; and 

controlling the actuator at least in part using the primary 
active steering functionality and a supplemental active 
steering functionality that controls steering based on a 
calculated adjustment to the driver’s intended steering 
angle, to thereby control steering different from the driv 
er’s intended steering angle, if the vehicle steering com 
munication does not re?ect one or more of the plurality 
of types of speci?ed errors. 

2. The method of claim 1, Wherein the primary active 
steering functionality is operated in: 

a ?rst mode, if the vehicle steering communication does 
not re?ect one or more of the plurality of types of speci 
?ed errors; and 

a second mode, if the vehicle steering communication 
re?ects one or more of the plurality of types of speci?ed 
errors, Wherein the second mode comprises a secure 
mode With less sensitive steering than the ?rst mode. 

3. The method of claim 1, Wherein: 
the primary active steering functionality determines the 

driver’s intended steering angle; and 
the supplemental active steering functionality calculates 

the adjustment to the driver’s intended steering angle. 
4. The method of claim 1, Wherein the driver’s intended 

steering angle is determined at least in part as a function of the 
folloWing variables: a steering Wheel angle, a steering Wheel 
angle rate, a speed of the vehicle, or any combination thereof. 

5. The method of claim 3, Wherein the supplemental active 
steering functionality comprises an electronic stability con 
trol functionality, and the method further comprises the step 
of: 

adjusting the driver’s intended steering angle by the adjust 
ment, if both of the folloWing conditions are satis?ed: 
the vehicle steering communication indicates that sta 

bility control is needed; and 
the vehicle steering communication does not re?ect one 

or more of the plurality of types of speci?ed errors. 
6. The method of claim 2, further comprising the step of: 
providing a visual alert, an audio alert, or both When the 

primary active steering functionality is operated in the 
secure mode. 

7. The method of claim 5, further comprising the steps of: 
obtaining an additional vehicle steering communication; 

and 
resetting the driver’s intended steering angle to offset the 

adjustment, if the folloWing condition is satis?ed: 
after the driver’ s intended steering angle is adjusted, the addi 
tional vehicle steering communication re?ects one or more of 
the plurality of types of speci?ed errors. 

8. A program product for controlling steering in a vehicle, 
comprising: 

a program con?gured to at least facilitate: 
obtaining a vehicle steering communication; 
controlling an actuator coupled to a hand Wheel, a road 

Wheel, or both, using a primary active steering func 
tionality that controls steering based on a driver’s 
intended steering angle, if the vehicle steering com 
munication re?ects one or more of a plurality of types 
of speci?ed errors; and 

controlling the actuator using the primary active steering 
functionality and a supplemental active steering func 
tionality that controls steering based on a calculated 
adjustment to the driver’s intended steering angle, to 
thereby control steering different from the driver’s 
intended steering angle, if the vehicle steering com 
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14 
munication does not re?ect one or more of the plural 
ity of types of speci?ed errors; and 

a computer-readable signal bearing media bearing the pro 
gram. 

9. The program product of claim 8, Wherein the program is 
con?gured to operate the primary active steering functional 
ity in: 

a ?rst mode, if the vehicle steering communication does 
not re?ect one or more of the plurality of types of speci 
?ed errors; and 

a second mode, if the vehicle steering communication 
re?ects one or more of the plurality of types of speci?ed 
errors, Wherein the second mode comprises a secure 
mode With less sensitive steering than the ?rst mode. 

10. The program product of claim 8, Wherein: 
the primary active steering functionality determines the 

driver’s intended steering angle; and 
the supplemental active steering functionality calculates 

the adjustment to the driver’s intended steering angle. 
11. The program product of claim 10, Wherein the supple 

mental active steering functionality comprises an electronic 
stability control functionality, and the program is further con 
?gured to at least facilitate: 

adjusting the driver’s intended steering angle by the adjust 
ment, if both of the folloWing conditions are satis?ed: 
the vehicle steering communication indicates that sta 

bility control is needed; and 
the vehicle steering communication does not re?ect one 

or more of the plurality of types of speci?ed errors. 
12. The program product of claim 11, Wherein the program 

is further con?gured to at least facilitate: 
obtaining an additional vehicle steering communication; 

and 
resetting the driver’s intended steering angle to offset the 

adjustment, if the folloWing condition is satis?ed: 
after the driver’ s intended steering angle is adjusted, the addi 
tional vehicle steering communication re?ects one or more of 
the plurality of types of speci?ed errors. 

13. An active steering system for a vehicle, the active 
steering system comprising: 

a supervisory control module; and 
an active steering control module coupled to the supervi 

sory control module and con?gured to receive a vehicle 
steering communication therefrom, the active steering 
control module further con?gured to at least facilitate: 
controlling a hand Wheel, a road Wheel, or both, using a 

primary active steering functionality that controls 
steering based on a driver’ s intended steering angle, if 
the vehicle steering communication re?ects one or 
more of a plurality of types of speci?ed errors; and 

controlling the hand Wheel, the road Wheel, or both, 
using the primary active steering functionality and a 
supplemental active steering functionality that con 
trols steering based on a calculated adjustment to the 
driver’s intended steering angle, to thereby control 
steering different from the driver’s intended steering 
angle, if the vehicle steering communication does not 
re?ect one or more of the plurality of types of speci 
?ed errors. 

14. The active steering system of claim 13, Wherein the 
active steering control module is con?gured to operate the 
primary active steering functionality in: 

a ?rst mode, if the vehicle steering communication does 
not re?ect one or more of the plurality of types of speci 
?ed errors; and 

a second mode, if the vehicle steering communication 
re?ects one or more of the plurality of types of speci?ed 
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error, wherein the second mode comprises a secure 
mode With less sensitive steering than the ?rst mode. 

15. The active steering system of claim 13, Wherein: 
the primary active steering functionality determines the 

driver’s intended steering angle; and 
the supplemental active steering functionality calculates 

the adjustment to the driver’s intended steering angle. 
16. The active steering system of claim 15, Wherein the 

supplemental active steering functionality comprises an elec 
tronic stability control functionality, and the active steering 
control module is further con?gured to at least facilitate: 

adjusting the driver’s intended steering angle by the adjust 
ment, if both of the folloWing conditions are satis?ed: 
the vehicle steering communication indicates that sta 

bility control is needed; and 
the vehicle steering communication does not re?ect one 

or more of the plurality of types of speci?ed errors. 
17. The active steering system of claim 13, further com 

prising: 
a sensor coupled to the supervisory control module and 

con?gured to supply information thereto for use in the 
vehicle steering communication. 

18. The active steering system of claim 13, Wherein the 
active steering system further comprises: 
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an actuator unit coupled to the active steering control mod 

ule; 
Wherein the supervisory control module is con?gured to 

control the hand Wheel, the road Wheel, or both at least in 
part via movement of the actuator unit. 

19. The active steering system of claim 14, further com 
prising: 

an alert module coupled to the active steering control mod 
ule and con?gured to provide a visual alert, an audio 
alert, or both based on an instruction from the active 
steering control module When the primary active steer 
ing functionality is used in connection With the secure 
mode. 

20. The active steering system of claim 16, Wherein the 
active steering control module is further con?gured to at least 
facilitate: 

obtaining an additional vehicle steering communication; 
and 

resetting the driver’s intended steering angle to offset the 
adjustment, if the folloWing condition is satis?ed: 

after the driver’ s intended steering angle is adjusted, the addi 
tional vehicle steering communication re?ects one or more of 
the plurality of types of speci?ed errors. 

* * * * * 


