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ment, the method includes a construction process of knowl 
edge components and a design process based on the knowl 
edge components. The knowledge components pack 
universal modules in the standard forms. Accordingly, the 
knowledge components are independent from design layouts 
or design processes of products, and reusable in different 
projects and platforms. The design process integrates a vari 
ety of software platforms via a uniform environment and calls 
the knowledge components to complete the engineering 
designs. Further, the design process de?nes a data relation 
and an execution relation of the knowledge components and 
establishes a relationship between the knowledge compo 
nents without programming. The universal module comprises 
at least operations, methods, rules and/or ?ows of an engi 
neering design process and engineering analysis process. 
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METHOD AND SYSTEM OF KNOWLEDGE 
COMPONENT BASED ENGINEERING 

DESIGN 

CROSS-REFERENCE TO RELATED PATENT 
APPLICATION 

This application is a continuation application of a US. 
application Ser. No. 12/358,513, ?led Jan. 23, 2009, entitled 
“METHOD AND SYSTEM OF KNOWLEDGE COMPO 
NENT BASED ENGINEERING DESIGN,” byYi-Zhang LI, 
Zhen-Hua WANG, Yuan-Yu CHEN, Xin XU, and Chao SU, 
which itself claims priority to Chinese patent application No. 
2008l0225954.7, ?led Nov. 7, 2008, entitled “An Engineer 
ing Design Method Based on Knowledge Components”, by 
Yi-Zhang Li et al., which is incorporated herein by reference 
in its entirety. 

FIELD OF THE INVENTION 

The present invention relates generally to a computer aided 
integrating design method, and more particularly, to a method 
that utiliZes knowledge components and data relations and an 
execution relations of the knowledge components to perform 
integrated engineering designs, and a system of implement 
ing same. 

BACKGROUND OF THE INVENTION 

In a traditional design process, usually, engineers draw a 
preliminary design of a product in accordance with experi 
ences, make a physical prototype based on the preliminary 
design, and then carry out characteristics tests or analysis on 
the physical prototype so as to obtain the characteristics data 
of the product. If these data do not meet the requirements or 
speci?cations of the product, the engineers modify the pre 
liminary design accordingly, produce the trial products, and 
then test or analyZe the trial products. These procedures are 
repeated until the product meets the desired performance 
requirements. For a complicated product, the whole design 
cycle may be very long and it may be very dif?cult to ensure 
the design quality during the long design cycle. 

With the constantly development of technologies, new 
design methods and technologies have been emerged. For 
example, a computer graphic technology, a computer model 
ing technology, a computer analysis and simulation technol 
ogy, and so on, have been applied in the engineering design. 
A serial of CAX tools has been developed based on these 
technologies. Using these methods, technologies and tools, 
engineers are able to establish a digitaliZed model of a product 
with no need of a physical prototype, analyZe a variety of 
performances of the product based on the digitaliZed model, 
inspect and optimiZe the design of the product, and even 
analyZe the manufacturability thereof, thereby greatly reduc 
ing the design costs and design cycle. 

However, a product design usually involves multiple ?elds 
and multiple disciplines, and needs the support of a large 
number of special tools. Though these methods, technologies 
and tools may improve the ef?ciencies of design integration, 
yet these tools with different origins have different concepts, 
languages, technologies, data formats and use styles, and are 
independently used and isolated from each other in the design 
process, where a large number of manual operations are still 
needed to link up a variety of design process, thereby result 
ing in the low ef?ciency of designs. Furthermore, the models 
and data of different design processes are irrelevant, the cor 
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2 
responding design scheme is unchangeable. Accordingly, the 
ef?ciency of a design, an analysis and an optimiZation is still 
very low. 

Additionally, problems to be resolved in nowadays product 
design are getting more and more complex, and tools used in 
the product design have more and more functions, thus, engi 
neers/designers need to spend a vast amount of time and 
energy to understand them. Furthermore, since the operation 
process, knowledge, experiences and methods in the design 
process are not reusable and shared in new design projects, 
even in the similar design projects, the engineers/designers 
need to start over from scratch. This may result in the opera 
tional tools overloaded. 

Moreover, a variety of engineering software extensively 
use a “hard” connection method to achieve the tool integra 
tion. The so called ‘hard’ connection refers to develop a 
special data transformation and processing module between 
the tools for transferring the data, and connect the tools via a 
plurality of data processing modules. The method has the 
advantages: the ef?ciency is very high for the special design 
?ow or the design layout, and the matching and coordination 
of a variety of special data and modules is good. However, the 
?exibility and extendibility of the system are not good. Once 
the design ?ow or design layout changes, many intermittent 
data processing programs are need to be rewritten. It is also 
very dif?cult to upgrade and expand the system. 

For the reuse of design knowledge and design processes, 
the usual practice is: carrying out the secondary development 
on the tool software in accordance with the requirements of 
the special users, integrating the specialty knowledge, the 
experiences of experts, design methods or design standards 
into the functional modules, then improving the ef?ciency of 
the tool to realiZe the reuse of the knowledge and design via 
using these functional modules. However, this customiZed 
secondary development mode has strong specialty and the 
threshold is very high, the development period is longer with 
out popularity for the engineers, and is also unable to easily 
carry out function expansion and system maintenance. 

Brie?y, the conventional computer-aided integrated design 
methods are still unable to resolve the following problems 
comprehensively: a variety of tools are not integratable in the 
design processes, the low level repeated workload of design 
ers are heavy, and the mutual independent links and incom 
pact data and modules relations leads to heavy workload of 
the coordination and modi?cation of designs. Therefore, it is 
dif?cult to achieve the rapid design iteration and optimiZa 
tion. Additionally, a variety of design and analysis tools is still 
operated in a traditional way. Its operation is very complex 
and highly relies on the user’s experiences. The knowledge 
and experiences of using the tools can not be reused and 
shared in different projects. The design ef?ciency is usually 
very low. 

Therefore, a heretofore unaddressed need exists in the art 
to address the aforementioned de?ciencies and inadequacies. 

SUMMARY OF THE INVENTION 

In one aspect, in present invention relates to a method of an 
engineering design. In one embodiment, the method includes 
the step of constructing a plurality of knowledge components. 
Each knowledge component comprises one or more universal 
modules, Each universal module comprises at least opera 
tions, procedures, rules and ?ows of a corresponding engi 
neering design process. In one embodiment, each universal 
module includes basic operations of ?le parsing, expression 
operations, command executions, script executions, com 
puter-aided design (CAD) operations, computer-aided engi 
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neering (CAE) operations, database operations and report 
generations in a corresponding engineering design and analy 
sis process. In one embodiment, each knowledge component 
is constructed to have a data interface having input and output 
ports, a control interface for de?ning a logical control relation 
between the knowledge component and the upstream and 
downstream knowledge components thereof, a human-com 
puter interactive interface for managing data input and data 
output through the input and output ports of the data interface, 
a message interface for receiving the external message and 
information, and a third party tool interface for accessing a 
third party tool. 

The method further comprises the step of de?ning a data 
relation and an execution relation of the plurality of knowl 
edge components so as to correlate the plurality of the knowl 
edge components to each other to form a design process 
model without programming. The execution relation of the 
plurality of knowledge components comprises logical rela 
tions, data driving relations, time characteristics, message 
trigging mechanisms and any combination thereof. In one 
embodiment, when de?ning the data relation of the plurality 
of knowledge components, a data mapping relation between 
the input and output ports of the plurality of knowledge com 
ponents is directly de?ned. When calling the plurality of 
knowledge components, the data relation and the execution 
relation of the plurality of knowledge components is auto 
matically established based on prede?ned rules. In one 
embodiment, the design process model is con?gured such 
that the knowledge components are addable, deletable and/or 
replaceable, the data relation and the execution relation of the 
knowledge components is modi?able, and the control data of 
the knowledge components is modi?able, so that the design 
process model is partially or fully executable. Further, the 
design process model is con?gured such that in operation, the 
human-computer interactive interfaces of the plurality of 
knowledge components are popped up in a prede?ned order 
according to the execution relation of the plurality of knowl 
edge components so as to lead a designer to complete design 
and analysis work. In one embodiment, the data of the design 
process model is automatically modi?able in accordance with 
the prede?ned rules. In operation, modifying the data of the 
design process model triggers the design process model to be 
partially or fully executed, and the modifying process is 
repeated until optimiZed design results are obtained. 

Additionally, the method also includes the step of integrat 
ing a variety of software platforms via an uniform environ 
ment so as to call the plurality of knowledge components of 
the design process model to perform an engineering design. 

Furthermore, the method comprises the step of packing 
two or more knowledge components and the data relation and 
the execution relation thereof into a parent knowledge com 
ponent without programming. The knowledge components 
packed in the parent knowledge component is replaceable 
when the parent knowledge component is called in an engi 
neering design and analysis process. 

The method further comprises the steps of establishing a 
database for storing having instructions, design regulations, 
design experiences and selected knowledge, and establishing 
a relationship between the plurality of knowledge compo 
nents and the database so as to automatically display the 
associated knowledge when a knowledge component is used. 

In another aspect, the present invention relates to a system 
of an engineering design. In one embodiment, the system has 
a knowledge packing module for constructing a plurality of 
knowledge components in a prede?ned form. Each knowl 
edge component comprises one or more universal modules. 
Each universal module comprises at least operations, proce 
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4 
dures, rules and ?ows of a corresponding engineering design 
process. In one embodiment, each universal module includes 
basic operations of ?le parsing, expression operations, com 
mand executions, script executions, CAD operations, CAE 
operations, database operations and report generations in a 
corresponding engineering design and analysis process. In 
one embodiment, each knowledge component is constructed 
to have a data interface having input and output ports, a 
control interface for de?ning a logical control relation 
between the knowledge component and the upstream and 
downstream knowledge components thereof, a human-com 
puter interactive interface for managing data input and data 
output through the input and output ports of the data interface, 
a message interface for receiving the external message and 
information, and a third party tool interface for accessing a 
third party tool. 
The system further have a human-computer interface mod 

ule for de?ning a human-computer interactive interface for 
each knowledge component through which a user is able to 
control internal processes of the knowledge component, a 
data de?nition module for de?ning data input and output 
ports for each knowledge component, a data mapping de?ni 
tion module for de?ning a data mapping relation between the 
data input and output ports of the plurality of knowledge 
components, a ?ow de?nition module for de?ning a control 
logical relation for operations, procedures, rules and ?ows of 
each knowledge component, an execution and monitoring 
module for calling the plurality of knowledge components to 
perform an engineering design and monitoring the status of 
the engineering design, and a third party tool integration 
module for integrating third party tools at least with the 
execution and monitoring module to call the third party tools 
when performing the engineering design 
The system also has a knowledge component database for 

storing the plurality of knowledge components and a knowl 
edge information database for storing instructions, design 
speci?cations and design experiences associated with the 
plurality of knowledge components. 

In an alternative aspect, the present invention relates to an 
engineering design method based on a plurality of knowledge 
components. In one embodiment, the method includes a con 
struction process of a plurality of knowledge components and 
a design process based on the plurality of knowledge compo 
nents. The knowledge components is adapted for packing the 
universal module in the standard form. Accordingly, the 
knowledge components are independent from design layouts 
or design processes of products, and usable in different 
projects, time and platforms. The design process integrates a 
variety of software platforms via an uniform environment and 
calls the knowledge components to complete the engineering 
designs. The design process includes designing, modeling, 
analyzing and data processing. 

In one embodiment, the design process de?nes the data 
relation and the execution relation between the knowledge 
components and establishes the relationship of the knowl 
edge components, thereby forming the design process model 
without programming. 

In one embodiment, the universal module comprises 
operations, methods, rules and/or ?ows of an engineering 
design process and engineering analysis process. The univer 
sal module may also include the ?le parsing, the expression 
operation, the command execution, the script execution, the 
CAD operation, the CAB operation, the database operation, 
the report generation and the other basic operations of the 
engineering design process and engineering analysis process. 




















