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METHOD OF MANUFACTURING AN 
ULTRASOUND TRANSMISSION MEMBER 
FOR USE IN AN ULTRASOUND CATHETER 

DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The instant application is a divisional of US. patent appli 
cation Ser. No. 10/410,617, ?led Apr. 8, 2003 now US. Pat. 
No. 7,220,233, entitled “Improved Ultrasound Catheter 
Devices and Methods,”, the full disclosure of Which is incor 
porated herein by reference. This application is also related to 
the following pending US. Patent Applications, the full dis 
closures of Which are all hereby incorporated by reference: 
application Ser. No. 10/229,371, ?led Aug. 26, 2002, entitled 
“Ultrasound Catheter for Disrupting Blood Vessel Obstruc 
tions,”; application Ser. No. 10/345,078, ?led Jan. 14, 2003, 
entitled “Ultrasound Catheter and Methods for Making and 
Using Same,”; and Ser. No. 10/375,903, ?led Feb. 26, 2003, 
entitled “Ultrasound Catheter Apparatus,”. 

BACKGROUND OF THE INVENTION 

The present invention relates generally to medical devices 
and methods. More speci?cally, the present invention relates 
to ultrasound catheter devices and methods for treating occlu 
sive intravascular lesions. 

Catheters employing various types of ultrasound transmit 
ting members have been successfully used to ablate or other 
Wise disrupt obstructions in blood vessels. Speci?cally, abla 
tion of atherosclerotic plaque or thromboembolic 
obstructions from peripheral blood vessels such as the femo 
ral arteries has been particularly successful. Various ultra 
sonic catheter devices have been developed for use in ablating 
or otherWise removing obstructive material from blood ves 
sels. For example, US. Pat. Nos. 5,267,954 and 5,380,274, 
issued to an inventor of the present invention and hereby 
incorporated by reference, describe ultrasound catheter 
devices for removing occlusions. Other examples of ultra 
sonic ablation devices for removing obstructions from blood 
vessels include those described in US. Pat. No. 3,433,226 
(Boyd), US. Pat. No. 3,823,717 (Pohlman, et al.), US. Pat. 
No. 4,808,153 (Parisi), US. Pat. No. 4,936,281 (StasZ), US. 
Pat. No. 3,565,062 (Kuris), US. Pat. No. 4,924,863 (SterZer), 
US. Pat. No. 4,870,953 (Don Michael, et al), and US. Pat. 
No. 4,920,954 (Alliger, et al.), as Well as other patent publi 
cations W087-05739 (Cooper), W089-06515 (Bernstein, et 
al.), W090-0130 (Sonic Needle Corp.), EP, EP316789 (Don 
Michael, et al.), DE3,821,836 (Schubert) and DE2438648 
(Pohlman). While many ultrasound catheters have been 
developed, hoWever, improvements are still being pursued. 

Typically, an ultrasonic catheter system for ablating occlu 
sive material includes three basic components: an ultrasound 
generator, an ultrasound transducer, and an ultrasound cath 
eter. The generator converts line poWer into a high frequency 
current that is delivered to the transducer. The transducer 
contains pieZoelectric crystals Which, When excited by the 
high frequency current, expand and contract at high fre 
quency. These small, high-frequency expansions and contrac 
tions have both longitudinal and transverse components (rela 
tive to an axis of the transducer and the catheter), Which are 
ampli?ed by the transducer horn into vibrational energy. The 
vibrations are then transmitted from the transducer through 
the ultrasound catheter via an ultrasound transmission mem 
ber (or Wire) running longitudinally through the catheter. The 
transmission member transmits the vibrational energy to the 
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2 
distal end of the catheter Where the energy is used to ablate or 
otherWise disrupt a vascular obstruction. 

To effectively reach various sites for treatment of intravas 
cular occlusions, ultrasound catheters of the type described 
above typically have lengths of about 150 cm or longer. To 
permit the advancement of such ultrasound catheters through 
small and/or tortuous blood vessels such as the aortic arch, 
coronary vessels, and peripheral vasculature of the loWer 
extremities, the catheters (and their respective ultrasound 
transmission Wires) must typically be suf?ciently small and 
?exible. Due to attenuation of ultrasound energy along the 
long, thin, ultrasound transmission Wire, a su?icient amount 
of vibrational energy must be applied at the proximal end of 
the Wire to provide a desired amount of energy at the distal 
end. 
An ultrasound transmission Wire is usually coupled at its 

proximal end With the transducer by means of a sonic con 
nector. The sonic connector typically has a signi?cantly 
larger diameter than that of the ultrasound transmission mem 
ber, the difference in diameters helping to amplify the vibra 
tional energy being transmitted from the transducer to the 
transmission Wire. Several different means have typically 
been used for connecting the ultrasound transmission Wire 
With the transducer via the sonic connector, such as comple 
mentary threads, pressure ?tting and the like. One shortcom 
ing of currently available devices is that they may alloW the 
transmission Wire to rotate independently from the catheter 
body. In these devices, it is not possible to rotate the ultra 
sound transmission Wire by rotating, for example, a proximal 
handle or sonic connector assembly, since the transmission 
Wire rotates freely and independently of the catheterbody and 
such a proximal assembly. 
Another potential drawback of currently available devices 

is that they often to not include optimal means for removing 
particles that are broken up or dislodged by the catheter. Yet 
another possible shortcoming is that many ultrasound cath 
eter devices include a distal tip, as mentioned above, but do 
not have means for preventing the distal tip from migrating 
from the device into the patient’s body if the tip breaks. 
Similarly, most ultrasound transmission members include 
multiple components for transmitting vibrational energy, 
Which causes stresses at the connection points of the multiple 
components during use and potential breakage of the ultra 
sound transmission Wire or other components. Also, ultra 
sound transmission Wires are often exposed to increased 
amounts of stress due to one or more bends in patient vascu 
lature, causing increased Wear and tear on the transmission 
Wire. 

Therefore, a need exists for improved ultrasound catheter 
devices and methods that provide ablation or disruption of 
vascular occlusions. Ideally, such ultrasound catheters Would 
include means for reducing or eliminating rotational motion 
of the ultrasound transmission Wire relative to the catheter 
body. It Would also be advantageous to have ultrasound cath 
eters Which included means for removing particles, prevent 
ing distal tip and ultrasound transmission Wire migration, 
preventing stress at component connection points and/or pre 
venting stress at bends in the catheter. Such catheter devices 
Would ideally be suf?ciently thin and ?exible to be advanced 
through narroW, tortuous vasculature, such as the coronary 
vasculature, While also being con?gured to enhance the 
usable life of the ultrasound transmission Wire. At least some 
of these objectives Will be met by the present invention. 

BRIEF SUMMARY OF THE INVENTION 

Ultrasound catheter devices and methods provide 
enhanced disruption of blood vessel obstructions. Generally, 
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ultrasound catheters include an elongate ?exible catheter 
body With one or more lumens, an ultrasound transmission 
member extending longitudinally through the catheter body 
lumen and a distal head coupled With the transmission mem 
ber and positioned adjacent the distal end of the catheter body 
for disrupting occlusions. Improved features of ultrasound 
catheters include prevention of independent rotation of the 
ultrasound transmission member, a safety anchor for the dis 
tal head, a one-piece transmission member/ distal head and the 
like. 

In one aspect of the invention, an ultrasound catheter for 
disrupting occlusions in blood vessels comprises: an elongate 
?exible catheter body having a proximal end, a distal end and 
at least one lumen; an ultrasound transmission member 
extending longitudinally through the lumen of the catheter 
body and having a proximal end and a distal end; a distal head 
coupled With the distal end of the ultrasound transmission 
member and disposed adjacent the distal end of the catheter 
body; a sonic connector coupled With the proximal end of the 
ultrasound transmission member for coupling the ultrasound 
transmission member With an ultrasound transducer device; 
and a connector housing coupled With the proximal end of the 
catheter body for housing the sonic connector and a proximal 
portion of the ultrasound transmission Wire and for prevent 
ing the ultrasound transmission member from rotating rela 
tive to the catheter body. 

In some embodiments, the connector housing comprises a 
sonic connector cavity for holding the sonic connector to 
prevent it from rotating relative to the connector housing. 
Also in some embodiments, the ultrasound transducer device 
includes an ultrasound transducer housing having a proximal 
end and a distal end. In such embodiments, the connector 
housing may optionally be coupled With the distal end of the 
ultrasound transducer housing via coupling means alloWing 
for manual coupling Without using coupling tools. In one 
embodiment, the connector housing is coupled With the distal 
end of the ultrasound transducer housing via complementary 
threads on the tWo housings. Alternatively, the connector 
housing may be coupled With the distal end of the ultrasound 
transducer housing via pressure ?tting. In some of these 
embodiments, the ultrasound transducer housing further 
comprises at least one protrusion on its distal end and a 
slidable collar for ?tting over the at least one protrusion to 
press a portion of the distal end of the ultrasound transducer 
housing against the connector housing, thereby further secur 
ing the ultrasound transducer housing to the connector hous 
ing. 

In another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels comprises: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen; an ultrasound transmission member extending 
longitudinally through the lumen of the catheter body and 
having a proximal end and a distal end; a distal head coupled 
With the distal end of the ultrasound transmission member 
and disposed adjacent the distal end of the catheter body; a 
sonic connector coupled With the proximal end of the ultra 
sound transmission member for coupling the ultrasound 
transmission member With an ultrasound transducer device; 
and a rotation control member coupled With the proximal end 
of the catheter body for preventing the ultrasound transmis 
sion member from rotating relative to the catheter body. 
Optionally, the rotation control member may comprise a con 
nector housing for housing the sonic connector and a proxi 
mal portion of the ultrasound transmission member. In some 
of such embodiments, the connector housing may comprise a 
sonic connector cavity for holding the sonic connector to 
prevent it from rotating relative to the connector housing. 
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4 
Also in some embodiments, the ultrasound transducer device 
includes an ultrasound transducer housing having a proximal 
end and a distal end. Again, the connector housing may be 
coupled, in some embodiments, With the distal end of the 
ultrasound transducer housing via coupling means alloWing 
for manual coupling Without using coupling tools. Such cou 
pling may be by complementary threads on the tWo housings, 
pressure ?tting or the like. In some embodiments, the ultra 
sound transducer housing further comprises at least one pro 
trusion on its distal end and a slideable collar for ?tting over 
the at least one protrusion to press a portion of the distal end 
of the ultrasound transducer housing against the connector 
housing, thereby further securing the ultrasound transducer 
housing to the connector housing. 

In yet another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels comprises: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen; an ultrasound transmission member extending 
longitudinally through the lumen of the catheter body and 
having a proximal end and a distal end; a distal head coupled 
With the distal end of the ultrasound transmission member 
and disposed adjacent the distal end of the catheter body; a 
sonic connector coupled With the proximal end of the ultra 
sound transmission member for coupling the ultrasound 
transmission member With an ultrasound transducer device; 
and means for coupling the sonic connector With the ultra 
sound transducer device While preventing the ultrasound 
transmission member from rotating relative to the catheter 
body. In some embodiments, the means for coupling com 
prises a housing for securing the sonic connector to prevent it 
from rotating relative to the housing. 

In another aspect, an ultrasound catheter system for dis 
rupting occlusions in blood vessels comprises: an elongate 
?exible catheter body having a proximal end, a distal end and 
at least one lumen; an ultrasound transmission member 
extending longitudinally through the lumen of the catheter 
body and having a proximal end and a distal end; a distal head 
coupled With the distal end of the ultrasound transmission 
member and disposed adjacent the distal end of the catheter 
body; a sonic connector coupled With the proximal end of the 
ultrasound transmission member; a connector housing having 
a proximal end and a distal end, the distal end coupled With 
the proximal end of the catheter body, for housing the sonic 
connector and a proximal portion of the ultrasound transmis 
sion Wire and for preventing the ultrasound transmission 
member from rotating relative to the catheter body; and an 
ultrasound transducer device removably couplable With the 
sonic connector and the proximal end of the connector hous 
ing. 

In some embodiments, the ultrasound transducer device 
includes an ultrasound transducer housing comprising at least 
one protrusion on a distal end of the ultrasound transducer 
housing and a slideable collar for ?tting over the at least one 
protrusion to press a portion of the distal end of the ultrasound 
transducer housing against the connector housing, thereby 
further securing the ultrasound transducer housing to the 
connector housing. In some embodiments, the at least one 
protrusion comprises a ?rst ring member at least partially 
encircling a portion of the ultrasound transducer housing. 
Sometimes the ?rst ring member may include at least one 
longitudinal slot Which narroWs When the slideable collar is 
?tted over the ?rst ring member to reduce an inner diameter of 
the ?rst ring member. In some embodiments, the collar com 
prises a second ring member With an inner diameter to ?t over 
at least part of the ?rst ring member. In many embodiments, 
the slideable collar is slideable betWeen an uncoupled posi 
tion in Which it does not contact the at least one protrusion and 
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a coupled position in Which it ?ts over the at least one pro 
trusion. In some of these embodiments, the slideable collar 
does not overlap the connector housing When the collar is 
disposed in the coupled position or the uncoupled position. 

In yet another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels comprises: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen; an ultrasound transmission member extending 
longitudinally through the lumen of the catheter body and 
having a proximal end and a distal end; a distal head coupled 
With the distal end of the ultrasound transmission member 
and disposed adjacent the distal end of the catheter body; and 
at least one anchor member for anchoring the distal head to at 
least a part of the ultrasound catheter. In some embodiments, 
the at least one anchor member is coupled With the distal head 
and the catheter body. In some embodiments, the at least one 
anchor member is coupled With the catheterbody closer to the 
distal end of the body than the proximal end of the body. 
Alternatively, the at least one anchor member may be coupled 
With the catheter body closer to the proximal end of the body 
than the distal end of the body. In other embodiments, the at 
least one anchor member is coupled With the distal head and 
a guideWire tube, the guideWire tube disposed Within the 
catheter body and coupled With the catheter body. In yet other 
embodiments, the at least one anchor member comprises a 
guideWire tube disposed Within the catheterbody and coupled 
With the catheter body. In some embodiments, the at least one 
anchor member is coupled With at least one of the distal head 
and the catheter body by means selected from the group 
consisting of bonding, Welding, fusing, tying and heat shrink 
ing. In some embodiments, the at least one anchor member 
comprises at least one of a metal and a polymer. 

In another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels, comprises: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen; an ultrasound transmission member extending 
longitudinally through the lumen of the catheter body and 
having a proximal end, a distal end and a distal head, Wherein 
the distal head and the rest of the ultrasound transmission 
member are manufactured from one piece of material; and a 
sonic connector coupled With the proximal end of the ultra 
sound transmission member for coupling the ultrasound 
transmission member With an ultrasound transducer device. 
In some embodiments, the ultrasound transmission member 
comprises at least one material having superelastic proper 
ties. Also in some embodiments, the distal head of the ultra 
sound transmission member comprises at least one longitu 
dinal aperture. For example, the at least one longitudinal 
aperture may comprise at least one of an irrigation aperture 
and a guideWire aperture. In some embodiments, the ultra 
sound transmission member tapers from a larger diameter at 
its proximal end to a smaller diameter adjacent the distal 
head. 

In another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels, includes: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen; an ultrasound transmission member extending 
longitudinally through the lumen of the catheter body and 
having a proximal end and a distal end, the ultrasound trans 
mission member comprising a metal alloy including at least 
tWo metal components and having a tensile strength of 
betWeen 170,000 Psi and 250,000 Psi; and a distal head 
coupled With the distal end of the ultrasound transmission 
member and disposed adjacent the distal end of the catheter 
body, the distal head having an average density not to exceed 
5 g/cm3. In some cases, the metal alloy comprises a super 
elastic alloy. For example, the superelastic alloy may be 
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6 
capable of elongation of betWeen 7% and 17% in some 
embodiments. In one embodiment, the superelastic alloy 
comprises a nickel-titanium alloy having a nickel content of 
betWeen 50.50 and 51.50 atomic Weight. Optionally, the 
superelastic alloy may have a superelastic temperature range 
ofbetWeen 100 C. and 500 C. 

In still another aspect, an ultrasound catheter for disrupting 
occlusions in blood vessels includes: an elongate ?exible 
catheter body having a proximal end, a distal end and at least 
one lumen, the catheter body comprising at least in part a 
polymeric material having a ?exural modulus of elasticity of 
less than 160 Psi; an ultrasound transmission member extend 
ing longitudinally through the lumen of the catheter body and 
having a proximal end and a distal end; a distal head coupled 
With the distal end of the ultrasound transmission member 
and disposed adjacent the distal end of the catheter body; and 
a sonic connector coupled With the proximal end of the ultra 
sound transmission member for coupling the ultrasound 
transmission member With an ultrasound transducer device. 
In some embodiments, the polymeric material comprises a 
polymeric block amide. In some embodiments, the polymeric 
block amide has a Shore D hardness value of betWeen about 
55 and about 75. Alternatively, the polymeric block amide 
may have a Shore D hardness value of betWeen about 25 and 
about 55. Also in some embodiments, 5% or less of the 
polymeric material may comprise a colorant. 

In another aspect of the invention, a method of manufac 
turing an ultrasound transmission member for use in an ultra 
sound catheter device involves: providing a generally cylin 
drically-shaped transmission member material; shaping the 
material to taper the transmission member from a ?rst, Wider 
end toWard a second, narrower end; and forming a distal head 
at the second, narroWer end. In some cases, providing the 
material comprises providing a polymer having superelastic 
properties. Shaping the material, in some embodiments, com 
prises grinding the material. Forming the distal head, in some 
embodiments, comprises forming a bullet-shaped head. 
Optionally, forming the distal head may further comprise 
forming at least one longitudinal aperture through the head to 
provide for passage of at least one of a guideWire and irriga 
tion ?uid. 

In another aspect, a method for disrupting an occlusion in 
a blood vessel includes: positioning an ultrasound catheter in 
the blood vessel such that a distal end of the catheter is 
adjacent the occlusion; transmitting ultrasound energy to an 
ultrasound transmission member of the ultrasound catheter to 
disrupt the occlusion into multiple occlusion fragments; 
expanding an expandable balloon coupled With the ultra 
sound catheter at a location proximal to the distal end of the 
catheter; and removing at least some of the occlusion frag 
ments from the blood vessel via the ultrasound catheter. In 
some embodiments, positioning the ultrasound catheter com 
prises guiding the catheter using a guideWire. Optionally, the 
occlusion fragments may be removed through at least one 
aperture in a catheter body of the ultrasound catheter. In some 
embodiments, for example, the at least one aperture is in ?uid 
communication With at least one irrigation lumen and the 
occlusion fragments are removed through the at least one 
aperture and the at least one irrigation lumen. Alternatively, 
the at least one aperture may be in ?uid communication With 
at least one guideWire lumen and the occlusion fragments are 
removed through the at least one aperture and the at least one 
guideWire lumen. In another embodiment, the occlusion frag 
ments are removed through a sheath disposed around a por 
tion of the ultrasound catheter. In any such embodiments, 
removing the occlusion fragments may comprise applying a 
vacuum force to guide the fragments into at least one aperture 
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on the ultrasound catheter. For example, applying the vacuum 
may comprise using at least one of a syringe and a vacuum 

pump. 
In another aspect of the invention, a method for disrupting 

an occlusion in a blood vessel comprises: introducing an 
ultrasound catheter into the blood vessel through a guide 
catheter; positioning the ultrasound catheter such that a distal 
end of the catheter is adjacent the occlusion; transmitting 
ultrasound energy to an ultrasound transmission member of 
the ultrasound catheter to disrupt the occlusion into multiple 
occlusion fragments; expanding an expandable balloon 
coupled With the guide catheter at a location proximal to the 
distal end of the catheter; and removing at least some of the 
occlusion fragments from the blood vessel via the ultrasound 
catheter. Optionally, introducing and positioning the ultra 
sound catheter may fur‘ther comprise guiding the catheter 
using a guideWire. 

In yet another aspect, a method for disrupting an occlusion 
in a blood vessel involves: positioning an ultrasound catheter 
in the blood vessel such that a distal end of the catheter is 
adjacent the occlusion; introducing at least one radiopaque 
?uid into the blood vessel through at least one aperture in the 
ultrasound catheter adjacent the distal end to enhance visual 
iZation of a location of the distal end; and transmitting ultra 
sound energy to an ultrasound transmission member of the 
ultrasound catheter to disrupt the occlusion into multiple 
occlusion fragments. Optionally, introducing the radiopaque 
?uid may comprise introducing through at least one irrigation 
aperture in the ultrasound catheter. Alternatively, introducing 
the radiopaque ?uid may comprise introducing through at 
least one guideWire aperture in the ultrasound catheter. In yet 
other embodiments, introducing the radiopaque ?uid com 
prises introducing through a sheath surrounding a portion of 
the ultrasound catheter and forming the at least one aperture. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a system including an 
ultrasound catheter device and ultrasound energy source 
according to an embodiment of the present invention; 

FIG. 2 is a perspective vieW of a proximal housing, sonic 
connector and ultrasound transmission member of an ultra 
sound catheter device according to an embodiment of the 
present invention; 

FIG. 3 is a cross-sectional side vieW of an ultrasound cath 
eter device according to an embodiment of the present inven 
tion; 

FIGS. 4A and 4B are cross-sectional side vieWs of a proxi 
mal portion of an ultrasound catheter device coupled With a 
distal end of an ultrasound transducer device, shoWing a 
collar in unengaged (FIG. 4A) and engaged (FIG. 4B) posi 
tions according to an embodiment of the present invention; 

FIGS. 5A and 5B are perspective vieWs of an ultrasound 
catheter device coupled With a distal end of an ultrasound 
transducer device, shoWing a collar in unengaged (FIG. 5A) 
and engaged (FIG. 5B) positions according to an embodiment 
of the present invention; 

FIG. 6 is a side vieW of an ultrasound catheter device With 
a balloon and apertures for irrigation and suction according to 
an embodiment of the present invention; 

FIG. 7 is a side vieW of an ultrasound catheter device With 
a balloon and apertures for irrigation and suction according to 
another embodiment of the present invention; 

FIG. 8 is a side vieW of an ultrasound catheter device With 
a balloon and apertures for irrigation and suction according to 
still another embodiment of the present invention; 
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8 
FIG. 9 is a cross-sectional side vieW ofa distal end ofan 

ultrasound catheter device With an anchor member according 
to an embodiment of the present invention; 

FIG. 10 is a cross-sectional side vieW ofa distal end ofan 
ultrasound catheter device With an anchor member according 
to another embodiment of the present invention; 

FIG. 11 is a cross-sectional side vieW ofa distal end ofan 
ultrasound catheter device With an anchor member according 
to still another embodiment of the present invention; and 

FIGS. 12A-12C illustrate a method of manufacturing an 
ultrasound transmission member for use in an ultrasound 
catheter device according to an embodiment of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

Ultrasound catheter devices and methods of the present 
invention may generally be used for treating occlusions in 
blood vessels. Catheter devices generally include a catheter 
body, an ultrasound energy transmission member disposed 
Within the catheter body and a distal head coupled With the 
energy transmission member and disposed at or near the distal 
end of the catheter body. The ultrasound transmission mem 
ber transmits ultrasound energy from an ultrasound trans 
ducer to the distal head, causing the head to vibrate and, thus, 
disrupt vascular occlusions. A number of improved features 
of such ultrasound catheter devices are described more fully 
beloW. 

Referring noW to FIG. 1, one embodiment of an ultrasound 
catheter system 20 suitably includes an ultrasound catheter 
device 10, including a proximal end connector 12 for cou 
pling device 10 With an ultrasound transducer 14, and an 
ultrasound generator 16 coupled With transducer 14 and a 
foot-actuated on/off sWitch 18 to provide ultrasonic energy to 
transducer 14 and, thus, to ultrasound catheter 10. Generally, 
catheter 10 includes an ultrasound transmission member, or 
Wire (not shoWn), for transmitting energy from the transducer 
14 to a distal head 26 of catheter 10. In some embodiments, 
transducer 14 further includes a securing device 15 for 
enhancing coupling of catheter 10 to transducer 14. Compo 
nents of system 20 may be coupled via any suitable means, 
such as connecting Wires of any kind, Wireless connections or 
the like. 

In addition to proximal connector 12, ultrasound catheter 
device 10 may include one or more other various components, 
such as aY-connector 11 or the like for providing access for 
irrigation, guideWire passage, suction or the like. Some 
embodiments of device include a rapid exchange guideWire 
13, some include a proximal guideWire port 17 for over the 
Wire guideWire deliver, and some embodiments include both. 
In some embodiments, Y-connector may include an irrigation 
port, for providing access for an irrigation tube 24. Irrigation 
tube 24, in some embodiments, may be used for introducing 
one or more ?uids, applying vacuum, or both. Generally, 
catheter device 10 may include any suitable number of side 
arms or ports for passage of a guideWire, infusing and/or 
WithdraWing irrigation ?uid, dye and/or the like, or any other 
suitable ports or connections.Also, ultrasound catheters 10 of 
the present invention may be used With any suitable proximal 
devices, such as any suitable ultrasound transducer 14, ultra 
sound generator 16, coupling device(s) and/or the like. There 
fore, exemplary FIG. 1 and any folloWing descriptions of 
proximal apparatus or systems for use With ultrasound cath 
eters 10 should not be interpreted to limit the scope of the 
present invention as de?ned in the appended claims. 

Referring noW to FIG. 3, a cross-sectional side vieW of one 
embodiment of ultrasound catheter device 10 is shoWn. Gen 
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erally, ultrasound catheter 10 suitably includes an elongate 
catheter body 22 With an ultrasound transmission member 24 
disposed longitudinally through a catheter lumen 21 and end 
ing in distal head (not shoWn). Catheter body 22 is generally 
a ?exible, tubular, elongate member, having any suitable 
diameter and length for reaching a vascular occlusion for 
treatment. In one embodiment, for example, catheter body 22 
preferably has an outer diameter of betWeen about 0.5 mm 
and about 5.0 mm. In other embodiments, as in catheters 
intended for use in relatively small vessels, catheter body 22 
may have an outer diameter of betWeen about 0.25 mm and 
about 2.5 mm. Catheter body 22 may also have any suitable 
length. As discussed brie?y above, for example, some ultra 
sound catheters have a length in the range of about 150 cm. 
HoWever, any other suitable length may be used Without 
departing from the scope of the present invention. Examples 
of catheter bodies similar to those Which may be used in the 
present invention are described in Us. Pat. Nos. 5,267,954 
and 5,989,208, Which Were previously incorporated herein by 
reference. 

In some embodiments, catheter body 22 is made from a 
polymeric material. Sometimes the polymer Will have a 
desired amount of ?exibility, such as in one embodiment 
Where catheter body 22 is made of a polymer having a ?exural 
modulus of less than about 160 Psi. In some embodiments, 
such a polymer Will be one of any number of polyether block 
amides, although other polymers may of course be used. In 
some embodiments, such polyether block amides may have a 
Shore D hardness value ranging from about 55 to about 75, 
While in other embodiments they may have a Shore D hard 
ness value ranging from about 25 to about 55. In some 
embodiments, the polymeric material includes up to about 5 
Weight percent of a colorant. 

In most embodiments, ultrasound transmission member 
24, Wire, or Wave guide extends longitudinally through cath 
eter body lumen 21 to transmit ultrasonic energy from ultra 
sound transducer 14, connected to the proximal end of cath 
eter 10, to the distal end of catheter 10. Ultrasound 
transmission member 24 may be formed of any material 
capable of effectively transmitting ultrasonic energy from 
ultrasound transducer 14 to the distal end of catheter body 22, 
including but not limited to metals such as pure titanium or 
aluminum, or titanium or aluminum alloys. 

With continued reference to FIG. 3, one embodiment of 
proximal end connector 12 suitably includes a housing 42 
With a holloW inner bore 44. Bore 44 may have a uniform 
inner diameter along its length or, alternatively, may have 
multiple segments, such as a proximal segment 47, a middle 
segment 45 and a distal segment 49, each of Which may 
surround one or more various components of proximal end 
connector 12. Generally, proximal segment 47 of bore 44 is 
con?gured to alloW coupling With ultrasound transducer 14 
(not shoWn) via any suitable coupling means, such as a pres 
sure ?t, complementary threads or the like. Proximal segment 
47 includes a sonic connector 52 for transmitting vibrational 
energy from transducer 14 to ultrasound transmission mem 
ber 24. Sonic connector 52 may be held Within housing 42 by 
any suitable means. In some embodiments, for example, a 
doWel pin may extend through sonic connector 52 to hold it 
Within housing 42. 

In another embodiment, and With reference noW to FIG. 2, 
sonic connector 52 may be secured Within housing 42 by 
means of a cavity 202 in housing 42. Cavity 202, in some 
embodiments, Will have a complementary shape to sonic 
connector 52, such that sonic connector 52 ?ts snugly Within 
cavity 202 to prevent rotation of sonic connector 52 indepen 
dent of housing 42. In FIG. 2, for example, sonic connector 52 
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10 
has ?at sides 204 Which correspond With the shape of cavity 
202. Any other suitable shape/con?guration is contemplated. 
By preventing free rotation of sonic connector 52, housing 42 
and cavity 202 also prevent free rotation of ultrasound trans 
mission member 24, Which is securely coupled With sonic 
connector 52. Conversely, if rotation of ultrasound transmis 
sion member 24 is desired, a user of device 10 can rotate 
housing 42, such as by rotating it in his/her hand, and this 
rotation of housing 42 Will be transmitted to sonic connector 
52 and ultrasound transmission member 24. 

Returning to FIG. 3, middle segment 45 of bore 44, in some 
embodiments, may surround a portion of sonic connector 52, 
While in other embodiments, sonic connector 52 may be 
housed only Within proximal segment 47. Sonic connector 52 
is coupled With the proximal end of ultrasound transmission 
member 24 by any suitable means for transmitting ultrasound 
energy to transmission member 24 from transducer 14. 
Absorber members 50, such as O-rings, surround a portion of 
ultrasound transmission member 24 for providing absorption 
of transverse vibration. Absorber members 50 may be used in 
any number or combination and have and suitable siZe and 
con?guration, depending on the desired level of vibration 
absorption or dampening. Alternatively or additionally, other 
dampening structures may be used. Thus, the invention is not 
limited to the combination shoWn in FIG. 3. 

Distal segment 49 of bore 44 typically surrounds a portion 
of ultrasound transmission member 24 and may also contain 
one or more additional sets of absorber members 50. Distal 

segment 49 may also contain a portion of aY-connector 11, 
Which is coupled With the distal end of housing 42. Coupling 
of Y-connector 11 With the distal end of housing 42 may be 
accomplished via complementary threads, pressure ?tting, or 
any other suitable means. AY-connector lumen 48 of Y-con 
nector 11 alloWs passage of ultrasound transmission member 
24 and is in ?uid communication With catheter body lumen 
21. 

Generally, pressurized ?uid such as a coolant liquidmay be 
infused through a side-arm 13 ofY-connector, throughY-con 
nector lumen 48 and through catheter body lumen 21 so that 
it ?oWs out of one or more ?uid out?oW apertures in distal 
head 26. The temperature and ?oW rate of such coolant liquid 
may be speci?cally controlled to maintain the temperature of 
ultrasound transmission member 24 at a desired temperature 
Within its optimal Working range. In particular, in embodi 
ments of the invention Wherein ultrasound transmission 
member 24 is formed of a metal alloy Which exhibits optimal 
physical properties (e. g. super elasticity) Within a speci?c 
range of temperatures, the temperature and ?oW rate of cool 
ant liquid infused through ?uid infusion side-arm 13 may be 
speci?cally controlled to maintain the temperature of ultra 
sound transmission member 24 Within a range of tempera 
tures at Which it demonstrates its most desirable physical 
properties. For example, in embodiments of the invention 
Wherein ultrasound transmission member 24 is formed of a 
shape memory alloy Which exhibits super elasticity When in 
its martensite state, but Which loses super elasticity as it 
transitions to an austenite state, it Will be desirable to adjust 
the temperature and ?oW rate of the coolant liquid infused 
through ?uid infusion side-arm 13 so as to maintain the shape 
memory alloy of ultrasound transmission member 24 Within 
a temperature range at Which the alloy Will remain in its 
martensite state and Will not transition to an austenite state. 
The temperature at Which such shape memory alloys transi 
tion from a martensite state to an austenite state is knoWn as 
the “martensite transition temperature” of the material. Thus, 
in these embodiments, the ?uid infused through side-arm 13 
Will be at such temperature, and Will be infused at such rate, 
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as to maintain the shape memory alloy of ultrasound trans 
mission member 24 below its martensite transition tempera 
ture. 

Referring noW to FIGS. 4A and 4B cross-sectional side 
vieWs of one embodiment of the coupling of proximal con 
nector 12 With the distal end of a transducer device 400. 
Generally, transducer device Will include a transducer hous 
ing 402, piezoelectric crystals 404, a transducer horn 406, and 
any suitable coupling means 412 for coupling transducer horn 
406 With sonic connector 52. Coupling means 412 may 
include, for example, complementary threads, a pressure ?t 
ting con?guration or the like. In some embodiments, trans 
ducer housing 402 includes a slidable collar 408 and at least 
one surface protrusion 410. Surface protrusion 410 generally 
?ts over the outer surface of housing 42 of proximal connec 
tor 12. In some embodiments, as shoWn in FIGS. 4A and 4B, 
protrusion 410 may be a ring surrounding a portion of trans 
ducer housing 402, though any other con?guration is contem 
plated. Slidable collar 408, in turn, is slidable betWeen an 
unengaged position, as in FIG. 4A, and an engaged position, 
as in FIG. 4B. In the engaged position, slidable collar 408 ?ts 
around the outer diameter of protrusion 410 suf?ciently 
tightly to apply pressure against protrusion 410. This pressure 
presses protrusion 410 against housing 42 to further secure 
transducer housing 402 to proximal connector 12. This fur 
ther securing prevents unWanted separation of ultrasound 
catheter device 10 from transducer device 400. Any other 
suitable con?gurations, shapes, siZes and the like of collar 
408 and protrusion 410 are contemplated. 

With reference noW to FIGS. 5A and 5B, ultrasound cath 
eter device 10 is shoWn coupled With transducer housing 402. 
FIG. 5A shoWs slidable collar 408 in its unengaged position, 
While FIG. 5B shoWs collar 408 in its engaged position. In 
some embodiments, protrusion 410 may be a ring making up 
or surrounding a portion of transducer housing 402, as men 
tioned above. Also in some embodiments, protrusion 410, 
such as a ring, may include a slot 414 or other opening, Which 
may go through all or part of the thickness of protrusion 410. 
Slot 414 generally alloWs protrusion 410 to give or bend When 
collar 408 is ?tted over protrusion 410, thus reducing the 
inner diameter of protrusion 410 to press against the outer 
surface of proximal connector device 12. Again, any suitable 
con?guration for slot 414 is contemplated Within the scope of 
the present invention. When collar 408 is engaged, as shoWn 
in FIG. 5B, transducer housing 402 or proximal connector 12 
may be rotated, and ultrasound catheter device 1 0 (With ultra 
sound transmission member 24) Will rotate in turn. Such 
rotation may be accomplished even When collar 408 is in the 
unengaged position (FIG. 5A), but collar 408 and protrusion 
410 enhance coupling of transducer housing 402 and proxi 
mal connector 12, to provide additional control and to assure 
that transducer housing 402, proximal connector 12 and the 
rest of ultrasound catheter device 10 either rotate together or 
do not rotate. 

Referring noW to FIGS. 6-8, various embodiments of a 
distal end of ultrasound catheter device 10 are shoWn Within 
a blood vessel 430, adjacent an occlusion 432. Various 
embodiments of ultrasound catheter device 10 include one or 
more expandable members 422, such as balloons, as Well as 
one or more ?uid apertures 426 in distal head 26. Some 
embodiments may also include, or may be used in conjunc 
tion With, a guide catheter 420 having a guide catheter aper 
ture 421. In one embodiment, as shoWn in FIG. 6, ?uid may be 
introduced adjacent occlusion 432 via ?uid apertures 426 
and/ or guide catheter aperture 421. Once catheter device 10 
has begun to break occlusion 432 into multiple fragments 
428, ?uid (either by itself or containing the fragments) may be 
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removed from blood vessel 430 via ?uid apertures 426 and/or 
guide catheter aperture 421. In FIG. 6, ?uid is being intro 
duced via guide catheter aperture 421 (arrows), and ?uid and 
fragments 428 are being removed via ?uid apertures 426. The 
opposite may also be possible. Such ?uid introduction and 
?uid/fragment removal are enhanced in some embodiments 
by expanding a balloon 422 proximal to the ?uid introduc 
tion/removal apertures. In the embodiment shoWn in FIG. 6, 
balloon 422 is coupled With guide catheter 420. 

With reference to FIG. 7, in an alternative embodiment, 
balloon 422 is coupled With catheter body 22 rather than 
guide catheter 420. In this embodiment, ?uid may be intro 
duced by one or more ?uid apertures 427 and ?uid and frag 
ments 428 may be removed via one or more other ?uid aper 
tures 426. Generally, any suitable combination of ?uid 
apertures 426, 427 for infusion of ?uids and/or aspiration of 
?uids and/or particles may be used. In yet another embodi 
ment, and With reference noW to FIG. 8, ultrasound catheter 
device 10 may include a sheath 424 around its outer circum 
ference, the sheath forming a sheath aperture 425. Sheath 
aperture 425 may then be used for ?uid introduction and/or 
removal of ?uid/fragments 428. In FIG. 8, for example, ?uid 
is shoWn exiting ?uid apertures 426 and entering sheath aper 
ture 425 (arroWs). Virtually any suitable combination of aper 
tures and expandable members is contemplated by the present 
invention. The use of apertures and expandable members 
generally enhances operation of ultrasound catheter device in 
breaking doWn occlusions and removing occlusion fragments 
harmlessly from the patient. 

With reference noW to FIGS. 9-11, various embodiments of 
the distal end of ultrasound catheter device 10 are shoWn in 
cross-sectional side vieW suitably includes an elongate cath 
eter body 22 With at least one holloW catheter body lumen 21. 
In FIGS. 9-11, catheter body 22 is shoWn having one lumen 
21, but it may have any number of lumens in various embodi 
ments. Disposed longitudinally Within catheter body lumen 
21 are an ultrasound transmission member 24 and a holloW 
guideWire tube 28 forming a guideWire lumen 29. Coupled 
With the distal ends of ultrasound transmission member 24 
and guideWire tube 28 is a distal head 26, positioned adjacent 
the distal end of catheter body 22. 

Generally, the various coupled components described 
above may be coupled by any suitable means, such as adhe 
sives, complementary threaded members, pressure ?ttings, 
and the like. For example, distal head 26 may be coupled With 
ultrasound transmission member 24 and guideWire tube 28 
With any suitable adhesive substance or via Welding, bonding 
or the like. Adhesives used to attach guide Wire tube 28, distal 
head 26 and/or catheter body 22 may include, but are not 
limited to cyanoacrylate (eg. LoctiteTM, Loctite Corp., 
Ontario, CANADA or Dron AlphaTM, Borden, Inc., Colum 
bus, Ohio) or polyurethane (e. g. DymaxTM, Dymax Engineer 
ing Adhesive, Torrington, Conn.) adhesives. In some embodi 
ments, guideWire tube 28 may also be coupled With catheter 
body 22 by adhesive, Welding or other means. Some embodi 
ments may also include one or more anchoring members for 
further securing distal head 26 to the ultrasound catheter 
device 10 and to help ensure that distal head 26 does not break 
free of catheter device 10. 

For example, referring to FIG. 9, in one embodiment an 
anchoring member 440 may be connected at one end to distal 
head 26 and at the other end to catheter body 22. Again, any 
connection means may be used, such as but not limited to 
adhesives, Welding, bonding and/or the like. Furthermore, 
anchoring member 440 may be connected to distal head 26 
and catheter body 22 at any suitable locations. Another 
embodiment is shoWn in FIG. 1 0, in Which anchoring member 
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440 is coupled With distal head 26 and guideWire tube 28. This 
connection may provide similar safety and prevention of dis 
tal head 26 migration. Finally, in some embodiments, as 
shoWn in FIG. 11, guideWire tube 28 itself acts as an anchor, 
and a separate anchoring member is not used. Any suitable 
con?guration and combination is contemplated by the scope 
of the present invention. 

Finally, and With reference noW to FIGS. 12A-12C, one 
embodiment of an ultrasound transmission member 24 and a 

method for making same is shoWn. In this embodiment, ultra 
sound transmission member 24 is made from a unitary piece 
of precursor material 450 and includes distal head 26. Thus 
there is no separate distal head piece that is attached to ultra 
sound transmission member 24iinstead it is all one piece. 
Generally, ultrasound transmission member 24 may be 
formed of any material 450 capable of effectively transmit 
ting ultrasonic energy from ultrasound transducer 14 to the 
distal end of catheter body 22, including but not limited to 
metals such as titanium and nickel alloys. 

In accordance With one aspect of the invention, all or a 
portion of ultrasound transmission member 24 may be 
formed of one or more materials 450 Which exhibit superelas 
tic properties. Such material(s) 450 should preferably exhibit 
superelasticity consistently Within the range of temperatures 
normally encountered by ultrasound transmission member 24 
during operation of ultrasound catheter apparatus 10. For 
example, in some embodiments, material 450 is an alloy 
having a tensile strength of betWeen about 170,000 Psi and 
about 250,000 Psi. In some embodiments, the alloy exhibits 
elongation of betWeen about 7% and about 17%. For 
example, in some embodiments the alloy is a nickel-titanium 
alloy having nickel content of betWeen about 50.50 and about 
51.50 atomic Weight. 
Use of superelastic metal alloys in ultrasound transmission 

members is described in US. Pat. No. 5,267,954, previously 
incorporated by reference. Examples of superelastic metal 
alloys Which may be used are described in detail in US. Pat. 
No. 4,665,906 (Jervis); US. Pat. No. 4,565,589 (Harrison); 
US. Pat. No. 4,505,767 (Quin); and US. Pat. No. 4,337,090 
(Harrison), the entire disclosures of Which are hereby incor 
porated by reference insofar as they describe the composi 
tions, properties, chemistries and behavior of speci?c metal 
alloys Which are superelastic Within the temperature range at 
Which ultrasound transmission member 24 of the present 
invention operates, any and all of Which superelastic metal 
alloys may be used to form ultrasound transmission member 
24 of the present invention. In some embodiments, for 
example, the alloy exhibits a superelastic temperature range 
of about 10 degrees Celsius to about 50 degrees Celsius. 

In many embodiments, ultrasound transmission member 
24 includes a Wider region 452 toWard its proximal end and 
one or more tapered regions 454 toWards its distal end. 
Tapered region 454 decreases the distal rigidity of ultrasound 
transmission member 24, thus amplifying ultrasound energy 
transmitted along ultrasound transmission member 24 to dis 
tal head 26. Distal head 26 may have any suitable con?gura 
tion, shape, and siZe suitable for ablating or otherWise dis 
rupting occlusions. For example, distal head 26 may have a 
shape that is bulbous, conical, cylindrical, circular, rectangu 
lar or the like. Similarly, distal head 26 may have dimensions 
Which alloW it to ?t Wholly orpar‘tially Within the distal end of 
catheter body lumen 21 or may, alternatively, be disposed 
completely outside catheter body lumen 21. Thus, the con 
?guration of distal head 26 may take any suitable form and 
should in no Way be limited by the exemplary embodiments 
pictured in FIGS. 12A-12C. 
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14 
In one embodiment, a method of making ultrasound trans 

mission member 24 involves providing transmission member 
precursor material 450 (FIG. 12A), removing some of mate 
rial 450 by any suitable process to form transmission member 
24 and distal head 26 (FIG. 12B), and then removing addi 
tional material from distal head to form one or more ?uid 
apertures 426 (FIG. 12C). Removing material to form trans 
mission member may be performed via any suitable method, 
such as sanding, grinding, cutting or the like. Similarly, 
removing material to form apertures 426 may be performed 
via any suitable method, such as boring through distal head 
26. Any analogous methods are contemplated Within the 
scope of the invention. 
Although the invention has been described above With 

speci?c reference to various embodiments and examples, it 
should be understood that various additions, modi?cations, 
deletions and alterations may be made to such embodiments 
Without departing from the spirit or scope of the invention. 
Accordingly, it is intended that all reasonably foreseeable 
additions, deletions, alterations and modi?cations be 
included Within the scope of the invention as de?ned in the 
folloWing claims. 
What is claimed is: 
1. A method of manufacturing an ultrasound transmission 

member for use in an ultrasound catheter device, the method 
comprising: 

providing a generally cylindrically-shaped transmission 
member material; 

shaping the material to taper the transmission member 
from a ?rst, Wider end toWard a second, narroWer end, so 
as to form a continuous tapered region betWeen the ?rst, 
Wider end and the second, narrower end; 

forming a distal head at the second, narroWer end, such that 
the tapered region extends from the ?rst, Wider end to the 
distal head; 

positioning the tapered region Within a catheter body 
lumen; and 

?tting the distal head of the ultrasound transmission mem 
ber at least partially Within a distal end of the catheter 
body lumen. 

2. A method as in claim 1, Wherein providing the material 
comprises providing an alloy having superelastic properties. 

3. A method as in claim 1, Wherein shaping the material 
comprises grinding the material. 

4. A method as in claim 1, Wherein forming the distal head 
comprises forming a bullet-shaped head. 

5. A method as in claim 1, Wherein forming the distal head 
comprises forming at least one longitudinal aperture through 
the head to provide for passage of at least one of a guideWire 
and irrigation ?uid. 

6. A method as in claim 1, Wherein providing the material 
comprises providing a material having superelastic proper 
ties. 

7. A method of manufacturing an ultrasound transmission 
member for use in an ultrasound catheter device, the method 
comprising: 

providing a generally cylindrically-shaped transmission 
member material; 

shaping the material to taper the transmission member 
from a ?rst, Wider end toWard a second, narroWer end, so 
as to form a continuous tapered region betWeen the ?rst, 
Wider end and the second, narroWer end; 

forming a distal head at the second, narroWer end, such that 
the tapered region extends from the ?rst, Wider end to the 
distal head; and 

placing a portion of the ultrasound transmission member 
Within the catheter body lumen such that the distal head 
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of the ultrasound transmission member is disposed out 
side of the catheter body lumen and the tapered region is 
disposed Within the catheter body lumen. 

8. A method of manufacturing an ultrasound transmission 
member for use in an ultrasound catheter device, the method 5 
comprising: 

providing a unitary piece of a transmission member mate 
rial; 

shaping the unitary piece of material to form a distal head 
and a tapered region, the tapered region being continu 

16 
ous and extending from an end of the unitary piece of 
material to the distal head; 

positioning the tapered region Within a catheter body 
lumen; and 

?tting the distal head of the ultrasound transmission mem 
ber at least partially Within a distal end of the catheter 
body lumen. 


