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(57) ABSTRACT 
A radio frequency identi?cation seal comprises an antenna 
including a main antenna portion and at least one break-away 
portion and an RFID tag coupled and tuned to the antenna. 
The RFID tag outputs a signature in response to a scanning 
signal When tuned to the antenna. 
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CONTAINER INCLUDING A 
TAMPER-RESISTANT SEAL AND RADIO 
FREQUENCY IDENTIFICATION SEAL 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of and claims bene?t 
under 35 U.S.C. §120 of US. application Ser. No. 11/252, 
573, ?led on Oct. 19, 2005 noW abandoned, in the US. Patent 
and Trademark Of?ce, the entire contents of Which are incor 
porated herein by reference, and claims the bene?t under 
35U.S.C. §119(e) of US. Application No. 60/619,692, ?led 
on Oct. 19, 2004, in the US. Patent and Trademark O?ice. 

FIELD OF THE INVENTION 

The present invention relates generally to tamper-resistant 
packaging and in particular to a container including a tamper 
resistant seal and to a radio frequency identi?cation seal. 

BACKGROUND OF THE INVENTION 

Tamper-resistant packaging is Well knoWn in the art. In the 
pharmaceutical industry, containers holding medicines are 
designed so that When the contents of the containers are 
accessed, clear visual indications signifying container access 
are provided. 

In other environments, providing such visual tamper-resis 
tance on containers is dif?cult. As a result, manual inspection 
of containers in many environments is required. For example, 
at border crossings and other inspection points, large contain 
ers carried by trucks and ships are typically manually 
inspected. Containers of this nature generally provide no 
visual indication signifying if the containers have been 
opened. This of course sloWs the inspection process as all 
containers must be inspected. 
US. Pat. No. 6,747,558 to Thorne et al. discloses a device 

for sealing and tracking a container. The device includes a 
bolt Which extends through openings in a latch mechanism on 
the container. The bolt also passes through spaced coils of the 
device. The device uses one coil to generate a magnetic ?eld, 
While monitoring the corresponding magnetic ?eld induced 
in the other coil. Tampering With the bolt affects the magnetic 
?eld, Which in turnpermits the device to detect the tampering. 
The device periodically transmits Wireless signals Which can 
be remotely received for purposes of tracking the container 
and monitoring the integrity of the device. 

Although the Thorne et al. device alloWs tampering to be 
detected, it is complicated and costly to manufacture. As Will 
be appreciated, there exists a need for an improved mecha 
nism that alloWs secure uncompromised containers to be 
differentiated from compromised containers. 

It is therefore an object of the present invention to provide 
a container including a tamper-resistant seal and to a radio 
frequency identi?cation seal. 

SUMMARY OF THE INVENTION 

According to one aspect there is provided a container com 
prising: 

a container body; and 
a seal on at least a portion of said container body, said seal 

including an antenna and a tag tuned to said antenna, said tag 
becoming detuned When said antenna is compromised during 
opening of said container. 
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In one embodiment, the tag outputs a signature in response 

to a scanning signal When tuned to the antenna. In particular, 
the tag resonates in response to the scanning signal When 
tuned to the antenna and outputs a code unique to the tag. The 
scanning signal is of a predetermined frequency. 
The antenna includes a main antenna portion and at least 

one breakaWay portion coupled to the main antenna portion. 
The at least one breakaWay portion separates from the main 
antenna portion When the container is compromised resulting 
in the tag becoming detuned from the antenna. The at least 
one breakaWay portion is coupled to the main antenna portion 
by one-time contacts. 

In one embodiment, the main antenna portion is provided 
on a door of the container and Wherein the at least one break 
aWay portion is provided on a door jamb of the container. 

In another embodiment, the tag and antenna are disposed 
on a substrate adhered to the container. 

According to another aspect there is provided a radio fre 
quency identi?cation seal comprising: 

an antenna including a main antenna portion and at least 
one breakaWay portion; and 

an RFID tag coupled and tuned to said antenna, said RFID 
tag outputting a signature in response to a scanning signal 
When tuned to said antenna. 
The radio frequency identi?cation seal provides advan 

tages in that a determination can be made as to Whether a 
container has been compromised simply by scanning the tag 
With a scanning signal of the appropriate frequency. If the 
container has not been compromised, the tag outputs a unique 
code in response to the scanning signal. If the container has 
been compromised resulting in one or more break-aWay por 
tions being separated from the main antenna portion, the tag 
Will not output the unique code in response to the scanning 
signal thereby clearly to identify the container as being com 
promised. 

BRIEF DESCRIPTION OF THE DRAWING 

Embodiments Will noW be described more fully With ref 
erence to the accompanying draWings in Which: 

FIG. 1 is an exploded perspective vieW of a radio-fre 
quency identi?cation seal used to secure a container; 

FIG. 2 is a cross-sectional vieW of the radio-frequency 
identi?cation seal of FIG. 1; 

FIG. 3a is an end vieW of a container shoWing its door in an 
open position during installation of the radio-frequency iden 
ti?cation seal of FIG. 1; 

FIG. 3b is a side vieW ofa portion ofthe container ofFIG. 
3a With the door in a closed position; 

FIGS. 4a and 4b shoW alternative embodiments of radio 
frequency identi?cation seals used to secure containers; 

FIG. 5 is a perspective vieW of a container including 
another embodiment of a radio-frequency identi?cation seal; 

FIG. 6 is another perspective vieW of the container of FIG. 
5 shoWing the radio-frequency identi?cation seal in a broken 
state; 

FIG. 7 is a perspective vieW of a container including yet 
another embodiment of a radio-frequency identi?cation seal; 

FIG. 8 is a perspective vieW of a container including a 
plurality of radio-frequency identi?cation seals; 

FIG. 9 is a perspective vieW of a transport truck hauling a 
trailer having a plurality of containers, each container includ 
ing a radio-frequency identi?cation seal; 

FIG. 10 shoWs other vehicles having storage capabilities on 
Which radio-frequency identi?cation seals can be mounted; 

FIG. 11 shoWs a station for reading RFID seals mounted on 
trucks and/or other vehicles; 
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FIG. 12a is a perspective vieW of a box including a radio 
frequency identi?cation seal; 

FIG. 12b is a schematic diagram of the radio-frequency 
identi?cation seal shown in FIG. 1211; 

FIG. 13 shoWs other containers including radio-frequency 
identi?cation seals; and 

FIGS. 14a and 14b shoW packing material for use in con 
tainers of the type shoWn in FIGS. 12 and 13 including RFID 
seal antennae. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

A container comprising a container body and a seal on at 
least a portion of the container body is provided. The seal 
includes an antenna and a tag tuned to the antenna. The tag 
becomes detuned When the antenna is compromised during 
opening of container. The seal is mounted internally of the 
container making its existence di?icult to determine. The seal 
is typically mounted adjacent the container door or access 
point and is compromised upon opening of the container 
thereby to alloW entry into the container to be determined. 
Embodiments Will noW be described more fully With refer 
ence to FIGS. 1 to 14b. 

Turning noW to FIGS. 1 and 2, a radio-frequency identi? 
cation (RFID) seal used to secure a container is shoWn and is 
generally identi?ed by reference numeral 10. As can be seen, 
in this embodiment the RFID seal 10 is generally rectangular 
and is sandWiched betWeen a pair of cover sheets 14. The 
outer surfaces of the cover sheets 14 are covered by one time 
peal-off labels 16. Removal of the labels 16 exposes high-tack 
adhesive allowing the RFID seal 10 to be secured to the 
container. 
As can be seen in FIG. 2, the RFID seal 10 includes an inner 

printed electronic layer 20 formed of Kapton-Polymide ?lm. 
The inner electronic layer 20 is sandWiched betWeen inter 
mediate layers 22 formed of radiolucent conductive spliced 
polyester/?uoropolymer ?lm. Surrounding the intermediate 
layers 22 are outer vinyl gel-foam layers 24. The intermediate 
and outer layers 22 and 24 encapsulate the inner layer 20. 

The printed electronic layer 20 includes an RFID tag 26 
and an antenna 28 generally taking the shape of a triangle. The 
antenna 28 is formed using ?ne German silver Wire and 
comprises a main shielded antenna portion 30 and a break 
aWay portion 32 coupled to the main antenna portion 30 by 
one-time, break-aWay contacts 34. 

The RFID tag 26 is tuned to the antenna 28 so that When the 
RFID tag 26 is scanned by a signal at a predetermined fre 
quency and the antenna 28 is intact, the RFID tag 26 resonates 
causing the RFID tag 26 to output a code unique to the RFID 
tag 26. 

During installation of the RFID seal 10 on a container 36, 
one of the labels 16 is removed from the RFID seal 10 and the 
RFID seal 10 is adhered to the inner leading edge of the 
container door 38 as shoWn in FIG. 3a. Once the container 36 
has been loaded, the other label 16 is removed from the RFID 
seal 10 and the container door 38 is closed and pushed tight 
until the door touches the door jamb 40 as shoWn in FIG. 3b. 
In this manner, the RFID seal 10 becomes adhered to both the 
container door 38 and the container body. The outer gel-foam 
layers 24 help to take up any variances betWeen the door 38 
and the doorjamb 40, When the door 38 is closed. 
When the door 38 is opened, the one-time contacts 34 

break, thereby, isolating the break-aWay antenna portion 32 
from the main antenna portion 30. In this case, if the RFID tag 
26 is scanned by a signal at the predetermined frequency, the 
RFID tag does not resonate as the tuning betWeen the antenna 
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4 
28 and the RFID tag 26 is lost. Hence the RFID tag 26 does 
not output the unique code. As Will be appreciated, the RFID 
seal 10 alloWs an inspector to determine very quickly Whether 
the container 36 has been compromised. If the container 36 is 
packed and sealed at a secure location, scanning the container 
36 to determine if the RFID tag 26 outputs the unique code at 
border crossings and/or other inspection points alloWs an 
inspector to determine quickly Whether the container 10 
requires inspection. 

Although the RFID seal 10 is described above as having an 
antenna 28 that is generally triangular in shape, other antenna 
con?gurations are possible. FIGS. 4a and 4b shoW tWo alter 
native electronic layer designs including different shaped 
antennas 28 and different break-aWay contact 34 locations. 
Also, the RFID seal 10 need not be rectangular in shape. The 
RFID seal 10 may take on any convenient geometric shape 
such as square, circular, triangular etc. 

Turning noW to FIGS. 5 and 6, a container 50 including an 
alternative embodiment of an RFID seal is shoWn. As can be 
seen, container 50 in this embodiment includes a generally 
rectangular container body 52 having a door 54 at one end. 
The door 54 is hinged to the container body 52 alloWing the 
door to sWing betWeen open and closed positions. A lock 56 
is provided on the door 54 to alloW the door to be locked in the 
closed position. 

Similar to the previous embodiment, the RFID seal 60 
includes an RFID tag 62 and an antenna 64. The antenna 64 is 
formed using ?ne German silver Wire and comprises a main 
antenna portion 66 and a break-aWay portion 68 coupled to 
the main antenna portion 66 by one-time, break-aWay con 
tacts 70. The main antenna portion 66 in this embodiment is 
latticed throughout the door 54. The break-away portion 68 is 
adhered to the container body 52 at the door jamb. 
When the door 54 is opened, the one-time contacts 70 

break, thereby, isolating the break-aWay antenna portion 68 
from the main antenna portion 66. Thus, if the RFID tag 62 is 
scanned by a signal at the predetermined frequency, the RFID 
tag does not resonate as the tuning betWeen the antenna 64 
and the RFID tag 62 is lost. Hence the RFID tag 62 does not 
output the unique code. 

During installation of the RFID seal 60, the RFID tag 62 is 
tuned to the antenna 64 With the break-aWay antenna portion 
68 free of the container door jamb and coupled to the main 
antenna portion 66. Once the RFID tag 62 has been tuned, the 
break-aWay antenna portion 68 is removed from the main 
antenna portion 66 and is adhered to the door jamb of the 
containerbody 52. The container 50 is then loaded With goods 
to be transported. Once the container 50 has been loaded, the 
door 54 is closed and locked. The one-time contacts 70 are 
then formed betWeen the main antenna portion 66 and the 
break-aWay antenna portion 68 to complete the antenna 64. 
The RFID tag 62 is then scanned to con?rm that the RFID tag 
outputs the unique code signifying that the RFID tag remains 
tuned to the antenna 64. 

FIG. 7 shoWs another embodiment of a container 110 
including an RFID seal 120 comprising an RFID tag 122 and 
an antenna 124. In this embodiment, the antenna 124 
includes, a main antenna portion 124, a break-aWay antenna 
portion 12811 on the door jamb of the container body 112 as 
Well as a break-aWay antenna portion 128!) adjacent the lock 
116. The break-aWay antenna portions 128a and 12819 are 
coupled to the main antenna portion 124 by one-time, break 
aWay contacts 130. When the door 114 is opened, one or both 
break-aWay antenna portions 128a and 128!) separate from 
the main antenna portion 126 via the one-time contacts 130. 
As a result, the RFID tag 122 becomes detuned and hence 
does not output the unique code When scanned. 
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FIG. 8 shows yet another embodiment of a container 210 
including a container body 212, a door 214, and a plurality of 
RFID seals 220 similar to the RFID seal 10 shoWn in FIGS. 1 
and 2. As can be seen, in addition to the door 214, the top, 
sides, and bottom of the container body 212 include RFID 
seals 220. 

Although the above embodiments shoW the RFID seals 
used to secure containers, those of skill in the art Will appre 
ciate that the RFID seals may be used to secure other con 
tainment devices. For example, FIG. 9 shoWs a transport truck 
300 hauling a trailer 302 having containers 310 thereon. Each 
container 310 has a door 314 including an RFID seal 320 of 
the type shoWn in FIGS. 5 and 6. FIG. 10 shoWs other vehicles 
having storage capabilities on Which radio-frequency identi 
?cation seals can be mounted. 

In situations Where the RFID seals are used on trucks 
and/ or other vehicles, stations such as that shoWn in FIG. 11 
may be used to check the integrity of the RFID seals. In this 
case RFID reader antennae 350 are mounted on a frame 

structure 352 through Which trucks and vehicles pass alloW 
ing RFID seals carried by the trucks and vehicles to be read. 
The results of the RFID seal reads can be transmitted by a 
Wireless transmitter 354 to a central location 356 for veri? 
cation. 

FIGS. 12a and 12b shoW still yet another embodiment of a 
container 410 including an RFID seal 420. In this embodi 
ment, the container 410 is in the form of a rectangular or 
square box having a seam 412 separating the tWo ?aps 414 
de?ning the top of the box. The RFID seal 420 in this case 
includes a substrate 421 that is adhered to the top of the box 
410 and spans the seam 412. An RFID tag 422 and an antenna 
424 are also adhered to the substrate 421. The RFID tag 422 
is pre-tuned to the antenna 424. The antenna 424 includes a 
main antenna portion 426 and a plurality of break-aWay 
antenna portions 428a, 4281) and 4280 at spaced locations 
along the length of the antenna 424. The break-aWay antenna 
portions 428a, 4281) and 4280 are coupled to the main antenna 
portion 426 by one-time contacts 430. TWo of the break-aWay 
antenna portions 428a and 42819 span the seam 412. In this 
manner, When the box 410 is opened along the seam 412 and 
the RFID seal 420 is torn, one or more of the break-aWay 
antenna portions 428a, 4281) and 4280 separate from the main 
antenna portion 426 via the one-time contacts 430. As a result, 
the RFID tag 422 becomes detuned and thus, provides no 
output When scanned at the predetermined frequency. 

Although the above-embodiment shoWs the RFID seal 
being used to secure a square box by engaging the ?aps of the 
box, those of skill in the art Will appreciate that the RFID seal 
may be used to secure other container con?gurations. For 
example, FIG. 13 shoWs other containers incorporating RFID 
seals. In the embodiments of FIGS. 12 and 13, the break-aWay 
antenna portions of the RFID seal antennae need not engage 
the containers. Rather, the break-aWay antenna portions can 
be incorporated into packing material placed into the contain 
ers as shoWn in FIGS. 14a and 14b. In these cases, the break 
aWay antenna portions are coupled to the main antenna por 
tions on the containers so that When the containers are 
opened, the break-aWay antenna portions separate from the 
RFID seals and the RFID seals become de-tuned. 
As Will be appreciated, in the above-described embodi 

ments the RFID seals alloW containers to be inspected to 
determine if a container has been compromised quickly and 
easily simply by scanning the RFID seal With a signal at the 
appropriate frequency. Containers Whose RFID tags do not 
output a unique code in response to the scanning signal are 
immediately recogniZed as having been tampered With. Deci 
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6 
sions to inspect containers can thus be made quickly and 
accurately increasing the ef?ciency of inspection points such 
as border crossings. 

While speci?c examples of containers are shoWn, those of 
skill in the art Will appreciate that the containers make and 
shape take virtually any form. Also, While speci?c reference 
is made to RFID tags, those of skill in the art Will appreciate 
that other types of tags that can be tuned to an antenna and are 
responsive to scanning signals can of course be used. When 
RFID tags are used, the RFID tags may be of the passive or 
active type. 

Although embodiments have been described, those of skill 
in the art Will appreciate that variations and modi?cations 
may be made Without departing from the spirit and scope 
thereof as de?ned by the appended claims. 
What is claimed is: 
1. A cargo shipping container, comprising: 
a container body; 
at least one door coupled to the container body and move 

able betWeen an open condition and a closed condition; 
and 

at least one seal on the container, at least a portion of the at 
least one seal being disposed betWeen and secured to the 
at least one door and the container body When the at least 
one door is in the closed condition; 

Wherein the at least one seal includes: 

an antenna; and 
a tag tuned to the antenna; and 

Wherein the tag becomes detuned When the antenna is 
compromised during opening of the at least one door 
thereby to inhibit reading of the at least one seal. 

2. The container of claim 1, Wherein the tag outputs a 
signature in response to a scanning signal When tuned to the 
antenna. 

3. The container of claim 2, Wherein the tag resonates in 
response to the scanning signal When tuned to the antenna and 
outputs a code unique to the tag. 

4. The container of claim 2, Wherein the scanning signal is 
of a predetermined frequency. 

5. The container of claim 1, Wherein the antenna includes: 
a main antenna portion; and 
one or more break-aWay portions coupled to the main 

antenna portion; 
Wherein at least one of the one or more break-aWay por 

tions separates from the main antenna portion When the 
at least one door is moved from the closed condition to 
the open condition, resulting in the tag becoming 
detuned from the antenna. 

6. The container of claim 5, Wherein at least one of the one 
or more break-aWay portions is coupled to the main antenna 
portion by one-time contacts. 

7. The container of claim 5, Wherein the main antenna 
portion is provided on the at least one door of the container, 
and 

Wherein at least one of the one or more break-aWay por 
tions is provided on a door jamb of the container body. 

8. The container of claim 6, comprising: 
a plurality of break-aWay portions at spaced locations 

along the antenna. 
9. The container of claim 6, Wherein the main antenna 

portion is provided on the at least one door of the container, 
and 

Wherein at least one of the one or more break-aWay por 
tions is provided on a door jamb of the container body. 

10. The container of claim 7, Wherein at least one other of 
the one or more break-aWay portions is provided adjacent a 
lock on the door. 
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11. The container of claim 1, wherein the tag and antenna 
are disposed on a substrate. 

12. The container of claim 11, Wherein the substrate is 
adhered to the at least one door and the container body. 

13. A radio frequency identi?cation (RFID) seal, compris 
mg: 

an antenna; 
an RFID tag coupled and tuned to the antenna; 
an inner layer on Which the antenna and RFID tag are 

disposed; and 
at least one compressible layer overlying the inner layer; 
Wherein the antenna includes: 

a main antenna portion; and 
at least one break-away portion; 

Wherein the RFID tag outputs a signature in response to a 
scanning signal When tuned to the antenna, and 

Wherein the RFID seal is siZed and con?gured for disposi 
tion betWeen a door and a door jamb of a cargo shipping 
container. 

14. The RFID seal of claim 13, Wherein the RFID tag 
outputs a unique code in response to the scanning signal. 

15. The RFID seal of claim 13, Wherein the at least one 
break-away portion is coupled to the main antenna portion by 
one-time contacts. 

16. The RFID seal of claim 13, further comprising: 
a plurality of break-aWay portions. 
17. The container of claim 1, Wherein the tag resonates in 

response to a scanning signal When tuned to the antenna. 
18. The container of claim 1, Wherein the tag outputs a code 

unique to the tag. 
19. The container of claim 1, Wherein the tag resonates in 

response to a scanning signal When tuned to the antenna and 
outputs a code unique to the tag. 
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20. The container of claim 2, Wherein the tag resonates in 

response to the scanning signal When tuned to the antenna. 
21. The RFID seal of claim 13, further comprising: 
a pair of compressible layers betWeen Which the inner layer 

is sandWiched. 
22. The RFID seal of claim 21, Wherein the compressible 

layers are gel-foam layers. 
23. The RFID seal of claim 21, further comprising: 
an intermediate layer disposed betWeen each compressible 

layer and the inner layer. 
24. The RFID seal of claim 21, Wherein the RFID tag 

resonates in response to the scanning signal. 
25. The RFID seal of claim 21, further comprising: 
adhesive on outer surfaces of the RFID seal to secure the 
RFID seal to the door and door jamb of the cargo ship 
ping container. 

26. The container of claim 5, Wherein the at least one seal 
comprises: 

an inner layer on Which the antenna and tag are disposed; 
and 

at least one compressible layer overlying the inner layer. 
27. The container of claim 26, further comprising: 
a pair of compressible layers betWeen Which the inner layer 

is sandWiched. 
28. The container of claim 27, Wherein the compressible 

layers are gel-foam layers. 
29. The container of claim 27, further comprising: 
an intermediate layer disposed betWeen each compressible 

layer and the inner layer. 


