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SYSTEM AND METHOD FOR PROVIDING 
CONTEXT-AWARE COMPUTER 
MANAGEMENT USING SMART 
IDENTIFICATION BADGES 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to systems and 

methods for context-aWare computing, and more particularly 
for context-aWare computer management using a smart 
badge. 

2. Discussion of BackgroundArt 
Context-aWare computing is a ?eld of computer science 

Where computers are provided With sensors for detecting their 
orientation With respect to persons, places or things. Smart 
identi?cation badges are an example of context-aWare com 
puting devices Which contain an array of mini-sensors and 
Wireless technologies for gathering information on their envi 
ronment and communicating With other computers in order to 
provide such services as unlocking doors, and selective 
access to sensitive database information Within various 
secure environments. 

The mini-sensors can use a variety of biometric and stan 
dard technologies to monitor environmental conditions such 
as light, humidity, temperature, and sound levels, as Well as 
spatial motions, voice patterns, and perhaps pheromones. 
Software programs then process this sensor information to 
conclude such things as Who is Wearing a smart badge and for 
hoW long. Researchers in the area of context-aWare comput 
ing include Dr. Mark Smith at Hewlett-Packard Labs in Palo 
Alto and Gerald Maguire, professor of data communications 
at the SWedish Royal Institute of Technology. 

Dr. Smith, for example, has developed a badge siZe Secure 
PAD Which an employee picks up each morning, registers and 
authenticates in a secure booth, and carries on their person 
While at Work. The badge communicates With beacons dis 
tributed throughout an of?ce environment Which respond to 
the badge by selectively opening doors and providing prede 
termined sets of information and functionality on secure com 
puter systems. At the end of the day the badge is selectively 
inactivated. Presideo Inc., of Sebastian, Fla. also manufac 
tures similar security systems as described on their Web site at 
http://WWW.presideo.com. 

FIG. 1 is a data?oW diagram of a prior art system 100 for 
interfacing With smart identi?cation badges. In the system 
100 credentials for several Wearers are authenticated and 
doWnloaded into their respective smart badges 102, 104, 106, 
and 108. A computer 110 connected to a narroW infrared (IR) 
beacon 112 selectively communicates With the badges 102 
108. The beacon 112 by design has a short distance and 
narroW visibility range so that only one smart badge Worn by 
an employee sitting right in front of the computer 110 is 
visible to the beacon 112 at any one time. The prior art 
considers this narroW range of visibility as a Way to increase 
the system’s 100 overall security. 
A system service module 114 Within the computer 110 

communicates 111 With the smart badges through the beacon 
112. When a ?rst one 104 of the smart badges 102-108 
becomes visible to the beacon 112, the service 114 queries the 
badge 104 for a set of credentials and, if the credentials are 
authentic, instructs the computer 110, perhaps using 
Microsoft Corporation’s Graphical Identi?cation and 
Authentication (GINA) 116 and OS Logon 118 modules, to 
log the employee carrying the badge 104 on to the computer 
110. If the badge 104 is no longer visible to the beacon 112, 
the service 114 the GINA 116 to lock the computer 110 and 
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2 
blank the computer display even though the employee 
remains logged on. Then, should the badge 104 become vis 
ible again, the service 114 instructs the GINA 116 to unlock 
the computer 110 and reactivate the computer display. If a 
second smart badge 106 becomes visible 120 to the computer 
110, during a time When the ?rst badge 104 is invisible to the 
beacon 112, the system service 114 instructs the GINA 116 to 
log-off the employee assigned to the ?rst badge 104, and 
log-on the employee assigned to the second badge 106. 
The system 100 is limited to alloWing only one Wearer to be 

logged on at any one time and requires that such Wearer sit 
right in front of the computer 110 before unlocking the com 
puter and display. Database security is thus achieved by log 
ging only one Wearer on a time. The Wearer then runs a 

softWare application to access data in the database. The 
GINA’s 116 role in controlling access to the database is by 
controlling Which Wearer logs on to the computer 110. In 
many operational settings, hoWever, such an implementation 
is aWkWard to use. Furthermore, the prior art system 100 does 
not even begin to exploit the smart badge’s 102-108 full 
capabilities for providing contextual information to the com 
puter 110. 
What is needed is a system and method for context-aWare 

computer management using a smart badge that overcomes 
the problems of the prior art. 

SUMMARY OF THE INVENTION 

The present invention is a system and method for context 
aWare computer management. The method of the present 
invention includes the steps of: assigning database informa 
tion one of several clearance levels; assigning each smart 
badge Within a set of visible smart badges one of the clearance 
levels; identifying smart badges having a loWest clearance 
level; and providing access to database information having 
clearance levels no higher than the loWest clearance level. 

In other aspects of the invention, the method may include 
the steps of: con?guring a predetermined smart badge visibil 
ity range; updating the set of visible smart badges in response 
to a change in smart badge visibility status, and recalculating 
the loWest clearance level in response to the change in smart 
badge visibility status; recording the smart badge visibility 
status of each smart badge Within an activity log; preventing 
database access to smart badge Wearers When the Wearer’s 
smart badge visibility status is set to invisible longer than a 
predetermined timeout; reading and Writing data items from 
and to the smart badges; de?ning a badge removal con?dence 
level indicating Whether each smart badge has been continu 
ously Worn by corresponding assigned smart badge Wearers; 
assigning a smart badge time-to-live parameter to each of the 
smart badges; and inactivating a smart badge Whose time-to 
live parameter has been exceeded. 
The system of the present invention includes a database 

storing information differentiated by a plurality of clearance 
levels; a Wide-angle RF beacon; a set of smart badges, in 
communication With the beacon, each badge assigned one of 
the clearance levels; a system service module, connected to 
the beacon, for identifying a loWest clearance level assigned 
to the smart badges; and a softWare application, connected to 
the service module and the database, for providing access to 
information Within the database having clearance levels no 
higher than the loWest clearance level. 

In other aspects of the invention, the system may include a 
second diffuse IR beacon, coupled to the service module, for 
location aWareness and perhaps limited to detecting smart 
badges Within a Workroom; the smart badges may also 
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include biometric sensors for detecting When a smart badge 
has been removed from an assigned smart badge Wearer. 

The system and method of the present invention are par 
ticularly advantageous over the prior art because a customi 
Zable softWare application provides access to information 
based on clearance levels of those smart badge Wearers vis 
ible to the beacons. Also, the Wide angle ?rst beacon enables 
the service module to monitor and communicate With all 
smart badges Within a prede?ned area instead of just those 
smart badge Wearers very close to or in front of the system. 

These and other aspects of the invention Will be recogniZed 
by those skilled in the art upon revieW of the detailed descrip 
tion, draWings, and claims set forth beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a data?oW diagram of a prior art system for 
interfacing With smart identi?cation badges; 

FIG. 2 is a data?oW diagram of an embodiment of a system 
for context-aWare computer management using smart 
badges; and 

FIG. 3 is a ?owchart of an embodiment of a method for 
context-aWare computer management using smart badges. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIG. 2 is a data?oW diagram of an embodiment of a system 
200 for context-aWare computer management using smart 
badges. The system 200 includes a computer 202 coupled to 
a ?rst Wireless beacon 204, a second Wireless beacon 206, and 
a database 208. The system 200 also includes one or more 
smart badges 210, 212, 214, and 216 in communication With 
the computer 202 through the beacons 204, 206. The com 
puter 202 may or may not be netWorked With other computers 
in a client/ server topology. 

The smart badges 210-216 are context-aWare devices 
Which improve upon a design developed by Dr. Mark Smith at 
HeWlett-Packard Labs in Palo Alto called SecurePad. The 
badges communicate With the beacons 204, 206 using either 
Radio Frequency (RF) and/or Infrared (IR) technology. The 
badges contain various biometric and other sensors for detect 
ing and monitoring the badges’ surroundings, including those 
persons Wearing and/or objects a?ixed to the badges. While 
the folloWing speci?cation discusses an embodiment of the 
present invention Where the badges are Worn by people in a 
Workroom, those skilled in the art Will recogniZe that the 
present invention in other embodiments can be used in a 
variety of other applications. 

The smart badges are preferably activated, and initialiZed 
Within a standard security booth. Within the booth a smart 
badge Wearer folloWs a traditional security protocol (i.e. such 
as typing a passWord on keyboard, or displaying a ?nger 
print) to activate and initialiZe a badge. As part of initialiZa 
tion all smart badge credentials are reset, previously stored 
data is erased, and a neW set of data may be doWnloaded into 
a data storage area Within the smart badge. 

The ?rst beacon 204 includes a transmitter and a receiver 
for establishing a communications link betWeen the computer 
202 and the smart badges 210-216. The ?rst beacon 204 is 
preferably a Wide angle device Which can simultaneously 
detect and communicate With several smart badges. The ?rst 
beacon 204 preferably communicates With the smart badges 
using an RF signal. RF signals can pass through Walls, doors, 
?le cabinets and other blocking objects and thus provides a 
more reliable communications link than IR. The second bea 
con 206 is preferably a diffuse IR device Which Works in 
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4 
conjunction With an RF ?rst beacon 202. Since Walls, doors, 
WindoW, and etc. block IR signals, the second beacon 206 
helps the computer 202 distinguish betWeen smart badges 
Within the Workroom and smart badges passing by in a hall 
Way outside of the Workroom. 

The database 208 preferably stores information having a 
plurality of con?dentiality levels. Each smart badge Wearer 
may have one of several different clearance levels assigned to 
their smart badge during the activation and initialiZation pro 
cedure. For example, if the information includes con?dential 
patient medical records Within a hospital setting, a ?rst smart 
badge Wearer, Who is a doctor, may have a clearance level 
permitting accessibility to a ?rst set of records and/ or ?elds in 
the database 208, While a second smart badge Wearer, Who is 
a nurse, may have a clearance level permitting accessibility to 
a second set of records and/or ?elds in the database 208, 
Which may or may not overlap With the ?rst set of records and 
?elds. Those skilled in the art recogniZe that the information 
in the database 208 could alternatively be business records in 
a corporate setting, ?nancial records at a bank, or any other 
type of information. 

While the entire system 200 is preferably located Within 
the Workroom, only some sort of user interface (eg a display 
terminal and a keyboard) and the second beacon 206 need to 
be located Within the Workroom. 

Within the computer 202 there is a system service module 
218, an activity log 220, and a softWare application module 
222. The computer 202 is initially and preferably booted up 
by a trusted system administrator, after Which the system 
service 218 is automatically activated as a background pro 
cess. The system administrator then logs on to the computer 
202 using standard logon procedures. Once logged on, the 
administrator launches the softWare application 222. 
The service module 218 is coupled to the ?rst beacon 204, 

the second beacon 206, the activity log 220 and the softWare 
application 222. SoftWare Within the service module 218 
normally operates as an ongoing background process respon 
sive to entry and exit of smart badges from the Workroom. 
Those skilled in the are Will recogniZe that While the system 
service 218 is described With reference to a Microsoft Cor 
poration WindoWs NT environments consisting of back 
ground services, functionality Within the system service 218 
module could easily be implemented by demons Within a 
UNIX environment, or in another application program. 
Throughout operation, the service module 218 continually 
records and updates a variety of context-aWare information in 
the activity log 220 regarding the smart badges 210-216, their 
status, and con?guration. 
The application 222 provides database 208 access to only a 

predetermined set of smart badge Wearers. The application 
222 also includes database management code for selectively 
retrieving and displaying sets of records and/ or ?elds Within 
the database 208 corresponding to the clearance level of each 
smart badge Wearer Within the Workroom. The application 
222 also may provide differing levels of softWare application 
functionality based on the clearance levels. Thus, the appli 
cation provides data access security by cooperating With the 
system service 218 and consulting the activity log 220 for a 
list of Wearers present Within the Workroom and their corre 
sponding clearance levels. Preferably, the Wearers are not 
actually logged on and off of the computer 202, but rather are 
either provided or denied access to the database 208 and 
functionality on the computer 202. 

Returning to the hospital setting example, When the doctor 
is in the Workroom, the application 222 permits retrieval and 
display of the ?rst set of records and ?elds, hoWever, should 
the nurse enter the Workroom, the application 222 preferably 
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permits retrieval and display of those records and ?elds Which 
are common to the ?rst and second sets of records and ?elds. 
Later, should a receptionist enter the Workroom Who does not 
have clearance to see any of the records or ?elds, the appli 
cation 222 may deny access to all records and ?elds, and 
blank the computer display, even though the doctor and nurse 
are still in the Workroom. Those skilled in the art Will recog 
niZe that When information is or is not retrievable and dis 
played depends upon each implementation of the softWare 
application 222. 

FIG. 3 is a ?owchart of an embodiment of a method for 

context-aWare computer management using smart badges. A 
computer-usable medium embodying computer program 
code for the context-aWare computer management is pro 
vided. The method begins in step 302 Where Wearers enter a 
secure booth and authenticate their smart badge. During 
authentication, the smart badge is reset to an initial state. 
Resetting the badge erases all prior credentials and stored 
data. 

In step 304, the service module 218 con?gures the beacons 
204, 206 to a predetermined smart badge ?eld of visibility. 
While preferably, smart badge visibility is de?ned as those 
smart badges Which are in communication With both beacons 
204 and 206, smart badge visibility range can also be adjusted 
by limiting transmitter poWer or receiver sensitivity of the 
smart badges 210-216, the ?rst beacon 204, and/or the second 
beacon 206. In this latter, less favored implementation, ?rst, 
the ?rst and second beacons’ 204, 206 transmitter output and 
the receiver sensitivity of the smart badges 210-216 are all set 
at their maximum to ensure that the computer 202 can send 
commands to the smart badges 210-216. Then smart badge 
visibility is limited through predetermined adjustments to the 
beacons’ 204, 206 reception sensitivity and/or the smart 
badges’ 210-216 transmitter poWer. 

In step 306, the service module 218 establishes communi 
cations With all visible smart badges. As discussed before, the 
smart badges 210-216 Which are visible are preferably all 
located someWhere Within the Workroom. 

Next in step 308, the service module 218 con?gures each of 
the visible smart badges. As part of con?guration, the service 
module 218 de?nes a VisibleTimeout variable Which speci 
?es a predetermined period of time during Which one or more 
of the smart badges can be invisible to (i.e. out of communi 
cation With) one or more of the beacons 204, 206. 

The service module 218 can also set a variety of other smart 
badge variables, such as a TimeToLive variable, a LostBadge 
Timeout variable, as Well as internal clock and calendar vari 
ables. The TimeToLive variable sets an expiration period for 
the smart badge, Which upon expiration, the smart badge 
automatically de-authenticates itself and erases all internally 
stored data. Preferably, the TimeToLive variable is set to a 
little longer than a standard Work day. 

The LostBadgeTimeout variable, speci?es a time before 
the smart badge sounds an audible alarm, such as a beep, once 
the biometric sensors in the smart badge determine that the 
badge is no longer on the Wearer. Preferably the LostBadge 
Timeout variable is set to one hour. 

In step 310, When a smart badge is no longer visible the 
service module 218 changes that smart badge’s status to 
invisible in the activity log 220 and sends a smart badge 
timeout message to the application 222. The VisibleTimeout 
variable permits badge Wearers to Walk throughout the Work 
room and be invisible for a predetermined period of time 
Without being identi?ed Within the activity log 220 as invis 
ible. Preferably the V1sibleTimeout predetermined period of 
time is set to ?ve seconds. 
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6 
In step 312, every 500 msec or so the service module 218 

sends out a general transmit heartbeat command to all smart 
badges Within the Workroom. In response, each smart badge 
transmits a heartbeat status message to the service module 
218, Which is received by the service module 218 in step 314. 
The heartbeat status message includes a predetermined set 

of badge status information, such as: smart badge identi?ca 
tion (ID) number; badge removal con?dence; badge 
removed; time-to-live; reset state; activation state; initializa 
tion state; badge activated; badge initialized; ID card on 
badge; ID card removed at least once; and battery state of 
charge. Note, the ID card is preferably a standard employee 
site badge. During authentication, Wearers are required to 
insert their ID card in a slot on top of their smart badge. A 
sensor on the smart badge detects Whether the ID card 
remains in the slot. Those skilled in the art Will recogniZe that 
many other codes may also be included in the heartbeat. 
The smart badge ID number is unique and permanently 

stored Within each smart badge. The badge removal con? 
dence is a variable Which indicates a con?dence level that the 
smart badge has been continuously Worn by the smart badge 
Wearer. Badge removal con?dence is programmed by the 
smart badge’s biometric sensors to betWeen “0 to 7,” Where 
“0” indicates With certainty that the badge Was Worn at all 
times by the Wearer, and “7” indicates With certainty that at 
some time the badge Was Worn by a different Wearer. 

In step 316, the service module 218 stores each smart 
badge’s heartbeat status and status changes in the activity log 
220. Smart badge status changes include smart badge Wearer 
enters the Workroom, smart badge Wearer leaves the Work 
room, and heartbeat status changes. 

In step 318, the service module 218 responds to requests 
from the softWare application 222 for information stored 
Within the activity log 220. In step 320, the softWare applica 
tion 222 selectively displays information on the computer 
display in response to the activity log information and the 
application’s 222 programming. In step 322, the softWare 
application 222 also selectively provides functionality on the 
computer 202 in response to the activity log information and 
the application’s 222 programming. In step 324, the service 
module 218 updates the activity log 220 as smart badge status 
changes. 

In step 326, the service module 218 read and/or Writes 
binary data from/to the smart badge in response to commands 
from the application 222. Data items may include security 
passWords/ cookies and/ or other Wearer speci?c personaliZed 
data. The data is preferably passWord protected and commu 
nication betWeen the service module 218 and the smart badge 
can be either synchronous or asynchronous. Asynchronous 
data transfer tolerates a momentary loss of smart badge vis 
ibility during data transfer, such as When Wearer moves about 
the Workroom. 

In step 328, the service module 218 periodically pre-reads 
a predetermined set of frequently used data from the smart 
badges. Pre-reading is de?ned as When the service module 
218 reads data items from the smart badge during otherWise 
idle times When the badge is visible to the beacon 204, but no 
communications betWeen the service module 218 and the 
badge are otherWise required. The pre-read function enables 
the softWare application 222 to be more responsive. 

In step 330, the service module 218 selectively deletes data 
items from the smart badge in response to application 222 
commands. 

While one or more embodiments of the present invention 
have been described, those skilled in the art Will recogniZe 
that various modi?cations may be made. Variations upon and 
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modi?cations to these embodiments are provided by the 
present invention, Which is limited only by the following 
claims. 
What is claimed is: 
1. A computer-implemented method comprising: 
assigning information stored on a computer a plurality of 

clearance levels; 
assigning each smart badge Within a set of smart badges a 

corresponding one of the clearance levels; 
using a Wireless beacon to detect Which smart badges are 

located Within a prede?ned boundary; 
identifying a loWest clearance level from among the clear 

ance levels assigned to the smart badges Within the 
boundary; and 

providing access to that sub-set of the information having 
a clearance level no higher than the loWest identi?ed 
clearance level. 

2. The method of claim 1 further comprising: 
de?ning those smart badges Within the boundary as a set of 

visible smart badges; and 
updating the set of visible smart badges in response to a 

change in smart badge visibility status. 
3. The method of claim 2 further comprising: 
recalculating the loWest clearance level in response to the 

change in smart badge visibility status. 
4. The method of claim 2 further comprising: 
recording the smart badge visibility status of each smart 

badge Within an activity log. 
5. The method of claim 2 further comprising: 
preventing access to the information When the smart badge 

visibility status is set to invisible for a predetermined 
timeout. 

6. The method of claim 1 Wherein providing includes: 
providing access to smart badge Wearers assigned to the 

smart badges. 
7. The method of claim 1 further comprising: 
Writing data items to the smart badges. 
8. The method of claim 7 further comprising: 
pre-reading the data items from the smart badges during 

idle periods. 
9. The method of claim 1 further comprising 
de?ning a badge removal con?dence level indicating 

Whether each smart badge has been continuously Worn 
by corresponding assigned smart badge Wearers. 

10. The method of claim 1 further comprising: 
assigning an expiration period to each of the smart badges; 

and 
de-authenticating and erasing all data stored on a smart 

badge Whose expiration period has been exceeded. 
11. The method of claim 1 Wherein the using element 

includes: 
con?guring the prede?ned boundary by varying a sensitiv 

ity level of the Wireless beacon. 
12. The method of claim 1, Wherein providing access to the 

sub-set of information comprises providing access to the 
sub-set of information stored on the computer located Within 
the prede?ned boundary. 

13. The method of claim 1, Wherein the Wireless beacon 
comprises a ?rst Wireless beacon to communicate With the 
smart badges, the method further comprising: 

using a second Wireless beacon to communicate With the 
smart badges, 

Wherein detecting Which smart badges are located Within 
the prede?ned boundary is based on the ?rst and second 
Wireless beacons. 

14. The method of claim 13, Wherein using the second 
Wireless beacon comprises using the second Wireless beacon 
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8 
to communicate With smart badges Within the prede?ned 
boundary and to communicate With smart badges outside the 
prede?ned boundary through one or more blocking objects 
de?ning the prede?ned boundary, and 

using the ?rst Wireless beacon comprises using the ?rst 
Wireless beacon to communicate With smart badges 
Within the prede?ned boundary, Wherein the ?rst Wire 
less beacon is blocked from communicating With smart 
badges outside the prede?ned boundary by the one or 
more blocking objects. 

15. The method of claim 14, Wherein using the ?rst Wire 
less beacon comprises using an infrared beacon, and Wherein 
using the second Wireless beacon comprises using a radio 
frequency beacon. 

16. A method for context-aWare computer management 
comprising: 

assigning database information a plurality of clearance 
levels; 

assigning each smart badge Within a set of smart badges a 
corresponding one of the clearance levels; 

using a Wireless beacon to detect Which smart badges are 
located Within a prede?ned physical boundary; 

identifying a loWest clearance level from among the clear 
ance levels assigned to the smart badges Within the 
boundary; 

providing access to that sub-set of the database information 
having a clearance level no higher than the loWest iden 
ti?ed clearance level on a computer located Within the 
prede?ned physical boundary; 

de?ning those smart badges Within the boundary as a set of 
visible smart badges; 

updating the set of visible smart badges in response to a 
change in smart badge visibility status; and 

recalculating the loWest clearance level in response to the 
change in smart badge visibility status. 

17. A system for context-aWare computer management 
comprising: 
means for assigning database information a plurality of 

clearance levels; 
means for assigning each smart badge Within a set of smart 

badges a corresponding one of the clearance levels; 
means for using a Wireless beacon to detect Which smart 

badges are located Within a prede?ned physical bound 
ary; 

means for identifying a loWest clearance level from among 
the clearance levels assigned to the smart badges Within 
the boundary; 

means for providing access to that sub-set of the database 
information having a clearance level no higher than the 
loWest identi?ed clearance level on a computer located 
Within the prede?ned physical boundary; 

means for de?ning those smart badges Within the boundary 
as a set of visible smart badges; 

means for updating the set of visible smart badges in 
response to a change in smart badge visibility status; and 

means for recalculating the loWest clearance level in 
response to the change in smart badge visibility status. 

18. A system for context-aWare computer management 
comprising: 

a database, including information differentiated by a plu 
rality of clearance levels; 

a ?rst Wireless beacon; 
a set of smart badges, detected by the ?rst Wireless beacon 

to be Within a prede?ned boundary, each badge assigned 
a corresponding one of the clearance levels; 

a computer located Within the boundary; 
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a system service module, coupled to the ?rst Wireless bea 
con, for identifying a lowest clearance level from among 
the clearance levels assigned to the smart badges Within 
the boundary; and 

a software application, coupled to the system service mod 
ule and the database, for providing access to that sub-set 
of the information Within the database having a clear 
ance level no higher than the loWest identi?ed clearance 
level on the computer. 

19. The system of claim 18, Wherein the ?rst beacon 
includes: 

a Wide angle RF beacon. 
20. The system of claim 18, further comprising: 
a second diffuse IR beacon, coupled to the service module, 

limited to detecting smart badges Within the prede?ned 
boundary. 

21. The system of claim 18, Wherein the smart badges 
include: 

biometric sensors for detecting When a smart badge has 
been removed from an assigned smart badge Wearer. 

22. The system of claim 18, Wherein the service module 
de?nes those smart badges Within the boundary as a set of 
visible smart badges, and recalculates the loWest clearance 
level in response to a change in a visibility status. 

23. The system of claim 18, Wherein the application logs 
smart badge Wearers assigned to visible smart badges onto the 
computer. 
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24. A system comprising: 
storage to store sub-sets of information associated With 

corresponding plural clearance levels; 
a ?rst Wireless beacon to communicate Wirelessly With 

badges Within a prede?ned region, each of the badges 
associated With one of the plural clearance levels; 

a module to identify a loWest clearance level from among 
the clearance levels of the badges Within the prede?ned 
region; and 

softWare to provide access to one or more sub-sets of 

information in the storage having one or more clearance 
levels no higher than the identi?ed loWest clearance 
level. 

25. The system of claim 24, further comprising: 
a second Wireless beacon to communicate Wirelessly With 

badges Within the prede?ned region and at least one 
badge outside the prede?ned region, 

Wherein the ?rst Wireless beacon is unable to communicate 
With the at least one badge outside the prede?ned region, 

the module to detect the badges that are Within the pre 
de?ned region based on the ?rst and second Wireless 
beacons. 

26. The system of claim 25, Wherein the second Wireless 
beacon comprises a radio frequency beacon, and the ?rst 
Wireless beacon comprises an infrared beacon. 

* * * * * 


