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MOBILE PAYMENT DEVICE 

RELATED APPLICATION 

This application is a Divisional of US. Nonprovisional 
application Ser. No. 12/188,346, by Narendra et al., ?ledAug. 
8, 2008, Which is incorporated herein by reference in its 
entirety for all purposes. 

FIELD 

The present invention relates generally to contactless com 
munications devices, and more speci?cally to small radio 
frequency identi?cation (RFID) cards. 

BACKGROUND 

RFID “tags” can be separated into tWo broad categories: 
active tags and passive tags. Active tags are characterized by 
a local poWer source such as a battery. Active tags generally 
transmit information by broadcasting on an RF carrier fre 
quency of choice using a locally generated RF carrier. Active 
tags are typically used to transmit over long distances, often 
referred to as “far ?eld communications” (FFC). Antennas 
used With active RFID tags tend to be large to alloW for the 
communications over long distances. 

Passive tags are not poWered. Passive tags derive the 
energy needed to poWer the tag from an interrogating RF 
?eld, and use that energy to transmit response codes by modu 
lating the impedance that the antenna presents to the interro 
gating ?eld, thereby modulating the signal re?ected back to 
the reader antenna. Passive tags are typically used to transmit 
over short distances, often referred to as “near ?eld commu 
nications” (NFC). For example, passive tags operating at 
13 .5 6 MHZ are typically designed to communicate With RFID 
readers a feW centimeters aWay. 

Passive tags are typically connected to “loop antennas.” 
One example of a loop antenna is shoWn in US. Pat. No. 
6,568,600, issued to Carpier et al. on May 27, 2003 (the ’600 
patent). The device described in the ’600 patent is recogniZ 
able as a “credit card siZed” passive RFID card (more speci? 
cally, a card that conforms to ISO 7816 siZe requirements). 
The loop antenna is necessarily large because passive tags are 
poWered using energy received by the antenna from signals 
transmitted by the RFID reader. 

FIG. 12 shoWs a poWer supply voltage developed over time 
by rectifying a voltage induced in a loop antenna in the 
presence of an interrogating RF ?eld. Once the poWer supply 
voltage reaches a critical value, the tag is poWered up and can 
operate. As the antenna siZe is reduced, it takes longer for the 
poWer supply voltage to reach the critical value, and the tag 
operation may not meet response time speci?cations. BeloW 
a certain antenna siZe, the poWer supply voltage may never 
reach the critical value, and the tag may never poWer up. 

Antenna design for RFID applications is described in a 
Microchip Technology, Inc. application note entitled 
“Antenna Circuit Design for RFID Applications” by Youbok 
Lee, Ph.D., published in 2003 (no month given). Dr. Lee’s 
application note describes in great detail hoW to determine 
siZe requirements for a passive RFID tag antenna to operate at 
13.56 MHZ. On page 5 of the application note, Dr. Lee shoWs 
that the optimum radius of the loop antenna coil is equal to 
1.414 times the required read range. This analysis con?rms 
that for a read range on the order of a feW centimeters, a credit 
card siZed loop antenna can be made near optimal. 

Passive tags are seeing Widespread use in many applica 
tions. For example, mobile device manufacturers are embed 
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2 
ding passive RFID tags in mobile devices for NFC applica 
tions. Example mobile applications include, but are not 
limited to, ticketing and mobile payments. US. Pat. No. 
7,333,062 issued to LeiZerovich et al. on Feb. 19, 2008 (the 
’062 patent) shoWs a mobile phone With an integrated loop 
antenna for an NFC device. As shoWn in the ’062 patent, the 
mobile phone provides the real estate necessary to implement 
a loop antenna at 13.56 MHZ. 

There have been attempts to implement passive tags in 
smaller mobile devices. These attempts have met With limited 
success due in part to the siZe of the loop antenna. For 
example, FIG. 13 shoWs an RFID tag implementation in a 
secure digital (SD) memory card manufactured by Wireless 
Dynamics, Inc. of Calgary, Alberta Canada. Card 1300 
includes an antenna, but the SD card is signi?cantly oversiZed 
as a result. Also for example, US. Patent Application Publi 
cation No.: US 2006/0124755 A1 shoWs a memory card hav 
ing a passive tag, but the card must be inserted into a slot to 
access a loop antenna on a different device. In this implemen 
tation, mobile device real estate is still relied upon for loop 
antenna implementation. It can be seen, therefore, that the 
siZe of antennas are proving to be a barrier to further minia 
turiZation of passive RFID tags. 
A need exists for a small footprint RFID tag that does not 

rely on an external device to house an antenna. A need also 
exists for a memory card compatible RFID tag that is com 
patible With standard memory card slots on mobile devices. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a mobile computing device and a small RFID 
card compatible With a memory card slot; 

FIG. 2 shoWs a block diagram of a mobile computing 
device; 

FIGS. 3A-3B shoW block diagrams of memory card com 
patible RFID cards With integrated inductive elements; 

FIG. 4 shoWs a photograph of a memory card compatible 
RFID card With an integrated inductive element; 

FIG. 5 shoWs a data portion of a memory card Write com 

mand; 
FIG. 6-11 shoW ?oWcharts of methods in accordance With 

various embodiments of the present invention; 
FIG. 12 shoWs a poWer supply voltage developed over time 

by rectifying a voltage induced in a loop antenna in the 
presence of an interrogating RF ?eld; and 

FIG. 13 shoWs a prior art RFID tag implementation in a 
secure digital (SD) memory card. 

DESCRIPTION OF EMBODIMENTS 

In the folloWing detailed description, reference is made to 
the accompanying draWings that shoW, by Way of illustration, 
various embodiments of an invention. These embodiments 
are described in su?icient detail to enable those skilled in the 
art to practice the invention. It is to be understood that the 
various embodiments of the invention, although different, are 
not necessarily mutually exclusive. For example, a particular 
feature, structure, or characteristic described in connection 
With one embodiment may be implemented Within other 
embodiments Without departing from the spirit and scope of 
the invention. In addition, it is to be understood that the 
location or arrangement of individual elements Within each 
disclosed embodiment may be modi?ed Without departing 
from the spirit and scope of the invention. The folloWing 
detailed description is, therefore, not to be taken in a limiting 
sense, and the scope of the present invention is de?ned only 
by the appended claims, appropriately interpreted, along With 



US 8,072,331 B2 
3 

the full range of equivalents to Which the claims are entitled. 
In the drawings, like numerals refer to the same or similar 
functionality throughout the several vieWs. 

FIG. 1 shoWs a mobile computing device and a small RFID 
card compatible With a memory card slot. Mobile computing 
device 110 is shoWn as a mobile phone in FIG. 1, but this is not 
a limitation of the present invention. For example, mobile 
computing device 110 may be a personal digital assistant 
(PDA), a smartphone, a mobile phone, a handheld computer, 
a desktop computer, or any other device capable of operating 
as described herein. 

Mobile computing device 110 includes memory card slot 
112. Memory card slot 112 is a slot capable of accepting 
RFID card 120. For example, memory card slot 112 may have 
physical dimensions compatible With RFID card 120, and 
may have a communications interface that operates using a 
protocol compatible With RFID card 120. In some embodi 
ments of the present invention, memory card slot 112 is a 
memory card slot designed to accept and communicate With 
memory cards. As used herein, the term “memory card slot” 
refers to any add-on slot capable of accepting a card having 
memory accessible by a mobile computing device such as that 
shoWn in FIG. 1. For example, a memory card slot may be 
compatible With an industry standard communications pro 
tocol, or may be compatible With a Widely accepted commu 
nications protocol that is not necessarily formally docu 
mented as an industry standard. Examples include slots that 
are compatible With the Multimedia Memory Card (MMC) 
protocol, Memory Stick DUO protocol, secure digital (SD) 
protocol, and Smart Media protocol. The foregoing list is 
meant to be exemplary, and not exhaustive. Memory card slot 
112 may be compatible With many memory card slot proto 
cols other than those explicitly listed above Without departing 
from the scope of the invention. 
RFID card 120 includes electrical contacts 122 as part of a 

host interface that communicates With memory card slot 112. 
For example, electrical contacts 122 may provide connectiv 
ity compliant With a communications protocol for memory 
cards. RFID card 120 includes RFID functionality, and may 
also include memory accessible by mobile computing device 
110. For example, in some embodiments, RFID card 120 
includes a smartcard controller and an inductive element 
capable of interacting With an NFC reader (e. g., an ISO 14443 
compliant interface). In other embodiments, RFID card 120 
does not include memory accessible by mobile computing 
device 110. RFID card 120 may include functionality beyond 
memory and RFID. 

In various embodiments of the present invention, the RFID 
functionality in RFID card 120 is accessed by mobile com 
puting device 110 using memory card access commands 
already de?ned foruse in memory card slot 112.Accordingly, 
the various embodiments of the present invention enable the 
implementation of RFID functions beyond memory accesses 
Without de?ning neW commands. In some embodiments, neW 
commands for the RFID card are embedded inside the data 
bits subsequent to memory card read/Write commands. RFID 
card 120 then decides if the incoming data bits are meant for 
regular read/Write memory functions or for RFID functions. 
In other Words, functions in addition to standard memory card 
functions may be accessed through commands “hidden” in 
the data stream that can be exchanged using existing memory 
card access commands and functions. According to the vari 
ous embodiments of the invention, both existing memory card 
functions and RFID functions may be implemented Without 
requiring changes in hoW the host protocol is built. 

The combination of mobile computing device 110 and 
RFID card 120 may be used for any purpose. For example, in 
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4 
some embodiments, RFID card 120 may interact With a point 
of-sale payment device to effect mobile payments. Also for 
example, in some embodiments, RFID card 120 may be used 
in Wave-and-pay ticketing in mass transit environments, such 
as MIFARE. 

FIG. 2 shoWs a block diagram of a mobile computing 
device. Mobile computing device 110 includes antenna 240, 
radio circuits 230, processor 210, memory 220, and memory 
card slot 112. In some embodiments, mobile computing 
device 110 is a mobile phone, or includes mobile phone 
functionality. For example, antenna 240 and radio circuits 
230 may be utiliZed to communicate With a cellular telephone 
netWork. Further, in some embodiments, mobile computing 
device 110 is a Wireless local area netWork (WLAN) or Wire 
less Wide area netWork (WWAN) device. For example, 
antenna 240 and radio circuits 230 may be utiliZed to com 
municate With a Wireless access point. In some embodiments, 
antenna 240 and radio circuits 230 are omitted, and mobile 
computing device 110 does not utiliZe Wireless connectivity. 

Processor 210 represents a processor capable of commu 
nicating With the other blocks shoWn in mobile computing 
device 110. For example, processor 210 may be a micropro 
cessor, a digital signal processor (DSP), a microcontroller, or 
the like. Further, processor 210 may be formed from state 
machines or other sequential logic. In operation, processor 
210 may read instructions from memory 220 and perform 
actions in response thereto. For example, processor 210 may 
execute program instructions that in?uence communications 
betWeen mobile computing device 110 and a device coupled 
to memory card slot 112. 
Memory card slot 112 is described above With reference to 

FIG. 1. Memory card slot 112 includes circuitry compatible 
With RFID card 120. Mobile computing device 110 may 
communicate With RFID card 120 by using a standard set of 
memory card access commands. For example, processor 210 
may use memory card Write commands to Write to memory in 
RFID card 120, and may use memory card read commands to 
read from memory in RFID card 120. 

Mobile computing device 110 may access the RFID func 
tionality in RFID card 120 using “hidden” commands embed 
ded in memory card access commands. For example, a 
memory card Write command may include a unique data 
string to identify the memory card Write command as a com 
mand to be diverted for purposes other than a memory Write. 
In addition, the sector address provided With the memory card 
Write command may be set to a particular address value to 
further identify the memory card Write command as a com 
mand to be diverted. In addition to speci?c address/ data val 
ues to identify the memory card access command as a com 

mand to be diverted for a purpose other than a memory access, 
the memory access command may include data bits to further 
specify the type and function of hidden command. Example 
formats of hidden commands are described further beloW. In 
some embodiments, a read command is issued right after a 
Write command to enable data How from the non-memory 
card functions to the host, Where the Write command’s data 
had the hidden commands. The combination of a memory 
card Write command and a memory card read command can 
be used in this manner to form a hidden read command. 

In some embodiments, memory card slot 112 is poWered 
doWn after periods of inactivity to save poWer. For example, 
memory card slot 112 may be poWered up When processor 
210 issues a memory card Write or read command, but may 
then be poWered doWn to save poWer. When memory card slot 
112 is poWered doWn, any device coupled to the memory card 
slot is also poWered doWn. For example, if RFID card 120 
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(FIG. 1) is coupled to the memory card slot, then RFID card 
120 is powered down when memory card slot 112 is powered 
down. 

In various embodiments of the present invention, processor 
210 executes software resident in memory 220 to maintain 
power to memory card slot 112 (and to RFID card 120). For 
example, periodic hidden commands may be sent to RFID 
card 120 for the purpose of keeping power applied while 
RFID card 120 is expected to be providing RFID functional 
ity. Also for example, a hidden command may be sent to RFID 
card 120 for the purpose of cycling power to a smartcard 
controller resident on the card. These hidden commands are 
described further below with respect to later ?gures. 

FIG. 3A shows a block diagram of a memory card compat 
ible RFID card with an integrated inductive element. RFID 
card 300 represents possible embodiments of RFID card 120 
(FIG. 1). RFID card 300 includes host interface 310, memory 
card controller 340, memory 360, smartcard controller 340, 
program memory 332, and small inductive element 350. 
RFID card 300 is capable of communicating with a memory 
card slot in a mobile computing device. Further, RFID card 
300 does not require memory card slots to implement 
extended input/output functions. For example, and not by 
way of limitation, in SD embodiments, RFID card 300 is 
operable in any SD memory card slot, and does not require a 
secure digital input output (SDIO) memory card slot. 

Host interface 310 includes electrical contacts to interface 
with a memory card slot. For example, host interface 310 
includes contacts such as contacts 122 (FIG. 1). Also for 
example, in some embodiments, host interface 310 includes 
recessed electrical contacts. Host interface 310 may also 
include circuitry such as drivers, receivers, terminations, and 
the like. 

In embodiments represented by FIG. 3A, memory card 
controller 340 communicates with the mobile device using 
memory card access commands. Memory card controller 340 
also communicates with memory 360. Memory card control 
ler 340 determines whether each command should result in a 
memory operation with memory 360, whether a hidden com 
mand should be diverted to smartcard controller 330, or 
whether memory card controller 340 should take action in 
response to a hidden command. In some embodiments, 
memory card controller 340 executes instructions that are 
stored in an internal memory or stored in memory 360. In 
some embodiments, memory card controller 340 includes 
special purpose hardware useful to determine whether a com 
mand should be diverted. In other embodiments, memory 
card controller 340 may be a microcontroller identical in all 
respects to a controller found in memory cards, except for the 
program that it executes. 
Memory 360 may be any type of volatile or non-volatile 

memory. For example, memory 360 may be volatile memory 
such as static random access memory (SRAM) or dynamic 
random access memory (DRAM). Also for example, memory 
360 may be nonvolatile memory such as NOR FLASH 
memory or NAND FLASH memory. In various embodiments 
of the present invention, memory 360 represents memory that 
is accessed by a mobile computing device using memory card 
access commands de?ned for that purpose. 
When RFID card 300 is communicating with a memory 

card slot in a mobile computing device, the mobile computing 
device may send a memory card access command in order to 
access memory 360. Also for example, the mobile computing 
device may send a memory card access command that con 
tains a hidden command. Memory card controller 340 detects 
the presence of the hidden command, and diverts all or a 
portion of the memory access command to smartcard control 
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6 
ler 330 using communication bus 342. Communication bus 
342 may have any number of conductors and may take any 
form. For example, communication bus 342 may be a serial 
port, a parallel port, or may include multiple data conductors, 
multiple address conductors, and/ or conductors to carry con 
trol signals such as clock signals. In some embodiments, 
memory card controller 340 takes one or more actions in 
response to a hidden command. For example, memory card 
controller 340 may modify clock signals in response to a 
hidden command. 
Memory card controller 340 can detect the hidden com 

mand in many ways. For example, in some embodiments, the 
memory card access command may include a speci?c address 
value or a speci?c data value. Memory card controller 340 
detects commands that include one or both of the speci?c 
address value or speci?c data value and routes the command 
appropriately. The speci?c address value and speci?c data 
value used for this purpose are referred to herein as the hidden 
command address value and the hidden command data value. 

In some embodiments, memory card controller 340 detects 
the presence of hidden commands based only on the hidden 
command address value. In these embodiments, memory card 
controller 340 checks the address value included in a memory 
card access command, and diverts the command (or takes 
some other action) if it matches the hidden command address 
value. In some embodiments, memory card controller 340 
detects the presence of hidden commands based only on the 
hidden command data value. In these embodiments, memory 
card controller 340 checks a data value included in the 
memory card access command, and diverts the command if it 
matches the hidden command data value. In still further 
embodiments, memory card controller 340 detects the pres 
ence of hidden commands based on both the hidden com 
mand address value and the hidden command data value. In 
these embodiments, memory card controller 340 diverts the 
command only if both the memory card access address and 
data match the hidden command address value and data value, 
respectively. 
The hidden command address value and hidden command 

data value may be speci?ed in many ways. For example, all 
RFID cards may be issued with ?xed values. In these embodi 
ments, each time the RFID functions are accessed, the same 
hidden command address and/or data value is included in the 
memory card access command. Also for example, different 
RFID cards may be issued with unique values. In these 
embodiments, each RFID card may provide these values to a 
mobile computing device when queried. Also for example, 
hidden command address and/or data values may be speci?ed 
by the mobile computing device. In still further embodiments, 
hidden command address and data values may be dynamic. 
The hidden command address and data values may change 
each time power is applied or on a periodic basis. 

Smartcard controller 330 receives hidden commands 
diverted by memory card controller 340. Smartcard controller 
330 further interprets the hidden commands and performs 
actions in response thereto. Smartcard controller 330 
executes instructions stored in program memory 332. In some 
embodiments, program memory 332 is embedded in smart 
card controller 330, and in other embodiments, program 
memory 332 is part of memory 360. 

Smartcard controller 330 is a dual interface smartcard con 
troller with one of the interfaces including RFID functional 
ity. In some embodiments, smartcard controller 330 is com 
patible with passive RFID tag readers in NFC applications. 
For example, smartcard controller 330 may be a device 
capable of implementing all orpart of the ISO 14443 standard 
for contactless NFC devices. Also for example, smartcard 
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controller 330 may be a dual interface smartcard controller 
capable of implementing both ISO 7816 and ISO 14443 stan 
dards for contact/contactless requirements. The “Smar‘tMX” 
family of controllers available from NXP of The Netherlands 
are examples of suitable dual interface smartcard controllers. 
These controllers provide RFID functionality at 13.56 MHZ. 
The various embodiments of the present invention operate at 
13 .56 MHZ, but are not limited to operation at this frequency. 
In some embodiments, smartcard controller interoperates 
With MIFARE systems for ticketing applications. 

Smartcard controller 330 receives poWer from the host 
interface. By not receiving poWer from the interrogating RF 
?eld, the necessity of a loop antenna for poWer generation is 
negated. Smartcard controller 330 includes antenna port 334. 
Antenna port 334 is coupled to small inductive element 350. 

Small inductive element 350 includes a coil Wound around 
a magnetic core. The coil is too small to draW poWer from the 
interrogating RF ?eld, but this is not necessary since smart 
card controller 33 0 is poWered by the host device through host 
interface 310. Small inductive element 350 interacts With an 
antenna in an RFID reader similar to the Way that primary and 
secondary coils in a transformer interact. The RFID reader 
has a coil resonant at 13.56 MHZ functioning as the primary 
coil of a transformer. Small inductive element 350 functions 
as the secondary coil of the transformer. Accordingly, the 
transmitter “sees” the impedance of the secondary coil (small 
inductive element 350). Smartcard controller 334 is able to 
modulate re?ected RF signals using circuitry to modify the 
impedance at the antenna port 334. 

Small inductive element 350 can be made very small. For 
example, in some embodiments, RFID card 120 is a miniSD 
card, and small inductive element 350 is small enough to be 
completely contained in the miniSD form factor. A speci?c 
embodiment of a small inductive element in a memory card 
form factor is described beloW With reference to FIG. 4. 

In various embodiments of the invention, memory card 
controller 340 and smartcard controller 330 are implemented 
in many different Ways. For example, in some embodiments, 
the various components are implemented in hardWare. In 
these embodiments, the various components may be imple 
mented as separate integrated circuits, or in a combined inte 
grated circuit. Also for example, in some embodiments, the 
various components may be implemented in softWare, or in a 
combination of hardWare and softWare. In some embodi 
ments, RFID card 300 may include a microprocessor, and the 
components may be implemented as softWare modules run 
ning on the microprocessor. In other embodiments, RFID 
card 300 may include multiple processors, and the compo 
nents may be implemented as softWare modules distributed 
across the multiple processors. 

FIG. 3B shoWs a block diagram of a memory card compat 
ible RFID card With an integrated inductive element. RFID 
card 302 represents possible embodiments of RFID card 120 
(FIG. 1). RFID card 302 includes host interface 310, memory 
card controller 340, memory 360, smartcard controller 340, 
program memory 332, and small inductive element 350, all of 
Which are described above With reference to FIG. 3A. RFID 
card 302 is capable of communicating With a memory card 
slot in a mobile computing device. Further, RFID card 302 
does not require memory card slots to implement extended 
input/output functions. For example, and not by Way of limi 
tation, in SD embodiments, RFID card 302 is operable in any 
SD memory card slot, and does not require a secure digital 
input output (SDIO) memory card slot. 

In embodiments represented by FIG. 3B, smartcard con 
troller 330 receives poWer from memory controller 340. In 
these embodiments, memory controller 340 has direct control 
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over the poWer provided to smartcard controller 33 0. Memory 
controller 340 may apply and/or remove poWer from smart 
card controller 330 in response to commands received over 
the host interface. For example, memory controller 340 may 
receive a hidden command to reset smartcard controller 330 
by causing a reboot through a poWer cycle. 

FIG. 4 shoWs a photograph of a memory card compatible 
RFID card With an integrated inductive element. RFID card 
120 is shoWn in an SD card form factor, although this is not a 
limitation of the present invention. RFID card 120 includes 
electrical contacts 122, memory card controller 340, smart 
card controller 330, memory 360, magnetic core 450, and coil 
452, all a?ixed to circuit board 402. 

Magnetic core 450 and coil 452 implement small inductive 
element 350 (FIG. 3). As can be seen in the photograph, the 
small inductive element ?ts entirely Within the memory card 
form factor. The small inductive element does not provide 
poWer generation for smartcard controller 330, and so does 
not need to be made large for that purpose. 

FIG. 5 shoWs a data portion of a memory card Write com 
mand. Included are hidden command data value 510, status 
?eld 520, passWord ?eld 530, device ID 532, command index 
540, and hidden command related data 550. In the example of 
FIG. 5, the data portion is 512 bytes in length, although this is 
not a limitation of the present invention. Any amount of data 
may be included in the Write command, and each ?eld shoWn 
in FIG. 5 may be any length. 

In the example of FIG. 5, the hidden command data value 
is 256 bits long, although any length may be used Without 
departing from the scope of the present invention. In some 
embodiments, hidden command data value 510 is used to 
identify a memory Write command as a hidden command. 
When a Write command is received having data in the ?rst 256 
bits that match the hidden command data value, the command 
is identi?ed as one to be diverted to the smartcard controller. 
As described above, a hidden command address value may be 
used in conjunction With, or instead of, a hidden command 
data value to identify the memory Write command as a hidden 
command. 
The remaining ?elds have signi?cance When the memory 

Write is a hidden command. For example, if the ?rst 256 bits 
do not match the hidden command data value (or if the Write 
address does not match the hidden command address value, 
or both) then the remaining bits in the data ?eld are to be 
treated as data in a normal memory Write command. In con 
trast, When the memory Write is a hidden command, the 
remaining ?elds are used to further interpret the hidden com 
mand. 
Memory card controller 340 (FIGS. 3, 4) inspect the hid 

den command data value 510, status ?eld 520, and possibly 
passWord ?eld 530 and device ID 532. In some embodiments, 
if the command is identi?ed as a hidden command, memory 
card controller 340 forWards the passWord 530, command 
index 540, and related data 550 to smartcard controller 330. In 
other embodiments, memory card controller 340 may directly 
take actions based on the hidden command. 

Status ?eld 520 may include any information relating to the 
status of the hidden command. For example, status ?eld 520 
may include one more bits to signify to memory card control 
ler 340 Whether the host (mobile computing device) is expect 
ing the smartcard controller to return data in response to the 
hidden command. For example, When status ?eld 520 signi 
?es a Write, memory card controller 340 forWards the pass 
Word device ID, command index, and related data Without 
expecting to return any data to the host. Also for example, 
When status ?eld 520 signi?es a read, memory card controller 
340 forWards the passWord, device ID, command index, and 








