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EMF SIGNATURE DEVICE 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

This application is a continuation-in-part of US. Non 
Provisional patent application Ser. No. 12/ 854,466, ?led on 
Aug. 11, 2010, Which is a continuation of and claims priority 
to US. Non-Provisional patent application Ser. No. 12/414, 
165, ?led on Mar. 30, 2009, each of Which is herein incorpo 
rated by reference in their entirety for all purposes. 

BACKGROUND 

As the variety of methods and devices for engaging in 
electronic transactions and authorizations increase, problems 
such as fraud and counterfeiting also increase. One Way to 
reduce such problems is to authenticate the identi?cation 
devices, or other portable consumer devices, used to initiate 
electronic transactions or authorizations. 
Some contemporary authentication systems, such as anti 

fraud and anti-counterfeiting systems, authenticate a portable 
consumer device using various di?icult to reproduce authen 
tication features (i.e. holograms or micro printing). Other 
systems use various forms of risk analysis, While others rely 
on information, sometimes included on the portable con 
sumer device itself, to provide or generate protected identi? 
ers or passWords. Such systems often include use of 
encrypted or dynamic information, such as conventional 
dynamic card veri?cation values (dCVVs) in credit card sys 
tems. 

In one exemplary system, at the front-end of the transaction 
(e. g. Where a merchant and a consumer reside), a credit card 
provides information associated With the portable consumer 
device or the consumer. The information in such systems 
include various styles and techniques for producing 
encrypted information or authentication features. Regardless 
of the type of encryption or authentication feature used, such 
anti-fraud or anti-counterfeiting systems have various ?nan 
cial and computational resource costs associated With pro 
duction and utilization. Various embodiments of the present 
invention are directed toWard reducing such costs While also 
increasing the reliability and security of encryption and 
authentication feature based transactions and authentications. 
An example of a conventional credit card that can include 

various encrypted information or authentication features is 
depicted in FIGS. 1A, 1B and 1C. As shoWn in FIG. 1A, a 
conventional credit card 100 typically displays information 
such account number 110, account holder’s name 130 and 
some type of anti-counterfeiting measure 120. Most current 
credit and debit cards are made of up of at least tWo layers. 
FIG. 1B shoWs a cross-section of typical credit card stock 
comprising a substrate layer 150 and a top layer 140. 

Substrate layer 150 is usually a semi-rigid plastic that can 
be stamped or embossed. Top layer 140 is usually a print or 
decal identifying the issuer of the credit card and possibly 
other information. In most conventional credit cards, impor 
tant information such as account number 110 and account 
holder name 130 are embossed by an embosser 160 and then 
painted at the apex of the embossed regions 170 to increase 
legibility as shoWn in FIG. 1C. Embossing such information 
serves multiple purposes: 1) embossed information is more 
durable than simple printing, 2) provided a means for quickly 
copying such information by taking an imprint of the card and 
3) embossed information is more di?icult to reproduce or 
alter and, as such, Was one of the ?rst attempts to curb coun 
terfeiting. In addition, credit card 100 may also have a card 
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2 
veri?cation value (CVV) printed on the back of that card that 
is not included in any computer readable media that might be 
included on the card. HoWever, improvements to existing 
anti-counterfeiting technologies are still desirable. 

For example, authentication feature or anti-counterfeiting 
measure 120 can be a sophisticated holographic image, a 
Watermark, micro printed designs or text, or ?uorescent 
details that shoW up under ultraviolet light. The main idea in 
conventional physical anti-counterfeiting technology is to 
include a physical characteristic on the card that is too dif? 
cult or costly for counterfeiters to reproduce. HoWever, coun 
terfeiters gradually catch up to each technology in time. 
When the counterfeiters catch up to a particular anti-counter 
feiting measure, that measure becomes obsolete. Because 
conventional anti-counterfeiting technologies are ultimately 
rendered obsolete, their continued inclusion in portable con 
sumer devices is usually based on their use as an additional 
anti-counterfeiting deterrent. To increase overall security, 
physical security measures are often used in conjunction With 
various front-end and back-end encryption and computer 
security techniques. 
Using various algorithms and encryption keys, the infor 

mation provided to an authentication system is protected in an 
encrypted form as it is transmitted from the front-end of the 
transaction to a back-end system. The information sent can 
only be unencrypted by the back-end system When the proper 
encryption key is used. Due to the critical role the encryption 
key plays, maintaining the secrecy of the encryption keys is of 
utmost importance in such systems and often requires sophis 
ticated mathematical schemes to produce unique encryption 
keys or seed values. Using such schemes to produce large 
numbers of secure and unique encryption keys can often be 
costly and dif?cult to scale. 

In addition, some conventional authentication systems 
require a user to enter a PIN presumably knoWn only to the 
user to authenticate the user or the portable consumer device. 
This provides a level of security that helps ensure that the user 
presenting the portable consumer device is an authorized user 
of that particular device. The assumption here is that the PIN 
Will only be knoWn by an authorized user and Will not be 
revealed to or discovered by someone Wishing to commit 
fraud. In some such systems, the PIN can be included in or 
used to complete the encryption key or seed value to further 
increase the security of the particular encryption scheme 
used. 

Despite the best efforts of users and issuers of portable 
consumer devices, account numbers, personal identi?ers, 
PINs and encryptions keys can be stolen or discovered and 
then used by unauthorized parties to replicate portable con 
sumer devices so as to defraud authentication systems. Since 
data can be hacked and stolen and the sophistication of unau 
thorized users and counterfeiters continues to increase, it is 
currently possible to make fraudulent cards that can be used 
for transactions once key information is knoWn. The fraudu 
lent portable consumer device Will appear to be an authentic 
device since it Will have all the correct information and char 
acteristics. An unauthorized user may have even discovered 
the PIN or other access code to provide When presenting the 
device for authentication. 

It is clear that What is needed is a system, method, and 
device to prevent unauthorized users from creating and using 
fraudulent versions of portable consumer devices While also 
decreasing the cost of production and use. Embodiments of 
the disclosed invention address these and other problems, 
individually and collectively. 

BRIEF SUMMARY 

Embodiments of the present invention are directed toWard 
systems for authenticating portable consumer devices. Such 
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systems include a portable consumer device having a sub 
strate layer, a brittle material layer having an intentionally 
created random crack pattern disposed on the substrate layer, 
and a memory comprising computer readable EMF signature 
data based on the intentionally created random crack pattern. 
The EMF signature data can include a seed value or an ini 
tialization code Where the seed value or initialization code is 
based on the EMF signature generated When an electrical 
signal is applied to the substrate layer or the brittle material 
layer. In various embodiments, the seed values or the initial 
ization codes are suitable for authenticating EMF signature 
enabled portable consumer devices, such as a credit card and 
other payment cards, using dynamic passWord authentication 
based on the EMF signature. 

In some embodiments, the brittle material layer of the 
portable consumer device can be a conductive or semicon 
ductive material and the substrate layer can be conductive or 
nonconductive and Wherein the EMF signature is a capaci 
tive, inductive or resistive signature of the electrical interac 
tion of the brittle material layer and the substrate layer or an 
optional protective layer disposed on the brittle material 
layer. 

Other embodiments of the present invention are directed 
toWards methods for making an EMF signature enabled por 
table consumer device. Such methods can include applying 
an input signal to a portable consumer device having an 
intentionally created random crack pattern in a conductive or 
semiconductive brittle material layer and detecting an EMF 
signature of the intentionally created random crack pattern 
and storing data based on the EMF signature in the memory. 
The random crack patterns can be produced by disposing a 
brittle material layer on the substrate layer, and striking, 
breaking or otherWise creating the random crack pattern in 
the brittle material layer. 

Various embodiments include detecting the EMF signature 
of the random crack pattern in the brittle material layer by 
applying an electrical signal to the portable consumer device 
and detecting the electrical interaction betWeen the brittle 
material layer and the substrate layer or the brittle material 
layer and a protective layer or a combination thereof. Detect 
ing the electrical interaction can include detecting the varia 
tions in the conductive, resistive, inductive or capacitive ?eld 
at one or more regions of the portable consumer device due to 
the random crack pattern in the brittle material layer. In other 
embodiments, detecting the electrical interaction can include 
detecting a voltage at one or more points of contact on the 
portable consumer device. 

Yet other embodiments of the present invention are 
directed toWards methods of authenticating an EMF signature 
enabled portable consumer device. Such methods can include 
receiving the portable consumer device at an access device, 
applying a signal to the portable consumer device, detecting 
the EMF signature of the portable consumer device caused by 
the signal, determining EMF signature data and authenticat 
ing the portable consumer device based on the EMF signature 
data. Applying the signal can include applying an electrical 
signal through physical electrical contact With one or more 
regions of the portable consumer device or can include direct 
ing electromagnetic energy or an EMF ?eld, Wave, or pulse 
toWard the portable consumer device. The electromagnetic 
energy can be a static electromagnetic ?eld or a time or 
spatially varied electromagnetic ?eld/Wave. 

Related embodiments include methods for authenticating 
an EMF signature enabled portable consumer by calculating 
a seed value or initialization code from the detected EMF 
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4 
signature and generating a dynamic passWord or other 
encrypted data based on the seed value or the initialization 
code. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A, 1B and 1C shoW conventional payment cards 
that can be improved by embodiments of the present inven 
tion. FIG. 1A shoWs a front vieW, While FIGS. 1B and 1C 
shoW side, cross-sectional vieWs. 

FIGS. 2A, 2B and 2C shoW side, cross-sectional vieWs of 
portable consumer devices according to embodiments of the 
present invention. 

FIG. 3 shoWs a top vieW of a layer of brittle material 
according to an embodiment of the present invention. 

FIG. 4 shoWs a process for and a result of creating random 
crack pattern or ?ssure patterns in a portable consumer device 
according to an embodiment of the present invention. 

FIG. 5A shoWs a random crack pattern or ?ssure pattern on 
a portable consumer device according to an embodiment of 
the present invention. 

FIG. 5B shoWs the cross-sectional vieW of a random crack 
pattern or ?ssure pattern in a portable consumer device 
according to an embodiment of the present invention. 

FIG. 6 shoWs a system Which can be used to perform a 
method for creating and detecting random crack patterns or 
?ssure patterns in a portable consumer device according an 
embodiment of the present invention. 

FIG. 7 shoWs a system for processing, authorizing or 
authenticating electronic transactions that can be improved 
by various embodiments of the present invention. 

FIG. 8 shoWs a ?owchart of a method for creating an EMF 
signature enabled consumer device according to various 
embodiments of the present invention. 

FIG. 9 shoWs a ?owchart of a method for using the EMF 
signature enabled portable consumer device to authenticate a 
user. 

FIG. 10 shoWs a block diagram of a computer system that 
can be used to implement various embodiments of the present 
invention. 

DETAILED DESCRIPTION 

FIG. 2A depicts a cross section of a portable consumer 
device according to an embodiment of the present invention. 
Portable consumer device 200A includes tWo layers. In vari 
ous embodiments, layer 210 is a substrate layer and can be 
made up of any suitable material including, but not limited to, 
plastic, resin, metal, or some combination or composite 
thereof. Substrate 210 can also include conductive or semi 
conductive materials that can be con?gured to be electrically 
coupled to or to otherWise interact With brittle material layer 
220 and other possible layers included in the portable con 
sumer device. For many embodiments, it is desirable to 
choose a material for substrate 210 that balances the rigidity 
of the material With the ability of the material to be stamped 
or embossed, such as When credit, debit or gift cards are 
embossed With account numbers, names and other informa 
tion. Such embossed features can be achieved by custom or 
standardized stamps, presses, impact printers, molds or oth 
erWise. In various embodiments, it is desirable for the sub 
strate to not puncture or perforate When stamped or 
embossed. 

In some embodiments, layer 220, in contrast to layer 210, 
is a brittle material that can break, crack, crease or otherWise 
become discontinuous When subjected to shearing, stress or 
strain. In various other embodiments, brittle material layer 
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220 is stable enough that once it is intentionally broken or 
cracked to create a unique random crack pattern or ?ssure 
pattern during the manufacturing or issuing process, further 
cracking and breakage stops or is minimal. In some embodi 
ments, brittle material layer 220 can be heat treated, irradi 
ated, chemically set or otherWise annealed or softened to 
prevent further breakage after the initial intentional cracking. 
In some embodiments, brittle material layer 220 is resistant to 
surface scratches and abrasions. 
The brittle material layer can also be conductive or semi 

conductive. In such embodiments, the brittle material layer 
can be adapted to receive and/or respond to input signals, such 
as electrical or electromagnetic signals, ?elds, pulses or 
Waves. The electrical or electromagnetic ?eld (EMF) signa 
ture response to the input signals, can be unique based on or 
due to the intentionally created random crack pattern and can 
be measured in a variety of manners including, but not limited 
to, direct contact-based or contactless detection of current, 
voltage, resistivity, capacity, inductance and EMF ?eld 
strength, variation or decay, at various points or regions on or 
around the brittle material layer. 

The electrical or EMF signature caused by the speci?c 
intentionally created random crack pattern in the conductive 
or semiconductive brittle material layer, can then be used in 
various embodiments of the present invention as an encryp 
tion key, an encryption seed value, an initialization code or an 
authentication signature for use in authenticating the portable 
consumer device or the user presenting the portable consumer 
device. Using the unique crack pattern to generate the EMF 
signature can greatly reduce the cost and computational bur 
den associated With implementing various encryption 
schemes for authenticating portable consumer devices or pro 
cessing electronic transaction requests. Many unique random 
crack patterns can easily and cheaply be produced using a 
standardiZed process, thus providing a highly scalable and 
cost effective solution for deploying highly effective and 
dif?cult to break encryption based security/authentication 
systems. Such reduced costs and ease of creating unique 
signatures are desirable in the deployment of large numbers 
of portable consumer devices, such as in the deployment of 
credit and debit cards to geographically remote markets or in 
the sale of point-of-sale gift cards. 

In embodiments that use contact-based detection of the 
EMF signature or other various electrical or electromagnetic 
characteristics of the conductive or semiconductive brittle 
material layer, electrical contact points or pads can be located 
at various points on and in the portable consumer device, i.e. 
on the face of a credit card or on the side/edge of a credit card. 
In addition, various combinations of face and side mounted 
electrical contact points can be disposed on the portable con 
sumer device so as to be keyed to Work With speci?c credit 
card readers or access devices. In this Way, only speci?cally 
designed credit card readers or access devices can input a 
signal into a particular design of portable consumer device 
and/ or detect the resulting EMF signature. Furthermore, dif 
ferent brands or types of access devices can be con?gured to 
use different contact points or input signals and/ or detect the 
response of the portable consumer device at different points 
of the portable consumer device. In various other embodi 
ments, the portable consumer device can include extraneous 
or ?ase electrical contact points to further obfuscate the pur 
pose and the use of the included electrical contact points. For 
example, a credit card can include extra contact points that if 
used in an effort to fraudulently determine the electrical or 
electromagnetic characteristics of the credit card, Would pro 
duce spurious or inaccurate results. 
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6 
In other embodiments, the speci?c input signal or electrical 

properties of the access device used to apply the input signal 
to the portable consumer device can also be kept secret to 
further increase the security and effectiveness of various sys 
tems according to various embodiments of the present inven 
tion. For example, the access device can have a speci?cally 
con?gured and complementary circuit or electrical signature 
With Which it applies the input signal to portable consumer 
device. The speci?c circuits, having speci?c electrical prop 
erties or values, can then in?uence the resulting EMF signa 
ture of the portable consumer device used in the authentica 
tion process. In such embodiments, the electrical signature of 
the access device can then also be tracked in doWnstream 
authentication procedures so that the speci?c identity or loca 
tion of the access device used to initiate a speci?c authenti 
cation request can be determined. 

In embodiments that use contactless detection of the vari 
ous electrical or electromagnetic characteristics of the con 
ductive or semiconductive brittle material layer, the EMF 
signature can be detected at various points or regions of the 
portable consumer device. For example, various near-?eld 
and far-?eld EMF sensors can be positioned over or near 
speci?c points or regions of the portable consumer device. In 
other embodiments, the portable consumer device and EMF 
sensors can be scanned past one another, i.e. the portable 
consumer device can be in motion and scanned over a station 

ary EMF sensor; or the portable consumer device can remain 
stationary While the EMF sensor is scanned. In some embodi 
ments, the EMF sensor also can also emit an input signal to 
induce the portable consumer device to generate a unique 
EMF signature. In such embodiments, the input signal can be 
constant or varied. In embodiments in Which the emitted input 
signal varies, the variation can be provided by an electronic 
controller or the relative motion betWeen the portable con 
sumer device and the EMF sensor/emitter. In such embodi 
ments, the variation of the emitted input signal can be a result 
of the combination of the electronic control and the relative 
motion of the EMF sensor/emitter. 

In various embodiments the brittle material layer 220 is 
opaque to speci?c bands of the electromagnetic spectrum. For 
example, in one embodiment, brittle material layer 220 is 
opaque to ultra violet light. In yet another embodiment, brittle 
material layer 220 is opaque to infrared light. When brittle 
material layer 220 is opaque, the random crack pattern can be 
detected or imaged by back illuminating the portable con 
sumer device 200A and imaging or otherWise detecting the 
resulting illuminated random crack pattern. In various 
embodiments of the present invention, substrate layer 210 is 
at least partially translucent to Whatever band or frequency of 
the electromagnetic spectrum to Which brittle material layer 
220 is opaque. The image of the intentionally created random 
crack or ?ssure pattern can then be processed to generate a 
speci?c electronic signal or signature. In such embodiments, 
the intensity, duration, or speci?c bandWidth of the illumina 
tion used to image the crack pattern can in?uence the result 
ing image, electronic signal or signature. 

FIG. 2B depicts a portable consumer device 200B accord 
ing to various embodiments of the present invention. Portable 
consumer device 200B is similar to the portable consumer 
device 200A in FIG. 2A, except portable consumer device 
200B includes three layers; 230, 240 and 250. In various 
embodiments, layer 230 is a substrate layer similar to layer 
210 described above and can be made of material including, 
but not limited to, plastic, metal, resin, or an appropriate 
polymer that can be formulated to have the desired balance of 
rigidity and malleability. In various embodiments, the bal 
ance of rigidity and malleability is achieved When layer 230 
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can Withstand stamping, embossing or bending Without 
breaking, splitting or perforating. Layer 240 is a brittle mate 
rial that can include, but is not limited to, glass, ceramic, 
metal or doped silicon. 

In various embodiments, brittle material layer 240 can be 
annealed or softened to prevent breakage once a random 
crack or ?ssure pattern is produced in the portable consumer 
device 200B. The brittle material layer 240 can be made hard 
enough or soft enough so that after the intentional cracking it 
can resist or cease further cracking. 

In various embodiments, random crack or ?ssure patterns 
can be created in brittle material layer 240. Brittle material 
layer 240 is then annealed or softened before protective layer 
250 is applied to portable consumer device 200B. In other 
embodiments, protective layer 250 is applied to portable con 
sumer device 200B and then brittle material layer 240 is 
annealed. In yet other embodiments, layers 230, 240 and 250 
are joined together and then the random crack or ?ssure 
pattern is created inportable consumer device 200B. Once the 
random crack or ?ssure pattern is created in the portable 
consumer device 200B, the entire portable consumer device 
200B can be treated such that substrate layer becomes more 
rigid to protect brittle material layer 240, brittle material layer 
240 is annealed, or protective layer 250 is fused to brittle 
material layer 240 and hardened to prevent further breaking 
or movement of brittle material layer 240. 

In various embodiments, protective layer 250 can conceal 
at least some of the area of the brittle material layer 240 from 
vieW. In various other embodiments, protective layer 250 can 
be at least partially transparent (e.g. translucent). In yet other 
embodiments, protective layer 250 is transparent in some 
regions of the portable consumer device 200B and opaque 
over other regions of the portable consumer device 200B. In 
such embodiments, it is possible to see the portions of the 
random crack or ?ssure patterns in the regions Where protec 
tive layer 250 is transparent, Whereas the portions of the 
?ssure pattern under concealed regions of the protective layer 
250 are hidden from vieW. In some embodiments, protective 
layer 250 can be opaque to visible light but translucent or 
transparent to other bands or frequencies of the electromag 
netic spectrum outside of the spectrum visible to humans. 

The substrate 230, brittle material layer 240 or protective 
layer 250 can also include electrical contacts to alloW direct 
contact-based detection of EMF signatures of the conductive 
or semiconductor brittle material layer 240. In other embodi 
ments, substrate 230 or protective layer 250 can be formu 
lated to have speci?c electromagnetic properties that Will 
in?uence the EMF signature of the conductive or semicon 
ductor brittle material layer. For example, protective layer 
250 can include various resistive or capacitive materials that 
can interact With the properties of the conductive or semicon 
ductive brittle material layer 240 to produce a speci?c EMF 
signature When an input signal is applied to the portable 
consumer device. For example, the protective layer can 
include various conductors and insulators that can be coupled 
to the brittle material layer and form intentional and uninten 
tional electrical circuits. When the brittle material layer is 
cracked, the circuits can be randomly created or destroyed to 
further increase the complexity of the EMF signature to 
reduce the likelihood that the portable consumer device can 
be reproduced. 

FIG. 2C depicts one method of creating a random ?ssure or 
random crack pattern in the brittle material layer 240 accord 
ing to various embodiments of the present invention. In vari 
ous embodiments, protective layer 250, brittle material layer 
240 and substrate layer 230 are stacked as shoWn in portable 
consumer device 200C. In some embodiments, the process 
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8 
starts With forming and cutting a precursor for the substrate 
layer 230 into the desired siZe, shape and thickness. In some 
embodiments, the substrate layer 230 has the same lateral 
dimensions as a credit or debit card. In various embodiments, 
the substrate layer 230 is approximately 0.5 mm to 2 mm 
thick. In such embodiments, the overall thickness of the por 
table consumer device, including the substrate layer 230, the 
brittle material layer 240 and the protective layer 250 should 
be in the range betWeen 0.6 mm to 2.5 mm. Such dimensions 
can alloW credit cards including various embodiments of the 
present invention to be used With legacy access devices. 

In various embodiments, brittle material layer 240 is 
applied to the substrate layer 230. Application of the brittle 
material layer 240 to substrate layer 230 can be achieved in 
numerous Ways. In one embodiment, brittle material layer 
240 is a sheet of material that can be adhered to the surface of 
substrate layer 230 (eg in a lamination processes). In other 
embodiments, brittle material layer 240 is applied as a paint, 
liquid, gel or slurry. In such embodiments, the brittle material 
layer can be brushed, rolled, printed or sprayed onto the 
surface of substrate layer 230. 

In some embodiments, the paint, liquid, gel or slurry for the 
brittle material is dried, treated or otherWise hardened before 
proceeding to the next step. In various embodiments, the 
drying of brittle material layer 240 causes ?ssure patterns in 
brittle material layer 240. For example, a paint or a slurry of 
a solvent and a pigment can be formulated to result in an 
unpredictable crack pattern similar to that observed in 
quickly dried mud or paint or craZed glass. Those skilled in 
the art Will recogniZe that there are various methods that can 
be used to create unpredictable and random ?ssure patterns in 
the brittle material layer Without departing from the spirit or 
scope of the present invention. 

Protective layer 250 can be applied to the exposed surface 
of brittle material layer 240. In some embodiments, protective 
layer 250 can be a ?lm and can be applied in sheet form. In 
various other embodiments, protective layer 250 is applied as 
a paint, liquid, gel or a slurry. In various embodiments, at least 
a portion of the protective layer 250 is opaque to visible light. 
In other embodiments, protective layer 250 is transparent to 
visible light over all or some of the area of the portable 
consumer device 200C. In this Way, the surface of brittle 
material layer 240 can be selectively exposed. In various 
embodiments it is desirable to obscure some or all of the 
?ssure pattern to further thWart potential fraud or counterfeit 
ing. In other embodiments, protective layer 250 can have 
speci?c or random electrical properties that be electrically 
coupled to or interactive With the conductive or semiconduc 
tive brittle material layer 240. 
As mentioned previously, in some embodiments the brittle 

material layer 240 can be opaque to various forms of electro 
magnetic energy. For example, brittle material layer can be 
opaque to bands of the electromagnetic spectrum in or out of 
the human visible range. In such embodiments, it is bene?cial 
for the substrate layer 230, the protective layer 250 or both to 
be more transparent to the particular form of electromagnetic 
energy to Which the brittle material layer 240 is at least 
partially opaque. In various embodiments, brittle material 
layer 240 Will polariZe or reject based on polarization at least 
a portion of the electromagnetic energy incident on portable 
consumer device 200B. In various embodiments, it is possible 
to detect the crack or ?ssure patterns in brittle material layer 
240 by illuminating the portable consumer device With a 
particular form of electromagnetic energy and detecting the 
shadoWs, interference patterns, diffraction patterns, polariza 
tion effects or refraction patterns of the ?ssure pattern in 
brittle material layer 240. For example, the brittle material 
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layer 240 can be opaque to x-rays While the protective layer 
250 and the substrate layer 230 are transparent to x-rays. In 
this Way, an x-ray image of the ?ssure pattern can be produced 
With an x-ray emitter and an x-ray detector. Such a process is 
described in more detail in reference to FIG. 6. 

In various embodiments of the present invention, the ?s 
sure or random crack pattern is created by a stamp or 
embosser 260. In various embodiments, the embosser is the 
same one used to emboss information into the portable con 

sumer device 200C. In various embodiments, When stamp 
260 strikes or presses into the substrate layer, it pushes up and 
deforms substrate layer 230, Which in turns cracks or breaks 
brittle material layer 240 and presses the cracked portion of 
brittle material layer 240 up and into protective layer 250. The 
result is an embossed ?gure, letter, number or symbol. In 
some embodiments, the ?ssure patterns 270 are detected or 
imaged on and around the regions 280 that are embossed. 
Such stamping or embossing processes can also create unique 
and random circuits betWeen then brittle material layer and 
the protective layer to Which a signal can be applied to gen 
erate or energiZe a unique electrical or EMF signature. 

In some such embodiments, it may be desirable to insert an 
insulating material layer betWeen the brittle material layer 
240 and the protective 250 to prevent electrical contact 
betWeen the layers unless the layers are stamped or embossed. 
For example, the point at Which embosser 260 presses into the 
substrate layer 230, brittle material layer 240, the insulating 
layer (not shoWn) and protective layer 250, some or all of the 
layers can create circuits With other parts of the portable 
consumer device 200C that Will provide a speci?c and unique 
response When an input signal is applied to the portable con 
sumer device. The interaction of the placement of the 
embossed sections, the resulting random crack pattern and the 
electrical properties of the individual material used for the 
layers can thus create a unique and extremely dif?cult to 
recreate circuit. The unique circuit can then be used to gen 
erate a EMF signature by Which the portable consumer device 
can be identi?ed or authenticated. 

In other embodiments, the brittle material layer 240 and the 
protective layer 250 can be formed With a standardiZed or 
random circuit patterns coupling the tWo layers, i.e. a resis 
tive, inductive or capacitive netWork, that can be interrupted 
and/or broken in random locations across the portable con 
sumer devices When the random crack pattern is created. The 
resulting randomly created circuit can then be used to gener 
ate the EMF signature. 

FIG. 3 is an overvieW of a sample region 300 of brittle 
material layer 240 according to yet another embodiment of 
the present invention. Sample region 300 is lined With con 
ductors 320 and 330 in a grid pattern. In other embodiments, 
conductors 320 and 330 can be in some other multi-celled 
con?guration such as a hexagonal grid or triangular grid. In 
some embodiments, conductors 320 and 330 are electrically 
coupled. In other embodiments, conductors 320 and 330 are 
electrically isolated from each other. In various embodi 
ments, the conductors are sandWiched betWeen a substrate 
layer and protective layer. In various embodiments, conduc 
tors 320 and 330 are semiconductors such as doped silicon. 

In various other embodiments, the conductors in one direc 
tion, such as conductors 320 are couple to a bus 390 that has 
a lead 370 so that an electrical signal can be applied to con 
ductors 320. Similarly, in various embodiments, conductors 
330 are coupled to bus 380 that has a lead 360 so that an 
electrical signal can be applied to conductors 330. In those 
embodiments in Which conductors 320 are electrically iso 
lated from conductors 330, a separate signal can be applied to 
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10 
lead 360 and lead 370. In some embodiments, the signal 
applied to lead 320 is different from the signal applied to lead 
330. 

In various embodiments, lines 350 are cracked or broken 
When feature 340 is embossed into sample region 300. The 
dimple in FIG. 3 is just an example of one type of feature 340 
that can be embossed into portable consumer device 300. In 
various other embodiments, sample region 300 can be 
embossed With any information desired such as account num 
bers, identi?cation information or names. Each embossed 
feature can create a unique ?ssure or breakage pattern in 
conductors 320 and 330 at points 350. The ?ssure or breakage 
patterns at points 350 in embossed feature 340 canbe detected 
by appropriate means. 

In various embodiments, the ?ssure or breakage patterns at 
points 350 in feature 340 can be imaged using conventional 
visible light imaging. In various other embodiments, ?ssure 
or breakage patterns at points 350 in feature 340 can be 
detected using conventional non-visible electromagnetic 
energy imaging. For example, x-ray, ultraviolet, infrared or 
sound imaging can be used to detect and record ?ssure or 
breakage patterns at points 350 in feature 340. One skilled in 
the art Will recogniZe that other methods of detecting ?ssure 
or breakage patterns at points 350 in feature 340 are possible 
Without deviating from the spirit or scope of the present 
invention. 

In various other embodiments, a signature of the electro 
magnetic ?eld (EMF) can be detected to recogniZe the ?ssure 
or breakage patterns at points 350 in feature 340. By applying 
an electrical input signal to leads 360, 370 or both, the array 
of conductors 320 and 330 Will have a distinctive EMF sig 
nature that can be detected. In various other embodiments, 
conductors 320 and 330 are electrically coupled and the 
sample region can be inserted into a calibrated alternating or 
varied magnetic ?eld to induce a current in each of the 
remaining closed loops or circuits. In such an embodiment, 
the current or the induced opposing magnetic ?eld can be 
measured to detect the EMF signature of the portable con 
sumer device. 

FIG. 4 is an illustration of a method to create random crack, 
?ssure or breakage patterns in brittle material layer 420 of 
portable consumer device 400 according to one embodiment 
of the present invention. As used herein, the terms crack, 
?ssure and break/breakage can all be used interchangeably to 
refer to discontinuities that are created or occur naturally in 
various layers, i.e. a brittle material layer, of portable con 
sumer devices, such as credit cards, according to embodi 
ments of the present invention. 

In various embodiments, portable consumer device 400 
includes a substrate layer 430, a brittle material layer 420 and 
a protective layer 410. Portable consumer device 400 is 
passed through a set of rollers 440 con?gured to deform 
portable consumer device 400 to the point Where brittle mate 
rial layer 420 develops ?ssures or cracks 450. As depicted in 
FIG. 4, rollers 440 With offset radii are arranged so that 
portable consumer device 400 is deformed in a serpentine 
fashion as it is passed through the rollers to create cracks in 
brittle material layer 420. In other embodiments, cracks can 
be created by physical, thermal or sonic shock to the surface 
of portable consumer device 400. 

In some embodiments, portable consumer device 400 is 
struck With a blunt or sharp hammer one or more times to 
create ?ssure patterns in the brittle material layer 420. In 
various other embodiments, the location, direction, amount of 
force of the bloW, and hardness and shape of the hammer is 
varied from portable consumer device to portable consumer 
device to further increase the variety and style of ?ssure 
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patterns created in the brittle material layer 420 of each por 
table consumer device manufactured. 

In various embodiments, the same standardized process to 
create ?ssure patterns in the brittle material layer can be used 
to create a plurality of portable consumer devices each With a 
unique ?ssure pattern different from the ?ssure pattern in any 
other portable consumer device produced by the standardized 
process. In such embodiments, the process can include a 
single device, or many identical devices, that subject a plu 
rality of portable consumer devices to the same stress, strain 
or shock and because of the material properties of the brittle 
material, a random crack pattern unique to each portable 
consumer device Will be created. 

The standardized process can comprise, but is not limited 
to, a set of rollers to deform the portable consumer device, a 
set of hammers or stamps With Which to strike the portable 
consumer devices, a spring loaded sudden stop or other 
means for applying a physical shock to the portable consumer 
devices. In various other embodiments, the standardized pro 
cess can comprise a predetermined thermal shock or sonic 
shock. Ideally, the nature of the material used for brittle 
material layer Will crack, shatter or craze in unpredictable 
Ways so that each portable consumer device produced Will 
have a unique and irreproducible ?ssure pattern. One example 
of the desired type of ?ssure pattern is the unpredictable 
cracked, shattered or crazed patterns seen in broken or shat 
tered sheets of glass, porcelain or ceramic. Thus, embodi 
ments of the invention can economically use the same process 
to create portable consumer devices including different ?s 
sure patterns that can be used to authenticate them When they 
are used to conduct transactions. 

In some embodiments, the material used has non-crystal 
line or anisotropic internal structure. In other embodiments, 
the material used in brittle material layer 420 has crystalline 
or isotropic internal structure. A person of ordinary skill in the 
art Will recognize that many types of materials can be used to 
make brittle material layer 420 Without departing from the 
spirit or scope of the present invention. 

In various embodiments, information can be printed on 
brittle material layer 420 before cracks 450 are created. For 
example, account numbers, names and other identi?cation 
information 460 can be printed on the surface of brittle mate 
rial layer 420 before it is coated With protective layer 410. In 
such embodiments, ?gures and text printed on brittle material 
layer Will break in unique Ways as shoWn in FIG. 4 at name 
460. As shoWn, the name “PATRICK” is broken along the “I” 
and the “C” at locations Where the letters intersect cracks or 
?ssures. Information regarding the location and manner in 
Which text or ?gures are broken can be used, in addition to or 
as part of the ?ssure or crack pattern data, to authenticate the 
portable consumer device 400. 

In various embodiments, rollers 440 include three rollers 
Where one roller is opposite the tWo other rollers such that 
portable consumer 400 device deforms in at least one direc 
tion. In various other embodiments, more than three rollers 
can be con?gured to deform portable consumer device 400 in 
tWo directions and potentially more than once by running 
portable consumer device 400 through rollers 440 more than 
once or in more than one direction. For example, portable 
consumer device 400 can be run through roller 440 in one 
direction such as along the long axis of the portable consumer 
device 400 and then be run through the rollers in the reverse 
direction. Optionally, portable consumer device 400 can then 
be reoriented by rotating portable consumer device 400 90° 
around an axis perpendicular to the surface of the portable 
consumer device 400 and passed through rollers 440 again. 
One skilled in the art Will recognize that the use of rollers to 
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12 
deform portable consumer device 400 can include many 
variations of orientations, number of rollers and number of 
passes Without deviating from the spirit or scope of the 
present invention. 

In various embodiments, ?ssure patterns are created at the 
point of sale or issuance of each portable consumer device. 
Such embodiments are particularly useful to prevent fraud in 
consumer prepaid payment or gift cards. For example, a por 
table consumer device can be a prepaid gift card. In such 
embodiments, the ?ssure patterns can be produced in the 
brittle material layer in a compact cracking device at the point 
of sale. For example, the gift card can be deformed to create 
the ?ssures in a cracking device located near a cash register or 
in a kiosk. 

In various embodiments of the present invention, the com 
pact cracking device includes rollers. In various other 
embodiments, the compact cracking device includes a ham 
mer surface against Which or With Which to strike or shock the 
gift card to produce ?ssure patterns in the brittle material 
layer 420. In various other embodiments, the compact crack 
ing device includes a ?ssure pattern detection system that can 
detect and record the unique ?ssure pattern data of each 
individual portable consumer device for use later in authen 
ticating that particular portable consumer device When a user 
tries to redeem it. A ?ssure pattern detection system is 
described in more detail beloW in reference to FIG. 6. 

FIGS. 5A and 5B are illustrations of a portable consumer 
device that uses a slurry comprising one or more solvents and 
one or more pigments to produce the ?ssure pattern in por 
table consumer device 500 according to one embodiment of 
the present invention. As shoWn in FIG. 5A, portable con 
sumer device 500 can include four layers; substrate layer 570, 
barrier or insulator layer 560, brittle material layer 550 and 
protective layer 540. In other embodiments, portable con 
sumer device 500 can include more or feWer layers. The scale 
of the layers relative to one another in FIG. 5A, or in any of the 
other ?gures discussed herein, should not be considered lim 
iting in any Way. One skilled in the art Will recognize that 
various thicknesses of each layer can be used Without deviat 
ing from the spirit and scope of the present invention. 

In one embodiment of the present invention, substrate layer 
570 and barrier layer 560 are adhered or otherWise attached to 
one another. In various embodiments, barrier layer 560 and 
substrate layer 570 can be the same layer of portable con 
sumer device 500. In some embodiments, barrier layer 560 
prevents solvents from penetrating or being absorbed by sub 
strate layer 570. In various embodiments of the present inven 
tion, brittle material layer 550 is applied to all or some of the 
surface of barrier layer 560 in the form of a slurry. In various 
embodiments, the slurry can be used as a paint to print text, a 
pattern or a picture such a company name or a logo. In various 
other embodiments, the slurry is applied to the entire surface 
of barrier layer 560. The slurry can include an admixture of 
one or more solvents and one or more pigments. In some 

embodiments, the evaporation rate or concentration of each 
solvent used in the slurry can be different so that one solvent 
evaporates before the others. 

In various embodiments, as the slurry dries, the top of the 
brittle material layer 550, because it is exposed, dries at a 
faster rate than the bottom of brittle material layer 550. As the 
solvents evaporate, the slurry dries. As the slurry dries it 
contracts. Because of the different rates of drying based on 
depth of the slurry and the types of solvents used, ?ssures 530 
Will form at the top of the slurry because the top Will contract 
at a rate faster than the slurry closer to the barrier layer 560. In 
various embodiments, once the slurry is entirely dry and 
brittle material layer 550 includes suf?cient ?ssure patterns 
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530 for use in authenticating the portable consumer device 
500, brittle material layer can be treated so that more ?ssures 
do not develop after the time of manufacture. 

In various embodiments, treating brittle material layer 550 
can include applying plasticizers to the brittle material layer 
550 to make it supple or ?exible. In various other embodi 
ments, treating brittle material layer 550 can include heating, 
irradiating or cooling the portable consumer device 500 to 
make brittle material layer softer. In various other embodi 
ments, protective layer 540 is applied to and fused to brittle 
material layer to immobiliZe and stabiliZe the ?ssure pattern 
530. 

In various embodiments, brittle material layer 550 is one 
color and using another color, text or other ?gures can be 
printed on the surface of brittle material layer 550 While the 
top of the slurry is still Wet. In such embodiments, the printed 
text or ?gures Will crack Where the top surface of the brittle 
material layer 550 cracks making unique cuts and breaks into 
the printed text or ?gures that can also be used for later 
authentication When a user presents the portable consumer 
device 500 to an authentication requestor. In yet other 
embodiments, random crack or ?ssure patterns 450 and 590 
can be observed or detected at the edge 580 of portable table 
consumer device 500. In such embodiments, the edge 580 of 
portable consumer device 500 is presented to a sensor. 

FIG. 6 is a ?ssure pattern producing and detection system 
according to one embodiment of the present invention. A 
portable consumer device 600 With at least a substrate layer 
630, a brittle material layer 620 and protective layer 610 
passes through a set of rollers 640 thus deforming portable 
consumer device at point 650. The deformation of portable 
consumer device 600 at point 650 is severe enough such that 
the ?ssure pattern in brittle material layer 620 in region 665 
after the rollers is signi?cantly different from ?ssure patterns 
that might have been present in the brittle material layer 620 
in the region 660 before the rollers. Once portable consumer 
device 600 is processed to have a unique ?ssure pattern, data 
regarding the unique ?ssure patterns is detected and recorded 
by sensor 680. 

In various embodiments, source 685 directs electromag 
netic energy 687 at the substrate layer 630 side of portable 
consumer device 600 to back-expose it. Depending on 
Whether the brittle material layer 670 is completely opaque or 
partially translucent to electromagnetic energy 687, electro 
magnetic energy 687 is either completely blocked or attenu 
ated in the regions Where the brittle material layer is intact. In 
regions Where brittle material layer 670 is cracked, electro 
magnetic energy 687 passes through portable consumer 
device 600 and emerges on the other side as attenuated elec 
tromagnetic energy 688. 

The electromagnetic energy 687 can be a form of electro 
magnetic energy including, but not limited to, visible light, 
infrared light, ultraviolet light, polariZed electromagnetic 
energy, x-rays, sonic Waves or sonic pulses. Attenuated elec 
tromagnetic energy 688 can then be imaged or detected by 
sensor 680. In various embodiments, sensor 680 includes 
appropriate ?lters, receivers, polariZers or lenses to better 
detect attenuated electromagnetic energy 688. In various 
embodiments, attenuated electromagnetic energy 688 can be 
detected as a transmittance pro?le. In other embodiments, the 
attenuated electromagnetic energy 688 can be measured as an 
integrated total transmittance value using an optical integrat 
ing device such as an integrating sphere. 

In various embodiments, the ?ssure pattern in portable 
consumer device 600 is detected or imaged all at once in a 
single exposure like a photograph. In such embodiments, 
sensor 680 can be an imaging device such as a digital camera. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

14 
In other embodiments, portable consumer device 600 is 
moved relative to sensor 680 and source 685 to scan the 

?ssure pattern. In such embodiments, sensor 680 can be a 
scan-head or EMF sensor in proximity to surface of portable 
consumer device 600. 

In various other embodiments, brittle material layer 620 
includes material that can be excited by incident electromag 
netic energy so as to reemit electromagnetic energy. For 
example, brittle material layer can contain phosphors or ?uo 
rescent materials that are temporarily excited into higher 
energy states by electrons or ultraviolet light so that they 
appear to gloW in all regions except Where the brittle material 
is cracked. The resulting image of the ?ssure pattern looks 
like a dark pattern of cracks on a bright background. In such 
embodiments, source 685 canbe mounted so that electromag 
netic energy 687 is incident on the portable consumer device 
600 from the same side on Which sensor 680 is located. 
The image of random crack or ?ssure pattern or other 

random crack data detected regarding the random crack pat 
tern in the brittle material layer 670 can be stored in memory 
690 (Which may be a database). In various embodiments, 
random crack pattern data can comprise data and information 
regarding the unique random crack pattern in the brittle mate 
rial layer 670 including, but not limited to, an image of at least 
a portion of the random crack pattern, an EMF signature of the 
random crack pattern, or a transmittance pro?le of at least a 
region of the portable consumer device. Memory 690 can be 
local relative to sensor 680 and source 685 or it can be located 
at a remote location connected via a netWork. In yet other 
embodiments, the system in FIG. 6 does not include the 
capability to deform portable consumer device 600 such as 
rollers 640. In such embodiments, the system in FIG. 6 is a 
random crack pattern detection system that can be used to 
image or detect the random crack pattern patterns in the brittle 
material layer 670 or an associated EMF signature When a 
consumer presents the portable consumer device 600 to an 
authentication requestor for authentication. For example, a 
random crack pattern detection system can be included in an 
access device like a point-of-sale terminal. 

FIG. 7 is a schematic of a system 700 that can implement or 
be improved by various embodiments of the present inven 
tion. System 700 can include user 710, portable consumer 
device 720, requester 740, acquirer 750 and authentication 
netWork 770. In various embodiments, an acquirer 750 and an 
issuer 780 can also be included in system 700. User 710 can 
include any individual or entity that is issued a user account 
associated With portable consumer device 720, such as a 
consumer or business that has a credit card or debit card 
payment account. Accordingly, portable consumer device 
720 can include any device that can include various aspects of 
the present invention for creating a unique random crack 
pattern that can have an associated unique EMF signature. For 
example, portable consumer device 720 can be a credit card, 
debit card, a gift card, a cell phone, smart phone or other 
portable computing device that includes a brittle material 
layer having intentionally created random crack patterns 
from Which an EMF signature can be detected. 
The portable consumer device 720 can be presented to 

requester 740 to initiate an electronic authorization, authen 
tication or transaction request. In some embodiments, 
requester 740, such as a merchant, can use an access device 
745 to read the EMF signature of the portable consumer 
device 720 as described herein. The access device 745 can be 
a card reader, a personal computer, mobile telephone, smart 
phone or other computing device capable of inducing, gener 
ating, reading or detecting the unique EMF signature based 
on the random crack pattern of the brittle material layer in the 
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portable consumer device 720. For example, access device 
745 can include a credit card point-of-sale device that can 
apply an input signal into a credit card having a brittle mate 
rial layer using contact or contactless based means. In such 
embodiments, the portable consumer device 720 can be a 
passive device that Will only reveal the correct EMF signature 
When a corresponding open standard or proprietary input 
signal is applied to the portable consumer device. 

In some embodiments, the mobile consumer device 720, 
ie a mobile phone or computing device, can include its oWn 
poWer supply With Which to generate a unique EMF signature 
based on the electrical properties of the crack brittle material 
layer. In such embodiments, When portable consumer device 
720 is presented to the access device 745, the poWer supply 
and associated control circuitry can apply an appropriate 
input signal to the brittle material layer in portable consumer 
device 720. Access device 745 can then detect the EMF 
signature emitted from the portable consumer device 720. In 
other embodiments, the poWer supply and the associate con 
trol circuitry can be activated manually by the requester 740 
or the user 710 before is presented to the access device 745. In 
such embodiments, manual activation can include supplying 
a passWord to add another layer of security. 
Once the EMF signature of portable consumer device 720 

is detected or otherWise received by requester 740 and/or 
access device 745, requester 740 or access device 745 can 
initiate an authentication request routine. The authentication 
request routine can include various steps required for initiat 
ing, processing or concluding electronic transactions such as 
credit card payment transactions and other ?nancial transac 
tions. 

In some embodiments, the EMF signature can be a topo 
graphic map of electromagnetic ?eld strengths across some or 
all of the surface area of the portable consumer device. For 
example, the electromagnetic ?eld strengths can be graphed 
in a one-dimensional, tWo-dimensional, three-dimensional or 
four dimensional graph. The graph itself can be used as EMF 
signature. HoWever in other embodiments the graph of the 
EMF signature can be processed to generate an encryption 
key or an encryption seed value that can be sent to a server 
computer, such as server computer 775 Within an authentica 
tion netWork 770, that can then use the encryption key or 
encryption seed value to encode/decode various information 
provided by the portable consumer device 720 to process the 
authentication request. 

For example server computer 770, Which can include a 
memory such as computer readable medium (CRM) 775(a) 
and processor 775(1)), can receive the EMF signature data or 
?le, ie in graph, string, scalar or vector form or in the form of 
an encryption key or seed value. Server computer 775 can 
then run various softWare or instructions stored on CRM 
775(11) to access encryption data and encryption routines 
stored Within database 771 or elseWhere to authenticate the 
portable consumer device 720. 

Server computer 775 and access device 745 can use EMF 
signature data to initiate or process various forms of dynamic 
passWord authentication, cryptographic authentication, Zero 
knoWledge authentication and other types of encryption 
based protocols. The security, effectiveness, and operational 
ef?ciency of such authentication schemes can be greatly 
increased While loWering the associated cost and computa 
tional burdens using various embodiments of the present 
invention. Server computer 775 can also be used to receive 
EMF signatures and generate various derivative EMF signa 
ture data for use in authenticating an associated portable 
consumer device. The particular type of transaction can com 
prise many different types of transactions and the feW dis 
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cussed herein and should be considered exemplary and 
should in no Way be vieWed as limiting the present invention. 

In various embodiments, the transaction that consumer 710 
may Want to engage in is a purchase for Which he or she seeks 
authoriZation to make a payment for the purchase With a 
consumer payment account (e.g. credit or debit account) 
associated With the portable consumer device 720. In various 
other embodiments, the consumer 710 may Want access to a 
controlled access area, such as a secure building or room, and 
is seeking authoriZation to enter based on the clearance or 
permission credentials associated With the portable consumer 
device 720. In various embodiments, the portable consumer 
device 720 is an access card that can be carried in the user 
710’s pocket or Wallet or on a lanyard. 

In some embodiments, presenting the portable consumer 
device 720 comprises inserting into or otherWise positioning 
the portable consumer device 720 on the access device 745 of 
the requestor 740 so the portable consumer device 720 can 
communicate With, or the ?ssure pattern or associated EMF 
signature can be detected by the access device 745. The 
access device 745 may comprise components of the ?ssure 
detection system shoWn in FIG. 6. 

After the access device 745 receives ?ssure pattern data 
and sends it to the to the acquirer 750, and then to the authen 
tication netWork 770. The random crack pattern or ?ssure 
data or detected EMF signature may be embedded in an 
authoriZation request message requesting authoriZation for 
the transaction. In other embodiments, the access device 745 
sends the crack or ?ssure pattern data and/ or the authorization 
request message directly to authentication netWork 770. 

Embodiments of the present invention for generating 
unique and random EMF signatures can be used to generate 
neW dynamic passWords. Systems that include portable con 
sumer devices having processors or memories can be used to 
generate neW pass codes each time the portable consumer 
devices used. The processor in such portable consumer 
devices can use the unique EMF signature based on the ran 
dom crack pattern in the brittle material layer as a seed value 
or initialiZation code to ensure that no tWo portable consumer 
devices have the same passWord at any given time. It is 
unlikely that anyone could predict the valid passWord at any 
given time Without knoWing the algorithm, seed value or 
initialiZation value. As such using the unique EMF signature 
greatly increases the security of dynamic passWord based 
authentication systems. 

In other embodiments, the EMF signature and the associ 
ated derivative passWords or codes can be determined each 
time the card is presented to initiate a transaction so data 
about or based on the EMF signature does not need to be 
stored or printed on the portable consumer device. The EMF 
signature data can be determined each time the portable con 
sumer device is presented to initiate a transaction. Such 
embodiments improve security by limiting the ability of 
potential fraudulent users from accessing the EMF signature 
data on the portable consumer device simply by hacking into 
or accessing the information stored on the portable consumer 
device. To obtain the EMF signature or derive any EMF 
signature based data, a potential fraudulent user Would have 
to knoW hoW to induce and detect the EMF signature properly. 
Limiting the availability of such information and such capa 
bility can further increase the security and robustness of the 
authentication or encryption schemes that use various 
embodiments of the present invention. 

Similarly, embodiments of the present invention can be 
used to improve security, and operational and deployment 
ef?ciencies of symmetric key-based authentication systems, 
such as digital encryption standard (DES) [4] algorithm or 
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symmetric key cryptography methods used in smart card 
systems. Such methods use secret cryptographic keys and 
public DES algorithms stored on portable consumer devices, 
such as smart cards, or other access devices. Such symmetric 
key authentication systems can perform various symmetric 
key authentications. 
One exemplary symmetric key authentication system can 

include a smartcard, having a brittle material layer used to 
generate a unique EMF signature, that can send the micro 
processor serial number to the access device. The access 
device can then combine the number With the master key to 
form the smartcards diversi?ed key. In such embodiments, 
the unique EMF signature or EMF signature-based encryp 
tion key or seed value can be loaded into the portable con 
sumer device as the serial number during card initialization or 
generated each time the portable consumer device is pre 
sented to an access device. The access device can then gen 

erate a random number Which can be encrypted using the 
received encryption key value. The encrypted random num 
ber can then be sent or otherWise transmitted to challenge the 
portable consumer device. The portable consumer device can 
then decrypt the encrypted random number forming a 
response value Which can be returned to the access device. 
The access device then can compare the random number and 
the response value. If the random number and the response 
value match, then the transaction authorization request can be 
accepted. 

Similarly, embodiments of the present invention can pro 
vide an EMF signature or an EMF signature-based encryption 
key that can be used in other symmetric key authentication 
systems, asymmetric key authentication systems as Well as 
zero-knoWledge authentication systems. The smartcard 
based authentication systems discussed above and other 
encryption based security/authentication systems can be aug 
mented or improved by using various embodiments of the 
present invention to increase the cost effectiveness, security, 
and cryptographic effectiveness of authenticating a portable 
consumer device or a user. 

As shoWn, system 700 can optionally include sending 
authentication requests from requester 740 through acquirer 
750 as Well as report any results provided by authentication 
netWork 770 to an issuer 780. In some embodiments, the 
authentication request from user 710, or portable consumer 
device 720 can be fully or partially processed by requester 
740 or access device 745 With or Without the help of authen 
tication netWork 770. Such embodiments provide the advan 
tage of processing authentication requests in off-line or in 
less-than-real-time electronic communication With authenti 
cation netWork 770 scenarios. 

FIG. 8 is a ?owchart of a method 800 for producing and 
using a portable consumer device having a brittle material 
layer according to various embodiments of the present inven 
tion. The method begins With providing a substrate layer in 
step 810. As discussed above, substrate layer can include a 
number of suitable materials based on the intended use of the 
resulting portable consumer device. In step 815, a brittle 
material layer can be disposed on the substrate layer. Random 
crack patterns are then created in a brittle material in step 820. 
Once the random crack patterns are generated, as discussed 
herein, an input signal can be applied to the portable con 
sumer device at the substrate, brittle material layer or other 
layer. Application of the input signal can be contact or con 
tactless based, i.e. using electrical leads on the portable con 
sumer device or using an induction ?eld emitted by an EMF 
sensor or EMF emitter, in step 825. In response to the appli 
cation of the input signal, the portable consumer device can 
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generate a unique EMF signature based on the cracked ran 
dom pattern in the conductive or semiconductive brittle mate 
rial layer. 
The unique EMF signature generated in response to the 

input signal can then be detected in step 830. The EMF 
signature can be detected using contacts-based or contactless 
means suitable for reliably and consistently detecting the 
EMF signature of the portable consumer device. For example, 
an electrical input signal, i.e. a constant or varied electrical 
voltage or current, can be applied to electrical leads disposed 
on the portable consumer device. The resulting EMF on and 
around the portable consumer device can then be detected 
using near or far a?eld EMF sensors at various points and 
surface regions of the portable consumer device. The speci?c 
points and regions at Which the EMF is detected can in?uence 
the speci?c EMF signature of the portable consumer device. 
In other embodiments, the portable consumer device can be 
introduced into a constant or varied electromagnetic ?eld and 
the resulting induced electrical can be detected at the electri 
cal leads. 
Any combination of contact-based or contactless applica 

tion of input signals and EMF signature detection canbe used. 
In this Way, a single portable consumer device having a single 
unique random crack pattern in the brittle material layer can 
be used to generate multiple EMF signatures determined by 
the manner in Which the EMF signature is induced and 
detected. In such embodiments, the same portable consumer 
device can be used by multiple branded payment or authen 
tication systems, each requesting or requiring a different and 
unique EMF signature based on open standard or proprietary 
methods of inducing and detecting the EMF signature of the 
portable consumer device. For example, one authentication 
netWork might require that the EMF signature be induced 
using a speci?c contact-based electrical signal While detect 
ing the EMF signature of the portable consumer device, i.e. 
the credit card, at a speci?c location and distance from the 
surface of portable consumer device, i.e. 1 cm aWay from the 
surface of the top right quadrant of the credit card, While 
another authentication netWork can require that the EMF 
signature be induced using a speci?c static or time or spatially 
varied EMF, i.e. a sine or square Wave, but detect the EMF by 
using the induced electrical signal measured at electrical 
leads in the brittle material layer. 

In related embodiments, the EMF signature can be used to 
generate speci?c encrypted or unencrypted EMF signature 
data that can be stored on a server or on the portable consumer 

device itself in step 835. EMF signature data can then be used 
optionally to generate encryption seed values or initialization 
codes in step 840 for use in various cryptographic encryption 
schemes used to authenticate portable consumer devices and/ 
or users. In some embodiments, the EMF signature, the EMF 
signature data, seed values or initialization codes can change 
over time according to the progressive or continuing breakage 
of the brittle material layer used to generate the EMF signa 
ture. 

Such progressive or continuing breakage of the brittle 
material layer can track the particular usage pattern associ 
ated With the oWner or authorized user of the portable con 
sumer device and can be used to further increase the com 
plexity and security of authentication systems using portable 
consumer devices having brittle material layers adapted to 
produce an EMF signature. In such embodiments, the EMF 
signature, or other associated or derivative data, can evolve as 
the brittle material layer continues to crack and create neW 
random crack patterns in the portable consumer device. The 
evolution of the random crack pattern in a particular portable 
consumer device associated With a particularuser Will change 
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according to expected or observed usage patterns. For 
example, a male user Who keeps his credit card in his Wallet in 
his back pocket Will produce a different evolving random 
crack pattern then the female user Who keeps her credit card 
in her purse. The association of the evolution of the random 
crack pattern can provide an additional layer of security and 
authentication for the portable consumer device and the asso 
ciated user. 

In some embodiments, the EMF signature data, seed values 
or initialization codes generated in step 840 can be used to 
generate dynamic passWords in step 845. Such dynamic pass 
Words can be used in various implementations of dynamic 
passWord-based authentication systems, such as smartcard 
based dynamic passWord authentication systems. In many 
embodiments of the present invention, the EMF signature 
data, seed values, initialization codes or dynamic passWords 
can be stored. Depending on the requirements of the speci?c 
authentication system implementing various embodiments of 
the present invention, the EMF signature data, seed values, 
initialization code or dynamic passWords can be stored on a 
central server, a local point-of-sale device, a personal com 
puter, a portable computing device or a portable consumer 
device. 

FIG. 9 is a ?owchart of the method for authenticating a 
portable consumer device using an EMF signature according 
to various embodiments the present invention. At step 910, 
and EMF signature enabled portable consumer device, i.e. a 
portable consumer device having a conductive or a semicon 
ductive brittle material layer With intentionally created ran 
dom crack patterns, can be received. The EMF signature 
enabled portable consumer device can be received by any 
EMF signature enabled access device, such as a credit card 
access device, a point-of-sale terminal, a personal computer, 
a smart phone or other portable computing device. At step 
915, EMF signature enabled access device can initiate or 
apply an contact-based or contactless input signal for the 
portable consumer device to induce an EMF signature. 

In some embodiments, the application of the input signal to 
the portable consumer device can include an activation or 
initiation signal to turn on a processor and/ or internal poWer 
supply included in the portable consumer device itself. The 
processor and/or the internal poWer supply can then apply an 
appropriate open standard or proprietary input signal to one 
or more of the various layers of the EMF enabled portable 
consumer device to generate an EMF signature. In other 
embodiments, the EMF signature enabled portable consumer 
device can be a passive device having no processor or internal 
poWer supply. 

In such embodiments, various input signal variable can 
in?uence the resulting EMF signature induced in the EMF 
signature enabled portable consumer device. For example, 
the manner in Which the input signal is applied to the passive 
EMF signature enabled portable consumer device can induce 
a unique and random EMF signature speci?c to that manner 
of input signal application. Additionally, the speci?c input 
signal (i.e. strength or signal shape or content) and the point or 
region of the portable consumer device to Which the input 
signal is applied can also in?uence or determine the resulting 
EMF signature of the EMF enabled portable consumer 
device. Such embodiments provide the capability of produc 
ing different brand, netWork and transaction speci?c EMF 
signatures using the EMF enabled portable consumer device. 
Each resulting unique EMF signature can then be associated 
With a particular user account. 

Such embodiments can reduce the number of portable con 
sumer devices a user needs to carry While still providing 
access to multiple user accounts including, but not limited to, 
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credit, debit, checking, savings, access, identi?cation 
accounts associated With the user. Additionally, a single net 
Work or issuer can provide different speci?c input signals and 
input signal application requirements, i.e. contact based on 
certain contact points or contactless based on a particular 
region of the portable consumer device, for different types of 
transactions. For example, one issuer may require that a static 
EMF ?eld at a ?rst speci?c strength be applied to one half of 
the portable consumer device for authentication/authoriza 
tion of payment transactions, While requiring that a second 
EMF ?eld at a different strength be applied to the other half of 
the portable consumer device for refunds or other types of 
?nancial transactions. In step 920, the resulting EMF signa 
ture can be detected by a number of contact-based and con 
tactless detection means. 

At step 925, additional EMF signature data can be gener 
ated based on the EMF signature. Such derivative EMF sig 
nature data, Which can include information about, describing 
or characterizing the EMF signature stored in a variety of data 
formats suitable for e?icient electronic storage and transmis 
sion, can be generated at the time of the portable consumer 
device is deployed or issued, each time the portable consumer 
device is presented for authentication, or a combination 
thereof. At step 930 speci?c derivative EMF signature data, 
such as seed values or initialization codes, based on other 
derivative EMF signature data or on the EMF signature itself 
can be generated. Similarly, in step 935, dynamic passWords 
and other codes based on the EMF signature data, seed values 
or initialization codes can also be generated. The EMF sig 
nature, derivative EMF signature data, such as encryption 
seed values or initialization codes, as Well as other user or 
account information can be stored or printed on the portable 
consumer device and used to authorize/authenticate the por 
table consumer device or access an associated user account. 

Once the requisite EMF signature, EMF signature data, 
seed values or initialization codes are generated, an authori 
zation request message including various combinations of the 
detected and derivative EMF signature data can be sent to a 
server in step 940. In response to the authentication/authen 
tication request message, the requesting entity, such as a 
merchant or user, can receive an authentication/ authorization 

response message in step 945. The authentication/authoriza 
tion response message can include an indication Whether the 
provided EMF signature or other derivative EMF signature 
data provided in the authentication request is acceptable for 
authenticating the EMF signature enabled portable consumer 
device. 

It should be understood that the present invention as 
described above can be implemented in the form of control 
logic using computer softWare in a modular or integrated 
manner. Based on the disclosure and teachings provided 
herein, a person of ordinary skill in the art Will knoW and 
appreciate other Ways and/ or methods to implement the 
present invention using hardWare and a combination of hard 
Ware and softWare. 
Any of the components or functions described in this appli 

cation, may be implemented as softWare code to be executed 
by a processor using any suitable computer language such as, 
for example, Java, C++ or Perl using, for example, conven 
tional or obj ect-oriented techniques. The softWare code may 
be stored as a series of instructions, or commands on a com 
puter readable medium, such as a random access memory 
(RAM), a read only memory (ROM), a magnetic medium 
such as a hard-drive or a ?oppy disk, or an optical medium 
such as a CD-ROM. Any such computer readable medium 
may reside on or Within a single computational apparatus, and 






