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(57) ABSTRACT 

A polyol includes the reaction product of an epoXidiZed oil 
and an organic acid. The epoXidiZed oil and the organic acid 
are reacted in the presence of a LeWis base catalyst including 
at least one of a phosphorous atom or a nitrogen atom. The 
polyol is formed by a methodthat includes the step of reacting 
the epoXidiZed oil With the organic acid in the presence of the 
LeWis base catalyst. 
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Exemplary Soy Bean Oil 
Average Functionality = 4.6 

Approximate Number and Weight Average Molecular Weights = 872 g/mol 

Figure 1A 
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Figure 1C 
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Possible Structure of Polyols 1 and 2 

Figure 4A 

Possible Structure of Polyol 3 

Figure 4B 
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POLYOL FORMED FROM AN EPOXIDIZED 
OIL 

FIELD OF THE INVENTION 

The present invention generally relates to a polyol and a 
method of forming the polyol. More speci?cally, the polyol is 
the reaction product of an epoxidiZed oil and an organic acid 
Which are reacted in the presence of a LeWis base catalyst. 

DESCRIPTION OF THE RELATED ART 

Formation of polyols using different methods is Well 
knoWn in the art. Speci?c types of polyols, e. g. those formed 
from epoxidiZed compounds, are also Well knoWn. These 
epoxidiZed compounds may have long chain hydrocarbon 
backbones, ester functionality, and internal and/or terminal 
epoxy groups. 

The epoxidiZed compounds having terminal epoxy groups 
are knoWn to react With a variety of curatives and hardeners 
such as primary, secondary, and tertiary amines, anhydrides, 
polyamides, boron tri?uoride-monoethylamine complexes, 
dicyandiamides, polysul?des, and thiols. Protic curatives, 
such as primary and secondary amines having the formula 
RR'NH Wherein R is alkyl group and R' is either a hydrogen 
atom or an alkyl group, react With epoxidiZed compounds 
through addition reactions Wherein one nitrogen-hydrogen 
group reacts With one epoxy group of the epoxidiZed com 
pound. This reaction is thought to proceed via a primary or 
second amine attacking the terminal epoxy group resulting in 
ring opening and the production of a ZWitterion. The ZWitte 
rion is capable of reacting With another epoxy group and 
opening the ring. It is believed that this type of reaction 
continues until a dense cross-linked structure including stable 
ether linkages is formed, as represented by the generic chemi 
cal reaction scheme and mechanism shoWn below: 

These types of reactions proceed readily because the amine 
attacks a terminal epoxy group With minimal steric hindrance. 
HoWever, if the epoxidiZed compounds have internal, i.e., 
non-terminal epoxy groups, ring opening reactions are much 
more dif?cult due to steric hindrance of surrounding groups 
such as aliphatic groups. These surrounding groups render 
internal epoxy groups much less reactive toWards traditional 
ring opening polymerization reactants. 
When epoxidiZed compounds having both internal and 

external epoxy groups are reacted to form polyols, a number 
of different products are formed due to both kinetic and 
thermodynamic considerations. This causes a ?nal product to 
have a Wide polydispersity index, Which is calculated as a 
Weight average molecular Weight of the polyol divided by a 
number average molecular Weight of the polyol. The polydis 
persity index represents a distribution of individual molecular 
masses of molecules of the polyol. As length and siZe of each 
molecule of the polyol approach uniformity, the polydisper 
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2 
sity index approaches 1 .0. The technology currently knoWn in 
the art reacts epoxy groups according to the mechanism 
described above and tends to cause a viscosity of the ?nal 
product to increase due to the formation of the dense cross 
linked structure. This also increases the polydispersity index. 
In many applications, these increases in viscosity and poly 
dispersity indices are unacceptable. Accordingly, there 
remains an opportunity to develop improved polyols and an 
improved method of forming the polyols. 

SUMMARY OF THE INVENTION AND 
ADVANTAGES 

The present invention provides a polyol and a method of 
forming the polyol. The polyol is the reaction product of an 
epoxidiZed oil and an organic acid. The epoxidiZed oil and the 
organic acid are reacted in the presence of a LeWis base 
catalyst. The LeWis base catalyst includes at least one of a 
phosphorous atom or a nitrogen atom. The method of forming 
the polyol includes reacting the epoxidiZed oil With the 
organic acid in the presence of the LeWis base catalyst to form 
the polyol. 
The particular LeWis base catalyst used in the present 

invention alloWs the organic acid to react With the epoxidiZed 
oil to form a polyol having hydroxyl groups and ester func 
tionality in an e?icient, accurate, and consistent manner. The 
LeWis base catalyst also facilitates ring opening of internal 
epoxy groups of the epoxidiZed oil While preserving other 
functional groups of the epoxidiZed oil, such as triglyceride 
ester skeletons. This ring opening alloWs the polyol to gain 
additional hydroxyl groups and also alloWs for the customi 
Zation of polyols With different functionalities. Further, the 
instant method minimiZes the formation of cross-linked 
structures and produces less viscous polyols With narroWed 
ranges of polydispersity indices Which are suitable for use in 
a Wide variety of applications. Still further, the instant inven 
tion alloWs the polyol to be formed in an e?icient and accurate 
manner While minimiZing production costs and maximizing 
consistency. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

Other advantages of the present invention Will be readily 
appreciated, as the same becomes better understood by ref 
erence to the folloWing detailed description When considered 
in connection With the accompanying draWings Wherein: 

FIG. 1A is a diagram of a chemical structure of an exem 

plary soybean oil; 
FIG. 1B is a diagram of chemical structures and typical 

Weight percents of constituent fatty acids of soybean oil; 
FIG. 1C is a diagram of a chemical structure of an exem 

plary epoxidiZed soybean oil; 
FIG. 2 is an exemplary reaction scheme of the instant 

invention including reaction of an epoxidiZed soybean oil and 
an organic acid such as 2-ethylhexanoic acid, 2,2-dimethy 
lolpropionic acid, and/ or oleic acid in the presence of a LeWis 
base catalyst such as triphenylphosphine and/or triethylene 
diamine to form a polyol of the instant invention; 

FIG. 3 includes one possible structure of the Comparative 
Polyol set forth in the Examples and an exemplary reaction 
scheme of a side reaction Which is reduced by the instant 
invention and Which includes dimeriZation/cross-linking of 
epoxy groups; 

FIG. 4A includes possible structures of the Polyols 1 and 2 
of the instant invention and set forth in the Examples; and 

FIG. 4B includes one possible structure of Polyol 3 of the 
instant invention that is set forth in the Examples. 
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DETAILED DESCRIPTION OF THE INVENTION 

The instant invention provides a polyol and a method of 
forming the polyol. The polyol includes the reaction product 
of an epoxidiZed oil and an organic acid. In one embodiment, 
the polyol consists essentially of the reaction product of the 
epoxidiZed oil and the organic acid. This embodiment does 
not include additional reactants that react With the epoxidiZed 
oil and/or the organic acid because these additional reactants 
Would materially affect the basic and novel characteristic of 
the polyol. In another embodiment, the polyol consists of the 
reaction product of the epoxidiZed oil and the organic acid. 
The epoxidiZed oil and the organic acid are reacted in the 
presence of a LeWis base catalyst. The LeWis base catalyst 
includes at least one of a phosphorous atom or a nitrogen 
atom. The organic acid and the LeWis base catalyst are 
described in greater detail beloW. 

The epoxidiZed oil may be formed from any natural or 
synthetic oil and has at least one epoxy group. As is knoWn in 
the art, epoxy groups are cyclic ethers With only three atoms 
in a ring. The ring forms an approximately equilateral triangle 
With bond angles of about 60°, making the ring highly 
strained. This strain causes the epoxy groups to be very reac 
tive toWards nucleophiles. The epoxidiZed oil may have both 
internal and terminal epoxy groups in any number. The epoxy 
groups may be symmetric and/or asymmetric epoxy groups 
such as those shoWn beloW: 

O 

0 MA A R 
Symmetric Asymmetric 

Wherein R is an organic or inorganic group. 
In one embodiment, the epoxidiZed oil is formed from a 

natural oil, eg an oil derived from an animal or plant. One 
type of natural oil derived from a plant is vegetable oil. 
Suitable non-limiting examples of oils that may be epoxi 
diZed include oils that have from 1 to 3 non-conjugated car 
bon-carbon double bonds such as chicken fat, canola oil, 
citrus seed oil, cocoa butter, corn oil, cottonseed oil, linseed 
oil, oat oil, olive oil, palm oil, peanut oil, rapeseed oil, rice 
brain oil, sa?loWer oil, sesame oil, soybean oil, sun?oWer oil, 
beef talloW, and combinations thereof. In one embodiment, 
the oil that is epoxidiZed includes a high proportion of unsat 
urated constituent fatty acids. Typically, the epoxidiZed oil is 
derived from an animal or plant and reacted With a peracid, a 
perester, and/or a peroxide to form epoxy groups at sites of 
carbon-carbon double bonds. HoWever, the epoxidiZed oil is 
not limited to formation by such means. Preferably, the epoxi 
diZed oil has a viscosity of from 300 to 700, more preferably 
of from 400 to 600, and most preferably of about 600, cps at 
25° C. using a Brook?eld Viscometer and a 21 spindle. Of 
course, the epoxidiZed oil is not limited to such viscosities. 

The epoxidiZed oil may be further de?ned as an epoxidiZed 
soybean oil. As is knoWn in the art, soybean oils are common 
vegetable oils and typically include unsaturated fatty acid 
chains such as linolenic acid chains, linoleic acid chains, and 
oleic acid chains, and saturated fatty acid chains such as 
stearic acid chains and palmitic acid chains, as shoWn in 
FIGS. 1A and 1B. In one embodiment, the epoxidiZed soy 
bean oil includes 2-(8-(3-((3-hexyloxiran-2-yl)methyl)oxi 
ran-2-yl)octanoyloxy)-3-(8-(3-((3-pentyloxiran-2-yl)me 
thyl)oxiran-2-yl)octanoyloxy)propyl8-(3-octyloxiran-2-yl) 
octanoate, as shoWn in FIG. 1C. The epoxidiZed soybean oil 
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4 
may have numerous epoxy groups but is not limited to a 
certain number of epoxy groups per molecule, so long as the 
soybean oil includes at least one epoxy group. In various 
embodiments, the epoxidiZed soybean oil has one, tWo, three, 
four, or ?ve internal epoxy groups. Of course, it is to be 
understood that the epoxidiZed oil may have more than ?ve 
internal (or terminal) epoxy groups. It is believed that, in one 
embodiment, the soybean oil is approximately 100 percent 
epoxidiZed and has the folloWing approximate characteristics 
relative to constituent fatty acid chains: 

Average Weight 
Percent of Number of 
Constituent Additional 

Constituent Number Average Fatty Acid Chains in Oxygen Atoms 
Fatty Acid Molecular Weight Epoxidized Soybean Added During 
Chains (g/mol) Oil (%) Epoxidation 

Palmitic Acid 256.4 10.41 0 
Stearic Acid 284.5 4.03 0 
Oleic Acid 298.5 23.67 1 
Linoleic Acid 312.5 54.41 2 
Linolenic Acid 326.0 7.47 3 

Additionally, in this embodiment, the epoxidiZed soybean oil 
has a number average molecular Weight of about 944 g/mol, 
a Weight average molecular Weight of about 947 g/mol, a 
number average number of oxygen atoms per fatty acid chain 
of about 1.5, a Weight average number of oxygen atoms per 
fatty acid chain of about 1 .55, a total number of oxygen atoms 
per epoxidiZed soybean oil molecule of from about 4.49 to 
4.65, a number average oxygen content in the epoxidiZed 
soybean oil of about 7.62 percent, and a Weight average 
oxygen content in the epoxidiZed soybean oil of about 7.85 
percent. One suitable epoxidiZed soybean oil is commercially 
available from Arkema, Inc. of King of Prussia, Pa. 
The epoxidiZed oil may be combined With a non-epoxi 

diZed oil including, but not limited to, those non-limiting 
examples of oils described above. If the epoxidiZed oil is 
combined With the non-epoxidiZed oil, the combination pref 
erably includes at least 50%, and more preferably includes at 
least 75%, by Weight of the epoxidiZed oil. 
The epoxidiZed oil may be reacted With an additional 

polyol, such as glycerine, under transesteri?cation condi 
tions. Suitable transesteri?cation conditions include the use 
of an elevated temperature (such as from 70° C. to 180° C.) 
and the use of a transesteri?cation catalyst such as a LeWis 
acid, tin and/or titanium compounds. The reaction of the 
epoxidiZed oil and the additional polyol typically forms a 
mixture of glycerides (mainly mono- or di-glycerides) and 
esters of fatty acids. In one embodiment, the oil, prior to 
epoxidation, is reacted With the additional polyol to form a 
mixture of oil-ester compounds, Which are then epoxidiZed. 
The additional polyol may include from 2 to 8 hydroxyl 

groups per molecule. More preferably, the additional polyol 
includes from 2 to 4, and most preferably includes from 3 to 
4, hydroxyl groups per molecule. Mixtures of additional 
polyols may also be utiliZed. The hydroxyl equivalent Weight 
of the additional polyol is preferably less than 150 and more 
preferably less than 75. Non-limiting examples of suitable 
additional polyols include glycerine, trimethylolpropane, 
ethylene glycol, propylene glycol, 1,4-butane diol, polymers 
of propylene glycol and/or ethylene glycol, pentaerythritol, 
sorbitol, sucrose, triethanolamine, triisopropanolamine, 
cyclohexane dimethanol, and combinations thereof. Alkoxy 
lates of any of the foregoing, such as ethoxylates and/or 
propoxylates, can also be used. The additional polyols, or 
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portions thereof, may also be esteri?ed. In one embodiment, 
less than all of the hydroxyl groups of the additional polyols 
are esteri?ed. Alternatively, all of the hydroxyl groups may be 
esteri?ed. 
As ?rst described above, the epoxidiZed oil is reacted With 

an organic acid to form the polyol. The organic acid may be 
any knoWn in the art that includes at least one carbon atom. In 
one embodiment, the organic acid is further de?ned as a 
carboxylic acid. In another embodiment, the organic acid 
includes a C 1 -C 10 carbon chain and may be selected from the 

group of formic acid, acetic acid, propionic acid, butyric acid, 
valeric acid, caproic acid, caprylic acid, capric acid, lactic 
acid, glycolic acid, 2-ethylcaproic acid, 2,2-dimethylolpropi 
onic acid, 2-ethylhexanoic acid, hydroxybenZoic acid, and 
combinations thereof. Alternatively, the organic acid may 
include more than 10 carbon atoms, may be a saturated or 
unsaturated carboxylic acid, and may be selected from the 
group of lauric acid, myristic acid, palmitic acid, stearic acid, 
oleic acid, linolenic acid, linoleic acid, acids including fatty 2 
acid chains having at least one hydroxyl-functional ester 
group, and combinations thereof. It is also contemplated that 
the organic acid may be selected from the group of lactic acid, 
glycolic acid, 2,2-dimethylolpropionic acid, a fatty acid chain 
having at least one hydroxyl-functional ester group, and com 
binations thereof. 

In one embodiment, the organic acid is further de?ned as 
2-ethylhexanoic acid. For descriptive purposes only, a gen 
eral chemical structure of 2-ethylhexanoic acid is shoWn 
beloW: 

HO 

2-ethylhexanoic acid 

In another embodiment, the organic acid is further de?ned 
as 2,2-dimethylolpropionic acid. For descriptive purposes 
only, a general chemical structure of 2,2-dimethylolpropionic 
acid is shoWn beloW: 

O OH 

OH 

HO 

2,2-dimethylolpropionic 
acid 

In yet another embodiment, the organic acid is further 
de?ned as oleic acid. A chemical structure of oleic acid is 
shoWn in FIG. 1B. 
As is knoWn in the art, carboxylic acids include a carboxyl 

group (COOH). In one embodiment, the carboxylic acid has 
tWo hydroxyl groups, i.e., an additional hydroxyl group. In 
another embodiment, the carboxylic acid has three hydroxyl 
groups. 

The organic acid may also include inorganic atoms such as 
silicon, i.e., at least one silicon atom. Alternatively, the 
organic acid may include at least one halogen atom. Suitable 
organic acids including at least one halogen atom include, but 
are not limited to, haloalkane based acids, haloalkene based 
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6 
acids, haloaromatic based acids, acids such as haloacetic 
acids, eg chloroacetic acid, organic acids including one or 
tWo halogen groups, and combinations thereof. Additionally, 
it is contemplated that any of the aforementioned organic 
acids may be modi?ed to include at least one silicon or halo 
gen atom and be used in the instant invention. Alternatively, 
the organic acid may include a compound that reacts or 
decomposes to form the organic acid. Suitable non-limiting 
examples of such compounds include lactides, glycolides, 
and combinations thereof. 

Preferably the epoxidiZed oil and the organic acid are 
reacted in a mole ratio of from 0.25 to 1.2, more preferably of 
from 0.5 to 1, and most preferably of from 0.75 to 1, moles of 
organic acid to one mole of epoxidiZed oil. Without intending 
to be bound by any particular theory, it is believed that 
increasing a molar amount of the organic acid increases a 
number of epoxy groups that are opened through a ring open 
ing reaction. Conversely, it is believed that loWering a molar 
amount of the organic acid may increase cross-linking of 
epoxy groups and/or viscosity of the polyol. Thus, the molar 
amounts of the organic acid to be used in forming the polyol 
may be chosen by one of skill in the art based on desired 
physical properties of the polyol. Additionally, it is believed 
that, to increase a speed of reaction of the epoxidiZed oil and 
the organic acid, strong organic acids knoWn in the art may be 
used. HoWever, Weaker organic acids may also be used, as 
chosen by one of skill in the art. 
The epoxidiZed oil and the organic acid are reacted in the 

presence of the LeWis base catalyst, as ?rst described above. 
As is understood by those of skill in the art, the LeWis base 
catalyst does not substantially react With either the epoxi 
diZed oil or the organic acid. Of course, the LeWis base cata 
lyst may be protonated and/or deprotonated in the instant 
invention. HoWever, for purposes of this invention, this pro 
tonation/deprotonation is not a reaction because these prod 
ucts typically are not stable. 
The LeWis base catalyst includes at least one of a phospho 

rous atom or a nitrogen atom. In other Words, the LeWis base 
catalyst may include a nitrogen atom to the exclusion of a 
phosphorous atom, a phosphorous atom to the exclusion of a 
nitrogen atom, or a nitrogen atom and a phosphorous atom. In 
one embodiment, the LeWis base catalyst is further de?ned as 
an amine. In another embodiment, the LeWis base catalyst is 
further de?ned as a phosphine. Suitable non-limiting 
examples of LeWis base catalysts include triethylenediamine 
(also knoWn as 1,4-diaZabicyclo[2.2.2]octane and DABCO), 
DBU (1,8-diaZabicyclo[5.4.0]undec-7-ene), DBN (1,5-diaZ 
abicyclo [4.3 .0] non-5 -ene), 1,3 ,3 -trimethyl-6-aZabicyclo 
[3 .2. 1]octane, hexamethylenetetramine, N- (2 -cyanoethyl) 
morpholine), N-acetylmorpholine, N,N'-dimethylpiperaZine, 
1 ,4-dimethyl- 1H-pyraZole, 2,2'dimorpholinediethylether, 
2,4,6-(dimethylaminomethyl)phenol, N,N-ethyldiisopropy 
lamine, N-ethylmorpholine, N-formylmorpholine, N-meth 
ylpiperaZine, N-methyl-lH-pyrrole, 1,3,5-(dimethylamino 
propyl) -1 ,3 ,5 -hexahydrotriaZine, tri s(2-ethylhexyl)amine, 
Ph3P, PhPEt2, PhPMe2, Ph2P(CH2CH2CN), PhP 
(CH2CH2CN)2, (2,4,6-(OMe)3C6H2)3P, (4-F%6H4)3P, 
(4-CF3%6H4)3P, P(CH2CH2CN)3, Me2PCH2CH2CN, bis 
(diphenylphosphino)methane, bis(diphenylphosphino) 
ethane), and combinations thereof. In one embodiment, the 
LeWis base catalyst is selected from the group of triph 
enylphosphine, triethylenediamine, and combinations 
thereof. For descriptive purposes only, chemical structures of 
triphenylpho sphine and triethylenediamine are shoWn beloW: 
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triphenylphosphine triethylenediamine 

The epoxidiZed oil and the organic acid are preferably reacted 
in the presence of the Lewis base catalyst in an amount of 
from 0.1 to 1, more preferably in an amount of from 0.15 to 
0.5, and most preferably in an amount of from 0.15 to 0.25, 
parts by Weight per 100 parts by Weight of the epoxidiZed oil 
and the organic acid. 

Without intending to be bound by any particular theory, is 
it believed that the epoxidiZed oil reacts With the organic acid 
in the presence of the LeWis base catalyst in a nucleophilic 
ring opening reaction to produce hydroxyl groups (i.e., pri 
mary, secondary, and/or tertiary hydroxyl moieties) and to 
add the organic acid to the epoxidiZed oil. More speci?cally, 
it is believed that under LeWis base catalysis, symmetrical 
epoxy groups may be attacked at either carbon atom While 
unsymmetrical epoxy groups are preferentially attacked at a 
less substituted, less sterically hindered carbon atom of the 
three member ring. Both symmetrical and unsymmetrical 
epoxy groups are believed to be attacked in a “S N1 like” 
reaction. The epoxidiZed oil may react With the organic acid 
in the presence of the LeWis base catalyst in a reaction scheme 
as shoWn in FIG. 2. In one embodiment, the epoxidiZed oil is 
further de?ned as epoxidiZed soybean oil, the organic acid is 
further de?ned as 2-ethylhexanoic acid, and the LeWis base 
catalyst is further de?ned as triethylenediamine. 

Preferably, the epoxidiZed oil and the organic acid are 
reacted in the presence of the LeWis base catalyst at a tem 
perature of from about 50° C. to about 300° C., more prefer 
ably at a temperature of from about 100° C. to about 250° C., 
and most preferably at a temperature of from about 140° C. to 
about 200° C. In one embodiment, the temperature is about 
150° C. In another embodiment, the temperature is about 
200° C. The epoxidiZed oil and the organic acid may be 
reacted under atmospheric pressure or at increased pressure 
and may be reacted under a noble gas atmosphere or under a 
nitrogen atmosphere. It is contemplated that use of shorter 
chain organic acids, e. g., those having less than or equal to 10 
carbon atoms, may alloW for use of loWer reaction tempera 
tures. Alternatively, use of longer chain organic acids, i.e., 
those having more than 10 carbon atoms, may bene?t from 
increased reaction temperatures. 

The epoxidiZed oil may be reacted With the organic acid in 
the presence of the LeWis base catalyst and a solvent. The 
solvent may be any knoWn in the art and may include a 
non-polar solvent. Preferably, there is no solvent present. 
HoWever, one of skill in the art may choose a solvent includ 
ing, but not limited to, benZene, toluene, a halobenZene such 
as chlorobenZene, hexane, pentane, and combinations 
thereof. 

The polyol formed in the instant invention typically has a 
hydroxyl number of from 50 to 400, more typically of from 50 
to 200, and most typically of from 60 to 90, mg KOH/ g. The 
polyol also typically has a functionality of up to about 13.2, 
more typically of from 2 to 6, and most typically of from 2 to 
4. Further, the polyol typically has a number average molecu 
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lar Weight of up to 2,200, more typically of from 1,000 to 
2,000, and most typically offrom 1,200 to 1,500, g/mol. The 
polyol also typically has a Weight average molecular Weight 
of up to 3,000, more typically of from 1,000 to 2,000, and 
most typically of from 1,500 to 1,900, g/mol. Further, the 
polyol typically has an acid number of from 1 to 17 and more 
typically of from 0.1 to 17. Still further, the polyol typically 
has an oxirane equivalent Weight of from 0.1 to 4, more 
typically of from 1.5 to 2.5, alternatively from 0.3 to 1.5 or 
from 0.7 to 1 .5, grams, determined by titration using methods 
Well knoWn in the art. As is knoWn in the art, an oxirane 
equivalent Weight of 0.1 indicates that almost all of the epoxy 
groups in the epoxidiZed oil have reacted in a ring opening 
reaction. Conversely, an oxirane equivalent Weight of 4 indi 
cates that almost none of the epoxy groups in the epoxidiZed 
oil have reacted in a ring opening reaction. 
The polyol also preferably has a viscosity of from 1,200 to 

4,000 and more preferably of from 1,600 to 3,700, cps at 25° 
C. using a Brook?eldviscometer and a 21 spindle. Addition 
ally, the polyol typically has a polydispersity of from 1 to 3, 
more typically offrom 1 to 2.5, and most typically offrom 1.2 
to 1.5. The polyol may also be formed With an increased or 
decreased hydrophobicity, i.e., a ratio of carbon atoms to 
oxygen atoms in the polyol. It is believed that an increased 
ratio contributes to ?ame retardancy and an increased number 
of oxygen atoms leads to increased hydrophilicity. Particu 
larly suitable non-limiting examples of polyols of the instant 
invention are set forth in FIGS. 4A and 4B and are not 
intended to limit the instant invention. 
The method of forming the polyol, ?rst introduced above, 

includes the step of reacting the epoxidiZed oil With the 
organic acid in the presence of the LeWis base catalyst to form 
the polyol. The step of reacting may also be accomplished by 
any Way knoWn in the art. In one embodiment, the step of 
reacting is further de?ned as reacting the epoxidiZed oil and 
the organic acid in a “one-pot” synthesis. For purposes of the 
instant invention, the terminology “one-pot” means that, in 
this embodiment, the epoxidiZed oil is reacted With the 
organic acid in the presence of the LeWis base catalyst in a 
single reactor. In an alternative embodiment, the step of react 
ing is further de?ned as reacting in a “tWo” or “multiple” pot 
synthesis in Which tWo or more reactors are used. For 
example, a ?rst portion of the epoxidiZed oil may be reacted 
With a ?rst portion of the organic acid in the presence of a ?rst 
portion of the LeWis base catalyst. Similarly, a second or 
additional portion of the epoxidiZed oil may be reacted With a 
second or additional portion of the organic acid in the pres 
ence of a second or additional portion of the LeWis base 
catalyst. 
As described above, the step of reacting may occur at a 

variety of temperatures. That is, the step of reacting may be 
further de?ned as reacting at any of the temperatures 
described above. Further, the step of reacting may occur at a 
variety of pressures. Typically, the step of reacting occurs at 
or near atmospheric pressure. HoWever, higher and loWer 
pressures are also contemplated for use in this invention. 

The step of reacting may proceed to completion, i.e., 
~100% of the epoxidiZed oil may react With ~100% of the 
organic acid. Alternatively, the step of reacting may not pro 
ceed to completion and instead may proceed to a percentage 
less than 99% or 100% completion. In one embodiment, the 
step of reacting proceeds to less than or equal to about 95% 
completion. If the reaction proceeds to less than completion, 
an amount of free organic acid may remain in the polyol. 
Typically, this amount of free organic acid ranges from 
greater than Zero to 10% by Weight. In one embodiment, the 
polyol includes approximately 5% by Weight of free organic 
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acid. The step of reacting preferably yields the polyol in a 
percentage yield of greater than 90%, more preferably of 
greater than 94%, and mo st preferably greater than or equal to 
98%. In various embodiments, an amount of undesirable 
by-products due to side reactions may be from greater than 
Zero to 10% by Weight of the polyol. Alternatively, the polyol 
may be free of undesirable by-products. The cross-linking of 
non-reacted epoxy groups due to side reactions may occur via 
a dimeriZation reaction similar to the one set forth in FIG. 3. 

In one embodiment, the method includes the step of pro 
viding each of the epoxidiZed oil, the organic acid, and the 
LeWis base catalyst, Which may be accomplished via any Way 
knoWn in the art. The step of providing may be further de?ned 
as adding each of the epoxidiZed oil, the organic acid, and the 
LeWis base catalyst into a reactor. The epoxidiZed oil, the 
organic acid, and the LeWis base catalyst may be added to the 
reactor in any order. In one embodiment, the organic acid and 
the LeWis base catalyst are combined and added to the reactor 
folloWed by addition of the epoxidiZed oil. That is, in this 
embodiment, the organic acid and the LeWis base catalyst are 
combined before reaction With the epoxidiZed oil. 

In one embodiment, the method consists essentially of the 
step of reacting the epoxidiZed oil With the organic acid in the 
presence of the LeWis base catalyst to form the polyol. In this 
embodiment, the method does not include any additional 
reaction or reaction steps other than the step of reacting the 
epoxidiZed oil With the organic acid. In another embodiment, 
the method consists of the step of reacting. In a further 
embodiment, the polyol is formed Without the need for a 
“Workup” step. As is knoWn in the art, “Working up” a reac 
tion may include puri?cation and/or separation of a desired 
compound from a ?nal product in a reactor. In this embodi 
ment of the invention, the polyol may be used as made in the 
reactor With no puri?cation or separation steps required. 
Alternatively, the polyol may be “Worked up,” if desired. 

The method may be completed in a cycle time of from 2 to 
14, more preferably of from 2 to 12, and most preferably of 
from 2 to 6, hours. Without intending to be bound by any 
particular theory, it is believed that by increasing amounts of 
the LeWis base catalyst and/or temperature, the cycle time can 
be reduced. 

The present invention also provides a resin composition 
comprising the polyol of the instant invention. The resin 
composition may include one or more additional polyols, 
different from the polyol of the instant invention. These addi 
tional polyols may be any knoWn in the art, may be derived 
from petroleum, and may include graft polyols. The resin 
composition may also include additives, although additives 
are not required in the instant invention. The additives may be 
selected from the group of chain extenders, anti-foaming 
agents, processing additives, plasticiZers, chain terminators, 
surface-active agents, adhesion promoters, ?ame retardants, 
anti-oxidants, Water scavengers, fumed silicas, dyes, ultravio 
let light stabiliZers, ?llers, thixotropic agents, silicones, tran 
sition metals, catalysts, bloWing agents, surfactants, cross 
linkers, inert diluents, and combinations thereof. The 
additives may be included in any amount as desired by those 
of skill in the art. 

The additives may include amines. The additives may alter 
natively include surfactants to stabiliZe the resin composition. 
The surfactants may be anionic, cationic, or non-ionic surfac 
tants or may include mixtures of one or more surfactants. 

Further, the additives may include a bloWing agents and/or 
bloWing catalysts. The bloWing catalysts may be used if the 
polyol is reacted With an isocyanate to form a foamed poly 
urethane. More speci?cally, the bloWing catalyst may 
increase a speed of a reaction betWeen the isocyanate and the 
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10 
Water that forms carbon dioxide, as is knoWn in the art. 
Further, the additives may also include gelling catalysts. Gel 
ling catalysts typically promote a reaction betWeen the polyol 
and the isocyanate to form the polyurethane. Still further, the 
additive may include a foam surfactant. The foam surfactant 
may be used to control cell siZe of polyurethane foams (e. g., 
?exible polyurethane foams) produced from the reaction of 
the polyol and the isocyanate. 
The present invention also provides a polyurethane includ 

ing the reaction product of an isocyanate and the polyol of the 
instant invention. It is also contemplated that the polyure 
thane may include the reaction product of the isocyanate, the 
polyol of the present invention, and one or more of the addi 
tional polyols of the resin composition, ?rst introduced 
above. The polyurethane may be a ?exible foam, a rigid foam, 
an elastomer, or a non-foamed elastomer. The polyurethane 
may also be used in coatings, adhesives, and sealants. 

The isocyanate may include any isocyanate knoWn in the 
art including, but not limited to isocyanates, polyisocyanates, 
biurets of isocyanates and polyisocyanates, isocyanurates of 
isocyanates and polyisocyanates, and combinations thereof. 
In one embodiment of the present invention, the isocyanate 
includes an n-functional isocyanate. In this embodiment, n is 
a number preferably from 2 to 5, more preferably from 2 to 4, 
and most preferably from 3 to 4. It is to be understood that n 
may be an integer or may have intermediate values from 2 to 
5. The isocyanate may include an isocyanate selected from 
the group of aromatic isocyanates, aliphatic isocyanates, and 
combinations thereof. In one embodiment, the isocyanate 
includes an aliphatic isocyanate. If the isocyanate includes an 
aliphatic isocyanate, the isocyanate may also include a modi 
?ed multivalent aliphatic isocyanate, i.e., a product Which is 
obtained through chemical reactions of aliphatic diisocyan 
ates and/or aliphatic polyisocyanates. Examples include, but 
are not limited to, ureas, biurets, allophanates, carbodiimides, 
uretonimines, isocyanurates, urethane groups, dimers, trim 
ers, and combinations thereof. The isocyanate may also 
include, but is not limited to, modi?ed diisocyanates 
employed individually or in reaction products With polyoxy 
alkyleneglycols, diethylene glycols, dipropylene glycols, 
polyoxyethylene glycols, polyoxypropylene glycols, polyox 
ypropylenepolyoxethylene glycols, polyesterols, polycapro 
lactones, and combinations thereof. 

Alternatively, the isocyanate may include an aromatic iso 
cyanate. If the isocyanate includes an aromatic isocyanate, 
the aromatic isocyanate may correspond to the formula 
R'(NCO)Z Wherein R' is aromatic and Z is an integer that 
corresponds to the valence of R'. Preferably, Z is at least tWo. 
If the isocyanate includes the aromatic isocyanate, the isocy 
anate may include, but is not limited to, the tetramethylxy 
lylene diisocyanate (TMXDI), l,4-iisocyanatobenZene, 1,3 
diisocyanato-o-xylene, l,3-diisocyanato-p-xylene, 1,3 
diisocyanato -m-xylene, 2,4-diisocyanato-l -chlorobenZene, 
2,4-diisocyanato-l -nitro -benZene, 2,5 -diisocyanato-l -ni 
trobenZene, m-phenylene diisocyanate, p-phenylene diisocy 
anate, 2,4-toluene diisocyanate, 2,6-toluene diisocyanate, 
mixtures of 2,4- and 2,6-toluene diisocyanate, 1,5-naphtha 
lene diisocyanate, l-methoxy-2,4-phenylene diisocyanate, 
4,4'-diphenylmethane diisocyanate, 2,4'-diphenylmethane 
diisocyanate, 4,4'-biphenylene diisocyanate, 3,3'-dimethyl-4, 
4'-diphenylmethane diisocyanate, 3,3'-dimethyldiphenyl 
methane-4,4'-diisocyanate, triisocyanates such as 4,4',4" 
triphenylmethane triisocyanate polymethylene 
polyphenylene polyisocyanate and 2,4,6-toluene triisocyan 
ate, tetraisocyanates such as 4,4'-dimethyl-2,2'-5,5'-diphe 
nylmethane tetraisocyanate, toluene diisocyanate, 2,2'-diphe 
nylmethane diisocyanate, 2,4'-diphenylmethane 
diisocyanate, 4,4'-diphenylmethane diisocyanate, polymeth 
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ylene polyphenylene polyisocyanate, corresponding iso 
meric mixtures thereof, and combinations thereof. Alterna 
tively, the aromatic isocyanate may include a triisocyanate 
product of m-TMXDI and 1,1,1-trimethylolpropane, a reac 
tion product of toluene diisocyanate and 1,1,1-trimethyolpro 
pane, and combinations thereof. 

The isocyanate may have any % NCO content and any 
viscosity. The isocyanate may also react With the polyol in 
any amount, as determined by one skilled in the art. Prefer 
ably, the isocyanate and the polyol of the instant invention are 
reacted at an isocyanate index from 90 to 115, more prefer 
ably from 95 to 105, and alternatively from 105 to 110. The 
isocyanate may also include any of the additives described 
above, in amounts determined by one of skill in the art. 

EXAMPLES 

Three polyols (Polyols 1-3) are formed according to the 
instant invention. Speci?cally, to form each of the Polyols 
1-3, an amount of an EpoxidiZed Oil is reacted With an 
amount of an Organic Acid in the presence of a LeWis Base 
Catalyst. TWo Comparative Polyols (Comparative Polyols 1 
and 2) are also formed but not according to the instant inven 
tion. To form the Comparative Polyol 1, an amount of the 
EpoxidiZed Oil and the Organic Acid are reacted. No LeWis 
Base Catalyst is used to form the Comparative Polyol 1. To 
form the Comparative Polyol 2, an amount of the EpoxidiZed 
Oil and the Organic Acid are reacted in the presence of Water, 
Which is used as a LeWis Base Catalyst that does not include 
any phosphorous or nitrogen atoms. The amounts of each of 
the EpoxidiZed Oil, the Organic Acid, and the LeWis Base 
Catalyst are set forth in Table 1 beloW Wherein all amounts are 
in grams unless otherWise indicated. After formation, each of 
the Polyols 1-3 and the Comparative Polyols 1 and 2 are 
characterized to determine hydroxyl number, acid number, 
oxirane equivalent Weight, viscosity of the Polyol and 
residual organic acid, color, polydispersity, and percent yield, 
Which are also set forth in Table 1 beloW. 
Formation of Polyol 1: 

To form Polyol 1, 147.5 grams of oleic acid as the Organic 
Acid and 0.76 grams of 1,4-diaZabicyclo[2.2.2]-octane 
(DABCO) as the LeWis Base Catalyst are added to a reaction 
?ask to form a mixture. The reaction ?ask is equipped With 
temperature control, stirrer, re?ux condenser, and an addi 
tional funnel. The mixture is then heated to approximately 
80° C. under a nitrogen (N2) atmosphere. The temperature is 
held at 80° C. While 250 grams of epoxidiZed soybean oil 
(commercially available from Arkema, Inc. of King of Prus 
sia, Pa.) are added to the mixture. The mixture is then thor 
oughly mixed and heated to approximately 200° C. and held 
at this temperature for approximately 6 hours. After 6 hours, 
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the temperature of the mixture is loWered to approximately 
130° C., and a vacuum is applied to reduce any residual Water 
that may form. There is no additional Workup of this reaction. 
After the vacuum is applied, a pale yelloW liquid including 
Polyol 1 is obtained. 
Formation of Polyol 2: 

To form Polyol 2, 147.5 grams of oleic acid as the Organic 
Acid and 250 grams of epoxidiZed soybean oil are reacted in 
the presence of 1.35 grams of triphenylphosphine, as the 
LeWis Base Catalyst, using the same method described imme 
diately above. Polyol 2 is characteriZed in the same Ways 
described above relative to Polyol 1. 
Formation of Polyol 3: 

To form Polyol 3, 150.6 grams of 2-ethylhexanoic acid as 
the Organic Acid and 500 grams of epoxidiZed soybean oil are 
reacted in the presence of 1.24 grams of 1,4-diaZabicyclo 
[2.2.2] -octane (DABCO), as the LeWis Base Catalyst, using 
the same method described above for Polyol 1. Polyol 3 is 
characterized in the same Ways described above relative to 
Polyol 1. 
Formation of Comparative Polyol 1: 

To form the Comparative Polyol 1, 150.6 grams 2-ethyl 
hexanoic acid as the Organic Acid is added to a reaction ?ask 
to and heated to approximately 80° C. under a nitrogen (N 2) 
atmosphere. 500 grams epoxidiZed soybean oil is then added 
to form a mixture. The mixture is then thoroughly mixed and 
heated to approximately 150° C. and held for 6 hours. After 6 
hours, the temperature of the mixture is loWered and a 
vacuum is applied to reduce any residual Water that may form. 
After the vacuum is applied, a pale yelloW liquid including the 
Comparative Polyol 1 is obtained. 
Formation of Comparative Polyol 2: 

To form Comparative Polyol 2, 150.6 grams of 2-ethylhex 
anoic acid as the Organic Acid and 1.24 grams of distilled 
Water as a LeWis Base Catalyst that does not include any 
phosphorous or nitrogen atoms are added to a reaction ?ask to 
form a mixture. The reaction ?ask is equipped With tempera 
ture control, stirrer, re?ux condenser, and an additional fun 
nel. The mixture is then heated to approximately 80° C. under 
a nitrogen (N2) atmosphere. The temperature is held at 80° C. 
While 500 grams of epoxidiZed soybean oil (commercially 
available fromArkema, Inc. of King of Prussia, Pa.) are added 
to the mixture. The mixture is then thoroughly mixed and 
heated to approximately 200° C. and held at this temperature 
for approximately 6 hours. After 6 hours, the temperature of 
the mixture is loWered to approximately 130° C., and a 
vacuum is applied to reduce any residual Water that may form. 
There is no additional Workup of this reaction. After the 
vacuum is applied, a pale yelloW liquid including Compara 
tive Polyol 2 is obtained. 

TABLE 1 

Comparative Comparative 
Polyol 1 Polyol 2 Polyol 3 Polyol 1 Polyol 2 

Epoxidized Soybean 250 250 500 500 500 
Oil 
Oleic Acid 147.5 147.5 f i i 

2-Ethylhexanoic i i 150.6 150.6 150.6 

Acid 
DABCO 0.76 i 1.24 i i 

Triphenylphosphine i 1 .35 i i i 

Water i i i i 1.24 

Uncorrected 64.6 80.6 105.5 90.2 118.9 

Hydroxyl Number (mg 
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TABLE 1-continued 

Comparative Comparative 
Polyol 1 Polyol 2 Polyol 3 Polyol 1 Polyol 2 

Acid Number 0.62 2.54 7.7 15.9 12.8 
(mg KOH/ g) 
Oxirane Equivalent 0.60 0.44 0.93 0.80 0.85 
Weight 
Viscosity ofthe 1,760 2,070 3,380 4,210 4,190 
Polyol + Residual 
Organic Acid 
(mPa- s at 25° C.) 
Viscosity ofthe >1,760 >2,070 >3,380 >4,210 >4,190 
Polyol 
(mPa- s at 25° C.) 
Color Yellow Yellow Yellow Yellow Yellow 
Polydispersity 1.2 1.2 1.2 1.5 2.19 
% Yield >98 >98 >98 >98 >98 

Functionality, Hydroxyl Number, Acid Number, Oxirane 
Equivalent Weight, Viscosity, and Polydispersity are all deter 
mined by standard methods well known in the art. Color is 
determined visually. Without intending to be bound by any 
particular theory, it is hypothesized that Polyols 1-3 have 
approximate chemical structures as set forth in FIGS. 4A and 
4B. It is also hypothesized that the Comparative Polyols 1 and 
2 have an approximate chemical structure as set forth in FIG. 
3. 

The only difference in the Polyols 1-3 and the Comparative 
Polyols 1 and 2 is the use of the Lewis Base Catalyst of the 
instant invention in the method of forming the Polyols. The 
Comparative Polyol 1 is formed with no catalyst whatsoever. 
The Comparative Polyol 2 is formed using water as a Lewis 
Base Catalyst that does not include any phosphorous or nitro 
gen atoms. As the data set forth in Table 1 demonstrates, the 
Acid Numbers of the Comparative Polyols 1 and 2 are higher 
than the Acid Numbers of the Polyols 1-3. This indicates that 
the reactions to form the Comparative Polyols 1 and 2 are not 
completed and that residual Organic Acid is present in the 
Comparative Polyols 1 and 2. More speci?cally, the reaction 
to form the Polyols 1-3 proceeds further towards completion 
than the reactions that form the Comparative Polyols 1 and 2. 

The amount of residual Organic Acid present in the Polyols 
is related to viscosity. Viscosity is measured and reported in 
two ways in Table 1 above. The ?rst measurement of viscosity 
represents the viscosity of the Polyol and any residual 
Organic Acid and is reported in mPa-s at 25° C. Without 
intending to be bound by any particular theory, it is believed 
that the residual Organic Acid acts as an internal diluent and 
reduces this viscosity measurement. The Comparative Poly 
ols 1 and 2 have higher acid numbers, and therefore have more 
residual Organic Acid, than Polyols 1-3 of the instant inven 
tion. Thus, the Comparative Polyols 1 and 2 have more “inter 
nal diluent” yet still have a higher viscosity than Polyols 1-3. 
It is believed that, even without the “intemal diluent,” the 
Comparative Polyols 1 and 2 themselves are highly cross 
linked, viscous, and undesirable. 

The second measurement of viscosity represents the vis 
cosity of the Polyols themselves, without any residual 
Organic Acid. As the data in Table 1 show, the viscosities of 
the Polyols themselves are higher than when they include 
amounts of the Residual Organic Acid. The formation of 
byproducts affects the ?nal polydispersity of the Polyols and 
the viscosity, as described above. Narrowed polydispersity 
indices indicate that a more consistent ?nal product (polyol) 
is formed. The data above shows that the Polydispersity Indi 
ces of the Comparative Polyols 1 and 2 are higher than those 
of the Polyols 1-3. This means that the reactions that form the 

Comparative Polyols 1 and 2 are not as el?cient as the reac 
tions that form the Polyols 1-3 and produce more byproducts, 
which are undesirable. Thus, the reactions that form the Poly 
ols 1-3 are more accurate and more el?cient. 

Overall, the instant invention, which utilizes the Lewis 
Base Catalyst, produces polyols in an el?cient, accurate, and 
consistent manner as compared with the Comparative Polyols 
1 and 2 and does so while minimizing formation of cross 
linked structures and producing less viscous polyols with 
narrowed ranges of polydispersity indices. This allows poly 
ols to be customized and manipulated based on market trends 
and needs of individual users. This also allows polyols to be 
more easily used in commercial equipment due to the lower 
viscosities. 

Additionally, a series of ?exible foams (Foams 1-4) are 
formed using Polyol 1 of the instant invention. A comparative 
foam (Comparative Foam 1) is also formed using a petroleum 
based polyol that is not of the instant invention. More speci? 
cally, these Foams are formed using methods well known in 
the art and include the formulations set forth in Table 2 below 
wherein all amounts are in grams unless otherwise indicated. 
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TABLE 2 

Comp arative 
Foam 1 Foam 1 Foam 2 Foam 3 Foam 4 

45 
Petroleum Based 95.0 90.0 80.0 60.0 
Polyol 
Polyol 1 
Silicone Surfactant 
Gel Catalyst 
Blowing Catalyst 
Tin Catalyst 
Water 
Isocyanate, pbw 
TDI Index 

100.0 

5.0 
1.0 
0.21 
0.03 
0.45 
3.15 

43.33 
110 

10.0 
1.0 
0.21 
0.03 
0.45 
3.15 

43.54 
110 

20.0 
1.0 
0.21 
0.03 
0.45 
3.15 

43.95 
110 

i 40.0 

1.0 
0.21 
0.03 
0.45 
3.15 

43.13 
110 

0.21 

50 0.03 

3.15 
44.77 
110 

55 The Petroleum Based Polyol is a trifunctional polyether 
polyol having an OH Number of 56 mg KOH/ g. 
The Polyol 1 is the same as Polyol 1 set forth in Table 1. 
The Silicone Surfactant is commercially available from 

Union Carbide Chemicals and Plastics Company, Inc. under 
the trade name of Niax® Silicone L-620. 

The Gel Catalyst is commercially available under the trade 
name Dabco® 33LV. 

The Blowing Catalyst is commercially available under the 
trade name Dabco® BL11. 

The Tin Catalyst is commercially available under the trade 
name Dabco® T-10. 

60 
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The lsocyanate is toluene diisocyanate commercially 
available from BASF Corporation. 

After formation, each of the Foams 1-4 and the Compara 
tive Foam 1 is evaluated using ASTM D3574 to determine 
Density, Tear Strength, Falling Ball Resilience, Indentation 
Force De?ection, Sag Factor, Recovery Percentage, Air FloW, 
and Compression Force De?ection. The results of each of 
these determinations are set forth in Table 3 beloW. 

TABLE 3 

Comp arative 
Foam 1 Foam 1 Foam 2 Foam 3 Foam 4 

Density (pcl) 1.81 1.80 1.83 1.75 1.84 
Tear Strength (pi) 1.7 2.0 2.0 2.0 1.5 
Falling Ball 38 44 39 33 41 
Resilience (%) 
Indentation Force 
De?ection 

(Lbs; 4 inch) 

25% De?ection 43.5 40.8 39.7 33.0 44.7 
65% De?ection 76.4 73.0 71.8 64.6 79.7 
Sag Factor 1.76 1.79 1.81 1.95 1.78 
Recovery (%) 73 74 73 69 73 
AirFloW (cfm) 0.7 1.7 2.5 4.2 0.4 
Compression Force 70 76 79 82 73 
De?ection % (of 
Orig. 50% 
Compression) 

As the results in Table 3 demonstrate, the Foams 1-4 pro 
duced using the polyol of the instant invention generally 
perform the same or better than the Comparative Foam 1 
produced using the commercially available petroleum based 
polyol. Speci?cally, the Foams 1-4 consistently exhibit 
greater tear strengths than the Comparative Foam 1. These 
results also demonstrate that the polyols of the instant inven 
tion can be used to replace traditional petroleum based poly 
ols resulting in minimiZed production costs and a reduced use 
of petroleum. 

The invention has been described in an illustrative manner, 
and it is to be understood that the terminology Which has been 
used is intended to be in the nature of Words of description 
rather than of limitation. Obviously, many modi?cations and 
variations of the present invention are possible in light of the 
above teachings, and the invention may be practiced other 
Wise than as speci?cally described. 

What is claimed is: 
1. A method of forming a polyol comprising the step of 

reacting an epoXidiZed triglyceride soybean oil and an 
organic acid in the presence of a LeWis base catalyst compris 
ing at least one of a phosphorous atom or a nitrogen atom to 
form the polyol Wherein the polyol has a viscosity of from 
1,200 to 4,000 cps at 25° C., and Wherein the polyol has the 
folloWing structure: 

R O 

W. 
OH 
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-continued 

_ O 0 

WWW 
Wherein R is an acid ester moiety derived from said organic 
acid. 

2. A method as set forth in claim 1 Wherein the LeWis base 
catalyst is further de?ned as triethylenediamine. 

3. A method as set forth in claim 1 Wherein the LeWis base 
catalyst is further de?ned as triphenylphosphine. 

4. A method as set forth in claim 1 Wherein the organic acid 
is reacted in a molar ratio of from 0.5 to 1 moles of the organic 
acid per mole of the epoXidiZed triglyceride soybean oil. 

5. A method as set forth in claim 1 Wherein the LeWis base 
catalyst and the organic acid are combined before reaction of 
the organic acid and the epoXidiZed triglyceride soybean oil. 

6. A method as set forth in claim 1 consisting essentially of 
the step of reacting the epoXidiZed triglyceride soybean oil 
and the organic acid in the presence of the LeWis base catalyst 
to form the polyol. 

7. A method as set forth in claim 1 consisting of the step of 
reacting the epoXidiZed triglyceride soybean oil and the 
organic acid in the presence of the LeWis base catalyst to form 
the polyol. 

8. A method of forming a polyol, said method consisting 
essentially of the steps of: 

A. providing an epoXidiZed triglyceride soybean oil; 
B. providing an organic acid selected from the group of 

2-ethylhexanoic acid, oleic acid, 2,2-dimethylolpropi 
onic acid, and combinations thereof in a mole ratio of 
from 0.5 to 1 mole of the organic acid per mole of the 
epoXidiZed triglyceride soybean oil; 

C. providing a LeWis base catalyst selected from the group 
of triethylenediamine, triphenylphosphine, and combi 
nations thereof; and 

D. reacting the epoXidiZed triglyceride soybean oil and the 
organic acid in the presence of the LeWis base catalyst at 
a temperature of from 1400 C. to 200° C. to form the 
polyol Wherein the polyol has a viscosity of from 1,200 
to 4,000 cps at 25° C., Wherein the polyol has the fol 
loWing structure: 

and Wherein each R is independently selected from the group 
of: 

O O — 

O OH, and 

FG HO 
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9. A method as set forth in claim 1 wherein each R is 10.Amethod as set forth in claim9Wherein the polyol has 
independently selected from the group of: a polydispersity of from 1.2 to 1.5. 

15 11. A method as set forth in claim 1 Wherein the polyol has 
a polydispersity of from 1.2 to 1.5. 

_O O O— 12. A method as set forth in claim 1 Wherein the organic 
OH, and acid is selected from the group of 2-ethylhexanoic acid, oleic 

0 acid, 2,2-dimethylolpropionic acid, and combinations 
, 20 thereof. 

HO 


