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WIRELESS COMMUNICATION EQUIPMENT 
AND WIRELESS COMMUNICATION 

METHOD 

TECHNICAL FIELD 

The present invention relates to a digital wireless commu 
nication equipment and wireless communication method in 
which two-way communication is performed in a time divi 
sion duplex system (hereinafter referred to as a TDD system). 

BACKGROUND ART 

In a conventional digital wireless communication equip 
ment of the TDD system, the reception clock is synchronized 
with the transmission clock of a wireless communication 
equipment of a base station, one frame is divided into two 
time slots, and the mobile station and the base station perform 
the wireless communication in the same frequency. On the 
other hand, the mobile station uses the frame timing, receives 
the frame synchronization in synchronization with the time 
slot of the base station, and by this, can receive only the signal 
of the terminal of a communication partner. 

However, in the mobile station immediately after power 
on, or the mobile station immediately after it has been moved 
from the outside of a wireless communication enable area 
into the inside of the area, the receive clock is not synchro 
nous with the transmission clock of the wireless communica 
tion equipment of the base station, and the frame timing is not 
also known. 

Thus, the mobile station ?rst synchronously receives the 
communication frequency continuously, and waits for a sig 
nal from the base station. The signal from the base station 
includes a preamble bit repeating a ?xed pattern. The mobile 
station receives the preamble bit asynchronously to reproduce 
the clock, and synchronizes its own reception clock with this. 
Further, the signal from the base station contains a synchro 
nous bit, and the base station receives this bit by the clock 
synchronized with the mobile station. 
By this, from a previously determined frame structure and 

the position of the received synchronous bit, the mobile sta 
tion grasps the frame synchronous timing of the base station. 
This is called synchronous establishment. 

Conventionally, this type of wireless communication 
equipment and synchronous establishment method are dis 
closed in, for example, JP-A-lO-84309 (see FIG. 1 and FIG. 
3). 

However, in the conventional wireless communication 
equipment, in order that the mobile station side performs the 
synchronous establishment, it is necessary for the mobile 
station side to have a demodulation circuit. As a result, the 
circuit mounting area becomes large, and the mobile station 
becomes large. 

DISCLOSURE OF THE INVENTION 

Problems that the Invention is to Solve 

The invention has been made to solve the above conven 
tional problems, and has an object to provide a wireless com 
munication equipment and a wireless communication 
method in which the synchronization establishment can be 
performed without requiring a demodulation circuit on a 
mobile station side and without enlarging the mobile station. 

Means for Solving the Problems 

A wireless communication equipment of the invention is a 
wireless communication equipment to perform two-way 
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2 
communication between a ?rst transmitter-receiver and a sec 

ond transmitter-receiver in a time division duplex system, the 
?rst transmitter-receiver includes control signal generating 
means for generating a control signal, ?rst wireless frame 
creating means for creating wireless frame data based on the 
control signal, and ?rst transmission means for converting the 
wireless frame data into a wireless signal and transmitting it 
in an up-link of the time division duplex system, and the 
second transmitter-receiver includes ?rst receiving means for 
receiving the wireless signal, receiving ?eld level detecting 
means for detecting a transient characteristic of a received 
?eld level of the wireless signal received by the ?rst receiving 
means, and wireless frame timing deciding means for decid 
ing a wireless frame timing from the transient characteristic. 

According to another aspect of the invention, a wireless 
communication equipment performs two-way communica 
tion between a ?rst transmitter-receiver and a second trans 
mitter-receiver in a time division duplex system. In this wire 
less antenna equipment, the ?rst transmitter-receiver includes 
a control signal generating unit to generate a control signal, a 
?rst wireless frame creating unit to create wireless frame data 
based on the control signal, and a ?rst transmission unit to 
convert the wireless frame data into a wireless signal and to 
transmit it in an up-link of the time division duplex system, 
and the second transmitter-receiver includes a ?rst receiving 
unit to receive the wireless signal, a receiving ?eld level 
detecting unit to detect a transient characteristic of a received 
?eld level of the wireless signal received by the ?rst receiving 
unit, and a wireless frame timing deciding unit to decide a 
wireless frame timing from the transient characteristic. 

According to another aspect of the invention, a wireless 
communication equipment performs two-way communica 
tion between a base station and a mobile station in a time 
division duplex system. In this wireless antenna equipment, 
the base station includes a control signal generating unit to 
generate a control signal, a base station side wireless frame 
creating unit to create wireless frame data based on the con 
trol signal, and a base station side transmission unit to convert 
the wireless frame data into a wireless signal and to transmit 
it in an up-link of the time division duplex system, and the 
mobile station includes a mobile station side receiving unit to 
receive the wireless signal, a receiving ?eld level detecting 
unit to detect a transient characteristic of a received ?eld level 
of the wireless signal received by the receiving unit, and a 
wireless frame timing deciding unit to decide a wireless 
frame timing from the transient characteristic. 

According to another aspect of the invention, a wireless 
communication method in a wireless communication equip 
ment performs communication in a time division duplex sys 
tem. This wireless communication method includes detecting 
a transient characteristic of a received ?eld level, calculating 
a wireless frame timing from a detection result of the transient 
characteristic, creating a wireless frame at the calculated tim 
ing, and starting a wireless communication operation of the 
TDD system at the created wireless frame timing. 
As described below, the invention includes other aspects. 

Accordingly, the disclosure of the invention is intended to 
provide partial aspects of the invention, and is not intended to 
limit the scope of the invention described and claimed here. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a wireless communication 
equipment of a ?rst embodiment of the invention. 

FIG. 2 is a view showing an operation state of a base station 
and a mobile station in wireless communication of a TDD 
system. 
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FIG. 3 is a view showing a time relation of an RSSI output 
waveform relative to a wireless frame structure. 

FIG. 4 is a view showing a processing ?ow of a synchro 
nization establishment operation in a mobile station. 

FIG. 5 is a view showing a transient characteristic of an 
RSSI output for each received ?eld level. 

FIG. 6 is a block diagram of a wireless communication 
equipment of a second embodiment of the invention. 

FIG. 7 is a view showing a wireless frame structure in 
which a guard time is added and an operation state of a base 
station and a mobile station. 

FIG. 8 is a view showing an operation state of a base station 
corrected by a guard time. 

FIG. 9 is a block diagram of a mobile station of a third 
embodiment of the invention. 

FIG. 10 is view showing a receiving ?eld level detection 
section in an up-link of a mobile station. 

DESCRIPTION OF REFERENCE NUMERALS 
AND SIGNS 

100 base station 
110 control signal generating unit 
111 wireless frame creating unit 
112 modulation unit 
113 transmission unit 
114 antenna sharing unit 
115 antenna 
116 receiving unit 
117 demodulation unit 
118 decoding unit 
119 voice codec unit 
120 voice signal outputting unit 
200 mobile station 
210 antenna 
211 antenna switching unit 
212 receiving unit 
213 receiving ?eld level detecting unit 
214 wireless frame timing deciding unit 
215 voice inputting unit 
216 voice codec unit 
217 coding unit 
218 wireless frame creating unit 
219 modulation unit 
220 transmission unit 
300 base station 
310 synchronizing signal judgment unit 
400 mobile station 
410 synchronizing signal generating unit 
500 mobile station 
510 received power estimation unit 
511 transmission power control unit 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

Hereinafter, a detailed description of the invention will be 
made. However, the following detailed description and the 
attached drawings do not limit the invention. Instead, the 
scope of the invention is regulated by the appended claims. 
A wireless communication equipment of the invention is a 

wireless communication equipment to perform two-way 
communication between a ?rst transmitter-receiver and a sec 
ond transmitter-receiver in a time division duplex system, the 
?rst transmitter-receiver includes control signal generating 
means for generating a control signal, ?rst wireless frame 
creating means for creating wireless frame data based on the 
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4 
control signal, and ?rst transmission means for converting the 
wireless frame data into a wireless signal and transmitting it 
in an up-link of the time division duplex system, and the 
second transmitter-receiver includes ?rst receiving means for 
receiving the wireless signal, receiving ?eld level detecting 
means for detecting a transient characteristic of a received 
?eld level of the wireless signal received by the ?rst receiving 
means, and wireless frame timing deciding means for decid 
ing a wireless frame timing from the transient characteristic. 
By this structure, the wireless frame of the ?rst transmitter 

receiver is detected from the transient characteristic of the 
received ?eld level and the synchronization establishment 
can be performed. 

Besides, the second transmitter-receiver may include cod 
ing means for coding the control signal and a voice signal, 
second wireless frame creating means for creating wireless 
frame data based on the signal coded by the coding means at 
the wireless frame timing decided by the wireless frame tim 
ing deciding means, and second transmission means for con 
verting the wireless frame data signal created by the second 
wireless frame creating means into a wireless signal and 
transmitting it in a down-link of the time division duplex 
system. The ?rst transmitter-receiver may include second 
receiving means for receiving the wireless signal of the down 
link, and decoding means for decoding the wireless signal of 
the down-link. 
By this structure, the two-way communication of the TDD 

system can be realized. 
Further, the second transmitter-receiver may include syn 

chronizing signal generating means for generating a synchro 
nizing signal to be multiplexed onto the down-link, and the 
?rst transmitter-receiver may include synchronizing signal 
judgment means for performing synchronization judgment 
by detecting the synchronizing signal. 
By this structure, it becomes possible to perform synchro 

nization correction in the down-link, and as a result, synchro 
nization precision can be improved, and data transmission 
with a high detection rate can be realized. 

Further, the second transmitter-receiver may include 
received power estimation means for estimating received 
power from the received ?eld level obtained by the receiving 
?eld level detecting means, and transmission power control 
means for controlling transmission power according to the 
received power estimated by the received power estimation 
means. 

By this structure, the received ?eld level is detected in the 
up-link, power loss in an electric wave transmission path 
between the respective transmitter-receivers can be esti 
mated, and the transmission power control can be performed. 
Accordingly, a fading suppression effect can be obtained, 
frequency use ef?ciency can be improved, and reduction in 
power consumption can be realized. 

Further, a wireless communication method of the invention 
is a wireless communication method in a wireless communi 
cation equipment to perform communication in a time divi 
sion duplex system, and includes a receiving ?eld level 
detecting step of detecting a transient characteristic of a 
received ?eld level, a wireless frame timing calculation step 
of calculating a wireless frame timing from a detection result 
at the receiving ?eld level detecting step, a wireless frame 
creating step of creating a wireless frame at the timing calcu 
lated at the wireless frame timing calculation step, and an 
initial lead-in step of starting a wireless communication 
operation of the TDD system at the wireless frame timing 
created at the wireless frame creation step. 
By this, the wireless frame timing is detected from the data 

obtained by the receiving ?eld level detecting means to per 
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form synchronization establishment, and the wireless com 
munication operation can be performed in the TDD system. 
As described above, according to the invention, the mobile 

station side decides the wireless frame timing from the tran 
sient characteristic of the received ?eld level, so that the 
synchronization establishment can be realized even if the 
mobile station does not include a demodulation circuit. 

Hereinafter, embodiments of the invention will be 
described by use of the drawings. 

First Embodiment 

FIG. 1 shows a wireless communication equipment of a 
?rst embodiment of the invention. In more detail, FIG. 1 
shows a structure of a digital wireless microphone system to 
perform two-way communication in a TDD system, and this 
system includes a digital wireless microphone (hereinafter 
referred to as a mobile station) and a digital wireless micro 
phone receiver (hereinafter referred to as a base station). 

Besides, in the following description, terms of an up-link 
and a down-link are used. The up-link means the link from a 
base station 100 to a mobile station 200, and the down-link 
means the link from the mobile station 200 to the base station 
100. Incidentally, the transmission frequencies used in both 
are the same. 

The base station 100 includes a control signal generating 
unit 110 to generate a control signal for controlling the mobile 
station, a wireless frame creating unit 111 to create wireless 
frame data based on the generated control signal, a modula 
tion unit 112 to digital-modulate this wireless frame data, a 
transmission unit 113 to perform frequency conversion of a 
modulated signal and to transmit a wireless signal to the 
mobile station, an antenna switching unit 114 to perform 
switching to the transmission at the time of the up-link and to 
the reception at the time of the down-link, and an antenna 1 15 
to transmit/receive an electric wave. 

Further, the base station 100 includes a receiving unit 116 
to extract the wireless signal by performing frequency con 
version, a demodulation unit 117 to demodulate a wireless 
frame data signal from the wireless signal, a decoding unit 
118 to extract voice data from the wireless frame data signal 
and to decode it, a voice codec unit 119 to convert the voice 
data into a voice signal, and a voice signal outputting unit 120 
to output the voice signal to the outside. 

The mobile station 200 includes a voice inputting unit 215 
to convert the voice of a talker into a voice signal, a voice 
codec unit 216 to convert the voice signal into a digital signal, 
a coding unit 217 to code the digital signal and to generate 
voice data, a wireless frame creating unit 218 to create wire 
less frame data based on the generated voice data, a modula 
tion unit 219 to perform digital modulation of the wireless 
frame data signal, a transmission unit 220 to perform fre 
quency conversion of the modulated signal and to transmit a 
wireless signal to the mobile station, an antenna switching 
unit 211 to perform switching to the reception at the time of 
the up-link and to the transmission at the time of the down 
link, and an antenna 210 to transmit/receive an electric wave. 

Further, the mobile station 200 includes a receiving unit 
212 to perform frequency conversion and to extract a wireless 
signal, a receiving ?eld level detecting unit 213 to convert a 
level of the wireless signal into an output of a received signal 
indication signal (Received Signal Strength Indicator, here 
inafter referred to as RSSI), and a wireless frame timing 
deciding unit 214 to calculate the timing of an up-link from 
the transient characteristic of the RSSI output and to decide 
wireless frame timing. 
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6 
The operation of the wireless communication equipment 

constructed as described above will be described by use of 
FIG. 1 to FIG. 5. 
The outline of the operation will be ?rst described. The 

base station 100 wireless-transmits the control signal to the 
mobile station 200, and the mobile station 200 receives the 
wireless signal from the base station 100 to establish the 
synchronization. The mobile station 200 wireless-transmits 
the voice signal of a talker. The base station 100 receives the 
wireless signal from the mobile station 200, demodulates the 
voice signal, and outputs the voice signal. 

Next, the operation of the wireless communication of the 
up-link will be described. 

In the base station 100, the control signal generating unit 
110 generates data of a ?xed pattern. The wireless frame 
creating unit 111 performs a wireless frame data creation 
processing so that the data of the ?xed pattern is inserted in a 
wireless frame of the up-link of the TDD system. By the 
wireless frame creation processing, as shown in FIG. 2, the 
data are inserted in the wireless frames so that the wireless 

signals (between t1 and t2, between t3 and t4) of the up-link 
and the wireless signals (between t2 and t3, between t4 and t5) 
of the down-link do not overlap with each other temporally to 
be transmitted. 

The modulation unit 112 performs digital modulation on 
this wireless frame data signal. The transmission unit 113 
performs frequency conversion of the modulated data into a 
transmission frequency, and further, ampli?es the signal so 
that the transmission power previously determined relatively 
to the mobile station 200 is obtained, and the wireless signal 
is generated in this way. Thereafter, the wireless signal is 
transmitted from the antenna 115 through the antenna sharing 
unit 114. 
The mobile station 200 receives the wireless signal from 

the base station 100 through the antenna 210 and the antenna 
sharing unit 211. The wireless signal is ampli?ed by the 
receiving unit 212. Band limiting is performed by a high 
frequency ?lter, and only the wireless signal in the up-link is 
extracted. 
The receiving ?eld level detecting unit 213 converts the 

level of the wireless signal of the up-link outputted from the 
receiving unit 212 into an RSSI output. Here, as shown in 
FIG. 3, the RSSI output is outputted in synchronization with 
a wireless signal (between t1 and t2, between t3 and t4) of the 
up-link. The transient characteristic of the RSSI output has a 
characteristic of charging/discharging by the RSSI circuit. 
The wireless frame timing deciding unit 214 calculates the 

timing of the up-link from the transient characteristic of the 
RSSI output, estimates the timing of the wireless frame of the 
base station 100 to establish the synchronization, and decides 
the wireless frame timing of the mobile station 200 from the 
estimated wireless frame timing. 

Finally, the operation of the wireless communication of the 
down-link will be described. 

After the synchronization establishment is performed in 
the up-link, the wireless communication of the down-link is 
started. When a talker inputs a voice to the voice inputting unit 
215, the voice is converted into a voice signal. This voice 
signal is converted into a digital signal by the voice codec unit 
216. Further, voice data is generated from this digital signal 
by the coding unit 217. 
The wireless frame creating unit 218 performs a wireless 

frame data creation processing so that the voice data is 
inserted into the wireless frame of the down-link of the TDD 
system at the wireless frame timing decided by the wireless 
frame timing deciding unit 214 of the up-link. 
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The digital modulation is performed on the wireless frame 
data by the modulation unit 219. The transmission unit 220 
performs, on this digital modulated data, frequency conver 
sion into a transmission frequency and ampli?cation, and the 
wireless signal is generated in this way. The wireless signal is 
transmitted from the antenna 21 0 through the antenna sharing 
unit 211. 

The base station 100 receives the wireless signal through 
the antenna 115 and the antenna sharing unit 114. The wire 
less signal is ampli?ed in the receiving unit 116, and band 
limiting is performed by the high frequency ?lter, so that only 
the wireless signal of the down-link is extracted. The 
demodulation unit 117 demodulates the wireless frame data 
signal of the down-link from the wireless signal. 
The decoding unit 118 extracts the voice data from the 

wireless frame data obtained by the demodulation unit 117 
and decodes it, and the voice codec unit 119 converts the 
voice data into the voice signal. The voice signal outputting 
unit 120 outputs the voice signal to the outside. 
As stated above, according to the structure of the ?rst 

embodiment, in the up-link, the wireless signal from the base 
station 100 is detected through the RSSI output of the mobile 
station 200, so that the synchronization establishment can be 
performed. Accordingly, it is not necessary to provide a 
demodulation circuit. The wireless communication equip 
ment to perform the frame synchronization establishment can 
be realized without enlarging the size of the mobile station 
200. 

Next, the synchronization establishment operation of the 
mobile station 200 in the up-link will be described by use of 
FIG. 4. 

FIG. 4 is a processing ?ow of the synchronization estab 
lishment operation of the mobile station 200. 

First, the mobile station 200 starts (step 8100). 
Next, the mobile station 200 causes the operation of the 

transmission unit 220 to sleep, and causes the receiving unit 
212 and the receiving ?eld level detecting unit 213 to become 
active, so that the mobile station 200 is brought into the 
continuous receiving state (step 8101). 

Next, the mobile station 200 causes a timing counter in the 
inside of the mobile station 200 to operate. Here, the timing 
counter is a counter to count with a clock suf?ciently faster 
than the transmission rate. The timing counter is reset when 
the counting of one frame is performed. Incidentally, in this 
embodiment, the clock 64 times faster than the transmission 
rate is used (step 8102). 

Next, when the RSSI output exceeds a speci?ed trigger 
level, the value of the timing counter is read. The value of the 
timing counter is read only at the time of rising. Here, as 
shown in FIG. 5, the maximum value of the RSSI output, the 
slant of the rising, and the slant of the falling are changed 
according to the received ?eld level of the mobile station 200. 
Then, a table of trigger levels for respective received ?eld 
levels is set. For example, the RSSI output of an input ?eld 
level 1 is larger than the RSSI output of an input ?eld level 3. 
Thus, the trigger levels of both the levels are also different 
from each other, and are required to be set as a trigger level 1 
and a trigger level 3. 

Incidentally, in this embodiment, the RSSI output is an 
average value obtained by integrating the RSSI output sam 
pling value 16 times. The RSSI output is used for relieving the 
in?uence of abrupt fading or for relieving the in?uence of 
noise of the mobile station 200. The wireless frame timing 
deciding unit 214 captures the transient characteristic infor 
mation of the rising of the RSSI output, judges the input ?eld 
level at an input ?eld level judgment point at which the RSSI 
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8 
output is suf?ciently saturated, selects the trigger level, and 
reads the timing counter value (step 8103). 

Next, the wireless frame timing deciding unit 214 detects 
the read timing counter value plural times, and estimates the 
wireless frame timing of the base station 1 00 from the average 
value of these. In this embodiment, the frame timing is 
detected from 4096 timing counter values (step 8104). 

Next, the wireless frame timing deciding unit 214 decides 
the wireless frame timing of the mobile station 200 from the 
estimated wireless frame timing (step 8105). 

Next, the mobile station 200 performs the wireless frame 
creation operation of the down-link at the decided wireless 
frame timing. The mobile station 200 releases the transmis 
sion unit 220, the receiving unit 212, and the receiving ?eld 
level detecting unit 213 from the continuous receiving state 
(step 8106). 

Finally, the mobile station 200 performs the two-way com 
munication operation in the TDD system (step $107). 

In this way, by detecting the wireless frame timing of the 
base station 100 from the transient characteristic of the RSSI 
output, the synchronization in the up-link can be established 
in the structure of the ?rst embodiment. 
As described above, according to the ?rst embodiment of 

the invention, the receiving ?eld level detecting unit 213 to 
convert the level of the wireless signal into the RSSI output 
and the wireless frame timing deciding unit 214 to decide the 
wireless frame timing from the transient characteristic of the 
RSSI output are provided at the mobile station side, so that the 
synchronization establishment in the up-link can be per 
formed even if a demodulation circuit is not provided. 

Incidentally, in the above description, only the rising tim 
ing is taken. However, also by detecting an already-risen 
section (that is, a saturation section or a constant section of the 
RSSI output) or a falling timing, the same function can be 
performed. 

Second Embodiment 

FIG. 6 shows a wireless communication equipment of a 
second embodiment, and in more detail, shows a structure of 
a digital wireless microphone system to perform two-way 
communication in the TDD system. In FIG. 6, components 
similar to those of the ?rst embodiment are denoted by the 
same numbers, and their description will be omitted. 
As shown in FIG. 6, the wireless communication equip 

ment of the second embodiment is different from the wireless 
communication equipment of the ?rst embodiment in that a 
base station 300 includes a synchronizing signal judgment 
unit 310, and a mobile station 400 includes a synchronizing 
signal generating unit 410. 

Next, the operation of the above wireless communication 
equipment will be described. 
The outline of the operation will be described. The base 

station 300 wireless-transmits a control signal to the mobile 
station 400, and the mobile station 400 receives the wireless 
signal from the base station 300 and establishes the synchro 
nization. The mobile station 400 wireless-transmits a voice 
signal of a talker and a synchronizing signal of a down-link. 
The base station 300 receives the wireless signal from the 
mobile station 400, detects the synchronizing signal to correct 
the synchronization, and demodulates the voice signal to 
output the voice signal. 

First, the wireless communication of the down-link will be 
described. 

After the synchronization establishment is performed in 
the up-link by the same wireless communication method as 



US 8,089,950 B2 

that of the ?rst embodiment, the wireless communication 
operation in the down-link is started. 

The mobile station 400 generates a synchronizing signal 
previously determined relative to the base station 300 by the 
synchronizing signal generating unit 410. A wireless frame 
creating unit 218 uses the synchronizing signal and voice data 
coded in a coding unit 217 to perform a wireless frame data 
generation processing. This processing is performed so that 
the data is inserted into a wireless frame of the down-link of 
the TDD system at a wireless frame timing decided by a 
wireless frame timing deciding unit 214. An operation sub 
sequent to this is similar to that of the ?rst embodiment, and 
the wireless signal is transmitted to the base station 300 in this 
way. 

The base station 300 receives the wireless signal through 
an antenna 115 and an antenna sharing unit 114. The wireless 
signal is ampli?ed in a receiving unit 116, and band limiting 
is performed by a high frequency ?lter, so that only the 
wireless signal of the up-link is extracted. A demodulation 
unit 117 demodulates a wireless frame data signal of the 
down-link from the wireless signal. 
A decoding unit 118 extracts the synchronizing signal from 

the wireless frame data obtained in the demodulation unit 117 
and decodes it. The synchronizing signal judgment unit 310 
judges whether or not the synchronizing signals are coinci 
dent with each other. 
When the synchronizing signal is detected, the base station 

300 estimates the wireless frame of the mobile station from 
the wireless frame data position of the synchronizing signal, 
and corrects the reception frame timing. Voice data is 
extracted from the corrected reception frame. This correction 
operation causes a shift between the transmission frame of the 
up-link in the base station and the reception frame of the 
down-link. Then, like the frame structure shown in FIG. 7, 
guard times (between t3 and t6 and between t5 and t7) are 
provided between the up-link and the down-link. The adjust 
ment of the correction is performed by the guard time. 

The correction operation of the base station by the guard 
time will be described in more detail by use of FIG. 8. Con 
sideration is given to a case where there is a shift between the 
mobile station and the base station as shown in FIG. 8. In this 
case, when correction is not performed, there is a period 
(between t3 and t8) in which the reception of data can not be 
performed in the base station. As a countermeasure against 
the shift, the reception period of the base station is corrected 
to one between t2 and t8, and the guard time is corrected to 
one between t8 and t6. 
By this, the wireless frame creating unit 218 of the base 

station 300 can continue the operation without changing the 
wireless frame timing of the up-link. 
As described above, according to the second embodiment 

of the invention, the synchronizing signal is superimposed on 
the down-link, and the extraction position of the voice data is 
corrected from the detected synchronizing signal, so that the 
accuracy of the synchronization establishment of the two 
way communication can be improved. 

Third Embodiment 

FIG. 9 shows a wireless communication equipment of a 
third embodiment, and in more detail, shows a digital wireless 
microphone system to perform two-way communication in 
the TDD system. In FIG. 9, components similar to those of the 
?rst embodiment are denoted by the same numbers, and their 
description will be omitted. 
As shown in FIG. 9, the wireless communication equip 

ment of the third embodiment is different from the wireless 
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10 
communication equipment of the ?rst embodiment in that a 
mobile station 500 includes a received power estimation unit 
510 and a transmission power control unit 511. 

Next, the operation of the above wireless communication 
equipment will be described. 
The outline of the operation will be described. The base 

station 100 wireless-transmits a control signal to the mobile 
station 500, and the mobile station 500 receives the wireless 
signal from the base station 100 to establish synchronization. 
The mobile station 500 controls the transmission output 
power and wireless-transmits the voice signal of a talker. The 
base station 100 receives the wireless signal from the mobile 
station 500 and demodulates the voice signal to output a voice 
signal. 

First, the operation of the wireless communication of the 
up-link will be described. 
The base station 100 performs the same operation as that of 

the ?rst embodiment. 
In the mobile station 500, the received power estimation 

unit 510 extracts the RSSI output of the up-link from the RSSI 
output generated by a receiving ?eld level detecting unit 213. 
At this time, as shown in FIG. 10, the RSSI output indicates 

a charging/discharging characteristic by the RSSI circuit. The 
receiving ?eld level detecting unit 213 samples the RSSI 
output of the RSSI detection section (between t9 and t2, 
between t10 and t4) in which the RSSI waveform indicates 
the received ?eld level, and estimates the received ?eld level 
from an average value of the sampling. The amount of attenu 
ation of power of an electric wave transmission path between 
the base station 100 and the mobile station 500 is calculated 
from the estimated received ?eld level. 

Further, the transmission power control unit 511 outputs a 
transmission power control signal based on the amount of 
attenuation of the transmission path calculated in the received 
power estimation unit 510, and controls the transmission 
output of a transmission unit 220. 
As stated above, according to the third embodiment, the 

received ?eld level of the up-link is estimated from the output 
of the receiving ?eld level detecting unit 213 for synchroni 
zation establishment in the up-link, and the transmission 
power of the down-link is controlled, so that the synchroni 
zation establishment and the transmission power control can 
be performed without enlarging the mobile station 500. 

Besides, by this transmission power control, unnecessary 
interruption to another station is eliminated, and frequency 
use ef?ciency can be improved, and besides, reduction in 
power consumption can be realized. Besides, a fading sup 
pression effect can also be obtained. 

Although the preferred embodiments of the invention con 
ceivable at the present moment have been described, it is 
understood that various modi?cations to the embodiments 
can be made, and it is intended that the appended claims 
contain all such modi?cations within the true sprit and scope 
of the invention. 

INDUSTRIAL APPLICABILITY 

As described above, according to the invention, the wire 
less frame timing is decided from the RSSI output at the 
mobile station side, so that there is obtained an effect that 
synchronization establishment can be realized even if the 
mobile station does not include a demodulation circuit. The 
invention is useful as a wireless microphone communication 
system or the like. 
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The invention claimed is: 
1. A wireless communication equipment to perform two 

way communication between a ?rst transmitter-receiver and a 
second transmitter-receiver in a time division duplex system, 

the ?rst transmitter-receiver comprises: 
control signal generating means for generating a control 

signal; 
?rst wireless frame creating means for creating wireless 

frame data based on the control signal; and 
?rst transmission means for converting the wireless frame 

data into a wireless signal and transmitting the wireless 
signal in an up-link of the time division duplex system, 
and 

the second transmitter-receiver comprises: 
?rst receiving means for receiving the wireless signal 

transmitted from the ?rst transmission means of the ?rst 

transmitter-receiver; 
receiving ?eld level detecting means for comparing a value 

of a received ?eld level of the wireless signal transmitted 
from the ?rst transmission means of the ?rst transmitter 
receiver and received by the ?rst receiving means during 
a transient period of the received ?eld level to a reference 
value that is variable based on the received ?eld level of 
the wireless signal; 

wireless frame timing deciding means for deciding a wire 
less frame timing based on said comparing the value of 
the transient characteristic to the reference value to 
establish synchronization with the ?rst transmitter-re 
ceiver; 

coding means for coding the control signal and a voice 
signal; 

second wireless frame creating means for creating wireless 
frame data based on the signal coded by the coding 
means at the wireless frame timing decided by the wire 
less frame timing deciding means; and 

second transmission means for converting the wireless 
frame data signal created by the second wireless frame 
creating means into a wireless signal and transmitting 
the wireless signal in a down-link of the time division 
duplex system, and 

the ?rst transmitter-receiver comprises: 
second receiving means for receiving the wireless signal of 

the down-link; and 
decoding means for decoding the wireless signal of the 

down-link. 
2. The wireless communication equipment according to 

claim 1, 
the second transmitter-receiver includes synchronizing 

signal generating means for generating a synchronizing 
signal to be multiplexed onto the down-link, and 

the ?rst transmitter-receiver includes synchronizing signal 
judgment means for performing synchronization judg 
ment by detecting the synchronizing signal such that 
synchronization correction is performed in the down 
link. 

3. The wireless communication equipment according to 
claim 1, wherein the second transmitter-receiver comprises: 

received power estimation means for estimating received 
power from the receiving ?eld level obtained by the 
receiving ?eld level detecting means; and 

transmission power control means for controlling trans 
mission power according to the received power esti 
mated by the received power estimation means. 

4. The wireless communication equipment according to 
claim 1, wherein a table of the reference values for respective 
received ?eld levels of the wireless signal is set, and the 
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12 
reference value is decided by referencing the table according 
to the received ?eld level of the wireless signal. 

5. A wireless communication method in a wireless com 
munication equipment to perform communication in a time 
division duplex system, the wireless communication equip 
ment comprising a receiver and a transmitter, the method 
comprising: 

receiving a wireless signal transmitted from the transmit 
ter; 

a receiving ?eld level detecting step of comparing a value 
of a transient characteristic of a received ?eld level of the 
wireless signal transmitted from the transmitter and 
received by the receiver to a reference value that is 
variable based on the received ?eld level of the wireless 
signal; 

a wireless frame timing calculation step of calculating a 
wireless frame timing based on said comparing the value 
of the transient characteristic of the receiving ?eld level 
to the reference value to establish synchronization with 
the transmitter; 

a wireless frame creating step of creating a wireless frame 
at the timing calculated at the wireless frame timing 
calculation step; 

an initial lead-in step of starting a wireless communication 
operation of the TDD system at the wireless frame tim 
ing created at the wireless frame creating step; 

a coding step of coding a control signal and a voice signal; 
a second wireless frame creating step of creating wireless 

frame data based on the signal coded by the coding step 
at the wireless frame timing decided by the wireless 
frame timing calculation step; 

converting the wireless frame data signal created by the 
second wireless frame creating step into a wireless sig 
nal and transmitting the wireless signal in a down-link of 
the time division duplex system: 

receiving the wireless signal of the down-link; and 
decoding the wireless signal of the down-link. 
6. A wireless communication equipment to perform two 

way communication between a ?rst transmitter-receiver and a 
second transmitter-receiver in a time division duplex system, 

the ?rst transmitter-receiver comprises: 
a control signal generating unit to generate a control signal; 
a ?rst wireless frame creating unit to create wireless frame 

data based on the control signal; and 
a ?rst transmission unit to convert the wireless frame data 

into a wireless signal and to transmit the wireless signal 
in an up-link of the time division duplex system, and 

the second transmitter-receiver comprises: 
a ?rst receiving unit to receive the wireless signal transmit 

ted from the ?rst transmission unit of the ?rst transmit 
ter-receiver; 

a receiving ?eld level detecting unit to detect a value of a 
received ?eld level of the wireless signal transmitted 
from the ?rst transmission unit of the ?rst transmitter 
receiver and received by the ?rst receiving unit and to 
perform a comparison of the value of the received ?eld 
level during a transient period of the wireless signal to a 
reference value; 

a wireless frame timing deciding unit to decide a wireless 
frame timing based on the comparison of the value of the 
received ?eld level to the reference value to establish 
synchronization with the ?rst transmitter-receiver; 

coding means for coding the control signal and a voice 
signal; 

second wireless frame creating means for creating wireless 
frame data based on the signal coded by the coding 
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means at the Wireless frame timing decided by the Wire 
less frame timing deciding unit; and 

second transmission means for converting the Wireless 
frame data signal created by the second Wireless frame 
creating means into a Wireless signal and transmitting 
the Wireless signal in a down-link of the time division 
duplex system, and 

the ?rst transmitter-receiver comprises: 
second receiving means for receiving the Wireless signal of 

the down-link; and 
decoding means for decoding the Wireless signal of the 

down-link. 
7. A Wireless communication equipment to perform two 

Way communication between a base station and a mobile 
station in a time division duplex system, 

the base station comprises: 
a control signal generating unit to generate a control signal; 
a base station side Wireless frame creating unit to create 

Wireless frame data based on the control signal; and 
a base station side transmission unit to convert the Wireless 

frame data into a Wireless signal and to transmit the 
Wireless signal in an up-link of the time division duplex 
system, and 

the mobile station comprises: 
a mobile station side receiving unit to receive the Wireless 

signal transmitted from the base station side transmis 
sion unit of the base station; 

a receiving ?eld level detecting unit to detect a value of a 
received ?eld level of the Wireless signal transmitted 
from the base station side transmission unit of the base 
station and received by the receiving unit and to perform 
a comparison of the value of the received ?eld level 
during a transient period of the received ?eld level to a 
reference value that is variable based on a maximum 
value of the received ?eld level; 

a Wireless frame timing deciding unit to decide a Wireless 
frame timing based on the comparison to establish syn 
chronization With the base station; 

coding means for coding the control signal and a voice 
signal; 

second Wireless frame creating means for creating Wireless 
frame data based on the signal coded by the coding 
means at the Wireless frame timing decided by the Wire 
less frame timing deciding unit; and 

5 

20 

25 

30 

35 

40 

14 
second transmission means for converting the Wireless 

frame data signal created by the second Wireless frame 
creating means into a Wireless signal and transmitting 
the Wireless signal in a down-link of the time division 
duplex system, and 

the base station comprises: 
second receiving means for receiving the Wireless signal of 

the down-link; and 
decoding means for decoding the Wireless signal of the 

down-link. 
8. A Wireless communication method in a Wireless com 

munication equipment to perform communication in a time 
division duplex system, the Wireless communication equip 
ment comprising a receiver, the method comprising: 

receiving a Wireless signal transmitted from a transmitter; 
detecting a transient characteristic of a received ?eld level 

of the Wireless signal transmitted from the transmitter 
and received by the receiver; 

setting a table of trigger levels for respective received ?eld 
levels; 

calculating a Wireless frame timing based on a detection 
result of the transient characteristic to establish synchro 
nization With the transmitter, said calculating including 
selecting a trigger level from the table of trigger levels 
based on a maximum value of the received ?eld level of 
the Wireless signal received by the receiver; 

creating a Wireless frame at the calculated timing; 
starting a Wireless communication operation of the TDD 

system including operating the receiver at the created 
Wireless frame timing; 

a coding step of coding a control signal and a voice signal; 
a second Wireless frame creatine step of creatin Wireless 

frame data based on the signal coded by the coding step 
at the Wireless frame timing decided by the Wireless 
frame timing calculation step; 

converting the Wireless frame data signal created by the 
second Wireless frame creating step into a Wireless sig 
nal and transmitting the Wireless signal in a down-link of 
the time division duplex system; 

receiving the Wireless signal of the down-link; and 
decoding the Wireless signal of the down-link. 
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