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METHOD AND APPARATUS FOR 
ALLOCATING NETWORK PROTOCOL 

OPERATION RESOURCES 

RELATED APPLICATIONS 

The present application claims priority to US. Provisional 
Patent Application Ser. No. 60/914,942, ?led Apr. 30, 2007, 
entitled METHOD AND APPARATUS FOR ALLOCATING 
NETWORK PROTOCOL OPERATION RESOURCES, by 
Semke, et al. the contents of which are hereby incorporated by 
reference. 

FIELD OF THE INVENTION 

The present disclosure relates to computer storage systems 
and, in particular, to allocating resources used in performing 
network protocol operations. 

BACKGROUND INFORMATION 

A storage system typically comprises one or more storage 
devices into which information may be entered, and from 
which information may be obtained, as desired. The storage 
system includes a storage operating system that functionally 
organizes the system by, inter alia, invoking storage opera 
tions in support of a storage service implemented by the 
system. The storage system generally provides its storage 
service through the execution of software modules, such as 
processes. The storage system may be implemented in accor 
dance with a variety of storage architectures including, but 
not limited to, a network-attached storage environment, a 
storage area network and a disk assembly directly attached to 
a client or host computer. The storage devices are typically 
disk drives organized as a disk array, wherein the term “disk” 
commonly describes a self-contained rotating magnetic 
media storage device. The term disk in this context is synony 
mous with hard disk drive (HDD) or direct access storage 
device (DASD). 

The storage operating system of the storage system may 
implement a high-level module, such as a ?le system, to 
logically organize the information as a hierarchical structure 
of data containers, such as ?les and logical units stored on 
volumes. For example, each “on-disk” ?le may be imple 
mented as set of data structures, i.e., disk blocks, con?gured 
to store information, such as the actual data for the ?le. These 
data blocks are organized within a volume block number 
(vbn) space that is maintained by the ?le system. The ?le 
system may also assign each data block in the ?le a corre 
sponding “?le offset” or ?le block number (fbn). The ?le 
system typically assigns sequences of fbns on a per-?le basis, 
whereas vbns are assigned over a larger volume address 
space. The ?le system organizes the data blocks within the 
vbn space as a “logical volume”; each logical volume (here 
inafter “volume”) may be, although is not necessarily, asso 
ciated with its own ?le system. 

The storage system may be further con?gured to operate 
according to a client/ server model of information delivery to 
thereby allow many clients to access data containers stored on 
the system. In this model, the storage system may be embod 
ied as a ?le server executing an operating system, such as the 
Microsoft® Windows® (Windows is a registered trademark 
of Microsoft Corporation) operating system (hereinafter 
“Windows operating system”). Furthermore, the client may 
comprise an application, such as a database application, 
executing on a computer that “connects” to the storage system 
over a computer network, such as a point-to -point link, shared 
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2 
local area network (LAN), wide area network (WAN), or 
virtual private network (VPN) implemented over a public 
network such as the Internet. Each client may request the 
services of the storage system by issuing ?le-based and 
block-based protocol messages (in the form of packets) to the 
system over the network. By supporting a plurality of storage 
(e.g., ?le-based) access protocols, such as the conventional 
Common Internet File System (CIFS) and the Network File 
System (N FS) protocols, the utility of the server is enhanced. 
A plurality of storage systems or nodes may be intercon 

nected to provide a storage system environment, e. g., a stor 
age system cluster, con?gured to service many clients. Each 
node may be con?gured to service one or more volumes of the 
cluster, wherein each volume comprises a collection of physi 
cal storage disks cooperating to de?ne an overall logical 
arrangement of vbn space on the volume(s). The disks within 
a volume/?le system are typically organized as one or more 
groups, wherein each group may be operated as a Redundant 
Array of Independent (or Inexpensive) Disks (RAID). 

In such a clustered storage system environment, substantial 
processing resources are dedicated to performing network 
interface operations on multi-protocol information. The net 
work interface operations consume resources of the cluster, 
such as processors, which must also perform user mode appli 
cations, administration and disk access functions for the 
nodes. This problem is exacerbated by the need for a node to 
identify and redirect network information and storage system 
requests that are bound for a different node in the cluster. 
Further, each node generally includes a system bus which 
becomes a bottleneck that slows processing of certain 
requests. This bottleneck can degrade performance, for 
example, if a request that is received at a ?rst node of a cluster, 
but is ultimately destined for another node traverses the main 
bus of the ?rst node to be handled by a processor prior to 
forwarding the request to the other node. 

SUMMARY OF THE INVENTION 

The present invention solves the problems of the prior art 
by of?oading network interface operations from a processor 
of a storage system (i.e., node) of a cluster and performing 
them on a parallel processing accelerator module. Embodi 
ments of the present invention improve performance of the 
cluster by performing certain network processes on the accel 
erator module of the node. Speci?cally, the accelerator mod 
ule reduces bottlenecks associated with shared resources of 
the node, such as, e. g. a system bus and memory. To that end, 
the accelerator module performs network interface processes 
on a “network side” of the system bus and relieves the system 
bus of tra?ic that is destined for a different node of the cluster. 
The accelerator module also includes dedicated memory 
resources that reduce the demands for system memory 
resources of the node. 

Operationally, the accelerator module receives multi-pro 
tocol protocol data units (PDUs) from a network interface, 
performs protocol operations on the PDUs to form ?le system 
requests and passes the ?le system requests to a local disk 
element module (D-module) of the node. If a ?le system 
request is directed to a non-local D-module in the cluster, the 
accelerator module repackages the request for transmission to 
that D-module and passes it back to the network interface 
without using local D-module processing resources, eg a 
processor adapted to execute function of the D-module. The 
accelerator module can be embodied as a kernel in the storage 
operating system or as storage system hardware. 
Embodiments of the present invention also allocate 

resources such as memory and/or buffers to particular con 
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nections between various portions of an operating system 
associated with the accelerator module, between the accel 
erator module and network interface or between the accelera 
tor module and a D-module. Such connections are referred to 
herein collectively as “Connections.” Connections are iden 
ti?ed by a connection identi?er (CID) and are assigned par 
ticular buffers according to parameters such as buffer avail 
ability, connection priority, and/or maximum allocation 
thresholds. According to the invention, when established, a 
Connection is guaranteed access to a certain number of dedi 
cated buffers. Deadlock is avoided even when an operating 
system process associated with a different Connection 
attempts to exhaust available memory and/or buffers because 
such process will only have access to its own allocated 
resources. 

The processes executed by the accelerator module are per 
formed on a processor adapted to execute functions of a 
network element module (N-module) of the node in parallel 
with local operations (such as user mode applications, admin 
istration and disk access functions) performed on the local 
D-module processor. Network interface operations include, 
but are not limited to, Transmission Control Protocol/ Internet 
Protocol (TCP/IP), User Datagram Protocol (U DP), Network 
File System (NFS) protocol, Common Internet File System 
(CIFS) protocol and Hyper Text Transfer Protocol (HTTP) 
operations. 

In an illustrative embodiment, the accelerator module com 
prises circuitry including an accelerator processor on the 
“network side” of the shared system bus resource, such as a 
peripheral component interface (PCI) bus. Illustratively, an 
accelerator card including the accelerator module circuitry is 
plugged into the PCI bus of a storage system motherboard. 
Network interface operations that are performed on the accel 
erator card or redirected from the accelerator card to the 
network interface; do not pass over the PCI bus. Since the PCI 
bus is shared among resources of the node, attempts to access 
the bus can create bottlenecks thereby substantially degrad 
ing system performance; accordingly the hardware embodi 
ment of the accelerator card can further improve storage 
system performance by avoiding such bottlenecks. 
The accelerator module illustratively comprises a plurality 

of interoperative modules adapted to handle PDUs in a plu 
rality of network protocol formats. A packet and connection 
processor (PCP) module receives PDUs from a media access 
module. Operation parsing (OP) modules for each of a plu 
rality of network protocols communicate with the PCP to 
establish stream connections for the PDU, allocate resources 
and provide instructions and data pointers to an appropriate 
Protocol Handler module described herein. The Protocol 
Handler module forms a ?le system request to a cluster fabric 
(CF) module, which processes and passes the ?le system 
request to a stream transport module. 

The stream transport module, performs connection ori 
ented functions, much like a TCP protocol layer, but is 
adapted more particularly for establishing and maintaining 
connections to communicate ?le system operations in a clus 
ter of nodes. In an illustrative embodiment, the stream trans 
port module determines whether the ?le system request is 
directed to a local processor of the node or is otherwise 
directed to a different node in the cluster. If the request is 
directed locally, the stream transport module passes the 
request to a host interface (HostIF) module. The HostIF mod 
ule passes the request on to the local D-module and releases 
any resources that were allocated for the module. If the 
request is directed to another node, the stream transport mod 
ule appends an address to the request and passes the request 
back to the PCP module. The PCP module passes the request 
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4 
on to the network via the media access module, and releases 
the resources that were allocated for the module. 

Upon receiving the ?le system request, the D-module 
responds by passing a ?le system response back to the HostIF 
module. If the ?le system request originated on the local node, 
the response is sent to the accelerator module on the local 
node. In such cases, the HostIF module passes the response 
back to the appropriate Protocol Handler module via the 
stream transport module and CF module. The Protocol Han 
dler module parses the ?le system response to form a correct 
protocol response PDU. The Protocol Handler enqueues the 
response PDU and provides a pointer for the PCP module to 
access the enqueued response. 

If the ?le system request originated on the accelerator 
module of a non-local node, the response is sent to the accel 
erator module on the non-local node via the accelerator mod 
ule on the local node. In such cases, the HostIF module passes 
the response to the PCP module of the local accelerator mod 
ule via a local stream-transport module. The local PCP mod 
ule passes the response to a PCP module on the non-local 
node via a network interface (media access layers). The non 
local PCP module passes the response to a stream-transport 
module on the non-local node. The response is then passed to 
the non-local CF module and an appropriate non-local Pro 
tocol Handler. The non-local Protocol Handler forms and 
enqueues a correct protocol response PDU and provides a 
pointer for the PCP module to access the enqueued response. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and further advantages of the invention may be 
better understood by referring to the following description in 
conjunction with the accompanying drawings in which like 
reference numerals indicate identical or functionally similar 
elements: 

FIG. 1 is a schematic block diagram illustrating a cluster 
having a plurality of nodes in accordance with an embodi 
ment of the invention; 

FIG. 2 is a schematic block diagram illustrating a node of 
the cluster, in accordance with an embodiment of the inven 
tion; 

FIG. 3 is a schematic block diagram illustrating a storage 
operating system including an accelerator module in accor 
dance with an embodiment of the invention; 

FIG. 4 is a schematic block diagram illustrating a stream 
connection state in accordance with an embodiment of the 

invention; 
FIG. 5 is a schematic block diagram illustrating a recvData 

message in accordance with an embodiment of the invention; 
FIG. 6 is a schematic block diagram illustrating a reserve 

message in accordance with an embodiment of the invention; 
FIG. 7 is a schematic block diagram illustrating an execu 

tion context in accordance with an embodiment of the inven 

tion; 
FIG. 8 is a schematic block diagram illustrating a receive 

message in accordance with an embodiment of the invention; 
FIG. 9 is a schematic block diagram illustrating a sendFS 

Request message in accordance with an embodiment of the 
invention; 

FIG. 10 is a schematic block diagram illustrating a sendST 
message in accordance with an embodiment of the invention; 

FIG. 11 is a schematic block diagram illustrating a send 
PKT message in accordance with an embodiment of the 

invention; 
FIG. 12 is a schematic block diagram illustrating a send 

Data message in accordance with an embodiment of the 

invention; 
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FIG. 13 is a schematic block diagram illustrating a 
recvPKT message in accordance With an embodiment of the 

invention; 
FIG. 14 is a schematic block diagram illustrating a recvFS 

message in accordance With an embodiment of the invention; 
FIG. 15 is a schematic block diagram illustrating a send 

Data message in accordance With an embodiment of the 
invention; and 

FIG. 16 is a schematic block diagram illustrating buffer 
allocation in accordance With an embodiment of the inven 
tion. 

DETAILED DESCRIPTION 

FIG. 1 is a diagram illustrating a cluster 100 having a 
plurality of nodes in accordance With an embodiment of the 
invention. The nodes 200 comprise various functional com 
ponents that cooperate to provide a distributed storage system 
architecture. To that end, each node 200 is generally orga 
niZed as a netWork element (N -module 120) and a disk ele 
ment (D-module 130). The N-module 120 includes function 
ality that enables the node 200 to connect to clients 170 over 
a connection system 180, While each D-module 130 connects 
to one or more storage devices, such as disks 140 or a disk 
array 150. The nodes 200 are interconnected by a cluster 
sWitching fabric 160 Which, in the illustrative embodiment, 
may be embodied as a Gigabit Ethernet sWitch. It should be 
noted that While there is shoWn an equal number of N-mod 
ules and D-modules in the illustrative cluster 100, there may 
be differing numbers of N-modules and/or D-modules in 
accordance With various embodiments of the present inven 
tion. For example, there may be a plurality of N-modules 
and/ or D-modules interconnected in a con?guration of a clus 
ter 100 that does not re?ect a one-to-one correspondence 
betWeen the N-modules and D-modules. As such, the descrip 
tion of a node 200 comprising one N-module and one D-mod 
ule should be taken as illustrative only. 

The clients 170 may be general-purpose computers con 
?gured to interact With the nodes 200 in accordance With a 
client/server model of information delivery. For example, 
interaction betWeen the clients 170 and nodes 200 can enable 
the provision of storage services. That is, each client 170 may 
request the services of the node 200, and the node 200 may 
return the results of the services requested by the client 170, 
by exchanging packets over the connection system 180 Which 
may be a Wire-based or Wireless communication system 
embodied as a computer netWork. The client 170 may issue 
packets including ?le-based access protocols, such as the 
Common Internet File System (CIFS) protocol or NetWork 
File System (NFS) protocol, over the Transmission Control 
Protocol/Internet Protocol (TCP/IP) When accessing infor 
mation in the form of ?les and directories. Alternatively, the 
client 170 may issue packets including block-based access 
protocols, such as the Small Computer Systems Interface 
(SCSI) protocol encapsulated over TCP (iSCSI) and SCSI 
encapsulated over Fibre Channel (FCP), When accessing 
information in the form of blocks. 

FIG. 2 is a diagram illustrating a node 200 of the cluster 100 
in accordance With an embodiment of the invention. The node 
200 is illustratively embodied as a storage system comprising 
a main system unit 202 and an accelerator card 204. Together 
the main system unit 202 and the accelerator card 204 include 
a plurality of processors 222a,b, a memory 22411, b, a netWork 
adapter 225, a storage adapter 228 and local storage 230 
interconnected by a system bus 22311, b. The local storage 230 
comprises one or more persistent storage devices, such as 
non-volatile random access memory or disk, utiliZed by the 
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6 
node 200 to locally store con?guration information (e.g., in 
con?guration table 235) provided by one or more manage 
ment processes. In the illustrative embodiment, Ethernet is 
used as the clustering protocol and interconnect media, 
although it Will be apparent to those skilled in the art that other 
types of protocols and interconnects may be utiliZed Within 
the cluster architecture described herein. In alternate embodi 
ments Where the N-modules and D-modules are implemented 
on separate storage systems or computers, the netWork 
adapter 225 is utiliZed by the accelerator card 204 for com 
municating With other nodes in the cluster 100. 

Each node 200 is illustratively embodied as a dual proces 
sor storage system executing a storage operating system 300 
that preferably implements a high-level module, such as a ?le 
system, to logically organiZe the information as a hierarchical 
structure of data containers, such as volumes, directories, ?les 
and special types of ?les called virtual disks (hereinafter 
generally “blocks”) on the disks. HoWever, it Will be apparent 
to those of ordinary skill in the art that the node 200 may 
alternatively comprise a multi-processor system having more 
than tWo processors. Illustratively, one processor 222a can 
execute the functions of the N-module 120 on the node, While 
the other processor 2221) can execute the functions of the 
D-module. It should also be appreciated that processors 
2211,!) may include multiple processing cores, thus improv 
ing the processing speed of the processors 22211, b. 
The memory 22411, b illustratively comprises storage loca 

tions that are addressable by the processors and adapters for 
storing softWare program code and data structures associated 
With the present invention. The processor and adapters may, 
in turn, comprise processing elements and/or logic circuitry 
con?gured to execute the software code and manipulate the 
data structures. The storage operating system 300, portions of 
Which are typically resident in memory and executed by the 
processing elements, functionally organizes the node 200 by, 
inter alia, invoking storage operations in support of the stor 
age service implemented by the node 200. 
The netWork adapter 225 comprises a plurality of ports 

adapted to couple the node 200 to one or more clients 170 over 
point-to-point links, Wide area netWorks, virtual private net 
Works implemented over a public netWork (Internet) or a 
shared local area netWork. The netWork adapter 225 thus may 
comprise the mechanical, electrical and signaling circuitry 
needed to connect the node to the netWork. Illustratively, the 
connection system 180 may be embodied as an Ethernet 
netWork or a Fibre Channel (FC) netWork. Each client 170 
may communicate With the node 200 over the connection 
system 180 by exchanging discrete frames or packets of data 
according to pre-de?ned protocols, such as TCP/IP. 
The storage adapter 228 cooperates With the storage oper 

ating system 300 executing on the node 200 to access infor 
mation requested by the clients 170. The information may be 
stored on any type of attached array of Writable storage device 
media such as video tape, optical, DVD, magnetic tape, 
bubble memory, electronic random access memory, micro 
electro mechanical and any other similar media adapted to 
store information, including data and parity information. 
HoWever, as illustratively described herein, the information is 
preferably stored on the disks 140 of the disk array 150. The 
storage adapter 228 comprises a plurality of ports having 
input/ output (I/O) interface circuitry that couples to the disks 
over an I/O interconnect arrangement, such as a conventional 
high-performance, FC link topology. 

In accordance With an exemplary embodiment of the 
present invention, storage of information on each disk array 
150 is preferably implemented as one or more volumes that 
comprise a collection of physical storage disks 140 cooper 
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ating to de?ne an overall logical arrangement of volume 
block number (vbn) space on the volume(s). Each volume is 
generally, although not necessarily, associated With its oWn 
?le system. The disks 140 Within a volume/?le system are 
typically organized as one or more groups, Wherein each 
group may be operated as a Redundant Array of Independent 
(or Inexpensive) Disks (RAID). Most RAID implementa 
tions, such as a RAID-4 level implementation, enhance the 
reliability/integrity of data storage through the redundant 
Writing of data “stripes” across a given number of physical 
disks in the RAID group, and the appropriate storing of parity 
information With respect to the striped data. An illustrative 
example of a RAID implementation is a RAID-4 level imple 
mentation, although it should be understood that other types 
and levels of RAID implementations may be used in accor 
dance With the inventive principles described herein. 

To facilitate access to the disks 140, the storage operating 
system 300 implements a Write-anyWhere ?le system that 
cooperates With one or more virtualiZation modules to “vir 
tualiZe” the storage space provided by the disks 140. A ?le 
system logically organiZes the information as a hierarchical 
structure of named directories and ?les on the disks. Each 
“on-disk” ?le may be implemented as set of disk blocks 
con?gured to store information, such as data, Whereas the 
directory may be implemented as a specially formatted ?le in 
Which names and links to other ?les and directories are stored. 
The virtualiZation module(s) alloW the ?le system to further 
logically organiZe information as a hierarchical structure of 
blocks on the disks that are exported as named logical unit 
numbers (luns). 

In the illustrative embodiment, the storage operating sys 
tem 300 is preferably the NetApp® Data ONTAP® operating 
system available from NetWorkAppliance Inc., of Sunnyvale, 
Calif., that implements a Write AnyWhere File Layout 
(WAFL®) ?le system. HoWever, it is expressly contemplated 
that any appropriate storage operating system may be 
enhanced for use in accordance With the inventive principles 
described herein. As such, the storage operating system 300 
should be taken broadly to refer to any storage operating 
system that is otherWise adaptable to the teachings of this 
invention. 

FIG. 3 is a diagram illustrating the storage operating sys 
tem 300 in accordance With an embodiment of the invention. 
The storage operating system 300 comprises a series of soft 
Ware layers organiZed to form an integrated netWork protocol 
stack or, more generally, a multi-protocol engine 325 that 
provides data paths for clients 170 to access information 
stored on the node 200 using block and ?le access protocols. 
The multi-protocol engine 325 includes a media access layer 
312 of netWork drivers (e.g., gigabit Ethernet drivers) that 
interfaces to netWork protocol layers and their supporting 
transport mechanisms. As described herein, the multiprotocol 
engine 325 further includes and accelerator module 320 that 
comprises various layers and/or modules adapted to provide 
netWork protocol, ?le access and connection functions, such 
as a process and connection processor (PCP) module 302, a 
plurality of operation parsing (OP) modules 304 and protocol 
handler modules such as NFS/CIFS/HTTP modules 306. 

In addition, the storage operating system 300 includes a 
series of softWare layers organiZed to form a storage server 
365 that provides data paths for accessing information stored 
on the disks 140. To that end, the storage server 365 includes 
a ?le system module 360, a RAID system module 380 and a 
disk driver system module 390. As described further herein, 
the ?le system 360 includes a redirection process 350 adapted 
to manage data containers, such as volumes, using redirection 
identi?ers associated With, e. g., the volumes. The RAID sys 
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tem 380 manages the storage and retrieval of information to 
and from the volumes/disks in accordance with U0 opera 
tions, While the disk driver system 390 implements a disk 
access protocol such as, e.g., the SCSI protocol. 
The ?le system 360 implements a virtualiZation system of 

the storage operating system 300 through the interaction With 
one or more virtualiZation modules. The ?le system 360 is 
illustratively a message-based system that provides logical 
volume management capabilities for use in access to the 
information stored on the storage devices, such as disks 140. 
That is, in addition to providing ?le system semantics, the ?le 
system 360 provides functions normally associated With a 
volume manager. These functions include (i) aggregation of 
the disks, (ii) aggregation of storage bandWidth of the disks, 
and (iii) reliability guarantees, such as mirroring and/orparity 
(RAID). The ?le system 360 illustratively implements the 
WAFL ?le system (hereinafter generally the “Write-anywhere 
?le system”) having an on-disk format representation that is 
block-based using, e.g., 4 kilobyte (kB) blocks and using 
index nodes (“inodes”) to identify ?les and ?le attributes 
(such as creation time, access permissions, siZe and block 
location). The ?le system uses ?les to store meta-data 
describing the layout of its ?le system; these meta-data ?les 
include, among others, an inode ?le. A ?le handle, i.e., an 
identi?er that includes an inode number, is used to retrieve an 
inode from disk. 

Broadly stated, all inodes of the Write-anywhere ?le system 
are organiZed into the inode ?le. A ?le system (fs) info block 
speci?es the layout of information in the ?le system and 
includes an inode of a ?le that includes all other inodes of the 
?le system. Each logical volume has an fs info block that is 
preferably stored at a ?xed location Within, e.g., a RAID 
group. The inode of the inode ?le may directly reference 
(point to) data blocks of the inode ?le or may reference 
indirect blocks of the inode ?le that, in turn, reference data 
blocks of the inode ?le. Within each data block of the inode 
?le are embedded inodes, each of Which may reference indi 
rect blocks that, in turn, reference data blocks of a ?le. 

Operationally, a request from the client 170 is forWarded as 
a packet over the connection system 180 and onto the node 
200 Where it is received at the netWork adapter 225. A netWork 
driver of media access layer 312 processes the packet and, if 
appropriate, passes it on to the netWork protocol and ?le 
access modules/layer for additional processing prior to for 
Warding to the Write-anywhere ?le system 360. Here, the ?le 
system generates operations to load (retrieve) the requested 
data from disk 140 if it is not resident “in core”, i.e., in 
memory 224. If the information is not in memory, the ?le 
system 360 indexes into the inode ?le using the inode number 
to access an appropriate entry and retrieve a logical vbn. The 
?le system then passes a message structure including the 
logical vbn to the RAID system 380; the logical vbn is 
mapped to a disk identi?er and disk block number (disk,dbn) 
and sent to an appropriate driver (e. g., SCSI) of the disk driver 
system 390. The disk driver accesses the dbn from the speci 
?ed disk 140 and loads the requested data block(s) in memory 
for processing by the node. Upon completion of the request, 
the node 200 (and operating system) returns a reply to the 
client 170 over the connection system 180. 

It should be noted that the softWare “path” through the 
storage operating system layers described above needed to 
perform data storage access for the client request received at 
the node may alternatively be implemented in hardWare. That 
is, in an alternate embodiment of the invention, a storage 
access request data path may be implemented as logic cir 
cuitry embodied Within a ?eld programmable gate array 
(FPGA) or an application speci?c integrated circuit (ASIC). 
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This type of hardware implementation increases the perfor 
mance of the storage service provided by node 200 in 
response to a request issued by the client 170. Moreover, in 
another alternate embodiment of the invention, the process 
ing elements of adapters 225, 228 may be con?gured to 
offload some or all of the packet processing and storage 
access operations, respectively, from processor 222, to 
thereby increase the performance of the storage service pro 
vided by the node 200. It is expressly contemplated that the 
various processes, architectures and procedures described 
herein can be implemented in hardWare, ?rmWare or soft 
Ware. 

As used herein, the term “storage operating system” gen 
erally refers to the computer-executable code operable on a 
computer to perform a storage function that manages data 
access and may, in the case of a node 200, implement data 
access semantics of a general purpose operating system. The 
storage operating system can also be implemented as a micro 
kernel, an application program operating over a general-pur 
pose operating system, such as UNIX® or WindoWs XP® 
(Windows XP is a registered trademark of Microsoft Corpo 
ration), or as a general-purpose operating system With con 
?gurable functionality, Which is con?gured for storage appli 
cations as described herein. 

In addition, it Will be understood to those skilled in the art 
that the invention described herein may apply to any type of 
special-purpose (e.g., ?le server, ?ler or storage serving 
appliance) or general-purpose computer, including a standa 
lone computer or portion thereof, embodied as or including a 
storage system. Moreover, the teachings of this invention can 
be adapted to a variety of storage system architectures includ 
ing, but not limited to, a network-attached storage environ 
ment, a storage area netWork and disk assembly directly 
attached to a client, or a host computer. The term “storage 
system” should therefore be taken broadly to include such 
arrangements in addition to any subsystems con?gured to 
perform a storage function and associated With other equip 
mentor systems. It should be noted that While this description 
is Written in terms of a Write any Where ?le system, the 
teachings of the present invention may be utiliZed With any 
suitable ?le system, including a Write in place ?le system. 

In an illustrative embodiment, the storage server 365 is 
embodied as D-module 130 of the storage operating system 
300 to service one or more volumes of the disk array 150. 
Within a cluster having multiple D-modules, multiple vol 
umes may be serviced by a single D-module 130, or multiple 
volumes may be serviced among multiple D-modules. HoW 
ever, any method of distributing multiple volumes among 
D-modules or multiple volumes sharing a single D-module 
are possible, as long as the volumes have associated redirec 
tion identi?ers that redirect data access requests When the 
data is relocated among the volumes. The redirection process 
350 manages the redirection identi?ers or “junctions” by 
interfacing With management commands issued by an admin 
istrator via, e.g., a graphical user interface (GUI), command 
line interface (CLI), or the like. 
As noted, illustrative embodiments of the invention pro 

vide accelerator module 320 Which implements a novel mes 
sage-passing protocol arrangement to accelerate perfor 
mance of storage system operations. The accelerator module 
comprises an implementation of the N-module 120 that is 
optimiZed to offload netWork operations and inter-node com 
munication functions from the D-module 130 Without pass 
ing non-locally directed data through a shared node bus, such 
as system bus 223. 

Speci?cally, the accelerator module 320 comprises a plu 
rality of interoperative modules for handling protocol data 
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10 
units (PDUs) in a plurality of netWork protocol formats. 
PDUs are contained Within one or more netWork-layer pack 
ets. For example a UDP protocol datagram (packet) repre 
sents a single PDU. A TCP protocol segment, on the other 
hand, can include one or more PDUs or fragments of a PDU. 
The accelerator module comprises a plurality of interop 

erative modules for handling PDUs in a plurality of netWork 
protocol formats. The PCP module 302 receives PDUs from 
the media access module 312, such as an Ethernet card and 
performs functions normally associated With the IP and TCP/ 
UDP layers in the operating system. The OP modules 304 for 
each of a plurality of netWork protocols communicate With 
the PCP to establish stream connections for the PDU, allocate 
resources (such as memory and/or buffers) and provide 
instructions and data pointers to an appropriate Protocol Han 
dler module. The Protocol Handler module is illustratively 
embodied as an NFS 306a, CIFS 30619 or HTTP 3060 server 
and forms a ?le system request to a cluster fabric (CF) module 
312. The CF module passes the ?le system request to a stream 
transport module 314 Which determines Whether the ?le sys 
tem request is directed to a local processor or is otherWise be 
directed to a different node in the cluster. If the request is 
directed locally, the stream transport module passes the 
request to a host interface (HostIF) module 316. The HostIF 
module passes the request on to the local D-module 130 and 
releases any resources that Were allocated for the module. If 
the request is directed to another node, the stream transport 
module appends an address to the request and passes the 
request back to the PCP module 302. The PDU passes the 
request on to the netWork via the media access module, and 
releases the resources that Were allocated for the module. 
Upon receiving the ?le system request, the D-module 130 

responds by passing a ?le system response back to the HostIF 
module 316. If the ?le system request originated on the local 
node, the response is sent to the accelerator module on the 
local node. In such cases, the HostIF module passes the 
response back to the appropriate Protocol Handler module 
306 via the stream transport module 314 and CF module. The 
Protocol Handler module parses the ?le system response to 
form a correct protocol response PDU. The Protocol Handler 
module 306 enqueues the response PDU and provides a 
pointer for the PCP module 402 to access the enqueued 
response. 

If the ?le system request originated on the accelerator 
module of a non-local node, the response is sent to the accel 
erator module on the non-local node via the accelerator mod 
ule on the local node. In such cases, the HostIF module passes 
the response to the PCP module of the local accelerator mod 
ule via a local stream-transport module. The local PCP mod 
ule passes the response to a PCP module on the non-local 
node via a netWork interface (media access layers). The non 
local PCP module passes the response to a stream-transport 
module on the non-local node. The response is then passed to 
the non-local CF module and an appropriate non-local Pro 
tocol Handler. The non-local Protocol Handler forms and 
enqueues a correct protocol response PDU and provides a 
pointer for the PCP module to access the enqueued response. 

In sum, the accelerator module 302 includes the PCP mod 
ule 302 Which interfaces to a plurality of protocol-speci?c OP 
modules 304a-c Which, in turn, interface to protocol handlers 
306a-c. The OP modules 304a-c also interface With a quota 
manager 308 and a resource allocation module 310. The 
protocol handlers 306a-c interface With the CF module 312. 
The CF module 312 interfaces With a stream transport module 
(RF module) for passing messages to a local D-module via a 
Host Interface (HostIF) module 316 or to a remote node via 
the PCP 302. 
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Operationally, a new connection between a client and the 
accelerator module 320 is illustratively established in 
response to receipt of a PDU such as a TCP packet from the 
media access layer 312 at the PCP module 302. In response to 
the establishment of the connection, the PCP module 302 
passes a passiveOpen message including stream connection 
state information to an appropriate OP module 304a-c. The 
appropriate OP module 304a-c to Which the connection is 
bound is determined by the UDP/TCP port on Which data Was 
received. For example, if data Was received on an NFS port, 
then the passiveOpen message is passed to an NFS OP mod 
ule 30411. 

In response to receiving the passiveOpen message, the OP 
module 304a-c initialiZes a stream connection state for the 
connection. The stream connection state 400, as shoWn in 
FIG. 4, illustratively includes contents of the passiveOpen 
message indexing a source IP address 402, a source IP port 
404, a Virtual Server 406, a Virtual Interface 408, an IP type 
410 and a pointer 412 to a connection quota object for the 
connection. 
Once the connection has been established, the PCP module 

302 performs TCP layer functions, strips off TCP headers 
from the PDU, and passes a recvData message to the appro 
priate OP module 304a-c. The recvData message, 500, as 
shoWn in FIG. 5, includes the connection ID 502 of the 
connection to Which the data belongs and a pointer 504 to the 
?rst data buffer in a chain of buffers Which contain the 
received data. 

The OP module 304a-c ?rst determines the PDU bound 
aries. If the PDU is a UDP datagram, the PDU boundaries are 
self apparent because the PDU is coextensive With the UDP 
datagram and comprises all of the data in the buffer chain 
pointed to in the recvData message 500. If the PDU comprises 
TCP segment(s) the PDU boundaries are determined by the 
OP module 304a-c according to the appropriate stream pro 
tocol. For example, NFS and CIFS use a TCP record marker 
to indicate the siZe of the PDU. Some other protocols, such as 
HTTP and FTP utiliZe a speci?c character sequence to indi 
cate the end of record. 
Upon determining the PDU boundaries, the OP module 

304a-c allocates system resources such as memory, buffers 
and/or processing bandWidth so that the PDU can be exam 
ined and possibly translated and executed. The OP module 
allocates resources by ?rst passing a reserve message to the 
quota manager 308. The reserve message 600, as shoWn in 
FIG. 6, includes the connection identi?er 602, a callback 604, 
a pointer 606 to the connection quota object, a resource pri 
ority of the connection 608 and a number of resources of each 
type needed 610. The quota manager 308 determines Whether 
or not the resource request can be satis?ed With the currently 
available resources While respecting a resource priority 608 
included in the reserve message 600. If the request can be 
ful?lled, resource allocation counts are adjusted and the call 
back 604 indicated in the reserve message 600 is sent back to 
the OP module 304a-c. 

In response to receiving the callback 604, the OP module 
304a-c allocates memory/buffer resources by associating par 
ticular buffers With a CID of a Connection via a function call 
provided by a resource allocation module (RA module) 310 
thereby dedicating the buffers to the Connection. In addition 
to identifying Connections, CIDs are used to identify certain 
processes to Which certain buffers can be dedicated. For 
example, an internet protocol (IP) reassembly process that is 
performed by the PCP module 302 is assigned a CID, even 
though the process is not a “Connection,” so that the RA 
module 310 can allocate buffers to the process. Illustratively, 
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12 
each CID is considered to “oWn” buffers that are associated 
With it. The CID associated With a buffer is Written (stamped) 
in the buffer. 
Embodiments of the RA module 310 allocate resources 

such as packet buffers, data buffers and execution contexts in 
accordance With a speci?ed priority. The RA module 310 
maintains counters and thresholds for each allocated 
resource. The buffers are maintained in buffer pools con 
trolled by the RA module 310 and are distributed in response 
to requests to the RA module 310 from the various interop 
erative modules. In an illustrative embodiment, the resource 
allocation requests are handled in order of priority by estab 
lishing a resource allocation Work item priority queue. Alter 
natively, the resource allocation requests may be handled via 
a function call interface. 
An illustrative buffer pool is an array of 2 kB buffers, and 

an array of descriptors. The free buffers are maintained in a 
last-in-?rst-out (LIFO) queue so that neWly-allocated buffers 
are likely to be in the cache since they Were freed recently. The 
LIFO queue also facilitates detection of bugs Wherein, for 
example, buffers being Written to after they are freed. Each 
free buffer contains a pointer to the next free buffer in the 
LIFO queue. 

Illustratively, packet and data buffers are all of equal siZe 
and are used throughout the accelerator module for maintain 
ing connection state information such as TCP, NFS, CIFS or 
HTTP state information, and for passing packet data and 
connection data betWeen modules. Buffer types used by the 
accelerator module include Receive (Rx) Packet buffers 
Which provide direct memory access (DMA) to store incom 
ing packets, Internet Protocol Reassembly buffers (IRB), 
Ingress data buffers (IDB), Execution Context buffers, File 
System Request buffers, File System Reply Buffers, Egress 
Operation Buffers (EOB) for storing data until a TCP 
acknoWledge (ACK) is received, and Transmit (Tx) Buffers 
for sending outgoing packets. It should be understood that, 
the various buffer types described herein are transient in 
nature and may physically exist in the same memory space at 
different times. 
The OP module 304a-c Writes information to an execution 

context that is needed to start parsing and translating the 
PDU. The execution context 700, as shoWn in FIG. 7, includes 
operation parsing buffers (op buffers) 702 and the PDU buff 
ers 704 received from the PCP 302. An execution context 700 
holds state information for an operation and contains mes sage 
queue elements for Work items. An execution context 700 can 
use multiple message queue elements to simultaneously send 
several ?le system requests to the D-module 130 at one time. 
The execution context 700 uses its oWn state information to 
determine hoW to assemble responses it receives. The RA 
module 310 dedicates an execution context 700 to a Connec 
tion or process by associating the execution context 700 With 
the CID of the Connection or process. The Connections or 
process is accelerated by having accesses to the dedicated 
execution context. 
When the resources are allocated, parsing of the PDU and 

translation of the PDU into ?le system (FS) calls are started 
by passing a receive message from the OP module 304a-c to 
the appropriate protocol handler 306a-c Which is bound to the 
respective OP module 304a-c. The receive message 800, as 
shoWn in FIG. 8, includes a pointer 802 to the execution 
context 700. 
Upon receipt of the receive message 800, the protocol 

handler 306a-c examines the PDU buffers 704 and starts to 
form FS calls in the op buffers 702. Once an FS call has been 
formed, the protocol handler 306a-c passes a SendFSRequest 
message to the CF module 312. The SendFSRequest message 
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900, as shown in FIG. 9, includes a pointer 902 to the ?rst 
buffer in a list of buffers containing the FS call, a callback 
function pointer 904, the priority of the request 906 and a 
pointer 908 to the execution context 700 for Which the call is 
being made. 
Upon receipt of a sendFsRequest message 900, the CF 

module 312 attempts to assign a call channel to the message. 
Call channels provide a reference identi?er to be used to 
match ?le system responses from a D-module With a corre 
sponding original ?le system requests. Call channels also 
provide a mechanism for limiting the number of ?le system 
requests that are outstanding from an N-module to a D-mod 
ule and to thereby avoid back-pressuring the storage system 
When a D-module is heavily loaded. If allocated, the call 
channel is linked to the sendFsRequest message 900. If no 
call channel can be allocated, the message is queued until a 
call channel becomes available. A call channel may not be 
allocated, for example, if no call channel is available or if 
more that a maximum number of call channels are allocated 
for a priority 906 threshold that may be indicated in the 
sendFSRequest message 900. 
The CF module 312 determines the destination of the FS 

request by examining the destination address of the request or 
by performing a lookup operation. If a lookup is required, the 
CF module 312 references a volume location database 
(VLDB) cache to map the request to a destination D-module. 
If the lookup operation is successful, the CF module 312 
Writes the destination D-module address into a stream trans 
port (ST) packet header and Writes a call channel index into 
the FS call header. The CF module 312 also determines over 
Which stream transport connections the FS call should be 
sent. If a lookup is not required, the destination D-module 
address is read from the FS call. 
Once the destination has been determined, the CF module 

312 sends a sendST message to the stream transport module 
314. The sendST message 1000, as shoWn in FIG. 10 includes 
the stream transport (ST) connection 1002 to Which the FS 
call is destined and a pointer 1 004 to the ?rst buffer containing 
the FS data. Upon receipt of the sendST message 1000, the 
stream transport module 314 prepends a stream transport 
header onto the FS call. 

If the connection is bound to the local D-module 130, the 
stream transport packet is passed to the HostIF module 316 
using a sendPkt message 1100. The sendPkt message 1100, as 
shoWn in FIG. 11, illustratively includes a stream transport 
(ST) queue 1102, and a pointer 1104 to a ?rst stream transport 
buffer. The HostIF module 316 ensures that the stream trans 
port packet is effectively communicated to the local D-Mod 
ule 130. The Host IF module 316 then releases its allocated 
resources. 

If the connection is bound to the network, the stream trans 
port packet is passed (back) to the PCP 302 using a sndData 
message 1200. The sndData message 1200, as shoWn in FIG. 
12, illustratively includes the connection ID 1202 of the PCP 
connection over Which data should be sent, and a pointer 1204 
to the ?rst stream transport buffer. The PCP 302 ensures that 
the stream transport packet is effectively communicated to 
the appropriate node in the netWork for processing in a remote 
D-module in the cluster. The PCP module 302 then releases 
its allocated resources. 

The D-module 130 sends a FS response back to the HostIF 
module 316 by encapsulating the response into a stream 
transport packet and enqueueing it to an appropriate stream 
transport connection. The HostIF module 316 receives the 
stream transport packet into local data buffers by copying the 
packet out of memory on the local D-module 130. Once all of 
the data is copied into local buffers, the HostIF module 316 
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passes a recvPkt message 1300 to the stream transport mod 
ule 314. The recvPkt message 1300, as shoWn in FIG. 13, 
contains the stream transport connection 1302 that the data is 
being received on, and a pointer 1304 to the ?rst buffer con 
taining a stream transport response. 
Upon receipt of the recvPkt message 1300, the stream 

transport module 314 determines Whether the stream trans 
port response should be accepted for the connection by exam 
ining its sequence number, for example. If the stream trans 
port response is accepted, the stream transport header is 
stripped off and a FS response is passed from the stream 
transport module 314 to the CF module 312 via a recvST 
message. The CF module 312 performs error checking and 
uses the call channel contained Within the FS response to 
lookup the execution context and call back function regis 
tered for the call channel. The CF module 312 then passes a 
recvFS message 1400 to the appropriate protocol handler 
306a-c. The recvFS message 1400, as shoWn in FIG. 14, 
illustratively includes the callback function 1402, the execu 
tion context 1404 and a pointer 1406 to the ?rst buffer con 
taining the FS response. 
Upon receipt of the recvFS message 1400, the protocol 

handler 306a-c parses the FS response and forms the correct 
response PDU into the op buffers previously reserved for the 
execution context. Once a complete response PDU is formed, 
it is enqueued for transmission back to the PCP 302. Trans 
mission to the PCP 302 is performed by passing a sndData 
message 1500 to the PCP 302. The sndData message 1500 
illustratively includes a connection number 1502 and a 
pointer 1504 to the ?rst buffer containing the response PDU. 
The accelerator module operations for a PDU are com 

pleted When the PCP 302 receives the sndData message, and 
the execution context is freed by passing a free message to the 
resource allocation module 310. The free message places the 
execution context back onto a resource free list. 
An illustrative resource allocation procedure is described 

in more detail With reference to FIG. 16 Which shoWs buffer 
passing betWeen modules to handle incoming packets, per 
form protocol operations, and handle outgoing packets. In 
response to a packet arriving at the media access module 312 
(such as the Ethernet driver), the media access module 312, 
illustratively passes a number of Rx packet buffers 1 602 to the 
PCP module 302. The PCP module 302 chains the Rx packet 
buffers 1602 together, if necessary, to form IP datagrams. If IP 
reassembly is required, the fragments are stored in IRBs 
1604. 

In instances Wherein the received packet consists of a TCP 
packet, TCP reassembly must be performed to ensure that the 
data is delivered in a proper order. Once the PCP module 302 
has assembled an entire datagram in order and has determined 
Which Connection the datagram is associated With, the PCP 
module 302 passes the packet buffer chain to the OP module 
304. 
When the OP module 304a-c receives all of the data for a 

particular operation, it passes a chain of buffers to the appro 
priate stream protocol module 306a-c. The stream protocol 
module 306a-c uses ?le system requests and reply buffers to 
handle these operations and pass requests to the D-module 
130. When a response comes back from the D-module 130, it 
is placed in a ?le system reply buffer 1612 until all outstand 
ing requests for the associated execution context are com 
pleted. When the operation is completed, a response is Written 
to an EOB 1614 and passed to the PCP module 302. The PCP 
module 302 then packetiZes this data in to Tx packet buffers 
1616 Which are transmitted to the netWork via the media 
access module 312 (eg Ethernet driver). The passing of data 
via the packet buffers as describe With reference to FIG. 16 
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generally occurs without making copies of the buffered infor 
mation. However, some limited copying may be allowed in 
low memory situations to avoid deadlock 

The PCP module 302 either assigns packet buffers to Con 
nections associated with the incoming packets upon their 
receipt or drops the packets. The PCP module 302 is not 
allowed to block incoming packets while waiting for buffer 
allocation. Thus, upon receipt of an incoming packet, the PCP 
module 302 must determine whether data buffers are avail 
able for a Connection or not. For this reason, the PCP module 
302 uses a function call interface for buffer allocation, rather 
than using a message queue. 

If requested buffers are not immediately available, the PCP 
module 302 will drop the data packet immediately so that the 
Rx packet buffer 1602 is available for other connections. If 
data received exceeds the maximum limits for a connection 
then the data is also immediately dropped. Illustratively, any 
acknowledge messages (ACKs) are processed before buffer 
limitations are enforced to free buffers and prevent packets or 
TCP segments from being unnecessarily dropped. 

In an example, wherein a CID is assigned to an IP reas 
sembly process in the PCP module 302, the receipt of a large 
number of fragments to be reassembled would not slow down 
other processes or connections, because the fragments could 
only use resources associated with the assigned CID of the IP 
reassembly process. Accordingly, any packets that do not 
need to be reassembled would continue to ?ow. Similarly, 
system performance is enhanced by associating a CID with an 
Ethernet driver embodiment of the media access layer 312. 
The Ethernet driver is required to drop any packets for which 
a destination can not be determined so that the resources 
associated with its CID can be freed up to allow new packets 
to continuously ?ow from the network interface. 

According to the invention, resource allocation through the 
message queuing scheme is guaranteed but may take an 
inde?nite amount of time. Modules other than the PCP mod 
ule 302 cannot generally handle the failure of resource allo 
cation because some protocols must process the data inside a 
packet that TCP has acknowledged. Therefore, these modules 
will postpone their work until they are noti?ed that resources 
are available via the message queue. 

Although embodiments of the invention are described 
herein in terms of an “accelerator card,” it should be under 
stood by persons having ordinary skill in the art that embodi 
ments of the invention are not necessarily required to reside 
on any particular physical card, substrate or platform. Rather 
it is expressly contemplated that embodiments of the inven 
tion could include circuitry performing the functions of the 
accelerator card described herein on any number of cards, 
substrates, circuits or combinations thereof. Further although 
embodiments of the invention are described as having a pro 
cessor on the accelerator card and another processor on resid 
ing on the D-module, it should be understood that each of 
these processors may include a plurality of separate micro 
processors within the scope of the invention. 

The operations herein described are purely exemplary and 
imply no particular order. Further, the operations can be used 
in any sequence when appropriate and can be partially used. 
With the above embodiments in mind, it shouldbe understood 
that the invention can employ various computer-implemented 
operations involving data stored in computer systems. These 
operations are those requiring physical manipulation of 
physical quantities. Usually, though not necessarily, these 
quantities take the form of electrical, magnetic, or optical 
signals capable of being stored, transferred, combined, com 
pared and otherwise manipulated. 
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Any of the operations described herein that form part of the 

invention are useful machine operations. The invention also 
relates to a device or an apparatus for performing these opera 
tions. The apparatus can be specially constructed for the 
required purpose, or the apparatus can be a general-purpose 
computer selectively activated or con?gured by a computer 
program stored in the computer. In particular, various gen 
eral-purpose machines can be used with computer programs 
written in accordance with the teachings herein, or it may be 
more convenient to construct a more specialiZed apparatus to 
perform the required operations. 
The invention can also be embodied as computer readable 

code on a computer readable medium. The computer readable 
medium is any data storage device that can store data, which 
can be thereafter be read by a computer system. Examples of 
the computer readable medium include hard drives accessible 
via network attached storage (NAS), Storage Area Networks 
(SAN), read-only memory, random-access memory, 
CD-ROMs, CD-Rs, CD-RWs, magnetic tapes and other opti 
cal and non-optical data storage devices. The computer read 
able medium can also be distributed over a network-coupled 
computer system so that the computer readable code is stored 
and executed in a distributed fashion. The computer readable 
medium can also be distributed using a switching fabric, such 
as used in compute farms. 
The foregoing description has been directed to particular 

embodiments of this invention. It will be apparent; however, 
that other variations and modi?cations may be made to the 
described embodiments, with the attainment of some or all of 
their advantages. Speci?cally, it should be noted that the 
principles of the present invention may be implemented in 
non-distributed ?le systems. Furthermore, while this descrip 
tion has been written in terms of N and D-modules, the 
teachings of the present invention are equally suitable to 
systems where the functionality of the N and D-modules are 
implemented in a single system. Altemately, the functions of 
the N and D-modules may be distributed among any number 
of separate systems, wherein each system performs one or 
more of the functions. Additionally, the procedures, pro 
cesses and/or modules described herein may be implemented 
in hardware, software, embodied as a computer-readable 
medium having program instructions, ?rmware, or a combi 
nation thereof. Therefore, it is the object of the appended 
claims to cover all such variations and modi?cations as come 
within the true spirit and scope of the invention. 
What is claimed is: 
1. A computer storage system, comprising: 
a cluster of nodes, each node having an N module and a D 

module, the D module connected to a writeable storage 
device and a cluster switching fabric con?gured to estab 
lish a connection between the nodes of the cluster of 
nodes, and the N module having an N module processor 
and an accelerator module; 

the accelerator module having a connection processor, a 
network adapter, and an interface to a system bus of the 
N module, the system bus having a connection to the N 
module processor; 

the network adapter to receive a data access request from a 
computer network; 

an operating system executing on the connection processor 
of the accelerator module to determine if the data access 
request is directed to either the N module processor 
using the writeable storage device, another node of the 
cluster of nodes, or to an exterior node to the cluster of 
nodes, the exterior node not part of the cluster of nodes; 

in the event that the data access request is directed to the N 
module processor using the writeable storage device, the 
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accelerator module reserving buffers for a connection to 
service the data access request and passing the data 
access request to the system bus for the N module pro 
cessor to service the data access request using the Write 
able storage device and the buffers; 

in the event that the data access request is directed to the 
another node of the cluster of nodes, the accelerator 
module passing the data access request to the system bus 
for the N module processor to pass the data access 
request to the cluster sWitching fabric to send the data 
access request to the another node of the cluster of 
nodes; and 

in the event that the data access request is directed to an 
exterior node to the cluster of nodes, the accelerator 
module identifying the exterior node and packaging the 
data access request for forwarding onto the computer 
netWork to the exterior node, 

Whereby the accelerator module both decides Which node 
can service the data access request and reserves buffers 
for a connection if the data access request is directed to 
the N module processor, Without involving the N module 
processor in the decision. 

2. The computer storage system as in claim 1, further 
comprising: 

the accelerator module con?gured to establish a connec 
tion betWeen the netWork adapter and the Writeable stor 
age device in response to the data access request, and to 
assign a connection identi?er to each connection estab 
lished, and the accelerator module further con?gured to 
maintain a count of buffers that are assigned to each 
connection identi?er. 

3. The computer storage system as in claim 2, further 
comprising: 

a resource allocation module that allocates buffers to the 
connection identi?er in accordance With a resource pri 
ority associated With the connection identi?er. 

4. The computer storage system as in claim 2, further 
comprising: 

a resource allocation module that allocates buffers to the 
connection identi?er in accordance With a maximum 
resource threshold associated With the connection iden 
ti?er. 

5. The computer storage system as in claim 1, further 
comprising: 

the netWork adapter in the accelerator module has, 
the connection processor in communication With a net 
Work and receiving protocol data units from the net 
Work; 

at least one protocol-speci?c operation parser module in 
communication With the connection processor; and 

a stream transport module in communication With the 
protocol-speci?c operation parser module, and a PDU 
is transformed into a ?le system call by the connection 
processor, the protocol-speci?c operation parser 
module, and the stream transport module. 

6. The computer storage system as in claim 1, further 
comprising: 

the connection processor further con?gured to assign a 
connection identi?er to protocol layer processes, and 
dedicated buffers are assigned to the protocol layer pro 
cess in accordance With the connection identi?er. 

7. The computer storage system as in claim 6, further 
comprising: 

the connection processor con?gured to assign a connection 
identi?er to an internet protocol reassembly process, and 
dedicated buffers are assigned to the internet protocol 
reassembly process. 
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8. The computer storage system as in claim 1, further 

comprising: 
the buffers are selected from the group consisting of: 

Receive Packet buffers Which provide direct memory 
access (DMA) to store incoming packets; 

lntemet Protocol Reassembly buffers; 
lngress data buffers; 
Execution Context buffers; 
File System Request buffers; 
File System Reply Buffers; 
Egress Operation Buffers for storing data until a TCP 

acknowledge is received; and 
Transmit Buffers for sending outgoing packets. 

9. A method for operating computer storage system, com 
prising: 

using a plurality of nodes, each node having an N module 
and a D module, the D module connected to a Writeable 
storage device and a cluster sWitching fabric con?gured 
to establish a connection betWeen the nodes of the clus 
ter of nodes, and the N module having an N module 
processor and an accelerator module; 

con?guring the accelerator module to have a connection 
processor, a netWork adapter, and an interface to a sys 

tem bus of the N module, the system bus having a con 
nection to the N module processor; 

receiving a data access request by the netWork adapter from 
a computer netWork; 

determining by the connection processor of the accelerator 
module if the data access request is directed to either the 
N module processor using the Writeable storage device, 
another node of the cluster of nodes, or to an exterior 
node to the cluster of nodes, the exterior node not part of 
the cluster of nodes; 

in the event that the data access request is directed to the N 
module processor using the Writeable storage device, the 
accelerator module reserving buffers for a connection to 
service the data access request and passing the data 
access request to the system bus for the N module pro 
cessor to service the data access request using the Write 
able storage device and the buffers; 

in the event that the data access request is directed to the 
another node of the cluster of nodes, the accelerator 
module passing the data access request to the system bus 
for the N module processor to pass the data access 
request to the cluster sWitching fabric to send the data 
access request to the another node of the cluster of 
nodes; and 

in the event that the data access request is directed to an 
exterior node to the cluster of nodes, the accelerator 
module identifying the exterior node and packaging the 
data access request for forWarding onto the computer 
netWork to the exterior node, 

Whereby the accelerator module both deciding Which node 
can service the data access request and reserving buffers 
for a connection if the data access request is directed to 
the N module processor, Without involving the N module 
processor in the decision. 

10. The method of claim 9, further comprising: 
establishing a connection betWeen the netWork adapter and 

the Writeable storage device by the accelerator module in 
response to the data access request, and assigning a 
connection identi?er to each connection established, 
and 

maintaining a count of buffers that are assigned to each 
connection identi?er. 




