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AMPLIFIERS WITH INPUT OFFSET TRIM 
AND METHODS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a divisional of US. patent application 
Ser. No. 12/390,684 ?led Feb. 23, 2009. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to the ?eld of operational and 

instrumentation ampli?ers. 
2. Prior Art 
One of the key performance speci?cations of an opera 

tional ampli?er is its DC error or offset voltage. The offset 
voltage limits the ability of the ampli?er to resolve small DC 
input voltages. The total offset voltage is usually speci?ed 
assuming a single source of error at the input terminals. The 
value of this imaginary voltage source represents the input 
referred offset voltage of the ampli?er. The signi?cance of 
this parameter lies in the fact that the ampli?er Will not be able 
to resolve any DC voltages at its input that are smaller than the 
input referred offset voltage. 

In monolithically integrated operational ampli?ers, the 
input referred offset voltage (also called input offset, offset 
voltage or just offset for short) is mostly due to statistical 
mismatch betWeen critical components in the circuit. Com 
monly, these critical components include the input stage tran 
sistors, but other devices may contribute signi?cantly to the 
offset as Well. Typical offset voltages due to component mis 
match lay in the order of several millivolts. 
A Well-knoWn technique to reduce the input referred offset 

voltage of an ampli?er is by trimming each ampli?er during 
manufacturing. At some stage in the production processi 
usually While electrically screening the parts for defectsithe 
native offset of the part is measured, and corresponding modi 
?cations are made to the part to compensate for this offset. 
The modi?cations to the part need to be permanent, in order 
for the offset to remain compensated for over the life of the 
product. 
Many techniques have been proposed and used in the past 

to make permanent changes to an IC in order to store the offset 
compensation voltage. Examples include trimming resistors 
With a laser, bloWing links With a laser, shorting out Zener 
diodes by a high reverse voltage, bloWing metal fuses With a 
high current, modifying the resistivity of a poly-silicon resis 
tor With a high current and storing digital bits onto a non 
volatile memory (e.g. ?ash). 

Based on the timing of the trimming during the production 
process, all trimming techniques can be classi?ed into one of 
tWo categories: 

1. pre-package trim 
2. post-package trim 
As the name implies, pre-package trim includes all trim 

techniques that take place before the silicon die is packaged 
into its ?nal package. Reversely, post-package trim is done 
after packaging the part. 

The distinction betWeen pre and post-package trim is a 
critical one, since the packaging process can lead to signi? 
cant offset shifts of the part. Especially plastic packages, 
Which include the majority of all parts being shipped today, 
can in?ict high mechanical stresses to the silicon die. The 
pieZoelectric properties of silicon convert the mechanical 
stresses into offset voltage shifts of the circuit. These offset 
shifts in their turn cause the input referred offset voltage of the 
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2 
part to change randomly after packaging. Typical offset shifts 
due to packaging are on the order of several 100 s of micro 
volts. 
A part that Was trimmed for Zero offset before packaging 

(pre-package trim), Will most likely shoW a non-Zero offset 
after being assembled. Therefore, pre-package trim is not able 
to guarantee very high accuracies of the trimmed offset volt 
age. 

Post-package trim, on the other hand, takes into account 
offset shift due to packaging and Will compensate for it. Very 
high trim accuracies can be achieved this Way. 

Despite its high end-accuracy, there are tWo main disad 
vantages associated With post-package trim. The ?rst disad 
vantage of post-package trim is the need for some sort of 
on-die non-volatile memory. Most process technologies used 
for fabricating operational ampli?ers do not offer non-vola 
tile memory, and if they do, bit cells tend to be not very 
area-ef?cient. 
The second disadvantage is the need to offer means to 

externally control the trim state and store the offset compen 
sation value. In many cases this Will require the addition of 
pins to the package, and increase cost. Alternatively, the part 
can employ some sophisticated multiplex approach to reuse 
the existing pins for controlling the offset trim algorithm. 
Such setup requires complex circuitry, hoWever, adding to the 
die siZe and cost. 
An approach to post-package trim that does not require 

non-volatile memory and external control of the trim algo 
rithm is so-called poWer-on calibration. Using this technique, 
the part is not trimmed during manufacturing, but instead 
each time the part is poWered up (see “Circuit Techniques for 
Reducing the Effects of Op-Amp Imperfections: Autozero 
ing, Correlated Double Sampling, and Chopper StabiliZa 
tion”, C. C. EnZ and G. C. Temes, IEEE .1. Solid-Slate Cir 
cuils, vol. 84, November 1996, pp. 1584-1614 and “A high 
performance autoZeroed CMOS opamp With 50 uV offset”, 
Krummenacher et al., Solid-State Circuits Conference, 1997, 
Digest of Technical Papers, pp. 350-351, 483). Since the 
stored offset compensation value needs to be retained only 
While the supply poWer is available, poWer-on calibration 
alleviates the need for non-volatile memory. Instead, volatile 
memory can be used. This type of memory offers small die 
siZe, and it is ubiquitously available in any CMOS process 
technology in the form of ?ip-?ops. 

FIG. 1 shoWs the block diagram of an ampli?er With 
poWer-on calibration. 

It uses the successive approximation algorithm to cancel 
out the random input referred offset voltage V05. Offset cali 
bration of ampli?erA is achieved through sWitch S, compara 
tor COMP, the successive approximation state-machine SAR 
and ?nally the digital-to-analog converter D/A that feeds an 
offset correction voltage to ampli?erA. When the ampli?er is 
poWered on, sWitch S is closed. This forces a differential input 
voltage that is equal to the input referred offset voltage V05 at 
the input of ampli?er A. Since there is no feedback, the 
ampli?erA operates in the comparator mode: if the differen 
tial input voltage is greater than Zero, its output Will jump to 
the positive rail, and vice verse (assuming the offset correc 
tion voltage at port N is Zero). 

FIG. 2 shoWs a simpli?ed representation of the ampli?er 
circuit in FIG. 1 during calibration. 

While calibrating, the input sWitch in FIG. 1 connects the 
offset source V05 betWeen the tWo differential inputs of ampli 
?er A. This is represented by the offset source V05 in FIG. 2. 
Since the D/A output voltage Vda drives offset compensation 
port N on ampli?er Al in FIG. 1, the effect of Vda can be 
thought of as being subtracted from the offset voltage V05 at 



US 8,102,204 B2 
3 

the input of the ampli?er. This is indicated in FIG. 2 by the 
plus sign for the voltage Vos, and the minus sign for the 
voltage Vda. The difference betWeen offset voltage Vos and 
correction voltage Vda is error voltage 6. The sign of the error 
voltage 6, through ampli?erA and comparator COMP, drives 
the decisions of the successive approximation algorithm. 

After poWer-up the circuit Will start its successive approxi 
mation state-machine to ?nd a value for the offset correction 

voltage V dd at the secondary input N that minimiZes the input 

4 
The table assumes that the MSB b3 sWitches betWeen the 

values —lV (bit loW) and +lV (bit high). The other bits are 
binary Weighted, such that b2:10.5V and b1:10.25V. Bits 
tested by the algorithm are underlined. The error value 6 in the 

example of Table l approaches Zero Within the step siZe of one 

LSB (0.5V). The resulting binary code is (011) (see the bot 
tom roW). 

Table 2 gives a similar example of the successive approxi 
referred offset voltage of the overall circuit. The successive 10 mation algorithm’ new assuming that the input Offset Voltage 
approximation Operates as follows (See Analog'To'Digital Vos is 1.6V. In this case the bits converge to the code (110), 
and Digital'To'Analog Converters’ R' J' Van de Plassche, With a remaining error e of 035V, Which is again Within one 
Springer, 1994). The circuit starts off With all bits to the LSB Step SiZe_ 
digital-to-analog converter D/A set to Zero. This causes the 15 

most negative voltage Vda to be set on the offset compensation TABLE 2 
input N. If the offset compensation range is large enough, this 
negative voltage Will alWays cause the output of ampli?erA to Exampl? Ofth? Success-W6 approximation algorithm 
trip high (e>0). In the next cycle, the most signi?cant bit WW8: 1'6 
(MSB or b”) of D/A Will be tested high. If this causes the 20 e [V] 

output of A to go loW (e<0), the bit Will be returned to its loW Step (33V) (to? V) (10215 V) _ Commmt 
state before proceeding to the next bit. Otherwise, if the ‘1) 
output of A does not change due to setting the MSB (e>0), the (i (i 8 8 initiglbstit?l 
bit Will remain high. The state ofthe MSB Will be stored into 25 2 I t 0 +t:25 +OI35 e > 0: b; t 
a register and does not change during the remainder of the 3 1 1 1 +1.75 —0.15 e< 0, bo= 0 
calibration process. In the folloWing step, the bit beloW the 4 1 1 0 +125 +035 Final State 

MSB (bn_l) Will be tested high and the resulting bit value 
stored into the register. This process continues successively Notice hOW in the examples in Table 1 and Table 2 the 
through all bits, high to 10W: until the least Signi?cant bit is 30 remaining output error e is alWays greater than Zero. This is a 
tested and its Value Stored‘ _ _ property of the successive approximation algorithm: if a par 

Table 1 Shows an example ofthe Offset Cahbranon proce' ticular bit is tested high and the error voltage 6 becomes 
dure fora3-bits SAR register inthe simple case that the offset Smaller than Zero’ the hit is reset to Zero‘ AS a result’ the 

Voltage V05’ 15 Zero' 35 algorithm does not alloW the error e to become negative. 

TABLE 1 In fact, the distribution of the error e is betWeen Zero and 
one LSB step siZe S 151,. Ideally, We Would like to see the error 

Example ofthe slilcsiiisnii‘igltggsrixgmation algorithm’ centered around Zero. Doing so Will half the maximum error 

40 e from +1 S [Sb to 11/2 S 151,. In order to perform the re-centering, 

b3 b2 bl Vda We Will need to add a value equal to 1/2 SM, to the D/A 

Step (11v) (105v) (105v) [v] vda) Comment converter voltage Vda after the calibration completes. The 

0 0 0 0 _1-75 +1.75 Initial State shift of the ?nal D/A converter voltageVda canbe achieved by 

1 t 0 0 +025 _@_;5 6 <0, b2 : 0 45 adding one more bit to the tD/A converter, beloW the least 
2 0 l 0 —0-75 +0-75 €>0, bi =1 s1gm?cant b1t bl (LSB). This additional bit is held at Zero 

it 8 t % $5151’ 58561 during the calibration process, and subsequently set to one, 
once the calibration is done. Table 3 illustrates the addition of 
a shift bit to the algorithm. 

TABLE 3 

Example of the successive approximation algorithm 

With a shift bit, assuming Vos = 1.6 

b3 b2 b1 b5 Vda '5 [VI 

Step (11 V) (10.5 V) (10.25 V) (10.125 V) [V] (Vos — Vda) Comment 

0 0 0 0 0 —1.875 +3.475 Initial State 

1 l 0 0 0 +0.125 +1.475 e>0, b2=1 

2 1 l 0 0 +1.125 +0.475 e>0,bl=l 

3 1 1 l 0 +1.625 -0.025 e<0,bo=0 

4 1 1 0 1 +1.375 +0.225 Final State 
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In this example, the error e in the ?nal state is 0.225V 
(bottom roW), Which is less than half an LSB step siZe 
(0.25V). 
Even though the successive approximation algorithm is 

very powerful in calibrating out the offset of an ampli?er at 
poWer-up, it suffers from a major drawback. In order for the 
algorithm to be able to guarantee a certain end-accuracy of the 
calibration, matching of the various components in the D/A 
converter needs to be extremely tight. Especially matching of 
the MSB step siZe Smsb to the other bits turns out to be critical. 
The matching error of the MSB step siZe Smsb must be sig 
ni?cantly less than one LSB step siZe Slsb in order for the 
mismatch not to affect the overall accuracy appreciably: 

Asmsb<<slsb (1) 

This can be reWritten as 

Sub 1 
: 2W1 

(Z) ASmsb 
<< 

Smsb Smsb 

Where n equals the number of bits of the D/A converter. 
Accepting a maximum error due to mismatch of the MSB 

equal to half an LSB step siZe 1/2 SM, the expression for the 
maximum matching error of the MSB simpli?es to 

ASmsb 
Smsb 

s 2*” (3) 

Similar constraints as for the MSB on the maximum 
matching error occur for the other bits of the A/ D converter, 
albeit With progressively looser matching requirements. The 
step siZe of the bits becomes smaller by a factor tWo for each 
step When going from the MSB to the LSB. Therefore the 
expression for the maximum matching error of individual bits 
becomes 

(4) 

Where b equals the bit number (b:n for the MSB, bIl for the 
LSB). 

Clearly, matching of the MSB Will be the most critical. 
To illustrate the effect of mi smatch on the transfer function 

of the D/A converter, FIG. 3 shoWs an example of the output 
voltage vs. input code of a 3-bit converter Without any mis 
match error. 

The output steps through all eight possible output values 
With even step siZes as the input code progresses from (000) 
through (1 l l). The ideal D/A converter of FIG. 3 can generate 
any voltage needed to compensate for the offset of the overall 
ampli?er Within half an LSB step siZe (1/2 Slsb). 

FIG. 4 shoWs the transfer function of the same D/A con 
ver‘ter, noW assuming a mismatch error that causes the MSB 
step siZe to be too large. 

Note hoW the output voltage jumps When the input code 
goes from (011) to (100). This is because during this transi 
tion, the MSB is sWitched on. Turning on the MSB is sup 
posed to almost make up for all other bits sWitching off, 
leaving a positive difference of l LSB step siZe SM, betWeen 
the output levels for codes (011) and (100). Since in this 
example the MSB step siZe Smsb is too large, the MSB over 
compensates for the other bits sWitching off, causing the 
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6 
difference betWeen the tWo levels to be too large. This creates 
a gap betWeen the output voltage levels for input codes (01 l) 
and (100). 
The hatched area is a range of output voltages that is not 

covered by the D/ A converter. If the voltage V dd that is needed 
to compensate for the offset of the overall ampli?er falls 
someWhere in the middle of the hatched voltage range, the 
offset voltage most likely cannot be corrected for Within half 
an LSB step siZe, or 1/2 SM. 
When matching errors cause the MSB step siZe Smsb to be 

too small, We obtain a D/A response similar to FIG. 5. The 
transfer function is not monotonic anymore and has a slightly 
reduced dynamic range compared to the ideal case of FIG. 3. 

Despite these tWo factors, all output voltages Within the 
dynamic range of the converter can noW be produced Within 
half an LSB step siZe (1/2 Slsb). In other Words, despite the 
MSB mismatch error, We can continue to guarantee that any 
offset voltage of the overall ampli?er can be compensated for 
Within 1/2 SM. Note that monotonicity of the D/A transfer 
function is not required for the successive approximation 
algorithm to function properly. 

Summarizing the effects of MSB mismatch on the succes 
sive approximation algorithm, We ?nd the following: 

1. A mismatch error that causes the MSB to be too large 
Will deteriorate the Worst-case offset voltage of the overall 
ampli?er after calibration. 

2. A mismatch error that causes the MSB to be too small 
does not signi?cantly affect the overall accuracy of the offset 
calibration. 

FIG. 6 illustrates this conclusion. 
On the x-axis, it shoWs the ratio betWeen the value of the 

MSB b” and the next bit bn_l (bit ratio p), While the y-axis 
represents the probability of a certain bit ratio p. 

Ideally, the bit ratio p is 2 (MSB b” tWice as large as the next 
bit bn_l). Due to mismatch betWeen the components used to 
manufacture the circuit, the actual bit ratio p Will vary around 
the mean value of 2 With a normal distribution having stan 
dard deviation op. In order to make sure that the overall error 
due to component mismatches does not exceed half an LSB 
step siZe (1/2 S is b), the bit ratio p should not be too large. 
The relation betWeen the error Ap of the bit ratio p and the 

mismatch ASn/Sn of the MSB step siZe can be found as fol 
loWs 

s” s” 2 

Using Eq. 3 and Eq. 5, We can noW ?nd for the maximum 
alloWed error Apma,C 

APMXIZ'T" (6) 

From Eq. 6 We can ?nd the expression for the maximum 
acceptable absolute value of the bit ratio pmax 

Where 5 is the mean or targeted bit ratio 
The hatched area in FIG. 6 indicates the forbidden range of 

bit ratios p. Values of the bit ratio p that lie above 2+21_”, 
indicated by the dashed line, lead to the calibration of the 
overall circuit potentially being out of spec (point 1 above), 
Whereas any value of the bit ratio p beloW this limit guaran 
tees a calibrated offset Within the speci?cations (see point 2 
above). 
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Based on Eq. 7, We can determine the maximum matching 
error of the bit ratio 

Apm (8) 

Note hoW the maximum acceptable matching error Apmmj 
5 goes doWn exponentially With the number of bits. Espe 
cially With high bit counts, this can result in very tight match 
ing requirements. 

Considering n:10 bits as an example, the maximum alloW 
able mismatch error of the bit ratio ApmaX/5 equals 2'10, or 
about 0.1% (Eq. 8). Requiring this to be a 60 limit (probabil 
ity of exceeding the spec limit smaller than ~1 ppb, assuming 
a normal distribution), means the standard deviation of the 
MSB bit ratio matching op must be smaller than 0.016%. 

The matching requirements that folloW from Eq. 8 are 
often very hardiif not impossibleito achieve in practical 
monolithically integrated circuits. Therefore, current state-of 
the art ampli?ers With poWer-on calibration rely heavily on 
production screening of all possible D/A output levels to 
guarantee that the input referred offset Will be Within specs 
across Wide ranges of operating conditions. Due to the large 
number of possible output levels (1024 for n:10), this pro 
duction screening is both time-consuming and costly. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a prior art ampli?er With poWer-on calibra 
tion. 

FIG. 2 shoWs a prior art poWer-on calibrated ampli?er in 
calibration mode. 

FIG. 3 shoWs an ideal 3-bit D/A transfer function. 
FIG. 4 shoWs a 3-bit D/A converter transfer curve: MSB 

too large. 
FIG. 5 shoWs a 3-bit D/A converter transfer curve: MSB 

too small. 
FIG. 6 shoWs the probability-density function of the bit 

ratio 5 of a SA D/A converter. 
FIG. 7 shoWs the probability-density function of the bit 

ratio 5 for the proposed calibration circuit. 
FIG. 8 shoWs a preferred embodiment of poWer-on calibra 

tion using a non-binary Weighted D/A converter. 
FIG. 9 is a simpli?ed example of the circuit implementa 

tion of the proposed invention. 
FIG. 10 shoWs an example of the circuit implementation of 

the non-binary Weighted A/ D converter. 
FIG. 11 shoWs an example of an instrumentation ampli?er 

With poWer-on calibration. 
FIG. 12 presents an exemplary con?guration to trim at 

production, While storing the results in one-time program 
mable memory. 

FIG. 13 shoWs the addition of an auxiliary ampli?er to 
control the output during calibration. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Traditional successive approximation approaches to 
poWer-on calibration lead to excessively tight matching 
speci?cations of the D/A converter components. The present 
invention proposes a method to relax the matching require 
ments. AlloWing for more variation Will greatly improve the 
manufacturability of poWer-on calibration circuits. 
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8 
The key to improving the robustness of the poWer-on cali 

bration lays in the use of a targeted bit ratio 5 that is smaller 
than the traditional 5:2. Note from FIG. 6 and Eq. 7 that any 
ratio 5 beloW 2+2l_” (With a practical under limit of 5:1) 
guarantees the accuracy of the calibration. By choosing a 
target bit ratio 5 less than 2, meeting the limit set by Eq. 7 
becomes progressively easier. 

This is illustrated by FIG. 7. 
This plot again shoWs the probability density function of 

the bit ratio 5 betWeen the MSB b” and the adjacent bit bn_l, 
assuming a normal distribution. The maximally alloWable 
ratio 5 that guarantees proper calibration of the ampli?er’s 
offset is indicated by the dashed line at pmax:2+2l_”. The 
hatched area indicates “forbidden” values for the ratio 5. The 
main difference betWeen the prior-art plot in FIG. 6 and the 
plot of FIG. 7 is that the bit ratio is noW centered around a 
value that is slightly smaller than the traditional value of 2. 
FIG. 7 uses a mean bit ratio of5:1.9 as an example. 
A consequence of choosing a smaller mean bit ratio is that 

the peak of the probability density function moves aWay from 
the upper limit. A greater distance betWeen the peak and the 
upper limit suggests it Will be easier to meet the spec in 
production. This can be quanti?ed as folloWs. The difference 
betWeen the mean of the bit ratio 5 and the spec limit pmax is 
given by 

Since the number of bits n>>1 in most practical cases, this 
reduces to 

wax-512$ (10) 

The matching requirement for the bit ratio 5 noW becomes 

(11) 

The right hand side of Eq. 11 assumes the target bit ratio 5 is 
close to 2. 

Note that the matching requirement that folloWs from Eq. 
1 1 is independent of the total number of bits. In the prior-art 
case of 5:2 (binary Weighted), the matching spec became 
exponentially tighter With a rising number of bits (Eq. 8). 
By substituting our example of 5:1 .9 into Eq. 11, We ?nd 

the maximum alloWable mismatch of the bit ratio as 5%. 
Again requiring a 60 limit, this leads to a maximum standard 
deviation of the mismatch of the MSB bit ratio op equal to 
0.8%. This is much looser than the 0.016% of the binary 
Weighted prior art example. In fact, matching ratios on the 
order of 0.8% can routinely be realiZed in standard manufac 
turing processes Without the need for additional trimming or 
production testing. 

FIG. 8 shoWs the preferred embodiment of the proposed 
invention. 

It consists of ampli?er input stage A1, and the tWo select 
able output stages Aza and A2b. PoWer-on offset calibration is 
performed through the comparator COMP, the successive 
approximation register SAR and a non-binary Weighted D/A 
converter. The D/A converter comprises the sWitches b” 
through b5, and the non-binary Weighted bit values 1 through 
1/1.9”_2, plus binary Weighted values for the least signi?cant 
bit controlled by sWitch b l and the shift bit bS. At poWer up of 
the circuit, the input sWitch S 1 shorts out the inputs to the 
ampli?er input stage A1. As a result, the input referred offset 
voltage V05 Will be present betWeen its differential input ter 
minals. Output sWitch S2 connects the input stage Al to the 
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secondary output stage A2b. Because of its connection to the 
secondary output stage A217, the comparator COMP can noW 
drive the decisions of the successive approximation algorithm 
implemented by the register SAR. The least signi?cant bit is 
given a binary Weighting because of the fact that any error in 
that Weighting does not cause an error that must be made up 
by subsequent bits, and the shift bit is given a binary Weight 
ing relative to the least signi?cant bit as its purpose is to 
compensate for one half the least signi?cant bit to cause the 
error e to be centered around Zero instead of alWays being on 
one side of Zero, thereby cutting the maximum error in half. 
Once the poWer-on offset calibration completes, sWitch S 1 

connects the input terminals of the overall ampli?er to the 
input stage A1, While sWitch S2 activates output stage Aza 
Also, the SAR register activates the shift bit bs. Note that the 
ratio betWeen the LSB b l and the shift bit bS remains tWo, even 
if all other bits are non-binary Weighted. The ampli?er is noW 
in its normal mode of operation, With the register SAR hold 
ing a digital code that corresponds to a voltage Vda that 
(mostly) compensates for the input referred offset V05. 
Even though the use of the tWo selectable output stages Aza 

and A2b, along With output sWitch S2 is not necessarily 
required for the invention to Work properly, this setup has 
several key advantages over using a single output stage for 
both calibration and normal mode. First of all, selecting 
betWeen the tWo output stages Will prevent spurious signals or 
glitches to appear at the output terminal of the ampli?er While 
the ampli?er is being calibrated. A second bene?t of dupli 
cating the output stage is that the secondary output stage A21, 
can noW be implemented Without the addition of a compen 
sation capacitor for closed loop stability. Frequency compen 
sation capacitor Cm is required during normal operation to 
ensure stability of the ampli?er With overall feedback. Since 
the ampli?er is operated in an open-loop comparator mode 
during poWer-on calibration, no frequency compensation is 
needed. Leaving out the compensation capacitor speeds up 
the decisions during the successive approximation procedure, 
reducing the total time spent in calibration mode. 
As an alternative to a poWer-up event, the calibration 

sequence can also be initiated by any other trigger. In that 
case, the system performs on-demand-calibration as opposed 
to poWer-on calibration as described before. 

FIG. 9 shoWs a simpli?ed example of a circuit implemen 
tation of the present invention. 

It consists of the transconductance input stage With tran 
sistors M1 and M2. The gates of these devices are connected to 
sWitches S1,l and S 1,2. In normal mode, the sWitches directly 
connect the gates of M1 and M2 to the input terminals IN+ and 
IN—. During calibration, the inputs are shorted out and con 
nected to the reference common-mode voltage V1. Devices 
M5 through M8 implement a traditional folded cascode tum 
around stage. The ?rst or primary output stage used for nor 
mal operation comprises the devices M1 1 and M12, together 
With frequency compensation capacitors CMl and CMZ. The 
secondary output stage used during calibration includes 
devices M9 and M10. This secondary output stage does not 
require any frequency compensation components, since it 
Will only be used in comparator mode. SWitches S2, 1 and S2,2 
select betWeen the tWo output stages. The block AB imple 
ments class-AB quiescent current control of the output stage 
devices (either M11 and M12, or M9 and M10, depending on 
the states of S2, 1 and SL2). When the primary output state M11 
and M12 is selected, sWitches S2,3 and S2,5 are closed, putting 
the secondary output stage in a high output impedance state, 
and When the secondary output state M9 and M10 is selected, 
sWitches S2,4 and S2,6 are closed, putting the primary output 
stage in a high output impedance state. 
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10 
The parallel input stage M3/M4 implements the offset con 

trol input. A differential voltage betWeen the gates of M3 and 
M4 Will cause a differential output current at their drains. This 
differential drain current ?oWs in parallel to the drain current 
of the input stage M1/M2. A suitable differential voltage at the 
gates of M3 and M4 can compensate for a random offset of the 
input stage Ml/M2. Since the range of offset voltages that the 
parallel input stage needs to compensate for is much smaller 
than the expected signal sWing at the input of the ampli?er, 
the tail current I2 through devices M3 and M4 can be chosen 
smaller than the bias current of the input stage I1. 
The register SAR and the non-binary Weighted D/A con 

verter D/A implement the successive approximation algo 
rithm as before. 

FIG. 10 shoWs an example of a 6-bit implementation of the 
non-binary Weighted D/A converter. 

It consists of a three-section differential resistive ladder 
With resistor values R, R 1 and R2. The common-mode voltage 
of the ladder is set by voltage source Vcm. Note that this 
voltage is not related to any common mode voltage of an input 
signal IN+,IN—, as the transistors M3 and M4 operate in a 
differential mode to control the division of the current I2 
(FIG. 9), independent of the operation of the differential input 
stage transistors M1 and M2. The sWitches bs through b6 steer 
the currents from the bottom current sources to either side of 
the differential ladder, depending on the states of the input 
bits. In this example, the Weighting of the bits b2 through b4 is 
done through the resistive ladder, While Weighting of bS, b l 
and b6 is implemented through scaling of the respective cur 
rent sources. This choice is arbitrary, and not critical to the 
operation of the circuit. 

Targeting a bit ratio of 5, the values of the resistors can be 
found as folloWs 

bl 

Where R is the characteristic impedance of the ladder. 
Note hoW choosing a bit ratio 5:2 (standard binary Weigh 

ing) transforms the D/ A converter of FIG. 10 into a traditional 
R-2R ladder (RIIR, R2I2R). 
By adding an additional input stage to the circuit of FIG. 9, 

it can easily be transformed into a so-called instrumentation 
ampli?er (see Operational Ampli?ers, Theory and Design, I. 
Huijsing, pp. 52-53, Boston, KluWer Academic Publishers, 
2001). Instrumentation ampli?ers have tWo sets of differen 
tial input terminals and are capable of sensing small differ 
ential signals in the presence of a large common-mode dis 
turbance. 

In order for the poWer-on calibration to Work properly in 
the modi?ed circuit, only the input stage devices and the input 
sWitches need to be repeated from the original ampli?er. The 
offset calibration can be performed across both input stages 
combined and therefore does not require any other additional 
components. 

FIG. 11 shoWs the instrumentation ampli?er that results 
from modifying the circuit depicted in FIG. 9. The compo 
nents added to the circuit are the tWo input stage With M l 3 and 
M14, along With the corresponding input sWitches S1,3 and 
S1, 4, Which Would be operated simultaneously With S1,l and 

The embodiments shoWn herein in FIGS. 9 and 11 are 
MOS embodiments, though other active devices may be used, 
such as bipolar devices. Also the Word sWitch as used herein 
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and in the claims is used in the general sense, and includes 
single or multiple switches, as appropriate. When the Word 
sWitch is used in the context of multiple sWitches, such mul 
tiple sWitches Would be operated substantially simulta 
neously, though perhaps With a preferred nonoverlapping 
phasing. By Way of example, a sWitch for sWitching an input 
of the ampli?er from the ampli?er system input to shorting 
the ampli?er input might be a single sWitch such as sWitch S 
in FIG. 1 or tWo sWitches S1,l and S1,2 in FIG. 9, or, by Way of 
another example, might be four sWitches, tWo for disconnect 
ing the differential input stage from the differential ampli?er 
input, and tWo to short the input to the differential input stage. 
In this latter case, one normally Would prefer to disconnect 
the differential ampli?er input before shorting the differential 
input stage, thereby de?ning a nonoverlapping operation. 

Similarly, a reference to an input or an output herein and in 
the claims is a reference to an input or an output generally, 
independent of Whether the input or output is a single signal 
relative to a circuit ground, or a differential signal. 

The approach of FIG. 8 can be extended to perform one 
time calibration during the fabrication of the device. In that 
case, the circuit requires some form of One-Time-Program 
mable memory, or OTP, to store the result of the calibration 
during the life-time of the product. FIG. 12 shoWs an 
example. 
When the device is poWered up for the ?rst time, the circuit 

Will go through its auto-calibration cycle. Once the cycle 
completes, the resulting values for the bits b” through bs Will 
be stored onto the non-volatile memory OTP. On subsequent 
poWer-up events, the stored offset compensation bits Will be 
read from the OTP memory, and used to control the bit 
sWitches b” through bs. One additional OTP cell OTP”+1 is 
needed to establish the fact that the part has been pro 
grammed. This Will avoid future attempts at calibrating the 
offset When the part is poWered up in its application. 

During auto-calibration, the overall ampli?er in FIG. 8 is 
non-responsive to external signals. This is caused by sWitches 
S1 and S2 that disconnect the ampli?er from the external 
circuitry. Since the auto-calibration time can be short, dis 
abling the ampli?er Will not cause issues in many, if not most, 
applications. In the situations Where a controlled output volt 
age is needed, even during the auto-calibration sequence, the 
circuit of FIG. 13 brings a solution. 

The circuit of FIG. 13 adds an auxiliary ampli?er Am“ to 
the base circuit of FIG. 8, along With the sWitches S3 through 
S5. When the part is auto-calibrating, the sWitches S3 through 
S5 are closed, and the auxiliary ampli?er AM,C and the output 
stage A20 create a signal path from the input terminals Vin to 
the output Vol”. Since the calibration time is short, so the 
auxiliary ampli?er Will not have enough time to settle to a 
very high accuracy anyhoW, offset and other demands on the 
auxiliary ampli?er can be relaxed compared to the main cir 
cuit. As a result, a very simple circuit su?ices in most practical 
cases. 

Thus While certain preferred embodiments of the present 
invention have been disclosed and described herein for pur 
poses of illustration and not for purposes of limitation, it Will 
be understood by those skilled in the art that various changes 
in form and detail may be made therein Without departing 
from the spirit and scope of the invention. 
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What is claimed is 
1. An ampli?er system having an ampli?er system input 

and an ampli?er system output comprising: 
an ampli?er having a ?rst transconductance differential 

input stage coupled to the ampli?er input, and a second 
transconductance differential input stage, the outputs of 
the ?rst and second transconductance differential input 
stages being coupled in parallel, the ampli?er further 
having an intermediate stage having an input coupled to 
the parallel connected outputs of the ?rst and second 
transconductance differential input stages, a ?rst output 
stage providing the ampli?er output, a second output 
stage forming a comparator; 

a successive approximation register having an input 
coupled to an output of the second output stage; 

a ?rst sWitch for sWitching an input of the ?rst transcon 
ductance differential input stage from the ampli?er sys 
tem input to shorting the input of the ?rst transconduc 
tance differential input stage; 

a second sWitch for sWitching an output of the intermediate 
stage betWeen inputs to the ?rst and second output 
stages; 

an output of the successive approximation register being 
coupled to an N bit digital to analog (D/A) converter; 

the D/A converter being a non-binary converter using a 
radix of less than 2 for at least the most signi?cant bits; 

an output of the D/A converter being coupled to the second 
transconductance differential input stage to control the 
input offset of the ampli?er. 

2. The ampli?er system of claim 1 Wherein the radix is 
approximately 1.9. 

3. The ampli?er system of claim 1 Wherein the radix for the 
least signi?cant bit is 2. 

4. The ampli?er system of claim 1 Wherein the D/A con 
verter further comprises one additional bit providing an input 
offset control of the ampli?er of one half that of the least 
signi?cant bit of the N bits. 

5. The ampli?er system of claim 1 Wherein the second 
sWitch also sets the ?rst output stage to a high impedance state 
When the second sWitch couples the input of the second output 
stage to the output of the intermediate stage, and sets the 
second output stage to a high impedance state When the sec 
ond sWitch couples the input of the ?rst output stage to the 
output of the intermediate stage. 

6. The ampli?er system of claim 1 Wherein the ampli?er is 
further comprised of a third transconductance differential 
input stage, the outputs of the ?rst, second and third transcon 
ductance differential input stages being coupled in parallel, 
the ?rst sWitch for shorting the ampli?er input by shorting the 
differential input to the ?rst transconductance differential 
input stage and shorting the differential input to the third 
transconductance differential input stage at the same time. 

7. The ampli?er system of claim 1 Wherein the D/A con 
verter comprises a common reference line, and at least in part, 
resistor ladders symmetrical about the common reference 
line, and third sWitches for selectively sWitching equal cur 
rent sources to ladder nodes on either side of the common 
reference line responsive to the successive approximation 
register, the resistor ladders being R(p—l),Rp/(p—l) ladders, 
Where p is less than 2. 

8. The ampli?er system of claim 7 Wherein p is approxi 
mately 1.9. 


