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VIDEO FRAMING CONTROL IN WHICH 
OPERATOR FRAMING OF NARROW VIEW 
IMAGE CONTROLS AUTOMATIC FRAMING 

OF WIDE VIEW IMAGE 

FIELD OF INVENTION 

This invention concerns the creation of video program 
material. 

BACKGROUND OF THE INVENTION 

Many different types of video display devices, having dif 
ferent display siZes, have been developed for different vieW 
ing situations. These range from large, often high-de?nition 
displays, suitable for dedicated vieWing environments, to 
small, generally loW-resolution displays intended for por 
table applications. It is recognised that the optimum approach 
to pictorial compositioniangle of vieW, camera movement 
etc .iis different for these different display types. This can be 
generalised by saying that a small display requires a narroW 
vieW Which tracks the action and a large display requires a 
Wider vieW With minimal camera movement. 

It is therefore helpful for video material to be made avail 
able in different versions, intended for different display siZes. 

SUMMARY OF THE INVENTION 

The present invention is directed to the use of knoWn pic 
ture composition decisions for small-display presentation of a 
scene in the automatic generation of picture composition 
decisions for a larger display. 

The invention consists, in one aspect, in a method and 
apparatus for creating a plurality of moving video image 
sequences depicting a scene having respective overlapping 
?elds of vieW in Which the framing of the image sequence 
having the narroWest ?eld of vieW is controlled by an operator 
and one or more framing parameters for an image sequence 
having a Wider ?eld of vieW is derived automatically by 
processing data describing the framing of the said image 
sequence having the narroWest ?eld of vieW. 

Framing parameters describing any of pan, tilt or Zoom can 
be derived. 

Data describing the framing of the said image sequence 
having the narroWest ?eld of vieW may be temporally ?ltered 
in order to derive framing parameters for a Wider ?eld of vieW. 

In one embodiment, data describing the framing of the said 
image sequence having the narroWest ?eld of vieW is re 
scaled and/or limited in order to derive framing parameters 
for a Wider ?eld of vieW. 

In an alternative embodiment framing parameters for more 
than one video image sequence having a Wider ?eld of vieW 
are derived automatically. 

There Will be described a method of creating a plurality of 
moving video image sequences depicting a scene having 
respective overlapping ?elds of vieW, the plurality of image 
sequences comprising a ?rst image sequence having a Wider 
?eld of vieW and a higher resolution and a second image 
sequence having a narroWer ?eld of vieW and a loWer resolu 
tion, in Which the framing of the second image sequence is 
controlled by an operator and one or more framing param 
eters for the ?rst image sequence are derived automatically by 
processing data describing the framing of the second image 
sequence. The framing parameter or parameters may be 
selected from the group consisting of a pan framing param 
eter; a tilt framing parameter; a Zoom framing parameter and 
combinations thereof. Data describing the framing of the 
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2 
second image may be temporally ?ltered, re-scaled or limited 
in order to derive a framing parameter for the second image 
sequence. Combinations of these operations may be per 
formed. Framing parameters for more than one video image 
sequence having a Wider ?eld of vieW may be derived auto 
matically. 

There Will also be described apparatus for use With at least 
a ?rst camera to create a plurality of moving video image 
sequences depicting a common scene, the plurality of image 
sequences comprising a ?rst image sequence having a Wider 
?eld of vieW and a higher resolution and a second image 
sequence having a narroWer ?eld of vieW and a loWer resolu 
tion, such that an image of the ?rst sequence contains more 
pixels than an image of the second sequence, the apparatus 
comprising an operator controlled framing controller for 
deriving a set of framing parameters de?ning at least in part a 
second ?eld of vieW narroWer than that of the second camera; 
and a framing processor for processing the framing param 
eters to provide the processed framing parameters for the 
Wider frame of vieW provided by the ?rst camera. This may be 
in the form of a camera controller for applying the processed 
framing parameters to the ?rst camera or may be in the form 
of a video re-framing device for applying the processed fram 
ing parameters to the Wider frame of vieW provided by the ?rst 
camera. 

The operator controlled framing controller may be associ 
ated With a second camera providing said second narroWer 
?eld of vieW of the same scene. The operator controlled 
framing controller may be associated With a video re-framing 
device. The framing processor may be adapted to perform on 
the framing parameters an operation selected from the group 
consisting of temporally ?ltering, scaling, limiting, and com 
binations thereof. 

The present invention also relates in another aspect to 
apparatus for creating a plurality of moving video image 
sequences comprising ?rst and second cameras adapted to 
provide respective overlapping ?elds of vieW of a scene; the 
?rst camera having a Wider ?eld of vieW and a higher resolu 
tion than the second camera, the second camera being adapted 
to be controlled by an operator; a framing processor receiving 
framing parameters selected from the group consisting of pan 
parameters, tilt parameters, Zoom parameters, track param 
eters and any combinations thereof, from said operator con 
trol and processing said parameters to derive processed fram 
ing parameters appropriate to the second camera; and a 
camera controller for applying processed framing parameters 
to the second camera. At least one of the framing parameters 
may be temporally ?ltered, re-scaled or limited in order to 
derive a framing parameter appropriate to the second camera. 

BRIEF DESCRIPTION OF THE DRAWINGS 

An example of the invention Will noW be described With 
reference to the draWings in Which: 

FIG. 1 shoWs an example of an image reframing system 
according to a ?rst embodiment of the invention 

FIG. 2 shoWs an example of an image reframing system 
according to a second embodiment of the invention. 

FIG. 3 shoWs an example of an image reframing system 
according to a third embodiment of the invention. 

Note that Where elements in different Figures have analo 
gous functions, the corresponding (one or tWo digit) reference 
numerals have the same units digit. 

DETAILED DESCRIPTION OF THE INVENTION 

An example of the invention is shoWn in FIG. 1 in Which a 
?rst camera (1) and a second camera (2) both receive light 
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from the same scene. In the following exemplary embodiment 
it is assumed that the ?rst camera is a loW resolution camera 
(1) and the second camera (2) is a high-resolution camera. 
The tWo cameras are initially aligned so that the centres of 

their respective ?elds of vieW correspond to the same position 
in the scene. The high-resolution camera (2) has a Wider ?eld 
of vieW than the loW-resolution camera (1) so that its ?eld of 
vieW overlaps the ?eld of vieW of the loW-resolution camera 
(1). Also, the cameras are mounted suf?ciently close together 
so that similar changes in framing applied to both cameras 
Will have similar visual effect in the images acquired by the 
tWo cameras. 

The tWo cameras are both able to alter their framing of the 
scene by panning, tilting, Zooming, tracking etc. The loW 
resolution camera (1) receives framing control information 
(3) from a camera operator. This may be achieved by the 
operator directly moving the camera; or, by the operator 
entering control commands into a control system Which indi 
rectly controls the framing of the loW-resolution camera (1); 
or by a combination of direct and indirect control. The high 
resolution camera (2) receives framing control parameters (4) 
Which enable its pan, tilt, Zoom, tracking etc, to be adjusted; 
for example by suitable servomechanisms. Every framing 
parameter of the loW-resolution camera (1) that the operator 
can control has an equivalent parameter for the high-resolu 
tion camera (2) that the framing parameters (4) can control. 

In this exemplary embodiment the output (5) from the ?rst, 
loW-resolution camera (1) is intended for the small-screen 
display and the camera operator dynamically frames the 
scene so as to substantially ?ll the image With the most inter 
esting part of the scene. The actual framing parameters of the 
camera (1) are captured by suitable sensors (such as shaft 
encoders etc.) to form framing data (6), Which is passed to a 
framing processor (7). 

The framing processor (7) converts the framing data (6) 
from the loW-resolution camera (1) into the framing param 
eters (4), Which control the framing of the high-resolution 
camera (2). In this embodiment the framing processor (7) 
achieves this by temporally loW-pass ?ltering the framing 
data (6). This temporal ?ltering may be linear or non linear, 
for example a sleW-rate limit could be applied; and, the ?l 
tering may be combined With scaling and/or limiting of the 
framing parameters. The intended result of these processes is 
that the high-resolution camera (2) folloWs the trend of the 
framing decisions made by the operator of the loW-resolution 
camera, but ignores short-duration changes in framing. Scal 
ing and limiting of the re-framing data can prevent extremi 
ties of the scene, never intended to be seen by vieWers, from 
being included in the hi gh-resolution image. It Will usually be 
preferable to apply the re-scaling and range limitation prior to 
the temporal ?ltering. 

The video output (8) from the high-resolution camera (2) is 
suitable for large-screen display Where the vieWer is able to 
track short duration changes in the location of the principal 
area of interest by eye-movement. Longer-term changes in 
the location of the principal area of interest Will be re?ected in 
the framing parameters (4) Which Will cause the framing of 
the high-resolution camera (2) to change so as to ensure that 
this location is Within the ?eld of vieW of the high-resolution 
camera (2). 

FIG. 2 shoWs an alternative embodiment of the invention to 
Which reference is noW directed. A loW-resolution camera 
(21) provides a video output (25) intended for small-screen 
display. The framing of the loW-resolution camera (21) is 
controlled by an operator Who provides framing control infor 
mation (23). The resulting framing of the loW-resolution cam 
era (21) is represented by framing data (26), Which is pro 
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4 
cessed in a framing processor (27) so as to obtain framing 
parameters (24) Which are suitable for the control of a high 
resolution camera. 

The scene is also vieWed by a Wide-angle, very-high-reso 
lution camera (200) Which is “locked-off’ and does not 
change its framing. The very-high-resolution video output 
from the very-high-resolution camera (200) is input to a video 
re-framing device (29), Which also receives the framing 
parameters (24). The video re-framing device (29) selects 
part of the frame acquired by the very-high-resolution camera 
(200), in dependence on the framing parameters (24). The 
Zoom parameter controls hoW much of the frame is selected, 
and the pan and tilt parameters control the position of the 
selected portion Within the frame. This processing is achieved 
by any of the knoWn techniques of digital video effects (DVE) 
including variable interpolation or decimation of samples 
from a video store Whose read and or Write addresses are 

modi?ed according the framing parameters (24). 
The portion of the frame selected by the re-framing device 

(29) is output as a video signal (28) intended for display on a 
high-resolution display device. The ?eld of vieW of the very 
high-resolution camera (200) must be suf?ciently Wide to 
include all parts of the scene Which are potentially of interest; 
and, its resolution must be suf?ciently high that, When part of 
its image is selected for display (by the re-framing device 
(29)), the resolution is adequate for large-screen display. 
A further alternative arrangement is shoWn in FIG. 3, in 

Which a single high-resolution camera (32) provides a video 
output (38) suitable for large-screen display. The framing of 
the high-resolution camera (32) is adjustable and is controlled 
by framing parameters (34), Which are derived in a framing 
processor (37). 
The high-resolution video output (38) is also input to a 

re-framing device (39), Whose video output (35) is suitable 
for small-screen display. An operator vieWs this video and 
provides framing-control information (33), Which controls 
the video re-framing device (39) via the control modi?er 
(300) (to be described beloW). The actual re-framing param 
eters applied by the video re-framing device (39) are pro 
cessed by the framing processor (37) as described previously 
so as to control the framing of the high-resolution camera 

(32). 
The actual framing parameters of the high-resolution cam 

era (32) are fed back to the control modi?er (300), Which 
subtracts the actual camera framing parameters from the 
operator’s framing control information (33). This negative 
feedback and subtraction ensures that the changes in the 
framing of the high-resolution camera (32), due to the fram 
ing parameters (34) from the framing processor (37), have no 
effect on the video (35). Any changes in the framing of this 
video Will only be due to the operator’s framing control 
information input (33). 

In the systems of FIGS. 2 and 3 it has been assumed that the 
video re-framing device (29) or (39) can carry out all the 
re-framing operations that a camera operator might require. 
This Will not alWays be the case; for example, changes in 
focus Will be non-trivial to implement in the video domain 
because of the dif?culty in establishing depth information. 
Also changes in perspective due to camera tracking Will gen 
erally not be possible to replicate by processing a single video 
signal. It may therefore be necessary to limit the operation of 
the system to those re-framing actions Which can be repli 
cated in the video domain. Similarly, in the system of FIG. 1 
there may be some framing parameters of the loW-resolution 
camera (1) that the high-resolution camera (2) cannot imple 
ment; or, Which may not be under control of the framing 
parameters (4); or, Which are deliberately chosen to be ?xed. 
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For example, tilt or focus could be ?xed if all relevant action 
is known to be visible Without adjusting these parameters. 

Although three different camera resolutions have been 
described in the above examples, any convenient resolution 
can be used With appropriate re-sampling Where necessary. 
The video re-framing devices may also change the sampling 
structure of the video to make it more suitable for the intended 
display device or distribution channel. 

It is possible to extend the techniques Which have been 
described to the creation of more than one set of reframing 
parameters, intended for more than one camera having a Wide 
?eld of vieW. If framing parameters are required for a ?eld of 
vieW (derived from a camera or a video re-framing device) 
only slightly Wider than the ?eld of vieW controlled by the 
operator, then only slight modi?cation of the operator’s fram 
ing commands Will be needed; i.e. the cut-off frequency of the 
temporal ?lter Will be high, and only slight re-scaling and 
limiting of the framing data Will be needed. If parameters for 
a signi?cantly Wider ?eld of vieW are required, then a loWer 
cut-off frequency and more severe re- scaling and limiting Will 
be required. 

It is therefore possible to derive differently-processed ver 
sions of the operator’s framing commands to control the 
framing of differing ?elds of vieW. For example a cascaded 
chain of framing processors could derive sets of framing 
parameters for a range of ?elds of vieW intended for a range of 
display sizes. 

In some applications, it Will be useful to defer the video 
framing until a later stage in the distribution of the video. 
Thus the framing parameters output by the framing processor 
Will accompany the high resolution camera outputitypically 
as meta-dataito enable re-framing to take place subse 
quently, possibly after intervening processing of the high 
resolution camera output. Thus, With the example of the 
embodiment depicted in FIG. 3, the video framing device 39 
may be used simply to provide a vieW for the operator. The 
video for large display Would then be accompanied by an 
appropriately synchronised record of the framing parameters 
(or cascaded sets of framing parameters) to enable video to be 
generated subsequently for one or more small displays. A 
similar approach could be taken With the embodiment 
depicted in FIG. 2, if an appropriate transport pathWay for the 
very high resolution camera output extends from the camera 
to the doWnstream reframing device. 
As Will be apparent to a skilled person, the present inven 

tion may be implemented in a variety of Ways, and in particu 
lar may be implemented in hardWare or in softWare. 

The invention claimed is: 
1. A. method of creating a plurality of moving video image 

sequences depicting a scene having respective overlapping 
?elds of vieW, the plurality of image sequences comprising a 
?rst image sequence from a ?rst camera having a Wider ?eld 
of vieW and a higher resolution and a second image sequence 
from a second camera having a narroWer ?eld of vieW and a 

loWer resolution, the method comprising the steps of: 
receiving from an operator framing control information for 

the second image sequence; 
applying said operator framing control information to con 

trol the framing of the second image sequence; 
deriving one or more framing parameters for the ?rst image 

sequence automatically by processing in a framing pro 
cessor data describing the framing of the second image 
sequence, and 

applying said derived one or more framing parameters to 
control the framing of the ?rst image sequence. 

2. A method according to claim 1 in Which the framing 
parameter or parameters are selected from the group consist 
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6 
ing of a pan framing parameter; a tilt framing parameter; a 
Zoom framing parameter and combinations thereof. 

3. A method according to claim 1 in Which the data describ 
ing the framing of the second image is temporally ?ltered in 
order to derive a framing parameter for the second image 
sequence. 

4. A method according to claim 1 in Which the data describ 
ing the framing of the second image sequence is re-scaled in 
order to derive a framing parameter for the second image 
sequence. 

5. A method according claim 1 in Which the data describing 
the framing of the second image sequence is limited in order 
to derive a framing parameter for the ?rst image sequence. 

6. A method according to claim 1 in Which framing param 
eters for more than one video image sequence having a Wider 
?eld of vieW are derived automatically. 

7. Apparatus for use With a ?rst camera and a second 
camera to create a plurality of moving video image sequences 
depicting a common scene, the plurality of image sequences 
comprising a ?rst image sequence having a Wider ?eld of 
vieW and a higher resolution and a second image sequence 
having a narroWer ?eld of vieW and a loWer resolution, such 
that an image of the ?rst sequence contains more pixels than 
an image of the second sequence, the apparatus comprising: 

an operator controlled framing controller for deriving a set 
of framing parameters de?ning at least in part a second 
?eld of vieW narroWer than that of the second camera; 
and 

a framing processor for processing the framing parameters 
to provide the processed framing parameters for the 
Wider frame of vieW provided by the ?rst camera. 

8. Apparatus according to claim 7, Wherein the operator 
controlled framing controller is associated With a second 
camera providing said second narroWer ?eld of vieW of the 
same scene. 

9. Apparatus according to claim 7, Wherein the operator 
controlled framing controller is associated With a video re 
framing device. 

10. Apparatus according to claim 7, Wherein the framing 
processor is adapted to perform on the framing parameters an 
operation selected from the group consisting of temporally 
?ltering, scaling, limiting, and combinations thereof. 

11. Apparatus according to claim 7, further comprising a 
camera controller for applying the processed framing param 
eters to the ?rst camera. 

12. Apparatus according to claim 7, further comprising a 
video re-framing device for applying the processed framing 
parameters to the Wider frame of vieW provided by the ?rst 
camera. 

13. A non-transitory computer program product on tan 
gible computer readable medium comprising instructions for 
implementing a method of creating a plurality of moving 
video image sequences depicting a scene having respective 
overlapping ?elds of vieW, the plurality of image sequences 
comprising a ?rst image sequence having a Wider ?eld of 
vieW and a higher resolution and a second image sequence 
having a narroWer ?eld of vieW and a loWer resolution, in 
Which the framing of the second image sequence is controlled 
by an operator and one or more framing parameters for the 
?rst image sequence are derived automatically by processing 
data describing the framing of the second image sequence in 
Which the data describing the framing of the second image is 
temporally ?ltered in order to derive a framing parameter for 
the second image sequence. 


