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IMAGE PROCESSING METHOD FOR 
DERIVING TEXT CHARACTERISTIC IMAGE 

FROM INPUT IMAGE AND RELATED 
APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to an image processing 

method and an apparatus thereof, and more particularly, to an 
image processing method for deriving text characteristic 
images from an input image and a related apparatus. 

2. Description of the Prior Art 
After scanners capture image data, if text parts of the image 

data can be detected and printed With pure black ink While, 
non-text parts are printed With a different printing con?gura 
tion, the quality and ef?ciency of the printing process can be 
greatly improved as Well as the readability of the image data 
after being printed. In addition to using edge detection to 
capture text parts of an image, the conventional text detection 
technology also utiliZes chroma detection and dot detection to 
exclude non-text parts. HoWever, the computational cost of 
the conventional edge detection technology is high, and fur 
thermore, the chroma detection and the dot detection is inca 
pable of locating texts on colored backgrounds or texts nearby 
image patterns. Therefore, hoW to capture text parts Within an 
input image sWiftly and e?iciently has become a research 
topic in this ?eld. 

SUMMARY OF THE INVENTION 

According to one embodiment of the present invention, an 
exemplary image processing method for deriving text char 
acteristic parts from an input image is provided. The exem 
plary image processing method includes: performing a plu 
rality of edge detecting processes upon the input image to 
generate a plurality of edge images, respectively, Wherein the 
image detecting processes include: performing a ?rst edge 
detecting process upon the input image to derive a ?rst edge 
image according to a ?rst upper threshold and a ?rst loWer 
threshold, Wherein the ?rst upper threshold is larger than the 
?rst loWer threshold; and performing a second edge detecting 
process upon the input image to derive a second edge image 
according to a second upper threshold and a second loWer 
threshold, Wherein the second upper threshold is larger than 
the second loWer threshold, the second upper threshold is 
smaller than the ?rst upper threshold and the second loWer 
threshold is smaller than the ?rst loWer threshold; and deriv 
ing a ?rst text characteristic image according to the edge 
images. 

According to another embodiment of the present invention, 
an exemplary apparatus for deriving text characteristic 
images from an input image is provided. The exemplary appa 
ratus includes a plurality of edge detection modules and a 
synthesiZing module. The edge detection modules are for 
performing a plurality of edge detecting processes upon the 
input image to generate a plurality of edge images, respec 
tively. The edge detection modules include a ?rst edge detec 
tion module and a second edge detection module. The ?rst 
edge detection module performs a ?rst edge detecting process 
upon the input image to derive a ?rst edge image according to 
a ?rst upper threshold and a ?rst loWer threshold, Wherein the 
?rst upper threshold is larger than the ?rst loWer threshold. 
The second edge detection module performs a second edge 
detecting process upon the input image to derive a second 
edge image according to a second upper threshold and a 
second loWer threshold, Wherein the second upper threshold 
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2 
is larger than the second loWer threshold, the second upper 
threshold is smaller than the ?rst upper threshold and the 
second loWer threshold is smaller than the ?rst loWer thresh 
old. The synthesizing module derives a ?rst text characteristic 
image according to the edge images. 

These and other objectives of the present invention Will no 
doubt become obvious to those of ordinary skill in the art after 
reading the folloWing detailed description of the preferred 
embodiment that is illustrated in the various ?gures and draW 
1ngs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of an image processing apparatus 
according to an embodiment of the present invention. 

FIG. 2 is a diagram of a digital ?lter performing the pre 
processing operation according to an embodiment of the 
present invention 

FIG. 3 is an operation diagram of a ?rst edge detection 
module deriving the ?rst edge image according to a ?rst upper 
threshold and a ?rst loWer threshold. 

FIG. 4 illustrates a relation among a ?rst upper threshold, a 
?rst loWer threshold and a luminance in one embodiment of 
the present invention. 

FIG. 5 is an operation diagram of a second edge detection 
module deriving the second edge image according to a second 
upper threshold and a second loWer threshold. 

FIG. 6 illustrates a relation among a second upper thresh 
old, a second loWer threshold and a luminance in one embodi 
ment of the present invention. 

FIG. 7 is an operation diagram of the synthesis module in 
FIG. 1 deriving a ?rst text characteristic image according to a 
?rst edge image and the second edge image. 

FIG. 8 is a block diagram of an apparatus for detecting texts 
With speci?c chrominance according to an embodiment of the 
present invention. 

DETAILED DESCRIPTION 

Please refer to FIG. 1, Which is a block diagram of an image 
processing apparatus 100 according to an embodiment of the 
present invention. The image processing apparatus 100 
includes a conversion module 101, a preprocessing module 
102, a ?rst edge detection module 103, a second edge detec 
tion module 104 and a synthesis module 105. First of all, the 
conversion module 101 performs a color space conversion 
upon an original image IMG_OG to derive a converted image 
IMG_CV Which has luminance information of the original 
image IMG_OG, for example, the color space conversion can 
be a conversion from an RGB color space to an YCC space. 
Next, the preprocessing module 102 performs a preprocess 
ing operation for the converted image IMG_CV to enhance 
text characteristics or reduce non-text characteristics to 
derive an input image IMG, wherein the preprocessing mod 
ule 102 can be an operator or a digital ?lter to perform a 
convolution operation or a ?ltering operation for the con 
verted image IMG_CV. 

Please refer to FIG. 2, Which is a digital ?lter utiliZed for 
performing the preprocessing operation according to an 
embodiment of the present invention, Where the speci?cation 
thereof is 7x7. Utilizing the digital ?lter can enhance the 
loW-frequency part of the converted image IMG_CV and 
remove the high-frequency parts. As the operation of the 
digital ?lter should be readily understand by those skilled in 
this ?eld, further description is omitted here for brevity. 
The ?rst edge detection module 103 includes a comparison 

element 1031, a dilation element 1032 and an outputting 
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element 1033. After receiving the input image IMG, the com 
parison element 1031 processes each pixel Within the input 
image IMG according to a ?rst upper threshold UT 1 and a ?rst 
loWer threshold LTl. If the luminance of the pixel is higher 
than the ?rst upper threshold UTl, the comparison element 
1031 categoriZes the pixel as a high-luminance pixel; if the 
luminance of the pixel is loWer than the ?rst loWer threshold 
LTl, the comparison element 1031 categoriZes the pixel as a 
loW-luminance pixel. Please note that the ?rst upper threshold 
UT 1 is larger than the ?rst loWer threshold LT 1 (i.e., 
UTl>LTl). The dilation element 1032, Which is coupled to 
the comparison element 1031, processes each high-lumi 
nance pixel and each loW-luminance pixel Within the input 
image IMG. By Way of example, the dilation element 1032 
categoriZes all non-high-luminance pixels distant from the 
high-luminance pixel by a speci?c range as high-luminance 
pixels; and the dilation element 1032 categoriZes all non-loW 
luminance pixels distant from the loW-luminance pixel by a 
speci?c range as loW-luminance pixels. Finally, the output 
ting element 1033, Which is coupled to the dilation element 
1032, derives the ?rst edge image IMG_l according to each 
pixel categorized as a high-luminance pixel and a loW-lumi 
nance pixel simultaneously in space. 

Please refer to FIG. 3 for further details of the operation of 
the ?rst edge detection module 103. FIG. 3 is an operation 
diagram of the ?rst edge detection module 103 deriving the 
?rst edge image IMG_l according to the ?rst upper threshold 
UTl and the ?rst loWer threshold LTl. In FIG. 3, the input 
image IMG has a ?rst text T1, a second text T2 and a back 
ground image BG, Wherein the ?rst text T1 and the back 
ground image BG has the same luminance B, and the second 
test T2 has the loWest luminance (i.e., the darkest black color). 
Since the luminance B of the ?rst text T1 and the background 
BG and the luminance of the second text T2 are smaller than 
the ?rst loWer threshold LTl, the comparison element 1031 
chooses all the pixels Within the ?rst text T1, the second text 
T2 and the background BG as loW-luminance pixels (denoted 
as black part and slashed part in FIG. 3); likeWise, only pixels 
outside the ?rst text T1, the second text T2 and the back 
ground BG have luminance higher than the ?rst upper thresh 
old UTl. Therefore, the comparison element 1031 chooses 
pixels outside the ?rst text T1, the second text T2 and the 
background BG as high-luminance pixels (denoted as slashed 
part in FIG. 3). The dilation element 1032 thereby categoriZes 
all non-high-luminance pixels distant from the high-lumi 
nance pixel by a speci?c range as high-luminance pixels, and 
categoriZes all non-loW-luminance pixels distant from the 
loW-luminance pixel by a speci?c range as loW-luminance 
pixels. Finally, the outputting element 1033 performs an 
intersection processing for all the high-luminance pixels and 
the loW luminance pixels simultaneously (i.e., outputting 
each pixel categorized as high-luminance pixel and loW-lu 
minance pixel simultaneously in space) to derive the ?rst 
edge image IMG_l. It can be seen from the ?gure that the ?rst 
edge image IMG_l has an edge part of the ?rst text T1 and an 
edge part of the background image BG, since the second text 
T2 is located Within the background image BG, the second 
text T2 therefore cannot be detected by the ?rst edge detection 
module 103. 

Please refer to FIG. 4 in conjunction With FIG. 3. FIG. 4 
illustrates a relation among the ?rst upper threshold UT 1, the 
?rst loWer threshold LTl and luminance B in this embodi 
ment. It can be seen from FIG. 4 that, since the luminance B 
of the ?rst text T1 and the background BG is located in the 
slashed area under the ?rst loWer threshold LT 1, the ?rst edge 
detection module 103 cannot correctly detect the second text 
T2, but the ?rst text T1 can be detected properly. To further 
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4 
derive text characteristic images Within the input image IMG 
properly, the image processing apparatus 100 in this embodi 
ment thereby has a plurality of edge detection modules With 
different edge detection conditions, respectively. 

FIG. 5 is an operation diagram of the second edge detection 
module 104 deriving the second edge image IMG_2 accord 
ing to the second upper threshold UT2 and the second loWer 
threshold LT2. Since the operations and the components of the 
second edge detection module 104 are substantially the same 
as that of the ?rst edge detection module 103, further descrip 
tion is omitted here for brevity. The key differences betWeen 
the ?rst edge detection module 103 and the second edge 
detection module 104 are the upper thresholds and the loWer 
thresholds. For example, the second upper threshold UT2 is 
larger than the second loWer threshold LT2 (i.e., UT2>LT2), 
the second upper threshold UT2 is smaller than the ?rst upper 
threshold UT 1, (i.e., UT l>UT2), and the second loWer thresh 
old LT2 is smaller than the ?rst loWer threshold LT 1 (i.e., 
LT1>LT2). It can be seen from FIG. 5 that in the second edge 
image IMG_2, the second text T2, Which is located in the 
background image BG, can be successfully detected by the 
second edge detection module 104, but the ?rst text T1 cannot 
be detected since its luminance B is larger than the second 
loWer threshold LT2. FIG. 6 illustrates a relation among the 
second upper threshold UT2, the second loWer threshold LT2 
and luminance B in this embodiment. It canbe seen from FIG. 
6 that, since the luminance B of the ?rst text T1 is located in 
the slashed area betWeen the second upper threshold UT2 and 
the second loWer threshold LT2, the second edge detection 
module 104 cannot detect the ?rst text T1 correctly, but is 
capable of detecting the second text T2 Which cannot be 
detected by the ?rst edge detection module 103. 

Please refer to FIG. 7, Which is an operation diagram of the 
synthesis module 105 in FIG. 1 deriving a ?rst text charac 
teristic image IMG_TXl according to the ?rst edge image 
IMG_l and the second edge image IMG_2. The synthesis 
module 105 performs a union operation upon the ?rst edge 
image IMG_l and the second edge image IMG_2 to derive 
the ?rst text characteristic image IMG_TXl. It can be seen 
from FIG. 7 that the ?rst text characteristic image IMG_TXl 
successfully derives the edge parts of the ?rst text T1 and the 
second text T2 from the input image IMG, and since the edge 
of the background image BG also contains text characteris 
tics, it is derived from the input image IMG as Well. 

Please note that, in this embodiment, the image processing 
apparatus 100 only utiliZes the ?rst edge detection module 
103 to exclude the background image BGWith a luminance B, 
and utiliZes the second edge detection module 104 to exclude 
the issue of capturing the ?rst text T1 Which also has a lumi 
nance B. HoWever, the present invention can also utiliZe dif 
ferent edge detection modules according to different require 
ments (for example, detecting a text With a speci?c luminance 
and a text Within a background having a speci?c luminance) 
such that a better image processing effect can be achieved. 
That is, the present invention is not limited to utiliZing only 
tWo edge detection modules, and other kinds of variation in 
design, such as using more than tWo edge detection modules, 
still obey the spirit of the present invention. For example, the 
image processing apparatus 100 in FIG. 1 may further com 
prise a third edge detection module 106, Which has, just like 
the ?rst and the second edge detection modules 103 and 104, 
a comparison element 1061, a dilation element 1062 and an 
outputting element 1063. The third edge detection module 
106 generates a third edge image IMG_3 to the folloWing 
synthesis module 105 according to a proper con?guration of 
a third upper threshold UT3 and a third loWer threshold LT3 

(for example, UT3>LT3, UT2>UT3 and LT2>LT3). 
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The aforementioned description is only a preferred 
embodiment of the present invention, Where the preprocess 
ing module 102 is for optimizing the quality of the input 
image IMG and is not necessarily required in a practical 
implementation of the present invention. Furthermore, as 
long as the input image IMG contains the luminance infor 
mation of each pixel, the conversion module 101 is also not 
necessarily required. In other Words, the conversion module 
101 and the preprocessing module 102 are optional elements, 
and if the original image IMG_OG is a processed image itself, 
the conversion module 101 and/or the preprocessing module 
102 can be omitted in other embodiments of the present 
invention. 

In addition, the present invention can also utilize a chroma 
detection module to detect texts With speci?c chrominance. 
Please refer to FIG. 8, Which is a block diagram of an appa 
ratus 800 for detecting texts With speci?c chrominance 
according to an embodiment of the present invention. The 
chroma detection module 200 performs a chroma detection 
for each pixel Within the input image IMG. If the chromi 
nance of the pixel is Within a text chrominance range (for 
example, loWer than a chrominance value), the chroma detec 
tion module 200 thereby categorizes the pixel as a text char 
acteristic pixel. In the end, the chroma detection module 200 
outputs all the text characteristic pixels to generate a second 
text characteristic image IMG_TX2. The chroma text capture 
module 300 is coupled to the image processing apparatus 100 
and the chroma detection module 200, and is for deriving a 
third text characteristic image IMG_TX3 according to a 
union result of the ?rst text characteristic image IMG_TXl 
and the second text characteristic image IMG_TX2. For 
example, if it is required to derive black texts via the chroma 
detection module 200, a corresponding con?guration can be 
made on the chroma detection module 200 such that the edges 
of the ?rst text T1 and the background image BG in the ?rst 
text characteristic image IMG_TXl can be eliminated, and 
only the edge of the second text T2, Which is pure black, is left 
in the image. Likewise, the chroma detection module 200 can 
also derive only the chroma text of the ?rst text T1 via a 
different con?guration. 

To summarize, the present invention provides an image 
processing method and a related apparatus capable of deriv 
ing text characteristic images from an input image. With 
proper con?guration of thresholds, a plurality of edge detec 
tion operations can derive a plurality of edge images from an 
input image. After the edge images are further processed, 
images of text characteristics can be captured sWiftly and 
e?iciently. Additionally, the present invention can operate in 
conjunction With a chroma detection operation and derive 
texts on colored backgrounds or texts nearby image patterns. 

Those skilled in the art Will readily observe that numerous 
modi?cations and alterations of the device and method may 
be made While retaining the teachings of the invention. 
What is claimed is: 
1. An image processing method for deriving text charac 

teristic images from an input image, comprising: 
performing a plurality of edge detecting processes upon the 

input image to generate a plurality of edge images, 
respectively, comprising: 
performing a ?rst edge detecting process of the edge 

detecting processes upon the input image to derive a 
?rst edge image of the edge images according to a ?rst 
upper threshold and a ?rst loWer threshold, Wherein 
the ?rst upper threshold is larger than the ?rst loWer 
threshold; and 

performing a second edge detecting process of the edge 
detecting processes upon the input image to derive a 
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6 
second edge image of the edge images according to a 
second upper threshold and a second loWer threshold, 
Wherein the second upper threshold is larger than the 
second loWer threshold, the second upper threshold is 
smaller than the ?rst upper threshold and the second 
loWer threshold is smaller than the ?rst loWer thresh 
old; and 

deriving a ?rst text characteristic image according to the 
edge images. 

2. The image processing method of claim 1, further com 
prising: 

performing a color space conversion upon an original 
image to derive a converted image; and 

performing a preprocessing operation upon the converted 
image to enhance text characteristics or reduce non-text 
characteristics to derive the input image. 

3. The image processing method of claim 2, Wherein the 
preprocessing operation is a convolution operation or a ?lter 
ing operation. 

4. The image processing method of claim 2, Wherein the 
color space conversion is a conversion from an RGB color 
space to anYCC color space. 

5. The image processing method of claim 1, further com 
prising: 

performing a chroma detection upon the input image to 
derive a second text characteristic image, Wherein the 
chroma detection comprises: 
for each pixel Within the text characteristic image: 

categorizing the pixel as a text characteristic pixel if 
the chrominance of the pixel is Within a text 
chrominance range; and 

outputting all text characteristic pixels to generate the 
second text characteristic image; and 

deriving a third text characteristic image according to 
the ?rst text characteristic image and the second text 
characteristic image. 

6. The image processing method of claim 5, Wherein the 
step of deriving the third text characteristic image according 
to the ?rst text characteristic image and the second text char 
acteristic image comprises: 

deriving the third text characteristic image according to an 
intersection result of the ?rst text characteristic image 
and the second text characteristic image. 

7. The image processing method of claim 1, Wherein the 
?rst edge detecting process comprises: 

for each pixel Within the input image: 
categorizing the pixel as a high-luminance pixel if a 

luminance of the pixel is higher than the ?rst upper 
threshold; and 

categorizing the pixel as a loW-luminance pixel if the 
luminance of the pixel is loWer than the ?rst loWer 
threshold; 

performing a dilation process upon each high-luminance 
pixel and each loW-luminance pixel Within the input 
image, comprising: 
categorizing all non-high-luminance pixels distant from 

the high-luminance pixel by a speci?c range as high 
luminance pixels; and 

categorizing all non-loW-luminance pixels distant from 
the loW-luminance pixel by a speci?c range as loW 
luminance pixels; and 

for all high-luminance pixels and loW-luminance pixel 
Within the input image after the dilation process, deriv 
ing the ?rst edge image according to each pixel that is 
categorized as a high-luminance pixel and a loW-lumi 
nance pixel simultaneously in space. 
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8. The image processing method of claim 1, wherein the 
second edge detecting process comprises: 

for each pixel Within the input image: 
categorizing the pixel as a high-luminance pixel if a 

luminance of the pixel is higher than a second upper 
threshold; and 

categorizing the pixel as a loW-luminance pixel if the 
luminance of the pixel is loWer than a second loWer 
threshold; 

performing a dilation process upon each high-luminance 
pixel and each loW-luminance pixel Within the input 
image, comprising: 
categorizing all non-high-luminance pixels distant from 

the high-luminance pixel by a speci?c range as high 
luminance pixels; and 

categorizing all non-loW-luminance pixels distant from 
the loW-luminance pixel by a speci?c range as loW 
luminance pixels; and 

for all high-luminance pixels and loW-luminance pixel 
Within the input image after the dilation process, deriv 
ing the second edge image according to each pixel that is 
categorized as a high-luminance pixel and a loW-lumi 
nance pixel simultaneously in space. 

9. The image processing method of claim 1, Wherein the 
step of deriving the ?rst text characteristic image according to 
the edge images comprises: 

deriving the ?rst text characteristic image according to a 
union result of the edge images. 

10. An apparatus for deriving text characteristic images 
from an input image, comprising: 

a plurality of edge detection modules, for performing a 
plurality of edge detecting processes upon the input 
image to generate a plurality of edge images, respec 
tively, Wherein the edge detection modules comprise: 
a ?rst edge detection module, for performing a ?rst edge 

detecting process upon the input image to derive a ?rst 
edge image of the edge images according to a ?rst 
upper threshold and a ?rst loWer threshold, Wherein 
the ?rst upper threshold is larger than the ?rst loWer 
threshold; and 

a second edge detection module, for performing a sec 
ond edge detecting process upon the input image to 
derive a second edge image of the edge images 
according to a second upper threshold and a second 
loWer threshold, Wherein the second upper threshold 
is larger than the second loWer threshold, the second 
upper threshold is smaller than the ?rst upper thresh 
old and the second loWer threshold is smaller than the 
?rst loWer threshold; and 

a synthesizing module, coupled to the edge detection mod 
ules, for deriving a ?rst text characteristic image accord 
ing to the edge images. 

11. The apparatus of claim 10, further comprising: 
a conversion module, for performing a color space conver 

sion upon an original image to derive a converted image; 
and 

a preprocessing module, coupled to the conversion module 
and the edge detection modules, for performing a pre 
processing operation upon the converted image to 
enhance text characteristics or reduce non-text charac 
teristics to derive the input image. 

12. The apparatus of claim 11, Wherein the preprocessing 
operation is a convolution operation or a ?ltering operation. 

13. The apparatus of claim 11, Wherein the color space 
conversion is a conversion from an RGB color space to an 
YCC color space. 
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14. The apparatus of claim 10, further comprising: 
a chroma detection module, for performing a chroma 

detection upon each pixel Within the input image, 
Wherein if a chrominance of the pixel is Within a text 
chrominance range, the chroma detection module cat 
egorizes the pixel as a text characteristic pixel, and the 
chroma detection module outputs all text characteristic 
pixels to generate a second text characteristic image; and 

a chroma text capture module, for deriving a third text 
characteristic image according to the ?rst text character 
istic image and the second text characteristic image. 

15. The apparatus of claim 14, Wherein the chroma text 
capture module derives a third text characteristic image 
according to an intersection result of the ?rst text character 
istic image and the second text characteristic image. 

16. The apparatus of claim 10, Wherein the ?rst edge detec 
tion module comprises: 

a comparison element, for processing each pixel Within the 
input image, Wherein if a luminance of the pixel is higher 
than a ?rst upper threshold, the comparison element 
categorizes the pixel as a high-luminance pixel; if the 
luminance of the pixel is loWer than a ?rst loWer thresh 
old, the comparison element categorizes the pixel as a 
loW-luminance pixel; 

a dilation element, coupled to the comparison element, for 
performing a dilation process upon each high-lumi 
nance pixel and each loW-luminance pixel Within the 
input image, Wherein the dilation element categorizes all 
non-high-luminance pixels distant from the high-lumi 
nance pixel by a speci?c range as high-luminance pixels; 
and the dilation element categorizes all non-loW-lumi 
nance pixels distant from the loW-luminance pixel by a 
speci?c range as loW-luminance pixels; and 

an outputting element, coupled to the dilation element, for 
deriving the ?rst edge image according each pixel that is 
categorized as a high-luminance pixel and a loW-lumi 
nance pixel simultaneously in space. 

17. The apparatus of claim 10, Wherein the second edge 
detection module comprises: 

a comparison element, for processing each pixel Within the 
input image, Wherein if a luminance of the pixel is higher 
than a second upper threshold, the comparison element 
categorizes the pixel as a high-luminance pixel; if the 
luminance of the pixel is loWer than a second loWer 
threshold, the comparison element categorizes the pixel 
as a loW-luminance pixel; 

a dilation element, coupled to the comparison element, for 
performing a dilation process upon each high-lumi 
nance pixel and each loW-luminance pixel Within the 
input image, Wherein the dilation element categorizes all 
non-high-luminance pixels distant from the high-lumi 
nance pixel by a speci?c range as high-luminance pixels; 
and the dilation element categorizes all non-loW-lumi 
nance pixels distant from the loW-luminance pixel by a 
speci?c range as loW-luminance pixels; and 

an outputting element, coupled to the dilation element, for 
deriving the second edge image according to each pixel 
that is categorized as a high-luminance pixel and a loW 
luminance pixel simultaneously in space. 

18. The apparatus of claim 10, Wherein the synthesis mod 
ule derives the ?rst text characteristic image according to a 
union result of the edge images. 


