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BALL MOUSE 

BACKGROUND 

1. Technical Field 
The present discloser relates to computer mice, and par 

ticularly to a ball mouse. 
2. Description of Related Art 
A ball mouse is a mechanical mouse. A conventional ball 

mouse includes a ball that can rotate in any direction, tWo 
rollers rolling against tWo sides of the ball, tWo slotted disks 
engaged With the tWo rollers respectively, tWo infrared light 
emitting diodes (LED) emitting light, and a double-chip pho 
totransistor gathering light through slots de?ned by the slot 
ted disks. The tWo rollers grip the ball and transfer movement 
from the ball. The tWo slotted disks rotate along the tWo 
rollers and interrupt light emitted by the LEDs, thus generat 
ing light pulses. The double-chip phototransistor converts the 
light pulses into electrical signals. The electrical signals are 
then sent to a computer system, and are converted into motion 
of a mouse pointer along X andY axes on a display screen of 

the computer system. HoWever, the slots in the slotted disks 
may accumulate lint and dust after extended usage. As a 
result, the ball mouse becomes insensitive. 

Therefore, an improved ball mouse is needed to address the 
aforementioned de?ciency and inadequacies. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram shoWing an inner structure of 
a ball mouse in accordance With an embodiment of the present 
disclosure, Wherein the ball mouse includes an encoder disk, 
an electromagnetic signal generator, and an induced signal 
generator. 

FIG. 2 is a block diagram shoWing the ball mouse of FIG. 
1. 

FIG. 3 is a schematic diagram shoWing the encoder disk of 
FIG. 1 in accordance With a ?rst embodiment. 

FIG. 4 is a circuit diagram of the electromagnetic signal 
generator and the induced signal generator. 

FIG. 5 is a schematic diagram shoWing the encoder disk of 
FIG. 1 in accordance With a second embodiment. 

FIG. 6 is a schematic diagram shoWing the encoder disk of 
FIG. 1 in accordance With a third embodiment. 

DETAILED DESCRIPTION OF CERTAIN 
INVENTIVE EMBODIMENTS 

Reference Will noW be made to the draWings to describe 
certain inventive embodiments of the present disclosure. 

Referring to FIGS. 1 and 2, a ball mouse 100 in accordance 
With an exemplary embodiment includes a bottom casing 
101, Which accommodates a ball 103, tWo drive rollers 105, 
105', tWo encoder disks 107, 107', tWo electromagnetic signal 
generators 109, 109', tWo induced signal generators 111, 111', 
a circuit board 113, and an idle roller 115. 

The ball 103 is capable of rotating in any direction. The tWo 
drive rollers 105, 105', and the idle roller 115, Which are ?xed 
to the bottom casing 101, grip the ball 103, and are driven 
thereby to rotate When the ball 103 rotates. The drive roller 
105 detects an X direction motion of the ball mouse 100, and 
the drive roller 105' detects a Y direction motion. The tWo 
encoder disks 107, 107' are sleeved on the tWo drive rollers 
105, 105' respectively, and are non-rotatable With respect to 
the tWo drive rollers 105, 105'. When the ball 103 rotates, the 
drive rollers 105, 105' transfer the motion of the ball 103 to the 
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2 
encoder disks 107, 107'. The encoder disks 107, 107' are made 
of metallic material, such as copper, or iron. 

Referring also to FIG. 3, the encoder disk 107/107' de?nes 
a plurality of through holes 172 evenly distributed along a 
circumference of the encoder disk 107/107'. In this embodi 
ment, each of the through holes 172 is a trapeZoid 174. The 
trapeZoid 174 has tWo parallel sides at right angles to a third 
side. The fourth sloping side of the trapeZoid 174 faces the 
circumference of the encoder disk 107/107'. The parallel 
sides of the trapeZoid 174 are perpendicular to the circumfer 
ence of the encoder disk 107/107'. A radial Width 176 of the 
through holes 172 is the distance measured from the third side 
to the sloping side of any one trapeZoid 174 along a direction 
parallel to the tWo parallel sides. The radial Width 176 of the 
through holes 172 changes With the slope of the sloping side 
of any one trapeZoid 174. 
The electromagnetic signal generator 109 and the induced 

signal generator 111 are disposed at opposite sides of the 
encoder disk 107. The electromagnetic signal generator 109' 
and the induced signal generator 111' are disposed at opposite 
sides of the encoder disk 107'. The electromagnetic signal 
generators 109, 109' each continuously generate an electro 
magnetic signal. In this embodiment, the electromagnetic 
signals from the electromagnetic signal generators 109, 109' 
are the same. Because the encoder disk 107/107' is metallic, 
the electromagnetic signal generated by the electromagnetic 
signal generator 109/109' is interrupted at intervals by the 
parts of the encoder disk 107/107' betWeen the through holes 
172 When the encoder disk 107/107' rotates, thus the induced 
signal generators 111, 111' each receive a discontinuous elec 
tromagnetic signal through the through holes 172. The 
induced signal generators 111, 111' each generate an induced 
signal according to respective discontinuous electromagnetic 
signal. Understandably, the induced signal is a discontinuous 
electromagnetic signal, too. Rotation rates of the encoder disk 
107/107' can be determined according to a frequency of the 
discontinuity of the induced signal. A motion rate of the ball 
103 can thus be determined. 
The circuit board 113 is con?gured for driving the electro 

magnetic signal generators 109, 109', receiving the induced 
signals from the induced signal generators 111, 111', and 
converting the induced signals into electrical signals. The 
circuit board 113 includes a controller 132, a signal detecting 
unit 134, and a processing unit 136. The controller 132 is 
con?gured for generating a drive signal. The electromagnetic 
signal generators 109, 109' continuously generate the elec 
tromagnetic signals according to the drive signal. The signal 
detecting unit 134 is con?gured for extracting the induced 
signals from the induced signal generators 111, 111' and 
transmitting the induced signals to the processing unit 136. 
The processing unit 136 is con?gured for converting the 
induced signals into the electrical signals. Understandably, 
the electrical signals are then sent to a computer system (not 
shoWn), and are used to control motion of a mouse pointer 
along X and Y axes on a display screen of the computer 
system. 

Referring also to FIG. 4, in this embodiment, the electro 
magnetic signal generators 109, 109' and the induced signal 
generators 111, 111' compose a transformer. The electromag 
netic signal generators 109, 109' include tWo primary Wind 
ings of the transformer, and are connected in series. The 
induced signal generators 111, 111' include tWo separate 
secondary Windings of the transformer. In other embodi 
ments, the electromagnetic signal generators 109, 109' may 
be tWo separate primary Windings. 
The induced signal generators 111, 111' further include 

four diodes 102, 103, 104, 106 for rectifying the induced 
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signals. The anode of the diode 102 is grounded. The cathode 
of the diode 102 is connected to a terminal of the induced 
signal generator 111. The other terminal of the induced signal 
generator 111 is connected to the anode of the diode 103. The 
cathode of the diode 103 is connected to the signal detecting 
unit 134 of the circuit board 113. The induced signal genera 
tor 111', the diodes 104, 106, and the signal detecting unit 134 
are connected together in a similar Way. 

Take the encoder disk 107, the electromagnetic signal gen 
erator 109, and the induced signal generator 111 for example 
to describe hoW a moving direction of the ball mouse 100 is 
determined. In this embodiment, a length of the secondary 
Winding of the induced signal generator 111 is equal to or 
longer than a maximum radial Width 176 of the through holes 
172. A length of the primary Winding of the electromagnetic 
signal generator 109 is equal to or shorter than a minimum 
radial Width 176 of the through hole 172. Thus, When the 
encoder disk 107 rotates, the radial Width 176, corresponding 
to the electromagnetic signal generator 109 and the induced 
signal generator 111, changes (increases or decreases), and 
the induced signal (an induced voltage in this embodiment) 
generated by the induced signal generator 111 changes 
accordingly. 

In operation, assuming the counterclockwise rotation of 
the encoder disk 1 07 is the forWard direction of the ball mouse 
100. When the encoder disk 107 rotates counterclockWise, the 
radial Width 176 corresponding to the induced signal genera 
tor 111 decreases, thus the induced signal generated by the 
induced signal generator 111 decreases accordingly. There 
fore, the ball mouse 100 is detected to move forward. When 
the encoder disk 107 rotates clockWise, the radial Width 176 
corresponding to the induced signal generator 111 increases, 
thus the induced signal generated by the induced signal gen 
erator 111 increases accordingly. Therefore, the ball mouse 
100 is detected to move backWard. 

In other embodiments, the through holes 172 of the 
encoder disk 107/ 107' may have other shapes, such as a pen 
tagonal (referring to FIG. 5), or a triangular (referring to FIG. 
6). 

In other embodiments, the encoder disk 107', the electro 
magnetic signal generator 109', and the induced signal gen 
erator 111' may be omitted. The ball mouse 100 may be used 
as a pointing device that functions by detecting one-dimen 
sional motion relative to its supporting surface. 
The above described ball mouse 100 operates based on a 

principal of electromagnetic induction, its operation Will not 
be affected When the through holes 172 accumulates lint or 
dust over time. 

It is to be further understood that even though numerous 
characteristics and advantages of the present embodiments 
have been set forth in the foregoing description, together With 
details of the structures and functions of the embodiments, the 
disclosure is illustrative only; and changes may be made in 
detail, especially in matters of shape, siZe, and arrangement of 
parts Within the principles of the present disclosure to the full 
extent indicated by the broad general meaning of the terms in 
Which the appended claims are expressed. 
What is claimed is: 
1. A ball mouse, comprising: 
a ball; 
tWo metallic encoder disks each de?ning a plurality of 

through holes; 
tWo drive rollers engaged With the ball and transferring 

motion of the ball to respective encoder disks; 
tWo electromagnetic signal generators for generating tWo 

electromagnetic signals, and the electromagnetic signal 
generators each comprising a primary Winding; and 
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4 
tWo induced signal generators for discontinuously gener 

ating tWo induced signals according to respective elec 
tromagnetic signals, and the induced signal generators 
each comprising a secondary Winding, the primary 
Winding and the secondary Winding composing a trans 
former; 

Wherein one of the tWo electromagnetic signals is transmit 
ted to one of the induced signal generators through the 
plurality of through holes of one of the encoder disks, 
and the other of the tWo electromagnetic signals is trans 
mitted to the other of the induced signal generators 
through the plurality of through holes of the other of the 
encoder disks. 

2. The ball mouse of claim 1, Wherein the tWo induced 
signals are tWo discontinuous electromagnetic signals, a 
motion rate of the ball mouse is determined according to 
frequencies of the discontinuities of the tWo induced signals. 

3. The ball mouse of claim 1, Wherein a radial Width of the 
through holes changes along a circumference of each of the 
tWo encoder disks. 

4. The ball mouse of claim 3, Wherein the plurality of 
through holes are evenly distributed along the circumference. 

5. The ball mouse of claim 1, further comprising a circuit 
board for converting the induced signals into electrical sig 
nals. 

6. The ball mouse of claim 5, Wherein the circuit board 
comprises: 

a controller for generating a drive signal; 
a signal detecting unit for extracting the induced signals 

from the induced signal generators; and 
a processing unit for converting the induced signals into 

electrical signals; 
Wherein the electromagnetic signal generators continu 

ously generate the electromagnetic signals according to 
the drive signal. 

7. The ball mouse of claim 1, Wherein the tWo primary 
Windings are connected in series, and the tWo secondary 
Windings are separate. 

8. The ball mouse of claim 1, Wherein a length of each of 
the secondary Windings is equal to or longer than a maximum 
radial Width of the through holes, and a length of each of the 
primary Windings is equal to or shorter than a minimum radial 
Width of the through holes. 

9. A ball mouse, comprising: 
a ball; 
a metallic encoder disk de?ning a plurality of through 

holes and driven by the ball to rotate When the ball 
rotates; 

an electromagnetic signal generator for generating an elec 
tromagnetic signal and the electromagnetic signal gen 
erator comprising a primary Winding; and 

an induced signal generator for discontinuously generating 
an induced signal according to the electromagnetic sig 
nal, the electromagnetic signal generator and the 
induced signal generator disposed at opposite sides of 
the encoder disk, and the induced signal generator com 
prising a secondary Winding, the primary Winding and 
the secondary Winding composing a transformer; 

Wherein the electromagnetic signal is transmitted to the 
induced signal generator through the plurality of 
through holes of the encoder disk. 

10. The ball mouse of claim 9, Wherein the induced signal 
is a discontinuous electromagnetic signal, a motion rate of the 
ball mouse is determined according to a frequency of the 
discontinuity of the induced signal. 
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11. The ball mouse of claim 9, wherein a radial Width of the 
through holes is variable along a circumference of the 
encoder disk. 

12. The ball mouse of claim 11, Wherein the plurality of 
through holes are evenly distributed along the circumference 
of the encoder disk. 

13. The ball mouse of claim 9, further comprising at least 
tWo rollers gripping the ball and driven thereby to rotate When 
the ball rotates; the metallic encoder disk is ?xed to one of the 
at least tWo rollers. 

14. The ball mouse of claim 9, further comprising a circuit 
board for converting the induced signal into an electrical 
signal. 

15. The ball mouse of claim 14, Wherein the circuit board 
comprises: 

6 
a controller for generating a drive signal; 
a signal detecting unit for extracting the induced signal 

from the induced signal generator; and 
a processing unit for converting the induced signal into the 

electrical signal; 
Wherein the electromagnetic signal generator continuously 

generates the electromagnetic signal according to the 
drive signal. 

16. The ball mouse of claim 9, Wherein a length of the 
10 secondary Winding is equal to or longer than a maximum 

radial Width of the through holes, and a length of the primary 
Winding is equal to or shorter than a minimum radial Width of 
the through holes. 


