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ANGLED DOORS WITH CONTINUOUS SEAL 

CROSS-REFERENCE TO RELATED CASES 

This application is related to the following co-pending US. 
patent applications ?led on even date herewith, all of Which 
are hereby incorporated herein by reference: 
US. patent application Ser. No. 12/ 137,322 entitled 

“COMMUNICATION MODULES”) and Which is referred 
to here as the ’322 Application; 
US. patent application Ser. No. 12/ 137,297 entitled 

“APPARATUS FOR MOUNTING A MODULE AND 
ENABLING HEAT CONDUCTION FROM THE MODULE 
TO THE MOUNTING SURFACE”) and Which is referred to 
here as the ’297 Application; 
US. patent application Ser. No. 61/060,589 entitled “SUS 

PENSION METHOD FOR COMPLIANT THERMAL 
CONTACT OF ELECTRONICS MODULES”) and Which is 
referred to here as the ’589 Application; 
US. patent application Ser. No. 12/474,933 entitled 

“L-SHAPED DOOR WITH 3-SURFACE SEAL FOR END 
PLATES”) and Which is referred to here as the ’933 Applica 
tion; 
US. patent application Ser. No. 61/060,576 entitled 

“L-SHAPED DOORS WITH TRAPEZOIDAL SEAL”) and 
Which is referred to here as the ’576 Application; 
US. patent application Ser. No. 12/ 137,309 entitled 

“VENTURI FAN-ASSISTED COOLING OF HEAT SINK”) 
and Which is referred to here as the ’309 Application; 
US. patent application Ser. No. 61/060,547 entitled 

“COMBINATION EXTRUDED AND CAST METAL OUT 
DOOR ELECTRONICS ENCLOSURE”) and Which is 
referred to here as the ’547 Application; 
US. patent application Ser. No. 61/060,584, entitled 

“SYSTEMS AND METHODS FOR CABLE MANAGE 
MENT” and Which is referred to here as the ’ 584 Application; 
US. patent application Ser. No. 6 1/ 060,581 entitled “CAM 

SHAPED HINGES”) and Which is referred to here as the ’581 
Application; 
US. patent application Ser. No. 12/ 137,313 entitled 

“SOLAR SHIELDS”) and Which is referred to here as the 
’ 313 Application; 
US. patent application Ser. No. 61/060,501 entitled 

“APPARATUS AND METHOD FOR BLIND SLOTS FOR 
SELF DRILLING/SELF-TAPPING SCREWS”) and Which 
is referred to here as the ’501 Application. 
US. patent application Ser. No. 61/060,593 entitled 

“THERMAL MANAGEMENT”) and Which is referred to 
here as the ’593 Application. 
US. patent application Ser. No. 61/060,762 entitled 

“SERF BOARD COMPONENTS”) and Which is referred to 
here as the ’762 Application. 
US. patent application Ser. No. 61/060,740 entitled 

“PULL-OUT SHELF FOR USE IN A CONFINED SPACE 
FORMED IN A STRUCTURE”) and Which is referred to 
here as the ’740 Application. 
US. patent application Ser. No. 11/627,255, entitled “A 

DISTRIBUTED REMOTE BASE STATION SYSTEM” (the 
’ 829 Application). 

US. patent application Ser. No. 11/ 627,251, entitled 
“MODULAR WIRELESS COMMUNICATIONS PLAT 
FORM” (the ’828 Application). 

BACKGROUND 

In a communications system, such as a distributed antenna 
system, it is often necessary to place a remote unit in an 
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2 
outdoor area. For example, a remote unit may be placed in an 
outdoor stadium, park, etc. Placing a remote unit outdoors 
potentially exposes the unit to adverse Weather conditions, 
such as rain, Wind, etc. In order to protect the electronic 
components of the remote unit, the electronic components are 
typically placed in an enclosure Which is sealed and is Water 
resistant. While enclosures protect the electronic compo 
nents, conventional enclosures also make it dif?cult to access 
the components during installation or maintenance by block 
ing or providing small access areas to one or more sides of the 
electronic components. 

Therefore, for the reasons stated above and for other rea 
sons Which shall become apparent to one of ordinary skill in 
the art upon reading and studying the present application, 
there is a need in the art for an improved electronics enclosure 
Which provides greater ease of access to electronic compo 
nents contained therein. 

SUMMARY 

The above mentioned problems and other problems are 
resolved by the present invention and Will be understood by 
reading and studying the folloWing speci?cation. 

In one embodiment, an electronics enclosure is provided. 
The electronics enclosure comprises a base operable to secure 
one or more electronic components in place. The base com 
prises a back Wall to Which the electronic components are 
secured; a ?rst end plate extending from a ?rst end of the back 
Wall; and a second end plate extending from a second end of 
the back Wall. The electronics enclosure further comprises a 
?rst side Wall coupled to a ?rst side of the base and operable 
to rotate betWeen an open position and a closed position; a 
second side Wall coupled to a second side of the base and 
operable to rotate betWeen an open position and a closed 
position; and Wherein each of the ?rst and second side Walls 
comprise a ?rst section and a second section Which form an 
angle such that, When in the closed position, the ?rst and 
second side Walls interconnect With each other and together 
abut the exposed perimeter of the ?rst end plate, the second 
end plate and the back Wall to enclose the one or more elec 
tronic components. 

DRAWINGS 

Features of the present invention Will become apparent to 
those skilled in the art from the folloWing description With 
reference to the draWings. Understanding that the draWings 
depict only typical embodiments of the invention and are not 
therefore to be considered limiting in scope, the invention Will 
be described With additional speci?city and detail through the 
use of the accompanying draWings, in Which: 

FIG. 1 is a block diagram of a distributed antenna system 
according to one embodiment of the present invention. 

FIG. 2 is an isometric vieW of an electronics enclosure 
according to one embodiment of the present invention. 

FIG. 3 is another isometric vieW of an electronics enclosure 
according to one embodiment of the present invention. 

FIGS. 4A and 4B are a top vieW of an electronics enclosure 
according to one embodiment of the present invention. 

FIGS. 5A-5C are an enlarged vieW of a portion of an 
electronics enclosure according to one embodiment of the 
present invention. 

FIG. 6 is an isometric vieW of a closed electronics enclo 
sure according to one embodiment of the present invention. 

FIGS. 7A-7C are isometric vieWs of an electronics enclo 
sure having a latch cover according to one embodiment of the 
present invention. 
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FIG. 8 is an isometric vieW of an alternative embodiment of 
an electronics enclosure. 

FIG. 9 is a side vieW of an alternative embodiment of an 
electronics enclosure. 

In accordance With common practice, the various 
described features are not draWn to scale but are draWn to 

emphasize speci?c features relevant to the present invention. 
Like reference numbers and designations in the various draW 
ings indicate like elements. 

DETAILED DESCRIPTION 

In the following detailed description, reference is made to 
the accompanying draWings that form a part hereof, and in 
Which is shoWn by Way of illustration speci?c illustrative 
embodiments in Which the invention may be practiced. These 
embodiments are described in su?icient detail to enable those 
skilled in the art to practice the invention, and it is to be 
understood that other embodiments may be utiliZed and that 
logical, mechanical, and electrical changes may be made 
Without departing from the scope of the present invention. 
Furthermore, the method presented in the draWing ?gures or 
the speci?cation is not to be construed as limiting the order in 
Which the individual steps may be performed. The folloWing 
detailed description is, therefore, not to be taken in a limiting 
sense. 

Embodiments of the present invention are used in a modu 
lar Wireless platform that enables a system facilitator to easily 
and inexpensively adapt their Wireless system for use With 
different data transport mechanisms, frequency bands, com 
munication technologies, and intelligence distribution. This 
modular platform is made up of a recon?gurable ho st unit and 
a recon?gurable remote unit designed for use in a system With 
a central node and a plurality of distributed antennas. The host 
unit is located near the central node and facilitates transmis 
sion/reception of information to/ from the remote units Which 
are located remotely With an accompanying antenna. The 
remote units function to transmit/receive transmissions from 
the ho st unit and transmit/receive Wireless signals over 
accompanying antenna to mobile costumers. 

The host unit and remote units have a modular design and 
de?ned interfaces that alloW components to be removed and 
installed to adapt to the needs of the service providers. Both 
host and remote unit are designed around a serial communi 
cation module and have a de?ned interface Where different 
varieties of conversion modules can be connected and discon 
nected. There are many different conversion modules, and 
each conversion module is designed for a particular technol 
ogy and frequency band. Thus, technology and frequency 
band adjustments can be made by simply replacing the con 
version module in the ho st unit or remote unit. One exemplary 
radio frequency (RF) module is described in the ’1027 appli 
cation. Additional details regarding an exemplary modular 
platform and distributed antenna system are described in the 
’828 and ’829 applications. 

Additionally, the host unit and remote units are designed to 
alloW different transport mechanisms betWeen the host unit 
and remote units. For example, the same host unit and remote 
units that use ?ber optic for inter-unit transmission can be 
adapted to use millimeter Wave (MMW) Wireless transmis 
sion, such as E band communications, instead of or concur 
rently With the ?ber optic. Finally, Wireless processing func 
tionality can be placed all on a base station near the central 
node, or the functionality can be distributed throughout each 
of the remote units. The ?exibility to modify the functionality 
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4 
of each remote unit alloWs the Wireless platform to support 
centraliZed base stations and distributed base stations, either 
separately or concurrently. 

FIG. 1 is a block diagram of one embodiment of a system 
100 using a modular Wireless communications platform as 
described above. System 100 is a ?eld con?gurable distrib 
uted antenna system (DAS) that provides bidirectional trans 
port of a portion of RF spectrum from an a netWork gateWay 
101 to a plurality of remote antennas 108. In this embodiment 
netWork 101 is implemented as an Internet Protocol (IP) 
gateWay. HoWever, it is to be understood that netWork gate 
Way 101 can be implemented for use With other technologies 
including, but not limited to, a Public SWitched Telephone 
NetWork (PSTN), a Global System for Mobile communica 
tions (GSM) netWork, a Universal Mobile Telecommunica 
tions System (UMTS) netWork, etc. Along With IP gateWay 
101 and the plurality of remote antennas 108, system 100 
includes a upstream device 103 (such as base station trans 
ceivers or Wireless access points or other sources of radio 
frequency signals), a host unit 102, a transport mechanism 
104, and a plurality of remote units 106 (labeled RAU in FIG. 
1). Host unit 102, a modular host transceiver, is communica 
tively coupled to remote units 106, modular remote radio 
heads. Notably, although only four remote units 106 are 
shoWn in this example, for purposes of explanation, other 
numbers of remote units 106 can be used in other embodi 
ments. In particular, in some embodiments, host unit 102 
supports up to eight remote units 106. 

Host unit 102 and remote units 106 Work together to trans 
mit and receive data to/from remote antennas 108. In this 
embodiment, host unit 102 provides the interface betWeen 
base station 103 and signal transport mechanism 104. Each of 
remote units 106 provides the interface betWeen transport 
mechanism 104 and a remote antenna 108. In this embodi 
ment, signal transport mechanism 104 is an optical ?ber, and 
host unit 102 sends optical signals through the optical ?ber to 
remote units 106. In other embodiments, the signal transport 
mechanism 104 can be implemented as a Wireless connection 
as described above. Additional suitable implementations of 
transport mechanism 104 include, but are not limited to, thin 
coaxial cabling or CATV cabling Where multiple RF fre 
quency bands are distributed or loWer-bandWidth cabling, 
such as unshielded tWisted-pair cabling, for example, Where 
only a single RF frequency band is distributed. 

During transmission, base station 103 performs baseband 
processing on IP data from IP gateWay 101 and places the IP 
data onto a channel. In one embodiment, base station 103 is an 
IEEE 802.16 compliant base station. Optionally, base station 
103 may also meet the requirements of WiMax, WiBro, or a 
similar consortium. In another embodiment, base station 103 
is an 800 MHZ or 1900 MHZ base station. In yet another 
embodiment, the system is a cellular/PCS system and base 
station 103 communicates With a base station controller. In 
still another embodiment, base station 103 communicates 
With a voice/PSTN gateWay. Base station 103 also creates the 
protocol and modulation type for the channel. Base station 
103 then converts the IP packetiZed data into an analog RF 
signal for transmission over antenna 108. Base station 103 
sends the RF signal to host unit 102. Host unit 102 converts 
the analog RF signal to a digital serial data stream for long 
distance high speed transmission over transport mechanism 
104, as described in the ’828 and ’829 applications, for 
example. Host unit 102 sends the serial data stream over 
transport mechanism 104, and the stream is received by one or 
more of remote units 106. Each remote unit 106 converts the 
received serial data stream back into the original analog RF 
signal and transmits the signal over its corresponding antenna 
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108 to consumer mobile devices 110 (for example, a mobile 
station, ?xed Wireless modem, or other Wireless devices). In 
some embodiments, the upstream devices, such as base sta 
tion 103, are a part of a telecommunication-service providers’ 
infrastructure While the doWnstream devices, such as Wireless 
devices 110, comprise customer premise equipment. 

In addition, in some embodiments, the host unit 102 is 
physically connected to one or more upstream devices 103. In 
other embodiments, the host unit 102 is communicatively 
coupled to one or more upstream devices in other Ways (for 
example, using one or more donor antennas and one or more 

bi-directional ampli?ers or repeaters). Furthermore, the DAS 
100 may include one or more of the following: ?ltering, 
ampli?cation, Wave division multiplexing, duplexing, syn 
chroniZation, and monitoring functionality as needed. 
As stated above, remote units 106 have a modular design 

and de?ned interfaces that alloW components to be removed 
and installed to adapt to the needs of the service providers. In 
order to facilitate the removal, installation, and maintenance 
of the modules in remote units 106, embodiments of the 
present invention use an enclosure Which provides ease of 
access to the modules. The enclosure also provides a Water 
resistant seal to protect the modules in outdoor environments. 

FIG. 2 is a depiction of one exemplary enclosure 212 
according to embodiments of the present invention. Enclo 
sure 212 includes a base 214, a ?rst side Wall 216, and a 
second side Wall 218. Base 214 is comprised of a back Wall 
220, a ?rst end plate 222, and a second end plate 224. In some 
embodiments, back Wall 220, ?rst end plate 222, and second 
end plate 224 are manufactured as separate segments Which 
are then coupled together to from base 214. In other embodi 
ments, back Wall 220, ?rst end plate 222 and second end plate 
224 are manufactured as one continuous segment. In addition 
to securing modules in place, back Wall 220 is operable to 
provide a heat sink for electronics modules located in enclo 
sure 212. Similarly, in some embodiments, side Walls 216 and 
218 are con?gured With ?ns 248 to provide additional heat 
sinks to modules located inside enclosure 212. Consequently, 
base 214 and side Walls 216 and 218 are comprised of any 
appropriate thermally conductive material for outdoor 
Weather conditions including, but not limited to, metals such 
as Aluminum and Copper. In particular, in this embodiment, 
base 214 and side Walls 216 and 218 are comprised ofAlu 
minum. In addition, base 214 and/or side Walls 216 and 218 
are manufactured, in some embodiments, through an extru 
sion process. Extruding base 214 and side Walls 216 and 218 
enables the Walls and base to be manufactured With varying 
lengths based on the needs of service providers. In other 
embodiments, hoWever, other manufacturing processes, such 
as die casting, are used to manufacture base 214 and side 
Walls 216 and 218. 

Each of side Walls 216 and 218 is comprised of tWo sec 
tions 226 and 228. Section 226 and 228 together form an 
angle Which matches the shape of ?rst end plate 222 and 
second end plate 224. In particular, in the example shoWn in 
FIG. 2, sections 226 and 228 form an approximately 90 
degree angle to match the angle of the substantially rectan 
gular shape of second end plate 224 and ?rst end plate 222. 
HoWever, it is to be understood that embodiments of the 
present invention are not to be so limited. For example, in 
another embodiment, the shape of each of second end plate 
224 and ?rst end plate 222 is pentagonal With a 45 degree 
angle, as shoWn in FIG. 9. In such an embodiment, sections 
226 and 228 of each of side Walls 216 and 218 together form 
a 45 degree angle to match the shape of second end plate 224 
and ?rst end plate 222. In this manner, side Walls 216 and 218 
are able to abut the exposed perimeter of base 214 in order to 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
close the enclosure. As used herein, the exposed perimeter of 
base 214 refers to the edges of back Wall 220, second endplate 
224, and ?rst end plate 222 Which are exposed When enclo 
sure 212 is opened. 

In order to provide a Water-resistant seal When closed, 
enclosure 212 also includes a channel 230 into Which is 
placed a compressible seal. Appropriate materials for the 
compressible seal include, but are not limited to solid elasto 
meric materials (natural rubber, styrene butadiene rubber 
(SBR), ethylene propylene diene monomer rubber (EPDM), 
silicone, ?uorosilicone, etc), holloW pro?les of elastomeric 
materials, foam elastomeric materials, sponge elastomeric 
materials, or any similar materials. An enlarged vieW of chan 
nel 230 is shoWn in FIGS. 5A and 5C. Channel 230 is a 
continuous channel Which extends along the exposed perim 
eter ofbase 214. When side Walls 216 and 218 are closed, the 
compressible seal is compressed in the channel to provide the 
Water-resistant seal. The compressible seal is comprised of 
any appropriate material for providing a Water-resistant seal. 
For example, in one embodiment, the compressible seal is 
comprised of a silicone foam. In addition, the compressible 
seal forms a continuous seal around the exposed perimeter of 
base 214. In one embodiment, the compressible seal is com 
prised of separate pieces Which are bonded together to form 
one continuous seal. In other embodiments, the compressible 
seal is manufactured as one continuous piece. Additional 
details regarding seals used in making enclosure 212 Water 
resistant can be found in the ’ 1031 and ’1032 applications. 

FIG. 3 depicts one embodiment of the enclosure 212 With 
a plurality of electronic modules 232 disposed inside the 
enclosure 212. As discussed above, embodiments of the 
present invention utiliZe modules 232 to make technology 
and frequency band adjustments by simply replacing the 
modules 232. As shoWn in FIG. 4A, side Walls 216 and 218 
rotate toWard the center of base 214 to enclose modules 232. 
Notably, FIGS. 4A and 4B do not shoW second end plate 224 
or ?rst end plate 222 in order to provide a vieW of modules 
232 inside enclosure 212. When closed, as shoWn in FIG. 4B 
sections 226 and 228 of each of side Walls 216 and 218 
contact the sides of modules 232. When comprised of a 
thermo-conductive material, side Walls 216 and 218 are able 
to provide an additional heat sink for modules 232. In addi 
tion, side Walls 216 and 218 compress modules 232 against 
back Wall 220 to improve the performance of back Wall 220 as 
a heat sink for modules 232. 

FIG. 4A also shoWs one embodiment of hinges 234 Which 
enable side Walls 216 and 218 to rotate toWard the center of 
base 214 When closing enclosure 212 and to rotate aWay from 
the center of base 214 When opening enclosure 212. As shoWn 
in FIG. 4, hinges 234 are formed as part of each of side Walls 
216 and 218. By manufacturing side Walls 216 and 218 as one 
piece, costs of production are reduced. In addition, the con 
tinuous hinge 234 provides improved electromagnetic inter 
ference (EMI) shielding since there are no slits or gaps 
betWeen hinges 234 and side Walls 216 and 218 through 
Which EMI can pass. Additional details regarding one 
embodiment of hinges 234 are described in the ’1037 appli 
cation. 

Additionally, FIG. 4B shoWs lip 238 of side Wall 218 and 
lip 236 of side Wall 216. Lips 238 and 236 enable side Walls 
216 and 218 to interconnect When in the closed position. This 
interconnection improves the Water-resistant seal of enclo 
sure 212. For example, a compressible seal is placed betWeen 
lips 236 and 238, in some embodiments. In addition, by 
overlapping, lips 236 and 238 eliminate a direct path in the 
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seam between side Walls 216 and 218 through Which EMI 
could travel. By eliminating the direct path, EMI shielding is 
improved. 
Some embodiments of enclosure 212 also include a drip 

cap 244 on one or more of ?rst end plate 222 and second end 
plate 224 as shoWn in FIGS. 5A and 5B. Drip cap 244 is an 
outer ridge Which extends to the side of side Walls 216 and 218 
When in the closed position, as shoWn in FIG. 5B. Drip cap 
244, thus, provides additional protection against rain Water by 
covering the seam betWeen base 214 and side Walls 216 and 
218. In addition, drip cap 244 improves EMI shielding by 
covering With metal the seam betWeen base 214 and side 
Walls 216 and 218. In this Way, there is no direct line for EMI 
to travel through the seam Which results in improved EMI 
shielding. 

FIG. 6 depicts the enclosure 212 in the closed position. As 
shoWn in FIG. 6, enclosure 212 further includes a locking 
mechanism 240. In this embodiment, locking mechanism 240 
is implemented as latches along the seams betWeen side Walls 
216 and 218 and along the seam betWeen base 214 and side 
Walls 216 and 218. Latches 240 secure the enclosure 214 in 
the closed position and compress the compressible seal in 
channel 230 by exerting pressure on side Walls 216 and 218. 

In addition, in some embodiments, enclosure 212 includes 
a latch cover 242, as shoWn in FIGS. 7A-7C. FIG. 7A shoWs 
enclosure 212 in an open position. As shoWn in FIG. 7A, a 
latch cover 242 is coupled to side Wall 218, Whereas latches 
240 are coupled to side Wall 216. When in the closed position 
latches 240 secure the side Walls 216 and 218 in place as 
shoWn in FIG. 7B. Then, as shoWn in FIG. 7C, latch cover 242 
is rotated to cover latches 240. This provides additional pro 
tection from rain Water as Well as prevent the accidental 
loosening of latches 240. Such accidental loosening can 
occur, for example, When clothes become caught on one or 
more of latches 240. 

In an alternative embodiment, enclosure 812 comprises a 
U-shaped side Wall 846 rather than side Walls 216 and 218 as 
shoWn in FIG. 8. In FIG. 8, U-shaped side Wall 846 is coupled 
to base 814 at second end plate 824. HoWever, it is to be 
understoodthat U-shaped side Wall 846 canbe coupled to ?rst 
end plate 822, in other embodiments. U-shaped side Wall 846 
rotates about hinge 834 to close or open enclosure 812. Hinge 
834 is implemented in this embodiment similar to hinge 234 
described above. Hence, U-shaped side Wall 846 also pro 
vides easy access to three sides of modules enclosed in enclo 
sure 812. 

Hence, embodiments of the present invention enable easy 
access to modules located inside an electronics enclosure. In 
particular, this enables easier maintenance and installation of 
remote units in a distributed antenna system, such as DAS 100 
described above. In addition, the easy access is provided 
While maintaining and/or improving EMI shielding and the 
Water-resistant seal of remote units as compared to conven 
tional remote unit enclosures. Finally, enclosures of the 
present invention reduce manufacturing costs by enabling the 
use of extrusion processes to manufacture the side Walls and 
base as compared to conventional enclosures Which use rigid 
components not conducive to extrusion processes. 

Although speci?c embodiments have been illustrated and 
described herein, it Will be appreciated by those of ordinary 
skill in the art that any arrangement, Which is calculated to 
achieve the same purpose, may be substituted for the speci?c 
embodiment shoWn. This application is intended to cover any 
adaptations or variations of the present invention. Therefore, 
it is manifestly intended that this invention be limited only by 
the claims and the equivalents thereof. 
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What is claimed is: 
1. An electronics enclosure comprising: 
a base operable to secure one or more electronic compo 

nents in place; the base comprising: 
a back Wall to Which the electronic components are 

secured; 
a ?rst end plate extending from a ?rst end of the back 

Wall; and 
a second end plate extending from a second end of the 

back Wall; 
a ?rst side Wall coupled to a ?rst side of the base and 

operable to rotate betWeen an open position and a closed 
position; 

a second side Wall coupled to a second side of the base and 
operable to rotate betWeen an open position and a closed 
position; 

Wherein each of the ?rst and second side Walls comprise a 
?rst section and a second section Which form an angle 
such that, When in the closed position, the ?rst and 
second side Walls interconnect With each other and 
together abut the exposed perimeter of the ?rst end plate, 
the second end plate and the back Wall to enclose the one 
or more electronic components; and 

Wherein, When interconnected and abutting the ?rst end 
plate, the second end plate and the back Wall, each of the 
?rst and second side Walls press against the one or more 
electronic components to improve the heat sink perfor 
mance of the ?rst and second side Walls. 

2. The electronics enclosure of claim 1, Wherein the ?rst 
and second sections of each of the ?rst and second side Walls 
form an approximately 90 degree angle. 

3. The electronics enclosure of claim 1, Wherein the ?rst 
and second side Walls rotate about a hinge. 

4. The electronics enclosure of claim 1, Wherein the ?rst 
and second side Walls, the ?rst end plate, the second end plate, 
and the back Wall are each comprised of aluminum. 

5. The electronics enclosure of claim 1, Wherein, When 
interconnected and abutting the ?rst end plate, the second end 
plate and the back Wall, each of the ?rst and second side Walls 
press the one or more electronic components against the back 
Wall to improve the heat sink performance of the back Wall. 

6. The electronics enclosure of claim 5, Wherein each of the 
?rst and second side Walls further comprises one or more ?ns 
to improve the heat sink performance of the ?rst and second 
side Walls for the one or more electronic components. 

7. The electronics enclosure of claim 1, further comprising 
a plurality of latches operable to secure the ?rst and second 
side Walls together and against the perimeter of the ?rst end 
plate, the second end plate, and the back Wall. 

8. The electronics enclosure of claim 7, Wherein one or 
more of the plurality of latches is coupled to an end of the ?rst 
side Wall. 

9. The electronics enclosure of claim 8, Wherein the second 
side Wall further comprises a latch cover con?gured to cover 
the one or more latches coupled to an end of the ?rst side Wall. 

10. The electronics enclosure of claim 1, further compris 
ing: 

a continuous channel Which extends along the exposed 
perimeter of the ?rst end plate, the second end plate, and 
the back Wall; and 

a compressible seal disposed Within the continuous chan 
nel such that the ?rst and second side Walls abut the 
continuous seal, When in the closed position, to form an 
impermeable enclosure. 
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11. A communications system remote unit comprising: 
one or more electronic components; and 

an enclosure operable to enclose the one or more electronic 

components, Wherein the enclosure comprises: 
a base operable to secure one or more electronic com 

ponents in place; 
a ?rst side Wall coupled to a ?rst side of the base and 

operable to rotate betWeen an open position and a 
closed position; 

a second side Wall coupled to a second side of the base 
and operable to rotate betWeen an open position and a 
closed position; 

Wherein each of the ?rst and second side Walls comprise 
a ?rst section and a second section Which form an 

angle such that, When in the closed position, the ?rst 
and second side Walls interconnect With each other 
and together abut the exposed perimeter of the base to 
enclose the one or more electronic components; and 

Wherein, When interconnected and abutting the ?rst end 
plate, the second end plate and the back Wall, each of 
the ?rst and second side Walls press against the one or 
more electronic components to improve the heat sink 
performance of the ?rst and second side Walls. 

12. The communications system remote unit of claim 11, 
Wherein the one or more electronic components are radio 

frequency (RF) modules. 
13. The communications system remote unit of claim 11, 

Wherein the ?rst and second sections of each of the ?rst and 
second side Walls form an approximately 90 degree angle. 

14. The communications system remote unit of claim 11, 
Wherein the ?rst and second side Walls rotate about a hinge. 

15. The communications system remote unit of claim 11, 
Wherein the ?rst and second side Walls and the base are each 
comprised of aluminum. 

16. The communications system remote unit of claim 11, 
Wherein, When interconnected and abutting the base, each of 
the ?rst and second side Walls press the one or more electronic 
components against a back Wall of the base to improve the 
heat sink performance of the back Wall. 

17. The communications system remote unit of claim 16, 
Wherein each of the ?rst and second side Walls further com 
prises one or more ?ns to improve the heat sink performance 
of the ?rst and second side Walls for the one or more electronic 
components. 

18. The communications system remote unit of claim 11, 
further comprising a plurality of latches operable to secure 
the ?rst and second side Walls together and against the perim 
eter of the base. 

19. The communications system remote unit of claim 18, 
Wherein one or more of the plurality of latches is coupled to an 
end of the ?rst side Wall. 

20. The communications system remote unit of claim 19, 
Wherein the second side Wall further comprises a latch cover 
con?gured to cover the one or more latches coupled to an end 
of the ?rst side Wall. 

21. The communications system remote unit of claim 11, 
further comprising: 

a continuous channel Which extends along the exposed 
perimeter of the base; and 

a compressible seal disposed Within the continuous chan 
nel such that the ?rst and second side Walls abut the 
continuous seal, When in the closed position, to form an 
impermeable enclosure. 

22. A distributed antenna system comprising: 
a host unit; 
a transport mechanism; and 
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at least one remote unit communicatively coupled to the 

host unit via the transport mechanism; 
Wherein each of the host unit and the at least one remote 

unit are operable to receive a radio frequency (RF) signal 
and transport the received RF signal over the transport 
mechanism; Wherein each of the at least one remote 
units comprises: 
one or more electronic components; and 
an enclosure operable to enclose the one or more elec 

tronic components, Wherein the enclosure comprises: 
a base operable to secure one or more electronic com 

ponents in place; 
a ?rst side Wall coupled to a ?rst side of the base and 

operable to rotate betWeen an open position and a 
closed position; 

a second side Wall coupled to a second side of the base 
and operable to rotate betWeen an open position 
and a closed position; and 

Wherein each of the ?rst and second side Walls com 
prise a ?rst section and 

a second section Which form an angle such that, When in the 
closed position, the ?rst and second side Walls interconnect 
With each other and together abut the exposed perimeter of the 
base to enclose the one or more electronic components. 

23. The distributed antenna system of claim 22, Wherein 
the one or more electronic components are radio frequency 

(RF) modules. 
24. The distributed antenna system of claim 22, Wherein 

the ?rst and second sections of each of the ?rst and second 
side Walls form an approximately 90 degree angle. 

25. The distributed antenna system of claim 22, Wherein 
the ?rst and second side Walls rotate about a hinge. 

26. The distributed antenna system of claim 22, Wherein 
the ?rst and second side Walls and the base are each com 
prised of aluminum. 

27. The distributed antenna system of claim 22, Wherein, 
When interconnected and abutting the base, each of the ?rst 
and second side Walls press the one or more electronic com 
ponents against a back Wall of the base to improve the heat 
sink performance of the back Wall. 

28. The distributed antenna system of claim 27, Wherein 
each of the ?rst and second side Walls further comprises one 
or more ?ns to improve the heat sink performance of the ?rst 
and second side Walls for the one or more electronic compo 
nents. 

29. The distributed antenna system of claim 22, further 
comprising a plurality of latches operable to secure the ?rst 
and second side Walls together and against the perimeter of 
the base. 

30. The distributed antenna system of claim 29, Wherein 
one or more of the plurality of latches is coupled to an end of 
the ?rst side Wall. 

31. The distributed antenna system of claim 30, Wherein 
the second side Wall further comprises a latch cover con?g 
ured to cover the one or more latches coupled to an end of the 
?rst side Wall. 

32. The distributed antenna system of claim 22, further 
comprising: 

a continuous channel Which extends along the exposed 
perimeter of the base; and 

a compressible seal disposed Within the continuous chan 
nel such that the ?rst and second side Walls abut the 
continuous seal, When in the closed position, to form an 
impermeable enclosure. 

33. An electronics enclosure comprising: 
a base operable to secure one or more electronic compo 

nents in place; the base comprising: 




