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SELF CONSTRICTING ORIFICE SEAL 

CROSS REFERENCE TO RELATED 
APPLICATION 

The present application claims the bene?t of and priority to 
US. Provisional Application Ser. No. 60/932,330 ?led on 
May 30, 2007, the entire contents of Which are incorporated 
herein by reference. 

BACKGROUND 

1. Technical Field 
The present disclosure relates generally to a portal appa 

ratus employing a seal for maintaining a ?uid-tight connec 
tion With a surgical instrument. In particular, the disclosure 
relates to a portal apparatus employing a seal adapted to 
expediently deform upon insertion of the instrument. 

2. Background of Related Art 
Surgical procedures such as laparoscopic, arthroscopic, 

and endoscopic procedures in general are termed minimally 
invasive at least in part because the incision required is rela 
tively small, perhaps one inch in length or less. Small inci 
sions are preferred because they are inherently less traumatic 
to the body tissue. Also, small incisions only subject internal 
organs to a minimum of exposure to the contaminants in the 
outside atmosphere. Thus, small incisions enable shorter hos 
pital stays and faster recoveries With less pain and scarring 
than is common With the larger incisions required for conven 
tional surgery. 

Endoscopic surgery is possible due in part to the availabil 
ity of instruments designed speci?cally for this purpose. A 
cannula, for example, is an elongated tube, typically 5 mm to 
13 mm in diameter, Which may be con?gured to have a distal 
end inserted through the small incision to provide a Working 
conduit to an internal body cavity adjacent an operative site. 
The body cavity is often in?ated With an insu?lation gas, 
carbon dioxide for example, to separate the body Wall from 
vital organs. This provides a space Where a surgeon may 
introduce vieWing equipment or maneuver tools into position 
Without damaging surrounding tissue. Various other instru 
ments may then be inserted and WithdraWn through the can 
nula for access to the Working space and operative site. In 
order to ?t through a cannula and also to enable a surgeon to 
manipulate tissue far removed from the incision, instruments 
adapted for endoscopic surgery typically include a long and 
narroW cylindrical shaft. A tool on the distal end of the shaft 
may be inserted through the cannula and positioned Within 
the body near the operative site, While a Working head at the 
proximal end of the shaft remains in the outside environment 
to be handled by a surgeon to control the tool. 

Endoscopic procedures generally require that any instru 
mentation inserted into the patient’s body be sealed, i.e. pro 
visions must be made to ensure insuf?ation gasses, blood and 
other ?uids do not escape the body through the cannula. 
Furthermore, a seal acts to prevent contamination of the body 
cavity by the outside environment. In the absence of such a 
?uid-tight seal, many of the attendant advantages of mini 
mally invasive surgery are lost. Cannulas are often provided 
With a Washer-shaped ring of a ?exible material, such as an 
elastomer, siZed so as to accommodate the cylindrical shaft of 
a surgical instrument. An ori?ce through the seal material can 
be siZed just smaller than the instrument to be inserted so that 
a central portion of the seal material is displaced by the 
instrument and maintains contact With the shaft. The quality 
of the seal created depends in part on the amount of seal 
material contacting the shaft. Leakage of air and insuf?ation 
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2 
gasses might occur if the amount of contacting material is 
insuf?cient. Accordingly, a need exists for a cannula With a 
seal capable of providing a robust engagement With an instru 
ment. 

SUMMARY 

The present disclosure describes a surgical portal appara 
tus Which permits a surgical instrument to access a tissue site 
While maintaining a seal about the instrument. The portal 
apparatus includes a portal member dimensioned for posi 
tioning Within body tissue With a passageWay providing 
access to the tissue site, and a portal seal mounted in the 
passageWay. The portal seal includes an elastic member With 
a passage generally along a seal axis that can deform to 
establish a substantial sealed relationship With the surgical 
instrument, and at least one ?ber loop at least partially embed 
ded Within the elastic member. The ?ber loop includes an 
inner loop portion at least partially circumscribing the pas 
sage, Which is subject to an outWard radial displacement upon 
insertion of the surgical object into the passage, and an outer 
loop portion that is draWn radially inWard during the outWard 
radial displacement of the inner loop portion. In this Way, the 
?ber loop may be adapted to compress a central portion of the 
elastic member around the surgical object upon the inWard 
radial displacement of the outer loop portion. The ?ber loop 
may be formed from a ?exible narroW strand of a substan 
tially inelastic material, and may be arranged to substantially 
encircle the passage forming a loop structure positioned off 
center With respect to the seal axis. The ?ber loop may form 
a continuous loop member and the portal seal may include 
?rst and second ?ber loops arranged such that inner loop 
portions of the respective ?ber loops are at least partially 
overlapping. The ?rst and second ?ber loops may be arranged 
in a general diametrically opposed relation and may be 
accompanied by another pair of ?rst and second ?ber loops. 

In another embodiment, the portal apparatus includes a seal 
having an elastic member With an ori?ce permitting passage 
of a surgical instrument along a seal axis, and a plurality of 
?ber loops at least partially embedded in the elastic member 
arranged such that respective inner loop portions of the ?ber 
loops at least partially circumscribe the ori?ce and outer loop 
portions are relatively displaced from the seal axis. Upon 
insertion of a surgical object into the ori?ce, the inner loop 
portions are radially displaced causing a corresponding radi 
ally inWard movement of the outer loop portions to draW the 
elastic member about the surgical instrument to establish a 
substantial sealed relationship. The seal may be characteriZed 
as a septum seal having a generally planar con?guration. At 
least one ?ber loop may protrude longitudinally from a gen 
eral plane de?ned by the septum seal such that a longitudinal 
displacement of an inner portion of the ?ber loop corresponds 
to an inWard radial displacement of an outer portion of the 
?ber loop. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying draWings, Which are incorporated in 
and constitute a part of this speci?cation, illustrate embodi 
ments of the present disclosure and, together With the detailed 
description of the embodiments given beloW, serve to explain 
the principles of the disclosure. 

FIG. 1 is an exploded perspective vieW of a cannula assem 
bly incorporating a self constricting ori?ce seal in accordance 
With the present disclosure; 

FIG. 2A is top vieW of the self constricting ori?ce seal of 
FIG. 1 in a relaxed condition; 
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FIG. 2B is a top vieW of the self constricting ori?ce seal of 
FIG. 1 deformed to accommodate a surgical object; 

FIG. 3A is a plan vieW of a self constricting ori?ce seal 
having fully embedded ?ber loops extending some distance 
from the ori?ce; 

FIG. 3B is a cross-sectional vieW of the self constricting 
ori?ce seal taken along line A-A of FIG. 3A; 

FIG. 4 is a perspective vieW of a self constricting ori?ce 
seal having partially embedded molded ?ber loops; 

FIG. 5A is a plan vieW of a self constricting ori?ce seal 
having ?ber loops embedded in a straight con?guration; and 

FIG. 5B is a plan vieW of the self constricting ori?ce seal of 
FIG. 5A deformed to accommodate a surgical object. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

The present disclosure contemplates the introduction into a 
person’s body of all types of surgical instruments including 
clip appliers, graspers, dissectors, retractors, staplers, laser 
?bers, photographic devices, endoscopes and laparoscopes, 
tubes, and the like. All such objects are referred to herein 
generally as “instruments.” In the draWings and in the 
description Which folloWs, the term “proximal,” as is tradi 
tional, Will refer to the direction toWard the operator or a 
relative position on the surgical device or instrument Which is 
closer to the operator, While the term “distal” Will refer to the 
direction aWay from the operator or relative position of the 
instrument Which is further from the operator. 

Referring initially to FIG. 1, cannula assembly 100 is a 
surgical portal apparatus including a portal seal such as self 
constricting ori?ce seal 101. At the distal most end of cannula 
assembly 100 is a portal member such as cannula 112. Can 
nula 112 is a holloW tube con?gured to connect to seal body 
122 in a ?uid-tight manner. Port 124 provides a conduit 
betWeen a cavity 126 on the interior of seal body 122 and the 
outside environment. Lip seal 128 is an elastic member 
adapted to bias tWo distally extending lips 130 into a sealing 
engagement With one another. Lip seal 128 rests Within cavity 
126 of seal body 122 and is enclosed therein by snap cap 132. 
Adapter 136 connects snap cap 132 to loWer housing 142. A 
circular opening 146 is disposed on the proximal end of loWer 
housing 142. Self constricting ori?ce seal 101 is positioned 
Within circular opening 146 and enclosed by the connection 
of upper housing 148 to loWer housing 142 by any conven 
tional means. Each component of cannula assembly 100, With 
the exception of lip seal 128, includes a central passageWay 
extending from the proximal to distal end in general align 
ment With a central longitudinal axis. 

In operation, a distal end (not shoWn) of cannula 112 is 
inserted through a small incision made in the body Wall of a 
patient and positioned Within a body cavity in the vicinity of 
an operative site. The proximal end of cannula 112 remains on 
an exterior side of the body Wall.An insu?lation gas may then 
be inserted through port 124 and directed distally through 
cannula 112 into the body cavity. At this point, With no instru 
ment in use, lip seal 128 functions as a Zero closure valve or 
seal preventing insu?lation gasses from traveling proximally. 
When a surgical instrument is introduced to cannula assem 
bly 100, it may be inserted ?rst through upper housing 148.As 
the surgeon advances the instrument distally, the instrument 
encounters self constricting ori?ce seal 101, Which creates a 
?uid-tight connection With the shaft of the instrument as Will 
be described in detail beloW. The instrument may pass freely 
though loWer housing 142, adapter 136, and snap cap 132 
before encountering lip seal 128. The instrument separates 
lips 130 opening lip seal 128, and alloWing insu?lation gasses 
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4 
to travel proximally to self constricting ori?ce seal 101. At 
this point, With an instrument in place, it is the ?uid-tight 
connection betWeen the self constricting ori?ce seal 101 and 
the shaft of the instrument that prevents any further escape of 
insuf?ation gasses from cannula assembly 100. The ?uid tight 
connection is maintained as the instrument is passed through 
seal body 122 and cannula 112 to the body cavity Where it 
may be used to surgically manipulate tissue. 

Referring noW to FIG. 2A, a self constricting ori?ce seal 
201 Will be described in detail. Self constricting ori?ce seal 
201 may be characteriZed as a septum seal. Septum seals are 
de?ned generally as substantially planar elastomeric mem 
bers having properties for radially compressing against the 
outer surface of an object. Self constricting ori?ce seal 201 
includes tWo main components described beloW. 

First, elastic member 210 is formed from an elastomeric 
material. Although a variety of materials may be appropriate, 
a loW durometer polymer may be selected With a high degree 
of compliance to make it particularly adaptable to instru 
ments of various siZes. A central ori?ce 215 extends through 
the elastic member 210 de?ning a seal axis and providing a 
passage for surgical instruments. Central ori?ce 215 is 
capable of expanding to accommodate an instrument inserted 
therethrough. Immediately surrounding central ori?ce 215 is 
the inner portion 217 of the elastic member. An outer portion 
219 of the elastic member surrounds inner portion 217 and 
extends to the outside diameter of elastic member 210. 
The second main component of self constricting ori?ce 

seal 201 is a set of?ber loops 220. Fiber loops 220 are at least 
partially embedded in elastic member 210 and may be 
embedded by any suitable means. A co-molding process such 
as insert molding may be employed Whereby a ?rst material is 
injected into a mold cavity and alloWed to at least partially set 
to form the ?ber loops 220, after Which the mold cavity is 
modi?ed to accommodate the second material to form the 
elastic member 210. Fiber loops 220 may be formed from any 
?exible material compatible With the elastic member 210 and 
may include natural or synthetic ?bers such as plastic, rubber, 
glass, or metal. Fiber loops 220 may be substantially inelastic 
or have elastic properties, but should be less elastic than the 
elastic member 210 such that a force imparted on both com 
ponents tends to stretch the ?ber loops 220 less than the 
elastic member 210. As shoWn in FIG. 2A, ?ber loops 220 
may form continuous elongated loop members. Each oblong 
loop member is arranged in an off-center manner such that an 
inner loop portion 227 is centrally located Within inner por 
tion 217 and an outer loop portion 229 is located Within outer 
portion 219 of elastic member 210. The ?ber loops 220 sub 
stantially surround central ori?ce 215 and the seal axis de?n 
ing loop structures. 

Referring noW to FIG. 2B, in operation, an instrument shaft 
230 may be inserted through central ori?ce 215. To accom 
modate the instrument shaft 23 0, elastic member 21 0 deforms 
to expand central ori?ce 215, While ?ber loops 220 Will have 
a tendency to distort the shape of the loop structures. The 
inner loop portions 227 of ?ber loops 220 are displaced radi 
ally outWardly, Widening the loop structures in the vicinity of 
the central ori?ce 215. This Widening creates tensile forces in 
the ?ber loops 220 draWing outer loop portions 229 radially 
inWard. The inWard displacement outer loop portions 229 
causes each loop structure to pull radially inWard on the 
material in Which it is embedded, including the outer portion 
219 of elastic member 210. The inWard pull causes more of 
the elastic material forming elastic member 210 to surround 
and contact instrument shaft 230. The increased amount of 
elastic material compressed around instrument shaft 230 
along With inWardly directed forces imparted on the material 
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by the ?ber loops 220 establishes a snug ?uid-tight connec 
tion to be made betWeen elastic member 210 and instrument 
shaft 230. 

Referring noW to FIG. 3A, self constricting ori?ce seal 301 
includes tWo pairs of diametrically opposed ?ber loops 320 
fully embedded Within elastic member 310. Again, each ?ber 
loop 320 forms a loop structure surrounding central ori?ce 
315, and de?nes a continuous loop member. Although the 
loop structures do not extend to the outer boundary of elastic 
member 310 as in the embodiment of FIGS. 2A and 2B, each 
loop is elongated such that the outer loop portions 329 are 
relatively displaced from the central ori?ce 315 and the cor 
responding seal axis in relation to the inner loop portion 327. 
In this Way, the ?ber loops 320 are adapted to draW in some 
part of elastic member 310 as an instrument deforms the 
shape of the loop structures. As can be seen in FIG. 3B, ?ber 
loops 320 may form continuous loop members Which are 
independent of one another, being spaced longitudinally 
Within elastic member 310 in the regions of overlap near the 
ori?ce 315. Other embodiments may permit intersections of 
?ber loops. 

Referring noW to FIG. 4, an alternate embodiment of self 
constricting ori?ce seal 401 includes elastic member 410, 
central ori?ce 415, and molded ?ber loops 420, Which are 
partially embedded in elastic member 410. An inner loop 
portion 427 of molded ?ber loop 420 protrudes longitudinally 
from elastic member 410 While an outer loop portion 429 is 
embedded. Molded ?ber loops 420 are continuous loop mem 
bers forming loop structures encircling the central ori?ce 415 
and corresponding seal axis. Molded ?ber loops 420 may act 
in the manner described above Whereby a change in the Width 
of the loop structures leads to portions of the elastic member 
410 being draWn radially inWard. Additionally, a longitudinal 
displacement of the inner loop portions 427 may contribute to 
an inWard radial displacement of portions of the elastic mem 
ber 410. If self constricting ori?ce seal 401 is oriented Within 
a cannula assembly such that inner loop portions 427 protrude 
distally, an instrument may engage the inner loop portions 
427 protruding from elastic member 410 draWing the inner 
loop portions 427 distally as the instrument is advanced 
toWard an operative site. This longitudinal displacement of 
the inner loop portions 427 Will create tension in ?ber loops 
420, Which Will have an inWardly directed radial component. 
Portions of the elastic member 410 surrounding embedded 
portions of ?ber loops 420 Will be draWn radially inWard due 
to this radial component. This Will compress the elastic mem 
ber 410 around ori?ce 415 and an inserted surgical instru 
ment. 

Referring next to the embodiment of FIG. 5A, self con 
stricting ori?ce seal 501 includes elastic member 510, central 
ori?ce 515 and ?ber members 520. Fiber members 520 
include inner ?ber portions 527 and outer ?ber portions 529, 
and need not form continuous loop members to draW in elastic 
material of elastic member 510. As can be seen in FIG. 5B, 
upon the insertion of instrument shaft 530, inner ?ber por 
tions 527 of ?ber members 520 are outWardly displaced. 
Being less elastic than elastic member 510, ?ber members 
520 tend to maintain their length by draWing outer ?ber 
portions 529 radially inWard to accommodate the outWard 
displacement of the inner ?ber portions 527. In this Way, 
elastic member 510 is compressed about central ori?ce 515. 

Although the foregoing disclosure has been described in 
some detail by Way of illustration and example, for purposes 
of clarity or understanding, it Will be obvious that certain 
changes and modi?cations may be practiced Within the scope 
of the appended claims. 
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What is claimed is: 
1. A surgical portal apparatus for permitting access to a 

tissue site, Which comprises: 
a portal member dimensioned for positioning Within body 

tissue, the portal member having a passageWay provid 
ing access to a tissue site and to permit introduction of a 
surgical object used in performing a surgical procedure 
adjacent the tissue site; and 

a portal seal mounted relative to the portal member and 
de?ning a seal axis, the portal seal including an elastic 
member de?ning a passage to permit passage of the 
surgical object generally along the seal axis and being 
adapted to establish a substantial sealed relation With the 
surgical object, and at least one ?ber loop at least par 
tially embedded Within the elastic member, the ?ber 
loop including an inner loop portion at least partially 
circumscribing the passage and being subject to an out 
Ward radial displacement upon insertion of the surgical 
object into the passage and an outer loop portion subject 
to an inWardly radial displacement during the outWard 
radial displacement of the inner loop portion. 

2. The surgical portal apparatus according to claim 1 
Wherein the at least one ?ber loop is adapted to compress the 
elastic member around the surgical object upon the inWardly 
radial displacement of the outer loop portion. 

3. The surgical portal apparatus according to claim 2 
Wherein the at least one ?ber loop comprises a ?exible narroW 
strand of a substantially inelastic material. 

4. The surgical portal apparatus according to claim 1 
Wherein the at least one ?ber loop substantially encircles the 
passage de?ning a loop structure. 

5. The surgical portal apparatus according to claim 4 
Wherein the loop structure is oblong andpositioned off-center 
With respect to the seal axis. 

6. The surgical portal apparatus according to claim 1 
Wherein the at least one ?ber loop de?nes a continuous loop 
member. 

7. The surgical portal apparatus according to claim 6 
including ?rst and second ?ber loops arranged relative to the 
seal axis Whereby the inner loop portions are at least partially 
overlapping. 

8. The surgical portal apparatus according to claim 7 
Wherein the ?rst and second ?ber loops are arranged in a 
general diametrically opposed relation. 

9. The surgical portal apparatus according to claim 8 
including tWo pairs of ?rst and second ?ber loops. 

10. A surgical portal apparatus for permitting access to a 
tissue site, Which comprises: 

a portal member dimensioned for positioning Within body 
tissue, the portal member having a passageWay provid 
ing access to a tissue site and to permit introduction of a 
surgical object used in performing a surgical procedure 
adjacent the tissue site; and 

a portal seal mounted relative to the portal member and 
de?ning a seal axis, the portal seal including an elastic 
member de?ning an ori?ce to permit passage of the 
surgical object generally along the seal axis and a plu 
rality of ?ber loops at least partially embedded Within 
the elastic member, the ?ber loops arranged about the 
seal axis and having respective inner loop portions at 
least partially circumscribing the ori?ce and outer loop 
portions relatively displaced from the seal axis, the inner 
loop portions adapted to be radially displaced upon 
insertion of the surgical object to cause corresponding 
radially inWard movement of the outer loop portions to 
draW the elastic member about the surgical object in 
substantial sealed relation thereWith. 

11. The surgical portal apparatus according to claim 10 
Wherein the elastic member is a septum seal, the elastic mem 
ber de?ning a general seal plane. 
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12. The surgical portal apparatus according to claim 11 
wherein at least one ?ber loop is dimensioned to protrude 
longitudinally from the general seal plane. 

13. The surgical portal apparatus according to claim 12 
Wherein the inner loop portion of the at least one ?ber loop is 
subject to a longitudinal displacement upon insertion of the 
surgical object, the longitudinal displacement of the inner 
loop portion associated With a radially inWard displacement 
of the outer loop portion of the at least one ?ber loop. 

14. The surgical portal apparatus according to claim 1, 
Wherein the portal seal is a septum seal exhibiting a substan 
tially planar con?guration. 

8 
15. The surgical portal apparatus according to claim 14, 

Wherein the elastic member de?nes an inner portion imme 
diately surrounding the passage and an outer portion that 
radially surrounds the inner portion and extends to an outer 
periphery of the elastic member, and Wherein the ?ber loop 
extends substantially into both the inner and outer portions of 
the elastic member. 

16. The surgical portal apparatus according to claim 1, 
Wherein the ?ber loop is fully embedded in the elastic mem 

10 ber. 


